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Preface 



This publicatioD is a reference manaal designed 
for all users. It contains both messages and 
codes produced by the IBM Virtual Machine 
Facility/370 (VK/370) . 

This publication contains four sections: 
Introduction, Codes, Messages, and Appendixes. 

The "Introduction" contains: 

• The format of messages VM/370 generates 

• Syntax conventions this publication uses 

• CP problem determination procedures 

The codes are divided into the following 
catagories: 

• Return codes 

• CP wait state codes 

• Loader wait state codes 

• ESCS wait state codes 

• CP abend codes 

• CMS abend codes 

The message section of this publication is 
divided as follows: 

• Control Program (CP) Messages 

• Conversational Monitor System (CMS) Messages 

• Remote Spooling Communication Subsystem 
(RSCS) Messages 

• Interactive Problem Control System (IPCS) 
Messages 

• IBCDaSDI Virtual Disk Initialization Program 
Messages 



The appendixes contain: 

• Command-to-Message Cross-Ref erence 

• Message Summary Alphamerically by Message 
Identifier 

• Message-to-Module Cross-Reference 

• Message Text-to-Message Identifier 
Cross-Reference 

• VM/370 Restrictions 

References to a standalone dump occur in 
various messages in this publication. One such 
program is the EPS Storage Print program. 
Program No. 360P-nT-056. 

The following terms in this publication are 
defined as follows: 

• "270x" refers to IBM 2701, 2702, and 2703 
Transmission Control Dnits or the Integrated 
Communications Adapter (ICA) on the 
System/370, Model 135. 



"3270" refers to a series of displiy devices, 
that are supported as VM/370 terminal display 
stations. A specific device type is used 
only when a distinction is required between 
device types. 

The use of display terminals is applicable to 
VM/370 supported system consoles used in 
display mode only. 

Information pertaining to the IBM 3 284 or IBM 
3286 printers includes any printers used for 
the display terminal copy function unless 
otherwise noted. 

"3330" refers to the IBM 3330 Disk Storage, 
Models 1, 2, or 11; the IBM 3333 Disk Storage 
and Control, Models 1 or 11; and the IBM 3350 
Direct Access Storage operating in 3330/3333 
Model 1 or 3330/3333 Model 11 coupatibility 
mode. 



"370x" refers to IBM 3704 
Communications Controllers. 



and IBM 3705 



• "3705" refers to the 3705 I and the 3705 II 
unless otherwise noted. 

• "FB-512" refers to the 3310 and the 3370 
Direct Access Storage Devices. Thase devices 
are only supported by the VM/3 70 System 
Extensions Program Product. 
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CMS Command and Mac ro Refe rence , Order No. 
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No. GC20-1820 

Operator's Guide , Order No. GC2 0-1806 

Remote S pooling Communications Subsystem 
(RSCS) User's Guide, Order No. GC 20 -181 6 

Interactive P roblem C ontro l System ( IPCS ) 
Users Guide , Order No. GC 20- 182 3. 

COREQUISITE PUBLICATIONS 

IBM V irtual Machi ne Faci li ty/370 : 

Plan n ing and Syste m Generation Gu ide , Order 
No. GC20-1801 

Syst em P rogrammer ' s Guide , Drder No. 
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Also corequisite are programmer's guides to the 
various language processors. For anyone who 
uses the CMS ESEBV command under CHS/DOS, the 
Guide to the DOS/ YS Assemble r, Order No. 
GC33-402U, is a corequisite because it contains 
all the ESEEV error messages. 

The access method services (IDC-prefix) 
messages, the access method services return and 
reason codes, and the VSAM error codes are 
contained in the DOS/VSE Messages , Order No. 
GC33-5379. 



Error messages issued by the OS/VS and DOS/VS 

Analysis Program- 1 (AP-1) are described in the 

OS/VS an d pos/VS Analysis Proqr am- 1 (AP-1) 
Oserls Guide , Order No. GC26-3855. 

Messages received at the operator's console 
of the OS/VS virtual machine used in support of 
the Mass Storage System (HSS) are documented in 
the QS^VS Me ssag e Libra ry : Mass Storage Sys tem 
(MSS) "Messages, Order No. GC38-1000. 

The OS/VS EREP messages that are issued in 
the VM/370 CMS environment are documeated in the 
OS/VS, DOS/VSE, VM/370 EREP Messages, Order No. 
GC38-10i5-1. 
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OSING THIS PUBLICATION 



This publication contains messages for the following: 

• VH/370 System Control Program, Program Number 5749-010 

• VM/370 Basic System Extensions Program Product, Program Number 
5748-XX8 

• VH/370 System Extensions Program Product, Program Number 5748-XE1 

Significant information pertaining to the program products is identified 
by the following delimiters. 



- - - (Basic System Extensions) 
This is an example. 

- - - (System Extensions) - - - 
This is an example. 



Message text not carrying any qualifiers is part of the base VM/370 
System Control Program. 

Note to VM/370 Syste m Extensions Progra m Product D sers : Information 
identified as VM/370 Basic System Extensions information is also part of 
the VM/370 System Extensions Program Product. 
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Sumniary of Amendments 

for GC20-1808-10 

VM/370 Release 6 PLC 2 



EEOEGiNIZATION 

Changed ; Documentation only 

This VM/370 System Messag es publication now 
contains integrated information (including 
all previous updates) for VM/370 System 
Control Program, Program No. 5749-010, VB/370 
Basic System Extensions Program Product, 
Program No. 5748-1X8, and VM/370 System 
Extensions Program Product, Program No. 
5748-XE1. 



Note: There will be no supplements issued for 
VH/370 Basic System Extensions Program 
Product or VM/370 System Extensions Program 
Product against this base publication. 



MISCELLANEOUS 

Chan g ed ; Documentation only 

Several minor literary and editorial changes 
have been made. 



Summary of Amendments ix 



Summary of Amendments 
for GC20-1808-9 
VM/370 Release 6 PLC 1 



3850 MASS STORAGE SYSTEM EXTENDED SUPPORT 

Hew ; Program and Documentation 

VH/370 supports user minidisks on Mass 
Storage System (HSS) 3330V volumes, where the 
minidisk appears to the virtual machine to be 
defined on a permanently mounted IBM 3330-1 
drive. 

HSS volumes may also be dedicated and 
attached to a virtual machine as a 3330V or 
3330-1 device. 

In addition, the 3850 MSS now allows system 
control of very large data capacities (from 
35 billion bytes to 422 billion bytes) . 



3800 PRINTING SOBSYSTEM SOPPORT 

New: Program and Documentation 

VM/370 supports the 3800 printing subsystem 
as a high speed printing device that uses 
electrophotographic and laser technology to 
achieve printing speeds up to 20,040 lines of 
copy per minute. 

VM/370 allows virtual machines to attach the 
3800 printer (with full capabilities) as a 
dedicated device. 

VM/370 also supports the 3800 Printing 
Subsystem as a real VM/370 spooling device. 
Virtual machines can print spool files on the 
3800 printer. 



SHARED SEGMENT PROTECTION 

Changed ; Program and Documentation 

In Release 6, when a user modifies a shared 
segment (except when using ADSTOP, TRACE, or 
STORE) , VM/370 places the user in console 
function mode. It then returns tde modified 
page(s) to free storage. The next reference 
to the page(s) causes a fresh nopy to he 
paged from storage. 



ONPROTECTED SHARED SEGMENTS 

Chan ged: Program and Documentation 

VM/370 provides the option of running without 
protection against changes to shared 
segments. If a shared segment is specified 
as unprotected, any changes made by a user of 
that shared segment is seen by all other 
users of that shared segment. 

LOGON/AOTOLOG/LINK JODRNALING 

New; Program and Documentation 

VM/370 supports a new JOURNAL operand. When 
this option is specified passwords cannot be 
entered on the same line as the LOGON/ADTOLOG 
or LINK commands. 

In addition, all unsuccessful atteapts to use 
an invalid password are recorded and when the 
threshold has been reached, the system 
administrator is notified of these attempts. 



EXTENDED MONITOR SUPPORT 

New and Changed ; Program and Documentation 

The VM/370 measurement facility (monitor) 
extends the data collection and recording 
capabilities of the monitor by gathering 
additional information, by allowing the 
system programmer to choose the devices for 
collecting information, and by allowing the 
system programmer to specify when the monitor 
should close monitor spool files. 



REMOTE SPOOLING COMMUNICATIONS SUBSYTEM 
NETWORKING PROGRAM PRODUCT 

New; Program and Documentation 

The Remote Spooling Communicaitons (RSCS) 
Networking program product proviies Remote 
Job Entry into a VM/370 system and allows a 
VH/370 system to use the Network Job 
Interface/Network Job Entry (NJI/NJE) 
protocol. 
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Summary of Amendments 

for GC20-1808-8 

as updated by TNL GH25-0U55 

VH/370 Release 5 PLC 12 



?ASY PROCESSOR ONLINE/OFFLINE SOPPORT 

New and Changed ; Program Support 

VM/370 attached processor (AP) provides 
support to enhance the reliability, 
availability, and serviceability of the 158 
and 168 attached processors, and the 158 and 
168 asymmetric MP systems. 

This support allows the attached processor to 
be taken offline, make needed repairs, and 
then bring it back online without affecting 
the main processor. 
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Summary of Amendments 
for GC20-1808-8 
as updated by TNL GN25-0U50 
VM/370 Release 5 PLC 6 



3340/3344 ALTERNATE TRACK SUPPORT MISCELLANEOUS 

C hanged ; Program Support 

New a nd Changed ; Program and Documa ntation 
Software error recovery procedures now 

provide for switching to an alternate track Several new and changed abend codes have been 
when an attempt to do I/O on a defective 3340 added due to Release 5 maintenance. They 
or 3344 track results in a track condition. are: 
Logic affecting CP I/O, Diagnose I/O, and SIO 
T_ccno<^ "^ros ^ virtual m^chins i^ 
Messages reflecting these changes 
included in this publication. 



'■t^a.Ii^ic\j. . 


AFIOG 1 


?TS108 


!S are 


CPV001 


PTR019 




PGS001 


PTR020 




PSA003 


ODR002 




PSA004 


VMA008 
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Introduction 



This section describes: 

• The format messages VM/370 generates. 

• Syntax conventions used in this publication. 

• CP problem determination procedures. 



VM/370 Message Format 



VM/370 generates messages from the Control 
Program (CP) , the Conversational Monitor System 
(CMS) , the Eemote Spooling Communications 
Subsystem (ESCS) , and the Interactive Problem 
Control System (IPCS) . 

Messages consist of a message identifier and 
message text. The identifier (for example, 
DMKCQG020E) uniquely identifies the message. The 
text is a short phrase or sentence describing a 
condition that has occurred or requesting a 
response from the user. 

The message identifier consists of four 
fields: a component code, a module code, a 
message number, and a type code. The format of 
the message identifier is: 



xxxmmmnnns 



where: 



Routine 


Code 


Meaning | 


CP 


& 


Immediate physical action | 


Commands 


I 


Information | 




« 


Warning or System Wait | 




E 


Error | 


CMS 


S 


Response j 


Commands 


I 


Information | 




W 


Warning | 




E 


Error | 




S 


Severe error | 




T 


Terminal (unrecoverable) | 
error | 


ESCS 


5 


Response ! 


Commands 


I 


Information | 




E 


Error | 




S 


Severe error | 




T 


Terminal (unrecoverable) | 
error | 


IPCS 


R 


Response j 


Commands 


I 


Information | 




E 


Error | 




S 


Severe Error | 


Service 


k 


Immediate physical action | 


Routines 


D 


Immediate decision | 




E 


Eventual action | 




I 


Information | 




W 


System wait | 



is the component code, 
prefixed as follows: 



Messages are 



Figure 1. Types and Meanings of Severity Codes 



• CP messages — DMK 

• CMS messages — DMS 

• RSCS messages — DMT 

• IPCS messages — IPCS 

mmm is the module code, three letters that 
indicate which module generated the 
message. This field is usually an 
abbreviation of the name of the module in 
which the error occurred. 

nnn is the message number, three digits that 
are associated with the condition that 
caused the message to be generated. 

s is the type code, a letter that indicates 
what kind of condition caused the message. 
The definition of the type codes depends on 
the nature of the routine producing the 

message, as shown in Figure 1. 



DNNUMBERED RESPONSES 



All normal, unnumbered responses indicating the 
successful completion of a command (such as 
ready message, B;) are included in the VM/ 37 
CMS Com mand and Macro R eference , the YM/370 CP 
C ommand Reference for Ge neral Dsers, and the 
YM/370 Operator's Guide. 



HNOTES 



Onnumbered responses can also be the result of 
executing system generation macro instruction or 
service programs. These responses, referred to 
as HNOTES, are documented in logic listings 
only. 



Introduction 



Displaying Messages At the Terminal 



When you log on to ?H/370 at your terminal, the 
default setting for the display of aessages is 
TEXT. This Beans that only the text portion of 
the message appears when the message is 
displayed. The message identifier is not be 
displayed. 

Since this book is organized by message 
numbers within component codes, it will be 
difficult for you to find the explanations of 
messages if you search through the book for the 
message text. Therefore, you should issue the CP 
command SET EBSG ON after you log on. This 
command causes the message identifier to be 
displayed along with the text. 

Note: If you do not use the SET EMSG ON command, 
refer to "Appendix D: Message Text-to- Message 
Identifier Cross Reference" for the first line 
of the message. 



SPECIAL MESSAGE FACILITY 



The Special Message Facility is a method of 
transferring special messages from a user to a 
specially programmed receiving virtual machine. 
The CP SET SMSG ON command is issued to allow a 
virtual machine to receive special messages. 



Syntax Conventions 



The syntax used in the messages and commands in 
this publication is as follows: 

1. Anything within guotes '...' and/or in 
lowercase letters is replaced at execution 
time with information in the format 
described within the guotes. 

2. Anything within braces {. ..|...} indicates 
alternate text and/or information selected 
at execution time. 

3. Anything within brackets [•••] nay be 
optionally left out, depending on the 
condition arising. 

See Figure 2 for a list of abbreviations used 
in this publication. 



r- ■■ - -■ '■■' — " - - '- « 

1 Short Form | Meaning | 


1 '...• 1 Alphameric information | 


1 addr | Storage address | 


1 bbcchh I Bin, cylinder, and head ! 


1 callee | Routine called by another | 
1 1 executing routine | 


1 caller | Routine doing the calling | 


1 caw 1 Channel address word | 


1 cc 1 Cylinder number | 


1 char 1 Character | 


1 col 1 Column | 


1 csw 1 Channel status word | 


1 cuu 1 Virtual device address | 


1 cyl 1 Cylinder | 


1 dasd I Direct access storage | 
1 1 device | 


1 device name | Mnemonic name for cuu | 


I device type | IBM device type | 


I fileid 1 fn ft [fm] | 


1 fm 1 filemode ( 


1 fn 1 filename | 


1 ft f filetype j 


1 mode 1 Mode letter or mode | 
1 I letter and mode number | 


1 nn 1 Decimal information | 


1 nnnnnn | Block numbers | 


t psw 1 Program status word | 


1 raddr | Real storage address | 


1 re 1 Return code ( 


1 rid 1 Resource information | 


i rr 1 Record number | 


( SVC 1 Supervisor call number | 


1 ttcs 1 Universal character set | 


I vaddr | Virtual storage address | 


1 XX 1 Hexadecimal information ( 

C J 



Figure 2. Syntax Abbreviations Dsed 
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CP Problem Determination 



CP error messages are divided into several 
categories according to the number (nnn) of the 
message. See Figure 3 for a complete list of 
message numbers and related functions. 



2. Attempt to reproduce the problem, making 
sure that the full error message function 
is in effect by issuing the CP command: 

SET EMSG ON 

3. Obtain the virtual machine's current 
configuration by issuing the CP command: 



1 Numbers I Belated Function | 


1 001—349 1 CP commands and console functionsi 


I 350-399 1 Nucleus loading | 


1 400-424 1 Paging | 


1 425-449 \ Spooling | 


1 450—474 1 Dispatching and service routines j 


1 475-4 99 1 Directory routine | 


1 500-549 1 Input/output error recovery | 


1 550-599 1 Input/output error recording | 


! 600—649 ! Machine check recovery | 


1 650—699 1 Reserved for IBM use only | 


1 700-729 1 DDR (dump restore) service | 
1 1 program | 


1 730-749 ! FMT (format) service program 1 


1 750-799 1 DIR (directory) service program | 


1 800-849 1 Reserved for IBM use only | 


1 850-899 j DMM (VMFDOMP) service routine | 


j 900-999 1 Checkpoint, warm start, dump | 
1 1 initialization | 



Figure 3. CP Error Message Numbers 



The general user (class G) and other users 
receive error messages in the range 001 to 349. 
Messages ranging from 350 to 699 are for the 
primary system operator only. Messages ranging 
from 700 to 999 cover CP service routines and 
are usually observed only by system support 
personnel. 



QDERY VIRTDAL 

4. Where appropriate, and depending upon 
conditions, obtain a virtual storage dump 
by issuing the CP command: 

DOHP 0-END 



SYSTEM OPERiTOR ACTION 



System operators (classes A, B, C, and D) who 
observe problems with CP commands should do the 
following: 

1. Keep the console output sheet identifying 
the problem. 

2. Attempt to reproduce the problem with full 
error message by issuing the CP command: 

SET EMSG ON 

3. Obtain the real machine's configuration 
status by issuing the CP command: 

QDERY ALL 

4. Reissue the CP command that has been 
causing the errors. If the problem recurs, 
force a CP abend dump by pressing the 
RESTART key ( not RESET). This technique 
automatically suppresses tracing while 
storage is being dumped, when the system 
restarts, use the VMFDDMP command to format 
and print the dump. 

Caution: This will cause a system restart 
and all users must log on again. The 
advantage of using this technique is that 
it provides you with a form atte d dump. 

If it is too disruptive to log off all 

users, you can obtain a dump using the CP 

command DHCP, which allows all users to 

remain logged on. Such a dump goes 

directly to the printer and is not 
formatted. 



GENERAL USER ACTION 



If in the normal use of CP commands error 
messages in the range of 001 to 349 persist, the 
user should perform the following steps before 
contacting the IBM FE Program System 
Representative for programming assistance, 

1. Keep the terminal sheet that identifies the 
problem. 



Note: You must weigh the advantages and 
disadvantages of both techniques. 

5. If you use the DMCP command, first reissue 
the CP command causing the problem. Then 
enter "alter/display" mode and display the 
following: 

(a) DP- PSW 

(b) D G - General registers 

(c) DC- Control registers 
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Next, use the class A CP coBBand MONITOR Last, turn tracing back on by issuing the 
STOP CPTEACE to turn off tracing. CP comnand MONITOR START CPTEACE. 
Otherwise, the dunp would show the dumping 
activity in the trace table. Note ; If you do not have privilege class A, 

you can stop tracing by issuing the class C 
Then obtain the dump by issuing: coamand STCP to store X'OOOO' at location 

X'400', and resuie tracing by storing 
DMCP 0-END I'PFF?' 5tt location X'lOO*. 
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System Codes 



Return Codes 



A return code of zero is passed to register 15 
if no warning nessages, error messages, severe 
error messages, or terminal error messages are 
generated during execution of a command. a 
ccssand. 



8 Device errors occurred for which a 
Warning message is issued, or errors were 
introduced into the output file. 

12 Errors were found in the input file. 

20 There is an invalid character in the 
fileid. Valid characters are: 0-9, &-Z, 
$, a, #, and a-z. 



If however, during execution of a command, a 
condition arises that results in the display of 
a warning message, error message, severe error 
message, or terminal error message, the command 
passes a nonzero return code in register 15. 



Commands that invoke program products pass a 
nonzero return code to the user. However, this 
return code has been redefined by the program 
product or compiler in operation. 

Hote: The following list does not contain all 
return codes. Other return codes are shown in 
the descriptive text of the issuing message. 



Code Meaning 

-0001 No CP command with this name was found. 
(The CP error code of +1 is converted by 
CMS to -0001 for commands entered from 
the virtual console.) 



24 The user did not correctly specify the 
command line. 



28 An error occurred while trying to access, 
or manipulate, a user's files; for 
example, file not found. 



32 The user's file is not in the expected 
format, or the user's file does not 
contain the expected information or an 
attempt was made to execute a LOADMOD 
command while in CHS subset mode. This 
would cause the module to be loaded in 
the user area. 



36 An error occurred in the user's devices. 
For example, a disk is in read-only 
status, and needs to be in write status 
in order to write out a file. 



■0002 An attempt was made to execute a CMS 
command while in CHS subset mode, which 
would have caused the module to be loaded 
in the user area (LOADMOD error code 32) . 



-0003 No CHS command issued from EXEC was found 
with this name, or an invalid function 
occurred when issuing the SET or QOERT 
command from EXEC with IMPCP active. 



40 A functional error by the user occurred 
during execution of the command, or the 
user failed to supply all the necessary 
conditions for executing the command, or 
an end of file or end of tape was reached 
(where applicable) . 



41 Insufficient storage was available 
execute the command. 



to 



■0004 The LOADMOD failed (for example, there 
was an error in the module) . 



-0005 A LOADMOD was attempted in the wrong 
environment (for example, the module was 
generated by the GENMOD command with the 
OS option and LOADMOD was attempted with 
DOS=ON specified) . 

4 The user did not specify all the 
conditions to execute the command as 
intended. Execution of the command 
continues, but the result may or may not 
be as the user intended. 



88 A CMS system restriction prevented 
execution of the command, or the function 
reguested is an unsupported feature, or 
the device reguested is an unsupported 
device. 

100 Input/output device errors. 



104 a functional error for which the system 
is responsible occurred during execution 
of the command. 



256 An unexpected error for which the system 
is responsible (Terminal Error) occurred 
during execution of the command. 
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RETUEN CODES PEODUCED BY THE CP DIRECT COMHAND 



Return codes produced by the CP DIRECT command 
are listed in Figure H. 



j Code 


Meaning I 


1 1 


Invalid filename or file not found ( 


1 2 


Error loading the directory | 


1 3 


Invalid option from CMS | 


1 ^ 


Directory not swapped, user not ( 
class A, B, or C I 


1 5 


Directory not swapped, system (old) | 
directory locked I 


1 6 


Directory not swapped, the directory | 
in use by the system is not the | 
directory updated | 


I Ixx 


Error in the CMS RDBOF routine | 


1 2xx 


Error in the CMS TYPLIN routine | 


1 XX i: 


3 the CMS routine return code | 



Figure 4. Return Codes Produced by the CP 
DIRECT Command 



SAMPLE RETURN CODE FROM A CP COMMAND 

An example of the CP LINK command invoked while 
in CMS mode is shown in Figure 5. Commands or 
functions of commands passed to CP, in turn, 
pass the return code (via CP) to register 15. 

The user has entered the CP LINK command to 
userid ♦. The user's own directory will be 
searched for device vaddrl. Vaddr2 is the 
virtual address assigned to the device for this 
virtual machine. Read-only access is requested. 
No password is required because the user has 
linked to one of his own disks. 

The result will be one of the following: 

E; a successful execution. 

R(nnnnn); indicating an error. 

If nnnnn contains a CMS return code, the 
error occurred in CMS. However, if nnnn contains 
a CP message identifier, the error occurred in 
CP. 



ipl cms 

CMS VERSION n.n mm/dd/yy 



cp link to * vaddrl as vaddr2 r 



Figure 5. Example of a CP LINK Command 



Return codes can be used by system 
programmers in the DEBUG subcommand and also in 
EXEC procedures. See the VH/370 CMS C ommand and 
Macro R eference for a description of the 
&RETCODE special variable. 



RETORN CODES PRODUCED BY THE CMS DDR COMMAND 



The CMS DDR command produces several return 
codes. These return codes, along with their 
meanings are listed in Figure 6. 



1 •— — ..,.., , 

1 Code 1 Meaning | 


1 1 1 Invalid filename or file not found | 


1 2 1 Error running the program | 


1 3 1 Flagged DASD track | 


I 4 1 Permanent tape or DASD I/O error ( 


1 Ixx 1 Error in PRINTIO routine | 


1 2xx 1 Error in CONREAD routine | 


1 3xx 1 Error in RDBOF routine | 


1 4xx 1 Error in TYPLIN routine | 


1 XX is the CMS routine return code | 



Figure 6. Return Codes Produced by the CHS 
DDR Command 



RETORN CODES PRODOCED BY IPCS 



There are two return codes produced by IPCS. 
These return codes are as follows: 

Code Meaning 

4 An incorrectly entered parameter. 

8 System failure; a read/write error or an 
invalid internal parameter. 



6 IBM VM/370 System Messages 



CP Wait State Codes 



001 Explanation : The machine check handler has 
encountered an unrecoverable failure. 
Probable hardware error. Issued by module 
DHKMCH and DMKHCT. 

Note ; This wait state is also loaded if a 
malfunction alert occurred on the main 
processor. 

Operator Action ; Bun the System Environment 
Record Edit and Print (SEREP) program before 
restarting the system. To restartr clear 
storage and IPL the VM/370 system, 
specifying CKPT start. If the problem 
persists, contact your system support 
personnel. 



002 Explanatio n; The channel check handler has 
encountered an unrecoverable failure. 
Probable hardware error. Issued by module 
DMKCCH. 

Operator Action ; Bun the System Environment 
Record Edit and Print (SEREP) program before 
restarting the system. To restart, clear 
storage and IPL the VH/370 system, 
specifying CKPT start. If the problem 
persists, contact your system support 
personnel. 



003 Explanation ; A system failure occurred 
before a valid warm start was performed. 
Issued by module DHKDMP. 

Operator Action ; Reload (via IPL) the 
system. If the error persists, clear 
storage before attempting another IPL. If 
the problem persists after the second IPL 
with cleared storage, a cold start is 
probably reguired. Save the dump produced 
on the prespecified dump device for your 
system support personnel. Refer to the 
message description for possible causes. 



OOU Explanation ; A console or an output device 
is not operational, or a console or output 
device has produced an inexplicable error 
status. Probable hardware error. Issued by 
module DMKDWP. 

Operator Action ; Reload (via IPL) the 
system. To restart, clear storage and IPL 
the VH/370 system, specifying CKPT start. 
If the problem persists, contact your system 
support personnel. 



005 Explanatio n: The CP initialization module 
(DMKCPI) could not find an operational 
primary or alternate console. Probable 
hardware error. Issued by module DHKCPI. 



Operator Action : Reload (via IPL) the 
system. If the problem persists, contact 
your system support personnel. 



006 Explanation : This is a normal wait when a 
system shutdown is completed. Issued by 
module DMKCPI. 

Operato r Action ; Follow normal operating 
procedures. 



007 Explaaatioa : A program check, a sachine 
check, a permanent I/O error, invalid warm 
start data, an invalid warm start cylinder, 
or a full warm start cylinder was 
encountered by the checkpoint program. 
Issued by module DHKCKP. 

Operator Action ; For message DMKCKP901W, run 
SEREP to document the machine check, then 
contact your system support personnel. For 
message DHKCKP902W, an indication of an 
unrecoverable I/O error, move the SYSRES 
volume if possible and try to checkpoint the 
system. For message DHKCKP910H, if more than 
one SYSRES volume is mounted, check to see 
that the correct volume is loaded (via IPL) 
and try a checkpoint operation. If the 
operation fails again use the following 
procedure. This procedure is to be used for 
all other DMKCKP messages as well. 



1. 



Dump the first 3000 hexadecimal storage 
locations. 



2. Dump the warm start cylinders. 

3. Contact program support personnel. 

U. To restart, clear storage and IPL the 
VH/370 system, specifying CKPT start. 

The following storage locations contain 
information related to wait state 007. 

Hexadecimal 

Location Contents 

10 Sense data up to 2 4 bytes 
40 Channel status word (8 

bytes) 
48 Channel address word (4 
bytes) 
808 Pointer to error message (4 

bytes) 
816 Cylinder address of the 
first nucleus cylinder (2 
bytes) 
818 Cylinder address of the last 

nucleus cylinder (2 bytes) 
81C BBCCHHR of* the DHKSAV module 

on disk (7 bytes) 
824 Current seek address BBCCHHR 
(7 bytes) 
800-17FF Checkpoint prograiH (DMKCKP) 
1800-3000 Checkpoint work area and 
4096-byte buffer 



System Codes 



- - - (Basic System Extensions) - - - 

820 Device class of SYSEES 
device (RDEVTYPC) 

828 BBCCHHE of the DMKSAV module 
on disk — 7 bytes (count- 
key-data) or locate block 
number (PB-512) 

8^8 Current seek address BBCCHHH 

7 bytes (count-key-data) or 
locate block number (FB-512) 

If the SYSEES device is FB-512 
(EDEVTYPC=CLASFBA) , the contents of the 
following hexadecimal locations are changed: 



816 



822 



Page address of the first 

page of the CP nucleus (4 

1 — 4- .^ ^. * 

Page address of the last 

page of the CP nucleus (4 
bytes) 



An error aessage preceding the wait state 
may or may not be displayed, depending upon 
the status of the console. If the error 
message is not displayed, hexadecimal 
location 808 contains the address of the 
error message (60 bytes in length) . 



008 Explanation ; Checkpoint and system shutdown 
are complete or system recovery has failed. 
Issued by module DMKCKP. 

Operator Action ; If messages preceded the 
wait, follow normal operating procedures 
prescribed by your installation after 
shutdown. If messages did not precede the 
wait, either; 

1 . The console printer was unavailable for 
some reason. Before initializing a new 
system, make sure the console printer 
has been made operational, or 

2. The system is running from the 
alternate console. Messages DHKCKP910I, 
DMKCKP911W, DMKCKP960I, and DMKCKP961W 
do not appear on the alternate console. 
Follow normal operating procedures 
prescribed by your installation after 
shutdown. 



009 Explanatio n; An error condition occurred 
which prevents a warm start. Issued by 
module DMKWRM. 



Operat 

DMKWRM 

warm 

error 

pack 

start 

DMKWRM 

system 

correc 

start. 



or Action 
90aw or DHK 
start syst 
message rec 
to another 

again. I 
912W is en 

volumes 
tly mounted 



If the 
WRM921W, im 
em initializ 
urs, move th 
location a 
f message 
countered, e 
(no duplicat 
, and then 



message is 
mediately retry 
ation. If the 
e VM/370 SYSRES 
nd try a warm 
DMKWRB903W or 
nsure that all 
e labels) are 
attempt a warm 



If warm start errors persist, force a system 
dump to the printer by pressing the system 
console RESTART key, and save the results 
for the installation support personnel. 

If the message is DHKWRH920W, restart the 
system using CKPT start. Otherwise, use a 
FORCE or COLD start. 



OOA Explanat ion; A machine check occurred while 
DMKSAV was attempting to save or restore a 
page image copy of the nucleus on a SYSRES 
device. Probable hardware error. Issued by 
module DMKSAV. 

Operator Action; Run the System Environment 
Record Edit and Print (SEEEP) program before 
reloading, ir the proDlem persists, contact 
your system support personnel. 



OOB Explanat ion; A machine check error occurred 
during system initialization. Probable 
hardware error. Issued by module DHKCPI. 

Opera tor Action ; Run the System Environment 
Record Edit and Print (SEREP) program before 
performing another IPL. If the problem 
persists, contact your system support 
personnel. 

OOC Explanation ; An IPL was performed on a 
VM/370 volume that had never had a nucleus 
written on it. 



Operator A ction ; 
procedure. 



Follow normal operating 



OOD E xplanation ; The generated system is larger 
than the real machine size, or else a 
hardware malfunction has occurred which 
inhibits VM/370 from using the necessary 
storage. Issued by module DMKCPI. 

Operator Actio n; Take a standalone dump and 
notify the system programmer. 



OOE Expl anation ; An error condition prevents a 
CKPT start. Issued by module DMKCKS. 



O perator Action ; If message DM 
issued, try CKPT start again. I 
persists, move the VM/370 SYS 
another DASD device and try 
message DMKCKS916E is issued, 
IPL) the system, using the FORC 
the START command. If message D 
DMKCKS912E is issued, ensure tha 
volumes (no duplicate labels) a 
mounted, and then attempt a CKP 
message DMKCKS917E is issued, 
IPL) the system via a COLD start 



KCKS915E is 
f the error 
RES pack to 
again. If 
reload (via 
E option of 
MKCKS903E or 
t all system 
re correctly 
T start. If 
reload (via 



OOF Expl anation ; Hardware errors are being 
received on VM/370 paging device (s) . Issued 
by module DMKPAG. 

Opera tor Act ion; This wait state is preceded 
by message 



8 IBM VM/370 System Messages 



DMKPaG415E CONTINDODS PAGING EEBORS FROM 
DASD XXX 

If there are multiple paging devices on the 
system, disable the device causing the error 
condition and reload (via IPL) the system. 
Or, move the paging volume pack to another 
physical device. This error condition 
results if the VM/370 paging volume has not 
been formatted correctly. 



010 Explanati on; A recoverable error occurred 
during a system nucleus save operation. 
Issued by module DfiKSAv. 

Operator Action ; This wait state is preceded 
by either the message DHKSAV350W or 
DMKSAV351iJ, Correct the problem stated in 
the message and present an external 
interrupt to initiate a retry. 



Oil Explanation ; An unrecoverable I/O error 
occurred. Issued by module DMKSA?. 

Operator Action; This wait state is preceded 
by message DMKSAV352W or DMKSAV353H. Correct 
the problem stated in the message and load 
(IPL) the tape again. 



012 Explanatio n: This is a normal wait state on 
completion of a nucleus load. Issued by 
module DHKSAV. 



• EO = SIGP order code 

• R1 = SIGP status information when the 
SIGP condition code is 1 

• E2 = Processor address that was signalled 

N ote : The wait state PSW will contain the 
condition code returned from the SIGP. The 
PSW is in the BC format. Refer to the IBM 
System/370 Principl es of Ogeration for a 
functional description of the SIGP 
instruction. 

O perato r Act ion: If hardware errors are 
present, run the System Environment Record 
Edit and Print (SEREP) program before 
retrying. If the status information 
indicates an operator intervention, clear 
the condition on the attached processor and 
reinitialize CP. If the status indicator of 
the required microprogram is not loaded, 
load the microprogram and reinitialize CP. 
If the problem persists, contact your system 
support personnel. 



27 Explanation : An unrecoverable I/O error 
occurred or system input is incorrect. 
Issued by module DKKSSP. 

O perator Action : Correct the input/output 
error or the system input, and reload (via 
IPL) the starter system. 



Operator Action ; Follow normal operating 
procedure. 



Loader Wait State Codes 



013 Explanation : The machine check handler 
encountered an unrecoverable error on the 
attached processor. Probable hardware 
error, issued by module DKKMCT. 

Note : This wait state is also loaded if a 
malfunction alert occurred on the attached 
processor and CP was in control. 

Operator Action: Bun the System Environment 
Record Edit and Print (SEREP) program before 
restarting the system. If the problem 
persists, contact your system support 
personnel. 

To restart, clear storage and IPL the VM/370 
system, specifying CKPT start. 

Note : VH/370 cannot checkpoint and warm 
start after a machine check error on 
System/370 Models 165 and 168. The 
inability to warm start is caused by running 
the 165 or 168 SEREP program. 



The loader (DMKLDOOE) is a service program that 
loads a CP, CMS, or RSCS nucleus, and produces a 
load map. The loader loads the object modules 
(TEXT files) supplied with it, resolves CCW 
addresses, and resolves address constants. 

If the loader is terminated, one of the 
following wait conditions is indicated in the 
instruction counter; 



Code Meaning 

X'111111' A program check occurred. 

X' 222222' A unit check occurred while the 
bootstrap routine was reading in the 
loader. 

X'999999' An SVC was issued. 

X'BBBBBB' A machine check occurred. 

X'CCCCCC An I/O error occurred on the card 
reader. 



015 Explanation ; A SIGP issued to the attached 
processor during system initialization by 
DMKCPI or DMKAPI was unsuccessful. The 
following information is made available; 



X'FFFFFF' An I/O error occurred for the 
console (X'OO' contains the message 
ONRECOVEEABLE ERROR) , or the control 
card for changing the default I/O 
addresses for the printer or 
terminal is invalid (X'OO" contains 
the message BAD DEVICE CARD or 
INVALID DEVICE SPECIFIED) . 
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If the instruction counter contains 
X' 999999', indicating an SVC wait state, examine 
the interruption code (the third and fourth 
bytes of the supervisor old PSH) . The 
interruption codes (shown in hexadecimal below) 
indicate the error condition. 



61 Explanatio n: An error occurred during 
conversion of a value from hexadecimal to 
binary format. This can be caused by 
invalid input in one of the loader 
statements, or by an error in the loader. 

Operator Action ; Validate the copy of the 
loader you are currently using against the 
copy on the original distribution tape. If 
the current copy is no longer valid, replace 
it. If the input in the statements is 
invalid, correct it. If the problem 
persists, contact your system support 
personnel. 



69 



65 Explanatio n; There is no more 
available for the loader. 



free storage 



Operator 
size for 



Action ; Define a larger storage 
the virtual machine and reexecute 



the loader. 



Expla nat ion; The loader attempted to add 
another entry to the reference table, which 
would have caused the table to overflow. 
Since the reference table supplied by VM/370 
is large enough to allow the CP nucleus to 
be generated, it must be assumed that the 
inclusion of local additions to the CP 
nucleus have caused the excessive references 
to be generated. 



Ope rat or Action ; 
reference table 
equate field in 
loader program, 
reexecuting the 
the reference 
error code 6A 



Increase the 
by changing 
the source c 
reassembling i 
loader. Once 
table has been 
may occur. In 



define a larger storage sxte for 
machine. If the problem persis 
your system support personnel. 



size of the 

the MAXREF 

ode for the 

t, and then 

the size of 

increased, 

that case, 

the virtUwl 

ts, contact 



6A Expl anation : The object modules being loaded 
are about to overlay the loader. 

Operator Actio n; Define a larger storage 
size for the virtual machine. To see which 
module was about to overlay the loader, 
close the printer to get the load map 
printed. The last line of the load map 
indicates the last module that was loaded. 



66 Explanation ; A duplicate type 1 ESD 
(External Symbol Dictionary) entry has been 
encountered. The loader cannot resolve this 
reference. This may be the result of a 
duplicate text deck in the input stream, or 
of having the same label in two different 
text decks in the same input stream. 

Operator Action ; Close the printer to get 
the load map printed. Look at the load map 
to see which text deck and which entry are 
causing the problem. If you can correct the 
problem, do so; otherwise, contact your 
system support personnel. 



67 Explanation : Tlie "name" in the LDT (Loader 
Terminate) statement is undefined. 



6B Explanat ion; The object modules being loaded 
are about to overlay an address between 
and 100 (hexadecimal) . This can occur if the 
address at which loading was to start was 
changed by an SLC card. 

O perato r Action ; Check the SLC card to make 
sure it does not specify an address between 
and 100. If you must place data at an 
address in that range, do not do it with the 
loader, but use a program to place the data 
there with a Hove Character instruction 
after the loaded system has started 
execution. It is the responsibility of the 
loaded program to initialize that part of 
storage. 



Operator Action ; Verify that the name in the 
LDT statement is correct; if it is, make 
sure that it is defined as an entry point in 
the program to be loaded. 



6 8 Explanati on; The control section named in 
the ICS (Include Control Section) statement 
was not found by end of file. 



Operator 
section name 
correct; if 



Action ; Verify that the control 

in the ICS statement is 

it is, make sure that the 



control section is defined in the program to 
be loaded. 



6D Expl anation ; The loader is trying to release 
storage that is not on a doubleword 
boundary. This is an internal loader error. 

Operator Action : Reexecute the copy of the 
loader that is in your reader. If the 
problem persists, regenerate the system to 
be loaded and try to execute it again. If 
the problem still persists, the current copy 
of the loader itself may be damaged; replace 
it with the loader on the distribution tape. 
If the problem still persists, contact your 
system support personnel. 
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RSCS Wait State Codes 



When RSCS enters a wait state, the RSCS operator 
is notified via the CP sessage: 



DMKDSPUSOW CP ENTERED; DISABLED WilT PSW 

issued to the RSCS operator's console. Using CP 
commands, the operator can display the virtual 
machine's PSH. The three rightmost hexadecimal 
characters indicate the error condition. 



001 Explanation ; If no RSCS message was issued, 
a program check interrupt has occurred 
during the execution of the program check 
handler. The probable cause is a programming 
error. If the RSCS message 



DMTHEX091T INITIALIZATION FAILURE — ESCS 
SHUTDOWN 



was issued, RSCS 
terminated because 
loading of DMTAXS 
virtual storage is 
Verify that the CMS 
DMTLAX TEXT are 



operation has been 

of an error in the 

or DHTLAX. A dump of 

automatically taken. 

files DMTAXS TEXT and 

correctly written and 



resident on the RSCS system 
device. If the ESCS message 



residence 



DMTREX090T PROGRAM CHECK IN SUPERVISOR — 
RSCS SHUTDOWN 

was issued, the program check handler has 
terminated RSCS due to a program check 
interrupt in other than a dispatched line 
driver. The probable cause is a programming 
error. 

The wait state code is loaded by DWTREX at 
RSCS termination or automatically during 
program check handling. 

Operator Action : If neither of the above two 
messages was issued, use the CP DUMP command 
to dump the contents of virtual storage. IPL 
to restart. If the problem persists, notify 
your system support personnel. 



007 Explanation : A program check interrupt has 
occurred during initial processing, before 
the program check handler could be 
activated. This may be caused by a 
programming error or by an attempt to load 
RSCS into an incompatible virtual machine. 
The latter case can occur if the virtual 
machine (1) has an incomplete instruction 
set, (2) has less than 512K of virtual 
storage, or (3) does not have the reguired 
VH/370 Diagnose interface support. The wait 
state code is loaded automatically during 
the initial loading and execution of the 
RSCS supervisor, DMTINI, DHTREX, DMTAXS, and 
DiiTLAX. 



Operator Actio n: Verify that the RSCS 
virtual machine configuration has been 
correctly specified and that the "retrieve 
subsequent file description" function of 
DIAGNOSE code X'14' is supported. Dump the 
contents of virtual storage via the CP DUMP 
command. If the problem persists, notify 
your system support personnel. 



Oil Explanation : An unrecoverable error has 
occurred during the reading of the RSCS 
nucleus from DASD storage. This may be 
caused by a hardware malfunction of the DASD 
device. It may be the result of (1) an 
incorrect virtual DASD device definition, 
(2) an attempt to use a system residence 
device unsupported by RSCS, (3) incorrect 
ESCS system generation procedures, or (4) 
the subseguent overwriting of the RSCS 
nucleus on the system residence device. The 
wait state code is loaded by DMTINI after an 
attempt, successful or not, to issue the 
message: 



DMTINI402I IPL DEVICE READ I/O ERROR 



Operator Action : Verify that the RSCS system 
residence device has been properly defined 
as a virtual DASD device and that the real 
DASD device is mounted and operable. If the 
problem persists, dump virtual storage via 
the CP DUMP command and notify your system 
support personnel. The RSCS system residence 
device may have to be restarted or the RSCS 
system may have to be regenerated. 
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CP Abend Codes 



SYSTEM OPERATOR ACTION 



When an abend occurs, the system operator must 
follow several steps to enable the error to be 
corrected. 

1. Collect information about the error. 

2. Collect information about the system 
status. 

3. Recover from the abend so processing can 



Collect ing Information 



Unless the operator has issued the SET DDMP 
command and changed the default (which he should 
not do, generally) , the system is set for SET 
DUMP AOTO CP. Hhen an abend occurs, this causes 
the dump to be written on disk as a spool file. 
This spool file is automatically spooled to the 
virtual reader of the operator who was 
designated at system generation time to receive 
all dumps. This operator should then IPL CHS and 
issue the VMFDOKP command (see the 15/370 
O perator's Guide ) . This formats the dump and 
prints it. This procedure should be followed for 
every abend. 



For problem determination, 
should save and submit: 

1. The formatted dump. 



the operator 



2. The console sheet, as far back as the last 
IPL of the system. 

3. The output of any Monitor program running 
at the time. 

If an APAR (authorized program analysis 
report) is to be submitted, the documentation 
provided with it should include, in addition to 
the above, a load map showing applied updates 
and resolved locations. You can obtain as many 
copies of the load map as you need if, at system 
generation time, you respond "RDR" to the 
prompting message: 



ROUTE LOAD MAP TO PRINTER OR READER? ~ 
RESPOND (RDRIPRT) 

This sends to your virtual reader a copy of the 
load map, which can be read in as a CMS file 
named, for example, LOAD MAP. 

Hhen it is desirable to take a dump to tape 
and send the dump to another location (for 
example, when submitting an APAR by mail) , use 
the following procedure: 



1 



Allow the dump to be written to a spool 
file by issuing 



write it onto a 



3. 



SET DUMP CP 

Format this spool rile and 
CHS disk by issuing 

7MFD0MP NOPRT 



Write this disk file on tape by issuing the 
CMS command 

TAPE DUMP 

You can then send this tape to another 
location, where the file can be recreated 
on disk using the TAPE LOAD command. 



R ecovering from the Abend 



The system u 
it does not, 
errors from 
correct the 
warm start, 
storage and 
this fails, 
fails, as a 
system. 



sually reloads (via IPL 
attempt to warm start, 
which you can recov 

cause of the error and 

If unrecoverable errors 
try to checkpoint (CKPT 
try to force start. I 

last resort you must co 



) itself. If 
You may get 
er ; if so, 
try again to 
occur, clear 
) start. If 
f this also 
Id start the 



SYSTEM PROGRAMMER ACTION 



Figure 3 describes the reasons for each of the 
CP abend codes and discusses what the system 
programmer should do to locate and correct the 
error that caused the abend. 
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1 Abend | I | 
1 Code 1 Reason for Abend j Action | 


1 API001 1 The global system lock | Check DMKLOKSI. If the attached | 
1 1 or the system operator's | processor owns the system lock, | 
\ 1 VHBLOK lock could not be| check Rr2 value in DHKLOKSY+iJ to I 
1 1 obtained by the main | determine who obtained the lock. | 
1 1 processor during IPL. | If the global system lock is held | 
1 1 ' 1 by the main processor, check the | 
1 1 1 system operator's VMBLOK to see if | 
1 1 i the VMBLOK is locked by the | 
\ 1 1 attached processor. If so, | 

I 1 1 VMLOCKER contains the base address | 

II 1 of the obtainer at the lock and j 
1 1 1 can be used to determine why the | 
1 1 1 lock was obtained. | 


1 ATS001 1 DMKATS was called to | The SHRTABLE may have been over- | 
1 1 make a shared named | laid or the shared page that was | 
1 1 system unshared. How- | changed was altered by another | 
1 1 ever, the SHRTABLE | virtual machine. If the SHRTABLE | 
1 1 associated with the | was not overlaid, find out which i 
1 1 shared page that was | virtual machine altered the | 
I 1 changed could not be 1 shared page and why it was not | 
1 1 located. j detected. | 


1 ATS002 1 A shared page was | A shared page was altered by | 
I 1 changed and the corres- | another virtual machine without | 

I I ponding VMABLOK could j being detected. Investigate the | 
i 1 not be found. | system routines that could allow | 

II 1 an undetected alteration of a | 
I 1 j shared page. | 


1 ATS003 1 During the unshare of a | The SHRTABLE, SA7EHRK2 and | 
I I user from a shared | SAVEIIRK3 area of DMKATSs savearea | 
1 1 named system, DMKSNTBL | (E13 contains address of save- I 
1 1 was brought back in to | area) or DHKSNTBL {B.H contains | 
1 1 reconstruct the | its address) have been altered. | 
1 1 SHPTABLE of the | Investigate the routine that would | 
1 1 violator. The named | allow alteration. | 
1 1 system could not be I | 
1 1 found in DMKSNTBL. | I 


1 ATS004 1 During the unshare of a | The system name table entry (R4 | 
1 1 user from a shared j contains its address) , the SYSOHN | 
1 1 named system, the sys- j list or the RDEVBLOKs have been | 
i 1 tem volume containing | altered. Investigate the routine | 
1 1 the named system could | that would allow alteration. | 
1 1 not be found. | I 


1 ATS005 1 During the unshare of a | The CORTABLE, SHRTABLE, PAGTABLE, | 
1 1 user from a shared | or ACORETBL have been altered. | 
1 1 named system, a shared | Investigate the routine that would | 
1 1 CORTABLE entry (B7 | allow alteration. | 
1 1 contains its address) | | 
1 1 was found with the I/O | | 
1 1 lock bit on. | | 


1 ATS006 1 The resident page count | Inspect modules that update | 
! 1 in the VMBLOK (VMPAGES) | VMPAGES for the virtual machine. | 
1 1 does not match the num- 1 Check the routine to determine \ 
1 1 ber of CORTABLE entries. | why it is inconsistent with the | 
1 1 1 number of CORTABLE entries | 
1 1 j assigned to this virtual machine, j 


1 ATS007 1 The flushlist counter is| Check the CORTABLE entry (R7) . Try| 
1 I reduced to a negative j to determine why the flushlist | 
1 1 value while returning a | count does not match the number | 
1 1 page to FREE storage. | of flushlist entries. j 
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1 Abend | 1 

\ Code 1 Eeason for Abend | Action 


1 BLD001 1 E8 should contain a | Verify that E8 points to an 
1 1 pointer to the EDEVBLOK j BDEVBLOK for a terminal. If it 
1 1 for the user's terminal. | does not, there is probably an 
1 1 DMKBLDVM attempts to | error in the calling program. 
1 1 create and partially | Identify the calling program by 
1 1 initialize a VMBLOK for | means of the return address and 
1 I a user. DMKBLDVM abnor- | the base register in the save 
1 1 mally terminates if | area pointed to by E13. Then, at- 
1 1 E8 does not contain a | tempt to identify the source of 
1 1 pointer to the user. | the incorrect BDEVBLOK address. 


1 BLD002 1 Pages are being re- | Examine the dump and determine 
! 1 leased but the page | why the page was released without 
1 1 invalid bit is not on 1 the page invalid bit turned on. 
1 1 in the page table entry. | 


1 BLD003 1 A request was made to | E13 points to a save area. SAVEE12 
1 1 build a page table for | contains the base address of the 
1 1 more than 16 pages. | module issuing the request. SAVEEl 
1 1 1 contains the beginning and ending 
1 1 1 address range of the page table 
1 1 1 being built. Examine the calling 
1 1 1 module to determine why B1 is 
1 1 1 invalid. 


1 BLD004 1 The routine calling BLD | Examine E6 to ensure that it 
1 1 has not cleared all the | contains the address of a segment 
1 1 segment table activity | table entry. If it contains the 
1 1 before calling BLD. | address of a segment table entry, 
1 1 1 E13 contains the address of the 
1 1 1 module calling BLD. Examine this 
1 I 1 module to determine why this seg- 
1 1 j ment table entry has not been 
1 1 1 cleared. 


1 BLD005 1 An attempt is being made] Examine E6 to ensure that it con- 
1 1 to release a segment 1 tains the address of a segment 
1 1 whose page table has | table entry. If it contains the 
1 1 been migrated. | address of a segment table entry, 
1 1 1 B13 contains the address of a save 
1 I 1 area. SAVEB12 contains the base 
1 1 1 address of the module calling BLD. 
1 1 1 Examine this module to determine 
1 1 1 why the page table was migrated or 
1 1 1 why the migration bit was not re- 
1 1 1 set. 


1 CFG010 1 DMKCFGCL was called to 1 Identify the caller by the return 
1 1 perform an unsupported | address and base register in the 
1 1 function. Supported | SAVEAEEA pointed to by B13 to 
1 1 values are: | identify the source of the un- 
i 1 X'01» LOAD SYS I supported function request. 
1 1 X'02' FIND SYS | 
1 1 X'04« POEGE SYS | 


1 CFP001 1 An I/O task is waiting | Check the storage dump Y. 
1 1 for a BELEASE and the | Determine why the virtual device 
I 1 CPEXBLOK for the waiting! block is marked as waiting for 
I 1 task cannot be found on | access to the device, but not 
1 1 the VBECPEX queue. | CPEXBLOK exists on the VEECPEX. 
1 j 1 Queue to resume the task. 


1 CKS001 1 The map for dynamic | The map should be allocated via a 
1 1 checkpoint was not | call to entry points DMKCKSIN or 
1 1 allocated prior to a | DMKCKSWB from DHKWEM. Check 
1 1 call to DMKCKSPL. | DMKWEM for called entry points 
1 1 1 and that they do allocate a map. 
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1 Abend | I I 
1 Code 1 Eeason for Abend | Action I 


1 CKS002 1 The spool file identi- | (1) DMKCKSWH or DHKCKSIN did not | 
1 1 fication in the map and | set up the map properly, (2) a | 
1 1 in the checkpoint area | call to DMKCKSPL caused the mis- | 
1 i do not match. | match, or (3) the SFBLOK was | 
1 1 I released but the map was not | 
1 1 1 updated. I 


i i leted cannot be found i have been queued previously on | 
1 CKS003 1 No function was speci- | Check SAVEETN in the save area | 
1 1 fied in the call to | pointed to by R13. This indicatesi 
1 1 DMKCKSPL. 1 which routine called DSKCKSPL j 
1 1 1 with insufficient data. | 


1 CKS004 1 A spool file to be de- | The SFBLOK for the file should | 
1 1 on the system printer, | by DMKCKSiH when performing a CKPT | 
1 1 punch, or reader file | start. Check for an error in this | 
1 1 chains. | logic. I 


1 CLK003 1 The system TOD clock is | Examine the CPABEND code in each j 
1 1 not operational on the | processor's PSA to determine the | 
i ! main processor or I unit receiving the clock error. I 
1 1 attached processor. The | Call IBM for hardware support to | 
1 i wait state can only be | fix the clock. | 
i 1 received when it is j 1 
f 1 configured with an | | 
i 1 attached processor. | I 


1 CPIOOI 1 The BDEVBLOK for the | Verify that the volume serial | 
1 1 DASD on which the | number on the SYSBES volume from { 
1 1 SYSEES volume is mount- | which the IPL was attempted, is | 
i 1 ed cannot be located, | the same as that specified in the | 
I 1 or the IPL volume is | field DHKSYSVL. If the volume | 
1 1 not the SYSRES volume. | serial number is not the same, it | 
1 1 The SYSBES volume is j may have been altered by the CLIP | 
j 1 specified in the | utility. Or the image of the ( 
I 1 SYSBES macro in the | same nucleus saved on the SYSBES | 
1 1 DMKSYS module. | may have been partially de- j 
1 1 1 stroyed and the SYSRES specifica- | 

I 1 1 tion altered. Bestore nucleus | 

II 1 to the SYSEES volume from a back- | 
II 1 up copy and try to IPL. | 


i CPI002 1 A valid system direc- j Display the volume labels for all i 
1 1 tory file could not be | owned volumes. If the volumes do | 
1 1 located. I not contain an active directory | 
1 1 1 pointer, run DMKDIE (the stand- | 
1 1 1 alone directory program) to re- | 
1 1 1 create the system directory on an | 
1 1 1 owned volume. If an active | 

I 1 1 directory pointer is present in | 

II 1 at least one volume label, verify | 
1 1 1 that the device is online and | 
1 1 1 ready before trying to IPL the | 
1 1 1 system. Verify that a valid alio- | 
1 1 1 cation record is present on the | 
1 1 1 volume containing the directory. | 


i CPI003 1 The systein TOD clock is 1 Call IBM for hardware support | 
1 1 not operational. | to fix the clock. | 


1 CP0001 1 The user page count in | Examine the storage dump. The | 
1 1 the VHBLOK was incor- | VMBLOK has probably been overlaid. | 
1 1 rectly decreased so ( 1 
1 1 that the count is now | | 
1 1 less than zero. | I 
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1 Abend | | | 
1 Code 1 season for Abend | Action j 


1 CPa002 1 During the VAEY proces- | Examine the storage dump. The | 
1 1 sor offline function, | SHETABLE or DMKSNTBL has probably | 
1 1 DMKSNTBL was brought | been overlaid. I 
1 1 back in to reconstruct 1 I 
1 1 the attached processor's) I 
1 1 SWPTABLE for shared | I 
1 I pages. The named system) j 
) ) could not be found in) ) 
) ) DMKSNTBL. ) ) 


1 CPV001 ) The resident page count ) Inspect modules that update ) 
) ) in the VMBLOK (VMPAGES) ) VMPAGES for the virtual machine. ) 
) ) is reduced to a negative) Check the routine to determine ) 
1 1 value. 1 why it is inconsistent with the j 
] ) ) number of COBTABLE entries ) 
) ) ) assigned to this virtual machine. ) 


) CQP001 ) DMKSCNEA was called and ) Examine the storage dump. DHKSNEA j 
) ) unable to determine the ) returns an error if it cannot ) 
) ) device address in cuu ) find the address of the real ) 
) ) format from real device ) control unit block from the real ) 
) j block address in E6, E7,) device block. The control unit ) 
) ) and E8. ) block address in register 7 is ) 
) ) ) probably invalid. ) 


) CVTOOl ) The system TOD clock is ) Call IBM for hardware support to ) 
) ) in error or is not ) fix the clock. ) 
) ) operational. ) ) 


) DED001 ) The device code index ) Verify that the contents and or- ) 
) ) in the compressed DASD ) der of the owned list have not ) 
) ) address for the system ) been altered since the dump was j 
) ) dump file points to an ) taken. If these fields have not ) 
) ) EDEVBLOK for an invalid ) been altered, the SFBLOK for the ) 
) ) DASD. The valid DASDs ) dump file may have been destroyed. ) 
) ) are 2305, 2314/2319, ) The owned list is specified by j 
) ) 3320, 3330, 3340, 3350, ) the SYSOWN macro in DMKSYS. j 
) ) and 3370. ) ) 


) DSP001 ) During I/O interrup- ) The integrity of the user's vir- ) 
) ) tion, unstack, and ) tual I/O configuration has prob- ) 
) ) reflection, DMKSCNVU ) ably been violated. The unit ) 
) j could not locate all of ) addresses or indexes in the vir- ) 
) ) the virtual control ) tual control blocks are in error, ) 
) ) blocks for the inter- ) or the virtual configuration has ) 
) ) rupting unit. ) been altered by ATTACH/DETACH ) 
i ) ) while I/O was in progress. Check ) 
) ) ) for a device reset failure in ) 
) 1 ) DMKCFPED. ) 


) DSP002 ) The dispatcher (DMKDSP) ] Most likely, a free storage vio- ) 
1 ) is attempting to dis- ) lation has occurred. First look ) 
) ) patch a virtual relo- ) at the DHKPEV and DMKVAT modules. ] 
) ) cate user whose shadow ) Examine the real, virtual, and ) 
) ) segment tables or vir- ) shadow translation tables for ) 
) ) tual extended control ) consistency of entry size and ) 
) ) register are invalid. ) format. Also compare page and ) 
) 1 1 segment size. ) 


1 DSP003 ) The interval timer was ) Check the timer fields in real ) 
) ) not incremented proper- ) storage. The value of the real ) 
] 1 ly. This is most like- ) interval timer is at real storage j 
1 ) ly a hardware error. ) location X'50'. The dispatcher ) 
i ) The dispatcher tests ) loads the value of the real in- j 
1 ) for interval timer er- ) terval timer in real storage lo- ) 
1 ) rors and abnormally ) cation X'54' when a user is dis- ) 
) ) terminates if such an ) patched. The value of the real ) 
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i ibend | I I 
1 Code 1 Season for Abend | Action | 


i DSP003 ! error occurs. Results ( interval timer is loaded into | 
1 (cont.) 1 would be unpredictable j real storage location X'4C' when j 
1 j if CP continued when j an interrupt occurs. If the value | 
1 1 the interval timer was j stored at X«4C' is not less | 
1 1 in error. j than the value stored at X'5i*', | 
1 1 1 the dispatcher abnormally ter- | 
j 1 1 minates. Check the routines that | 
1 1 1 control the value of the time i 
1 1 1 fields at X«4C«, X«50«, and | 
! ! 1 X«54«. 1 


1 DSP004 1 While tracing SIOs or | Examine the operator's console i 
1 1 I/O interrupts, the | sheet and the user's terminal I 
1 I virtual device was de- | sheet to see who detached the | 
i i tached. Now, the | device. Warn the person re- t 
1 j VDEVBLOK cannot be | sponsible that devices should not | 
j 1 found. 1 be detached during I/O tracing. j 


i DSP005 1 During extend, a block | B1 contains the VMBLOK address at I 
1 1 is found to be unstack- | the time of the abend. Check | 
1 1 ed, but the lock for | VMLOCK to see if the VMBLOK is ( 
1 1 the associated VMBLOK | locked by the other processor. If | 
1 i is not available, or | this is the case, VHLOCKER gives j 
1 i count of priority CPEX- | the base address of the obtainer | 
1 J BLOKs in a VMBLOK is j of the lock and can be used to | 
1 1 less than 0, but no | determine why the lock was not | 
1 1 priority CPEXBLOK is | released. If the VMBLOK is not | 
j i found for the virtual 1 locked by the other processor, 1 
1 1 machine, or during | check VMPERCT, (the count of | 
1 1 post-extend processing, | priority CPEXBLOKs) . If this is | 
1 1 either the expected | nonzero but there are no priority | 
1 1 processor-related j CPEXBLOKs on the dispatcher's ! 
1 1 priority CPEXBLOK is j stack, this field has probably j 
I 1 not found or the lock | been overlaid and other methods j 
1 1 for the associated j must be used to determine the j 
1 1 VMBLOK is not available. | cause of the overlay. | 


1 DSP006 1 DHKDSPHO, the run-user | Use the trace table to help | 
I ! entry to the dispatcher 1 determine the caller of | 
1 j was entered when the j DMKDSPRO. I 
1 j system was not is | | 
1 1 attached processor mode. | | 


1 EXT001 1 A serial signal request | In the PSA of the abending pro- | 
1 1 has been received and | cesser, the work/save area SIG- | 
\ 1 the global system lock | SAVE contains the return address ( 
1 1 is not held. t of the caller of DMKEXTSP, this 1 
I 1 j address is at offset X'8' into | 

I 1 1 SIGSAVE. At offset into SIGSAVE | 

II j is the base address of the caller. | 


I FEE001 1 The size of the block | Using FEEER14 and FREER12 in the | 
1 1 being returned (via | PSA, identify the CP module 1 
1 1 EG) is less than or | releasing the storage. Check for j 

I 1 equal to 0. | an error in calculating the size I 

II 1 of the block or for a modifica- | 
1 1 1 tion to the stored block size for | 
1 1 1 variable-size blocks. j 


1 FEE002 1 The address of the free i Identify the program returning | 
1 1 storage block being j the storage by means of the re- | 
1 1 returned matches the | turn address and base registers i 
i 1 address of a block al- | (FREE14 and FREE12 in DHKFRE's | 
1 1 ready in the free j save area in PSA) . The most com- j 
1 1 storage chain. | mon cause of this type of failure | 
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1 Abend | 1 1 
1 Code 1 Reason for Abend | Action 1 


1 FRE002 1 1 is a module that returns a free | 

I (cont.) 1 1 storage block but fails to clear | 

II 1 a pointer to the block that has | 
1 1 1 been saved elsewhere. All mod- ! 
1 1 1 ules that return blocks via a | 
1 1 1 call to DHKFRET should first | 
1 1 1 verify that the saved pointer is | 
j 1 1 nonzero; after returning the | 

I 1 1 block, any saved pointers should | 

II 1 be set to zero. I 


1 FEE003 1 The address of the free | A free storage pointer may have | 
1 1 storage block being | been destroyed. Also, the module | 
1 1 returned overlaps the j releasing the lower (overlapped) | 
j i next iower block on the | block may have returned too much | 
1 1 free storage chain. j storage. Examine the lower block | 
1 1 1 and determine its use and former | 
1 1 1 owner, or identify the program | 
I 1 1 returning the storage by means of | 
1 1 1 the return address and base | 
1 1 I registers stored (FREER 14 and ( 
1 1 I FEEER12 in DMKFRE's save area in | 
1 1 1 PSA) . The most common cause of | 
1 1 1 this type of failure is a module | 
1 1 I that returns a free storage block | 
1 j 1 but fails to clear a pointer to | 
1 1 1 the block that has been saved | 
1 1 1 elsewhere. All modules that re- j 
1 1 j turn blocks via a call to DBKFEET | 
1 1 1 should first verify that the | 
I 1 1 saved pointer is nonzero; after | 
1 1 1 returning the block, any saved | 
1 1 1 pointers should be set to zero. | 


1 FEEOOU 1 The address of the free | A free storage pointer may have | 
1 1 storage block being I been destroyed. Also, the module | 
1 1 returned overlaps the | releasing the higher (overlapped) | 
1 1 next higher block on | block may have returned too much ( 
1 1 free storage chain. | storage, or the module may be | 
1 1 1 attempting to release storage at | 
1 1 i the wrong address. I 


I FRE005 1 A module is attempting j A module is probably attempting | 
1 ( to release storage in | to release location 0. Check for j 
1 1 the resident VM/370 | the module picking up a pointer | 
I 1 nucleus. I to the free storage block without | 
1 1 1 first testing the pointer for 0. | 
1 1 1 Ose FREERia and FEEER12 in the | 
1 1 1 PSA to identify the module. j 


1 FRE006 1 A module is requesting | Osing FBEEB14 and FBEEE12 in the | 
1 1 a block of storage j PSA, identify the module. Check j 
1 1 whose size (contained | for an error in calculating the | 
1 1 in R 0) is less than | block size. Improper use of the | 
i 1 or equal to zero. j halfword instructions ICM and | 
1 1 1 STCH can cause truncation of high | 
1 1 1 order bits that results in a cal- | 
i 1 1 culation error. | 



Figure 7. CP Abend Codes (Part 6 of 20) 



18 IBM YK/370 System Messages 



I Abend j | 

1 Code 1 Reason for Abend j Action 


1 FRE007 1 A module is attempting | A free storage pointer may have 
j j to release a block of j been destroyed. Attempt to iden- 
1 1 storage whose address | tify the owners of the free stor- 
1 1 exceeds the size of | age blocks adjacent to the one 
1 1 real storage. | containing the pointer that was 
1 1 1 destroyed. Check for moves and 
j 1 1 translation where initial counts 
j 1 ! of zero have been decremented to 
1 1 1 minus 1, thus generating an 
I j 1 executed length code of X'FF', or 
1 { j an effective length of 256 bytes. 


1 FEE008 1 The address of the free | Identify the program returning 
1 1 storage block being | the storage by means of the re- 
1 1 returned matches the | turn address and stored base reg- 
1 1 address of the first | isters (FREER14 and FREER 12 in 
j 1 block in the subpool | DMKFRE's save area in the PSA). 
1 1 for that size. | The common cause of this type of 


1 FRE009 1 The address of the free | a free storage block but fails to 
1 1 storage block being ! clear a pointer to the block that 
1 j returned matches the \ has been saved elsewhere. All 
1 1 second block in the j modules that return blocks via a 
1 1 subpool for that size. | call to DMKFRET should first 
I 1 1 verify that the saved pointer is 
j [ I nonzero; after returning the 

I 1 1 block, any saved pointers should 

II 1 be set to zero. 


1 FEE010 1 A program is attempting | If the storage requests that 
1 i to extend free storage | caused the abend are due to chan- 
1 1 while storage is being | nel activity, place the device 
1 1 extended. This can be | involved on channel 0, which is 
1 1 caused by I/O inter- | disabled during free storage ex- 
1 j ruptions or channel | tension. 
1 1 programs involving | 
1 1 channels other than | 
1 1 channel 0. | 


f XXIXUX/ 11 1 -A ^^ £ IHV/UiU.^^ XAU.£» tJL. \, i .A. VA € J.A V^ .J. ^ J V^U. %? ^ 4. V/ ^ ^ U. W A. € ^ UL A. AA .Jk AA -^ 

1 1 tempted to return a | the storage by means of the re- 
1 1 block of storage that | turn address and stored base reg- 
1 ! is in the user dynamic [ isters (FREER14 and FEEER12 in 
I 1 paging area. | DMKFREE's save area in the PSA). 
1 1 1 The common cause of this type of 
1 1 j failure is a module that returns 
It 1 a free storage block but fails to 
1 1 I clear a pointer to the block that 
I 1 1 has been saved elsewhere. All 
1 1 1 modules that return blocks via a 
1 1 1 call to DMKFRET should first 
1 1 1 verify that the saved pointer is 
1 1 1 nonzero; after returning the 

I 1 1 block, any saved pointers should 

II 1 be set to zero. 


1 FRE012 1 An extend was entered | The system workload requires more 
i 1 while extending. The ( free storage than is available. 
1 1 free storage extend | Either: (1) Reassemble DMKSYS with 
1 1 buffer is unavailable. | a larger value for FREE in the 

I I 1 SYSCOE statement and reinstall the 

II 1 CP nucleus, (2) Restrict the 

I 1 1 number of users on the system, or 

II 1 (3) Add more real storage. 
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1 Abend | | I 
1 Code 1 Reason for Abend j Action j 


1 FBE014 1 DMKFRE must defer sat- | Examine the internal trace table | 
1 1 isfying a free storage | and storage dump to determine why | 
1 1 reguest when it is | the free storage extend buffer j 
1 1 necessary to call DBK- | was not previously replenished. | 
! ! PTIFF and the global • I 
j I supervisor lock cannot | j 
1 1 be obtained. The free | j 
1 1 storage extend buffer j 1 
1 1 reserved for this | I 
1 1 purpose is not I 1 
1 1 available. I 1 


1 FEE015 1 Attempt to recursively | Examine the internal trace table | 
1 1 set CPFBESR in absolute { and FBEESATE in each real PSA in | 
• 1 PSi. DKKFPE IE attespt- • the storage duzp tc idsntify the \ 
1 1 ing to transfer process- | error during extend processing. j 
1 1 ing from the main | f 
1 1 processor following a | ( 
1 1 successful call to DMK- | j 
1 1 PTEF5 to extend free | j 
1 1 storage. I i 


1 HVD001 1 The user pointed to by | The RDEVBLOK for the STSBES de- I 
1 1 Ell issued a DIAGNOSE | vice was probably destroyed, or a | 
1 1 instruction while at- | volume with the same serial num- | 
1 1 tempting to format the | ber as the SYSBES volume was | 
1 1 I/O error, channel | mounted. If a volume with the | 
1 1 check, or machine check j same serial number was mounted, j 
1 I recording areas; the | check the ATTACH processing in j 
1 1 STSBES device type is | the DHKVDB routine. j 
1 1 unrecognizable. I I 


1 IOS001 1 The caller is trying | The lOBLOK may have been returned j 
1 1 to reset an active j (via DBKFBET) or destroyed. | 
1 1 lOBLOK from the RCHBLOK | Verify that the lOBLOK was valid | 
1 1 gueue, but that lOBLOK j and use the lOBLOK and RDEVBLOK j 
j 1 contains an invalid j to determine the last operation. j 
1 1 address. I j 


1 IOS002 1 DHKIOS is attempting to | I 
1 1 restart an I06L0K from | I 
1 1 the RCHBLOK queue, but j j 
1 1 that lOBLOK contains | | 
1 1 an invalid address. | | 


1 IOS003 1 DMKIOS is attempting to | Register 2 points to the RCHBLOK, | 
1 1 remove an I06L0K from a | BCOBLOK, or RDEVBLOK from whose | 
1 1 gueue, but that lOBLOK | gueue the lOBLOK is being re- j 
1 1 contains an invalid | moved. Register 10 points to the | 
I 1 address. | lOBLOK. Ose the CP internal j 
1 1 1 trace table to determine which | 
1 1 1 module called DMKIOS twice to j 
1 1 1 start the same lOBLOK. | 


1 IOS004 1 DMKIOSHA was called to | Examine the trace table in the | 
1 1 halt I/O associated | storage dump and determine what | 
1 1 with an lOBLOK pointed j routine built and called DHKIOSHA ( 
1 1 to by register 10. | with lOBLOK marked as a mini-IOB j 
1 1 However, register 10 | That routine is in error. I 
i j points to an lOBLOK j I 
1 1 that is marked as a | 1 
1 1 mini-IOB. A mini-IOB | 1 
1 1 is not allowed to exist | 1 
1 1 outside the control of | 1 
1 1 DMKIOS. 1 ! 
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j Abend | I 1 
i Code 1 Season for Abend | Action | 


1 IOS005 1 DMKIOS was called to | Examine the tract table and | 
I 1 perform I/O for a | determine who called lOS request- | 
1 1 device using fixed path | ing the fixed path I/O. Either | 
1 t I/O. lOS is to bypass | an incorrect call was made to | 
1 I using any alternate | DHKIOS, B8 did not point to the | 
1 1 path to the device. The j correct real device block, or the j 
1 1 real device block | lOB that is pointed to by E10 | 
I 1 address that was passed | was overlaid. | 
( I in E8 is not the real | I 
1 1 device address in the | I 
1 1 lOBBADD field. 1 1 


1 IOS006 1 DHKIOS was called to | Examine the trace table and j 
1 1 perform I/O for a device | storage dump to determine what | 
1 1 where no available path | routine built the lOB and marked | 
1 1 was found. DHKIOS | it as a mini-IOB and then passed | 
1 1 returns the lOB to the | it to DHKIOS. | 
1 1 caller with an indica- | 1 
1 1 tion of condition code j 1 
1 1 3 and fatal I/O. The | 1 
i 1 lOB that was pointed | 1 
1 1 to by S10 is marked as | j 
1 1 a mini-IOB, and mini- | j 
1 1 lOBs are not allowed | I 
1 1 to exist outside DHKIOS. i I 


1 IOS007 1 In attempting to start | Examine the trace table to | 
i 1 an I/O request, lOS | determine the sequence of events t 
1 j must remove all alter- | that led to two lOBs being | 
1 1 nate path lOBs that | passed to lOS and then having | 
1 1 exist on paths to the | both lOBs occur on the same i 
1 1 device except the one | request chain. | 
j 1 that is about to be | I 
1 1 started. In scanning j I 
i 1 the chain of these j I 
1 1 lOB's, two were not j I 
i 1 marked as mini-IOB, | | 
1 1 indicating two real re- | I 
1 1 guests for the same I/O. ( I 


1 IOS008 1 During I/O restart | Examine the dump to determine what| 
1 1 (restarting the device, | caused the current channel block | 
1 1 control unit, or chan- j (B6) and/or control unit block | 
1 1 nel that caused the | (E7) to be chained for a restart. | 
1 1 interrupt) , the "find- | 1 
1 j path" routine was call- j j 
1 1 ed to find an available | t 
1 1 path to the device. | 1 
1 1 However, the findpath | I 
1 1 routine found an avail- | I 
1 1 able path different | 1 
1 j from the one that caused! 1 
I 1 the I/O interrupt. In j I 
I 1 this situation, lOS | | 
1 1 chains the new control | j 
j i unit and/or channel | I 
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1 Abend | | | 
1 Code 1 Eeason for Abend j Action | 


1 IOS008 1 block to the one that | | 
1 (cont.)l caused the interrupt | j 
1 I and remembers to restart! ( 
1 1 before exiting to the j j 
1 1 dispatcher. A new chan-| I 
1 1 nel or control unit was | | 
1 1 already chained for a | j 
1 1 restart condition. If j I 
1 1 allowed to proceed, the | j 
1 1 blocks to which it was | I 
1 1 chained would be lost, | I 
1 I queued I/O request would j I 
1 1 not be restarted. | 1 


i LOK001 i An OBTAIN request has | Bl contains the lockword address ( 
1 I been made for a lock | at the time of the abend. In the | 
1 i that is held by the | PSA of the abending processor, thej 
1 1 requesting processor. | savearea LOKSAVE contains the | 
1 1 i return address of the caller at | 
1 1 1 offset X'38« and the entry point | 
1 1 1 address into DHKLOK at j 
1 1 1 offset X«3C». 1 


1 LOK003 ( A RELEASE has been | Ose the supervisor old PSW in the | 
1 I issued for a lock that | PSA of the abending processor to ( 
1 I is not owned by the | identify the module where the | 
1 1 requesting processor. | error occurred. El contains | 
1 1 DHKLOK does not get | either the lockword address (in | 
1 1 control for a EELEASE j the case of a global lock) or the | 

I i request. 1 address of the VHBLOK (in the casej 

II 1 of a VHBLOK lock) at the time of | 
1 1 1 the abend. I 


1 MCT001 1 Automatic Processor | Check DMKLOKSY to determine if the| 
1 1 Eecovery (DMKMCTPR) has | system lockword has been overlaid. | 
1 1 received control on the | If the attached processor owns the| 
j 1 main processor without | lock, check the B12 value in | 
1 j the global system lock j DMKLOKSY+4 to determine who | 
1 1 and the lock could not | obtained the lock. The system | 
1 i be obtained. j should not be in automatic | 
1 1 1 processor recovery if the attached! 
1 1 1 processor was in supervisor state. | 


1 NLE001 1 During execution of a ! Correct the EDEVICE macro speci- | 
1 1 NETHOEK DOMP command, | fying the 3704 or 3705, reassem- | 
1 ! or during an automatic | ble the DHKEIO module, and regen- ! 
1 1 dump of a 3704 or 3705, | erate the VM/370 CP nucleus with | 
1 1 VM/370 detected that it 1 the corrected module. 1 
1 1 had not allocated suf- I I 
1 1 ficient DASD spool | I 
1 1 space to contain the | I 
1 1 information from the | j 
1 1 3704 or 3705. The MODEL | | 
1 1 operand of the EDEVICE | j 
1 1 macro describing the | j 
I 1 3704 or 3705 was not | I 
1 1 specified correctly. | I 
i 1 VM/370 determines the j j 
1 1 storage size of a 3704 | j 
1 1 or 3705 by the model | j 
1 1 specified on the j 1 
1 1 EDEVICE macro. j 1 
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Abend 
Code 



Season for Abend 



Action 



PGS001 



The resident page count 
in the VMBLOK (VMPAGES) 
is reduced to a negative 
value. 



Inspect module that update 
VMPAGES for the virtual machine. 
Check the routine to determine 
why it is inconsistent with the 
number of CORTABLE entries 
assigned to this virtual machine. 



PGT001 



The number of cylinders 
in use stored in the 
allocation block 
(ALOCBLOK) is less than 
the maximum but the 
DMKPGT module was un- 
able to find available 
cylinders. 



Inspect the chains of paging and 
spooling allocation blocks an- 
chored at EDEVPAGE and RDEVKECS 
on the BDEVBLOK for the device in 
question, and verify that a 
cylinder allocation block 
(EECBLOK) exists for each cylin- 
der marked and allocated in the 
ALOCBLOK. If BECBLOKs for some 
cylinders are missing, it is 
possible that the bit map in the 
ALOCBLOK has been destroyed. If 
all cylinders are accounted for, 
the updating of the count field 
is in error. 



For FB-512 devices 
(DHKPGT is allocating on 
on an FB-512 device) the 
number of pages in use 
(ALOFOSED) is less than 
the maximum (ALOFMAX) , 
but DHKPGT could not 
find a EECBLOK contain- 
ing an available page. 



Inspect the extents of TEMP space 
stored in the ALOFBLOK. The 
ALOFBLOK has a 2'»-byte extension 
for each extent of TEMP space 
pages on the volume. Anchored in 
this extension are the BECBLOKs 
that describe the availability of 
each page within this extent. 
Inspect each BECBLOK to see if all 
the pages in each BECBLOK are 
used. It is possible that the 
BECBLOK chain or the ALOFBLOK ex- 
tension has been destroyed. If 
all pages are accounted for, the 
number of available pages in all 
BECBLOKs should add up to the num- 
ber of available pages stored 
in the ALOFBLOK extension 
(ALOFNOMA) . Also, the ALOFNDMA 
fields of all ALOFBLOK extensions 
should agree with the number of 
available pages described in the 
ALOFBLOK root (ALOFHAX-ALOFOSED) . 
If these count fields do not 
agree, the updating logic in 
DMKPGT is in error. 



PGT002 



The count of pages 
in a page allocation 
block (BECBLOK) is less 
than the maximum but 
the DMKPGT module was 
unable to find avail- 
able pages. 



If the EECBLOK in question is in 
use for paging, then locate a 
SWPTABLE entry for each page 
represented by this BECBLOK. 
FB-512 BECBLOKs describe the range 
of page numbers in fields BECSTBT 
and EECEND. However, if the pages 
are in use for spooling, it is 
possible that the EECBLOK itself 
has been destroyed or that the up- 
dating of the use count is faulty. 



PGT003 



The DASD page slot 
being released is not 
marked allocated. 



Identify the module attempting to 
release the page by means of the 
caller' s return address and base 
register stored in BALE 14 and 
BALE 12 in the BALBSAVE save area 
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Abend 
Code 



Reason for Abend 



Action 



PGT003 
(cont.) 



in PSA. Locate the source 
(control block or SHPTABLE entry) 
of the DASD address being re- 
leased to verify that they have 
not been destroyed. If the 
DASD page is in a spool file, it 
is possible that the file or the 
BECBLOK chain has been incorrect- 
ly checkpointed and warmstarted 
after a system shutdown or a 
system crash. 



PGT004 



The dummy BECBLOK indi- 
cating the spooling 
DSSD pages on the cyl- 
inder that are to be 
released contains a 
page count greater than 
the number of pages al- 
located on the cyl- 
inder. 



The spool file pointers may have 
been destroyed while the file was 

hpino n'rr>r«?s<5of? . or the 5lloC?l— 

tion chain may be in error. A 
cold start may be necessary. If 
feasible, use the DASD dump/ 
restore program to print the DASD 
areas containing the affected 
file, and try to locate the in- 
correct pointers. 



PGT005 



A module is trying to 
release a DASD page 
slot on a cylinder or 
FB-512 extent for which 
no page allocation block 
(EECBLOK) exists. 



Ose BALB14 and BALB12 in the 
BALESAVE save area of the PSA to 
identify the module attempting to 
release the page. For count-key- 
data DASD, verify that the DASD 
cylinder address is valid for the 
device in guestion. If it is and 
the rest of the DASD address is 
valid, verify that the cylinder is 
in the dynamically allocatable 
area. For FB-512 DASD, verify 
that the page number is valid and 
in the dynamically allocated area. 
If these restrictions are met, the 
the DASD page must have been used 
by more than one user. 



PGT006 



The last DASD page slot 
in a BECBLOK has been 
deallocated but the bit 
representing the cylin- 
der in the cylinder 
allocation block 
(ALOCBLOK) is not cur- 
rently set to one, in- 
dicating that the cyl- 
inder was not allocated. 



The ALOCBLOK has probably been 
destroyed, or the chain pointer 
in the BDEVBLOK is in error. 



Note; Because alloca- 
tion of pages on an 
FB-512 device does not 
use this bit map, this 
code is not applicable 
to FB-512 devices. 



PGT007 



A module is trying to 
release a page of vir- 
tual storage in use by 
the VM/370 control pro- 
gram that has not been 
marked allocated. 



Ose BALBia and BALB12 in the 
BALESAVE save area of the PSA to 
identify the module attempting to 
release the page. Locate the con- 
trol block containing the virtual 
page address that is being re- 
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j Abend | I 

1 Code 1 Beason for Abend | Action 


1 PGT007 1 1 leased. It is possible that the 
I (cont.) 1 1 address has been destroyed, or a 
1 1 1 pointer to a virtual page has 
1 1 1 been retained after the page was 
1 1 1 destroyed. 


! PGT008 1 The system's virtual | Bequest users to close all spool 
1 j storage buffers have | files that are no longer active. 
1 1 been exhausted because | 
1 1 of an excessive nunber | 
1 1 of open spool files. 1 


1 PBG001 1 Program check (opera- | Examine the abend dump. In par- 
1 1 tion) in the control | ticular, examine the old PSW and 
1 1 program. | identify the module that had the 


1 PRG002 1 Program check (privi- | 
1 1 leged operation) in the | 
1 1 control program. | 


1 PBG003 1 Program check (execute) | 
1 1 in the control program. | 


1 PBGOOU 1 Program check (protec- | 
1 1 tion) in the control | 
! ( program. j 


1 PBG005 1 Program check (address- | 
1 ! ing) in the control | 
1 1 program. | 


1 PEG006 1 Program check (specifi- | 
I 1 cation) in the control | 
1 1 program. | 


1 PBG007 1 Program check (data) in | 
1 1 the control program. | 


1 PEG008 1 Program check (fixed- I 
I ! point overflow) in the I 
1 1 control program. | 


1 PEG009 1 Program check (fixed- | 
1 1 point divide) in the | 
1 1 control program. | 


1 PBG010 1 Program check (decimal | 
1 1 overflow) in the con- | 
1 1 trol program. | 


1 PEG011 1 Program check (decimal | 
1 1 divide) in the control | 
1 1 program. | 


1 PBG012 1 Program check (exponen- | 
1 1 tial overflow) in the | 
1 1 control program. | 


1 PEG013 1 Program check (exponen- | 
I 1 tial underflow) in the | 
1 1 control program. j 


1 PBG014 1 Program check (signifi- | 
1 i cance) in the control | 
1 1 program. I 



Figure 7. CP Abend Codes (Part 13 of 20) 



System Codes 25 



1 Abend | | 

I Code 1 Reason for Abend | Action 


1 PBG015 1 Program check | 
1 1 (floating-point di- | 
1 1 vide in the control | 
1 1 program. | 


1 PEG016 1 Program check (segment) | 
1 1 in the control program. | 


1 PRG017 1 Program check (paging) | 
1 1 in the control program. | 


1 PEG018 I Program check (transla- | 
1 1 tion) in the control | 
1 1 program. | 


1 PRG019 1 Program check (special j 
1 1 operation) in the con- | 
1 1 trol program. | 


1 PBG254 1 A translation specifi- | If the set of translation tables 
1 1 cation exception has | pointed to by E0NCB1 is correct, 
1 1 been received for a j a hardware failure has occurred, 
1 \ virtual machine that is | possibly with dynamic address 
1 1 not in extended control | translation. Otherwise, call IBB 
1 1 mode. 1 for software support. 


) PEG255 1 A PEE (program event | Retry the program causing the er- 
1 1 recording) has been re- | ror; if the problem persists, 
I 1 ceived for a virtual | call IBH for software support. 
1 1 machine that is running | 
1 I with PEE disabled in j 
1 1 its virtual PSW. | 


1 PSA002 1 The "System Restart" | Examine the resulting abend dump 
1 1 console key was pressed.) for a dynamic picture of the 
1 1 The operator normally | system's status. 
1 1 takes this action when j 
I 1 an unusual system con- | 
1 1 dition occurs, such as | 
1 1 a system loop or slow | 
1 1 machine operation. | 


1 PSA003 1 An unrecoverable DASD | Check the trace table for a Start 
1 1 error occurred on a | I/O in the paging device with a 
1 1 paging device. Or paging! condition code 3 to verify device 
1 1 device is offline. | is offline. If offline, vary 
1 1 1 paging device online. Or check 
1 1 I the unit address at hex 'B9« in 
I 1 1 the PSA to find paging device in 
j 1 1 error. This is a hardware error. 


1 PSA004 1 A CPO timer interruprt | Check CPSTATOS in the PSA to 
I 1 occurred either while | determine whether the interrupt 
1 1 the system was in a wait| occurred while in a wait state or 
I I state or when an enable | during an enable window. If the 
j 1 window was opened. | interrupt occurred while in a wait 
1 1 1 state (CPHAIT on in CPSTATOS) , the 

I 1 1 timer value at the time of the 

II 1 interrupt is stored in the PSAs 

1 1 1 WAITEHD. If the interrupt occurred 

I 1 1 during an enable window (CPEX on 

II 1 in CPSTATOS) , the timer value is 
1 1 1 stored in the first two words of 
1 1 1 the PSAs TEHPSAVE. If the timer 

I 1 1 value is negative, it is probably 

II 1 a programming error. Try to 
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1 &bend | I I 
1 Code j Season for &bend j Action j 


! PSA004 1 1 determine why the timer was set | 
1 (cont.) 1 i to a negative value. If the timer | 
t 1 1 value is positive, obtain hardware | 
j j i support to determine why the | 
1 1 1 interrupt occurred. | 


1 PTB002 1 A program is attempting | Use 6ALB14 and BALB12 in the | 
1 1 to unlock a page frame j BALESAVE save area of the PSA to \ 
I 1 whose address exceeds | identify the module attempting to j 
1 j real storage size. j unlock the page frame. Check for j 
1 1 1 the source of the invalid ad- j 
1 1 t dress. | 


j PTB003 1 A program is attempting | 1 
1 1 to unlock a real stor- I 1 
i j age page frame that is | I 
i I in a Vi-B region whose | I 
1 1 COETABLE entry is not \ \ 
1 j flagged as locked. j j 


i PTE004 I The lock count in the | Check the routines that update | 
1 1 COETABLE entry for the | the lock count field and COETABLE | 
1 1 page frame being un- j entry. I 
j 1 locked has been decre- | | 
( 1 mented to a value that I I 
1 j is less than 0. I 1 


i PTE007 i DHKFEE requested a page | Examine the dump for one of the | 
1 1 for fixed free storage j following conditions: | 
1 1 but DHKPTB determined | 1. Excessive amounts of free | 
i 1 that there were no | storage have been allocated by | 
1 i pages left in the dy- j CP and not released via j 
1 f namic paging area. | DHKFBET. Look for blocks of | 
i 1 1 identical data and determine | 

I 1 1 which modules built that data. | 

II j 2. A block of storage greater j 
1 1 1 than 4096 bytes was requested, j 
1 1 1 Bequests for large blocks of j 
1 I j free storage require contig- | 

I 1 1 uous pages from DnKFTB and as ( 

II 1 a result have a higher prob- | 
1 1 1 ability of failure than re- | 

I 1 1 quests for one page or less, i 

II 1 If possible, change the appli- | 
1 1 1 cation to reduce the size of | 
1 i 1 storage requests. Otherwise, | 
1 1 1 schedule the application when | 
1 1 1 storage is less fragmented. | 


1 PTR008 I A COETABLE entry on the | Pages on the free list should not | 
1 1 free list points to a | contain valid PTEs. Examine the | 
1 1 valid PTE (page table | dump to determine which module | 
1 1 entry) , but the page is | called DHKPTEFS. The module that j 

I 1 allocated. | called DHKPTBFE probably contains j 

II 1 an error. I 


1 PTE010 1 The count of the number | The field DHKPTEEC contains the | 
i j of resident reserved | number of reserved pages, j 
1 1 pages was incorrectly j DHKPTEEC must always be less than | 
1 1 decremented so that the | DHKDSPNP. Check the routines that | 
1 1 count is now less than j update these two count fields | 
1 1 zero. 1 (DHKDSPNP and DHKPTEEC) . 1 
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1 Abend | I 1 
1 Code 1 Reason for Abend j Action j 


I PTR011 1 A COETABLE entry to be | Pages to be put on the free list ( 
1 1 placed on the free list j should not contain valid PTEs. | 
1 1 points to a valid PTE | Ezaoine the dump to determine why | 
I 1 (page table entry) , but j the page was not marked invalid j 
1 1 the page is allocated. ( before the call to DKKPTEFT. | 
1 1 An abend occurs trying j 1 
1 1 to honor a deferred re- j ( 
1 1 guest. 1 i 


1 PTR012 1 A COETABLE entry to be | Pages on the FREELIST should | 
1 1 placed on the free list | not contain valid PTEs. Examine j 
1 1 points to a valid PTE j the dump to determine which module! 
j j (page table entry) , but j called DHKPTBFT, it probably j 
1 1 the page is allocated. j contains an error. I 


1 PTE014 1 DMKPBTFT was called to | A page that is already on the | 
1 1 put a page on the FREE- | FREELIST should not be specified j 
1 1 LIST that is already on | in a call to DHKPTEFT. Check the ( 
1 1 the FEEELIST. | FREELIST and flush list for valid- | 
1 1 j ity. Restart the system and, if | 
1 1 1 the problem persists, call IBH for | 
1 1 1 software support. 1 


1 PTB015 1 The core table entry for| Examine the storage dump to deter- | 
1 1 a flush list page does | mine either how the page was j 
1 1 not contain a page table j placed on the flush list without | 
1 1 pointer. I a PTE pointer or what module sub- | 
j 1 i seguently modified the core table j 
1 1 1 entry. j 


i PTB016 1 DMKPTP is about to steal| Examine the storage dump to ident- | 
1 1 a changed shared page | ify the error in shared segment j 
j 1 and calls DHKTHASH to j processing. 1 
1 1 scan for all shared j I 
1 1 pages changed by LAST- | j 
1 1 OSER. DHKTHA is unable | I 
1 1 to locate any changed | I 
j 1 shared pages. j I 


1 PTR017 1 DMKPTRAN has identified | Examine the savearea pointed to | 
1 1 a call with processor | by R13 to determine why PTR was | 
1 1 affinity set on the j called with affinity set to the | 
1 1 attached processor for j attached processor for a page j 
1 1 a equal to zero. | with SIPDPAGE equal to zero. | 
( 1 DMKPTRAN may only be | 1 
1 1 called with affinity set) | 
1 1 on the main processor. | i 


1 PTR018 1 The resident page count | Inspect modules that update | 
1 1 in the VMBLOK (VHPAGES) | VBPAGES for the virtual machine. | 
1 i is reduced to a negative! Examine the routine to determine ! 
i i value. 1 why it is inconsistent with the j 
1 I t number of CORTABLE entries | 
1 1 ! assigned to this virtual machine. | 


! PTR019 1 The flused count page in! Examine the CORTABLE entry for the( 
1 1 the VH6L0K (VHFLPAG) is ! page frame being removed from the ! 
! 1 negative. I flush list. Also, inspect modules! 
1 1 1 that update VHFLPAG. | 


1 PTR020 1 The system flushed page i Examine the COETABLE entry for the! 
1 1 count (DHKPTROC) is j page frame being removed from the j 
1 i negative. 1 flush list. Also, inspect modules} 
1 1 1 that update DHKPTROC. I 
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1 Abend | 1 1 
I Code 1 Reason for Abend | Action | 


1 EGAOOl 1 The reflected device | IPL to restart the system. If the | 
1 1 status in the CSH is | problem persists, call IBH for | 
1 1 not supported for cer- | system support. | 
1 1 tain 3270 remote device | | 
1 1 and line protocol I/O j | 
1 1 operations. Specif i- | | 
1 i cally, the returned CSW j j 
1 1 contains a device sta- | j 
1 1 tus other than CE, DE, | | 
1 i and OE; and the ending | j 
1 1 ecu contains an embed- j j 
1 1 ded teleprocessing code | | 
1 1 of 02, 03, or 06. | I 


i BGA002 i The status flag | 1 
1 1 BSCFLAG in the BSCBLOK | | 
1 1 indicates a condition j | 
j 1 that is not valid for a | 1 
1 1 3270 line reset func- j j 
1 1 tion (Teleprocessing | I 
1 1 code 09) . 1 1 


1 EHH001 1 An unrecoverable I/O | Retry. If the problem persists, j 
1 1 error occurred during | ensure that the 3704/3705 and | 
i j read or write for the | channel hardware are functioning | 
1 1 3704/3705. Status | correctly. | 
1 1 indicates program j j 
1 i failure. j 1 


1 RNH002 1 A response that should | Verify that the 3704/3705 NCP is | 
1 1 not occur was received \ operating correctly. Ose the | 
1 1 from the 3704/37 05 | NETWORK TRACE command to deter- | 
1 1 control program. | mine the exact cause of the re- | 
) 1 1 sponse. I 


1 EPA001 1 The virtual address | The virtual storage belongs ei- j 
1 1 supplied to DHKRPAGT is J ther to the user whose VHBLOK is | 
j j outside of the virtual J pointed to by R11 or, if R2 \ 
1 i storage being refer- j in the SAVEAEEA indicates a PARH | 
( 1 enced. | of SYSTEH, to the system VMBLOK. | 


1 RPA002 1 The virtual address | means of the return address and j 
i 1 supplied to DMKRPAPT is | base register saved in the ( 
1 1 outside of the virtual j SAVEAREA pointed to by R13. If j 
1 1 storage being refer- | the virtual address was obtained | 
\ I enced. | from the system's virtual stor- | 

I 1 1 age, examine the virtual page | 

II i allocation routine, DMKPTRVG. If j 
1 1 1 the virtual page refers to a | 
i 1 1 user's storage, attempt to iden- | 
1 1 1 tify the routine that generated j 
j 1 1 the incorrect address. Verify | 
1 1 j that the VMSIZE in the relevant j 
1 i \ VMBLOK reflects the correct | 
1 1 1 storage size for the system or | 
i 1 1 user being referenced. | 


1 EPA003 1 The user page count in | A module has attempted to release | 
1 1 the VMBLOK became nega- ( more pages than it originally j 
1 1 tive. i received. The module that last | 
1 1 1 called DMKRPA is probably the | 
1 1 1 module in error. | 
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! Abend | | i 
! Code 1 Season for Abend | Action I 


1 SCH001 ! The total number of ! The field SCHN1 is the count of | 
1 1 interactive users plus | the number of interactive users ! 
1 1 batch users in the ! and the field SCHN2 is the count ! 
1 1 scheduler's queue is ! of the number of batch users. | 
! ! less than zero. A | Check the routines that update | 
! 1 counter was probably | these two count fields (SCHN1 and ( 
1 1 decremented incorrect- | SCHN2) to determine why their sum | 
1 1 ly> 1 was negative. ! 


! SCN001 1 The VDEVLINK chain is | IPL to restart. If the problem | 
1 1 invalid. A VDEVBLOK ! persists, examine the VDEVBLOKs ! 
1 ! has a link field that | in the link chain as well as the | 
1 ! points to another | one whose link field points into ! 
1 1 VDEVBLOK associated | the chain but is not in the | 
1 ! ^ith the sase real | chain. Deteraine what the owner j 
1 1 device. The first j of the VDEVBLOK was doing at the ! 
1 1 VDEVBLOK is not pointed ! time. 1 
1 1 to by any other link j j 
! 1 field in the chain. | ! 


1 STK001 ! DMKSTK was attempting to| Verify that the counters in the ! 
1 j stack an lOBLOK, a TRQ- | VMBLOK reflects the correct number j 
! ! BLOK, or a CPEXBLOK for j of BLOKs stacked for this virtual ! 
1 1 a particular virtual | machine. If they do not, determine! 
1 1 machine and the counter j who has overlaid either VHSTKCHT j 
1 1 in the VMBLOK overflowed! (the count of lOBLOKs, THQBLOKs, j 
1 ! its half-word boundary | and normal CPEXBLOKs) or VMPEECT 1 
1 1 making the counter | (the count of processor related ! 
1 ! appear negative. Since ! CPEXBLOKs). If the VMBLOK counters | 
1 ! this will happen only | are accurate, identify the caller | 
I j when the counter exceeds! of DMKSTK by looking in SiTHSAVE j 
1 1 32,767, the probable | in the PSA of the abending proces- j 
1 1 cause of this error is j sor. The Ria value in the savearea j 
1 1 either a program loop | contains the return address of the| 
1 1 that includes the j caller of DHKSTK. j 
1 1 stacking of a CPEXBLOK, | 1 
! 1 lOBLOK or TRQBLOK, or ! I 
! 1 an overlay of the | 1 
1 1 VMBLOK. ! 1 


! _ _ _ (System Extensions) - - - | 

1 STE001 ! LEA gets a translation ! If the problem persists, obtain a | 
1 1 or length condition code| dump and call IBM for software | 
I ! for a valid page. j support. j 
1 — . 1 1 


I 1 I 

! STS003 1 An attempt is being madef ! 
! 1 to migrate a table into j I 
1 ! storage for a segment | 1 
j 1 that is already valid. | 1 
1 1 1 


1 STE004 1 An attempt is being made| ! 
i i to bring a page into | ! 
j 1 storage that does not | j 
1 1 exist. ! 1 
1 — . 1 1 


1 STR007 1 The save area stack | I 
1 1 chain is invalid or the ! 1 
1 1 specific request could ! j 
! 1 not be found on the | I 
1 1 chain. 1 1 

1 _ _ - (End System Extensions) - - - | 
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1 Abend | 1 I 
1 Code 1 Reason for Abend | Action | 


1 SVC001 1 No free storage is | Try to identify the extreme load | 
1 1 available for save | condition that caused the prob- | 
1 1 areas. | lem. If the storage requests are | 
1 1 1 valid and the problem occurs | 

I 1 1 regularly, alter the DHKCPI module | 

II 1 to allocate more than six pages | 
11 1 of free storage per 256K bytes | 
II 1 of storage. | 


1 S?C002 1 A supervisor state SVC 1 Ose the supervisor old PSH in the | 
1 1 was issued without the j PSA of the abending processor to | 
I 1 global system lock. | identify the module that issued | 
1 1 1 the SVC without the system lock. | 


1 SVC003 1 An unrecoverable DASD | Check unit address in I/O old PSH | 
1 1 I/O error occurred on a | to find paging device in error. | 
1 1 paging device. | Call IBB for hardware support. | 


1 TDK001 1 A program is attempting | Verify that B8 points to a | 
1 1 to deallocate a cylin- | EDEVBLOK for a CP-owned volume. | 
1 1 der or FB-512 extent (s) | If it does not, the error may | 
1 I of T-disk space for [ originate in the calling program. | 
I 1 which no cylinder | Identify the caller by the return | 
1 1 allocation block | address and base register in the { 
i 1 (ALOCBLOK) exists. I SAVEAEEA pointed to by B13, and | 
1 1 For FB-512 devices, the | try to idenify the source of the | 
1 1 allocation control block | incorrect EDEVBLOK address. If j 
1 1 is called ALOFBLOK. | the EDEVBLOK is valid, it may be | 


1 TDK002 1 A program is attempting | is incorrect. The VDEVBLOK for | 
1 1 to deallocate cylin- | the device for which the T-disk | 
1 1 der(s) of T-disk space | was defined may have been de- | 
1 1 that are not marked al- | stroyed. If the cylinder number | 
1 1 located. | appears valid, examine the alio- | 

I 1 1 cation record on the real volume | 

II 1 by running DMKFHT (VM/370 Format | 
1 I 1 program) , invoking the ALLOCATE | 
1 1 1 option without allocating any new | 
I ! 1 space. If the output shows that j 

I I I deallocated cylinder falls within | 

II 1 an area defined for T-disk alio- | 
1 1 1 cation, the ALOCBLOK or ALOFBLOK | 
j 1 1 chained to the EDEVBLOK may be | 
1 1 1 destroyed. | 


1 ODB001 1 The user directory mod- | Use the DASD Dump Restore program | 
1 1 ule is looping trying | to print the ODIEBLOK page buf- | 
1 1 to read all of the | fers from the directory device. | 
1 1 ODIEBLOK page buffers | Determine whether the chain point- | 
1 1 from the directory de- | ers are valid. | 
1 1 vice, or a directory | | 
1 1 containing over 10,816 | | 
1 1 users was loaded. | | 


1 aDE002 1 The resident page count | Inspect modules that update | 
1 1 in the VMBLOK (VMPAGES) | VMPAGES for the virtual machine. | 
i 1 is reduced to a negative! Check the routine to determine | 
1 1 value. j why it is inconsistent with the i 
1 1 1 number of CORTABLE entries | 
1 1 1 assigned to this virtual machine. | 


\ VDA002 \ The system-owned list | IPL to restart. If the problem | 
i 1 has an invalid format. | persists, check the SYSOiN macro | 
11 1 in DHKSYS for validity. If the | 
1 1 1 macro is good, print the dump and | 
1 1 1 examine it. | 
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1 Abend | I 1 
1 Code 1 Reason for Abend | Action 1 


1 VDE003 1 The DASD link chain is | IPL to restart. If the problem | 
1 1 invalid. In the case of | persists, examine the RDEVSYS ( 
I 1 minidisks, attaching a | flag. If the EDEVSYS flag is off, ( 
1 1 minidisk that points to | the problem is especially seri- | 
j i an BDEVBLOK whose count | ous; print and examine the dump. | 
1 I of users is already ze- | Examine the VDEVBLOK and BDEVBLOK | 
j 1 ro causes this abend. j checking the link chain. j 


1 VDS001 1 A virtual device def- | Examine the virtual blocks for | 
i 1 inition has been re- | the existing links to the mini- j 
1 1 quested for a minidisk | disk and determine why the ( 
1 1 that is already defined | existing virtual device block j 
j 1 to the system (either | pointed to by R3 does not point j 
1 1 as a different device | to a VEEBLOK. 1 
i 1 to the user or a device | I 
1 1 to another user on the | 1 
( 1 system) . The directory | 1 
1 1 indicates that the | 1 
1 1 minidisk uses the | I 
1 1 virtual reserve release | j 
1 1 logic, but there is no | 1 
j 1 existing VEEBLOK. | j 


1 VIO002 1 DMKSCNVO was unable to | Verify that the unit address in ( 
1 1 locate all of the vir- | the field lOBVADD in the lOBLOK | 
\ 1 tual I/O control blocks j pointed to by RIO is valid for | 
1 1 for the virtual unit | the user who initiated the I/O. | 
1 i address associated with ( The field lOBOSEE contains the | 
1 1 the interrupt just | address of the user's VHBLOK. If | 
1 1 stacked. I the address is valid, the integ- | 
1 1 1 rity of the user's virtual I/O | 
1 1 1 configuration has probably been j 
1 1 1 been destroyed. If the address is | 
( 1 1 not valid, the lOBLOK has been | 
1 1 1 altered, or was built incorrectly | 
\ \ 1 in the first place. 1 


1 VIO003 1 DMKIOS has returned an ) Condition code 2 should never be | 
1 1 lOBLOK indicating a | returned to the virtual I/O in- | 
I 1 condition code of 2 was | terrupt handler. Its presence | 
i 1 received from the STAET I indicates either a failure in the | 
1 1 I/O for the operation. | I/O supervisor (DHKIOS) , or that | 
1 1 1 the status field in the lOBLOK | 
1 1 1 (lOBSTAT) has been destroyed. | 


1 VMA008 1 The resident page count | Inspect modules that update | 
1 1 in the VMBLOK (VMPAGES) | VMPAGES for the virtual machine. | 
1 1 is reduced to a negative | Check the routine to determine | 
1 1 value. 1 why it is inconsistent with the | 
1 1 1 number of COETABLE entries | 
1 1 1 assigned to this virtual machine. | 


1 VSP001 1 The virtual spooling | Verify that the unit address | 
1 1 manager could not lo- | (lOBVADD) in the lOBLOK is valid. | 
I 1 cate all virtual con- | If the address is valid, the in- | 
1 1 trol blocks for an in- j tegrity of the virtual I/O con- | 
1 1 terrupting unit. | figuration has probably been de- | 
1 1 1 stroyed. If the address is not j 
1 1 1 valid, the lOBLOK has been al- | 
1 1 1 tered or was built incorrectly. | 
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CMS Abend Codes 



OSES ACTION 



When a CHS abend occurs, you can either: 



1 



2. 



Enter DEBUG mode and issue the DUHP 
subcommand, or 



Get a CP read on your terminal, or 
#cp, and issue the DOMP command. 



type 



Either of these actions causes a dump of storage 
to be performed. Do not issue the DDMP command 
in CMS mode, because abend processing will take 
place before the dump is performed and the 
indications of the error will be lost. 



3. Save the console sheet. If you are using a 
display terminal as your virtual console, 
it is a good idea to spool your console 
output to the printer by issuing the CP 
command SPOOL CONSOLE STABT either at the 
start of the session or by having the 



command in your PROFILE EXEC. Then if a 
problem does arise, a copy of yoi r terminal 
activity is available for reference. If the 
session is uneventful, the resulting 
printer file can be purged. 



4. After the DDMP command is executed, the 
system automatically initiates recovery 
procedures, so it should not be necessary 
to re-IPL CMS. If, however, an error 
message is displayed indicating that error 
recovery has failed, you should 
reinitialize (via IPL) CMS. 



5. To report a CMS problem, give the dump, the 
console sheet (or printed console file, if 
it was spooled) , and copies of the CMS 
files involved to system support personnel. 



Figure 8 lists the CMS abend codas and the 
modules that issue them, the cause of the 
abnormal termination, and the actioa the user 
should take to recover and continue. 
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1 Abendl Module | | 

1 Code 1 Name | Cause of Abend | Action 


1 001 1 DMSSCT 1 The problem program encoun- | Message DMSSCT120S 
1 1 1 tered an input/output error | indicates the possible 
1 1 1 processing an OS macro. | cause of the error. 
1 1 1 Either the associated DCB j Examine the error 
1 1 1 did not have a SYNAD rou- | message and take the 
1 1 1 tine specified or the I/O | action indicated. 
1 1 1 error was encountered | 
( 1 1 processing an OS CLOSE | 
1 1 1 macro. I 


1 034 1 DMSVIP 1 The problem program encoun- f Refer to the DOS/VS 
1 1 1 tered an I/O error while 1 Messages Reference, 
1 I 1 processing a VSAM action | Order No. GC33-5379, 
1 1 ( macro under DOS/VS for 1 to determine the cause 
1 1 1 which there is no OS equi- | of the VSAM error. 
1 1 1 valent. An internal error | 
1 1 I occurred in a DOS VSAM rou- | 
1 1 1 tine. 1 


1 OCX 1 DMSITP 1 The specified hardware ex- | Type DEBOG to examine 

I 1 1 ception occurred at a spe- | the PSW and registers 

1 1 1 cified location, "x" is | at the time of the 

1 I 1 the type of exception: | exception. 

1 1 1 X Type 1 

1 1 10 IMPRECISE 1 

1 1 11 OPERATION 1 

1 1 12 PRIVILEGED OPERATION | 

1 1 1 3 EXECDTE | 

1 1 1 4 PROTECTION | 

1 1 I 5 ADDRESSING | 

1 1 1 6 SPECIFICATION | 

1 1 1 7 DECIMAL DATA | 

1 1 1 8 FIXED-POINT OVERFLOW | 

1 1 1 9 FIXED-POINT DIVIDE | 

1 1 1 A DECIMAL OVERFLOW | 

1 1 IB DECIMAL DIVIDE | 

1 1 1 C EXPONENT OVERFLOW | 

1 1 ID EXPONENT UNDERFLOW | 

1 1 IE SIGNIFICANCE | 

1 1 IF FLOATING-POINT DIVIDE | 


1 OFO 1 DMSITS 1 Insufficient free storage | If the abend was 
1 1 1 is available to allocate a | caused by an error in 
1 1 1 save area for an SVC call. | the application pro- 
III 1 gram, correct it; if 
III 1 not, use the CP DEFINE 
III 1 command to increase 
III 1 the size of virtual 
III 1 storage and then re- 
III 1 start CHS. 


1 0F1 1 DMSITS 1 An invalid halfword code is | Enter DEBOG and type 
1 1 1 associated with SVC 203. | GO. Execution conti- 
III 1 nues. 



Figure 8. CMS Abend Codes (Part 1 of 4) 
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1 Abend 1 Hodale | | I 
1 Code 1 Hame | Cause of Abend | Action | 


i 0F2 i DHSITS 1 The CHS nesting level of 20 | None. abend recovery | 
1 1 1 has been exceeded. | takes place when the | 
t t i I next comaiand is en- | 
III 1 tered. | 


1 0F3 1 DHSITS 1 CHS SVC (202 or 203) in- | Enter DEBOG and type | 
1 1 1 struction was executed and | GO. Control returns to j 
1 1 1 provision was nade for an | the point to which a j 
1 1 1 error return from the rou- | normal return would | 
1 1 1 tine processing the SVC. | have been made. | 


1 OFa 1 DHSITS 1 The DHSKEY key stack over- | Enter DEBOG and type | 
1 1 1 flowed. 1 GO. Execution conti- i 
III 1 nues and the DHSKEY | 
III 1 macro is ignored. | 


1 0F5 1 DHSITS 1 The DHSKEY key stack under- | | 
1 1 1 flowed. 1 1 


1 0F6 1 DHSITS 1 The DHSKEY key stack was | Enter DEBUG and type | 
1 1 1 not empty when control re- i GO. Control returns 1 
i i j turned from a command or | from the command or | 
1 1 1 function. j function as if the key | 
ill 1 stack had been empty. | 


1 0F7 1 DHSFEE | Occurs when TYPCALL=SVC | When a system abend i 
1 1 1 (the default) is specified | occurs, use DEBOG to | 
1 1 1 in the DHSFBEE or DHSFEET | attempt recovery. | 
1 1 1 macro. i I 


1 0F8 1 DHSFEE | Occurs when TYPCA1L=BA1B is | When a system abend j 
1 1 1 specified in the DHSFBEE or | occurs, use DEBOG to | 
1 1 1 DHSFEET Hacro devices. j attempt recovery. | 


1 101 1 DHSSVK 1 The wait count specified in | Examine the program | 
1 1 1 an OS WAIT macro was larger | for excessive wait | 
1 1 1 than the number of ECBs | count specification. j 
1 t t specified. | | 


1 1 04 1 DHSVIB 1 The OS interface to DOS/VS | See the additional er- j 
1 1 1 VSAH is unable to continue | ror message accompany- | 
1 1 1 execution of the problem | ing the abend message, j 
1 1 1 program. i correct the error, and | 
III 1 reexecute the program. | 



Figure 8. CHS Abend Codes (Part 2 of 4) 
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1 Abend! Module | | | 
1 Code 1 Name | Cause of Abend | Action j 


1 155 1 DHSSLN | Error during LCADBOD after | See the last LOADMOD | 
1 1 1 an OS LINK, LOAD, XCTL, or | (DMSBOD) error message | 
1 1 1 ATTACH. The compiler switch | for error description. | 
1 1 1 is on. 1 In the case of an I/O | 
ill 1 error, recreate the | 
III 1 module. If the module | 
III 1 is missing, create it. | 


1 15A 1 DMSSLN | Severe error during load | See last LOAD error | 
1 1 1 (phase not found) after an I message (DHSLIO) for | 
1 1 1 OS LINK, LOAD, XCTL, or j the error description. | 
1 1 1 ATTACH. The compiler switch | In the case of an I/O | 
1 I 1 is on. 1 error, re-create the j 
III 1 text deck or txtttb. ! 
Ill t If either is missing, | 
III 1 create it. j 


1 174 1 DMSVIB 1 The OS interace to DOS/VS | See the additional er- | 
i 1 1 VSAH is unable to continue | ror message accompany- | 
1 1 1 execution of the problem | ing the abend message, | 
1 1 1 program. | correct the error, and | 
III 1 reexecute the program. | 


1 177 1 DMSVIB 1 The OS interface to DOS/VS | See the additional er- | 
1 1 DMSVIP 1 VSAM is unable to continue | ror message accompany- | 
j 1 1 execution of the problem j ing the abend message, j 
1 1 1 program. | correct the error, and | 
III j reexecute the program. | 


1 240 1 DMSSVT 1 No work area was provided | Check BDJFCB specifi- j 
1 1 1 in the parameter list for | cation. 1 
1 1 1 an OS BDJFCB macro. | I 


1 400 1 DMSSVT 1 An invalid or unsupported | Examine program for j 
1 1 1 form of the OS XDAP macro | unsupported XDAP macro | 
1 1 1 was issued by the problem | or for SVC 0. 1 
f 1 1 program. | I 


1 - - _ (Basic System Extensions) - - - I 

1 500 I DBSTLB | A block count error was | Find out what caused | 
1 1 1 detected when reading a SL | the block count error. | 
1 1 1 tape. User replied 'cancel' | Then reload CMS and re- | 
1 1 1 to message 425B or the | run the job. I 
1 1 1 user's program contained a j 1 
1 1 1 block count error routine | I 
1 1 1 that returned a code of | 1 
1 I 1 under OS simulation. j I 

1 - - _ (End Basic System Extensions) - - - | 


1 704 1 DMSSMN | An OS GETMAIN macro (SVC 4) | Change the program so | 
1 1 1 was issued specifying the | that it specifies j 
1 1 1 LC or LO operand. These | allocation of only one | 
1 1 1 operands are not supported | area at a time. | 
1 1 1 by CHS. 1 1 



Figure 8. CMS Abend Codes (Part 3 of 4) 
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1 Abendl Module | | 

1 Code 1 Name | Cause of Abend | Action 


1 705 1 DMSSMN | An OS FEEEHAIN macro | Change the program so 
i 1 1 (SVC 5) was issued specify- | that it specifies the 
1 1 1 ing the L operand. This | release of only one 
i 1 1 operand is not supported by | area at a time. . 
1 1 1 CMS. 1 


1 804 1 DMSSMN | An OS GETMAIN macro (804 - | Check the program for 
1 80A 1 1 SVC 4, BOA - SVC 10) was \ a valid GETMAIN re- 
1 j 1 issued that requested ei- | guest. If more storage 
1 1 1 ther zero bytes of storage, | was requested than was 
1 1 1 or more storage than was | available, increase 
1 I 1 available. | the size of the virtu- 
III 1 al machine and retry. 


1 905 1 DMSSMN | An OS FEEEMAIN macro (905 - | Check the program for 
1 90A 1 1 SVC 5, 90A - SVC 10) was | a valid FEEEHAIN re- 
1 1 1 issued specifying an area | guest; the address may 
1 1 1 to be released whose ad- | have been incorrectly 
1 \ 1 dress was not on a double- [ specified or modified. 
1 i 1 word boundary. | 


1 A05 1 DMSSMN | An OS FEEEMAIN macro (A05 - | Check the program for 
1 AOA 1 1 SVC 5, AOA - SVC 10) was | a valid FEEEMAIN re- 
1 1 1 issued specifying an area | quest; the address 
1 1 1 to be released which over- | and/or length may have 
1 1 1 laps an existing free area. | been incorrectly spec- 
III 1 ified or modified. 



Figure 8. CMS Abend Codes (Part 4 of 4) 
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001 E ?CP: coBnand 

Explanatioo ; The conmand specified is not a 
valid CP coaaand, or a valid CP coaaand was 
entered prior to logging on to VM/370. 

Dser Action ; Reissue the coaaand in full, 
or in the proper abbreviated fora. 



002E INVALID OPEEAND - operand 

Explanation : One of the operands was 
incorrectly specified. This aessage is also 
displayed if a HONITOE STOP coaaand is 
issued while data collection is inactive, 
or if a MONITOR START coaaand is issued and 
data collection is already in progress. 



• If the NOTREADI command is issued for a 
device other than a spooled a nit record 
or console device. 

• If the device specified with a READY 
command is a virtual channel-to-channel 
adapter that has not yet been attached 
via the COUPLE command to another 
device. The virtual CtCa can be aade 
ready only by issuing the COOPLE 
command. 

- - - (Basic System Extensions) - - - 

• The user has issued a SET YHSAVE command 
for a DASD device type with the volid 
specified in the NAHESIS macro. Module 
DHKSNT is not supported for this 
function. 



Dser Action: Reissue the 
valid operand. 



coaaand with a 



003E INVALID OPTION - option 

Explanation ; One of the options was 
incorrectly specified or is invalid with 
the particular variation of the coaaand. 
The option may be shorter than the miniaua 
abbreviation required. 



Dse r Action : Reissue the 
valid option. 



coaaand with a 



Dser Act ion ; Reissue the command; specify a 
valid device type. 



007E INVALID OSERID - userid 

Explanation ; The userid contains more than 
eight characters. 

User Action ; Reissue the command with a 
valid userid. 



004E INVALID HEXLOC - operand 

Explanation ; The hexadecimal location is 
incorrect because of nonhexadeciaal data in 
the operand or the operand is longer than 
six characters. If the operand was not a 
hexadecimal location, it was misspelled. 

Dser Action ; Reissue the coaaand; specify 
the operand correctly. 



005E INVALID HEXDATA - hexdata 

Explanation ; The hexadeciaal data supplied 
either contains nonhexadeciaal characters 
or is longer than eight characters. 

Dser Action; Reissue the command; specify 
the hexadecimal data. 



008E INVALID SPOOLID - spoolid 

Explanation ; The spoolid specified was not 
a valid decimal number, or it was larger 
than four digits. 



Dser Action : Reissue 
valid spoolid number. 



the command with 



009E INVALID RANGE - range 

Exp lanation : The range of addresses or 
registers specified is incorrect. For 
instance, the end address may be smaller 
than the starting adclress, or the number of 
pages to be locked may be equal to or 
greater than the number of pages available 
in the dynamic paging portion of real 
storage. 



006E INVALID DEVICE TYPE - addr 

Explanation ; The device type specified is 
not recognized as a valid CP device, or it 
is incorrect for the function requested. 
Examples of conditions that cause this 
message to be displayed are: 

• If a teletypewriter terminal user issues 
a TERHINAL APL ON command. 



Dse r Action ; 
the range. 



Reissue the command; specify 



OIOE INVALID REGISTER - register 

E xplanation ; The register specified is not 
in the range through 15 or hexadecimal 
through F, or the register specified is not 
0, 2, 4, or 6 for a floating-point 
register. 
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Oser Action : Reissue the command; specify a 
valid register. 

01 IE INVALID DEVICE TYPE - userid vaddr 

Explanation ; The device type is invalid. If 
this is a DIAL command, the device 
specified is not a virtual low speed line. 
If this is the COOPLE command, the device 
that was specified is not a virtual 
channel-to-channel adapter. 

Dser Action: Ensure that the device is the 
correct type for the function, and reissue 
the command. 



012E INVALID PSW - psw 

Explanation : The PSH (program status word) 
specified by the ST06E command is invalid. 
An invalid PSW is one where: 

• The virtual machine is operating in 
extended control mode and some of the 
bits that are defined by the 
architecture to be zero have been turned 
on, or 

• The virtual machine is operating in 
basic control mode, and the extended 
control mode bit has been specified. 

User Action : Change the PSW to a valid 
format for the mode of the virtual machine. 
If this is not done, attempting to run the 
virtual machine with an invalid PSW causes 
an invalid PSW message to be issued from 
the CP dispatcher. 



013E CONFLICTING OPTION - option 

Explanation : This message occurs when: 

• The same option is specified twice in 
the same command, or 

• The function reguired by the given 
option is incompatible with a previously 
specified operand. 

Ose r A ction : Consult the VM/370 CP Command 
R eference for General Osers for the correct 
specification of the command and the 
allowed options, and reissue the command. 

020E USERID MISSING OR INVALID 

Ex planati on: The userid is either missing 
or invalid. It may be longer than eight 
characters. This message is also issued if 
a user who does not have privilege class D 
issues the command QDERY FILES CLASS x 
userid, because the userid operand is valid 
only for class D users. 



021E BADDR MISSING OR INVALID 

Explanation ; The real device address is 
either missing or invalid. An invalid 
device address is more than three 
characters long or contains nonhexadecimal 
characters. 

Oser Action ; Reissue the command with a 
valid real device address. 



022E VADDR MISSING OR INVALID 

Explanation ; The virtual device address is 
either missing or invalid. An invalid 
virtual device address either: 

• Is longer than three characters, or 

• Contains nonhexadecimal data, or 

• Is greater than X'5FF» for a virtual 
machine running in basic coatrol mode, 
or 

• Is associated with an unsupported device 
type (specified in the command IPL 
vaddr) . 

Dse r Action: Reissue the command with a 
valid virtual device address. 



023E VOLID MISSING OR INVALID 

Explanation ; The volume identification is 
either missing or invalid. A vo lid longer 
than six characters is considered invalid. 

Dser Action ; Reissue the command with a 
valid volume identification. 



024E CYLS HISSING OR INVALID 

- - - (Basic System Extensions) - - - 
02UE {CYLSjBLKS} MISSING OR INVALID 



Explana t ion : The number of cylinders (or 
blocks if FB-512) must be specified with 
the command, but it is missing or invalid. 
An invalid cylinder specification is one 
that is four or more characters, or larger 
than the maximum number of cylinders 
available on the device type specified. An 
invalid block number specification is one 
that is seven or more characters, or larger 
than the maximum number of blocks on the 
device type specified. 

Dser Act ion : Reissue the command; specify 
the number of cylinders or blocks 
correctly. 



User Action ; 
valid userid. 



Reissue the command with a 
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025E STORAGE MISSING OE INVALID 



031E BOFFEE HISSING OE INVALID 



Explanation : The amount of storage is 
either missing or invalid. An invalid 
storage specification contains invalid 
digits or does not end with the letter K or 

H. 

User Action ; Reissue the command; specify 
the storage requirement. 



026E OPERAND MISSING OE INVALID 

Ex planation ; A required operand is either 
missing or invalid. 

User Action ; Eeissue the command with a 
valid operand. 



Explanation ; The required buffer name is 
either missing or invalid. An invalid 
buffer name is longer than eight 
characters. 



Oser A ction ; Reissue 
valid buffer name. 



the command with a 



032E DISTCODE MISSING OE INVALID 

Explanation ; The distribution code is 
either missing or invalid. An invalid 
distribution code is longer than eight 
characters. 

User A ction ; Eeissue the command with a 
valid distribution code. 



027E SPOOLID HISSING OB INVALID 



033E HEXLOC MISSING OR INVALID 



Explanation ; The command requires that a 
spoolid be supplied, but it is either 
missing or invalid. An invalid spoolid is 
one that contains nondeciaal characters. 

Dser Action ; Reissue the command with a 
valid spoolid. 



Exp lanat ion: The hexadecimal location is 
either missing or invalid. An invalid 
hexadecimal location is one that contains 
nonhexadecimal characters or is longer than 
six characters. 

Dser Action: Reissue the command with a 
valid hexadecimal location. 



028E CLASS MISSING OR INVALID 



034E CHANNEL MISSING OE INVALID 



Explanation ; The class value is either 
missing or invalid. An invalid class is one 
that is not in the range A through Z or 
through 9. 

Dser Action ; Reissue the command with a 
valid class. 



Explanation ; The channel number is either 
missing or invalid. An invalid channel 
number either is longer than one character 
or is nonhexadecimal. 

Dser Action; Reissue the command with a 
valid channel number. 



029E FNAME FTYPE MISSING OE INVALID 

Explanation ; The filename and/or filetype 
is missing or invalid. An invalid filename 
is larger than 24 characters. An invalid 
filetype is larger than eight characters 
if the filename is eight characters or 
less. 

Dser Action; Eeissue the command; specify 
the required filename and/or filetype. 



035E DEVICE TYPE MISSING OR INVALID 

Explanation ; The command requires that a 
valid CP spool device type be entered as an 
operand, but it is either missing or 
invalid. Valid device types are READER (R, 
RDR) , PRINTER (P, PET), and PONCH (PD, 
PCH) . 



Dser Action: Reissue the 
valid spool device type. 



command with a 



036E INDEX MISSING OR INVALID 



030E COPIES MISSING OR INVALID 

Explanation ; The operand that specifies the 

number of copies is either missing or 

invalid. An invalid copy specification is 
nondeciaal or greater than 99. 

Dser Action: Reissue the command; specify 
the required number of copies. 



Explan ation; If INDEX MISSING is the 
condition, the requested FCB (forms control 
buffer) image in DMKFCB does not have an 
index value, therefore one must be supplied 
in the command. If INDEX INVALID is the 
condition, nn was not a number from 1 to 
31, where nn corresponds to the number of 
the first print position. 

Dser Action ; Supply the value for INDEX 
in the FCB image or ensure that nn is a 
number from 1 to 31, whichever is 
appropriate. Reissue the command. 
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- - - (Basic System Extensions) - - - 

037E TAPE raddr INVALID FOR SPTAPE COMMAND 

Ex p lanat ion; On the SPTAPE comBand with the 
LOAD/SCAN options, the tape specified by 
raddr was not generated by SPTAPE commands 
and has and invalid tape format. 

S ystem Action ; The tape is unloaded and the 
command is terminated. 

Dser action : Have the operator verify that 
the tape was created by the SPTAPE command. 



DMKFCB = 3211 Forms Control Buffers 

DHKOCB = 3211 DCS Buffers 

DBKUCS = 1403 OCS Buffers 

DBKPIA = 3289 Font Offset Buffers 

Dser Act ion ; Reissue the command; specify a 
valid buffer name. 



044E SYSTEM name DOES NOT EXIST 

Explanation ; The system name specified does 
not exist in the VH/370 system. 

Dser Action; Reissue the command; specify a 
valid system name. 



OaOE DEV addr DOES NOT EXIST 



Explanation ; The 
does not exist, 
resulted in co 
device address i 
configured in th 
is configured in 
if it is a vi 
virtual device 
virtual machine. 



device address specified 
or a TIO to that device 
ndition code 3. If the 
s a real device, it is not 
e CP system, or the device 
CP but is not operational; 
rtual device address the 
is not configured in the 



If the specified device address is valid, 
this message may indicate a problem with 
the Network Control Program and/or the 
370x. 

Dser Action; Reissue the command; specify 
the reguired real or virtual device 
address. 



041E LOGMSG nn DOES HOT EXIST 

Explanation ; The SET LOGMSG command has 

been issued reguesting a specific log 

message line, and the log message line does 
not exist. 

Dse r Action: Reissue the command; specify 
the reguired log message line. 



042E SPOOLID nnnn DOES NOT EXIST 

Explanation ; The spoolid number specified 
does not exist within the specified device 
type. 

If the spoolid specified is an open reader 
file (in use by the virtual machine) , it 
cannot be changed or purged. A CLOSE 
command will purge an open reader file 
unless SPOOL RDR HOLD is in effect. 



OaSE userid NOT LOGGED ON 

Explana t ion ; The userid specified is not 

logged on. The command cannot execute 
properly unless the user specified is 
logged on. 

Dser Act ion : Reissue the command; specify 

only users who are currently logged on. 



046E {DEV rid I type raddr} OFFLINE 

Explanation : The specified device or 
resource is offline and is considered not 
available to the CP system. 

Dser Action ; If this message was issued for 
DEV rid, issue the NETWORK VARY comijand to 
vary the resource online, and then reissue 
the command. If the message was issued for 
type raddr, issue the VARY command to vary 
the device online, and then reissue the 
command. 



047E userid vaddr DOES NOT EXIST 

Explanation ; The device specified for the 
particular userid does not exist in that 
user's virtual machine configuration. If 
the message is issued for the DIAL or 
CODPLE command, the particular device 
specified with those commands is not 
defined in the receiving user's virtual 
machine configuration. 

Dse r Action ; Reissue the command; specify 
only existing virtual device addresses for 
the receiving virtual machine. 



Dser Action : Reissue the command; specify 048E CHANNEL x DOES NOT EXIST 



only known and valid spoolids. 



043E BDFFER name DOES NOT EXIST 



Explanation ; The buffer name supplied with 
the command is not known to the CP system. 
The buffer does not exist if it cannot be 
found in one of the following CP modules: 



Exp lanatio n: The channel specified in the 
ATTACH CHANNEL command is not configured in 
the CP system. 

Osgr Action; Reissue the command; specify 
only valid and defined real channel 
addresses. 
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049E type raddr IN USE 

Explanation : An attempt was made to vary an 
active teleprocessing line or graphic 
device offline. 

Dser Action : Deactivate the line by issuing 
the DISABLE command; then reissue the VAEY 
command. 



050E P&SSSOBD INCORRECT 

Explanation ; The password supplied with the 
LOGON command is incorrect. 

Dser Action ; Reissue the LOGON command, and 
supply the correct password when prompted. 



051E MAXIMOH DSEES EXCEEDED 



055E LINE(S) NOT AVAILABLE ON userid 

Explanation : The DIAL command has been 
issued to a userid and either: 

• That userid has no 270X lines, or 

• The lines are not enabled, or 

• The lines are all busy. 

Dser Action ; Reissue the DIAL command 

specifying a userid that has enabled 

virtual 270X lines that are not already 
servicing a user. 



056E LINE vaddr BUSY ON userid 

Explanation : The virtual 2 70X line 
specified in the DIAL command is busy. 

User A ction : Reissue the DIAL command at a 
later time when the line becomes available. 



Explanation : The maximum number of users 
specified by the system operator would have 
been exceeded if the logon were allowed to 
proceed. 

Dser Action; Logon is not allowed and the 
line is disabled. Try to log on at a later 
time. If necessary, send a message to the 
operator before logging on to inquire about 
the status of the maximum number of users. 



057W userid NOT RECEIVING; {DISCONNECTED] HSG 
OFFISMSG OFFINOT AOTHORIZED | HNG OFF) 

Explanation ; The userid specified in a 
MESSAGE, SBSG, or WARNING command is not 
receiving because the user is disconnected, 
not authorized, or has set messages (or 
special messages or warnings) off using the 
SET command. 



052E ERROR IN CP DIRECTORY 



Dser Action : No further action is required. 



Explanation : The link or logon cannot be 
accomplished because of a permanent I/O 
error encountered while reading the VM/370 
directory. 

D ser Action : Send a message to the system 
operator stating that you cannot complete 
your link or logon because of an error in 
the VH/370 directory. 



058E CTCA vaddr BDSY ON userid 

Exp lana t ion ; The virtual channel-to-channel 
adapter specified in the COOPLE command is 
busy on the receiving userid' s virtual 
machine. 

Dser Action : Reissue the command; specify 
an available virtual channel-to-channel 
adapter. 



053E userid NOT IN CP DIRECTORY 

Explanation : The userid supplied was not 
found in the VM/370 directory. 

Dse r Action : Reissue the command; specify a 
valid userid. 



054E ALREADY LOGGED ON {LINE | GRAF} raddr 

Explanation : The userid supplied in the 
LOGON command is already logged on at the 
given line address. (LINE indicates a 
typewriter terminal; GRAF indicates a 
display terminal.) 

Dse r Action ; Log on specifying a different 
userid, or send a message to the operator 
or the logged-on user requesting 
information on the logon status. 



059E ADTOLOG FAILED FOR userid - {IPL 
MISSINGIIPL FAILEDI ACCODNTING ERRORS} 

Explanation : An ADTOLOG command was issued 
for a user, but the command coald not be 
executed for one of the following reasons; 

1. IPL MISSING - there was no IPL record 
in the user's directory entry. 

2. IPL FAILED - the IPL did not complete 
successfully. 

3. ACCODNTING ERRORS - the logon 
accounting routine returned a nonzero 
return code. 

System A ction ; The user is not Logged onto 
the system. 

Dser Action: For reason 1, have your system 
administrator place an appropriate IPL 
record in the specified user's directory. 
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For reason 2, log onto the userid in the 
usual manner to determine the cause of the 
IPL failure. 

For reason 3, contact your system 
programmer for specific requirements of 
your local accounting procedures. 



060E DOMP FAILED; VIRTDAL PEINTEE OHAVAILABLE 



Explanation; The virtual printer 
does not exist or is not ready. 



either 



User Action: If a virtual printer exists, 
issue the CP READY command for it and then 

T-f>ic:.e;np ^he^ nHMP (rnm m ;^ ri^ ^ T^ 5 Tirt'JSl 

printer does not exist, use the CP DEFINE 
command to create one and reissue the DOMP 
command. 



061E DOMP FAILED; VIETOAL PRINTER ERROR 

Explanat ion; Either an I/O error occurred 
while the dump was being spooled to DASD, 
or spool space has been filled. 

Dser Action ; Notify the system programmer. 



- - - (System Extensions) - - - 

062E ECMODE NOT SET ON 

Explanation ; A SET STBYPASS was issued to a 
virtual machine without the ECHODE option 
being in effect. 

System Action ; The command is terminated. 

Oser Action ; Issue the SET ECMODE ON 
command which will reset the virtual 
machine. Then IPL the virtual system and 
reissue the command. 



- - - (System Extensions) - - - 

063E SHADQB TABLE BYPASS; NOT SET 

Explanat ion; The virtual machine is not 
running in extended control mode or the 
virtual control register 1, or segment or 
page table entries are not architecturally 
valid. 

Not e; If virtual machine assist is 
available, the STFIRST option must be 
specified in the user's directory. 

Syste m Acti on; The highest virtual=real 
address is set to zero. 

Dse r Act ion; Dse the SET STBYPASS command 
only after the virtual relocate system has 
been reloaded and is running. 



- - - (System Extensions) - - - 

064E SHADOW TABLE BYPASS; RESET 

Explanation : 

Virtual=Real user; The virtual system was 
running with 'SET STBYPASS VR ' . The 
virtual machine attempted to run with 
translation tables resident in the first 4K 
of storage. 

Virtual = Virtual user: Either tlie virtual 
operating system attempted to map a virtual 
address, not equal to its real address, to 
an address below the highest virtual=real 
address in the virtual address space or the 
virtual machine loaded a BC mode PSW or the 



S ystem A ction ; The SET STBYPASS command has 
been SET OFF. Virtual machine execution 
will continue. 

Oser Action: Dse the SET STBYPASS command 
only when running a virtual relocation 
operating system that does not violate the 
shadow table bypass restriction. 



- - - (System Extensions) - - - 

065E HIGHEST ALLOWABLE HIGH-WATER «A2K VALOE IS 
XXXXXK 

Explan a tion ; The value specified by the 
•SET STBYPASS nnn • command exceeded the 
highest allowable high-water mark value. 
The high-water mark value will be set only 
if it is not higher than the following: 

• the virtual machine size 

• a high-water mark value determined from 
the virtual machine's page and segment 
tables. 

The highest allowable high-mark value may 
not be the true water mark value because 
the virtual translation tables may have 
several pageable page frames contiguous 
with the true high-water mark. 

System A ction ; The high-water mark value is 
set to zero, turning off the function. 

Dser Actio n; Determine the true high-water 
mark value from the virtual systems 
configuration. Then reset the SET STBYPASS 
nnn command with the high-water mark value. 



- - - (System Extensions) - - - 

066E STMOLTI OPTION CSEG RESET 

Explanation : The previously defined value 
of the CSEG option of the STMOLTI command 
has been reset to zero because the virtual 
machine has been reset. 
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- - - (System Extensions) - - - 

System Action : The CSEG option of 
STHDITI command has been teset to zero. 



the 



Oser Action : Issue the SET STHDLTI command 
with the desired value of the CSEG 
specified. 



067E COtlHAND FORMAT NOT VALID 

Explanation : The LOGOK password was entered 
on the same line as the LOGON command or a 
valid option was misspelled. 

User Action: Reenter the LOGON command 
omitting the password or reenter the LOGON 
command with the correctly spelled option. 

Note : Hith the PROTECT option on, the LOGON 
password may not be entered on the same 
line as the LOGON command. Enter the 
password as a response to the "ENTER 
PASSWORD" message. 



070E DEVICE NOT 
ALLOCATED 



AVAILABLE - 



HSS 



DEVICES 



Explanation ; User is logged on with a 
minidisk defined on a system volume that is 
not ■otinted. When attempting to find an 
HSS volume with the correct volid, an HSS 
3330V is required. There are no HSS 3330Vs 
available to try a volume count. 

Note : This message is immediately followed 
by the current DHKLNK108E message 
specifying the referenced 'vaddr' and 
•volid'. 

System A ction ; The operation failed. 

Dser Action ; Determine whether the 'volid' 
required is an HSS volume or standard 
3330-1. If it is a standard 3330-1, follow 
the actions for message 108E. If it is an 
HSS volume, notify the system operator so 
that the volume may be made accessible. 



DMK 



This message can be issued during execution 
of any operation that initiated HSS mount 
or demount activity. 

Not e: This message will always be followed 
by a message from the specific control 
program routine that needed HSS activity. 

Sys tem A ction ; The operation failed. 

Dse r A ction : Request that the system 
operator makes the communicator virtual 
machine available or wait until the 
communicator virtual machine can be 
initialized. 



072E DEVICE NOT 
TYPE 



AVAILABLE 



raddr' NOT PROPER 



Ex p lanation ; A dedicate or attach operation 
is in process for device 'raddr'; device 
'raddr' is a 3330V. The 'raddr' is not the 
proper type (VIRTUAL or SYSVIRT) . 



S ystem Acti on; The 
operation failed. 



attach or dedicate 



Oser Action: Reissue the commani with the 
correct 'raddr' or if the 'raddr' was 
specified correctly, request that the 
system operator use the DEFINE command to 
reset the 3330Vs characteristics. 

073E DEVICE NOT AVAILABLE - MSS ERROR 

Exp lanatio n; The control program has 
determined that the only possible way to 
satisfy a request for a virtual device is 
to issue an HSS mount request. The HSS 
accepted the request, but later generated 
an error indication. 

System Action ; The control program command 
that initiated the HSS request will produce 
a message to indicate the eventual result 
of the HSS error. 

Oser Action; Contact the VB/3 70 system 
operator to ensure that action is underway 
to correct the HSS error. Reissue the 
command when the error has been corrected. 



074E HISSING INTERRUPT - DEVICE 'vaddr' 



07 IE DEVICE NOT AVAILABLE - 
ACCESSED 



MSS CANNOT BE 



E xplanation ; The control program has 
attempted an operation that requires MSS 
access. The routine to communicate with 
the HSS (DHKHSS) is not active because of 
one of the following reasons; 

• The communicator virtual machine has not 
been logged on. 

• The VS system has not yet been 
initialized in the virtual machine. 

• The DHKHSS program has not been started 
in the virtual machine. 



Explanation : The virtual machine started 
I/O to its device 'vaddr' , that is an MSS 
3330V in the control program. A cylinder 
fault occurred on the 3330V but the 
corresponding attention interruption was 
not received in the specified time 
interval. 

S ystem Action : The original I/O operation 
is restarted to the device so tdat if the 
cylinder fault is satisfied, the request 
will complete normally. 

Dser Action ; If the message recurs, it may 
indicate an error in the HSS staging 
adapter. The pending I/O request can be 
cleared by issuing the RESET 'vaddr' 
command. 
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075E DEVICE ' raddr' IS NOT AVAILABLE 

Explanation ; An ATTACH command has been 
processed to attach a 'raddr' to the 
system. However, the 'raddr' is a SYSVIET 
3330V and that volume is mounted and its 
serial is not the same as that specified on 
the 'volid' parameter. 

System Action ; The specified 'raddr' is not 
attached. 

User Action ; Choose an available SYSVIET 
'raddr' and reissue the command. The QUERY 
command can be used to find an available 
'raddr' . 



uToJi ine 'VOXXQ' ir-AKAIiJiTJitt lb iNVALXi) 

Explanation ; The 'volid' parameter was 
specified with a range or multiple of real 
addresses on the ATTACH command. This not 
a valid combination. 

System A ction : No addresses are attached. 

Dser Action; Reissue the command with a 



valid combination of operands. 



077E INVALID EEQOEST FOR DEVICE 'nnn' 

Explanation ; A DEFINE command was issued 
with the VIRTUAL or SYSVIET parameter for 
device 'nnn'. Device 'nnn' cannot be 
defined because it is already the specified 
type or it is active in its current state. 

System A ction ; The status of the device is 
not changed. No further DEFINE command 
processing occurs. 

Dser Action ; The QDEEY command can be used 
to determine the exact status of 'nnn'. 
The operator can either issue the DEFINE 
command with a different address 
specification or wait until the status of 
'nnn' has changed. 

- - - (Basic System Extensions) - - - 

080E NO PEEALLOCATED VMSAVE AEEA 

Explanation ; The VMSAVE option was 
specified in the directory at logon, or a 
SET VHSAVE ON command was issued, and 
there is no entry in DMKSNT with a OSEEID= 
specification for this user. 

Syste m Action ; The VMSAVE option is not 
enabled. 

D ser Act ion; Verify that the NAMESYS macro 
defining the target area is specified 
correctly. If none is present, add a 
NAMESYS macro defining the target area in 
module DMKSNT. Issue the SET VMSAVE ON or 
SET VMSAVE area-name to enable the option. 



- - - (Basic System Extensions) - - - 

081W VMSAVE AREA CONTAINS A SAVED SYSTEM, MOST 
DSE SET COMMAND 

Explanation ; The VMSAVE option is specified 

in the directory but a valid saved VHSAVE 

system already exists in the DASD target 
area. 



System Action ; 
enabled. 



The VMSAVE option is not 



Ose r Action : Verify that the NASESYS macro 
is specified correctly for this VMSAVE 
target area. Use the QUERY VHSAVE command 
to determine when the system was saved. 
Use the IPL command to load the system or 
the SET VHSAVE ON command to clear the 
area. 



- - - (Basic System Extensions) - - - 

082E MORE THAN ONE VMSAVE AEEA ALLOCATED, MOST 
SPECIFY AREA NAME 

Explanation : The VMSAVE option is specified 
in the directory or the user has issued a 
SET VMSAVE ON command when he has more than 
one target VMSAVE area available to the 
user. 

System Action ; The VMSAVE option is not 
enabled. 

User Action ; Issue a QUERY VMSAVE command 
to determine what areas are available and 
then issue a SET VHSAVE area- name command 
to enable the VMSAVE option. 



- - - (Basic System Extensions) - - - 

083E VMSAVE AREA DOES NOT CONTAIN A VALID SYSTEM 

E xp lan at ion: The user has issued an IPL 
command to a VMSAVE target DASD area. The 
DASD area specified does not contain a 
valid system. 



Sys t em Action : 
terminated. 



The 



IPL 



CD mmand 



User A ction ; Verify that the correct name 
was specified on the IPL command. Ensure 
that the NAMESYS specification points to 
the correct DASD area. Reissue the IPL 
command. 



0881 MSS MOUNT PROCEEDING FOR VOLUME 'volid' 

Explanation: The control program mounted 
the system volume 'volid' while processing 
an MDISK or DED directory statement or a 
LINK or ATTACH command. The H SS is now 
mounting the volume. 
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System Action ; EC=160. 

The allocation of the virtual device is 
queued, pending the completion of the 
mount. Any SIO instruction issued by the 
virtual machine to the virtual address 
corresponding to the MSS volume is trapped 
by VH/370 and queued until the volume is 
mounted. Control is not returned to the 
user until the volume is mounted and the 
SIO has been passed to the volume. 



Dser Action ; None. However 
issued to the virtual dev 
mount is complete, that SIO 
by VM/370 and the vi 
processing will be suspend 
completion of the mount, 
cancel the SIO, rather than 
mount, by getting into CP m 
the RESET command for the v 
This will cause CP to deque 
generate a condition code 3. 



, if a SIO is 
ice before the 

will be queued 
rtual machine 
ed pending the 

The user can 
waiting for the 
ode and issuing 
irtual address, 
ue the SIO and 



090E DEV vaddr NOT DEFINED; 
NOT AVAILABLE 



DEV {raddrl volser} 



Dser Action: Reissue the command; specify a 
virtual device address that is aot already 
defined within the virtual machine 
configuration, or detach the conflicting 
virtual device address before reissuing the 
command. 



093E DEV vaddr 
DIRECTORY 



NOT DEFINED; ERR3R IN CP 



Ex p lanation ; The requested virtual device 
has not been defined within tlie virtual 
machine configuration because of an error 
in the CP directory. An example of this 
condition is a dedicated 2305 device which 
did not specify the first exposure address 
for both the virtual and real addresses on 
the DEDICATE statement. 

Dser Action : Send a message to the system 
operator stating the problem so that the 
error in the CP directory can be corrected. 



094E STORAGE EXCEEDS ALLOWED MAXIMDH 



Explanation : The virtual device has not 
been defined in the virtual machine's 
configuration because the real device 
described in the directory DEDICATE card is 
not available. A real device is considered 
not available if it is: 

• Already attached to another user, or 

• In use by the CP system, or 

• Offline. 



Exp lanation ; The storage specified in the 
DEFINE command exceeds ths maximum 
allowable as specified in the CP directory. 



Dser Action: Reissue the DEFINE 
specifying a smaller storage size. 



command 



095E DEV vaddr NOT 
STORAGE 



DEFINED; INSDFFICIENT FREE 



User Action: Ask the system operator about 
the status and availability of the real 
device. The operator can attach the 
required device or an alternate device to 
the virtual machine. 

091E DASD vaddr NOT DEFINED; TEMP SPACE NOT 
AVAILABLE 

Explanation ; The virtual device has not 
been defined in the virtual machine 
configuration because the temporary space 
requested is not available. Temporary 
space is considered not available if: 

• No space has been allocated by the 
installation for temporary use, or 

• The number of cylinders (or blocks if 
FB-512 device) requested cannot be 
satisfied from the available space 
remaining. 

Dse r Action : The space cannot be defined if 
it has not been allocated. If space has 
been allocated, issue the DEFINE command 
requesting fewer cylinders (or blocks if 
FB-512 device.) 

092E DEV vaddr NOT DEFINED; type vaddr ALREADY 
DEFINED 

Explanation : The virtual device specified 
has not been previously defined within the 
virtual machine's configuration, or that 
address is already defined within the 
virtual machine's configuration. 



Exp lanation ; Sufficient free storage could 
not be acquired to define a virtual device 
as a result of the logon process or a 
DEFINE command. 



Dser Action; 



Reduce the number of virtual 
the user configuration. The 



devices in 

system programmer may want to allocate more 

free storage to the system. 



098E DEV rid MODE SWITCH NOT POSSIBLE 

Exp lanation : If this message weis issued in 
response to the DIAL command, it indicates 
that the DIAL command was issued from a 
terminal connected to a 3704/3705 that is 
running the Network Control Program (NCP) 
or the Partitioned Emulation Program (PEP) , 
and the terminal cannot be switched from 
network control mode to emulation mode. 

Otherwise, this message indicates that the 
NETWORK VARY command was issued with either 
the EP or NCP operand, requesting a mode 
switch that cannot be performed. Either the 
specified resource does not have the mode 
switch capability or the switch could not 
be performed. For the NETWORK VARY EP 
command line, the mode switch cannot be 
performed if: 

• The resource is already in emulation 
mode. 

• No RDEVBLOK is available for addressing 
the line when it is in emulation mode. 
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For the NETWORK VARY NCP comnand line, the 
mode switch cannot be performed if: 

• The resource is already in network 
control mode. 

• No RDEVBLOK exists for the emulator 
subchannel address associated with the 
specified resource. 



System Action ; 
terminated. 



Command 



execution 



Dser Action: For the DIAL command, verify 
that the correct 370U/3705 control program 
is active, and that the specific resource 
in use was generated with the mode switch 
capability. Note that the DIAL command 
cannot be used with the NCP, because the 



function. 



lU I. i^uy^lUi. 1. 



For the NETWORK VARI comm 
operands specified when 
control program was generat 
any in error. Check that the 
in the DHKRIO module w 
correctly, according to th 
and 3704/3705 configurations 
discovered in the 3704/3705 
generation, regenerate 
control program. If errors 
in the DBKEIO module, reg 
nucleus. 



^ M ^ C O U J. Ulj 



and, check the 
the 3704/3705 
ed and correct 

RDEVICE macros 
ere specified 
e real machine 
If errors are 
control program 
the 3704/3705 

are discovered 
enerate the CP 



101W DASD vaddr FORCED 
OSERSIuserid} 



E/O; E/O BY 



(nnn 



E xplanation ; The virtual device specified 
has been forced into read-only status 
because other users on the system already 
are linked to the same device with 
read-only access. If only one user has 
read-only access, that user's userid is 
displayed at the terminal. 

Dser Action: This is a warning message for 
information only and no further action is 
required. 



102W DASD vaddr FORCED R/0; 
OSERSIuserid} 



R/W BY 



{nnn 



Explanation ; The virtual device specified 
has been forced into read-only status 
because other users on the system already 
have access to the same disk area in 
read/write mode. If only one user has 
read/write access, that user's userid is 
displayed at the terminal. 

Dser Action : This is a warning message for 
information only and no further action is 
required. 



103W DASD vaddr FORCED R/0; R/W BY {nnn 
OSERSIuserid}; R/0 BY {nnn OSERSIuserid} 

E xplanation : The given virtual device has 
been forced into read-only status because 
the disk is in read/write use by some users 



and read-only use by other users linked to 
the same disk area. If the number of users 
having read/write or read-only access is 
one, the single userid is displayed at the 
terminal. 

Dser Action: This is a warning message for 
information only and no further action is 
required. 



104E userid vaddr 
DSERSI userid} 



NOT LINKED; R/3 BY {nnn 



Explanation ; The link to the user's virtual 
device has not been accomplished because 
that disk area is already in read-only use 
by one or more users. If the number of 
ui3ei.ia Ifs uiiti, the siugle userid is 
displayed at the terminal. 

Dser Ac tion : Reissue the LINK command, 
specifying the appropriate alternate access 
to obtain a link to the desired area in 
read or write mode. 



105E userid vaddr 
OSERSIuserid} 



NOT LINKED; H/I BY {nnn 



Exp lanation : The link to the user's virtual 
device has not been accomplished because 
that disk area is already in read/write use 
by one or more users. If the number of 
users is one, the single userid is 
displayed at the terminal. 

2§§£ Action : Reissue the LINK command, 
specifying the appropriate alternate access 
to gain a link to the device in the 
required mode. 



106E userid vaddr NOT LINKED; S/W BY {nnn 
OSERSIuserid}; R/0 BY {nnn OSERSIuserid} 

Explanation : The link to the user's virtual 
device has not been accomplished because 
the disk is in read/write use by some users 
and read-only use by other users. If the 
number of users is one, the single userid 
is displayed at the terminal. 

Dser A ction ; Reissue the LINK command, 
specifying the appropriate alternate access 
required to gain the correct link to the 
disk area. 



107E userid vaddr 
DIRECTORY 



NOT LINKED; NOT IN CP 



Exp lanatio n: The link to the user's virtual 
device has not been accomplished because 
that virtual device address is not defined 
in the VM/370 directory for ths specified 
userid. 

Oser A ction ; Reissue the LINK command, 
specifying the correct virtual device 
address or the correct userid. 
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108E userid vaddr 
HODNTED 



NOT LINKED; VOLID volid NOT 



Explanation ; The link to the user's virtual 
device address has not been accomplished 
because the virtual device is defined on a 
volume that is not currently mounted on the 
CP system. 

Use r Action ; Send a message to system 
operator asking that the specified volume 
be mounted and attached to the CP system. 
Reissue the LINK command when the operator 
confirms that the correct volume has been 



109E userid vaddr 
DEVICE 



NOT LINKED; INVALID LINK 



Explanation ; The link to the user's virtual 
device has not been accomplished because 
the virtual device defined in the user's CP 
directory entry is not a minidisk to which 
a link can be accomplished. 

Use r Action ; Reissue the LINK command with 
a valid userid and virtual device address. 



110E userid vaddr NOT LINKED; type vaddr ALREADY 
DEFINED 

Explanation ; The link to the user's virtual 
device has not been accomplished because 
this virtual machine already has a device 
with the same address defined in its 
configuration. 

Dser Action ; Reissue the LINK command 
requesting a different virtual device 
address, detach the device with the 
conflicting virtual address from the 
virtual machine^ and then reissae the LINK 
command. 



Use r Action; Contact your system programmer 
to request a directory change. 



114E userid vaddr NOT LINKED; PASSHOED INCORRECT 

Exp lanation ; The link to the user's virtual 
device has not been accomplished because an 
incorrect password was entered. 

User Action ; Reissue the LINK command and 
specify the correct password. 



115E {AOTOLOGILINK} INVALID; EXCESSIVE INCORRECT 
PASSWORDS 

Explanation ; The ADTOLOG command issued 
from a virtual machine by a DIAGNOSE 
instruction is now invalid because the user 
has entered four incorrect passwords 
associated with the ADTOLOG command during 
the current terminal session. 

The LINK command issued from a virtual 
machine by a DIAGNOSE instruction is now 
invalid because the user has entered ten 
incorrect unprompted passwords for access 
to minidisks during the current terminal 
session. 



Dser Action ; The command can still be 
entered from the CP command mode by 
signaling attention and reissuing the 
command. The ADTOLOG command caa be issued 
from the virtual machine environment if you 
do not enter the password as part of the 
input line but allow the CP system to 
prompt you for it. This error condition 
from the ADTOLOG or LINK command is 
designed to prohibit password guessing by 
repetitive calls to the command from within 
the virtual machine. 



11 IE userid vaddr NOT LINKED; NO READ PASSWORD 

Explanation ; The link to the user's virtual 
device has not been accomplished because no 
read access to it is allowed. 

Dser Action ; Contact your system programmer 
to request a directory change. 



116E userid xxx NOT LINKED; CP DIRECTORY IN DSE 

Explanation ; The userid to which you are 
linking is either logging on the system, or 
someone else is attempting a link to the 
same userid at this time. 

Dser Action; Reissue the LINK coamand. 



112E userid vaddr NOT LINKED; NO WRITE PASSWORD 

Explanation ; The link to the user's virtual 
device has not been accomplished because no 
write access to it is allowed. 

Dser Action; Contact your system programmer 
to request a directory change. 



113E userid vaddr NOT LINKED; NO HOLT PASSWORD 

Explanation ; The link to the user's virtual 
device has not been accomplished because no 
multiple-access password is specified for 
the user's minidisk. 



117E userid userid 
CONFLICT 



NOT 



LINKED; VDLID volid 



Explanation ; The volume label in the user's 
directory entry matches the voluae label on 
the real device, but the device class and 
device type are not the same. 

Dser Action; Correct the error in the 
VH/370 directory for the device that cannot 
be linked. 
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118E userid vaddr NOT LINKED; COMMAND FOBMAT NOT 
VALID 

Explanat ion; The LINK password was entered 
on the same line as the LINK conmand or a 
valid option was misspelled. 

User Action ; Reenter the LINK command 
omitting the password or reenter the LINK 
command with the correctly spelled option. 

Note: With the PROTECT option on, the LINK 
password may not be entered on the same 
line as the LINK command. Enter the 
password as a response to the "ENTER 
PASSWORD:" message. 



STORAGE 



T Twiir-pn < 



TM«;m?PT^Ti?Kr'T' ■pm?T? 



Explanation : Sufficient free storage could 
not be acquired to satisfy the link request 
for a virtual device. 

Oser Act ion: Reduce the number of virtual 
devices in the user configuration or in 
other user configurations. The system 
programmer may want to allocate more free 
storage to the system. 



Operator Ac tion ; Reissue the ATTACH 
command, specifying the correct real device 
address. 



123E DASD raddr CP OWNED 

Explan a tion ; The conmand has not been 
processed for the requested userid because 
that device is owned by the CP system. A 
CP-owned device is one that is defined in 
the system-owned list and is in use for 
paging or spooling space. 

User Action ; The command cannot be 
specified for the real device because that 
device must remain owned and in use by the 
CP system. 



124E DASD raddr IN USE BY nnn USERS 

Explanation ; The command has not been 
executed because the device is in use by 
the stated number of users. 

Pser Act ion ; The command cannot oe executed 
for the specified real device until all 
users who have minidisks in use on that 
device detach them. 



120E type raddr NOT 
ALREADY DEFINED 



ATTACHED; userid vaddr 



125E DASD raddr VOLID volid 
SYSTEM 



ALREADY ATTACHED TO 



Explanation : The real device has not been 
attached to the specified userid because 
that userid has already defined a virtual 
device of the specified virtual address. 



Operator Action ; Reissue the 
specifying a different v 
address for the user. You sh 
a message, via the MESSAGE 
user requesting what action 
and what virtual device shou 
The user may wish to detach 
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12 IE type raddr NOT ATTACHED TO userid 

Explanatio n: The real device has not been 
detached from the specified userid because 
it was not attached to that user. Either 
the real device or the userid has been 
incorrectly specified. 

Oser Action; Reissue the DETACH command 
specifying the correct device address for 
the userid. 



Ex p lanation ; The volid is already mounted 
and attached to the system. 

Ope rat or Act ion; Reissue the ATTACH command 
specifying the correct volid. It m^y be 
necessary to detach the real device from 
the system that contains the duplicate 
volid before attempting the ATTACH command 
again. 

126E DASD raddr ERROR READING VOLID 

Exp lanation ; The specified device could not 
be attached to the system because of an 
error in reading the volume label. 

Ope rat or Action ; Check that there are no 
equipment failures; reissue the ATTACH 
command. 



127E DASD raddr VOLID volid DOES NOT HATCH 

Explanation ; The real device has not been 
attached to the system because the volid 
read from the label does not match the one 
specified with the command. 

Operator Acti on; Reissue the ATTACH command 
specifying the correct volid. 



122E type raddr ALREADY ATTACHED TO userid 

E xplanation ; The requested real device is 
already attached to another userid. The 
operator has probably specified an 
incorrect real device address. 



128E DASD raddr ERROR READING ALLOCATION RECORD 

Exp lan ation; The volume, which is a 
CP-owned volume, has not been allocated for 
CP use because the allocation record could 
not be read. 
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Operator Action : Detach the device from the 
system and reattach it to the system, after 
checking that there are no equipment 
failures. 



129E CHAHNEL X DEVICES IN USE 

Ex planation ; The ATTACH CHANNEL command has 
not been executed because the devices on 
that channel are already in use. 

Operator Action ; Detach devices from users 
and the system before reissuing the ATTACH 

CHANNEL COSSauu. 



130E CHANNEL X NOT ATTACHED TO userid 



13UE type vaddr NOT ATTACHED; CHAN x DEDICATED 

Explanation ; The command has not been 
executed for the requested usee id because 
the user has attached a dedicated channel 
with the same channel number as the virtual 
channel number specified in the ATTACH 
command. 



Operator Action; Verify that tha 
the ATTACH command is correct. 



vaddr in 



135E type vaddr NOT DETACHED; CHAN x DEDICATED 

Explanation ; The command has not been 
executed because the device was attached 
via the ATTACH CHANNEL command. 



Explanation ; The DETACH CHANNEL command has 
not been accomplished because that channel 
is not attached to the specified userid. 

Operator Action ; Reissue the command with 
the correct channel for the userid. 



131E INSUFFICIENT FBEE STORAGE AVAILABLE FOR 
{ATTACH I LOGON REQUEST} 

Explanation ; An attempt was made to acquire 
storage for virtual device/control 
unit/channel blocks from free storage. The 
storage request could not be satisfied. In 
the case of ATTACH, no devices are 
attached. In the case of LOGON, logon 
processing is accomplished but no virtual 
devices are available in the user's 
configuration. 

User Action: Reduce the amount of storage 
being requested by reducing the number of 
virtual devices being attached or logged 
on. The system programmer may want to 
allocate more free storage to the system. 



132E CHANNEL X ALREADY DEFINED 3Y userid 



Operato r Actio n; If the chanael is no 
longer needed, issue the DETACH CHANNEL 
command. 



136E DEV vaddr NOT DEFINED; CHAN x DEDICATED 

Explanation ; The channel number appearing 
in the error message is a dedicated 
channel. Users of dedicated channels are 
not permitted to define devices in which 
the virtual channel address equals the real 
dedicated channel address. 

Use r Act ion ; Reissue the DEFINE command 
using a different virtual channel address. 



137E DASD vaddr NOT LINKED; CHAN X DEDICATED 

Explanation ; Channel x is dedicated to 
this virtual machine. The vaddr appearing 
in the error aessage has a virtual channel 
that is equal to the real dedicated 
channel. Users of dedicated channels are 
not permitted to link to DASD device (s) 
where the virtual channel equals the real 
dedicated channel. 



Explanation ; The userid 's virtual machine 
already has a channel with the same address 
defined in the virtual machine. 



User Action; Reissue the LIHK command 
using a different virtual channel address. 



Operator Action ; Request that the user 
detach all devices from the requested 
virtual channel and then reissue the 
command specifying the correct channel 
address. 



133E DASD raddr NOT READY 



138E CHANNEL 
STORAGE 



X NOT ATTACHED; INSUFFICIENT FREE 



Ex planation : Sufficient free storage could 
not be acquired to satisfy the attach 
channel request. The request cannot be 
satisfied unless all devices on the channel 
can be attached. 



Explanation ; An attempt has been made to 
attach a DASD device that is not ready. 

Operator Action : Make the device ready and 
reissue the command. 



User Action ; Reduce the number of virtual 
devices in the user configuration. The 
system programmer may want to allocate more 
free storage to the system. 
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139E DASD addr NOT ATTACHED; 3330V NOT ACCEPTED 
AS SYSTEH VOLOME 

Explanation : Hass Storage (MSS) 3330V 
devices cannot be attached to the system 
and used to contain ninidisks. 

Dser Action ; This message identifies a 
restricted function. Mass Storage (MSS) 
3330V devices can only be dedicated to a 
virtual machine user. 



laOE type raddr ATTACHED TO userid 

Explanation : The device specified is not 
under CP control but is attached to the 
specified userid for its exclusive control. 

Dser Action ; Beissue the command; specify 
only devices under CP control. The 
operator must detach the device from the 
specified user in order to make it 
available to another user. 



14 IE type raddr NOT ACTIVE 

Explanation ; The command has not been 
executed because the device specified was 
not performing any spooling function. 

Dse r Action : Eeissue the command; specify 
the correct real device, if necessary. 



142E type raddr NOT D8AINED 

Explanat i on : The command has not been 
executed because the device specified was 
not in a drained status. 

Operator Action : Drain the specified device 
via the DRAIN command, and reissue the 
command. 



ia3E type raddr IN DSE BY SYSTEM 

Explanat i on : The specified device either: 

• Is attached to the system, or 

• Is performing I/O activity, or 

• Is a 3704 or 3705 that is loaded with an 
active EP, NCP, or PEP, or that is the 
active address for the automatic 
DOKP/lOAD process. 

System A ction ; The command is not executed. 

Operator Act ion : 

• For any device other than a 3704 or 
3705, detach the device if possible, or 
wait for the I/O activity to cease, and 
then reissue the command. 

• For an active 3704 or 3705, the command 
cannot be executed. 



• If a NETWORK DOHP is required, use the 
3704/3705 LOAD button to activate VH/370 
automatic dump and reload procedures. 

• If a NETWORK LOAD of a 3704/37 05 control 
program other than the active one is 
required, use the NETWORK DJ MP command 
with the OFF operand to suppress 
automatic recovery, and then use the 
subsequent NETWORK LOAD command. 
NETWORK SHOTDOWN can also be used to 
terminate the VM/370 Network Control 
Program. 

144W type vaddr RESET BY userid 

Ex planation ; The HALT command was used to 
terminate an active channel program and 

that channel program sas 
specified virtual device. 



i* Oi^S W^ ^U 



System Action; The real device is halted 
and all pending interrupts are cleared from 
the specified virtual device, r he virtual 
machine then enters CP command mode. 

Programmer Action ; Ensure that a valid 
channel program was started to the 
specified virtual device. 



Ds er Action : 
continue. 



IPL the virtual system to 



1451 OSEBID: userid AT term-raddr WITH INVALID 
LINK LOGON PASSWORD NO. XXX < pswd) HAS 
VIOLATED THE LIMIT OP yyy [,A=au3erid] 

E xplanation ; The installatioi defined 
threshold for invalid passwords has been 
reached by "userid". "term-raddr" is the 
address of the terminal being sued, "xxx" 
is the current invalid password count, 
"pswd" is the invalid password, and "YYY" 
is the current limit which when met, causes 
message DHKJR1145I to be sent. If the 
optional information "[ , A=aussrid]" is 
present, the message is the result of an 
AOTOLOG command. In this case "userid" is 
the userid specified in the AOTOLOG 
command, and "auserid" is the u^rarid of the 
issuer of the AOTOLOG. 

Operator Action ; None. 

D ser A ction ; Each installation will have to 
define the specific action ths y wish to 
take when this situation arises. Since the 
situation is a possible attempt to 
penetrate the system, it should not be 
ignored. 

148E type raddr BUFFER LOAD name FAILED 

Explanation ; The buffer load cannot be 
accomplished because of an I/O failure on 
the specified device. 

Dser Action ; Reissue the command, 
attempting to load the buffer is before. 
If the problem persists, there is probably 
a hardware error. Call your system support 
personnel for assistance. 
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160E HEXLOC hexloc EXCEEDS ST0E4GE 



162H INVALID ECE X - hex data 



Explanation ; The hexadecimal location 
specified exceeds the storage size. If the 
hexadecimal location was a virtual address, 
the address was beyond the range of the 
virtual machine storage size; if it was a 
real address, then the address was beyond 
the range of the real storage size. 



Note that the storage created by a virtual 
operating system running under VH/370 is 
beyond the range of the virtual machine 

a VS operating system running under VH/370, 
for example, cannot be displayed. 

Dse r Action ; Reenter the command, using 
only valid hexadecimal locations within the 
range of the real or virtual storage size. 



161E SHARED PAGE hexloc ALTERED BY-userid 

Explanat ion; The operator has issued an 
STCP (store CP) command for the shared page 
at hexadecimal location 'hexloc'. This page 
has just been altered by the currently 
dispatched user, 'userid', and it therefore 
will belong solely to 'userid'. Another 
copy of the shared page 
another location for 
sharing the page before 
dispatched. Since it is 
operator wishes to change the contents of 
the shared page, not the individually-owned 
page, the STCP command is not executed. 



will be created at 
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162E INVALID ECE x - hexdata 



Explanation ; Th 
extended contro 
hexadecimal data 
in an extended 
that either cer 
allowed by the 
specified, or 
that would 
addressing exc 
machine. 



e user has specified an 
1 register with invalid 

Invalid hexadecimal data 
control register can mean 
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architecture have been 
addresses have been named 
cause specification or 
eptioDs in the virtual 



Expl-^na t ion ; The virtual machine is running 
in extended control mode and an attempt has 
been made to store a reset value 'OOOOOOEO' 
into control register zero (x) . The store 
is completed. 

Dse r A ctio n; Verify your intention to reset 
control register zero before continuing in 
extended control mode. 



163E STORE EXCEEDS MAXIHDH REGISTER 

Explana tion; The STORE command has been 
specified for registers with a number of 
operands to be stored in contiguous 
registers, and the number of operands 
specified would place the store beyond the 
valid register range. 

System A ction ; The system has stored up to 
and including the maximum register allowed 
for the store function. 

Dse r A ction ; Verify that the STORE command 
was entered correctly and that the 
beginning register was correctly specified. 
If they were not, reissue the STORE 
command, specifying the correct registers 
and operands. 



164E HEXLOC hexloc NON-ADDRESSABLE STORAGE 

Explanation; The hexadecimal address 
specified with the command lies within a 
nonaddressable storage range. 
Nonaddressable storage is storage created 
by named systems such as VSAM. 



Dse r A ction : 
specifying a ; 



Reissue 



the 



command. 



O'va/iQ^^n ma I arl r* t* ^:i o c? 



1651 PAGE hexloc NOT LOCKED; SHARED PAGE 

Explanat ion ; The page user at hexadecimal 
location "hexloc" cannot be looted because 
it is a shared page. 

System A ction ; The system skips this page 
and continues to lock any remaining 
unshared pages in the range specified in 
the LOCK command. 

Dser Ac tion ; If more pages are to be 
locked, the user must reissue the LOCK 
command specifying unshared pages. 



166E CHANGED SHARED 
ADXILIARY STORAGE 



PAGE 



NOT WaiTTEN 



TO 



Dse r Action; Reissue the command, 
specifying valid hexadecimal data for the 
control registers specified. 



Explanation ; The store into a shared page 
has been made, but a copy of the change has 
not been written to backup storage. The 
recompute bit is on and no page slot is 
available. The change may be lost if it is 
assigned later as a private page. 
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Dser Action; Provide more paging space. 



170E SYSTEM name EXCEEDS STORAGE 

Explanat i on : If this message was issued in 
response to the SAVESYS, or IPL command, 
the system name specified uses a virtual 
storage size larger than that defined for 
the virtual machine. (For Basic System 
Extensions, this message is applicable for 
SET VMSA?E command.) 

If this message was issued in response to a 
NETWORK command, the specified 3704/3705 
control program is larger than the 
3704/3705 storage (as specified by the 
RDEVICE macro) , and the control program 
image cannot be loaded into the specified 
3704/3705. 



172E SYSTEM name DASD vaddr INC0MPATI3LE SYSRES 

Exp lanation ; The system name specified 
cannot be saved or loaded (via IPL) because 
the direct access storage device address 
within the virtual machine's coa figuration 
does not match the DASD address and 
location specified in the name ti ble of the 
CP system. 

Oser Action ; No action can be directly 
taken by the user. Verify that the system 
name you are trying to save or I? L contains 
the correct virtual device address and that 
that virtual device address matches the 
extent on the reguired owned volume for 
that system. 



173E SYSTEM name REQUIRES DASD vaddr 



Dser Action ; For any of the above commands, 
reissue the command, specifying a system 
name that will fit within the virtual 
machine storage size. Or redefine the 
virtual machine storage size using the 
DEFINE command, and then reissue the 
command. 

For NETWORK, reissue the command specifying 
another control program that will fit in 
the 3704/3705. 



Explanation ; The system name specified with 
a SAVESYS or IPL command requires that the 
virtual machine be using a dirsct access 
storage device with the specified virtual 
address. 

Oser Action ; In the virtual machine 
configuration, define the required DASD 
address. Then reissue the command, 
specifying the correct system naie. 



17 IE SYSTEM name VOLID volid NOT MOUNTED 



Explanation ; If this message 
response to the SAVESYS (o 
Extensions SET VMSAVE) comm 
name cannot be saved becaus 
volume that is not mounted 
volume on which the named s 
saved or the volume that th 
needs in order to properl 
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If this message was issued in response to 
the IPL command, the system name cannot be 
loaded because it requires a volume that is 
not mounted. This may be the volume that 
contains the saved system, or the volume 
that the saved system needs in order to 
properly execute once loaded. 

If this message was issued in response to 
the SAVENCP command, the volume specified 
by SYSVOL in the NAMENCP macro in DMKSNT is 
not currently available to the VM/370 
system. 

If this message was issued in response to a 
NETWORK command, the Network Control 
Program cannot be loaded because the volume 
on which it resides is not mounted. 

Oser Act ion; Send a message to the system 
operator stating which volume is not 
mounted, and request that he mount the 
desired volume and attach it to the system. 
Reissue the command once the operator has 
verified that the correct volume is mounted 
and attached. 



174E PAGING I/O ERROR; IPL FAILED 

Explanation ; An I/O error occurred while 
attempting to read a page from a direct 
access storage device. 

Dse r A ction ; Reissue the IPL command. If 
the failure persists, notify the system 
operator. 



175E {FAVORED|RESERVED| NETWORK TRACE} ALREADY IN 
OSE BY userid 

- - - (Basic System Extensions) - - - 

175E {FAVORED IRESERVEDI NETWORK TRACE |aame} 
ALREADY IN OSE BY userid 



Explanation : The FAVORED or RESERVED 
operand specified in the SET command, or 
the NETWORK TRACE facilities specified in 
the NETWORK command, cannot be applied to 
the specified user because that function is 
already in use by the userid idantified in 
the error message. 

Dse r Action; For DMKCFS, FAVORED or 
RESERVED turn off the FAVORED or RESERVED 
operand for the user specified ia the error 
message, and reissue the SET command 
specifying the new userid for the desired 
function. 

For DMKNES, reissue the NETWORK TRACE 
command after the identified user has 
completed his tracing and has issued the 
command NETWORK TRACE END. 
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(For Basic System Extensions: for name, the 
VHSAVE area named is in use. Send a 
message to the other user asking him to 
release the area or issue the QOEEY VHSAVE 
command to find out if any other areas are 
available.) 



User Action : This is a warning message for 
information only and no further action is 
reguired. 



181E SHARED SYSTEH name REPLACED WITH NON-SHAEED 
COPY 



176E VIBT=EEAL AREA IN USE BY userid 

Explanation : The UNLOCK VIET=EEAL function 

could not be executed because the given 

userid is logged on and occupying the 
virtual=real area. 

U ser Action ; Beguest that the user log off, 
or force the user to log off, and then 
reissue the command specifying the 
virtual=real area. 



177E PABH EXCEEDS 64 CHAEACTEBS 

Ex planation ; There are more than 64 
characters in the PAEM field being passed 
to the virtual system by the IPL command. 

User Action : Beissue the command with no 
more than 64 characters in the PAEM field. 



Expla n ation ; The virtual machine has issued 
the CP commands STORE, ADSTOP oc TRACE and 
the address targeted by the command is 
referencing a shared named system page. 
The shared named system is released and a 
replacement of the named system is made 
with a nonshared copy. 



User Ac 
to run 
system 
be awa 
decreas 
with n 
system 
needs h 
should 
copy, 
reload 
system. 



tion: The virtual machi 



but is now running the 
in nonshared mode. The 
re that total system 
es as the number of us 
onshared copies of as 
increases. When the us 
is own copy of a nonshar 
attempt to replace it w 
In most instances this 
(via IPL) of the s 



na continues 
shared named 

user should 
efficiency 
ec s running 
hared named 
er no longer 
ed system he 
ith a shared 

would mean 
hared named 



178E SYSTEM name EXCEEDS AVAILABLE DASD SPACE 



182E (reserved for IBM use) 



Explanation : The amount of DASD space 
reserved by the NAMENCP macro is 
insufficient to contain both the 3704/3705 
control program image and the system 
control information. 

User Action : Increase the amount of DASD 
space reserved by the NAMENCP macro, and 
reissue the command. Verify that the extra 
pages reguired for the system control 
information were included when the DASD 
space was assigned. 



179E SYSTEM name VOLID volid NOT CP OWNED 

Explanation : The DASD volume specified by 
SYSVOL in the NAMENCP or NAMESYS macro is 
currently attached to the VM/370 system, 
but it is not a CP-owned volume, and 
therefore is not a valid residence volume 
for the saved system image. 

User Action : Ensure that the correct DASD 
volid was specified in the NAMENCP or 
NAMESYS macro in DMKSNT, and that the 
physical DASD volume mounted is the correct 
volume. Verify that the specified volid is 
included in the SYSOiN macro in DMKSYS, and 
reissue the SAVENCP diagnose or the SAVESYS 
command. 



180W TRACE NOT IN EFFECT 

Explanation : The TRACE END function has 
been specified and the TRACE function was 
not in effect. 



183E VM ASSIST NOT ACTIVE 

Explanation : A SET ASSIST OS or a SET 
ASSIST SVC command was issued. However, 
the operator deactivated the assist feature 
for the whole machine. On att Attached 
Processor system, this message indicates 
that the assist is not active on any 
processor, unless the user has affinity set 
on. If the user has affinity sat on, then 
the message describes the state of the 
assist for the affinity processor only. 

System Action : The user description is 
updated to use the assist feature when the 
operator activates it for the system. 

User Action: None. 



184E VH ASSIST NOT AVAILABLE 
addr) 



{ON PROCESSOR proc 



Exp lanat ion: A SET ASSIST or a SET SASSIST 
command was issued but the VM/37 hardware 
assist feature is not available on the 
indicated processor address. In an 
Attached Processor system, the response 
with an optional parameter indicates the 
assist is not available on either 
processor. The optional parameter is 
provided for the SET ASSIST command only if 
the user has affinity set on, and the 
assist feature is not available on the 
affinity processor. 

System Action: If the assist feature is not 
available on any processor, exacution of 
the command is terminated. If the assist 
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feature is available on the other 
processor, the user VMBLOK is updated to 
use the assist feature when the user resets 
his affinity. 

Oser Action; None. 



185E ECPS LEVEL xx DOES NOT MATCH CP LEVEL yy 

Explanation; Hhen VM/370 was loaded, VH/370 
detected a mismatch between the hardware 
assist level and the software. Errors 
might result if the CP assist or the 
extended virtual machine assist feature 
were used. 



System Action : 
unavailable. 



CP 



assist 



set 



Dser Action : Update the processor or 
software support to an equivalent level. 



1891 AFFINITY NOT SET; SYSTEM IN UH IPROCESSOB 
MODE 

Explan atio n; The requested procassor is in 
use. Since only one processor is being 
used, the requestor is always a xecuted on 
that processor. 

Oser Action: None. 



1901 NO AFFINITY SPECIFIED IN THE DIRECTOEY 

Ex planation : The SET AFFINITY ON command 
could not be executed. Ttie user's 
directory was checked and no affinity 
specification was found. No affinity was 
set for the user. 

Oser A ction ; Reissue the commaad with an 
explicit processor address, or update the 
directory entry for the user to include 
AFFINITY. 



186E CP ASSIST NOT AVAILABLE 

Explanation ; A SET CPASSIST command was 
issued but Extended Control-Program Support 
is not available on the processor, or there 
is a mismatch between the hardware assist 
level and the software. 

Oser Action; None. 



187E TIMER ASSIST NOT AVAILABLE 

Explanat i on ; A SET ASSIST TMR command was 
issued on a processor that does not have 
VM/370 Extended Control-Program Support, or 
on a CPO on which virtual machine assist 
has been temporarily disabled by the 
operator. 

Sy s tem A ctio n; If the processor does not 
have this support, no further action is 
taken. If the support is disabled, the bit 
VHFVTMR is set, so that if the support is 
enabled at a later time the timer assist 
will be used (provided the user has issued 
SET TIMER ON or SET TIMER REAL and does not 
have TRACE EXT active) . 

Oser Action; None. 



188E SPECIFIED PROCESSOR ONAVAILABLE 

Explanation ; A processor address specified 
on the SET command for SET AFFINITY or SET 
ASSIST is unavailable. If the command 
issued was SET AFFINITY ON, the processor 
in the user directory entry is not 
available. 

System Actio n; System operation continues. 

User Action; None. 



191E PROCESSOR nn DOES NOT EXIST 

Explanation ; Numerous attempts ware made to 
bring processor nn online and it was found 
that processor nn was not available to the 
system. 



System Act ion ; 
processed. 



The 



command 



not 



O perato r Action ; Reissue the command with 
the required processor number. 



192E VARY PROCESSOR COMMAND FAILED 
Explana tion ; 

1. A VARY PROCESSOR OFFLINE command was 
issued and; 

a. the system is in uniprocassor mode, 
or 

b. the processor is not online, or 

c. the processor is the main processor. 

2. A VARY PROCESSOR ONLINE command was 
issued and; 

a. the system is not generated for 
attached processor mode, or 

b. the multiprocessor feature is not 
installed, or 

c. the system is already in attached 
processor mode. 

System Act ion; The command is not 
processed. 



Operato r Actio n; None, 
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1931 PROCESSOR nn ONLINE 

Explanation ; The specified processor is now 
online and operational. 

System Action: None. 

O perator action ; None. 

1941 PROCESSOR nn OFFLINE 

Explanation : The specified processor is now 
offline and not being used. 

System Action: None. 

Operator Action ; None. 

- - - (System Extensions) - - - 

195A 370E FEATDEE UNAVAILABLE ON PROCESSOR nn 

Explanation : Processor nn has been varied 
online. (The system has gone from attached 
processor mode to uniprocessor mode.) The 
attached processor does not have the 370E 
hardware feature. 



System Action : The user 
console function mode. 



is placed in 



Dser Action ; If the 370E feature is needed, 
a class A user should do the following: 

a. Issue the QOEEI PROC command to obtain 
the addresses of the processors online. 

b. Set affinity to the processor with the 
370E feature (the address appearing 
first in the QDERY PROC response) . 

c. Key in "begin" to continue. 

All other users should notify the system 
operator if the 370E feature is still 
needed. Otherwise, key in "begin" to 
continue. 



200E VIRT=EEAL AREA NOT AVAILABLE; IN USE BY 
{userid I SYSTEM} 

Ex planation ; The virtual=real (V=R) area 
is not available to the user logging on 
because another user (identified in the 
error message) , or the system, already has 
that areai The user logging on is 
permitted to run as a virtual machine 
without the use of the virtual=real area. 

Dser Action ; If the priority of the user 
logging on warrants the use of the V=R 
area, the user now occupying the area 
should log off. The user logging on can 
then get the virtual=real area by LOGOFF 
and LOGON or by issuing the DEFINE STORAGE 
nnnnnk command. However, if the area is in 
use by SYSTEM, the V=E area has been 
unlocked and is unavailable for V=R use 
until VM/370 is reloaded. 



201E VIRT=REAL AREA NOT AVAILABLE; DAMAGED PAGES 

Explan ation : The virtual=real area is not 
available to the user logging on. Machine 
checks have occurred which identified 
damaged pages within the V=R area. The user 
logging on is permitted to run as a 
standard virtual machine without the use of 
the virtual=real area. 

User Ac tion ; Notify the system operator 
that this message has occurred. The system 
operator can issue the ONLOCK VIRT=REAL 
command so that CP can use tha area for 
paging, or he can issue the SHUTDOWN 
command to allow users with the 
virtual=real option to reclaim the area. 

Note: System support personnel should be 
notified that machine check record (s) have 
been recorded that identify the system's 
hardware malfunction. 



202E VIRT=REAL AREA NOT AVAILABLE; INSUFFICIENT 
STORAGE 

Explanation : The virtual=real area is not 
available to the user logging on because: 

• The virtual=real area was not generated 
at system generation time, or 

• The virtual=real area is not large 
enough to contain the virtual machine 
size defined in the directory for the 
user logging on. 

User Ac t ion : If the virtual=real area was 
not generated, no action can be taken. 
Otherwise, issue the DEFINE STORAGE command 
to redefine the virtual machine storage 
size equal to or smaller than the actual 
virtual=real size that was generated. 



203E V=R AREA REQUIRES IPL BY DEVICE ADDRESS 

Explanation ; A shared system or one that 
uses discontiguous saved segments cannot be 
loaded (via IPL) into a virtual machine 
running in the virtual=real area. This 
message is also issued if you issue a 
Diagnose code X'64' to attach a 
discontiguous shared segment to a 
virtaal=real machine. 

System Action ; None. 

Use r Action : Reissue the IPL command, 

specifying the address of the device on 

which a nonshared version of the system 
resides. 



204E INVALID PAGE (S) SPECIFIED, V=R Ail EA 

Explanation ; The user is attempting to use 
the UNLOCK command to unlock pages that are 
within the V=R region. 
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Syste m A ctio n; Execution of the conmand is 
terminated. 

Oser Action ; Reissue the UNLOCK command 
with the VIET=REAL operand or specify pages 
not within the V=R region. 



21 IE MONITOR TAPE IS ALREADY ACTIVE 

Explanat ion; The MONITOR START TAPE command 
was issued while monitor data collection 
was already active. 

System A ction ; Processing continues. 

Dser Action ; None required; the Monitor is 
already active. 



212E MONITOR TAPE IS NOT ACTIVE 

Explanation ; The MONITOR STOP TAPE command 
was issued while monitor data collection 
was not active. 

System Action : Processing continues. 

Dser Act ion ; None required. 



21 3E MONITOR CPTRACE IS ALREADY ACTIVE 

Explanation ; The MONITOR START CPTRACE 
command was issued while the internal trace 
table was already active. 

System Action ; Processing continues. 

Dser Act ion: None required. 



216E SYSPEOF CLASS REQUIRES SCHEDULE AND DASTAP 

Explanation; The MONITOR ENABLE command was 
issued with the SYSPROF class, but without 
the SCHEDULE and DASTAP classes. 

System A ction : None. 

Use r Action: Both the SCHEDULE and DASTAP 
classes must be specified with the SYSPROF 
class. 



217E MONITOR TAPE NOT STARTED, NO CLASS ENABLED 

Explanation : A MONITOR START TAPE command 
was issued when no classes of data 
collection were enabled. 

System Actio n; The data collection process 
is not started. 

User Action: Issue the MONirOR ENABLE 
command specifying the desired class or 
classes, and then reissue the MONITOR START 
TAPE command. 



218E MONITOR NOT STOPPED, OUTSTANDING TAPE I/O 

Explanation ; A MONITOR STOP TA? E command 
was issued when the data collector was 
attempting to recover from an I/O error or 
was handling an end-of-tape condition. 

System Actio n; The command is rejected; 
however, the monitor tape is stopped by the 
system because of either the tape I/O error 
or the end-of-tape condition. 

Dser Action: None required. 



21 4E MONITOR CPTRACE IS NOT ACTIVE 

Explanation ; The MONITOR STOP CPTRACE 
command was issued when the internal trace 
table was not active. 

System Action ; None. 

User Action ; None required. 



215E MONITOR ACTIVE, DASTAP CANNOT BE ENABLED 
DYNAMICALLY 

Explanat ion; The MONITOR ENABLE command was 
issued with the DASTAP class when monitor 
data collection was active. 

System Action ; None. 

User Action : The DASTAP class cannot be 
enabled dynamically. If the DASTAP class is 
required, stop the monitor, enable the 
DASTAP class, and then restart the monitor. 
Otherwise, reissue the comniand without the 
DASTAP class. 



2191 END OF MONITOR TAPE, 
SYSTEM 



MONITOR STOPPED BY 



Explana t ion ; An end-of-tape coniition has 
occurred on the monitor tape. 

System A ctio n; Two tape marks are written, 
the tape is rewound and unloaded, and the 
tape drive is released. Data collection 
stops and all classes are disabled. 

Operator Action : If you are not the user 
who issued the MONITOR command , consult 
with the person who did. The user may want 
to mount another tape. If so, reissue the 
MONITOR ENABLE and MONITOR START TAPE 
commands. 

R outing ; To primary system operator. 

2201 ERROR ON MONITOR TAPE, MONITOR STOPPED BY 
SYSTEM 

Explana tion: An uncorrectable I/O error 
occurred on tape during data collection. 

Sys tem Actio n; An attempt is male to write 
a tape mark. The tape is released and data 
collection stops. 
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Operator Action ; If you are not the user 
who issued the MONITOR STAET command, 
consult with the person who did. The user 
will probably want to mount another tape. 
If so, reissue the MONITOR ENABLE and 
MONITOR START TAPE commands. 

Routing ; To primary system operator. 



2 21E MONITOR TO SPOOL IS ALREADY ACTIVE 



225E INVALID MONITOR DSERID SPECIFIED, 
STARTED 



«0N NOT 



Explan a tion ; A MONITOR START SPD OL command 
was issued using the TO USERID option. 
However, the specified user was not in the 
directory. 

System Action ; The automatic monitoring 
recipient userid specification is unchanged 
and the monitor is not started. 



Explanation ; A MONITOR START SPOOL command 
was issued when the monitor was already 
running. It may have started automatically 
according to the SYSMON macro 
specifications in DMKSYS. 



Dser Action ; Reissue the command using 
valid OSERID. 



226E FOR VALDE SPANS MIDNIGHT - COMMAND INVALID 



Syste m Action; None. 

Dser Action; Review the current automatic 
monitoring specifications in DMKSYS as 
defined by the SYSMON macro and make sure 
that they still meet the daily monitoring 
needs. 



Explanation ; A MONITOR TIME FOR command was 
issued specifying a period of data 
collection that, when added to the current 
time, will exceed midnight. 

System Acti on; The automatic monitoring 
start and stop times remain unchanged. 



222E TIME PARAMETER SPECIFIES INVALID TIME 

Exp lanation ; A MONITOR TIME command was 
issued when the specified start or stop 
time did not conform to the reguired 
syntax. 

Note; The stop time cannot be later than 
midnight. 

System A ction ; MONITOR automatic start and 
stop times remain unchanged. 

Dser Action; Review format of MONITOR TIME 
command. 



Dser Action ; Reissue the command with a 
smaller FOR specification, or manually 
start and stop the monitor as needed. 



227E FOE OPTION INVALID WITH AOTODISK OFF 

Explanation ; The MONITOR TIME FOR command 
assumes that automatic monitoring is in 
effect. (ADTO=YES has been spacified in 
the SYSMON macro or the MONITOR AOTODISK ON 
command has been issued.) 

System Acti on; The TIME specification is 
ignored and the automatic monitoring start 
and stop commands remain unchangsd. 



223E START TIME MOST PRECEDE STOP TIME 



Dse r Action: Issue a MONITOR TIME command 
and reissue the MONITOR TIME FOR command. 



E xplanatio n; The format of the start and 
stop times, as issued in a MONITOR TIME 
command, was correct. However, the start 
time was not earlier than the stop time. 



Note; Stop time cannot 
midnight. 



be later than 



System Action; Monitor automatic start and 
stop times remain the same. 

Dser Action; Reissue the command. 



228E FOR OPTION INVALID WITH MONITOR DN 

Exp lanatio n; If monitoring is currently 
active, data has already been collected for 
some time. The MONITOR TIME FOR command in 
effect says monitoring should be started 
now and run for the specified time. 
Therefore, the use of the FOR option when 
monitoring is already active would give 
performance data for an unexpected period 
of time. 



224E LIMIT MDST BE BETWEEN 10 and 50000 

Explanation ; A MONITOR LIMIT command was 
issued specifying a spool file maximum 
record count that was not within the 
allowed range. 

System Action ; Monitor automatic spool file 
record count limit remains unchanged. 

Dser Act ion; Reissue the command with the 
correct LIMIT specification. 



Sys tem Act ion; Monitoring status is 
unchangedo 

Dser Action; Review your monitoring needs 
and resolve the conflicts in your previous 
specifications. 



229E MONITOR ODT OF DASD PAGES, IS SHOTTING OFF 

Explana t ion : Monitor cannot continue 
monitoring due to lack of spool file space 
where monitor data would be placed. 
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System A ction : Monitor is shut off. 

Dser Action ; Free needed spool file space 
and restart monitor. 



230E IPL SIO ERBOB 

Ssplaaatioa : The START I/O instruction for 
the initial IPL sequence to the specified 
device received an unexpected condition 
code, so the device could not be properly 
started for the IPL. 

Oser Action: Verify that the device type is 
valid for an IPL simulation and that no 
unexpected status conditions exist in the 
device, and reissue the IPL command. 



231E IPL TIO EBPOE 

Explanat ion; The IPL simulator encountered 
an unexpected condition code when executing 
a TEST I/O instruction on the specified 
virtual device. 

User Action : Verify that the device is 
valid for IPL operation and that no 
unexpected status conditions exist in the 
device, and reissue the IPL command. 



232E IPL DNIT EREOR; CSH csw SHS sense 

Explanat i on ; During the IPL simulation 
process, the specified IPL device received 
an I/O interrupt with a unit check 
condition. 

Dser Action ; Examine the CSW and sense 
bytes to determine the possible cause of 
the simulation failure. If no equipment 
checks are present, reissue the IPL command 
to the specified device. 



233E IPL OVERLAY ERROR 

Explanat ion: The IPL simulator was about to 
perform a loading sequence that would have 
overlaid the simulator itself. In this 
particular case, the IPL simulator cannot 
function in the specified virtual machine 
at its current storage size. 

Dser Action : Increase the size of the 
virtual machine so that the IPL simulator 
will load in an area where it will not be 
overlaid. Then reissue the IPL command. 



234E IPL SENSE EBBOR 

Explanat ion: A unit check occurred on the 

IPL device. A SENSE operation was used to 

get the sense bytes and an unusual 
condition occurred. 

2s§£ Action : Verify that the device is not 
malfunctioning and then reissue the IPL 
command for the required device. 



240E PRT XXX, FCB-FORMS MISMATCH, FE LEID nnnn 
{HELDIPDRGED} 

Explanation ; There is a mismatch between 
the forms control buffer (FCB) and the 
forms in the 3800 printer. 

S yst em Action : Printing is held or 
suspended. The file is held or purged. 

Dse r Action: If held, specify correct FCB 
and release the HOLD on the fila . If the 
file is purged, reenter the correct 
matching information. 



24 IE PRT XXX, INVALID LOAD MODDLE mmmm 
SPECIFIED, FILE nnnn {HELD|PDRGED} 

Explanation ; An invalid load module has 
been specified and the 3800 printer file is 
either HELD, PORGED, or remains in the same 
HOLD status it had before printing was 
attempted. 



Sys tem Action: Printing is held and 
file is either held or purged. 



the 



Operato r Actio n: 
specify correct loa 
user HOLD on the 
either HELD or POE 
the load module spe 
page is invalid 
Specify the correc 
CHARS parameter on 
the separator page. 



If HELD was indicated, 
d module and release the 

given spool file. If 
GED was not indicated, 
cified for the separator 
and remains the same, 
t load module (via the 

the START command) for 



2421 PRT XXX 
CODE cc 



(3800) INTERVENTION EE3D, STATOS 



Exp lanatio n: This message includes all 
situations where the operator must 
intervene in the 3800 's operation. These 
situations include, but are not limited to 
the following: 

• End of forms 

• Stacker full 

• Toner supply empty 

• Replace developer 

All relevant status codes are described in 
the 3800 Reference Manual, GA26-1635. 

System Action: Printing is suspended. 

Ope rator A ction : Correct ths printer 
condition by examining the status code or 
indicators on the printer. Correct the 
condition and press the START button on the 
printer. 



2H3E FLASH HISSING OR INVALID 

Exp l anation ; For 3800 printer operations, 
the FLASH operand in the CP SPOOL or CHANGE 
command is missing or invalid. 
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System A ction : None. 

Oser Action ; Reissue the command with a 
valid FLASH specification. 



244E IMAGE LIBBAEY MISSING OR INVALID 

Explanation : For 3800 printer operations, 
the IMAGE operand in the START command is 
missing or invalid. 

System A ction : None. 

Dser Action ; Reissue the command with a 
valid IMAGE specification. 



245E CHARS MISSING OR INVALID 



- - - (System Extensions) - - - 

250E 370E IS NOT AVAILABLE (ON PEOC XX) 

Explanat ion ; System/370 Extended feature or 
the Extended facility is not installed on 
the processor. 

• The 370E parameter was indicated in the 
user's directory via an OPTION control 
statement. 

• A SET S370E ON command was issued. 

• A SET 370E ON command was issaed. 
System Action ; Normal processing continues. 
Oser Action; None. 



Explanation For 3800 printer operations, 
the CHARS operand in the CP SPOOL, CHANGE, 
or START command is missing or invalid. 

System A ction ; None. 

User Action : Reissue the command with a 
valid CHARS specification. 



246E FCB MISSING OR INVALID 



- - - (System Extensions) - - - 

251E 370E IS NOT ACTIVE 

Explanation; The System/37 Extended 
feature of the Extended facility feature is 
installed on the processor. However, the 
370E feature is not enabled for virtual 
machines. 



Explanation ; For 3800 printer operations, 
the FCB operand in the CP SPOOL, CHANGE, or 
START command is missing or invalid. 

System A ction ; None. 

Dser Action ; Reissue the command with a 
valid FCB specification. 



System A ctio n; The feature is enabled for 
the virtual machine. However, -P will not 
support 370E until a SET S370E ON command 
is issued. 

Oser Action; Notify a class A ussr in order 
that a SET S370E ON command can be issued 



2h7I 3800 NAMED SYSTEM imagSSOO CREATED 

Explanation ; The data has been successfully 
placed in the specified image library. 

System Action : None. 

Dser Action; None. 



248E SPECIFIED IMAGE imag NON-EXISTENT 

Explanat i on ; The specified 'image TEXT' 
file was not found. 

System A ction ; None. 

Dser Action ; Correct the erroneous 'image 
TEXT' file and reissue the command. 



2U9E ERROR LOADING IMAGE imag 

Explanation ; The 'imag TEXT' file caused a 
LOAD error. 

S ystem Action; None. 

Dser Action : Correct the problem that 
caused the LOAD error and reissue the 
command. 



2521 PET XXX, FILE nnnn REQOEOED AND HELD 

Explanation ; This message is preceded by 
message DHKESE255I and information from 
DMKRSE255E must be used by this message. 

System A ctio n; Printing is suspeaded. 

Operat or Acti on: Using the backup page 
count given in message DMKRSE255I and the 
size of the files just requeued, determine 
how much to backspace the current file: use 
the BACKSPACE command to do this. Also, 
determine whether or not to replace the 
requeued files for printing. Tha BACKSPACE 
command, with the EOF option, can be used 
to reprint the end of any requeued file. 
Issue the CP START command to reinitiate 
printing operations. 



253E MODIFY HISSING OR INVALID 

Explanation : For 3 800 printer operations , 
the MODIFY operand in the CP SPOOL, CHANGE, 
or PURGE command line is missing or 
invalid. 
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System A ction ; None. 

User Action ; Reissue the command with a 
valid MODIFY specification. 



254E EEEOE SAVING image 3800 - RC = (re) 

Explanation : An error occurred while saving 
the named system. 



Cod e 
4 



Reason 
The named 
found. 



system was not 



16 

20 



2H 



The named system is currently 
active. 

TLe voliiae fox the named 
system is not CP-owned. 

The volid is not mounted. 

The size of the imagelib being 
generated is too large for the 
named system. 

A paging error occurred while 
processing this request. 



System A ction : None. 

Dser Action : 

Cod e Explanatio n 
4 Use another named system that 

has been generated. 

8 DRAIN any 3800 printers that 

are using the named system and 
reissue the command. 

12 Check with the installation 

manager to find out why the 
volume is not CP-owned. 

Code Explanation 

16 Have the correct volid mounted 

and reissue the command. 

20 Make the image smaller or put 

it into a larger named system. 

24 Check the named system to 

determine that it is defined 
in DMKSNT and that the 
cylinder actually exists on 
the volume. Also verify, that 
it has been previously 
formatted by CP. Reissue the 
command. If the problem 
persists, see your IBM support 
personnel. 



2551 PRT XXX, PAGE BOFFEE DESTROYED, BACKUP PAGE 
COUNT = nnnn 

Explanat ion: The page buffer has been 
destroyed on the 3800 printer. 



System Action: Printing is suspended. 
Operato r Action ; See message DHKESE252I. 

- - - (System Extensions) - - - 

255W 370E FEATURE NOW DISABLED 

Explanation : A class A user has issued a 
SET 370E OFF command to disable the 370E 
feature, or the system operator has varied 
the processor with the 370E feature 
offline. 

System Action: All 370E users will enter 
console function mode on receipt of the 
message. 

User Actio n; Await availability of the 370E 
feature. Attempts to continue will result 
in the user being dispatched without the 
370E capability. 

Note: If the 370E feature is no longer 
needed, key in "begin" to continue. 



256E INSUFFICIENT VIRTUAL STORAGE 

Explanation : The defined virtual storage is 
insufficient. 

Sys tem Action : None. 

Use r A ction : Define a larger virtual 
machine, IPL CMS again and raissue the 
command. 



257E RESIDUAL BYTE COUNT = nnnnnnnn (HEX) 

Explanation : This message is preceded by 
message DMKNMT25itE and is issued when the 
return code in message DMKNMT25 4E equals 
20. 

Sys tem A ction ; None. 

Use r Action : Either define the named system 
with a larger byte count or decrease the 
imagelib byte count. 



300E SAVE REQUEST BEYOND VIRTUAL MACHINE SIZE 

Explanation ; When the SAVESYS command was 

issued, one or more designated saved pages 

were in the SYSPGNM operand of the NAMESYS 

macro. These pages are beyond the size of 
the virtual machine used. 

User Ac tion ; Check the numbers of the pages 
designated to be saved in the NAMESYS 
macro. If they are correct, increase the 
size of the virtual machine before 
reissuing the SAVESYS command. 
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310E DATE date INVALID; NOT CHANGED 

Explaaation : The system date in CP low 
storage contains invalid data and hence 
cannot be updated for the midnight date 
change. The invalid date indicates a 
possible software system failure since the 
date is automatically set by the system 
initialization routine. 



O perator Action ; Use the FORMAT program to 
reformat the pack. Attempt to do a new 
system load. If the trouble per sists, try 
another pack on a different drive. If the 
trouble still persists, call IBH for 
hardware support. 



353W SISRES DEVICE TYPE INVALID 



System Action ; The date in low storage is 
not changed; however, the day of the week 
is changed and the clocks are set to change 
the date at midnight in 24 hours. 

Operator Actio n; Contact the system 
programmer at once. Careful use of the 
STCP command can correct the date set in 
storage. Notify IBB software support 
personnel of the problem and supply a dump 
of CP storage if possible. 



Explanation ; The device type specified in 
the SYSRES macro in module DHK3YS is not 
valid for system residence. 

Sys tem action ; The system enters a wait 
state (wait state code = Oil) . 



RO 

R1-R2 

R3 

R4 



Contains address of device in 

error 

Contains error CSW 

Base address for DH5SAV 

Address of first CCi 



350W DASD raddr SYSRES VOLID NOT volid 

Explanation ; The volume label on the pack 
mounted on drive raddr does not agree with 
the volume label specified during system 
generation. 

System Action : The system enters a wait 
state (wait state code = 010) . 

Dser Action: Check the SYSRES macro in 
module DMKSYS to ensure that the disk 
address and volume label specified are 
valid. 

Operator Action ; Ensure that the correct 
volume is mounted on disk drive raddr and 
present an external interrupt to initiate a 
retry of the operation. 



351W DASD raddr SYSRES NOT HEADY 

Explanation ; The disk drive specified by 
raddr is not ready. Disk raddr was 
specified as the SYSRES device in the 
SYSRES macro in module DMKSYS. 

System Action; The system enters a wait 
state (wait state code = 010) . 

Operator Action: Make the device ready and 
present an external interrupt to initiate a 
retry of the operation. 



352W FATAL DASD I/O ERROR 

Explanation : The system nucleus cannot be 
written. Probable causes are; 

• The disk pack is not formatted properly. 

• The disk pack is defective. 

• A disk hardware error has occurred. 

System Action ; The system enters a wait 
state (wait state code = Oil). 



- - - (Basic System Extensions) 

R5-R10 

R13 



R14-R15 



Op to 24 bytes of sense 
information 

Address of BBCCHHR 
(count-key-data) , or locate 
data (FB-512) 

Contains BBCCHHR 

(count-key-data) , or locate 
data (FB-512) 



Oser Action ; Verify that tha operands 
specified in the SYSRES macro in module 
DMKSYS define valid system residsnce device 
characteristics . 



4001 SYSTEM {TEMP SPACE| CHECKPOINT AREA} FULL 

Explanation ; All temporary disk space (TEMP 
SPACE) or checkpoint space (CHECKPOINT 
AREA) is in use. 

System A ction ; If temporary disk space is 
full, the system attempts to continue but 
performance is severely degraded. 

If the checkpoint area is full, the system 
continues without checkpointing. This 
improves performance, but if the system 
abends, spool files are lost. Message 
DHKCKS919E is issued after DMKCKS400I. 

Operato r Actio n; Review system usage and 
take steps to reduce the system load. 
Spool files should be reviewed. Additional 
printers may be started to reJ uce print 
spool backlog; if a reader backlog exists, 
users should be requested to read their 
files. In addition, you may be able to 
determine other spool files that can be 
selectively purged. Logging off inactive 
users reduces temporary disk space usage. 
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4011 SYSTEM {TEMP 
PERCENT FULL 



SPACEI CHECKPOINT AREA} 90 



Explanat ion: Ninety percent of all 
temporary disk space (TEMP SPACE) or 
checkpoint space (CHECKPOINT AREA) is in 
use. 

S ystem Actio n: System operation continues. 



Operator Action : Review 
take steps to reduce 
Spool files should be re 
printers may be starte 
spool backlog. If a rea 
users should be reques 
files. In addition, y 
determine other spool 
GG^ectiTs^y purgsi^. Lo 
users reduces space usag 



system usage and 
the system load, 
viewed. Additional 
d to reduce print 
der backlog exists, 
ted to read their 
ou may be able to 
files that can be 
yyiuy off inactive 
e. 



41 OW CP ENTERED; PAGING ERROR 

Explanation : An I/O error occurred during 
paging. Probable hardware error. 

System A ctio n: System operation continues. 
The virtual machine enters CP command mode. 
If the virtual machine was running 
disconnected, it is logged off the system. 

User Action : Reload the virtual system to 
continue. If the problem persists, notify 
the system operator. 



415E CONTINUOOS PAGING ERRORS FROM DASD XXX 

Explanation : Unrecoverable errors are being 
received from the paging device (xxx) . 
This condition is caused by failure of 
either the paging volume or the paging 
device. This condition can occur if the 
paging volume has not been formatted 
properly. 

Sys tem A ction : The system enters a disabled 
wait state (wait state code = OOF) . 

Operator Action : Try to determine whether 
the errors are being caused by the paging 
device or by the paging volume. If the 
device is failing, disable it and reload 
(via IPL) the system; call IBM for 
hardware support. If the volume is 
failing, try reformatting it. If the error 
condition recurs, discontinue using that 
volume and call your system support 
personnel. 



424E RDR FILE SPOOL ERROR; FILE UNCHANGED 

Explanation : A paging I/O error occurred 
while reading or writing a spool file 
record on a CP spooling device, for the 
purpose of querying or updating TAG 
information associated with that spool 
file. 



System Action: If the error was encountered 
while reading, no change has resulted from 
the user's previous TAG commaad. If the 
error was encountered while writing, the 
results are unpredictable. 

User Action: Reissue the commaad. If the 
problem persists, regenerate the spool file 
that is in error or call your system 
support personnel. 

425A PUN cuu ACCOUNTING DATA; FATAL I/O ERROR 

Explanation ; An unrecoverable input/output 
error occurred on the card punch at real 
address cuu. Accounting data was saved. 

Sys tem A ction : The failing device is varied 
otfiine and system operation continues. 

Operator Action : Vary the device cuu online 
and restart the punch. If the problem 
persists, contact IBM for hardware support. 

- - - (Basic System Extensions) - - - 

425E I/O ERROR DURING ACCOUNTING 

Explanatio n: A spooling I/O error occurred 
while the system was writing accounting 
data to the spooling device. 

System A ctio n: If the accounting spool file 
has been previously checkpointei , the file 
is closed and a new file started. 
Otherwise, the file is written using a 
different spool page. 

User Action : The closed accounting spool 

file should be processed. If the I/O error 

persists, call your system support 
personnel. 



426E RDR raddr SPOOL SPACE FULL; FILE PURGED 

- - - (Basic System Extensions) - - - 

426E {RDR I TAPE} raddr SPOOL SPACE FULL; FILE 
PURGED 



Explanatio n: System input spooling space 
for the reader or tape at real device 
address raddr is full. 

Sys tem Action: The file just read is purged 
and system operation continues. 

Ope rat or Action: Review system usage and 
take steps to reduce the system load. 
Inactive users should be logged off the 
system. Spool files should be reviewed. 
Additional printers may be started to 
reduce print spool backlog. If a reader 
backlog exists, request that users read 
their files. In addition, you nay be able 
to determine other spool files that can be 
selectively purged. After reducing spool 
file usage, read the file again. 
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4271 {CON! PET! PON} vaddr SYSTEM SPOOL SPACE 
FULL; FILE CLOSED 

Explanatio n; System spooling space on the 
device at virtual device address vaddr is 
full. If the message refers to the 
console, the console spool file has been 
closed. If it refers to the printer or 
punch, the printer or punch output file has 
been closed. 

System Action ; If the console spool file is 
closed, virtual console spooling stops. The 
virtual machine continues to execute but 
without console spooling. 

If the printer or punch output file is 
closed, an intervention-required unit check 
condition is returned to the virtual 
machine, the virtual device is made not 
ready, and the system continues. 

Oser Action ; Inform the system operator. An 
attempt must be made to reduce the paging 
and spooling load on the system as soon as 
possible. When spool space is available, 
issue the SPOOL CONSOLE STAET command to 
resume console spooling, or issue the READY 
command to resume printer or punch 
spooling. 



428E {PRT|PDN|EDH} raddr 
{HELD! PURGED} 



SPOOL ERROR; FILE 



- - - (Basic System Extensions) - - - 

428E {PET|PDN!EDR|TAPE} raddr SPOOL ERROR; FILE 
{HELD!FnEGED} 



Sys tem Act ion; If it is a console spool 
file error, virtual console spooling stops. 
The virtual machine continues to execute 
but without console spooling. 

If it is a printer or punch spool file 
error, a unit check condition is sent to 
the virtual machine to stop the write 
operation, the file is purged, and the 
virtual device is made not ready. 

If it is a reader file spool error, a unit 
check condition is sent to tie virtual 
machine to stop the read operation. The 
file is held. System operation then 
continues. 



Oser Actio n; For a console fils, issue a 
SPOOL CONSOLE START command and retry the 
output operation. After ten unsuccessful 
retries, the entire opened spool file is 
purged. 

For a printer or punch file, issue the 
READY command to the virtual i evice and 
retry the output operation. 



For a reader file, try again to 
file. 



read the 



In any case, if the problem persists, 
inform the system operator of the incident. 
The error is probably due to a hardware 
malfunction. The system operator may advise 
you to purge the file or may decide to turn 
the machine over to your system support 
personnel, depending on the impact of the 
problem. 



Explanation ; A paging I/O error occurred on 
the device at real address raddr. 

S ystem Actio n; If the file that was being 
processed at the time the I/O error 
occurred is a printer or punch file, the 
file is put in HOLD status and system 
operation continues. 

If the file is a reader file, it is purged. 

Operator Action ; If the file is a printer 
or punch file, try to print or punch it 
again when spooling activity on the printer 
or punch is low. The system operator must 
first take the file out of HOLD status. 



430A {PRTIPON} raddr FATAL I/O ERROR; NOW 
OFFLINE, FILE HELD 

Explanatio n; An unrecoverable I/O error 
occurred on the printer or puncli device at 
real address raddr. 

System A ctio n; The failing device is varied 
offline, the file being processei is put in 
hold status, and system operation 
continues. 

Operato r Actio n; Vary the device raddr 
online and restart. To process the file 
that failed, take the file oat of hold 
status. If the problem persists, call your 
system support personnel. 



If the file is a reader file, reload the 
file in the reader and retry. 

If the file is a tape file, reposition the 
tape and reissue the command. 

If the problem persists, call your system 
support personnel. 

4291 {CON|PET|PDN| RDR} vaddr SPOOL EREOE; FILE 
{HELDIPUEGED) 

Explanat ion; A paging I/O error occurred on 
the device at virtual address vaddr. 



U31A EDE raddr ID CARD MISSING OE INVALID 

Exp lanatio n; The card just reid in the 

reader at real device address raddr was not 

a valid ID card. Two formats are 
acceptable: 

• ID userid 

• OSEEID userid 

Separator or blank cards ara accepted 
before an ID card; any other card preceding 
the ID card is invalid. 
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Ope rator Actio n: 

• Run out the cards in reader raddr. 

• Correct the ID card error. 

• Hake the reader ready with the corrected 
deck in the hopper. 



a32A EDB raddr ID CARD; 
DIRECTORY 



userid NOT IK CP 



Explanation ; The 'userid' specified on an 

ID card in the reader at real device 

address raddr is not in the VH/370 
directory. 

System Action : System operation continues. 

Operator Action: 

• Run out the cards in reader raddr. 

• Correct the ID card error if one is 
found. 

• Make the reader ready with the corrected 
deck in the hopper. 

If the ID card appears valid, check with 
the system programmer to determine why the 
userid does not exist in the VH/370 
directory. 

433A RDR raddr ID CARD; INVALID DATA - data 



Explanation : The class speci 
card in the reader at real 
raddr is incorrect or the na 
invalid. The 'data' is the 
error on the ID card. I 
specified, it must be one 
through Z or through 9. 
specified, the default is A. 
specified, it must be a 1- 
8-character filename and a 1 
8-character filetype, or 
24-character data set name, 
the ID card are free form as 



fied on the ID 

device address 

me specified is 

information in 

f a class is 

character, A 

If no class is 

If a name is 

to 

- to 

a 1- to 
The fields of 
follows: 



ID userid.. CLASS n NAME filename filetype 
System Actio n; System operation continues. 
Operator Action : 

• Run out the cards in reader raddr. 

• Correct the ID card error. 

• Hake the reader ready with the corrected 
deck in the hopper. 



Sys tem Action: System operation -ontinues. 
Operator Action ; 

• Run out the cards in reader n ddr. 

• Put the cards back in the hopper, making 
sure the first card is a valid ID card. 

• Make the reader ready. 

If the problem persists, call your system 
support personnel. 



435E PAGING ERROR WRITING SAVED SYSTEM 

Explanation ; A paging error occurred 
wniie writing the system to be saved, or 
the 370 4/3705 control program image to be 
saved, to a DASD volume. 

System Action : Execution of the command 
terminates. The system or control program 
image is not saved. 

Ose r Action: Try the command again, since 
the situation that caused the error may 
have been temporary. If the problem recurs, 
check the DASD space allocated to receive 
the saved system or control program image. 
This space must be formatted with the CP 
format program (DMKFHT) and allocated as 
PERM space. 



t»36E INTERRDPT PENDING. TO PROCEED, TYPE YES. TO 
END, TYPE NO. 

Explanation ; In processing tlx e SAVESYS 
command, the system detected that an I/O 
interrupt is pending. 

Sys tem Action : If you enter YES, the 
SAVESYS command continues to save the 
system but the pending I/O interrupt (s) are 
lost. If you enter NO, SAVESYS processing 
terminates. 

Ose r A ction : Enter YES or NO. 

- - - (Basic System Extensions) - - - 

'♦37E NO DASD SPACE AVAILABLE-IPL TERMINATED 

Explanation : The IPL command attempted to 
get a DASD page but none was available. 

System Action: The command is terminated. 

Dse r Action: Verify that the proper volumes 
required for paging and spooling are 
mounted. Reissue the command. 



a3«A RDR raddr FATAL I/O ERROR; FILE PORGED 

Explanat ion: An unrecoverable I/O error was 
encountered on the reader at real device 
address raddr. The input file was purged. 



450B CP ENTERED; DISABLED WAIT PSW 'psW 

Explana t ion : The virtual machine loaded a 
disabled wait PSW, identified by 'psw'. 
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S ystem Action : System operation continues. 
The virtual machine enters console function 
mode. If the virtual machine was running 
disconnected, it is logged off the system. 

Programmer Actio n; Examine the PSW portion 
of the message. Ensure that the program 
running in the virtual machine has a valid 
LPSH halt. If not, determine why the PSW 
loaded was not masked for interrupts. 

User Action : IPL the virtual system again 
to continue. 



Operator Action ; If the message was issued 
due to a permanent I/O error on the line, 
to reactivate the line issue ths ENABLE or 
NETflOEK command. You may have to issue the 
VARY ONLINE command for some device types 
before CP will accept the ENABLE command. 



4551 LINE addr CC=3 NOT OPERATIONAL 

Explanatio n; Condition code 3 (NOT 
OPERATIONAL) was received when a START I/O 
was issued to line 'addr'. 



452W CP ENTERED; EXTERNAL INTERRUPT LOOP 

Explanat i on : The user's virtual machine 
external new PSW is enabled for an 
interrupt condition that will not be 
cleared upon acceptance. It is possible to 
receive an interrupt condition from the CPU 
Timer and the TOD Clock Comparator that 
produces this loop. 

System Action ; System operation continues. 
The virtual machine enters CP command mode. 
If the virtual machine was running 
disconnected, it is logged off the system. 



Programmer Action : Determine why 



the 



external interrupt new PSW is enabled for 
an interrupt condition that will not be 
cleared upon acceptance (that is, the Timer 
is not expected to contain a negative 
value) . 

Dser Action : IPL the virtual system again 
to continue. 



I»53W CP ENTERED; PROGRAM INTERRUPT LOOP 

Explanation : A program interrupt occurred 
at the address specified in the virtual 
program new PSW while the virtual machine 
was in basic control mode. 



System A ction : System operation continues. 

Operator Action ; Verify that the terminal 
control unit or transmission control unit 
is enabled for use. If the control unit is 
properly enabled, but trouble persists, 
call your system support personnel. 



456W CP ENTERED; 
ALTERED 



name - SHARED PAGE hexloc 



Explana t ion ; The named system has been 
altered by the virtual machine. The hexloc 
is the first changed page detected by the 
control program. The changed page will be 
returned to free storage. No other users 
on the system are affected by this error. 

User Ac tion ; The user may continue by 
entering the CP command BEGIN. The virtual 
machine is now operating in nonshared mode. 



460E CTLR raddr {LOAD|DUMP} 
CHECK 



FAILED; PROGRAM 



Explanation ; During execution of the loader 
or dump bootstrap routines in the 
3704/3705, a 3704/3705 program check 
occurred, setting the 'IPL Required' sense 
bit. 



System Action: System operation 
continues. The program interrupt is 
reflected to the virtual machine and the 
virtual machine enters console function 
mode. If the virtual machine was running 
disconnected, it is logged off the system. 

Programmer Actio n; Determine the cause of 
the program interrupt and ensure that the 
program new PSW is valid. 

User Action ; Restart the virtual system 
via the BEGIN command, or reissue the IPL 

command to continue. 



Use r Action; Reissue the command. If the 
error persists, notify the system 
programmer of a possible 3704/3705 problem. 



461R CTLR raddr IPL NOT REQUIRED; ENTER 'YES' TO 
CONTINUE; 

Explanatio n; A NETWORK LOAD command or a 

NETWORK DUMP command was issued for a 

3704/3705 that was not in the 'IPL 
Required' state. 

User Action; Reply YES to continue the load 
or dump process. Any other response causes 
immediate command termination. 



4541 {LINE addrlDEV rid} DISABLED 

Explanation : The line or device has been 
disabled due to a permanent I/O error, or 
the operator issued a command that disabled 
the line. 

System Action ; System operation continues. 



4621 CTLR raddr UNIT CHECK; IPL REQUISED 

Explana tion ; The 3704 or 3705 at real 
address raddr has requested a dump or 
reload by presenting a unit check to the 
host processor, and the automatic dump and 
restart facility is currently off . 
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Operator Action 
active before 
NETHORK DDMP com 
to obtain docu 
Dse the NETHORK 
3704/3705 with 
control program. 
NCPDOMP should 
file created by 



: If the 3704/3705 was 
the failure, issue the 

mand with the IHHED operand 

mentation of the failure. 

LOAD command to reload the 

an appropriate 3704/3705 

The CHS service program 

be used to print the dump 

NETWORK DOHP. 



4631 CTLR raddr ONIT CHECK; RESTART IN PROGRESS 

Explanation : The 3704/3705 at real address 
raddr has requested a dump or reload by 
presenting a unit check to the host 
processor, and the automatic dump/restart 
facility has been initiated. 

System Action ; If the 3704/3705 was active 
before the failure, a dump is automatically 
taken. The 3704/3705 is reloaded (or 
loaded) . Any previously enabled lines or 
resources are automatically reenabled. 

Operator Action : Ose the CMS service 
program NCPDDHP to format and print the 
3704/3705 dump if one was created. 

When a 3704/3705 Emulation Program is 
automatically reloaded after a 3704/3705 
failure, the system may loop after the 
restart. The message: 

DHKRNH463I CTLR 'raddr' ONIT CHECK; 
RESTART IN PROGRESS 

and two responses: 

CTLR XXX DDMP COMPLETE 



CTLR XXX ncpname LOAD COMPLETE 



indicate that the 3704/3 
reloaded. If the system 1 
second response, you mu 
emulator lines from the 37 
panel. The IBM 3704 Contro 
Order No. GA27-3086, and 
Control Panel Guide, Order 
describe the procedure 
emulator lines from the 37 
panel. 



705 has been 
oops after the 
st reset all 
04/3705 control 
1 Panel Guide , 
the IBM 3705 
No. GA27-3087, 
for resetting 
04/3705 control 



4641 CTLR raddr CC=3; DEPRESS 370X "LOAD" BUTTON 

Explanation ; The 3704 or 3705 at real 
address raddr has entered the "Hard Stop" 
condition, indicating a 3704/3705 hardware 
or software failure. 

S ystem Action ; None. 

Operator Action ; Press the LOAD button on 
the 3704/3705 control panel. This permits 
execution of the normal VM/370 recovery 
mechanism. 



4651 LINE TRACE TERMINATED DDE TO ERROR 

Explanation ; A NETWORK TRACE command has 
been issued and errors have occurred during 
the trace process. 

System A ction : The trace is terminated. 

Dser Action : Close the virtual printer to 
get the trace output. Reissue the command 
if you need more information. If the 
failure recurs, call IBM for software 
support. 



465W CTLR raddr EMULATOR LINES IN OSE BI SYSTEM 

KypI ang t ioTj ' Th"? c^^rator deSics-tcd the 
native address of a 3704/3705 running a PEP 
system, and one or more of the EP lines is 
in use by VM/370 got logon terminals, 
raddr is the real address of the 3704/3705. 

Sys tem Action ; The ATTACH command is 
completed; processing continues. 

Operator Action : None is necessary. This 
message is a warning that the EP lines in 
use by 7M/370 may be affected by the 
virtual machine to which the 3 70 4/3705 was 
dedicated. 



4661 CTLR cuu IN BOFFEF SLOWDOWN MODE 

Explanation ; This message is issued in 
addition to the response to a QDERI command 
if the 3704 or 3705 control program has 
entered buffer slowdown mode. Buffer 
slowdown mode is entered if the 3704/3705 
control program has less than 12-1/2 
percent of its buffers available, 
indicating a temporary overload. 

System Action ; Processing continues. 

Dser Action : None is necessary; however, if 
this situation occurs frequently, the 
storage requirements of the 3704/3705 
configuration should be reexaminsd. 



4681 CTLR cuu COMHONICATIONS SCANNER FAILORE 

Explana t ion : During NCP initialization the 
scanner did not properly enable. The 
device is left "not ready". 

S ystem Action ; Processing continues. 



469E CTLR raddr {LOAD | DOHP} FAILED: 
NOT AVAILABLE 



TEMP SPACE 



Explanation ; There was not enougb temporary 
space available on the CP system packs to 
satisfy the spool space request for the 
3704/3705 dump processor. 

Dser Action: Ensure that enougti temporary 
CP spool space is available and reissue the 
DOHP command. 
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U70E CTLR raddr 
ESBOE 



{LOiDIDOMP} FAILED: PAGING I/O 



Explanatiop : An unrecoverable I/O error 
occurred while reading the page-format 
image of the 3704/3705 control program 
(LOAD) , or while writing the dump spool 
file (DDHP) onto a system volume. 

User Action ; Notify the system programmer 
of a possible error on CP paging packs or 
DASD device. Beissue the coiBmand. 



47 IE CTLB raddr {LOAD|DOMP} 
OHBECOVEEABLE I/O EBBOB 



FAILED: 



Explanation ; During execution of NETWOBK 
LOAD or NETHOBK DUMP, a unrecoverable I/O 
error occurred on the 3704/3705 channel 
adapter. 

Use r Action; Reissue the command. If the 
error persists, notify the system 
programmer of a possible problem with the 
3704/3705 control unit. 



4751 FATAL 10 EBBOE TEYING TO READ DIRECTOBI 

Explanation : The VM/370 directory currently 
in use by the system could not be read 
because of an unrecoverable input/output 
error. 



Type 

LINE 

CONS,GEAF 

DASD 

PET,PDN,BDB 

TAPE 



Erro r Reco ver y R outine 

line 

terminal 

disk 

spooling 

tape 



The other variables in the message are: 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hsxadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the Channel Command Scrd (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) , in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

System Action : System operation continues. 

Operator Action ; For all types except DASD, 
none. For DASD, if this message occurs 
during IPL from 3330, make sure the 
read/write switch on the drive is in the 
write position. If the message occurs after 
IPL, no action can be taken. 



System Action : 
continue. 



The system tries 



to 



Operator Action ; Try to rewrite the 
directory as soon as possible using the 
Directory program (DHKDIR) . If the failure 
still exists after rewriting the directory, 
the area may have to be reformatted using 
the Format/Allocate program (DHKFMT) . 

The error recording area on SYSBES will 
contain information on the unrecoverable 
read errors. 

If the problem persists after the directory 
has been reformatted and rewritten, call 
your system support personnel. 



5001 type 'addr' CMD BEJECT CI!D='cm« SNS='sense« 
CSW='csw« OSEBID= 'userid' 

[BBCCHH=' bbcchh* ] 

- - - (Basic System Extensions) - - - 

5001 type 'addr' CHD BEJECT CMD='cm' SNS='sense' 
CSH='csw' nSESID= 'userid' 

[ {BBCCHH=' bbcchh' |BLOCK= 'nnnnnn'} ] 



Explanation : An error recovery routine 
found an unrecoverable command reject I/O 
error. The "type" in the message indicates 
which error recovery routine it was: 



501A type 'addr' INT EEQ [CHD='cm' SNS='sense' 
CSW='csw' aSEEID= 'userid' BBCCHa = ' bbcchh' ] 

- - - (Basic System Extensions) - - - 

501A type 'addr' INT REQ [CMD='cm' 3NS='sense' 
CSW='csw' OSEEID= 'userid' 

{BBCCHH= 'bbcchh ' | BLOCK= ' nnnnftn' } ] 



Explanation : An error recovery routine 
encountered an intervention-required 
condition on the device specified. 

The "type" in the message indicates which 
error recovery routine it was: 



Type 

LINE 

DASD 

PRT,PON,EDB 

TAPE 



Error Becovery B outine 

line 

disk 

spooling 

tape 



The other variables in the message are; 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the Channel Comm^and word <CCH) 

being executed when the error 

occurred, 
csw - the failing channel status word 
(CSW), in hexadecimal. 
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bbcchh - the address (bin, cylinder, and 
head) , in hexadecimal, where the 
error occurred. 

nnnnnn - the block number where the error 
occurred. 

S ystem Action ; System operation continues. 



The "type" in the message indicates which 
error recovery routine it was. 



Operator 



Actio: 



For 



line 



condition, no action can be taken. For all 
other devices, take appropriate action to 
make the device ready. 

If the printer or punch cannot be made 
ready, to retrieve the active file on the 
device do the following: 

1 . Ose the PLOSH command to flush the 

device. (The TLUSII conimaiiu will not. 
issue a response.) 

2. Ose the DRAIN command to drain the 
device. The system varies the device 
offline and requeues the file on the 
system printer or punch queue. The 
file has a system hold status if the 
HOLD operand was used on the FLOSH 
command. 



5011 {CONS|PRT|PON|RDR} 'addr' INT REQ [CMD='ca« 
SNS='sense« CSW='csw' DSERID=«userid« ] 

Exp lanation ; The terminal error recovery 

routine (CONS) , or the spooling error 

recovery routine (PRT, PON, or RDR) found 

an unrecoverable intervention-required I/O 
error. 



addr 
cm 



sense 
csw 



- the unit address of the failing 
device. 

- the command code, in hexadecimal, 
of the channel command word (CCH) 
being executed when the error 
occurred. 

- the sense bytes, in hexadecimal, 
for the error condition. 

- the failing channel status word 
(CSH) in hexadecimal. 



System Action ; 
continues. 



System 



operation 



O peratio n Actio n: For the console, none; 
for the reader, printer, or punch, take 
appropriate action to make the device 
ready. 



5021 type 'addr' BOSODT CK CMD='cm' SNS=«sense« 
CSll=«csw' OSERID= 'userid' [ BBCCH= 'bbcchh' ] 

- - - (Basic System Extensions) - - - 

5021 type 'addr' BOSOOT CK CMD='cm' SNS='sense' 
CSW='csw' OSERID= 'userid' 

[ {BBCCH=' bbcchh' | BLOCK= ' nnnnnn') ] 



Explanation ; An error recovery routine 
found an unrecoverable bus-out check I/O 
error. 



Type 

DASD 

CONS, GRAF 

LINE 

PRT, PON, RDR 

TAPE 



Error Recov ery Rou tine 

disk 

terminal 

line 

spooling 

tape 



The other variables in the message are; 



addr 

sense 

cm 

csw 

bbcchh 

nnnnnn 



the unit 
device, 
the sense 
for the e 
the comma 
of the ch 
being ex 
occurred, 
the faili 
(CSW) , in 
the addre 
head) , in 
error occ 
the block 
occurred. 



address of the failing 

bytes, in haxadecimal, 
rror condition, 
nd code, in hexadecimal, 
annel command word (CCR) 
ecuted when the error 

ng channel status word 

hexadecimal, 
ss (bin, cylinder, and 

hexadecimal, where the 
urred. 

number whera the error 



System A ction : System operation continues. 



Operator Acti o 
LINE, and TAPE 
file and try to 
or punch, ta 
correct the pr 
punch is to be 
to retrieve the 



n: For CONS, 
, none. For RDR 

read it again, 
ke appropriate 
oblem. If the 
made ready, do t 

active file on 



DASD, GRAF, 
, purge the 

For printer 
action to 

printer or 
he following 
the device: 



1. Ose the FLOSH command to flush the 
device. (The FLOSH command will not 
issue a response.) 

2. Ose the DRAIN command to drain the 
device. The system varies the device 
offline and requeues the file on the 
system printer or punch queue. The 
file has a system hold status if the 
HOLD operand was used on the FLOSH 
command. 

If the problem persists, call your system 
support personnel. 



503A {RDR|PRT|PON) 'addr' EQOIP CK CHD='cm' 
SNS='sense' CSW='csw' OSERID=' userid' 

Explanation : The spooling error recovery 
routine found an unrecoverable equipment 
check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 
(CSW) in hexadecimal. 

System Act io n: System operation continues. 
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Operator Action ; Take appropriate action to 
correct the problem. If the problem 
persists, call your system support 
personnel. 



5031 type •adclrV EQUIP CK CHD=«cm» SNS=' sense' 
CSR='csw' DSEEID='userid« [ BBCCHe=«bbcchh] 

- - - (Basic System Extensions) - - - 

5031 type 'addr' EQUIP CK CHD=«cm« SNS='sense« 
CSW=»csw« USERID=»userid' 

[ {BBCCHH='bbcchh' |BLOCK= 'nnnnnn'} ] 



Ex planation ; An error recovery routine 
found an unrecoverable equipment check I/O 
error. The "type" in the message indicates 
which error recovery routine it was; 



Operato r Act ion: Spool printer devices with 
Universal Character Set must havs the Block 
Data Check set on. 



Typ e 

CONS, GRAF 

LINE 

DASD 

PET,PnN,RDE 

TAPE 



Error Recover y Eontiae 

terminal 

line 

disk 

spooling 

tape 



The other variables in the message are: 



addr 

sense 

cm 

csw 
bbcchh - 

nnnnnn 



the unit address of the failing 

device. 

the sense bytes, 

for the error cond: 

the command code, 

of the channel comi 

being executed wl 

occurred. 

the failing chann* 

(CSW) in hexadecime 

the address (bin, 

head) , in hexadecii 

error occurred. 

the block number 

occurred. 



in hexadecimal, 
lition. 

in hexadecimal, 
imand word (CCW) 
rhen the error 

lel status word 
lal. 

cylinder, and 
.mal, where the 

where the error 



System Action : System operation continues. 
Operator Action : None. 



504A {EDEIPET} 'addr' DATA CK CMD=«cm' 
SNS=«sense« CSW='csw« USEEID= "userid* 

Explanation ; The spooling error recovery 
routine found an unrecoverable data check 
I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action ; System operation continues. 



Two procedures are available: 

1. To continue - make the 
not-ready and then ready. 



printer 



2. To reload the UCS Buffer using the 
LOADBUF command, which sets the Block 
Data Check automatically, flush the 
printer (using the FLUSH command with 
the HOLD operand) , make the printer 
not-ready, and then ready = Vary the 
printer online, and load the buffer. 

Note: On the 3211, make the printer not 
ready, press the cancel key, an3 make the 
printer ready. A 3211 data check could be 
caused by FCB. 



504D {DASDITAPE} 'addr' DATA CK CBD='cm' 

SNS='sense' CSW='csw« nSEEID= 'userid* 
[ BBCCHH=' bbcchh " ] 

Explana t ion ; The disk error recovery 

routine (DASD) or tape error recovery 
routine (TAPE) found an unrecoverable data 
check I/O error. 



addr 

sense 

cm 

csw 
bbcchh 



- the unit address of the failing 
device. 

- the sense bytes, in hexadecimal, 
for the error condition. 

- the command code, in hexadecimal, 
of the channel command word (CCW) 
being executed when the error 
occurred. 

- the failing channel status word 
(CSW) in hexadecimal. 

- the address (bin, cylinder, and 



head) , in hexadecimal - 
error occurred. 



where the 



System Action: System operation continues. 
O perato r Action ; Reply "retry" or "cancel." 



5041 type 'addr' DATA CK CMD='cm' SNS='sense' 
CSW='CSW' USEEID='userid' [ BBCCHH = • bbcchh ' ] 

- - - (Basic System Extensions) - - - 

5041 type 'addr' DATA CK CMD='cm' SNS='sense' 
CSW='CSW' USEEID='userid' 

[ {BBCCHH='bbcchh' |BLOCK='nnnnnn'} ] 



Explan at ion ; An error recovery routine 
found an unrecoverable data check I/O 
error. The "type" in the message indicates 
which error recovery routine it was: 



Typ e 

CONS,GBAF 

LINE 

DASD 

PRT,PnN,EDE 



Erro r Eecovery R outine 

terminal 

line 

disk 

spooling 



Control Program (CP) Messages 71 



DMK 



addr 


- the unit 




device. 


sense 


- the sense 




for the e: 


cm 


- the comma: 




of the chi 




being exi 




occurred. 


csw 


- the faili; 




(CSM) in 1 


bbcchh 


- the addre; 




head) , in 




error occ 


nnnnnn 


- the block 




occurred. 



The other variables in the message are: 



address of the failing 

bytes, in hexadecimal, 
rror condition, 
nd code, in hexadecimal, 
annel command word (CCW) 
ecuted when the error 

ng channel status word 

hexadecimal. 

ss (bin, cylinder, and 

hexadecimal, where the 
urred. 

number where the error 



jyialeM ktjtxou: System operation continues. 

Operator Action ; None, or take appropriate 
action to correct the problem. If the 
problem persists, contact your system 
support personnel. 



505A EDR 'addr' OVEEEDN CK CMD='cm' SNS='sense' 
CSH='csw' DSERID='userid' 

Expla nation ; The spooling error recovery 
routine found an unrecoverable overrun 
check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action; System operation continues. 

Operator Action : Take appropriate action to 
correct the problem. If the problem 
persists, contact your system support 
personnel. 



505D {DASDITAPE} 'addr' OVEEEON CK 
SNS='sense' CSW='csw' OSEEID= 
[BBCCHH=' bbcchh' ] 



CMD='cm' 
•userid' 



- - - (Basic System Extensions) - - - 

505D {DASDITAPE} 'addr' OVEEEON CK CHD='cm' 
SNS='sense' CSW='csw' OSEEID= 'userid' 
[ {BBCCHH=' bbcchh' | BLOCK= 'nnnnnn'} ] 



Exp lanatio n: The disk error recovery 
routine (DASD) or tape error recovery 
routine (TAPE) found an unrecoverable 
overrun check I/O error. 

addr - the unit address of the failing 

device . 
sense - the sense bytes, in hexadecimal, 

for the error condition. 



cm 


- the c 




of th 




being 




occur 


csw 


- the fi 




(CSW) 


bbcchh 


- the a 




head) 




error 


nnnnnn 


- the b 




occur 



ommand code, in haxadecimal, 
e channel command word (CCW) 
executed when the error 
red. 
ailing channel status word 

in hexadecimal, 
ddress (bin, cylinder, and 
, in hexadecimal, where the 

occurred, 
lock number where the error 
red. 



System Action; System operation continues. 
O p e rat or Actio n; Beply "retry" or "cancel", 



5051 type 'addr' OVEEEON CK CHD='cm' SNS='sense' 
CSW='csw' OSEEID= 'userid' [ BBCCHH = ' bbcchh ' ] 

- - - (Basic System Extensions) - - - 

5051 type 'addr' OVEEEON CK CHD='cm' SNS='sense' 
CSW='csw' OSERrD=' userid' 

[ CBBCCHH=' bbcchh' | BLOCK=' nnnnnn '} ] 



Explana t ion : The disk error recovery 
routine found an unrecoverable overrun 
check I/O error. The "type" in the message 
indicates which error recovery routine it 
was. 



Tjpe 
CONS 
DASD 
LINE 



Erro r Recov ery R outine 

terminal 

disk 

line 



The other variables in the message are: 



nit address of the failing 
e. 

ense bytes, in hexadecimal, 
he error condition, 
ommand code, in hexadecimal, 
e channel command word (CCW) 
executed when the error 
red. 
ailing channel status word 

in hexadecimal, 
ddress (bin, cylinder, and 
, in hexadecimal, where the 

occurred, 
lock number where the error 
red. 



Operat or A ction : None. 



5061 DASD 'addr' TEKCOND CK CMD='cm' SNS='sense' 
CSW='csw' OSERID='userid' BBCCHH= 'bbcchh ' 

Exp lana tion: The disk error recovery 
routine found an unrecoverable track 
condition check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hsxadeciial, 

for the error condition. 



addr 


~ 


the u: 
devic 


sense 


"" 


the s 
for t: 


cm 




the c 
of th 
being 
occur 


csw 


~ 


the f 
(CSW) 


bbcchh 




the a 
head) 
error 


nnnnnn 




the b 
occur 


System 


Action: 
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cm - the command code, in hexadecimal, 
of the channel command word (CCW) 
being executed when the error 
occurred. 

csw - the failing channel status word 
(CSH) in hexadecimal. 

bbcchh - the address (bin, cylinder, and 
head) , in hexadecimal, where the 
error occurred. 

Sys tem Action: System operation continues. 

Operator Action ; None. 



507D DASD 'addr' SEEK CK CMD='cm« SNS=' sense' 
CSW=»csw« DSERID=«userid' BBCCHH='bbcchh' 

Explanation ; The disk error recovery 
routine found an unrecoverable seek check 
I/O error. 



addr - the unit address 

device, 
sense - the sense bytes, 

for the error cond 
cm - the command code, 

of the channel com 

being executed w 

occurred, 
csw - the failing chann 

(CSW) in hexadecim 
bbcchh - the address (bin, 

head) , in hexadeci 

error occurred. 



of the failing 

in hexadecimal, 

ition. 

in hexadecimal, 

mand word (CCW) 

hen the error 

el status word 
al. 

cylinder, and 
mal, where the 



System Action ; System operation continues. 
Operator Action; Reply "retry" or "cancel". 



5081 {DASD|PRT|PDN|RDR} 'addr' PEBH ESEOR 
CMD='cm« SNS=«sense' CSH=«csw« 
OSERID='userid' [ BBCCHH= 'bbcchh' ] 

Explanation ; The disk error recovery 
routine (DASD) or the spooling error 
recovery routine (PRT, PON, or RDfi) found 
an unrecoverable permanent error condition. 



addr - the unit address 

device, 
sense - the sense bytes, 

for the error cond 
cm - the command code, 

of the channel com 

being executed w 

occurred, 
csw - the failing chann 
(CSW) in hexadecim 
bbcchh - the address (bin, 

head) , in hexadeci 

error occurred. 



of the failing 

in hexadecimal, 

ition. 

in hexadecimal, 

mand word (CCW) 

hen the error 

el status word 
al. 

cylinder, and 
mal, where the 



System Action ; System operation continues. 
Opera tor Action ; None. 



5091 DASD 'addr' TRKOVERDN CMD=«cm' 3NS='sense' 
CSW='csw' DSERID='userid' BBCCHH^ 'bbcchh « 

Explana t ion ; The disk error recovery 
routine found an unrecoverable track 
overrun check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in haxadecimal, 

of the channel command word (CCW) 

being executed when the error 

cccurreu . 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred. 

System A ctio n; System operation continues. 
Operator Action ; None. 

5101 TAPE 'addr' CONVERT CK CMD='cm' SNS='sense' 
CSW='csw' DSERID='userid' 

Explana tion; The tape error recovery 
routine found an unrecoverable data convert 
check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action ; System operation continues. 
Operato r Action : None. 

5111 TAPE 'addr' COMPAT CK CMD='cm' SNS=«sense' 
CSW='csw' OSERID='userid' 

Explana t ion ; The tape error recovery 
routine found an unrecoverable 
compatibility check I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in haxadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System A ction : System operation continues. 
Operato r Action : None. 



Control Program (CP) Hes sages 73 



DMK 



5121 TAPE 'addr* LOAD POINT CMD='cm» SNS='sense' 
CSW='csw' OSEBlD='userid' 

Explanation ; The tape error recovery 
routine found an unrecoverable load point 
I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition. 
CO - the command code, in hexadecimal, 

of the channel command word (CCH) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSH) in hexadecimal. 

System Action: System operation continues. 
O perator Action ; None. 



5131 {DASDITAPE} 'addr' FILE 
SNS=«sense« CSW=«csw» 
[BBCCHH='bbcchh' ] 



PROT 



CI!D=«cm' 



OSEfiID=«userid' 



- - - (Basic System Extensions) - - - 

5131 {DASDITAPE} 'addr' FILE PfiOT CBD='cm' 
SNS='sense' CSB='csw« OSEEID=«userid' 
[ {BBCCHH=«bbcchh« | BLOCK=»nnnnnn'} ] 



Explanation : The disk error recovery 
routine (for DASD) or the tape error 
recovery routine (for TAPE) found an 
unrecoverable file protect I/O error. 



addr - the unit address 

device, 
sense - the sense bytes, 

for the error cond 
cm - the command code, 

of the channel com 

being executed w 

occurred, 
csw - the failing chann 

(CSH) in hexadecim 
bbcchh - the address (bin, 

head) , in hexadeci 

error occurred, 
nnnnnn - the block number 

occurred. 



of the failing 

in hexadecimal, 

ition. 

in hexadecimal, 

mand word (CCW) 

hen the error 

el status word 
al. 

cylinder, and 
mal, where the 

where the error 



System A ction : System operation continues. 
Operator A ction ; None. 



514D DASD 'addr* ADDMEK CK CMD=«cm' SNS=' sense' 
CSW='csw' OSEEID='userid' BBCCHH='bbcchh' 

Explanation : The disk error recovery 
routine found an unrecoverable missing 
address marker I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition. 



cm - the command code, in hexadecimal, 
of the channel command word (CCW) 
being executed when the error 
occurred. 

csw - the failing channel status word 
(CSW) in hexadecimal. 

bbcchh - the address (bin, cylinder, and 
head) r in hexadecimal, where the 
error occurred. 

System A ctio n; System operation continues. 

Operator Actio n; Reply "retry" or "cancel". 



5161 type 'addr' BAD SENSE CMD='cm' SNS='sense' 
CSW='csw' OSERID='userid' [ BBCCHH =• bbcchh ' ] 

- - - (Basic System Extensions) - - - 

5161 type 'addr' BAD SENSE CMD='cm' SNS='sense' 
CSW='csw» DSERID='userid' 

[ {BBCCHH=' bbcchh' | BLOCK=' nnnnnn '} ] 



Explanation : An error recovery routine 
encountered an error on a sense operation. 
The "type" in the message indicates which 
error recovery routine it was; 



Tjpe 
DASD 
LINE 
TAPE 



Erro r Recovery R outine 

disk 

line 

tape 



The other variables in the message are: 



addr 

sense 

cm 

csw 
bbcchh 

nnnnnn 



- the unit address of the failing 
device. 

- the sense bytes, in hexadecimal, 
for the error condition. 

- the command code, in hexadecimal, 
of the channel command word (CCW) 
being executed when the error 
occurred. 

- the failing channel status word 
(CSW) in hexadecimal. 

- the address (bin, cylinder, and 
head) , in hexadecimal, where the 
error occurred. 

the block number where the error 
occurred. 



Sys tem Action: System operation continues. 

Operator Actio n: None. 

517E DASD 'addr' NOT/KNOWN CMD='cm' SNS='sense' 
CSW=»csw' DSERID=»userid' [ BBCCHH =• bbcchh' ] 

- - - (Basic System Extensions) - - - 

517E DASD 'addr' NOT/KNOWN CHD='cm' SNS='sense' 
CSW='csw' DSERID='userid' 

[ {BBCCHH='bbcchh' I BLOCK=' nnnnnn'} ] 



Explanation ; The disk error recovery 
routine encountered an error that is 
considered an impossible condition and must 
be reported as such. 
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addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

System Action ; System operation continues. 
Operator Action : None. 



5171 {LINEITAPE} 'addr' NOT/KNOWN CMD='cm' 
SNS=»sense« CSW=«csw» aSEBID='userid' 

Explanation : The line error recovery 
routine (for LINE) or the tape error 
recovery routine (for TAPE) encountered an 
error that is considered an impossible 
condition and must be reported as such. 



it address of the failing 

nse bytes, in hexadecimal, 

e error condition. 

mmand code, in hexadecimal, 
channel command word (CCW) 
executed when the error 

ed. 

iling channel status word 

in hexadecimal. 



System Action ; System operation continues. 
Operator Action ; None. 



addr 


- the un 




device 


sense 


- the se: 




for th. 


cm 


- the CO 




of the 




being 




occurr' 


csw 


- the fa: 




(CSW) 



5181 {DASBiTAPE} »addr« EECV 
SNS='sense' CSW='csw' 

[BBCCHH=' bbcchh* ] 



EREOa CKD='cm' 
DSEBID='userid« 



Explanation ; While attempting recovery, the 
disk error recovery routine (for DASD) or 
the tape error recovery routine (for TAPE) 
encountered an error not associated with 
the original error. Error recovery cannot 
be continued. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition. 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred. 

System Action; System operation continues. 



Operato r Action ; None. 

5191 TAPE 'addr' PE BORST CMD=»cm' 5NS='sense' 
CSW='csw' nSEEID= "userid' 

Explanation : The tape error recovery 
routine found an unrecoverable phase encode 
burst I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition. 
Cm - the command cods, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 
(CSW) in hexadecimal. 

System Action; System operation continues. 

Operato r Action ; None. 



520A {EDE|PRT|PON} 'addr' PEBM ERROR CMD='cm' 
SNS='sense' CSW = 'csw' 0SERID= 'usrid' 

Explanation ; The spooling error recovery 
routine found an unrecoverable error 
condition. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System A ction : System operation continues. 

Operat or Action ; Take appropriate action to 
correct the problem. If the problem 
persists, contact your system support 
personnel. 



5201 type 'addr' CHAN EEEOR CHD='cm' SNS='sense« 
CSW='csw' OSEEID='userid' [ BBCCHH = ' bbcchh ' ] 

- - - (Basic System Extensions) - - - 

5201 type 'addr' CHAN ERROR CWD='cm' SNS=«sense' 
CSW='csw' DSERID=' userid' 

[ {BBCCHH='bbcchh' | BLOCK=' nnnnnn • } ] 



Explana tion; An error recovery routine 
encountered an unrecoverable channel I/O 
error. The "type" in the message indicates 
which error recovery routine it was: 



Type 


Error Recovery Routine 


LINE 


line 


DASD 


disk 


PRT,PON,EDB 


spooling 


TAPE 


tape 
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The other variables in the message are: 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecinal, 

for the error condition. 
CO - the conoand code, in hexadecimal, 

of the channel command vord (CCH) 

being executed, 
csw - the failing channel status word 

(CSH) in hexadecimal, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred, 
nnnnnn - the block number where the error 

occurred. 

^V^^OW Ir'-t-iriTiT Cv=^'*'<=>™ r\-nr>t-^-t- i r^r> f;C lit ilL'ilSC 



Operator Action ; None. 



5211 type 'addr' HO DEVICE CBD='CH' SNS='sense' 
CSW=«csw* OSEEID='userid» 

Explanation : An error recovery routine 
received a reported error from a device 
that is not in the system configuration. 
The "type" in the message indicates which 
error recovery routine it was: 



Type 

GEAF 

PHT,PDN,SDR 

TAPE 



Error Recover y Routine 

terminal 

spooling 

tape 



The other variables in the message are: 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CS«) in hexadecimal. 

System Action ; System operation continues. 
Operator Action: None. 



5221 TAPE 'addr* ERASE CK CMD=«cm« SNS='sense' 
CSH='csw' OSERID=»userid' 

Explanation : The tape error recovery 
routine found an unrecoverable erase check 
I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSH) in hexadecimal. 

System Action : System operation continues. 



Operator Action ; None. 

5231 TAPE »addr' CONTROL CK CMD=«cm' 
SNS=«sense" CSW=«csw' OSERID=«userid' 

Explanation ; The tape error recovery 
routine found an unrecoverable control 
check on a tape. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hsxadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCH) 

being executed when the error 

CSW - the failing channel status word 
(CSH) in hexadecimal. 

System Action; System operation continues. 

Operator Action : None. 



52ai {BDR|PBT|PON} "addr* LOAD CHECK CHD=»cm« 
SNS=«sense« CSH='csw' OSERID="userid« 

Explanation : The spooling error recovery 
routine received an error when loading the 
DCS (universal character set) buffer. 



addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCH) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSH) in hexadecimal. 

Sys tem A ction : System operation continues. 
Operator Action : Retry the operation. 



5251 {GRAF|RDE|PRT|PDN} 'addr* FORMAT CK 
CMD=»CM' SNS='sense' CSH=«csw' 
DSERID=«userid« 

Explanation ; The terminal error recovery 
routine (for GRAF) or the spooling error 
recovery routine (for RDR, PRr , or PON) 
encountered a format error on a write RCE 
(Read Column Eliminate) command. 



addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCH) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 
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System A ction : System operation continues. 

Operator Action : Eetry the operation. 

- - - (Basic System Extensions) - - - 

5261 TAPE "addr" DSE FAILED CMD='CB» SNS='sense' 
CSH='csw« DSEfiID='usericl' 

Explanation : A data security erase 
operation has failed to complete 
successfully, causing a timeout condition 
exist on communication lines. 

addr - the unit address of the failing 
device. 

sense - the sense bytes, in hexadecimal, 
for the error condition. 

cm - the command code, in hexadecimal, 
of the channel command word (CCW) 
being executed when the error 
occurred. 

csw - the failing channel status word 
(CSH) in hexadecimal. 

Syste m Action: System operation continues. 

O perator Action : Activate the reset and 
load-rewind buttons on the failing device 
and restart the job. 



for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action: System operation continues. 
Operato r Action ; None. 



5291 {GRAF|EDH|PET|PDN} "addr* PARITY CK 
CSD-'cBi' 3NS='sense' CSff='csw' 
USEBID='userid« 

Explan at ion : The terminal error recovery 
routine (for GEAF) or the spooling error 
recovery routine (for EDE, PET, or PUN) 
found an unrecoverable parity check I/O 



error. 

addr 

cm 

sense 
csw 



- the unit address of the failing 
device. 

- the command code, in hexadecimal, 
of the channel command word (CCW) 
being executed when the error 
occurred. 

- the sense bytes, in hexadecimal, 
for the error condition. 

- the failing channel status word 
(CSW) in hexadecimal. 



System Actio n: 
continues. 



System 



operation 



5271 {LINEICONS} 'addr* LOST DATA CHD='cm« 
SNS=»sense« CSW=»csw" OSEEID=«userid« 

Explanation : The line error recovery 
routine (for LINE) or the terminal error 
recovery routine (for CONS) found an 
unrecoverable lost data I/O error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action : System operation continues. 
Operator Action : None. 



5281 {LINEICONS} 'addr' TIMEOUT CMD=«cffl« 
SNS=«sense' CSW='csw« USEEID=«userid ' 

Explanatio n: The line error recovery 
routine (for LINE) or the terminal error 
recovery routine (for COHS) determined that 
problems causing a timeout condition exist 
on communication lines. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal. 



Ope rat or Action: None. 

- - - (Basic System Extensions) - - - 

5301 DASD 'addr' CHECK DATA CBD='cm' 3NS='sense' 
CSW='csw' nSEEID='userid' BLOCK=' nnnnnn ' 

Explanation ; The FB-512 error recovery 
routine encountered an unrecoverable check 
data error. 

addr - the unit address of the failing 

device, 
sense - the sense bytes, in hexadecimal, 

for the error condition, 
cm - the command code, in hexadecimal, 

of the channel command word (CCW) 

being executed when the error 

occurred, 
csw - the failing channel status word 

(CSW) in hexadecimal. 

System Action: System operation continues. 
Operato r Action ; None. 



550E EEEOB RECORDING AEEA 90 PERCENT FOIL; RON 
CPEREP 

Explanation ; The error recoriing area 
specified in the message is 90S full. This 
message is a warning to prevent loss of 
error records. 
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System Actio n; System operation continues. 

O p e rator Actio n; Bun the CPEREP program to 
print the records on the affected area, and 
then clear the area. Save the printed 
output for your system support personnel. 



551 E EEEOB EECOEDING AREA FULL; EON CPEEEP 

Explanation The error recording area 
specified in the message is full. Further 
errors of that type cannot be recorded. 

System Action ; System operation continues, 
but no I/O errors, or machine check and 
channel check errors, are recorded. 

Operator Action ; Run the CPEEEP program to 
print the error records that are on the 
error recording area that is full, and then 
clear the area. Save the printed output 
for your system support personnel. 



5521 FOEMATTIHG EEEOE EECOEDING ABEA 

Explanation ; The recording area specified 
in the message is not in the proper format. 
The area is rewritten in the correct CP 
format at this time. This should only 
occur at the first IPL of a new system with 
a new error recording area. If this 
message appears at other times, it is 
probably due to a hardware error. 

System Action ; System operation continues. 

Operator Action ; If you did not expect this 
formatting to take place, ensure that the 
allocation of the system volume does not 
overlap cylinders or disk space and then 
call your system support personnel. 



5531 EEBROR EECOEDING 
'userid' 



AEEA CLEAEED; 



OSEE 



error recording is not rs commended. 
Whenever possible, try to restart the 
system, with the system disk on another 
drive. If the problem persists, call your 
system support personnel. 



559W SEF NOT AVAILABLE 

Explanation ; One of the following 
conditions has occurred on a 30 31 , 3 032, or 
3033 processor; 

1. SEF is not included in DMKBIO. 

2. The service support console is 
configured for diagnostics, remote 
hook-up, or program frame. The 

3. The system is running ia degraded 
mode. (only one coasole is 
operational.) 

Sys tem Action ; Processing continues. 
System will run, EEEP data is 
collected. Eeports are unformatted. 

Pser Actio n; 

1. Beassemble DBKEIO with the proper 
address for the 7443 devices and 
include ''SEF=" on the EIOGEN, refer to 
the VH/370 P lannin g and System 
Ge neration Guide . 

2. Wait until the servie support console 
is available. Enable the I/O 
interface. Select SBF mods form the 
CI frame by activating the SBF (A2) . 
(On the 3032, the SEF appears disabled 
until it is accessed.) VAEY ON the 
SBF. Attach the SEF. Eerun CPEEEP 
CLEAEF. Befer to the 
C omplex Operating 
GC38-0031. 

3. Eerun CPEEEP when both console 
stations are operational, generate 
reports then run CPEEEP CLEAEF to 
clear and obtain the frame records. 



3033 Processor 
Proc edures, 

both 



E xplanation ; DMKIOG has been invoked by 
user 'userid' to clear the error recording 
area specified in the message. Error 
recording in that area is reenabled. 

System Action ; System operation continues. 

Operator Action ; None. 



5581 DNBECOVEBABLE I/O EBBOE ; EEEOB EECOEDING 
DISABLED 

Explanation ; Unrecoverable input/output 
errors were encountered while trying to 
read or write in the error recording area 
at system initialization time. Error 
recording has been disabled. Probable 
hardware error. 

System A ction : System operation continues 
but error recording is not being done. 

O perator Action ; System operation without 



560W SBF EEBOES; FEAMES NOT ON EEBOB CYLINDEBS 

- - - (Basic System Extensions) - - - 
560W SBF EEBOES; FEAMES NOT IN EBBOE ABEA 



Explanation ; A permanent I/O error was 
encountered during an I/O operation with 
the SBF. The SEF frames are not placed on 
the error recording cylinders or in the 
error recording area. CPEEEP will not 
format the CCH and HCH records until the 
area is cleared and the fraae records 
reinitialized. 

System Action; Processing continues. 

Operat or Actio n; After the cause of the 
error has been corrected, run 3PEBEP with 
the CLEAEF parameter specified to clear the 
area. This will cause the frames to be 
placed in the error recording area. 
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561W MORE THAN 50 MCH OB CCH FRAMES WERE READ 
FROM THE SEF 

Explanation : The aaximun nunber of frames 
of one type has been exceeded. 

• There is an error in the Service 
Processor when responding to I/O 
requests to the SEF, or 

• The last engineering change has provided 
a set of frames larger than the maximum 
number expected. 



System Action 
will be 



The first 50 frames read 

accepted as valid and will be 



written to the error recording area. 

Operator Action ; Processing of MCH or CCH 
records by 50 frames may result in an 
incomplete or erroneous edit of logout 
information. Call IBM Field Engineering 
for support. 



5751 I/O ERROR ADD=raddr, OSERID=userid 

Explanation ; The VM/370 error recording 
interface has determined that a permanent 
or temporary I/O error has occurred on a 
virtual machine. This message also appears 
when VM/370 error routines are invoked for 
recording counter and buffer overflow 
statistics for various devices, for 
recording demounts, and for recording 
general statistical data. 

System Action ; System operation continues. 

Operator Action ; Run CPEREP to document the 
error. If the problem persists, call your 
system support personnel. 



6011 CHANNEL CONTROL 
'userid' 



CHECK DEV 



xxx; USER 



Explanation : A channel control check 
occurred on the channel specified by device 
xxx, where; 

xxx - Channel, control unit, and device 
address of the failing unit. 

System Action ; System operation continues. 

Operator Action ; Probable hardware error. 
If the problem persists, call your system 
support personnel. 



5G2I INTERFACE CONTROL CHECK 
•userid' 



iEV 



xxx; 



a SEE 



Explanation ; An interface control check 
occurred on channel specified in device 
xxx, where: 

xxx - Channel, control unit, and device 
address of the failing unit. 

System Action ; System operation continues. 



Operato r Action ; Probable hardware error. 
If the problem persists, call your system 
support personnel. 



603ff CHANNEL ERROR; RUN SEEEP, RESTART SYSTEM 

Explanation ; A channel check condition 
occurred from which the channel check 
handler could not recover. 

Sys tem A ction ; The system enters a wait 
state (wait state code = 002) . 

Operator Actio n; Probable hardware error. 
Eun the SEBEP program to document the error 
condition before restarting the system. If 
the problem persists, call your system 
support personnel. 

To restart, clear storage and IPL the 
VH/370 system, specifying CKPT start. 



6051 CHANNEL CHECK RECORDING FAILURE 

Explanation ; This message appears ; 

• When an unrecoverable I/O error is 
encountered while recording on the error 
recording cylinder, or 

• When the channel check recording 
cylinder is full. 

Sys tem Actio n; System operation 
continues. 

Operat or Action; Run the CPEREP program to 
write out the error records and clear the 
channel recording cylinder. If the error 
recurs, contact your systea support 
personnel. 



610H MACHINE CHECK; SUPERVISOR DAMAGE cpuid 

Explanation ; The machine check handler has 
encountered an unrecoverable error within 
CP. This message is also issued if a 
malfunction alert occurs on ths attached 
processor and CP was in control. 

System Action ; The system enters a disabled 
wait state (wait state code = 001 or 013). 

Operato r Action : Probable hardware error. 
Run the SEREP program to document the 
error. Restart the system. If the problem 
recurs, contact your systei support 
personnel. 



611W MACHINE CHECK; SYSTEM INTEGRITY LOST cpuid 

Explanation : The machine check handler has 
encountered an error that cannot be 
diagnosed because of an invalid machine 
check old PSH or invalid machine check 
interrupt code (MCIC) . The integrity of the 
system at this point is not reliable. 



Control Program (CP) Messages 79 



DMK 



System Action ; The system enters a wait 
state, code 001. 

Opera tor Action : Probable hardware error. 
Run the SEEEP program and save the output 
for your system support personnel. Restart 
the system. 



612W MACHINE CHECK TIMING FACILITIES DAMAGE; RON 
SEREP cpuid 

Explanation ; An error has occurred in the 
timing facilities. Probable hardware 
error. 

System Ac tion ; The system enters a disabled 
wait s+^te 'wai+ st?te cocJ"? = 001) . 

Operator Action; Run the SEEEP program to 
document the error. Restart the system. If 
the problem recurs, contact your system 
support personnel. 



6131 SOFT MACHINE CHECK EECOBDING DISABLED cpuid 

Explanation ; The error reporting interrupt 
mechanism for soft machine checks has been 
disabled. 



System Action ; System 
continues. 

Operator Actio n; None. 



operation 



6141 MACHINE CHECK; DAMAGED PAGE NOW DELETED 
cpuid 

Explanat ion: The machine check handler 
has deleted a page of storage as a result 
of storage data failures. Probable hardware 
error. 



Sys tem Action ; 
continues. 



System 



operation 



Operator Action; The system operator 
should note that the system is operating 
with 4K bytes less storage each time this 
message appears. 

If the problem recurs, run the CPEEEP 
program to document the error, then contact 
your system support personnel. 



6151 MACHINE CHECK RECORDING FAILDBE cpuid 
Explanat ion: This message appears: 

• If an unrecoverable I/O error is 
encountered while recording on the error 
recording cylinder, or 

• When the machine check recording 
cylinder is full. 



Sys tem Action : 
continues. 



Systei 



operatioi 



Operator Action: Run the CPEREP program 
to print the error records and clear the 
HCH recording cylinder. If the problem 
recurs, contact your system support 
personnel. 



6161 WftCHINE CHECK; USER userid TERMINATED cpuid 

Ex plana t ion : The user identified by 
userid has encountered a machine check 
error and the user's virtual machine has 
been reset. Probable hardware error. 



System Acti on; 
continues. 

Oriora + OT- B r-l- 1 OT1 • 



System 



operation 



Rnn -HHo rpPR T?P nrofTraw 



to document the error, 
recurs, contact your 
personnel. 



If the problem 
system support 



6171 MACHINE CHECK; BUFFER OR DLAT DAMAGE cpuid 

Explanation : The Machine Check Handler has 
encountered a buffer storage or DLAT 
partially disabled. 



System Actio n; 
continues. 



Systei 



operation 



Ope rator Action : Run the CPEREP program 
to document the error. If the problem 
recurs, contact your systei support 
personnel. 



6181 {INSTRUCTION RETRY | MAIN STORAGE} NOH IN 
{RECORD I QUIET) MODE cpuid 

Explanatio n: The SET MODE command has 
placed the processor in the mode that is 
specified. 



Sys tem Acti on : 
continues. 

Operat or Actio n: None. 



System 



operation 



6191 MACHINE CHECK; OPERATION TERMINAIED cpuid 

Exp lanation : The user has encountered a 
machine check error and the user's virtual 
machine had been reset or terminated. If 
the virtual machine was reset, the user 
must reinitialize the system to commence 
operation. If the virtual machine was 
terminated, he must log on again to 
commence operation. 



System Acti on: 
continues. 

Operat or Action : 
to document the 
recurs, contact 
personnel. 



System 



operation 



Run the CPESEP program 

error. If the problem 

your system support 
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6201 MACHINE CHECK; ATTACHED PEOCESSOE NOT BEING 
DSED 

Explanation ; The attached processor is no 
longer being used by the system because: 



A malfunction alert was received 
the attached processor. 



from 



The machine check handler received an 
unrecoverable error on the attached 
processor while in problem state. 

An instruction processing error was 
detected for the attached processor. 



System Action: System 
uniprocessor mode. 



operates 



Operator Action ; Eun the CPEREP program to 
document the error and save the output for 
your system support personnel. 



6211 MACHINE CHECK; AFFINITY SET OFF 

Explanation ; The attached processor is no 
longer being used by the system because of 
a malfunction alert, or an unrecoverable 
machine check. Affinity for the attached 
processor is no longer valid. 

System Action ; System operates in 
uniprocessor mode. The user is put in 
console function mode (if user was not 
disconnected) with affinity turned off= 

Dser Action: Eesume processing. Continue 
to operate without attached processor 
affinity, if possible. 



622W MACHINE CHECK: MULTIPLE CHANNEL EEEOES 

Explanation ; During a machine check 
interruption, a group of channels is 
unavailable. The channels will not be 
available until the system is reset. 

System Action ; VM/370 is terminated by 
loading a disabled wait PSH. The wait code 
in the PSW is X'00000001'. 



Operator Action : IPL SEREP 
VM/370 via IPL. 



and then reload 



700E INPOT UNIT IS NOT A CPVOL 

Explanation: The CPVOL operand was 
specified for a DUMP or COPY statement, but 
the last INPUT control statement did not 
describe a device that had been initialized 
with the VM/370 Format/Allocate program. 

System A ction; If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the correct statement is 
solicited from the console. 

User Action; Describe the proper DASD 
device with the INPUT control statement. 



If the proper input device is da fined, use 
the ALL operand or the explicit cylinder 
operand for the DUMP or COPY function. 



701E INVALID OPERAND - operand 

Explanation: The specified operand is 
invalid. 

System A ctio n: If the input is from cards 
or a CHS file, the card image is printed 
above the message, and the program is 
terminated after scanning the remaining 
statements for syntax. Otherwise, the 
correct statement is solicited from the 
console. 



User Action; Correct 
resubmit the job. 



the operand and 



702E CONTROL STATEMENT SEQUENCE ERBOE 

Explanation; The control statement is not 
in the proper sequence. 



System Action; If the inp 
or a CMS file, the card im 
above the error message, 
terminated after scanning 
statements for syntax, 
correct statement is soli 
console. Note that all DU 
COPY statements must be 
INPUT or an OUTPUT control 
multiple, explicit cylind 
defined, the DUMP, COPY 
statements must not be inte 



ut is from cards 
age is displayed 

The program is 
the remaining 

Otherwise, the 
cited from the 
MP, RESTORE, or 
delimited by an 

statement. When 
er extents are 
, and RESTORE 
rmixei . 



Use r Action : Place the control statements 
in the proper sequence, or correct the 
error, and resubmit the job. 



703E OPERAND MISSING 

Explanation : The above control statement 
contains insufficient informatioa . 

System A ction: If the input is from cards 
or a CHS file, the card image is displayed 
before the message. The program is 
terminated after scanning the remaining 
statements for syntax. Otherwise, the 
correct statement is solicited from the 
console. 

User Action ; Provide the missing operand 
and resubmit the job. 



70UE DEV cuu NOT OPERATIONAL 

Explanation : cuu is the device address of 
the unit that is not operational. 

Sys tem Actio n: If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the next statement is 
solicited from the console. 
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User action ; Either attach the proper 
device to your system or redefine the 
device in error. In either case, the 
function control statement must be 
reentered . 



receives "NOT ACCEPTED" at the display 
terminal. * 

Operato r Act ion: None. 



705E 10 EKEOS cuu CSH csw SENSE sense INPDT 
bbcchh OUTPUT bbcchh CCW ccw 

- - - (Basic System Extensions) - - - 

705E 10 ERKOE cuu CSH csw SENSE sense INPUT 
bbcchh OUTPUT {bbcchh| nnnnnn}CCW ccw 



Fx ti l a TiPi-*- i on ; An nnrerovpr a hi e T /n orror 
has been detected on the input or the 
output device, where: 

ecu - the unit address of the device in 

error, 
sense - the sense bytes, in hexadecimal, 

describing the error, 
csw - channel status word from the 

error, 
bbcchh - the address (bin, cylinder, and 

head) , in hexadecimal, where the 

error occurred on the input or 

output cylinder, 
nnnnnn - the block number where error 

occurred, 
ccw - the channel comoand word from the 

error. 

System A ction : The job step is terminated. 
If the output device is tape, an attempt is 
made to write a trailer label closing the 
output device. A cylinder map is printed 
describing all valid data that was dumped, 
restored, or copied to the point of error. 



Not e; This may be a valid condition if a 
virtual user attempts to dump, restore, or 
copy past the cylinder extents of the 
minidisk with which he is working. 

Use r Act ion: Determine whether or not the 
error was valid. If it was not valid, 
resubmit the job. If the error persists, 
call IBM for hardware support. 



7051 I/O ERROR 
LINE=addr 



RESID=resid 



STATUS=status 



Explanation : For DMKEGA, an unrecoverable 
I/O error has been detected on the remote 
display station or the remote printer. 

resid - three bytes, in hexadecimal, of 

the real resource identifier, 
status - two bytes, in hexadecimal, of 

status and sense data describing 

the error, 
addr - the unit address of the line to 

which the remote station is 

attached. 

S yste m A cti on: System operation continues. 
The system operator is notified. The user 



706E LINE addr NOT ENABLED 

Explanation : The command could not be 
executed because the line address specified 
was not enabled. 

System A ction ; None. 

Use r Action : Enable the line address and 
reissue the command. 

7n7» nrjT. pnNrTTnN not nvaTT.BBTT? 

Explan a tion ; The DIAL command cannot be 
issued from this station or terminal. 

System Action : System operation continues. 

User Action: None. 



707E MACHINE CHECK RUN SEREP AND SAVE OUTPUT FOE 
CE 

Explana t ion : A hardware error has occurred 
while running in standalone mode. 

System Action: The program loads a disabled 
wait state PSi after attempting to print 
the message. 



User Ac tion : Run the 
program provided by the 
to document the hardware 
analysis of the problem. 



standalone SEREP 

customer engineer 

error for further 

Attempt to rerun 



the job. If the error persists, call IBM 
for hardware support. In either case, all 
output should be saved to show to the 
service representative. 

708E INVALID INPUT OE OUTPUT DEFINITION 

Explanation : The INPUT and/or OUTPUT 
statement is not defined or is defined as 
the wrong device type. For example, the 
DUMP statement must have the input unit 
defined as a DASD device and the output 
unit defined as a tape device. 

System Action ; If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the correct statement is 
solicited from the console. 

User Action : Redefine the input or output 
definition, or use the proper function 
control statement. 



709E WEONG INPUT TAPE MOUNTED 

Exp lanation ; The tape is invalid for one 
of the following reasons: 

• There is no volume header record on the 
tape. 
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The volume header record cylinder 
identifier is higher than the cylinder 
being searched for. If the tape was 
produced from FB-512 data, the volume 
header blockid is higher than the block 
being searched for. 

The volume header record time stamp is 
different from the preceding volume 
trailer label time stamp. 



Syste m Action : The syste 
unloads the tape; then it a 
the next tape's volume head 
the wrong input tape is moun 
rewinds and unloads the tape 
whether the REWIND, ONLOAD, 
was specified in the 
statement of the DASD Dump E 



rewinds and 
ttempts to read 
er record. If 
ted, the system 
, regardless of 
or LEAVE option 
INPOT control 
estore program. 



Dser Action ; Mount the proper tape. 



710A DEV cuu INTERVENTION REQUIRED 

Explanation : cuu is the unit address of the 
device that has become not-ready. 

System Action : The program waits for the 
specified device to become ready. 

D ser Action: Make the specified device 
ready. 



712E NUMBER OF EXTENTS EXCEEDS 20 

Explanatio n: The DUMP or COPY control 
statement has explicitly defined more than 
20 extents, or if CPVOL was specified, the 
input unit has more than 20 physical 
extents defined. 

Sys tem A ctio n: If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the next control 
statement is solicited from the console. 

Dse r Actio n; Dse the DUMP ALL or COPY ALL 
statement, or perform the job specifying no 
more than 20 extents, and repeat DUMP or 
COPY if necessary to complete the task. 

713E OVERLAPPING OR INVALID EXTENTS 

Explanation ; The DDMP, RESTORE, or COPY 
statement contains invalid or overlapping 
explicit cylinder or block extents. 

System A ction : If the input is from cards 
or a CHS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the correct statement 
is solicited from the console. 

Dser Action : Enter the proper cylinder or 
block extent information. 



711 R VOLID READ IS volid2 [NOT volidi ] DO YOU 
WISH TO CONTINUE? RESPOND YES NO OR 
REREAD: 

Explanation : 

volidi - The volume serial number from the 
input or output control 
statement; volidi is displayed 
only if it was entered. 

volid2 - The volume serial number from the 
V0L1 label on the DASD device 
specified by the control 
statement. 

System A ction ; Waits for response. 

If you respond "yes", the operation 
continues. 

If you respond "no", and the input is from 
cards or a CMS file, the program is 
terminated after scanning the remaining 
statements for syntax. Otherwise, the next 
statement is solicited from the console. 



714E RECORD bbcchh NOT FOUND ON TAPE 

- - - (Basic System Extensions) - - - 
714E RECORD {bbcchh | nnnnnn} NOT FOUND ON TAPE 



Explanation ; The given record was not found 
on the tape. 

bbcchh - the address (bin, cylinder, and 
head) , in hexadecimal, of the 
missing track header record. 

nnnnnn - the decimal block number of the 
missing block. 

System Action; The job step is terminated. 
All data restored or copied to that point 
is valid. If the input is from cards or a 
CMS file, the program is terminated after 
scanning the remaining statements for 
syntax. Otherwise, the next control 
statement is solicited from the console. 



If you respond "reread", the volume 
specified is read again. 

Note: A new volume may have been mounted 
in the interim. 



Dser Act ion: 
"reread". 



Respond "yes". 



User Action: Use the COPY ALL or RESTORE 
ALL statement, or use the correct explicit 
cylinder operand. 



715E LOCATION bbcchh IS A FLAGGED TRACK 

Explana t ion ; The DASD device has a flagged 
track. 



bbcchh - the address (bin, cylinder, and 
head) , in hexadecimal, of the 
flagged track. 
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System A ction ; EC = 3. 

For the IBM 23m, 2319, and 2305, the job 
step continues; for the IBH 3330 and 3350, 
the job is terminated. All data dumped or 
copied to that point is valid. The input 
and output devices are closed, and a 
cylinder map of the data dumped or copied 
is printed. 

For the IBH 2305, 2314, 2319, and 3340, 
flagged tracks are treated as any other 
track; that is, no attempt is made to 
substitute the alternate track data when a 
defective primary track is read; tracks are 
not inspected to determine if they were 
previously flagged when written. It is 
therefore recommended that volumes dumped 
containing flagged tracks be restored to 
ttie sane voxume. untiuUK/ iti£ xs dxsplayea 
each time a defective track is dumped, 
copied, or restored, and the operation 
continues. 

For the IBM 3330 and 3350, flagged tracks 
are automatically handled by the control 
unit and should never be detected by the 
program. However, if a flagged track is 
detected DMKDDB715E is displayed and the 
job step is terminated. 

User A ctio n: Dse the DOMP or COPY 
statements with the explicit cylinder 
operand to dump or copy around the flagged 
track. 



717R DATA DUMPED FROM volidi TO BE BESTORED TO 
volid2. DO YOU WISH TO CONTINUE? RESPOND 
YES NO OR REREAD: 

Explanation : 

volidi - The volume serial number of the 
input tape. 

volid2 - The volume serial number of the 
output DASD device that is to 
receive the data from volidi. 

System Action : The system waits for a 
response. 

If you respond "yes", the restore function 
continues. 

It you respond "no" and the input xs from 
cards or a CMS file, the program is 
terminated after scanning the remaining 
statement for syntax. Otherwise, the 
correct statement is solicited from the 
console. 

If you respond "reread", the input tape is 
backspaced to the start of the file, and 
the volume header label is reread. 

User Action: If the wrong input tape is 
mounted, replace the tape and respond 
REREAD. Otherwise, respond in the 
appropriate manner. 



718E OUTPUT UNIT IS FILE PROTECTED 



716R NO V0L1 LABEL FOUND FOR volid DO YOU WISH 
TO CONTINUE? RESPOND YES NO OR REREAD: 

Explanation ; For count-key-data, the 
program was unable to find a record with 
the key of V0L1 on cylinder track and 
was not able to read record 3 on cylinder 
track for the specified volume serial 
number (volid) . 

The volume serial number is displayed only 
if specified in the INPUT or OUTPUT control 
statement. 

(For Basic System Extensions FB-512 
devices, block 1 on the device could not be 
read.) 



Explanation : 
written on. 



The output tape cannot be 



Sys tem Action : RC = 1 

The program terminates. The taps device is 

rewound and unloaded; the system waits for 

the device to become ready, ihen the unit 

is ready, the system writes a volume header 

record on the tape, and the operation 

continues. 

Use r Action : Replace the file security ring 
in the tape reel, or mount the proper tape. 



719E INVALID FILE NAME OR FILE NOT FOUND 



Syste m Action : The system waits for a 
response. 

If you respond "yes", the system continues 
with the job steps. 

If you respond "no" and the input is from 
cards or a CMS file, the program is 
terminated after scanning the remaining 
statements for syntax. Otherwise, the next 
statement is solicited from the console. 

If you respond "reread", the program 
attempts to reread the specified device. 

Us er Action ; Respond to the message as 
indicated. 



Explanation : This message can appear only 
if DHKDDB is running under CHS. A filetype 
was not entered from the CHS coimand line, 
or the filename and filetype entered could 
not be found on the CHS files currently 
logged in. 

User A ction : Either omit all operands on 
the CHS command line, defaulting to console 
input, or enter the proper filename, 
filetype, and/or filemode for the CHS file 
containing the input control statements. 



720E ERROR IN routine 

Explanation ; routine is the name of the 
CHS routine in error from the first eight 
characters of the CHS parameter list. The 
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CMS return code generated by the error is 
returned in the following manner: 

PEINTR — the CMS return code plus 100 

WAITED— the CMS return code plus 200 

RDBOF — the CMS return code plus 300 

TYPE or TYPLIN — the CMS return code plus 
400 

System Action ; If the input is from cards 
or a CMS file, the program terminates after 
scanning the remaining statements for 
syntax. Otherwise, the program is 
immediately terminated. 



User 



Action: 



Correct the 



indicated by the return code, and resubmit 
the job. 



72 IE RECORD CChhr NOT FOOND 

- - - (Basic System Extensions) - - - 
72 IE RECORD {cchhrl nnnnnn} NOT FOOND 



Explanation : The record indicated by cchhr 
was not found. 

cchhr - the address (cylinder, head, and 
record) of the record explicitly 
described by the PRINT or TYPE 
function. 

nnnnnn - the FB-512 block number of the 
block described by the PRINT or 
TYPE function. 

System Action ; The system terminates the 

PRINT or TYPE function in process and 

continues with the remaining job steps 
unaffected. 

Oser Action : For count-key-data, if the 
explicit record identifier is not known, 
print or type on a cylinder or track basis. 

For FB-512, correct the number and retry. 



722E OOTPDT DNIT NOT PROPERLY FORMATTED FOR THE 
CP NDCIEDS 

Explanation ; The CP nucleus cannot be 
restored or copied for one of the following 
reasons: 

• The output yolume was not formatted 
using the Format/Allocate program. 

• The volid of the original nucleus yolume 
is different from the yolid of the new 
nucleus volume. 

• The cylinders or pages on which the 
nucleus will reside are not allocated as 
permanent space in the allocation record 
on the input deyice. 



System Actio n: If the input is from cards 
or a CHS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the next control 
statement is solicited from the console. 

User Action ; Ose the Format/Allocate 
program to prepare the output disk as 
indicated above, and resubmit the job. 



723E NO VALID CP NDCLEOS ON THE INPOT DNIT 

Explanation ; If the input unit is tape, 
then the tape does not contain a DDK 
nucleus dump. If the input unit is disk, 
then a CP nucleus was never loaded onto 
that disk. 

System Action : If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the correct statement 
is solicited from the console. 

Oser Action ; Mount the proper input unit 



and resubmit the job. 



724E INPOT TAPE CONTAINS A CP NDCLEOS DOMP 

Explanation ; The user is attempting to 
restore a tape dump using the NDCLEOS 
parameter by specifying ALL or explicit 
extent parameters. 

System Actio n: If the input is from cards 
or a CMS file, the program is terminated 
after scanning the remaining statements for 
syntax. Otherwise, the next control 
statement is solicited from the console. 

Oser Action: Ose the RESTORE NDCLEOS 
statement or mount the proper tape. 



'25E ORIGINAL INPOT DEVICE WAS (IS) LARGER THAN 
OOTPDT DEVICE. DO YOD WISH TO CONTINDE? 
RESPOND YES OR NO: 

Explana t ion : 

RESTORE FONCTION — The number of cylinders 

or blocks on the original DASD input unit 

is compared with the number on the output 

device. 



COPY FONCTION — The input 
more cylinders or blocks 
device. 



device contains 
than the outout 



Operato r Action : Determine if tlie copy or 
restore function is to continua; respond 
either "yes" or "no". 



726E MOVING DATA INTO ALTERNATE 
CYLINDER (S) IS PROHIBITED 



TRACK 



Explanation ; An extent statement was 
encountered that attempted either to 
RESTORE or to COPY a cylinder of data into 
the alternate track cylinder. This is not 
permitted. The alternate track cylinders 
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of disks (except 2314 and 2319) are to be 
used only for alternate tracks and not as a 
primary data area. 

System A ction ; The program attempts to read 
another control statement, or to read 
another extent statement. 

Dser Action : If the extent statement 
contains a typographical error, correct it. 
Otherwise, find some other cylinder (s) to 
RESTORE or COPY the data to. The REORDER 
operand of the extent statement can be used 
to move an entire minidisk to different 
cylinders. 



727E FLAGGED TFK xxxxxxxxxxxx HAS 
ALTERNATE; SKIPPING THIS TRK 



NO PROPER 



Explanation : An attempt was made to read 
from or write to a track that is flagged as 
defective, but it has no alternate track 
assigned; or it has an alternate assigned 
improperly. (Alternate does not point back 
to defective track, alternate has defective 
flage set, etc.) 

Syste m Action : In the case of DOMP, 
RESTORE, or COPY the defective track is 
skipped and processing continues with the 
next track. In the case of PRINT or TYPE, 
the home address and the record zero from 
the defective track are displayed. 

Dse r Action ; To restore the disk to a 
usable condition, perform a disk 
initialization using IBCDASDI. 

730E DEV cuu NOT OPERATIONAL OR NOT READY 

Explanation : The device at address cuu is 
not operational (SIO gave cc=3) or not 
ready (intervention required indicated in 
sense data) . 

System Action : If the input is from cards, 
the card in error is printed and the job 
step is terminated. If the input is from 
the console, the proper device address is 
requested from the user. 

Use r Action : Ready the device, attach the 
proper device to the system, or specify the 
proper device in the control statement. 



732E MACHINE CHECK RUN SEREP AND SAVE OUTPUT FOR 
CE 



733E VOLID READ IS volidi NOT volid2 

Explanation : The wrong volume is mounted on 
the device described by the ALLOCATE 
control statement. 

volidi - the volume serial number as read 

from the DASD device. 
volid2 - the volume serial number from the 

ALLOCATE control statement. 



Note; If volidi = "none", no record 
found on cylinder 0, track 0. 



3 was 



Sys tem Actio n: If the input is from cards, 
the card in error is printed and the job 
Btep i p fermxTififofl. Tf it is console inp'it, 
the proper volume serial number is 
requested from the user. 

Use r Action: Correct the ALLOCATE control 
statement or mount the proper volume on the 
device described by the ALLOCATE control 
statement. If "none" was given for volidi, 
the pack must be formatted. 



734E TYPE OR CYL INVALID 

- - - (Basic System Extensions) - - - 
73aE TYPE OR {CYL | PAG} INVALID 



Explanation ; While attempting to allocate 
cylinders or extents, an invalid control 
statement was encountered or an invalid 
extent was specified. For count-key-data 
devices, an invalid cylinder or extent is 
any extent with a starting location greater 
than the ending location or greater than 
the maximum number of cylinders for that 
device type. (For Basic System Extensions 
FB-512 devices, the extents are specified 
by page numbers. An invalid extent is one 
in which the starting number exceeds the 
highest page on the volume. The valid 
control statements are TEHP, PERM, TDSK, 
DRCT, or END.) 



System A ction : If the input is from cards, 
the card in error is printed and the job 
step terminated. If it is console input, 
the proper control statement is requested 
from the user. 



Explanation : A machine check hardware error 
has occurred. 

Sys tem A ction ; The program loads a disabled 
wait state PSW after attempting to print 
the message. 

User Action ; Run the standalone SEREP 
program to document the hardware error so 
that further analysis can be done. Then 
attempt to rerun the job. If the error 
persists, save all output and notify your 
system support personnel. 



User Action; Correct the control statement 
or extent information and resubmit the 
statement. It should be noted that the 
allocation data overlays the existing data 
within the allocation record. Therefore, 
overlapping extents are valid and any 
errors may be corrected by resubmitting the 
proper extents. If the END control 
statement immediately follows the ALLOCATE 
statement, the allocation table is printed 
without any alterations. 
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735E FATAL DASD 10 EREOE 

Explanation : An unrecoverable error was 
encountered on the DASD device being 
formatted. 

System Action : The job step is terminated 
immediately and the next control statement 
is read. 

User Action : Check message DHKFHT736E, 
displayed just prior to this message, to 
determine the extent and type of failure. 



736E 10 ERBOH cuu CCHHE = cchhr SENSE = sense 

- - - (Basic System Extensions) - - - 

736E 10 EBROR cuu {CCHHR = cchhr | BLOCK=nnnnnn} 
SENSE = sense 



Explanation : An I/O error has been 
detected. 

cuu - The unit address of the device in 

error, 
cchhr - The cylinder, head, and record 

identification of the record in 

error, 
sense - the sense bytes, in hexadecimal, 

describing the error condition, 
nnnnnn - the block number of the block 

error. 

System Action: The job step is terminated 
and the next control statement is read. 

User Action : Resubmit the job. If the error 
persists, call your system support 
personnel. 



737E INVALID OPERAND 

Explanation : An operand is in error; it can 
be seen in the card image displayed 
following the message. 

System Action : A card image containing the 
error is printed following the message, and 
the job step is terminated. 

Dser Action : Correct the invalid operand in 
the control statement and resubmit the job. 



738A DEV cuu INTERVENTION REQUIRED 

Explanation : Intervention is required on 
the device at address cuu. 

S ystem Action : The system waits for an 
interrupt from the card reader or console. 
When an interrupt is received from either 
the card reader or the console, that unit 
is solicited for the next control 
statement. 

Dser Action : Correct the error as indicated 
on the card reader and make the device 



ready, or switch to 
signaling attention. 



console input by 



739E FLAGGED PRIHARY TRACK HAS NO 
ASSIGNED; 10 ERROR FOLLOWS 



ALTERNATE 



Explanation : An I/O operation was attempted 
on a track that is flagged defective, but 
has no alternate track assigned to it. Or 
an improper alternate assignment exits as 
follows: . The CCHH pointer in record zero 
of either the defective or the alternate 
does not point to the other track of the 
pair. Or one of the two tracks has bits 5 
and 7 of the home address flag byte 
improperly set. 

System Action : Error messages DMKFHT736E 
and DMKFHT735E follow immediately. The 
CCHHR address given in message DMKFHT736E 
identifies the defective track. 

User Action : To restore the disk to a 
usable condition, perform a disk 
initialization using IBDASDI. 



7ttOE PACK HOUNTED IS 33a0-35, 
MOUNT ANOTHER OR RESPECIFY 



NOr 3340-70. 



Explanation ; The user indicated that the 
device is a 3340-70, but the sense data 
indicates that a 3340-35 disk pack is 
actually mounted. A 3340-35 pack has fewer 
cylinders than a 3340-70 and cannot be 
formatted as a 3340-70. However, a 3340-70 
can be formatted as a 3340-35. 

System Action : If the input is being 
entered from a console, the user is 
prompted to reenter the device address and 
device type. If the input is from cards 
the card in error is printed and the job 
step is terminated. 

Use r Action : Correct the unit address or 
device type. Or mount a 3340-70 disk pack 
in place of the 3340-35. 



751E INVALID OPERAND - xxxxxx 



Explanation ; 
invalid. 



The specified operand is 



System Action : The card image is displayed 
above the message, and the program is 
terminated after scanning the remaining 
statements for syntax. 



User Action 



in the 
job. 



Correct the invalid operand 

control statement and resubmit the 



752E STATEHENT SEQUENCE ERROR FOLLOWING USER 
user 

Explanation : A USER definition control 
statement was determined to be out of 
sequence following the specified user. 
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System Actiop ; The statement that is out of 
segaence is displayed after this message. 
Directory processing is terminated after 
the remaining statements are scanned for 
syntax. 

Not e; The USER control statement delimits 
each virtual machine directory description. 
Therefore, the OSEE statement must follow 
the last device description statement, and 
each OPTION, ACCODNT, or IPL statement must 
fall between the OSEE statement and the 
first statement describing a device. 

With the exception of dummy (NOLOG) users, 
all users in the directory must have at 
least one device. 

User Action ; Place the control statements 
in the proper seguence or correct the 
error, and resubmit the job. 



753E OPERAND MISSING 

Explanat i on : Insufficient information is 
contained in the control statement. 

System Action ; The card image is displayed 
above the error message. The program is 
terminated after scanning the remaining 
statements for syntax. 



Dser Action 
in the 
job. 



Provide the missing operand 

control statement and resubmit the 



75aE DEV CUU NOT OPERATIONAL 

Explanation ; The device at address cuu is 
not operational. 

Syste m Action ; The program is terminated 
after scanning the remaining statements for 
syntax. 

Dser Action: Either attach the proper 
device to the system, or specify the proper 
device in the DIEECTOEY control statement. 



User Action: Resubmit the job. If the error 
persists, call your system support 
personnel. 



756E PROGEAM CHECK PSW = pSw 

Explanat ion : A program check has occurred 
in the program, where psw is the program 
check old PSW. 

System Action : The program goas into a 
disabled wait state after attempting to 
display the message. 



Ose r Action: Take a standalone dump, 
call your system support personnel. 



and 



757E MACHINE CHECK EON SEEEP AND SATE OOTPUT FOR 
CE 

Explanation : A hardware error has occurred 
while running in standalone mode. 

System Actio n: The program loads a 
disabled wait state PSW after attempting to 
print the message. 

Dse r Action : Run the standalone SEEEP 
program to document the hardware error, so 
further analysis can be done. Then attempt 
to rerun the job. If the error persists, 
save all output and call your system 
support personnel. 



758E DDPLICATE ONIT DEFINITION 

Explanation : The control statement is 
defining a device with a device address 
that was previously defined for the same 
user. 

System A ctio n: The card image is displayed 
above the message. The program is 
terminated after scanning the remaining 
statements for syntax. Note that checking 
for duplicate devices may be suspended for 
an individual user after the first 90 
device control statements. 



755E 10 ERROR cuu CSW csw SENSE sense 

Exp lanatio n; An I/O error 
detected. 



has been 



cuu - the unit address of the device in 

error, 
csw - the channel status word from the 

error, 
sense - the sense bytes, in hexadecimal, 

describing the error condition. 

System Action ; If the error is from the 
card reader, the program waits for the 
reader to become ready again. If the error 
is from the directory volume, the program 
no longer attempts to write on that volume. 
In either case, the program attempts to 
scan the remaining cards for syntax and 
then is terminated. 



Ose r A ction : Remove or correct the 
duplicate definition, and resubmit the job. 



760E NOT ENOOGH SPACE ALLOCATED FOE DIEECTOEY 

Explanation : There is insufficient space on 
the directory volume to continue building 
the directory. 

System A ctio n: The program is terminated 
after scanning the remaining statements for 
syntax. Writing is suspended on the 
directory device. The message is reissued 
for each additional cylinder of 
count-key-data space needed by the 
directory program. For Basic System 
Extensions it is not reissued for FB-512 
devices. 
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Ose r Action ; Using the VM/370 
Format/Allocate program, allocate more 
space on the directory volume. Note that 
the Directory program always starts 
building a new directory on a fresh 
cylinder or separate extent and does not 
overlay an existing directory written on 
the directory volume. After the directory 
is successfully updated, the space used by 
the old directory is marked as available 
for use by the next directory to be 
created. 

761 E VOLID EEAD IS volidi NOT volid2 

Explanation ; The wrong volume is mounted 
on the device described by the DIBECTOEY 
control statement. 

volidi - the volume serial number from the 

directory volume. 
volid2 - the volume serial number 

described by the DIRECTOBY 

statement. 

System Action ; The program is terminated 
after scanning the remaining statements for 
syntax. 

Dser Action ; Correct the DIBECTOEY control 
statement, or mount the proper volume on 
the device described by the DIBECTOEY 
control statement. 

762E DIBECTOEY STATEMENT MISSING 



BDBDF - the CMS return code plus 100. 
TYPLIN - the CBS return code plus 200. 

S ystem A ctio n; The program is terminated 
after scanning the remaining statements for 
syntax. 

User Action ; Correct the error as 
indicated by the CMS return code, and 
resubmit the job. 

- - - (System Extensions) - - - 

!00E COMMAND REJECTED, OTHEB VIRTOAL MACHINES 
LOGGED ON 

Explanation ; Virtual machines, other than 
the V=E machine and the VM/370 system 
operator's, were logged on. 

System Actio n; None. 

Op erato r Actio n; Eeissue the command after 
establishing that only the two valid 
machines are logged on the system . 



- - - (System Extensions) - - - 

iOlE FEEE STORAGE PAGE IS NOT AVAILABLE 

Explanation ; Free storage cannot be 
obtained for saving the CP PSA, therefore, 
the transition was not made. 



Explanation ; The first control statement 
detected by the program was not a DIRECTORY 
control statement. 

System Action ; The program is terminated 
after scanning the remaining statements for 
syntax. 

Dser Action ; Place the DIBECTOEY statements 
in front of the other control statements, 
and resubmit the job. 

763E INVALID FILENAME OR FILE NOT FOOND 

Explanation ; This message appears only if 
running under CMS. The filename and/or 
filetype and/or filemode specified on the 
CHS command line could not be found on the 
CMS files currently logged in. The default 
filename, filetype, and/or filemode is OSEE 
DIBECT *. 



System Action ; None. 

Operato r Action; Reissue the command when 
more free storage is available. 



- - - (System Extensions) - - - 

802E COMMAND BEJECTED, DEVICES NOT DEDICATED 

Explanation ; All devices (except the 
console and virtual spooling devices) must 
be dedicated devices. 

System A ction ; None. 

O perat or Action; Beissue the command after 
verifying that all devices are dedicated - 



S ystem Action ; EC = 1 
Execution terminates. 

User Action ; Reenter the CMS command; 
describe the proper CMS file containing the 
DIBECTOEY control statements. 



- - - (System Extensions) - - - 

803E COMMAND BEJECTED, SPOOL DEVICES NOT DEAINED 

Explana t ion ; All CP spool devices have not 
been drained. 



764E EESOB IN routine 

Explanation ; routine is the name of the CMS 
routine in error from the first eight 
characters of the CMS parameter list. The 
CMS return code generated by the error is 
returned in the following manner; 



System Actio n; None. 

Operato r Action ; Beissue the command after 
all CP spool devices have been drained. 
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- - - (System Extensions) - - - 

80tE SINGLE PROCESSOR BODE ON REJECTED 

Explanation : Single processor mode was not 
established because of one of the 
following: 

1. VIl/370 is not in uniprocessor mode. 

2. There is no V=R area. 

3. There is no multiprocessor hardware 
feature. 

System Action : None. 

operator Action ; Use the SPBODE ON command 
only when the proper conditions are 
satisfied. 



- - - (System Extensions) - - - 

805E SINGLE PROCESSOR MODE OFF REJECTED 

Explanation ; Single processor mode has not 
been reset because the V=R virtual machine 
has a nonzero prefix value. 

System Action : None. 

Operator Action ; Ose the SPMODE OFF command 
only if the proper conditions are 
satisfied. 



- - - (System Extensions) - - - 

806E COMMAND REJECTED, VIBTOAL ADDRESS NOT EQOAL 
TO REAL ADDRESS 

Ex planation : The virtual device address was 
not the same as the real device address. 

System Action : None. 

Operator Action ; Reissue the command after 
this condition is corrected for the V=R 
virtual machine. 



- - - (System Extensions) - - - 

807E COMMAND REJECTED, VM/370 ATTACHED PROCESSOR 
MODE 

Explanation ; VM/370 was not in uniprocessor 
mode. 

Syste m Action : None. 

Operator Action ; Issue the QVM command when 
the VM/370 system is in uniprocessor mode. 



- - - (System Extensions) - - - 

8081 SINGLE PROCESSOR BODE ACTIVE 

Ex planation ; Whenever single processor mode 
is turned on, the value loaded into the 
prefix register by VB/370 is displayed. 

System Action ; None. 

Operator Action ; None. 



- - - (System Extensions) - - - 

809E COMMAND REJECTED, TRACE/ADSTOP IN EFFECT 

Explana t ion ; The transition canaot be made 
for the V=R virtual machine if tracing or 
adstop is being used. 

Sys tem Actio n; None. 

Operato r Action : Turn off tracing or adstop 
for the V=R virtual machine and reissue the 
QVM command. 



8501 ONABLE TO READ DOMP FROM READER 

Explanation : The VMFDOMP command was unable 
to read the 37 0'»/3705 dump or the system 
abend dump from the CP spool file through 
the CHS card reader. This could be 
because: 

• The reader is not at address OOC, 

• The reader at OOC is already in open 
status from a previous operation, or 

• The device in the virtual machine at OOC 
is not a CP spool card reader device. 



Oser Action ; Verify that the virtual 
machine configuration is correct for 
performing a VMFDOMP operation and that the 
card reader at OOC is a spool card reader 
in closed status. 



8521 FATAL I/O ERROR WRITING DOMP 

Explanation ; An unrecoverable I/O error 
occurred during the writing of the 
3704/3705 dump or the system abend dump on 
the CMS disk being accessed. The message is 
preceded by CMS error messages for the disk 
function. 

Oser A ction ; Reissue the command after 
taking action to bypass the I/O errors on 
the CMS disk being accessed. 



8531 NO DOMP FILES EXIST 

Exp lan at ion ; The VMFDOMP command was 
specified, and the return from the CP 
interface indicates that no dump files 
exist for this user. 
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Oser Action ; Verify that the dump files 
produced by the CP systea have the userid 
and the class required, and that this 
user's userid and class on the card reader 
match that of the dump, so that a dump file 
can be read. If no dump files exist, 
VHFDOffP does not have to be issued. If the 
dump file exists under a different userid, 
have the operator transfer that file to the 
required userid, so that it can be 
accessed. Also, verify that the input 
class of the spool card reader at OOC is 
class D, so that it can read the dump file. 



8601 FATAL I/O EESOB READING DOMP 

Explanation : During the reading of the dump 
from the CMS disk, an unrecoverable I/O 
error occurred. This message is preceded by 
a CBS message indicating the disk failure. 

Oser Action ; Take corrective action to 
bypass the I/O error. Then reissue the 
command requesting to print the dump 
previously loaded onto the disk. 



Note; The general registers, old program 
PSW, and the program interrupt code are 
restored to the values at the time of the 
program check, before entering the wait 
state. 

Operator Actio n; This message usually 
indicates severe system problems with the 
spooling files, system accounting data, or 
other system data needed for warm start. It 
is usually impossible to continue system 
operation without clearing storage and 
performing a checkpoint start. If a system 
dump to printer or tape preceded this 
message, the system programmer has enough 
information to determine the cause of the 
failure and the resultant program check 
during system recovery. The first 12000 
bytes (hex 3000) of storage contain the 
checkpoint module (DHKCKP) , work area and a 
4096-byte buffer used by checkpoint. This 
area should be dumped using a standalone 
dump. If a system dump to printer or tape 
did not precede this message, do a complete 
storage dump. 



901W SYSTEH EECOVEEI FAILOBE; MACHINE CHECK, EON 
SESEP 



861E DOMP FILE 'filename' NOT FOOND 

Explanation : The command was specified 
requesting a printout of a specific dump 
file, and that file could not be found on 
the CMS disks that were currently accessed. 



Explanation ; During the systea recovery 
checkpoint or warm start phase, a machine 
check occurred. 

System Action : The system enters a disabled 
wait state (wait state code 007) , 



Oser Action ; Verify that the correct dump 
file was specified and that the correct 
disks are accessed by CMS. Then reissue the 
command, requesting the specified dump 
file. 



Operator Action ; IPL the systea to retry 
the checkpoint function. If the failure 
persists, it usually indicates hardware 
problems. Keep the SEREP output and call 
your local representative for assistance. 



Notes: 



863E INVALID PABAMETEB - parameter 

Explanation ; The command was specified with 
a list of options, one of which is not 
recognized by the command. 

System Action: The command is not executed. 



Oser Action : 
valid 



only 

command syntax. 



Reissue the 
options as 



command; specify 
defined in the 



2. 



If the failure occurred during the 
checkpoint phase (system shutdown, 
system crash or an IPL witd an active 
system in storage) , a CKPT start is 
required if storage is cleared or 
overlaid. 

If the failure occurred during an 
attempt to warm start, CKPT start, or 
force start, the warm start data or 
the warm start cylinder (s) remains 
intact. 



900W SYSTEM BECOVEBY FAILOBE; PBOGBAM CHECK 

Ex planation : The system checkpoint routine 
encountered a program check while trying to 
checkpoint or warm start the system. 

System Action ; The system enters a disabled 
wait state (wait state code 007) . 



902H SYSTEM EECOVEEY FAILDRE ; 
EBSOB-{NOCL CYL|HABM CYL] 



FATAL 



I/O 



- - - (Basic System Extensions) - - - 

902H SYSTEH BECOVEBY FAILOBE; FATAL I/O 
EREOB-{N0CL ASEA|lfABH AEEA} 



Explanation : During the system checkpoint 
or warm start phase, an unrecoverable 
input/output error occurred on the system 
residence volume. 
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NDCL CTL The warm start phase had an I/O 
error on the systeo residence 
device trying to read module 
DBKSAV from one of the nucleus 
cylinders. 

WAH!! CYL The checkpoint phase had an I/O 
error on the system residence 
device trying to read from or 
write to the warm start 
cylinder (s) . 

- - - (Basic System Extensions) - - - 

NOCL AEEA The warm start phase had an I/O 
error on the system residence 
device trying to read module 
DHKSAV from the nucleus area. 

WA6H AREA The checkpoint phase had an I/O 
error on the system residence 
device trying to read from or 
write to the warm start area. 



Hexadecimal 
Locati on 
81C 

824 

800-15FF 
1800-3000 



Contents 

BBCCHHR of the DBKSAV module 

on disk (5 bytes) 

Current seek address BBCCHHE 

(5 bytes) 

Checkpoint program (DHKCKP) 

Checkpoint work area and 

4096-byte buffer 



- - (Basic System Extensions) - - - 



820 
828 

848 

800-9800 



Device class of SYSRES 
device (RDEVTYPE) 
BBCCHHE of the DHKSAV module 
on disk (count- key-data) or 
locate block number (FB-512) 
Current seek address BBCCHHR 
(count-key-data) or locate 
block number (FB-5 12) 
Checkpoint program (DMKCKP) , 
checkpoint work areas, and 
I/O buffers. 



System Action : The system enters a disabled 
wait state (wait state code 007) . 

Operator Action ; IPL the system to retry 
the checkpoint or warm start function. If 
this is unsuccessful, move the IPL volume, 
if possible, to another drive and retry the 
IPL. If the problem persists, dump the 
first 1200 bytes (hexadecimal 3000) of 
storage using a standalone dump. 

- - - (Basic System Extensions) - - - 

If the problem persists, dump the first 
38912 bytes (hexadecimal 9800) of storage 
using a standalone dump. 



Notify your system programmer to determine 
the proper nucleus or warm start area 
specified in module DHKSYS (SYSEES 
statement) at system generation time. 

The nucleus or warm start area can be 
dumped to tape or printed to the system 
printer by using DDE (DASD Dump Bestore 
program) with the DOMP or PEINT option. The 
output should be available before calling 
for hardware or prograi assistance. 



The following storage locations 
information on the fatal I/O error: 



contain 



Hexadecimal 
Location 
10 
40 

48 

808 

816 

818 



address word 



Contents 

Sense data up to 24 bytes 

Channel status word 

bytes) 

Channel 

bytes) 

Pointer to error message 

bytes) 

Cylinder address of the 

first nucleus cylinder (2 

bytes) 

Cylinder address of the last 

nucleus cylinder (2 bytes) 



(8 
(4 



If the SYSEES device is FB-512 
(EDEVTYPC=CLASFBA) , the contents of the 
following hexadecimal locations are 
changed: 

816 Page address of the first 
page of the CP q ucleus (4 
bytes) 

8 22 Page address of the last 
page of the CP Q ucleus (4 
bytes) 



Notes ; 

1. It may be necessary to format the 
cylinder in error using the Format 
service program. 

2. If the nucleus cylinder (s) is 
reformatted, the CP nucleus must be 
restored to the system volume. 

3. The status of the console can prevent 

the display of message DMKCKP960I and 
DMKCKP96HI. 



903W SYSTEH EECOVEEY FAILDEE; VOLID "volid' 
ALLOCATION EREOE CYLINDER 'cylinder' 

- - - (Basic System Extensions) - - - 

903W SYSTEM EECOVEEY FAILOEE; VOLID 'volid' 
ALLOCATION EEEOE {CYLINDER 'cyli nder ' | PAGE 
'page} 



Explana t ion : During a system warm start or 
CKPT start phase, one of the warm start or 
CKPT start data records indicates 
allocation on a cylinder (count -key-data) 
or page (FB-512) on a system-owned voluae 
that either: 
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• Is not specified in the allocation table 
as belonging to the system temporary 
spool space allocation, or 

• Is already marked as allocated. 
The possible causes are: 

• a change in the system-owned list. (New 
volumes must be added to the end of the 
SISOWN list when you define the SYSOHN 
HiCEO.) 

• A change to the allocation record on a 
spooling volume from TEHP to PERM, TDSK 
or DECT (Format/Allocate program) . 

• Duplicate labeled volume. 

System Action ; The system enters a disabled 
wait state (wait state code 009) . 

Operator Action: IPL the system again to 
attempt another warmstart or CKPT start. 
The start cannot complete if the allocation 
error is due to a software failure. This 
message, however, could be issued if the 
volume identified as being a spooling 
volume is invalid. Verify that all system 
spooling volumes are correctly mounted 
before attempting another warmstart or CKPT 
start. If all else fails, force a CP abend 
dump to the printer by pressing the RESTART 
key. IPL the system again, specifying CKPT 
start. 



904W SYSTEM EECOVEEY FAILOEE; INVALID WARM STAET 
DATA 

Explanation : During a system warm-start 
procedure, the warm start module 
encountered invalid warm start data from 
the warm start area on the system residence 
volume. 



Save this output and give it to the IBM 
program support representative to analyze. 



905W SYSTEM DUMP FAILOEE; PROGRAM CHECK 

Explanation ; During the system abend 
process, the dump routine encountered a 
program check. 

System Action : The system en tars a wait 
state. 

Operato r Action : The dump has failed, and 
you must IPL the system again after the 
abend dump and go through normal system 
initialization and warm start procedures. 



906W SYSTEM DOHP FAILURE; MACHINE CHECK, RON 
SEREP 

Explanation ; During the system ABEND dump 
procedure, a machine check occurred. 

Sys tem Action : The system enters the wait 
state. 

Operato r Action; Run the SEREP program and 
keep the output before calling IBM for 
hardware support; reload the system and go 
through normal initialization and warm 
start procedures. 



907W SYSTEM DOMP FAILORE; FATAL I/O ERROR 

Explanatio n; During the system abend dump 
procedure, an unrecoverable I/O error 
occurred on the system residence volume 
that is holding the disk dump. The system 
dump is unable to continue. 



sys tem A ction ; 
state. 



xne aysjueui en i 



S ystem Action ; The system enters a disabled 
wait state (wait state code 009) . 

Operator Action : This message indicates 
that severe problems have been encountered 
with the warm start information in the warm 
start area on the system residence volume. 
You may IPL the system again to retry 
operation. It is likely that a software 
failure has occurred and that retrying the 
operation will result in the same error. 
When this happens, the only alternative is 
to IPL the system and specify a CKPT start. 
If the problem persists, do the following: 

• Force a CP abend dump to the printer by 
pressing the RESTART key. 

• Print the contents of the warm start 
area located on the system residence 
volume using the DASD Dump Restore 
program with the PRINT option. 



Operato r Action ; No action can be taken at 
this point to recover the system dump data. 
You should reload the system, go through 
the normal initialization procedures, and 
perform a system warm start. 



9081 SYSTEM FAILORE; CODE - code 

Exp lanation ; The CP system has encountered 
a severe software failure, which caused a 
system dump. (See "CP Abend Codes" for a 
description of why a system dump has been 
caused.) 

System A ction ; This message is immediately 
followed by a system abend dump to the dump 
device, and then automatic or normal 
restart procedures are initiated. 

Operator Actio n; Save the failure code 
printed at the console, including the 
documentation of activity prior to the 
problems with system operation, and call 
IBM for software support. 
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909W SYSTEM DDMP DEVICE; NOT-READY 

Explanati on; It is not possible to write on 
the system dump device because it is not in 
a ready state. 

System Action : The system enters a wait 
state. 

Operator Action ; Make the system dump 
device ready; the dump operation then 
continues. 



911W SYSTEM 
FULL 



BECOVEEY FAILURE: BARM START AREA 



Explanation ; During a system checkpoint 
phase, the warm start area could not 
contain all the warm start data. 

Sys tem Action ; The system enters a disabled 
wait state (wait state code 007) . 



Operat or Acti on; 
indicates either: 



This messags usually 



91 OW SYSTEM RECOVERY FAILOEE; INVALID WARM START 
CYLINDER 

- - - (Basic System Extensions) - - - 

9 low SYSTEM RECOVERY FAILURE: INVALID WARM START 
AREA 



Explanation : During a system checkpoint 
phase, the checkpoint module reads record 
one of the first warm start cylinder or 
area and compares the tight-byte clock 
value written by the previous successful 
cold or warm start against the in-storage 
value saved in DWKRSPCV. If the values do 
not agree: 

• The IPL volume is not the correct volume 
to checkpoint the in-storage system, or 

• The warm start cylinder or area has been 
altered since the last cold or warm 
start, or 

• The value located at DMKRSPCV in storage 
has been altered since the last cold or 
warm start, or 

• The warm start cylinder or area address 
at DHKSYSHH has been altered since the 
last cold or warm start. 

System Action : The system enters a disabled 
wait state (wait state code 007) . 



Operator Action ; If more than one VM/370 
system residence volume is mounted, make 
sure the correct volume is loaded (via IPL) 
to checkpoint the in-storage system. If 
the problem persists, the following should 
be done: 



A dump of storage 
dump. 



using a standalone 



A printout of record one of the warm 
start cylinder of all VH/370 system 
residence volumes mounted (use the DDR 
PRINT function) . 

To restart, clear storage and IPL the 
VM/370 system, specifying checkpoint 
start. 



1. A system problem with the spooling 
files, system accounting data, 
allocation records and other system 
data needed for the warm start area, 
or 

2. ku insufficxent number of cylinders 
assigned for warm start (specified in 
the DMKWRH option of the SYSRES 
macro) . 

It is usually impossible to continue system 
operation without clearing storage and 
performing a system checkpoint start. If a 
system dump to printer or tape preceded 
this message, it should give the system 
programmer enough information to determine 
the cause of the failure and the resultant 
checkpoint failure. The first 12000 bytes 
(hexadecimal 3000) of storage contain the 
checkpoint module, work area, and a 
4096-byte buffer used by checkpoint 
(DHKCKP) . 

- - - (Basic System Extensions) - - - 

The first 38912 bytes (hexadecimal 9800) of 
storage contain the checkpoint modules, 
work areas, and I/O buffers. 



If the problem persists, call your system 
support personnel. 



912W SYSTEM RECOVERY FAILURE; 
MOUNTED 



VOLID • VOlid" NOT 



Explanation ; During the system warm start 
or checkpoint start procedures, the warm 
start or checkpoint start data indicates 
that spool files are> allocated on a systes 
volume and that the requested volume is not 
mounted. 



The possible causes are: 

• Volume not mounted. 

• Allocation record (record 
invalid. 



U) missing or 



System Action: The system enters a disabled 
wait state (wait state code 009) . 

Operato r Action ; Mount the specified volume 
required for CP warm start or checkpoint 
start procedures and IPL the system again. 
If this is unsuccessful, you may IPL the 
system again and specify a cold start. If 
the problem persists, do the following: 
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Force a CP abend dump to the printer by 
pressing the RESTART key. 

Print the contents of the warm start or 
checkpoint start cylinder (s) or area 
located on the system residence volume, 
using the DDR (DASD Dump Restore) 
program with the PRINT option. The 
address of the warm start cylinder (s) or 
area can be located by the system 
programmer in the STSWRH operand of the 
SISEES macro; the address of the 
checkpoint start cylinder (s) or area is 
in the SYSCKP operand. 



Save this output and 
support. 



call IBM for software 



9131 CP OWNED VOLID xxxxxx INVALID FOR 3330V 

Explanation : 3850 support makes no 
provision for using 3330V volumes for 
CP-owned volumes. 3330V volumes cannot be 
used for paging or spooling. 

System Action : After a 3330V volume label 
has been read and determined to be 
CP-owned, an informational message is 
issued. The RDEVBLOK/RCOBLOK/RCHBLOK is 
marked available and processing continues 
with the next device. The message notifies 
the user that DMKCPI does not chain the 
333 0V RDEVBLOK into the preferred list for 
paging or spooling. 

User Action: None. 



91 5E PERMANENT I/O ERROR ON CHECKPOINT CYLINDER 

- - - (Basic System Extensions) - - - 
915E PERMANENT I/O ERROR ON CHECKPOINT AREA 



Explanation : An I/O error has occurred 
while trying to read or write the 
checkpoint cylinder or. area. 

S ystem Action : 

1 . If this occurs during a warm or CKPT 
start, the system issues message 
DMKCKS919E and enters a wait state 
with wait state code X'OOE'. 

2. If it occurs while the system is 
operating normally, dynamic 
checkpointing is terminated. 

O perator Action : 
1 . If this is the first time you have 
initialized this system, check the 
DHKEIO deck to make sure you have 
specified the proper device type for 
the VH/370 system residence volume. 



If this is not the first IPL of this 
system, try to IPL the system again. 
If this fails, move the VM/370 SYSRES 
volume to another device and reload 
(via IPL) . If this IPL fails, perform 
a cold start. 



At this point, 
terminated, so 
without a 
capability. Q 
issue a normal 
attempt a war 
persists, re 
cylinders or 
service progra 
start. If this 
required. 



checkpoint 
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uiesce the 
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format the 
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916E ERROR ALLOCATING SPOOL FILE BUFFERS 

Explanation : In attempting to follow the 
chain of DASD buffers for a spool file, an 
error was encountered in trying to read one 
of the buffers. 

System Action: 

1. If CKPT was specified, the system 
enters a disabled wait state, with 
wait state code X'OOE'. 

2. If FORCE was specified, the file on 
which the error occurred is deleted 
and the system continues to recover 
from the checkpoint cylinder or area. 

Operato r Action : 
1. If the system enters the 'OOE' wait 
state, attempt an IPL with the FORCE 
option. 



action is 



2. If FORCE was specified, no 

required, but you should note that a 
least one spool file was not recovered 
properly. 



917E CHECKPOINT CYLINDER INVALID; CLEAR STORAGE 
AND COLD START 

- - - (Basic System Extensions) - - - 

917E CHECKPOINT AREA INVALID; CLEAR STORAGE AND 
COLD START 



Explanation ; The CKPT cylinder or area 
contains no valid information for recovery. 

Sys tem Action : The system enters a disabled 
wait state (wait state code OOE) . 

User Action: There is no valid checkpoint 

data and, if there is no warm start data, 

storage must be cleared and a cold start 
performed. 
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919E CHECKPOINT CILINDEE INVALID; CHECKPOINTING 
TEEMINATED 

- - - (Basic Systea Extensions) - - - 

919E CHECKPOINT AREA INVALID; CHECKPOINTING 
TEEHINATED 



Explanation : The CKPT cylinder or area has 
been invalidated and checkpointing will no 
longer be performed. The reason should have 
appeared in a previous message. 

System Action ; Checkpointing cannot resume 
until the system is reloaded (via IPL) . 

Gpsratsx Action; *iLu kuowleuye that a 
subsequent CKPT start will fail, the 
operator should follow installation 
procedure in this matter. Probably, the 
safest procedure is to quiesce the system 
and perform a normal shutdown. Then, a 
subsequent warm start will reinitialize the 
CKPT cylinder or area so that checkpointing 
can resume. Note that continued system 
operation and a subsequent failure to shut 
down normally makes a cold start mandatory. 



920W NO WARH START DATA; CKPT START FOR RETRY 

Explanation ; The operator has specified a 
warm start and the warm start cylinder of 
the system residence volume has no warm 
start data. This message is usually issued 
when an IPL is performed on a new CP system 
for the first time, or when the last 
checkpoint was not successful. 

Syste m Action ; The system enters a disabled 
wait state (wait state code 009) . 

Operator Action; Try to reinitialize the 
system with the CKPT start option. 



921W SYSTEM RECOVERY FAILORE; 
ERROR 



ONRICOVERABLE I/O 



Explanation ; During the system warm start 
phase, an unrecoverable input/output error 
occurred on the system residence device 
while the system was either trying to write 
record one of the first warm start cylinder 
or area or trying to read warm start 
information from the warm start area. 



If this second IPL is unsuccessful, you may 
IPL the system again and try a CKPT, FORCE 
or COLD start, in that order. The 
DBKDASSxxI error message preceding this 
message gives the command op-code, device 
address, sense data and channel status word 
associated with this error. If the problem 
persists, force a CP dump to the printer by 
pressing the system console RESTART key. 
Save the output and call your system 
support personnel to determine whether the 
problem is hardware or software. Then call 
IBM for the appropriate support. 

Note: The warm start cylinder (s) or area (s) 
may have to be reformatted using the FORMAT 
service program to prevent unrecoverable 
I/O errors during the next system 
cnecKpoint. 



9 22W SYSTEM RECOVERY 
DATA 



FAILORE; INVALID SPOOLING 



Explanation : During the system checkpoint 
phase, the checkpoint module encountered an 
invalid spool allocation record in storage. 

System Action ; The system enters a disabled 
wait state (wait state code 007) . 

Operato r Action ; This message usually 
indicates severe system problems with the 
system spooling allocation records. It is 
usually impossible to continue system 
operation without clearing storage and 
performing a checkpoint start. If a system 
dump to printer or tape preceded this 
message, it should give the system 
programmer enough information to determine 
the cause of the failure and the resultant 
checkpoint failure. The first 12000 bytes 
(hexadecimal 3000) of storage contain the 
checkpoint module, work area and a 
4096-byte buffer areas, and I/O buffers 
used by checkpoint (DMKCKP) . This area 
should be dumped using standalone dump 
procedures. 

- - - (Basic System Extensions) - - - 

The first 38912 bytes (hexadecimal 9800) of 
storage containe the checkpoint module, 
work areas j and I/O buffers used by 
checkpoint (DMKCKP) . This area should be 
dumped using standalone dump procedures. 



System A ction : The system enters a disabled 
wait state (wait state code 009) . 

Operator A ctio n; IPL the system again to 
retry the warm start function. If this is 
unsuccessful, the IPL volume, if movable, 
could be moved to another drive and the IPL 
retried. 

W arning ; A volume should never be moved if 
it is visibly damaged; discontinue use of 
this volume and device and call IBM for 
hardware support. 



If a system dump to printer or tape did not 
precede the message, the complete storage 
should be dumped. 



950A AOTO LOGON FAILED; EXPLICIT LOGON REQUIRED 

Explana t ion ; The automatic logon of the 
operator has failed. The reason for the 
failure is given in one of the logon 
failure messages that preceded this 
message. 
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System A ction : The system enters a normal 
wait state while waiting for the operator 
to reply to the console and perform a 
normal logon. 

Operator Action : Perform a normal logon as 
specified in the YB/37 Operator's Guide , 
entering the reguired password. The system 
can then resume normal operation. 



System Action : The system contia ues normal 
operation. 

Ope rato r Action : No action on the part of 
the operator is necessary. The system dump 
has been set to the default of the system 
printer. The operator may change the dump 
to another printer or tape drive but may 
not specify ADTO since it has not been 
allocated. 



9511 CP VOLID volid NOT MOONTED 

Explanation : One of the volumes specified 
in the system-owned list is not ffiounted at 
system initialization time. 

System A ction : System processing continues. 

Operator Action : No operator action is 
explicitly reguired at this time; however, 
you may have to mount and make ready 
specified system volumes later during 
system operation and attach them to the 
system for normal CP usage. This message 
usually indicates that a normally reguired 
volume for paging or spooling either is not 
formatted or is not available at IPL time. 
Make sure that all volumes are mounted and 
ready before loading the CP system. It may 
be necessary to bring the system to an 
orderly shutdown, remedy the situation, and 
IPL the system again, using normal 
initialization and warm start procedures. 



9521 nnnnnK SYSTEM STORAGE 

Explanation : During the system IPL 

procedure, the system determined that the 

amount of real storage available is not the 

same as the amount of storage specified for 
the system at system generation time. 

System Action : The system continues normal 
operation. 

Operator Action: Determine that no unusual 
hardware reconfiguration has taken place, 
and bring the message to the attention of 
your system programmer so that he can 
verify that normal system operation is in 
effect. He should also verify that the 
EMSIZE operand, specified in the SYSCOK 
macro of the DMKSTS module during system 
generation, is correct. If it is not, 
regenerate the system with the correct 
storage size, so that this message will not 
be issued during normal operation of the 
system. If the EMSIZE operand is correct, 
real storage may have been damaged due to a 
hardware problem; call IBM for hardware 
support. 



9531 DNABLE TO ALLOCATE SYSTEM AOTO DOMP 

Explanation : During the system IPL 
procedure, the CP system was unable to find 
enough contiguous disk space to hold a 
possible CP abend dump. 



954E DASD raddr VOLID volid 
DUPLICATE OF DASD raddr 



NOT MOUNTED; 



Explana tion; During the system IPL 
procedure, duplicate volume IDs were 
identified on two disk volumes. The 
message indicates that it was a duplicate 
of a previous volume label read on an 
earlier device. 



System A ctios : 
operation. 



Operato r Actio 
the correct vo 
accepted on the 
not, severe sys 
CP may perform 
volume specifi 
system, bring 
and remove the 
from the syst 
duplicate volu 
system restart 
mounted on the 
similar to thos 
to the CP syst 
avoided whereve 



[■he system continues normal 



n: Immediately verify that 
lume is mounted as the one 

specified device. If it is 
tern errors could occur since 
incorrect allocation on the 
ed. Immediately stop the 
it to an orderly shutdown, 

incorrect duplicate volume 
em. This message and the 
mes usually occur after a 
when users have attached and 

system volumes with labels 
e of other users or similar 
em volumes. This should be 
r possible. 



955if INSUFFICIENT STOSAGE FOE ys/370 

Explanation : The generated system is 
larger than the real machine size, or a 
hardware malfunction has occurred which 
inhibits VH/370 from using the necessary 
storage. 



System A ction : 
state. 



The system enters the wait 



Operator Action : Take a standalone dump and 
notify the system programmer. 



956A DASD cuu VOLID volid NOT MOUNTED; NOW 
OFFLINE 

Explanat ion : A DASD volume was swapped 
while in use by the system (CP owned or 
attached to the system) , and the volid on 
the new volume is different from the volid 
of the previously mounted volume, or the 
volid could not be read. 

System Action: The DASD device is made 
unavailable offline. Any I/O activity to 
the device results in a condition code of 3 
being reflected to the caller. 
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Operator Action ; Mount the desired volume 
and issue the CP command VARY with the 
ONLINE operand. 

9571 STOR sssssK, NOC nnnk, DYN dddddK, TEA 
tttk, FREE FFFFK, V=E vvvvvK 

Explanation ; This message is issued at 
system initialization time by DMKCPI and 
provides a general map of VM/370 system 
storage. This map is accurate to within 
one page (4K) and is rounded to page 
boundaries. 

STOR is the amount of storage being used. 

NOC is the amount of storage being used by 
the Vll/370 nucleus including real page 

0. 

DYN is the size of the VM dynamic paging 
area. 

TEA is the size of the trace table. 

FREE is the size of the fixed free storage 
area. 



If the system is generated with attached 
processor support and this feature is not 
installed, no message is issued. 



9601 SYSTEM WARM START DATA SAVED 

Explanation ; For DMKCKP, this message 
indicates that the warm start data has been 
successfully saved on the syste« residence 
volume and is ready for a system warm 
start. For DMKCPI, this message indicates 
that since warm start has not been 
performed, the warm start information on 
the warm start cylinder or area from 
previous shutdown is still valid. 

This message is immediately followed by 
message DMKCKP961B. 

System A ction : The system enters the wait 
state after issuing message DHKCKP961W. 

Operator Action : None. This message is for 
information purposes only. 

96 1W SYSTEM SHUTDOWN COMPLETE 



V=R is the size of the virtual=real area. 

System Action ; The system continues normal 
operation. 

Operator Actio n; None. This message is for 
information purposes only. 

9581 ATTACHED PROCESSOR NOW OPERATIONAL 

Explanation : The real machine 
initialization routine, DMKCPI and DMKAPI, 
have completed the necessary processing to 
support the attached processor. This 
message will only be received when the 
installation has requested attached 
processor support via system generation. 

System Action ; The system begins 
utilization of the attached processor. 

Operator Actio n; None. 

Not e; If this message is received, the 8K 
required for system prefixing will not 
appear in the storage map of message 9571. 

959W ATTACHED PROCESSOR NOT ONLINE 

Explanation : The installation requested 
attached processor support during system 
generation. DMKCPI determined during IPL, 
that the unit was not online. 



Exp lanation ; The system has been brought to 
a successful orderly shutdown. 

S ystem A ctio n: The system enters the wait 
state. 

Operator Action ; No explicit action is 
necessary. You may now or at a later time 
reload for reinitialization of the CP 
system. You should normally specify a warm 
start; however, if errors are encountered 
in the warm start procedure, a cold start 
must be issued. 

- - - (Basic System Extensions) - - - 



9651 CP OWNED DASD cuu VOLID volid INVALID 
ALLOCATION RECORD 

Explanation : No valid allocation was found 
on the CP-owned volume indicated. 

System A ction : The volume is not mounted. 
Operation continues. 

Operator Action; If the volume is to be 
used by VH/370, a valid allocation record 
must be written with the Format/Allocate 
Service Program. 



System A ction ; Processing continues without 
the attached processor. 

Operator Action ; Reinitialize CP if the 
attached processor is required. 

Note; Since the intent of this message is 
to provide a warning to the attached 
processor user, it will only be issued when 
the multiprocessing feature is installed. 



970W TOD CLOCK SYNC CHECK RECEIVED 

Explanation ; The TOD clocks are out of 
synchronization. 

System Action ; The system re synchronizes 
the clocks and continues processing. 

Ope rat or Action : Press the TOD Enable Set 
key when instructed by the systen. 
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001E HO FILENAME SPECIFIED 

Explanation : The command requires that you 
specify at least one filename. 

With the EXEC coBmand, you must specify the 
name of the EXEC file. 

with the MACLIB ccsiuaud, you must specify 
at least one filename in addition to the 
library name. 

With the ZAP command, if you specify a 
LOADLIB or TXTLIB file you must specify one 
to three library names. 

System Action ; EC = 2U 

Execution of the command terminates. The 

system status remains the same. 



Oser Action: 



Reissue the command and 



specify the filename (s) or library name(s). 



See the VM/37 CSS Command and Hacro 
Reference for a description of the file 
identification required by each command and 
the search procedure used. For the AS(13705 
and ZAP commands, see the VM/37 Planning 
and System Ge nerat ion Guide . 

System Action : EC = 28 

Execution of the command is terminated. The 

system status remains the same. 

For DMSLIO, some loader information fields 
have been initialized, but they should not 
interfere with a subsequent LOAD command. 

User A ction : Find or create the desired 
file. To make sure that the file exists, 
issue STATE fn ft * or LISTFILE fn ft *. 
Correct and reissue the command. 

For a DMSEOS TEXT file, ensure that the 
file is accessible and reissue the command. 



002E [INPDTIOVERLAI] {FILE|DATA SET} [ ' f n [ft 
[fm]]' ] NOT FOUND 

- - - (Basic System Extensions) - - - 

002E [INPUTIOVERLAY] {FILE[ (S) ]| DATA SET} [»fn 
[ft [fm]3» ] NOT FOUND 



Explanation : The specified file was not 
found on the accessed disk(s). Either the 
file does not reside on this disk, the file 
identification was misspelled, or 
incomplete identification was provided to 
cause the appropriate disk to be searched, 
or system disk was not accessed as a 
read-only extension of the A-disk. 

For a DMSROS TEXT file, either the file 
does not have a filemode number of 2, or 
the file does not exist on the system disk. 

For the HELP facility (DMSHLP) , when the 
command line specifies only one operand, 
HELP does not know if the request is for a 
CMS command or message. Therefore, HELP 
first searches for a valid command and if 
it finds none, searches for a valid 
message. If it finds neither, the error 
message lists the filenames and filetypes 
of both searches as not found. 

For the STATES command, the file may exist, 
but it is not on any of the user's 
read/write disks. 

For the ZAP command, either none of the 
libraries specified for a TXTLIB or LOADLIB 
could be found, or the INPUT filename could 
not be located via the STATE macro. 



0021 FILE 'fn' TXTLIB NOT FOUND 

Explanation : The specified TXTLIB file was 
not found on the accessed disk (s) . Either 
the file does not reside on this disk, the 
file identification was misspelled, or 
insufficient identification was provided to 
cause the proper disk to be searched. 

This message will also occur in the 
following situations: a user issues a 
GLOBAL command for a TXTLIB and then erases 
or renames the TXTLIB, or releases the disk 
on which it resides then enters the command 
SET SYSNAHE, or if the CMS segment is not 
available when the user accesses an OS disk 
or DMSSVT. 

Sy s tem Action: RC = 

Execution of the command continues. 

Use r A ction ; If 'fn TXTLIB' is required for 
command execution, make sure that it exists 
and is on a disk that is accessed. 
Otherwise, ignore the message. 



002H FILE 'fn ft [fm]' NOT FOUND 

Explanatio n; The specified fila was not 
found on the accessed disk (s) . Either the 
file does not reside on this disk, the file 
identification was misspelled, or 
incomplete identification was provided to 
cause the appropriate disk to be searched. 
(See the YB/37Q CMS Comma nd and Macro 
Referen ce for a description of the file 
identification required by each command and 
the search procedure used.) 

System A ction ; DMSGLB issues EC = 28; all 
other modules issue RC = 4 . Execution of 
the command continues. 
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For DMSGIB, the old MACLIB or TXTLIB list 
is cleared and the new list contains all 
specified libraries except those that are 
not found. 

For DMSGND, there will be no entry in the 
directory for the file not foand. 

For DKSLBM, the file not found will not be 
in the MACLIB. Processing continues with 
the next filename if one exists. 



Dse r Act ion ; To sake sure the file exists, 
issue the coamand DOSLIB HAP against all 
DOSLIB files. If the file resides on a 
DOS-formatted disk, a DSERV will help 
locate it. 



004R WARNING MESSAGES ISSUED 

Explanation ; The language 
returned completion code 4. 



processor 



For DMSLBT, processing continues with the 
next filename if one exists. 

For DMSZAP, if a library name was 
specified, the next library name (if one is 
present) is used. If a HODDLE file was 
Specified, ail control records encountered 
until the next NAME, DOMP, or END control 
record are ignored. 

Dser Action ; To make sure the file exists, 
issue STATE fn ft * or LISTFILE fn ft *. 
Make sure that the disk on which the file 
resides is accessed. 

For DMSGND, if you must have the file not 
found in the directory, take steps to 
supply the file. Correct and reenter the 
command. 



System A ction ; HC = 4 

The system status remains the same. 

Dser Action ; Look for additional messages 
that may have been issued by the compiler. 



005E NO 'option' SPECIFIED 

Explanation ; The indicated option was 
entered in an incomplete form. 

System A ction ; EC = 2« 

Execution of the command is terminated. 

The system status remains the same. 



Dse r Actio n; 
specifying the 
option. 



Reenter the 
required data 



command, 
for the 



For DMSLBM, if the MACLIB exists after 
execution of the command, use the MACLIB 
ADD command to add the file to the library. 



006E NO READ/IRITE ['A'] DISK ACCESSED [FOR 'fn 
ft'] 



For DMSLBT, supply the necessary file using 
the TXTLIB ADD command. 



003E INVALID OPTION 'option' 

Explanation ; The specified option is 
invalid. It may have been misspelled or, 
if the option is truncatable, it may have 
been truncated improperly, or it may 
conflict with another option in the command 
line. 

Syste m Action ; RC = 2H 

Execution of the command is terminated. The 

system status remains the same. 

For DMSLIO, some option processing may have 
caused user storage to be cleared or the 
location counter set, etc. This should not 
interfere with a subsguent LOAD command. 



Explanation ; The user does not have access 
to a read/write disk on which the command 
can write its output or utility files. If 
the message displayed is NO READ /WRITE 'A' 
DISK ACCESSED, the command, in order to be 
executed, requires that the A-disk be 
accessed in read/write mode. 

System A ction ; RC = 36 

Execution of the command is terminated. The 

system status remains the same. 

Dser Action; Access a read/write disk and 
reissue the command, or issue the CP LINK 
command to reset the A-disk to read/write 
mode, access the A-disk again, and reissue 
the command. 



007E FILE 'fn ft fm' 
RECORDS 



[IS] NOT FIXED, 80 CHAR. 



Dser Action : 
command. 



Correct and reenter the 



Explanation ; The specified file must have 
fixed-length, 80-character records in order 
for the command to be executed. 



OOaE {BOOK 'subl. book' (MODULE 'module' | PHASE 
'phase' IPEOCEDDEE 'procedure'} NOT FODND 

Explanation ; The specified book, module, 
phase, or procedure was not found on the 
accessed disk (s) as a result of a FETCH 
(SVC 1 or SVC 2) . 

System A ction : EC = 28 

Execution of the command is terminated. 

The system status remains the same. 



Sys tem A ction ; RC = 32 

Execution of the command is terminated. 

The system status remains the same. 

For the UPDATE command, the following may 
have occurred; 

• If a file with the fileid "Sfname ftype" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 
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If the DISK option was in effect and a 
file with the fileid "fname OPDLOG" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

If the CTL option was in effect and a 
file with the fileid "fname OPDiTES" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 



User Actio n; Reissue the command, 
specifying the correct column. 



010E PREB&TDBE EOF OH FILE • f n ft [fm]« 

Explanation ; For DMSCWP, an end of file 
occurred on one of the files being compared 
before the end of file was received on the 
other. 



If UPDATE processing began before the 
error was detected, any or all of the 
following files may have been created on 
the output disk: 



DPDATE CHSUT1 
$fname ftype 
fname OPDLOG 

fname UPDATES 



- if the DISK option was 
in effect 

- if the CTL option was 
in effect 



User Action : It is 
incorrect fileid was 
command line. In this 
command. If, however, 
correct but the file is 
or does not contain 80 
change the file's for 
length with the COPTFILE 



possible that an 

specified in the 

case, reissue the 

the fileid was 

in the wrong format 

-character records, 

mat and/or record 

or EDIT command. 



008E DEVICE 'cuu' {INVALID 

NONEXISTENT! ONSOPPOSTED DEVICE TYPE} 



OR 



Explanation ; The virtual machine does not 
have a virtual m03 or 3211 printer, punch, 
or reader. 

System Action: EC = 36 

Execution of the command is terminated. The 

system status remains the same. 

User Action : Ose the CP DEFINE command to 
provide a suitable virtual device and 
reissue the command. 



For DMSTPE, a tape mark was encountered on 
the file before the file was completely 
loaded. 

System Action: RC = 40 

Execution of the command is terminated. 

The system status remains the same. 

For DMSTPE, a temporary file called "TAPE 
CMSDT1" containing the data has been 
created on the A-disk or on the disk 
specified by the user. "TAPE CHSOTI" 
contains fixed-length, 800-byte records. 

Oser Action : For DHSCHP, this normally 
indicates that the files being compared had 
an unegual number of records. If the 
command was properly specified, no action 
is necessary. 



For DHSTPE, the file may 
to tape again. 



have to be dumped 



010H PREHATORE EOF 
NOBBER • 



ON FILE 'fn ft fm« — 
, . « NOT FOUND 



SEQ 



Explan 

error. 

for a 

value 

being 

end o 

being 

specif 

found. 



a tion : The update file contained an 

A control card specified a search 

sequence number which exceeded the 

number in the file 

resuj.t, a premature 

on the input file 



of any sequence 
updated. As a 
f file occurred 



updated, before the sequence number 
ied in the control card could be 



00811 ERROR MESSAGES ISSUED 

Explanation : The language 
returned completion code 8. 



processor 



System Action : EC = 8 

The system status remains the same. 

User Action ; Look for additional messages 
that may have been issued by the compiler. 



009E COLUMN 'col' EXCEEDS RECORD LENGTH 

Explanation ; The column specified lies 
outside the logical record length of the 
file- 

S ystem Action; RC = 24 

Execution of the command is terminated. 

The system status remains the same. 



System Acti on: RC = 12 

Update processing continues, and, if the 
CTL option was specified, additional update 
passes are made. 

If several warning messages are generated 
during the updating process, the final 
return code when the UPDATE command has 
finished processing is the maximum of all 
return codes (4 or 8 or 12) associated with 
the generated warning messages. The REP 
option, if it was specified, is ignored, 
and the final update deck has the fileid 
'$f name ftype' . 

See the explanation of message DMSUPD177I 
for further information on the meanings of 
the UPDATE warning return codes. 

User A ction ; Correct the invalid control 
card in the update file, and reenter the 
UPDATE command. 
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01 IE CONFLICTING FILE FORMATS 

Explanation : The filetypes specified do not 
have the same record format; that is, one 
is fixed-length and one is variable-length, 
or the record lengths differ. 

System Actio n: EC = 32 

Execution of the command is terminated. 

The system status remains the same. 

Dser Act ion: Change the record format with 
the COPYFILE command. 



012W SEVEEE EEEOE MESSAGES ISSUED 

Explanat ion: The language 
returneu couplei xou code 12. 



processor 



System Action : EC = 12 

The system status remains the same. 

Dse r Action; Look for additional messages 
that may have been issued by the compiler. 



013E MEMBEE 'name' NOT FODND IN LIBEABY ['fn ft 
fa" ] 

E xplanation : The specified member was not 
found in the library. 

System Action : EC = 32 

Execution of the command is terminated. The 
system remains in the same status as before 
the command was entered. 

Dser Action : Dse the MACLIB MAP or TXTLIB 
HAP command to display the names of library 
members. 



013W {MEMBEEI PHASE} 'name* NOT FODND IN LIBBABY 
•fn ft fm' 

E xplanation ; The member or phase specified 
was not found in the specified library. If 
EEPLACE was specified, the new member is 
added. 



Syste m Action: EC = 4 
Processing continues with 
filename. 

User Action: None. 



the 



next 



For DMSTPE, if the DEN, TETCH, 7TEACK, or 
9TEACK options were specified, the modeset 
byte has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4,) or TAP1. 

User Actio n: Beenter the command, 
specifying a valid function. 



015E {UNKNOWN {CP/CHS |CMS|CP} |INVALID 
{CMS I SUBSET}} COMMAND 

Explanatio n; 

UNKNOWN CP COMMAND 

indicates that IMPCP (implied CP) was on 
so the command was passed to CP, but no 
CP command could be found with the name 
entered. 

UNKNOWN CMS COMMAND 

indicates that no CMS command, CMS or 
user EXEC file, or user MODULE file 
exists by the name entered. 

UNKNOWN CP/CMS COMMAND 

indicates that no CP or CMS command could 
be found with the name entered. 



INVALID CHS COMMAND 

indicates that an error has 
LOADMOD. 



occurred in 



INVALID SUBSET COMMAND 

indicates that the loader has tried to 
load a routine at an address agual to or 
higher than X'20000'. The command you 
issued may be a valid CHS command, but 
not a valid subset command. 

System Action ; A positive return code is 
passed if an error occurs in CP processing. 
A negative return code is passed if the 
command entered is considered an invalid 
CMS command. The system status remains the 
same. 

User Action: Enter a command. 



016E NO PBIVATE COBE IMAGE LIBBAEY FOB ND 

Explanation : The private Core Image Library 
called does not exist on the accessed disk, 
or the DLBL was incorrect. 



System A ction ; EC = 28 
Execution is terminated, 
remains the same. 



System status 



014E INVALID FUNCTION 'function' 



User A ction ; Access the proper disk or 
alter the invalid DLBL. 



Explanat ion: The function specified is 
misspelled or invalid. 

System Action ; EC = 24 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions; 

For DMSOVE, SVCTEACE is turned off if it 
was previously on. 



016W TEBMINAL EBBOE MESSAGES ISSUED 

Explanation : The language processor 
returned completion code 16. 

System Actio n; EC = 16 

The system status remains the same. 
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User Action : Look for additional messages 
that Bay have been issued by the compiler. 

017E INVALID DEVICE ADDRESS 'cuu« 



021E ENTRY POINT 'name' NOT FOUND 

Explanation ; For DKSGND, the specified 
directory name was not found in the loader 
tables. 



Explanation ; The device address was not 
specified correctly, or the device was not 
accessed. 



System Action; EC = 24 

Execution of the command is terminated. 

system status remains the same. 



The 



User Action; Check the specified device 
address and reissue the command. 

Note ; For a virtual machine with ECHODE on, 
a valid cuu is within the range X'001' 
through X'FFF'. Otherwise, a valid cuu is 
within the range X'001' through X'SFF'. 



018E HO LOAD MAP AVAILABLE 



For DMSLIO and DMSNCP, an entry point name 
specified either with the START command or 
on an LDT card could not be located in the 
loaded TEXT files. 

For DSSMOD, the name used with the FROM or 
TO option of the GENMOD command does not 
occur in the currently loaded files. 

Sys tem A ction ; RC = 40 

Execution of the command is terminated. The 

system status remains the same. 

For DMSLIO and DMSNCP, no execution takes 
place for LDT. Loading stops. Loader 
clean-up has been processed for the loaded 
files. A subsequent START command should 
not be affected. 



Explanation ; The module file was created 
with the NOMAP option of GENMOD or is a 
transient area routine. 

System Action ; RC = 40 

Execution of the command is terminated. 

The system status remains the same. 

User Action ; Regenerate the module file 
with the MAP option and reissue the 
command. 



01 9E IDENTICAL FILEIDS 



For DMSMOD, the module is not created. 

Use r Actio n: For DMSGND, reload the 
auxiliary directory and reissue the 
command. 

For DMSLIO and DMSNCP, reissue the START 
command with the proper entry point or 
control section name, or asterisk (*) . 
Correct the LDT card with the CHS Editor. 

For DMSMOD, correct the GENMOD command line 
or add the requested name as an external 
name in the files being generated. 



Explanation : The fileids specified in the 
command line are identical. 

System Action ; RC = 24 

Execution of the command is terminated. 

The system status remains the same. 

Use r Action: Reissue the command, 
specifying two different fileids. 



020W INVALID PDUHP ADDRESS 
OPERATION PERFORMED 



'address' - NO DUMP 



021W NO TRANSIENT DIRECTORY 

Exp lanation ; A request was made to display 
a transient directory, but neither a 
private core image library nor a system 
residence library was assigned. 

Sys tem Action : RC = 4 

Execution of the command continues until 

all specified directories are processed. 

Use r A ction ; Ensure that the proper 
libraries are assigned and reissue the 
command. 



Explanation ; The address specified in the 
PDUMP macro is invalid for one of the 
following reasons: 

• add2 must be greater than addl. 

• addl cannot be negative. 

• addl cannot be greater than ppend (the 
end of the virtual partition) . 

• add2 cannot be negative. 

System Action : The macro results in no 
operation. No dump is provided; processing 
continues. 



022E NO DIRECTORY NAME SPECIFIED 

Explanation ; A directory name was not 
entered with the command. 

System A ction : RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

User Action : Reissue the command with a 
directory name. 



User Action; None. 
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022W NO CORE IMAGE DIRECTORY 

Explanation ; A request was made to display 
a core image directory, but neither a 
private core image library nor a system 
residence library was available. 

Sys tem Action ; RC = 4 

Execution of the command continues until 

all specified directories are processed. 

User Action ; Ensure that the proper library 
is assigned and reissue the command. 



023E NO FILETYPE SPECIFIED 

E xplanation ; The command requires that you 
specify iaoth filename and filetype. 

For the DLBL command, both are required if 
you specify the CMS operand. 

System Action ; RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

For DMSTPE, if the DEN, TRTCH, 7TRACK, or 
9TRACK options were specified, the modeset 
byte has been set for the specified device 
(TAPi, where; i = 1, 2, 3, 4) or TAP1. 

Dse r Action ; Reenter the command, 
specifying the filename and filetype. 



023H NO RELOCATABLE DIRECTORY 

Explanation ; A request was made to display 
a relocatable directory, but either no 
private or system relocatable library was 
available or no active entries were present 
on the appropriate directory. 

System Action ; RC = 4 

Execution of the command continues until 

all specified directories are processed. 

D ser Action ; Ensure that either the proper 
library is assigned or that active 
relocatable entries are available in the 
directory and reissue the command. 



024E FILE 'fn ft fm» ALREADY EXISTS [ — SPECIFY 
•REPLACE" ] 

Explanation ; The specified file already 
exists. 



Sys tem A ction ; RC = 28 
Execution of the command 
The system status remains 
the following exception: 



is terminated, 
the same, with 



For DMSCPY, if you were creating multiple 
output files, several output files may have 
been created before the error was 
discovered. 

Dser Action ; You can use the TYPE command 
to examine the existing file. If you 
decide you want to keep it, use the RENAME 
command to give it a new fileid. If the 
file is invalid or incomplete, erase it and 
reissue the command; or for DMSCPY, reissue 
the command and specify the REPLACE option. 



024W NO PROCEDURE DIRECTORY 

Exp l anation : A request was made to display 
a procedure directory but no system 
residence library was assigned. 

Sys tem Action RC = 4 

Execution of the command continues until 

all specified directories are processed. 

User A ction ; Ensure that the system 
residence library is assigned and reissue 
the command. 



025E INVALID DATA IN 370X CONTROL PROGRAM 

Explanation : One of the following 
conditions has occurred; 

For specified EP or PEP — The implied or 
channel vector table was not found. 

For NCP or PEP — The maximum resource ID 
exceeds 4086 bytes. 

For NCP or PEP — The first resource is not 
the 370X. 

System A ction : RC = 16 

Execution of the command is terminated. 

Dser Action ; Make sure that the 3 70X 
control program has been generated with the 
correct parameters and that the correct 
CAMOD operand value was used on the SAVENCP 
command. For the correct parameters for 
370X control program generation, refer to 
the YM/37 Pla nnin g and Syste m Generatio n 
Guide. 



For DMSEDI, the Editor work file, EDIT 
CMSDT1, already exists as the result of a 
previous edit session ending abnormally. 

For DMSUPD, a file with the fileid "UPDATE 
CMSUT1" already exists. This usually 
indicates that the UPDATE command was 
executed previously and and was terminated 
abnormally, and that it left a work file on 
the output disk at that time. 



25W NO SOURCE STATEMENT DIRECTORY 

Explan at ion ; A request was made to display 
a source statement directory, but either a 
private source statement library or a 
system residence library was not available 
or there were no source statement entries 
in the library available. 

System A ction : RC = 4 

Execution of the command continues until 

all specified directories are processed. 
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D ser Action ; Ensure that either the proper 
library is assigned or that active source 
statement entries are present in the 
directory and reissue the coomand. 



026E INVALID 

•function' 



PAEAMETEE 
FONCTION 



'parameter' 



FOE 



Explanation : The data specified for the 
given function is misspelled, missing or 
incorrect. 

System Action ; EC = 24 

Execution of the command is terminated. 

The system status remains the same. 

Dse r Action ; Eeissue the command, 
specifying valid data for the function. 



026H 'phase' NOT IN IIBBABY 

Explanation ; A reguest was made to display 
a certain entry or entries in a core image 
directory but the entry or entries were not 
in the library. 

System Action: EC = 4 

Execution of the command continues until 

all specified directories are processed. 

Dse r Action : Eeissue the command, 
specifying the proper phase name. 



027E INVALID DEVICE {'device name' I • device • FOE 
•SYSxxx'} 

Exp lanation : The device specified is 
invalid, or, if the message is INVALID 
DEVICE 'device' FOR 'SYSxxx', the device 
associated with the specified logical unit 
is not supported by the processor. 



028E NO {DEVICE (LOGICAL ONIT} SPECIFIED 

Exp lanation ; The command requires that you 
specify a device address or logical unit. 

System Action: EC = 24 

Execution of the command is terminated. The 

system status remains the same. 

Dse r Actio n; Reissue the command, 
specifying a valid device address or 
logical unit. 



028S NO {PRIVATE iSYSTEK} TRANSIENT DIRECTORY 
ENTRIES 

Explana t ion ; No directory entries were 
present on the specified transient library. 

System A ction ; RC = 4 

Execution of the command continues until 

all specified directories are processed. 

Dser Action; None. 



029E INVALID PARAMETER 'parameter' IN THE OPTION 
'option' FIELD 

Exp lana tion; The data entered following the 
specified option was invalid. 

System Actio n; RC = 24 

Execution of the command is terminated. 

The system status remains the same. 

For DMSLIO, some option processing may have 
altered loader information. This should 
not affect a subsequent load. 

Dser Action: Check the format of the field 
and reissue the command, specifying the 
data after the option. 



S ystem Action; RC = 24, except for DSEEV, 030E FILE 'fn ft fm' ALREADY ACTIVE 

which issues RC = 28. 

Execution of the command is terminated. The 

system status remains the same. 



Dser A ction : Reissue the command, 
specifying a valid device name. Or, for 
DMSERV, use the command LISTIO SYSxxx to 
verify the device to which the logical unit 
is assigned. Reassign the logical unit to a 
valid device and reissue the command. 



027W NO PRIVATE CORE IMAGE LIBRARY 

Explanation ; A request was made to display 

the core image directory of a private core 
image library, but no entries were present. 

System Actio n; RC = 4 

Execution of the command continues until 

all specified directories are processed. 

Dser Action: None. 



E xplan at ion ; A file could not be referenced 
because it was already active. For 
example, this message appears if you try to 
append a file to itself, or if you try to 
rename the EXEC file you are executing. 

System Action ; RC = 28 

Execution of the command is terminated. 
The system status remains the same, with 
the following exceptions for DMSCPY: 

• If the APPEND option was specified, and 
if the copying process had begun before 
the error was discovered, then records 
are appended to the output file. 

• If the NEWFILE (the default) , REPLACE or 
OVLY option was specified, and if the 
copying process had begun before the 
error was discovered, then COPYFILE 
CHSDT1, on the output disk, contains the 
records copied so far. 

• In multiple output file mods, several 
output files may have been created 
before the error was discovered. 
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Use r Action ; Use another method of 
execution, or close the file and reissue 
the command. 



031E LOADER TABLES CANNOT BE MODIFIED 

Explanation; If you are trying to increase 
the number of loader tables, the system 
storage below the loader tables is in use. 

If you are trying to decrease the number of 
loader tables, either the loader is using 
more tables than you specified, or the 
system storage below the loader table is in 
use. 

System Action; PC = HO 

Execution of the command is terminated. 

The system status remains the same. 

Use r Action : The number of loader table 
pages should be modified before other 
storage is allocated. The command should be 
issued immediately after IPL. 

Not e: If you have exceeded storage on the 
A-disk, reload (via IPL) without accessing 
the A-disk. 



User Action: For DMSSVT, check for an 
invalid MACLIB or an invalid fileid 
specification in the FILEDEF command. 

For DMSPET, DMSPUN, and DHSTYP, specify a 
library or omit the MEMBER option. 

If the file is a CP-67/CMS 3,1 MACLIB and 
your program is trying to update it, you 
must first convert the file to a VM/370 
MACLIB using the MACLIB command with the 
COMPACT operand. 



034E FILE 'fn ft fm' IS NOT FIXED LENGTH 

Exp lanation : The specified file must have 
■f •; v*^*^"! '^TTt Ji rpcor"?.!? Ib order for ths 
command to be executed. 

Sys tem Action: RC = 32 

Execution of the command is terminated. The 

system status remains the same. 

User Action; You may change the record 
format of the file by using the COPYFILE 
command with the RECFM option. Then 
reissue the command. 



032E INVALID FILETYPE 'ft' 

Explanation : The filetype entered was not 
valid for the command. 

For DKSHOD, the filetype must be MODULE. 

For DMSSYN, the filetype must be SYNONYM. 

System Action : EC = 24 

Execution of the command is terminated. 

The system status remains the same. 

Use r Action : Correct the filetype and 
reenter the command. 

033E FILE 'fn ft fm' IS NOT A LIBRARY 

Exp la nation : For DMSSVT, the file specified 
in the message cannot be updated or read 
because the file is either a CP-67/CMS 3.1 
MACLIB or an invalid MACLIB. 

For DMSPET, DMSPUN, and DMSTYP, the MEMBER 
option is invalid because the file 
specified is not a library. 

Syste m A ction : 

For DMSSVT, the following return code is 

issued: 

RC = 8 (if the FIND macro was issued) 
RC = 10 (if the STOH macro was issued) 

The return code is passed to the user 
program and the program continues 
executing. 

For DMSPRT, DMSPUN, and DMSTYP, a return 
code of 32 is issued. Execution of the 
command is terminated. The system status 
remains the same. 



035E INVALID TAPE MODE 

Exp lanation : An invalid combination of tape 
options was specified. For example: 9TEACK, 
DEN 200. 

System A ctio n: RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

User Action : Correct the tape options and 
reissue the command. 



036E OPEN ERROR CODE 'nn' ON 'ddname' 

Exp lana t ion : An error occurred during an OS 
OPEN. The possible error codes are 
described below; 

Code Mea ning 

1 The DSORG option of the specified DCB 
(data control block) is not PO, PS, or 
DA (partitioned organization, physical 
sequential, or direct access, 
respectively) . 

2 The default FILEDEF for the DCB 
•ddname' displayed in the message 
failed. 

3 The RECFM of the specified DCB does 
not agree with the format of the 
existing file, that is, one RECFM is 
variable-length and the other is 
fixed-length. 



A DCB, BLKSIZE, LRECL, 
is missing or invalid. 



or BUFL option 
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C ode Meaning 
5 The input DCB BLKSIZE is not a correct 
multiple of the DCB LEECL, or the 
output DCB specifies writing blocked 
output, but only unblocked output is 
permitted. 



RECFH is fixed-length 
not agree with the re 
the existing file or, 
is 4, the BLKSIZE does 
the record length of 
file, or RECFH is vari 
BLKSIZE is not 4 byte 
the record length of 
file, ..., or BLKSI 
multiple of LEECL wheth 
is equal to 4 or not. 



and LEECL does 

cord length of 

if the filemode 

not agree with 

the existing 
able-length and 
s greater than 

the existing 
ZE is not a 
er the filemode 



7 EECFH is variable-length spanned, and 
either the access method is not BSAM 
or the filemode is not U. 

8 An error occurred saving the BPAS 
directory for update, or an error 
occurred while doing a FIND for the 
member name specified in the FILEDEF 
command or CMSCB macro. 

9 The DCB specifies output, BDAM or a 
key length for an OS data set or DOS 
file. 

10 An error occurred while attempting to 
position a tape with label type 
specified as BLP or NL. 

11 I/O option •UPDATE' is invalid for 
file found on read-only disk. 

12 A tape which was specified as NL 
contained an IBM standard V0L1 label 
as its first record. 

80 The file is an unsupported OS data set 
or DOS file, or an I/O error occurred 
accessing an OS or DOS disk. 

Syste m Action ; The program continues 
executing, but the DCBFLGS OPEN bit is not 
turned on and the DCB is not initialized. 

Dser Action ; Noting the error code and 
ddname displayed in the message, check the 
associated FILEDEF command and DCB macro 
for invalid or missing DCB options. 

037E [ODTPDT] DISK 'mode [cuu]' IS READ/ONLY 

Explanation ; The filemode of the output 
file specifies a read-only disk, which 

cannot be written on. 

For DMSOPD, there was no read/write disk 
available for the UPDATE output files. The 
following steps are taken to determine the 
disk on which the UPDATE output files are 
to be placed (the search stops as soon as 
one of the following steps is successful) ; 

• If the disk on which the original source 
file lies is read/write, the output 
files are placed on that disk. 



If that disk is a read-only extension of 
a read/write disk, the output files are 
placed on that particular read/write 
disk. 



The output files are placed on 
A-disk, if it is read/write. 



the 



If all three of the above steps fail, and 
the A-disk is read-only, then the message 

DISK 'A' IS READ/ONLY 

is displayed. 

If this message occurs during VSAMGEN EXEC 
processing, it indicates that the CHS 
A-disk is accessed in read-only mode. But 
the VSAMGEN EXEC procedure requires that 
the CHS A-disk be accessed in read/write 
mode so that the CMS DOSLIB files can be 
written on it. Also, for an OS 'INSTALL', 
the VSAH and Access Method Services object 
modules will be copied to it for future 
updating. In a MAINT run for both DOS and 
OS users, the PTF decks read from the 
reader are also written on the CMS A-disk. 



System Action ; RC = 36 

Execution of the command is terminated. 

system status remains the same. 



The 



If this message occurs during VSAMGEN EXEC 
processing, the VSAMGEN EXEC procedure 
terminates and the system returns to the 
CMS command environment. 

For DMSCPY, in multiple output file mode, 
several output files may have been created 
before the error was discovered. 



For DMSDSK, the reader is closed 
HOLD option. 



with the 



For DMSMOD, loader cleanup has 
performed on loaded files. 



been 



For DMSTPE, if the DEN, TETCH, 7TRACK, or 
9TEACK options were specified, the modeset 
byte has been set for the specified device 
(TAPi, where; i = 1, 2, 3, 4) or TAP1. 

Use r Action; Issue the CP command LINK to 
reset the disk to read/write status. Then 
access the disk again and reissue the 
command. 

For DHSBDP, ensure that the appropriate 
disk is being associated with the DTF being 
opened, and reissue the command. 



038E FILEID CONFLICT 

' {ASM3705IASSEMBLE) ' 



FOR 



DDNAME 



Exp lan at ion ; The file specified with an 
ASM3705 (or ASSEMBLE) command has been 
previously defined by a FILEDEF command, 
but its filetype was not defined as 
•ASM3705' (or as 'ASSEMBLE'), or you have 
issued a FILEDEF command for a reader or 
tape input file and specified a filename 
that is already defined as a disk file with 
the filetype ASM3705 (or ASSEMBLE). 
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Systea A ction ; PC = 40 

The command is not executed. The 

status remains the same. 



system 



Dser a ction : Reissue the 
specifying at least one fileid. 



command. 



Dse r Actio 
the correc 
ASSEMBLE) 
first case 
CLEAR com 
FILEDEF c 
correctly, 
different 
erase the 



n: Verify that 
t filename wi 
command. If it 
above, issue 
mand for the 
ommand that 

In the second 
filename for 
existing disk 



you have specified 
th the ASH3705 (or 

is correct, in the 
a FILEDEF ddname 

file, or issue a 
sets the filetype 

case, either use a 
the input file, or 
file. 



039E NO ENTRIES IN LIBRARY • f n ft fm' 

Explanation: The library specified contain?: 
no members, probably because all members 
were deleted using the HACLIB DEL command. 

System Action : RC = 32 

Execution of the command to terminated. 

The system status remains the same. 

Dser Action: None. 



040E NO FILES LOADED 

Explanation : The user has not previously 
issued a LOADMOD or LOAD command, or the 
module consists of zeros. 

System Action: RC = 40 

Execution of the command is terminated. 

The system status remains the same. 

Dser Action : Load files via the LOAD or 
LOADMOD command. 



041E INPOT AND OOTPOT FILES ARE THE SAME 

E xplanation : One of the following errors 
was detected: 

• The same ddname was specified for input 
and output. 

• The input ddname and output ddname 
specify the same disk file. 

• The input ddname and output ddname 
specify the same tape unit. 

System A cti on: RC = 40 

Execution of the command is terminated. 

The system status remains the same. 



Dser Action; 



Reissue the 



FILEDEF and 



MOVEFILE commands correctly. 



042E NO FILEID[ (S) ] SPECIFIED 

Explanat ion; At least one file 
identification is required in order for the 
command to be executed. 

System Ac tion : RC = 24 

Execution of the command is terminated. 

The system status remains the same. 



043E 'TAPnCcuu)' IS FILE PROTECTED 

Explana t ion ; The tape cannot be written on. 

System Action; RC = 36 

Execution of the command is terminated. If 
the DEN, TRTCH, 7TRACK, or 9TRACK options 
were specified, the modeset byte has been 
set for the specified device (TAPn, where: 
n = 1, 2, 3, 4) . 

Dser Action ; Send a message to the operator 
to insert the write enable ring in the tape 

For DMSCLS, verify that the correct tape is 
mounted. 

044E RECORD LENGTH EXCEEDS ALLOWABLE HAXIMDM 

Explanation ; The record length given 
exceeds the maximum record length allowed. 
The maximum record length allowed by the 
EDIT command is 160 characters; by the 
PRINT command, 151 characters; and by the 
PDNCH command, 80 characters. 

System Action : RC = 32 

Execution of the command is terminated. The 

system status remains the same. 



Dser Action ; For DHSEDI, reissue the 
command with an acceptable record length . 

For DHSPBT and DMSPDN, you can change the 
record length with the COPYFILE command, 
and then reissue the command. 



045E DNSDPPORTED 370X CONTROL PROGRAM TYPE 

Explanation ; The 3705 control program type 
is not an Emulation Program (EP) , 
Partitioned Emulation Program (PEP) or 
Network Control Program (NCP) . 

System A ctio n: RC = 16 

Execution of the command is terminated. 

Dser Action; Make sure that 370 X control 
program has been generated with correct 
parameters. For the correct parameters for 
the 370X control program generation, refer 
to the V H/370 P lanni ng and S yste m 
Generation Guide. 



046E NO LIBRARY NAME SPECIFIED 

Exp lanation : The command 
without a library name. 



entered 



Sistem Action; RC = 24 

Execution of the command is terminated. The 

system status remains the same. 
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D ser Action ; Reenter the 
specifying the library name. 

047E NO FUNCTION SPECIFIED 



comffiand, 049E INVALID LINE NOHBER 'line number* 

Exp lana t ion ; The specified line number is 
either zero or outside the limits of the 
file. 



Explanation ; A function must be specified 
in order for the command to be executed. 
Either ON or OFF must be specified with the 
SVCTRACE command. For the ZAP command, you 
must specify LOADLIB, MODDLE, or TXTLIB. 

System Action; EC = 24 

Execution of the command is terminated. 

For SVCTRACE, SVCTRACE is turned off if it 
was on. 

For DMSTPE, if the DEN, TRTCH, 7TRACK or 
9TRACK options were specified, the modeset 
byte has been set for the specified device 
<TAPi, where: i = 1, 2, 3, 4) or TAP1. 
Otherwise, the system status remains the 
same. 

D ser Action : Reissue the command with the 
desired function. 



048E INVALID MODE 'mode' 



System Actio n: RC = 24 

Execution of the cojamand is terminated. 

system status remains the same. 



The 



Dser Action : Examine the file and reissue 
the command with a correct line number. 



050E PARAMETER MISSING 

{DDNAHE|SYSxxx| function} 



AFTER 



Exp lana t ion ; A parameter that is required 
by the command was not specified. 

For the ASSGN command, the disk mode must 
be specified for the SYSxxx logical unit. 

For the DLBL command, the disk mode or 
DDMMY or CLEAR must be specified after the 
ddname. 

For the FILEDEF command, the device name or 
DUMMY or CLEAR must be specified after the 
ddname. 



Explanat i on : This message can occur for any 
one of the following reasons: 

• The mode was not specified correctly. 

• The mode letter, if specified, is not 
one of the following: A, B, C, D, E, F, 
G, S, Y, Z. (For the DLBL command, the 
mode letter must not be S.) 

• The mode number, if specified, is not 
between and 5. 



For the SET command, a required paramater 
that must follow a function is missing. 

System Actio n: RC = 24 

Execution of the command is terminated^ The 
system status remains the same. 



Dser Action : 
command. 



Correct and reissue the 



051E INVALID BODE CHANGE 



• More than two characters were specified 
for the mode. 

• A null line was entered as the first 
specification with the MDLT option of 
the DLBL command. 

• The mode specified with a LISTDS command 
was not the mode of an OS or DOS disk. 

• The mode specified with a LISTFILE 
command was not the mode of a 
CMS-f ormatted disk. 

System Action : RC = 24 

Execution of the command is terminated. 

The system status remains the same. 

For DMSTPE, if the DEN, TRTCH, 7TRACK, or 
9TRACK options were specified, the modeset 
byte has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4) or TAPU 

User Action: Reissue the command with the 
filemode specified correctly. 



Explana t ion ; The filemode letter specified 
for the old fileid is not the same as the 
filemode letter specified for the new 
fileid. 

System Action; RC = 24 

Execution of the command is terminated. 

The system status remains the same. 



Dser Action ; 
command. 



Correct 



and reissue the 



052E MORE THAN 100 CHARS OF OPTIONS SPECIFIED 

Exp lanation ; The maximum number of 
characters that can be used to specify 
options for this command is 100. More than 
100 characters were used. 

System Action: RC = 24 

The command is not executed. The system 

status remains the same. 

Dser Act ion : Reissue the command, using 100 
or fewer characters to specify the options. 
Use abbreviations if necessary. 
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053E INVALID SORT FIELD PAIR DEFINED 

Ex p lanation : Either an ending character 
position was not specified for a sort 
field, the starting position is greater 
than the ending position, the fields 
contain nondecimal characters, or the sort 
field exceeds the maxiinuni of 253 
characters. 

Syste m Action ; EC = 24 

Execution of the command is terminated. The 

system status remains the same. 



Oser Action ; 
command. 



Correct 



and reissue the 



054E INCOMPLETE FILEID SPECIFIED 

Explanation ; You must specify the filename 
and filetype in order for the command to be 
executed. In addition, for some commands 
you must specify the filemode. 

S ystem Action : BC = 24 

Execution of the command is terminated. 

The system status remains the same. 

Use r Action ; Check the description of the 
command, correct the command line, and 
reissue the command. 



If an &COPY statement appears, it must 
contain a name. A HACLIB must contain 
'LIB' in columns 4-6 of record one. 

For DHSLBT, the specified file has more 
than 255 entry points (ESD only) , or has 
records which are incompatible or missing. 

For DMSLIO, all TXTLIB files must have 
"LIB" in columns 4-6 of record one. 

For DMSSYN, the specified file is not in 
the expected format. The SYNONYM file must 
contain 80-byte records in free form 
format, with columns 73-80 ignored. The 
data consists of a command name followed by 
a blank and the user synonym. This may 
vjj-i L xoiidll^ Lt rulluwecl bjf ct couiiL wlio-ch it. 
preceded by at least one blank. 

For DBS ZAP, either the header record for 
TXTLIB or LOADLIB was invalid, or the 
pointer to the directory or module map was 
in error. 

System A ction ; EC = 32 

Execution of the command is terminated. 

The system status remains the same. 

Oser Action ; For DMSLBH and DMSNCP, issue 
the MACLIB COHP command, then check the 
MACLIB with a HACLIB MAP command. Correct 
the format error. 



055E NO ENTEY POINT DEFINED 

Explanat i on ; For the STAET command or the 
START option of the FETCH, LOAD, or INCLUDE 
command, either the initial execution 
address is zero, or there is no executable 
code at the execution address, or nothing 
has been loaded. 

This message is also issued if a STAET 
command (or FETCH command with the STAET 
option) is issued following a SET DOSPAET 
command, resetting the size of the DOS 
partition. Redefining the partition size 
causes storage to be reinitialized and any 
previous loads or fetches must be reissued. 

Sys tem A ction ; EC = 40 

Execution of the command is terminated. 
Loader cleanup has been performed on loaded 
files. This should not interfere with a 
subseguent START command. 

Dser Action ; If no file was previously 
loaded, issue the LOAD command specifying 
the files to be loaded. If files are 
loaded, check them for incorrect SLC or 
entry cards. 



056E FILE 'fn ft [fm]' CONTAINS INVALID 
{NAME|ALIAS|ENTEY|ESD} RECORD FORMATS 

Explanation; For DMSLBM and DMSNCP (GEN, 
ADD, REP) , the specified file is not in the 
expected format. MACRO and MEND cards must 
be included in the MACRO files, and the 
prototype card must be specified with a 
name that does not exceed eight characters. 



For DMSSYN, correct the format of the 
file. 

For DMSLIO, recreate the TXTLIB. 

For DHSLBT, if the message specifies ESD, 
check for more than 255 entry points for a 
member; otherwise, check for invalid or 
missing records. . 

For DMSZAP, recreate the library or module. 

Then reissue the command. 

056H FILE 'fn ft fm' CONTAINS INVALID 
{NAHE|ALIAS|ENTEY|ESD} RECORD FORMATS 

Explanation ; The specified file is not in 
the expected format. 

Sys tem A ctio n; Processing continues. 

Dser Action; None. 



057E INVALID EECOED FOEMAT 

Ex p lanation ; For the TAPE command, a record 
that was read was not in TAPE DUMP format. 
For the TAPEHAC command, the tape was not 
in the lEHHOVE unloaded PDS format, or the 
PDS logical record length is not 80. 

Sys tem Action: EC = 32 

Execution of the command is terminated. 
For the TAPE command, if the DEN, TRTCH, 
7TRACK, or 9TEACK options were specified. 
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the modeset byte has been set for the 
specified device (TAPi, where: i = 1, 2, 3, 
4) or T&P1. 

User Action ; For the TAPE command, rewrite 
the file onto tape using the TAPE DOHP 
command. For the TAPEMAC command, recreate 
the file on tape using the OS lEHMOVE 
utility program. Then reissue the command. 



058E END-OF-FILE OH ESD-OF-TAPE [ON 'TAPn'] 

Explanat i on ; The end of the file or tape 
was reached. 

For DBSTPE, an end-of-tape condition was 
encountered while doing a write, WTH (write 
tape mark) , or ESG (erase gap) operation. 



System Action ; RC = 40 

Execution of the command is terminated. For 
DMSTPE, the last operation is not 
completed. The tape is positioned at the 
end. If the DEN, TSTCH, 7TEACK, or 9TEACK 
options were specified, the modeset byte 
has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4) or TAPI. 



Use r Action : For DMSTPD, you may space the 
tape forward and continue, or rewind the 
tape and quit; this can be an information 
message rather than an error condition, 
depending on the circumstances. 

For DMSTPE, if the position of the tape is 
not as expected, use the appropriate TAPE 
control function to reposition it. 

For DMSBOP, ensure that the proper tape has 
been mounted. If so, rewind and reposition 
the tape and retry. 

For DMSCLS, rewind and reposition the tape 
and reissue the command. 



059E 'cuu' ALREADY ACCESSED AS READ/WRITE 'mode' 
DISK. 

Explanation : You are trying to access the 
specified device in read-only mode, but you 
have already accessed it read/write mode. 
You cannot have a disk accessed as both 
read-only and read/write, because the 
read-only file directory would not reflect 
any updates you made until the next time 
you accessed the disk. 

System Action ; EC = 36 

Execution of the command is terminated. 

The system status remains the same. 

User Action: Release the disk by issuing 
the RELEASE command and then reissue the 
ACCESS command. 



060E FILE(S) "fn [ft [fffl]]' NOT FDUND. DISK 
•mode (cuu) ' WILL NOT BE ACCESSED 

Explanation ; The files requested were not 
on the specified disk; therefore, the disk 
is not accessed. If another disk was 
already accessed as mode "fm", it is 
released. 

System Action; RC = 28 

Execution of the command is terminated. The 
system remains in the same status as before 
the command was entered. 

User A ction ; Check to see that the fileid 
is specified correctly, and reenter the 
command. 



061 E NO TRANSLATION CHARACTER SPECIFIED 

Exp lanation ; A SET INPUT or SET OUTPUT 
command was issued without a translation 
character. 

S ys tem A ctio n; RC = 24 

Execution of the command is terminated. The 

translate table remains unchanged. 

User Action; Reissue the command with the 
appropriate translation character. 



062E INVALID [CHAR] '[ = |*|char]' 
FILEID [ 'fn ft [fm]' ] 



IN [OUTPUT] 



Explanation; The character specified 
whether an asterisk (*) , equal sign (=) , or 
other was invalid in the fileid in which it 
appeared. 

System A ction ; RC = 20 

Execution of the command is terminated. 

The system status remains the same, with 

the following exceptions for the COPYFILE 

command: 

• If the APPEND option was specified and 
the copying process began before the 
error was discovered, then records were 
appended to the output file. 

• If the NEWFILE (the default) , REPLACE, 
or OVLY option was specified, and the 
copying process began before the error 
was discovered, then COPYFILE CSSUT1, on 
the output disk, contains the records 
copied so far. 

• In multiple-output-file mode, several 
output files may have been created 
before the error was discovered. 

User Action : Check the description of the 
command format and reissue the command. 



063E NO [TRANSLATION I SPECIFICATION] LIST ENTERED 

Exp lanation : A list was requested in 
response to the SORT command, or to the 
SPECS option or TRANSLATE option of the 
COPYFILE command, but a null line was 
entered in response. 
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System A ction : BC = 40 

Execution of the command is terminated. The 

system status remains the same. 

Use r Action : Eeissue the command, and enter 
the list when it is requested. 



064E INVALID [TRANSLATE] SPECIFICATION AT OE 
NEAR 'list' 

Explanat ion; An invalid specification was 
included in the list entered when either 
the SPECS option or the TRANS option was 
specified. "list" is the portion of the 
list you entered that is in error. Some of 
the errors that can cause this message to 
anoear in roTiinnction with fhe> ^w.c^ nn+inn 
are the following: 

• A source specification was entered with 
no target specification. 

• An invalid decimal number was entered 
for an input or output column. 

• An input file specification of the form 
"nn-mm" was given, but mm was smaller 
than nn. 



Oser Action ; Reissue the 
specifying the option only once. 



command. 



066E 'option' AND 'option' ARE CONFLICTING 
OPTIONS 

Exp lanation ; The specified options are 
mutually exclusive and must not be 
specified in the same command. 

System Action ; RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

Dser Action ; Correct and reissue the 
command. 



067E COMBINED INPDT 
UNPACK OPTIONS 



FILES ILLEGAL WITH PACK OE 



Exp lanation : An attempt was made to combine 
several files at the same tims that the 
PACK or UNPACK option was used. This 
message appears if there is more than one 
input fileid, or if there is an asterisk in 
the first fileid in single output file 
mode. 



• A string was specified without an ending 
delimiter. 

• A zero length string was specified. 

• An invalid hexadecimal number was 
specified, or an odd number of 
hexadecimal digits followed the "H" of 
such a specification. 

• The continuation code (++) was specified 
in the middle of a specification, rather 
than at the beginning of one. 

Some of the errors that can cause this 
message to appear in conjunction with the 
TRANS option are the following; 



An invalid hexadecimal 
entered. 



number 



System A ctio n: RC = 24 

Execution of the command is terminated. 

The system status remains the same. 

Dse r A ction : Correct the command line and 
reissue the command. 



068E INPUT FILE • f n ft fm' NOT IN PACKED FORMAT 

Exp lan a tion : The specified input file is 
not in packed format, and was specified in 
an UNPACK operation. 

S ys tem Actio n: RC = 32 

Execution of the command is terminated. 
The system status remains the same, except 
that in multiple output file mode, several 
output files may already have been created 
before the error was discovered. 



• An odd number of characters was entered. 

• The continuation code (++) was entered 
in the middle of a character pair. 

Syste m Action : RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

User Act ion: Reissue the command and enter 
the correct specification list when it is 
requested . 



065E 'option' OPTION SPECIFIED TWICE 

Exp lanation : The option was specified more 
than once in the command line. 

Syste m Action ; RC = 24 

Execution of the command is terminated. The 

system status remains the same. 



Dser A ction ; Correct the command line and 
reissue the command. 



069E DISK 'mode' NOT ACCESSED 

Explan at ion ; The specified disk has not 
been accessed. For DMSDSL, the A-disk must 
be accessed when the DOSLIB HAP function is 
performed and the output is directed to 
disk. For DMSVGN, note that the VSAMGEN 
EXEC procedure requires that you have a 
read/write CMS disk accessed as your 
A-disk. 

System A ctio n; RC = 36 

Execution of the command is terminated. 

The system status remains the same. 

User Act ion ; Access the specified disk and 
reissue the command. 
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0691 [OOTPDT] DISK 'mode' NOT ACCESSED 

Explantio n; The disk specified in the 
FILEDEE conmand has not been accessed. 

System A ctio n: This message is for 
information only. Execution continues. 

User Action: None. 



070E INVALID {PARAMETER 
•argument'} 



' parameter' | ARGDHENT 



Explanation : An invalid operand, or too 
many or extraneous operands, were specified 
in the command line or EXEC statement. 

S ystem Action ; EC = 24 

Execution of the command is terminated. The 
system status remains the sane, with the 
following exception for the TAPE command: 

If the DEN, TRTCH, 7TEACK, or 9TEACK 
options were specified, the modeset byte 
has been set for the specified device 
(TAPi, where: i = 1, 2, 3, 4) or TAP1. 

Dser Action ; Correct the command line and 
reissue the command. 



071E ERASE * * [fm|*] NOT ALLOWED 

Explanation : You cannot erase all files on 
all disks using the ERASE command. You can 
enter asterisks for the filename and 
filetype, but you must specify the filemode 
letter and number. 



System Action ; SC = 24 

Execution of the command is terminated. 

system status remains the same. 



The 



User Action: Issue the FORMAT command to 
erase all files on a disk, or use the 
ACCESS command with the ERASE option (all 
files on the disk are erased the first time 
you write a new file on the disk) . 



BAD FILE FORMAT 

RC = 803 

The file is not in the required format. For 

instance, it is packed rather than 

unpacked, or the record length is greater 

than 130. 

TOO MANY ARGUMENTS 

RC = 804 

A maximum number of 30 arguments can be 

passed to an EXEC file. 

MAX DEPTH OF LOOP NESTING EXCEEDED 

RC = 805 

No more than four nested loops may be 

specified. 

ERROR READING FILE 

RC = 806 

An I/O error occurred while an EXEC file 

was being read. 

INVALID SYNTAX 

RC = 807 

The syntax of the indicated statement is 

invalid. 

INVALID FORM OF CONDITION 

RC = 808 

This can occur from previously unassigned 

variables. The final result after the line 

is interpreted is syntactically invalid. 

INVALID ASSIGNMENT 

RC = 809 

An attempt was made to assign a value to an 

unspecified field; for example, 

= 42 

MISDSE OF SPECIAL VARIABLE 

RC = 810 

Incorrect use of a special variable was 

attempted. For example, an attempt was 

made to assign a value to SEX EC or to 

STYPEFLAG. 

ERROR IN SERROR ACTION 

RC = 811 

An SERROR control statement specified a CMS 

command that also resulted in an error. 



072E ERROR IN EXEC FILE fn, LINE nnn - message 

Explanation : The EXEC interpreter has found 
an error in file "fn", at line "nnn"; 
"message" may be any one of the following: 

FILE NOT FOOND 

RC = 801 

The specified file was not found on the 

accessed disks. This message can be issued 

when you try to invoke an EXEC from within 

another EXEC. 

&SKIP OR SGOTO ERROR 

RC = 802 

A reguest was made to move to a statement 

above the beginning of the file, or to a 

nonexistent label. 



CONVERSION ERROR 

RC = 812 

A variable in the line must be converted, 

but cannot be, because it is a character 

value, it is not in the proper format, or 

it has not been initialized. For example. 



•6IF &FLAG EQ 944' 

If &FLAG was not previo 
is "null" or blank 
conversion error when 
decimal. This message 
nonbexadecimal number 
the characters "X'" on 
of an assignment statem 
= X'12AG') ; or if an 
specified after the cha 
statement other tha 
statement (for example. 



usly initialized, it 

and will cause a 

being converted to 

is also issued if a 

is specified after 

the right-hand side 

ent (for example, &A 

ondecimal number is 

racters "X'" in any 

n an assignment 

STYPE X' 120A0') . 
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TOO MANY TOKENS IN STATEMENT 

EC = 813 

More than 19 tokens appeared in a single 

&READ VAES Statement. 

MISUSE OF BUILT-IN FUNCTION 

EC = 814 

One of the EXEC built-in functions (for 

example, &CONCAT, SDATATYPE, etc.) was 

used incorrectly. 

EOF FOUND IN LOOP 

EC = 815 

An end of file occurred before the command 

completed the requested operation. 

INVALID CONTROL WOED 

EC = 816 

An invalid control word was encountered in 

the input deck and cannot be read. 

EXEC AEITHMETIC UNDERFLOW 

EC = 817 

A negative arithmetic variable exceeded 8 

digits including sign. 

EXEC AEITHMETIC OVERFLOW 

EC = 818 

A positive arithmetic variable exceeded 8 

digits. 

SPECIAL CHARACTER IN VARIABLE SYMBOL 
EC = 819 

A special character was used in a variable 
symbol. Only alphameric characters are to 
be used. The asterisk in the special 
variable S* is an acceptable character. 

System Action : The file is logically 
executed up to the point where the error 
was detected. 

U ser Action ; Correct the EXEC file and 
reexecute it. 



074E ERROR CEE]SETTING AUXILIARY DIRECTORY 

Explana t ion ; The auxiliary directory could 
not be set or reset. This can occur, for 
example, if the disk on which the auxiliary 
directory resides is not accessed when the 
command is issued, or if it is accessed as 
a filemode other than the one specified for 
it with a previous GENDIRT command. 

System Action ; RC = 40 

If the error occurred on an attempt to set 
the auxiliary directory, execution of the 
command is terminated. The system status 
remains the same. If, however, the error 
occurred on an attempt to reset the 
auxiliary directory, the assembly has 

already bppn flono. i^-nfl e^yf^i-.n-t-inrt fr^ni-i niio^ 

Use r Action: Consult the system programmer 
to find out what disk the auxiliary 
directory is on and what filemode that disk 
should be accessed as. (It should have the 
filemode that was specified for it with the 
GENDIRT command.) Access the disk with the 
proper filemode and reissue the command. 



075E DEVICE devicename 
{INPUT I OUTPUT} 



INVALID 



FOR 



Explanation ; The device specified for the 
input or output ddname is invalid. This 
message will appear if the input device 
specified is DUMMY, PRINTER, or PUNCH, or 
if the output device specified is READER. 

System A ctio n; EC = 40 

Execution of the command is terminated. The 

system status remains the same. 



Use r Action; 
and specify 
device. 



Reissue the FILEDEF command 
the correct input/output 



Note: For a tutorial description of the 
EXEC facility, see the VM^370 CMS U ser's 
Guide . For a description of the EXEC 
control statements, see the VM/370 CMS 
Command and Macro Reference. 



076E ACTUAL RECORD LENGTH EXCEEDS THAT SPECIFIED 

Explanation ; An existing file has a record 
length greater than the record length 
entered in the command line. 



073E UNABLE TO OPEN FILE ddname 

Ex planation : CMS was unable to open the 
specified ddname. An explanatory message 
should appear along with this message. 

Sys tem Action; RC = 28 

Execution of the command is terminated. The 

system status remains the same. 

User Actio n: Verify the ddname and reissue 
the command. 



System A ction : RC = 40 

Execution of the command is terminated. The 

system status remains the same. 

User Action ; Reissue the command, 
specifying a larger record length with the 
LRECL option. 



077E END CARD MISSING FROM INPUT DECK 

Explanation : Since the end card is missing, 
the input file is not complete. The deck 
is probably invalid. 



Sys tem A ction ; RC = 32 

Execution of the command is terminated. 

card file is lost from the reader. 



Che 



|^@£ Ac tio n; The DISK DUMP command must be 
issued to recreate the file. 
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078E IH7ALID CABD 
'cardiaage'} 



IN 



READER 



{DECK I FILE 082E IPL DEVICE ERBOS - REENTER 



Explanation : For DHSDSK, a card that was 
not punched by DISK DOMP was encountered in 
the input deck. The deck cannot be read by 
DISK LOAD. 

For DMSGRN, an invalid card was encountered 
in the input deck. The deck cannot be 
processed by the GEN3705 coaoand. 

Systea A ction ; RC = 32 

Execution of the command is terminated. The 

system status remains the same. 

For DMSDSK, the READER file closed with the 
HOLD option. 

Dser Action : 

For DMSDSK, reissue the command in case 
there are valid DISK DOMP cards following 
in the file. If the same error occurs, 
either retry, use the READCAED command to 
load the file, or use the CP PURGE command 
to erase the reader file. 

For DMSGRN, use the card image in the error 
message to correct the card, and reenter 
the command. 



Explanation : The device is not currently 
defined, or it is not in read/write status, 
or it is an unsupported device type. 

System Action : Message DMSIHI608R is 
reissued. 

User Action: See DMSINI608R. 



083E NDCLEOS WILL OVERLAY CMS FILES - RECOMPOTE 

Ex planation : The specified nucleus cylinder 
number was not greater than the number of 
cylinders indicated in the Master File 
Directory for the IPL device. 

System Action : Message DMSINI6 09R is 
reissued. 

User Ac tion : Respond to DHSINI609R with a 
larger cylinder number, or IPL CMS and 
format the specified IPL device with the 
RECOMP option. 

- - - (Basic System Extensions) - - - 

083E NUCLEUS {CIL|BLK} SPECIFICATION 

UNACCEPTABLE ERROR 'X' 



079E INVALID DEVICE ADDRESS - REENTER 

Explanation : The device address entered was 
specified incorrectly, that is, it is not a 
valid hexadecimal character or is not in 
the range of X'001' to X«6FF«. 



System Action : Message 
DMSINI608R is reissued. 



DMSINI606R or 



User Action: See DMSINI606R or DMSINI608E. 

080E INVALID CYLINDER NUMBER - REENTER 

- - - (Basic System Extensions) - - - 
080E INVALID {CYL|BLK} NUMBER - REENTER 



Explanation : The value entered was not a 
valid decimal number. 

S yste m Action: Message DMSINI609R is 
reissued. 

User Action: See DMSINI609R. 



081E INVALID REPLY - ANSWER "YES" OR "NO" 

Explanation : The only valid response to the 
query is "yes" or "no". Neither was 
entered. 

Syste m Action: Message DMSINI607R or 
DMSINI610R is reissued. 

User Action: See DMSINI607R or DMSINI610R. 



Explanation : The cylinder or FB-512 block 
number specified for the nucleus start 
address does not meet the requirement 
indicated by the error code. 

Code M eaning 

1 The nucleus will overlay CMS files on 
the minidisk. 

2 The nucleus start address is beyond 
all formatting. 

3 The starting FB-512 block number is 
not on a 256-block boundary. 

a A total of 256 FB-512 blocks are not 
available, including the starting 
block number. 



System Action : Message 
reissued. 



DMSINI609R 



Use r Action : If RC = 1, respond to 
DMSINI609E with a larger cylinder value or 
FB-512 block number. If RC =2, specify a 
smaller value. If RC = 3, specify a 
multiple of 256. If RC = H, specify a 
lower location for the nucleus. In any 
event, use of the FORMAT command with the 
RECOMP option may be necessary. 



084E INVALID USE OF 'FROM' AND 'TO' OPTIONS 

Explanation : The 'FROM' location exceeds or 
is equal to the 'TO' location. 
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Systea Action ; EC = 24 

Execution of the conmand is terminated. The 

systen status reaains the sane. 



Oser Action ; 
coBBand. 



Correct and 



086E INVALID DDNAME 'ddname' 



reissue the 



System Action ; EC = 24 

Execution of the conBand is terminated. 

The systeB status remains the same. 

Dse r Action ; fieissue the ASSGN coBBand, 
specifying a valid combination of logical 
unit and virtual device. 



Explanation ; The ddnaae specified with the 
coBBand is invalid. 

System A ction ; EC = 24 

Execution of the command is terminated. 

The system status remains the same. 

Dse r Action: Eeissue the command with a 
valid ddname. With the DLBL command, use a 
ddname of seven characters or less. If you 
are an OS user, enter the first seven 
characters of your program's ACB ddname. 
If these seven characters are not unique 
within the program (that is, the eighth 
character distinguishes two ACBs in the 
same program) , recompile the program using 
different ddnames. 



086W DLBL 'ddname' DOMHY INVALID FOE VSAH 



088E ONSOPPOETED DTP TYPE 'dtftype' 

Explanation : An attempt was made to open or 
close a DTF table of a type not supported 
by CHS. 

System Action; EC = 24 

Execution of the comBand is terainated. 

The systea status reaains the saae. 

Oser Action ; None; CBS/DOS only supports 
those DTF types identified in the CMS/DOS 
publications. 



089E {OPENICLOSE} EEEOB 
{fn|STSxxx|TAPn} 



CODE 



ON 



Explanation ; The error code in the aessage 
identifies the error situation. 



Explanation ; The ddnaae in the ACB being 
opened was specified in a previous DLBL 
coaaand with the DIT1IH7 operand, which is 
invalid for VSAH. 



Code Heaninq 
1 The logical unit (STSxxx) in the DOSCB 
does not aatch the logical unit in the 
DTF table. 



Systea A ction ; EC = 8 

This message accompanies a DOS/VS VSAH open 

error code X'11'. The OS user is 

restricted from using a D0HH7 VSAH data 

set. An attempt to do so will cause 

unpredictable results at OPEN tiae. An 

additional aessage froa the prograa product 
being used may follow. 

Dser Action ; Eeissue the DLBL coBBand 
specifying a mode for this ddname, and then 
restart the program that caused the error. 



087E INVALID 
'device' 



ASSIGNMENT OF 'SYSxxx' TO DEVICE 



Explanation ; The ASSGN coamand that was 
entered violated a restriction on the 
assignaent of SYSxxx to a virtual device. 
The ASSGN command restricts the assignment 
of logical units to virtual devices as 
follows; 

Logical Dnits Valid Assignment 

SYS000-SYS241 to any device as specified 

by the ASSGN command. 

SYSLOG to terminal and printer 

SYSLST to printer, disk, and tape 

SYSIPT to reader, disk and tape 

SYSPCH to punch, disk, and tape 

SYSBDE to reader, disk, and tape 

SYSCAT to disk 

SYSCLB to disk 

SYSBLB to disk 

SYSSLB to disk 

SYSIN to reader, 

SYSODT to tape 



CHS/DOS does not support writing to OS 
or DOS disks. All files must be 
written to CHS disks. 



An attempt was made to o 
sequential disk file, 
private source statement 
no DLBL command was is 
DLBL ddname equal to 
filename. CHS/DOS 
user-issued DLBL for a 
disk files, VSAH inpu 
files, and private libra 



pen or close a 

VSAH file, or 

library, but 

sued with the 

the DTF ACB 

requires a 

11 sequential 

t and output 

ries. 



tape, and disk 



4 An atteapt was aade to open or close a 
DTFCD or DTFPE with ASOCFLE/FDNC 
operands specified in the DTF aacro. 
These operands are not supported under 
CMS/DOS. 

5 An atteapt was aade to open an input 
sequential disk file froa an OS disk, 
but no extent inforaation was found in 
the OSFST associated with the file. 

6 An atteapt was aade to open a 
sequential disk file for input, but 
the file was not found on any of the 
accessed disks. 

7 The device type in the DTF being 
opened or closed is incoafatible with 
the PDB device type for the specified 
unit. 

8 The systea or prograaaer logical unit 
is unassigned (PUB pointer in LDB = 
X'FF') . 
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Code Meaning 

9 There is no CMS/DOS support for 
reading tapes backward. When the 
operand BEAD=BACK is specified on the 
DTFMT macro, a flag is set in the DTF 
at compilation time indicating this 
condition. CMS/DOS supports tape 
processing only in a forward 
direction. 

11 in attempt was made to open or close a 
DTFMT (tape data file) and •ASCII=YES« 
was specified in the DTF macro. This 
operand is not supported. 

12 An attempt was made to open a DTFMT 
(tape data file) and 'FILABL=STD' was 
specified. However, no V0L1/HDB1 was 
encountered. 

- - - (Basic System Extensions) - - - 

12 An attempt was made to open a DTFCP or 
DTFDI tape file with 'FILABL=STD' 
specified. However, no V0L1/HDE1 was 
encountered. 



13 PUB information for the tape logical 
unit being opened (track mode 
indicator or density) is incompatible 
with the tape drive. 

14 The tape is a 3420 tape drive but an 
invalid tape drive model number (valid 
model numbers are 3, 4, 5, 6, 7, and 
8). 

15 While opening a DTF associated with a 
file on an OS or DOS disk, an I/O 
error occurred while reading the 
extent information for the specified 
data set. 

16 STSIPT/SYSEDE is assigned to tape and 
the record length is not 80 or 81 
bytes. 

17 An unexpected error situation was 
encountered while performing a tape 
I/O operation. 

System Action ; BC= 36 

Execution of the command is terminated. 

The system status remains the same. 

Dser Action: Correct the error and reissue 
the command. 



090E INVALID 
'device' 



DEVICE CLASS 



'deviceclass' FOR 



Explanation : The device class information 
returned from the CP DIAGHOSE request (code 
24) conflicts with the device being 
assigned. 

S ystem Action : fiC = 36 

Execution of the command is terminated. 

The system status remains the same. 



Ose r Action : Reissue the command. If this 
fails, call IBM for software support. 



091E SAVEAREA ADDRESS IN PARTITION PIB NOT 
EQUIVALENT TO LTA SAVEAREA ADDRESS 

Explanation : The current savearea address 
in the PIB (Partition Information Block) is 
not the same as the savearea in the LTA 
(Logical Transient Area) . 

Sys tem Action : EC = 100 

Execution of the command is terminated. 

Dser Action : Reissue the command; if the 
problem persists, call IBM for software 
support. 



092E STXIT SAVEAREA ADDRESS INVALID 

Explanation ; The specified savearea address 
in a STXIT operation is not within the 
address range of the virtual machine. 

System Action ; EC = 100 

Execution of the command is terminated. 

The system status remains the same. 

Oser Ac tion : Verify the save area address 
and reissue the command. 

093E MVCOM MACRO ATTEMPT TO ALTEE OTHEB THAN 
POSITION 12-23 OF COMREG 

Explanation : The specified MVCOM macro is 
attempting to alter a position other than 
the allowed positions 12 to 23 of the 
communications region. 

Sys tem Action : RC = 100 

Execution of the command is terminated. 

The system status remains the same. 

Dser Action: Correct the specification of 
the MVCOM macro and retry. 



094E FROM ADDRESS ON MVCOM MACRO INVALID 

Explanation : The address specified in the 
MVCOM macro is not within the range of the 
virtual machine. 

Sys tem A ction : RC = 100 

Execution of the command is terminated. 

The system status remains the same. 

Dser Action: Correct the address specified 
and retry. 



095E INVALID ADDRESS 'address' 

Explanation ; The specified address is not 
within the range of the virtual machine, is 
not a valid storage address, or is not 
equal to or greater than X' 20000'. 

System Action; RC = 100 

Execution of the command is terminated. 

The system status remains the same. 
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User Action : Reissue the coaaand with a 098S CMS OS SIM0L4TION NOT AVAILABLE 

valid address. 

Explanation ; DMSINS098W is displayed if, 
during CMS initialization, it is determined 
that a CHS saved segment is not available 
or cannot be loaded, and the OS simulation 
text could not be loaded into free storage. 



096S ONSDPPOHTED FUNCTION IN A LICCS ROOTINE 

Ex planation ; A Logical IOCS routine was 
called to perform a function which the 
routine was not generated to perform. 

System A ctio n; EC = 100 

Execution of the command is terminated. 

The system status remains the same. 

Use r Action ; Verify that all logical 
functions to be performed are supported by 
the Logical IOCS routine linked with your 
program. 



097E NO 'SYSEES* VOLDME ACTIVE 



- - - (Basic System Extensions) - - - 

Note; This message also indicates that tape 
label processing cannot be used in CMS. 



DMSSET098W is displayed if, after it was 
determined that the CMS saved segment was 
not available, an attempt to load the OS 
simulation text was unsuccessful. 
DHSSET098W is preceded by message 
DMSSET100W. 



Explanat ion: No system residence disk 
(SYSRES) is active; therefore, no procedure 
library or relocatable library is active. 

System Action ; EC = 36 

Execution of the command is terminated. 

The system status remains the same. 

Ose r Action : Ose the "SET DOS ON mode" 
command to activate a SYSEES disk, and 
reissue the command. 



098E NO {PHASEIPEOCEDOEE} NAME SPECIFIED 

Explanation : The command requires the 
specification of a phase name or procedure 
name. 

System Action : EC = 24 

Execution of the command is terminated. The 

system status remains the same. 

Dser Action : Reenter the command supplying 
a phase name or procedure name. 

098S CMS OS SIMULATION NOT AVAILABLE 

Explanation : An OS SVC was issued and a CMS 
saved segment is not available. OS 
simulation text is not loaded in free 
storage. Message DMSINS099W or DMSSET099W 
was previously issued. 

System Action ; The system is terminated 
abnormally, with an abend code of X'0F9'. 

User Action ; 

1. Access a disk containing the proper 
text for OS simulation and issue the 
command SET SYSNAME CHSSEG name, where 
"name" is invalid (in order to get the 
OS simulation text loaded into free 
storage) , or 

2. Issue the command SET SYSNAME CHSSEG 
name, with a valid name (in order to 
be able to use the OS simulation text 
in that saved segment) . 



System Action ; 
DMSSET098W, EC 
DMSINS098W, no 
initialization 
issuance of an 



: If the message is 
= 4. If the message is 
return code is passed and 
proceeds normally. Any 
OS SVC that follows either 
of these messages causes the message 
DMSITS098S to be displayed and the system 
to terminate abnormally. 

Ose r Action : Access a disk containing the 
proper text for OS simulation or, using the 
SET command, specify a valid CMS saved 
segment. 



099E CMS/DOS ENVIRONHENT {NOT} ACTIVE 

Explanation ; If the message is CMS/DOS 

ENVIRONMENT NOT ACTIVE, the CMS/DOS 

environment must be active in order for the 
command to execute. 

If the message is CHS/DOS ENVIRONMENT 
ACTIVE, the CMS/DOS environment must not be 
active in order for the command to execute. 

System Action ; EC = 40 

Execution of the command is terminated. 

The system status remains the same. 

User A ction ; Ose the SET DOS command to 
activate or deactivate the CMS/DOS 
environment and reissue the command. 



099W GENEEATION PARAMETERS 
VM/370 



INCOMPATIBLE WITH 



Explanation ; The parameters specified on 
the HOST macro in the stage one input 
stream for an NCP or PEP control program 
were not equal to the values required by 
VM/370. The control program may not 
operate correctly if used by VM/370. (This 
message does not prohibit saving or loading 
the control program. It may not indicate 
an error if the VM/370 generation and load 
procedures are used for a 3704/37 05 control 
program intended for use by a virtual 
machine system other than VM/370.) 



118 IBM VM/370 System Messages 



DBS 



System Action ; For DHSNCP, RC = 99, 
Processing continues. 

Oser Action: None. 



100E NO BATCH PSOCESSOB AVAILABLE 

Explanation : The CMSBATCH nodule could not 
find the DHSBTP TEXT S2 file (Batch 
processor) on any system disk. 

S ystem Action: At this point, the operator 
has a normal CHS interactive machine, not a 
batch machine. 

Oser Action: Contact your system support 
personnel. 

Boutinq ; This message is displayed at the 
Batch Facility console at Batch 
initialization time. 



2. The CHSBATCH module encountered errors 
trying to load the DBSBTP TEXT 52 file 
(Batch processor) . See the LOAD 
command for possible errors, or 

3. The CHSBATCH module could not locate 
the DHSBTPAB entry point in DHSBTP 
while searching the loader tables. At 
this point DHSBTP has already been 
loaded. 

Sys tem Action : At this point, the operator 
has a normal CHS interactive machine, not a 
batch machine. 

Ss££ Action : If the explanation is (1) 

follow start-up procedure (starting with 

IPL) . If it is (2) or (3) , contact your 
system support personnel. 

Boutinq ; This message is displayed at the 
Batch Facility console at Batch 
initialization time. 



lOOW {CHSSEG} SYSTEM NAHE 'name' NOT AVAILABLE 

- - - {Basic System Extensions} - - - 

100W {CMSSEGjCHSZEE} SYSTEH NAHE 'name' 
{SSTATIYSTAT} (NOT AVAILABLE/INITIALIZED) 



Explanation : The CHS saved segment name 
indicated in the message is not available, 
or an error occurred when a LOADSYS 
DIAGNOSE was issued for it. 

- - - (Basic System Extensions) - - - 

The CHS saved segment name indicated in the 
message is not available, or initialized, 
or the SSTAT or YSTAT portion of the CHSZEE 
was not usable. Possible causes are: 

— Named segment is nonexistent. 

— A LOADSYS error occurred. 

— The segment or portion named was at an 

incorrect level for the system. 
— The text decks were not loaded into the 

segment or were incorrectly loaded into 

the segment. 



System Action : For DHSSET, EC = H. For 
DHSINS, no return code is issued. 
The command is not executed. The system 
status remains the same. 



101S 'SPECS' TEHP STBING STOEAGE EXHAUSTED AT 



Oser Action : Eeissue 
specifying a valid name. 
persists, call your 
personnel. 



101E BATCH NOT LOADED 
Explanation: 



the command. 

If the problem 
system support 



Explanation : A specification list was so 

long that the storage area reserved for 

storing specification strings was 
exhausted. 

System Action: EC = 88 

Execution of the command is terminated. The 

system status remains the same. 

Dser Action ; Copy the file twice, possibly 
using the 0?LY option a second time, so 
that less string storage is needed each 
time. 

102S TOO HANY FILEIDS 

Explanation : Too many input fileids were 
specified. 

System Action ; EC = 88 

Execution of the command is terminated. The 

system status remains the same. 

Dser A ction ; To correct this situation, use 
two COPYFILE commands, specifying the 
APPEND option with the second one. 



103S NDHBEB OF SPECS EXCEEDS HAX 20 

Explana t ion : Hore than 20 specifications 
were entered. 

System Action; HC = 88 

Execution of the command is terminated. 

The system status remains the same. 

Hser A ction ; Dse more than one COPYFILE 
command, possibly specifying OVLY after the 
first one. 



1. The CHSBATCH command was issued after 
the first carriage return following 
IPL. or 
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104S EEROE 
DISK 



•nn' READING FILE 'fn ft fn' FEOH 



In this case, 
is greater than 

file occurred 



Explanation : An unrecoverable error 
occurred while reading the file from disk. 
nn indicates the nature of the error; it 
nay be one of the following: 

C ode Meaning 

1 The specified file was not found. 

2 The buffer area is not within user 
storage linits. 

3 A permanent disk read error occurred. 
This may occur if you link to and 
access another user's disk, and try to 
read a file that was refiled by its 
owner after you issued the ACCESS 
command. Reissue the ACCESS command 
and try to read the file again. 

5 The number of records is less than 
zero or more than 32768. 

7 The fixed/variable flag in the file 
status table entry is not F or V. 

8 The given storage area was smaller 
than the actual size of the records 
read. (This error is valid if reading 
the first portion of a large record 
into a small buffer. It does not cause 
the function to terminate.) 

9 The file is open for writing and must 
be closed before it can be read. 

1 1 Only one record can be read for a 
variable-length file, 
the number of records 
1. 

12 An unexpected end of 
(the record number specified exceeds 
the number of records in the file) . 

13 A variable-length file has an invalid 
displacement in the active file table. 

14 An invalid character was detected in 
the filename. 

15 An invalid character was detected in 
the filetype. 

25 Insufficient virtual storage is 
available. 

26 Requested item number is negative, or 
item number plus number of items 
exceeds file system capacity. 



System A ctio n: EC = 100 

Execution halts. The system remains in the 

same status as before the command was 

entered. 

For DMSEDI, the edit session is terminated. 
If the error occurred during a RENDM 
operation, the workfile is erased and the 
file being edited remains unchanged. 

For DMSDSL, the condition of the DOSLIB 
file is unpredictable. 

For DMSLBM, the condition of the MACLIB 
file is unpredictable. 

For the TAPE command, if the DEN, TETCH, 
7TRACK, or 9TRACK options were specified, 
the modeset byte has been set for the 
specified device (TAPi, where: i = 1, 2, 3, 
U) or TAPI. Some records may have been 
written on tape. 



User A ction : If you can determine the 
problem from the "Explanation" and remedy 
the condition, reissue the command. If not, 
retry the command and if the problem 
persists, call your system support 
personnel. 



For DHSDGL, verify DOSLIB integrity 
the DOSLIB NAP command. 



with 



For DBSLBH, verify HACLIB integrity with 
the HACLIB HAP command. 

For DHSLIO and DMSHOD, reissue the entire 
LOAD/IHCLODE sequence after checking the 
error conditions. 



For error code '09' 
for the file. If 
error occurs (code 
of the user having 
without releasing 
that the disk is 
virtual machine, a 
still active and e 
it tries to read or 



, issue an FSCLOSE macro 

a permanent disk read 

3) , it may be the result 

detached a virtual disk 

it. CHS, not realizing 

no longer part of the 

ssumes that the disk is 

ncounters an error when 

write the file. 



If a permanent disk read error occurs (Code 
3) , it may be the result of the user having 
detached a virtual disk without releasing 
it. CHS, not realizing that the disk is no 
longer part of the virtual machine, assumes 
that the disk is still active and 
encounters an error when it tries to read 
or write the file. 



105E NO JOB CARD PROVIDED 

Explanation ; The first record of 
job was not a /JOB card. 



the user 



S ys tem Action ; The batch facility has 
flushed the user job and continued with the 
next user job. 

Dser Act ion : Resubmit the job to the batch 
facility with the first record of the job 
in batch facility /JOB format. 

Routing ; This message is displayed at the 
Batch Facility console during user job 
execution. 



105S ERROR 
DISK 



WRITING FILE ' f n ft {f m} • ON 



Exp lanatio n: An unrecoverable error 
occurred while writing on disk. nn 
indicates the nature of the error; it may 
be one of the following: 



orage address is . 
acter mode is invalid, 
racter mode is invalid. 

records in the file is 
cannot exceed 65,533. 

been made to skip over 
ariable-length item, 
bytes was not specified, 
already active for 



Code 


Heaninq 


2 


The virtual st 


a 


The first char; 


5 


The second cha: 


6 


The number of 




too large; it 


7 


An attempt has 




an unwritten v 


8 


The number of 


9 


The file is 




reading. 
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Code Meaning 

10 The maximuni number of CMS files (3400) 
has been reached. 

11 The fixed/variable flag is not F or V. 

12 The disk is not a CMS read/write disk. 

13 The disk is full (recoverable error) . 

14 The nuBber of bytes to be written is 
not integrally divisible by the number 
of records to be written. 

15 The length of this record is not the 
same as that of the previous record. 

16 The fixed/variable flag is not the 
same as that of the previous record. 

17 A variable-length record is greater 
than 65K bytes. 

18 The number of records is greater than 
1 for variable-length file. 

19 The maximum number of data blocks per 
file (16060) has been reached. 

20 An invalid character has been detected 
in filename. 

21 An invalid character has been detected 
in filetype. 

22 Virtual storage capacity has been 
exceeded. 

25 Insufficient virtual storage is 
available. 

26 Attempt to update a variable length 
item with one of another length. 



Dser Action: If you can determine the 
problem from the "Explanation" above and 
remedy the condition, reissue the command. 
If not, reissue the command and if the 
problem persists, call your system support 
personnel. 

For DHSDSL, use the DOSLIB MAP function to 
verify DOSLIB integrity. 

For DMSLBM, use the HACLIB MAP function to 
verify MACLIB integrity. 

For DHSLIO, reissue the LOAD/INCLDDE 
sequence from the beginning, after checking 
the above error conditions. 



106E JOB CARD FORMAT INVALID 

Explanation ; 

1. The batch facility detected a missing 
or invalid userid or missing account 
number on the user /JOB card, or 

2. The userid (if provided) does not 
exist in the VM/370 directory, or 

3. A user /JOB card exit routine 
(BATEXIT2) returned a nonzero return 
code in general register 15. 



- - - (Basic System Extensions) - - - 

26 Requested item number is negative, or 
item number plus number of items 
exceeds file system capacity. 



System A ctio n; The batch facility flushes 
the user job and continues with the next 
user job. 

Dser Action: Resubmit the job to the batch 
facility with a valid userid and an account 
number in the batch facility /JOB card. 



System Actio n; RC = 100 

Execution of the command terminates. The 

system status remains the same. 



Routing ; This message is displayed at the 
batch facility console during user job 
execution. 



For DMSDSK, the reader file is saved. The 
status of the output file is unpredictable. 

For DMSEDI, the edit session terminates. 
The status of the file is as it was before 
the edit session or at the execution of the 
last SAVE subcommand or automatic save. The 
RENDM workfile is erased. A workfile, EDIT 
CMS0T1, may have been created on the input 
disk. 

For DMSDSL, the condition of the DOSLIB 
file is unpredictable. 



106S NUMBER OF HEHBES NAMES 
FILE 'fn ft' NOT ADDED 



EXCJSJSUb MAX 'nnnn- 



Explanation ; The number of entries in the 
dictionary has exceeded the maximum of 
1000. 

System Action; RC = 88 

The system tries to write the dictionary up 

to and including the previous text deck; 

then it terminates execution of the 

command. 



For DMSLBM, the condition of the 
file is unpredictable. 



HACLIB 



For DMSLBT, DMSLST, DMSMOD, DMSSRT, DMSTPD, 
and DMSDPD, the status of the output file 

is unpredictable. 

For DMSRDC, the reader is closed with a 
HOLD status to preserve the file. 

For DMSTPE, if the DEN, TETCH, 7TRACK, or 
9TRACK options were specified, the modeset 
byte has been set for the specified device 
(TAPi, where; i = 1, 2, 3, 4) or TAP1. The 
status of the output file is unpredictable. 
The tape may not be in the same position as 
before the command was entered. 



User A ction ; Either delete unnecessary 
members from the library and retry, or 
start another library. 



'E CP/CHS COHHIND 'command, 
ALLOWED 



[device}' NOT 



Ex p lanation ; The named CP or CMS command is 
not allowed under the CMS batch facility. 
If it is a CP command, the device is also 
displayed. If it is a CP LINK command, 
more than ten LINK commands have been 
issued without compensating DETACH commands 
or a possible error has occurred in the 
LINK command itself. 
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System Action ; CMS continues with the next 
command in the user job. 

Dse r Action ; Do not resubmit this command 
with any batch job. If this was a LINK 
command reject, check to be sure the LINK 
command is correct or not more than ten 
LINK commands have been issued without 
compensating DETACH commands. Beissue the 
LINK command after detaching another disk. 

Routing ; This message is displayed at the 
batch facility console during user job 
execution. It will appear on the spooled 
console output sheet. 



107S DISK 'mode { (cuu) } ' IS FDLL 

Ex planation ; There is not enough space on 
the specified disk to write the file. 

System Actio n; RC = 100 

Execution of the command is terminated. 
Some records of the output file may have 
been written out. 

Oser Action ; Erase some files from the disk 
and reissue the command. 



108E /SET CARD FORMAT INVALID 

Explanation ; The batch facility detected 
invalid information on user's /SET card. 
Possible errors include; 

• No blank delimiters between entries 

• Invalid keywords 

• Noninteger values for settings 



Values for settings greater 
installation limits. 



than 



System A ction ; The user job is flushed and 
the next batch job is started. 

Dser Action; Correct the /SET card and 
resubmit the job to the Batch Facility. 

Routing ; This message is displayed at the 
batch facility console during user job 
execution. It appears on the spooled 
console output sheet. 



108S MORE THAN 8 LIBRARIES SPECIFIED 

Explanation ; Only eight MACLIBs (macro 
libraries) or TXTLIBs (text libraries) may 
be specified with a GLOBAL command. 

System Action ; RC = 88. 

Execution of the command is terminated. The 

old MACLIB or TXTLIB list is cleared. 

Dser Action ; Regenerate the MACLIBs or 
TXTLIBs to include members from other 
MACLIBs or TXTLIBs, thereby reducing the 
number of libraries required for this 
terminal session. 



109E {CPD|PRINTER|PDNCH} LIBIT EXCEEDED 

Exp lana t ion ; A user job exceeded the named 
limit during execution. The limit was 
determined either by the user job through a 
/SET control card or by default to the 
installation settings. 

System A ction ; The user job is flushed and 
the next batch job is started. 

Dser Action: If the results are unexpected, 
debug the job before resubmitting it to 
batch. 

Routing : This message is displayed at the 
batch facility console during user job 
execution. It will appear on the spoolerl 
console output sheet. 



109S VIRTDAL STORAGE CAPACITY EXCEEDED 

Ex plana t ion ; There is no more space 
available in your virtual machine to 
successfully complete execution of the 
command. Subsequent execution of certain 
CHS commands may cause the same problem. 

For DHSACC, insufficient free storage 
remains to access the specified disk. 

For DHSANS, Access Method Services was 
unable to obtain free storage for the 
terminal buffer to read the tape ddnames. 

For DNSBWR, a write buffer operation 
attempted to write beyond the limits of the 
virtual machine's storage. 

For DMSFCH, either the phase being fetched 
would exceed FREELOWE, or in the case of 
fetching a $$B transient phase, the 
transient routine would exceed the end of 
the transient area. 

For DMSHLP, not enough storage was 
available to either load the DHSHLD 
comunication module or acquire buffer space 
to format the HELP text file. 

For DMSLBM, not enough virtual storage was 
available to contain the MACLIB dictionary. 

For DHSLIO, the loading of text files has 
caused either the transient area or user 
area limit to be exceeded. Text file sizes 
are determined by the length fields of BSD 
statements. An incorrect value in the 
length field of an ESD statement may cause 
this condition. 

For DMSSOP, the storage to be used for 
saving the original DCB is not available. 

Sys tem A cti on; 

DMSBWR passes a return code of 22 to the 
program that called it, which then passes a 

return code of 104. DMSSMN is terminated 

abnormally with abend code X'804' or 

X'SOA*. DMSVIP abends with CMS abend code 

X'177«. All other modules that issue this 

message pass a return code of 10tJ; 
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execution of the command is terminated, and 
the system status remains the same. 

For DMSACC, the disk is not accessed. Any 
disk already accessed at the specified 
point in the search order is released, but 
not detached. 



Basic System Extensions, an invalid form of 
CMSZGEN command was specified. 



For DMSOVR, 
was on. 



SVCTBACE is turned off if it 



For DHSLBH, if additions were being made to 
the MACLIB (GEN, ADD, or SEP functions) , it 
contains all successful additions made 
before storage was exceeded. 

For DMSSOP, opening of the file is 
terminated. 

Dser Action: Tou can use the CP DEFINE 
command to increase the size of the 
virtual machine, or issue the CMS command 
RELEASE for any disk no longer needed, to 
free some of the virtual machine storage. 
IPL CMS again and reenter the command. 

Alternatively, you can do the following: 

For DMSARN, DMSSMN, and DMSTPD, reduce the 
size of the program and retry. 

For DMSDLB, clear old definitions that are 
no longer needed, and retry. 

For DMSLBM, issue the MACLIB MAP command to 
determine the contents of MACLIB. Define 
additional storage with a CP DEFINE 
command. Continue processing with the 
remaining additions. 

For DMSLIO, redefine loading locations 
(origin) or redefine the virtual storage 
size using the CP command DEFINE. Reissue 
the entire LOAD/INCLUDE sequence. 



109T VIRTOAL STORAGE CAPACITY EXCEEDED 

Explanation ; There is insufficient virtual 
storage available for file management 
control blocks. 

System Action ; The virtual machine is 
placed in a disabled wait state and the 
disk is not updated. 

Dser Action ; Issue the CP command DEFINE to 
increase the size of the virtual machine, 
IPL CMS again and reenter the command. 



System Action: RC = 24 

Execution of the command is terminated. 

system status remains the same. 



The 



User Action: Correct and reissue the 
command, 'segname' is optional; if you do 
not specify it, it defaults to CMSDOS for 
DOSGEN and to CMSSEG for CMSXSEN. (For 
Basic System Extensions, DMSZGEN default to 
CMSZER.) 



110S ERROR READING ' TAPn { (cuu) } ' 

Explanation : A permanent I/O error occurred 
while reading the specified tape, or the 
tape is not attached. 

System A ction ; RC = 100 

Execution of the command is terminated. 
For the TAPE command, if the DEN, TRTCH, 
7TRACK, or 9TRACK options were specified, 
the modeset byte has been set for the 
specified device (TAPi, where; i = 1, 2, 3, 
4) or TAPI. The tape may not be in the 
same position as before the command was 
entered. 

Oser Action ; If the tape is attached, make 
sure that it is the correct tape; rewind 
the tape via the TAPE REW command, position 
the tape, and retry. If the error persists, 
check the format of the tape for parity 
errors, missing tape marks, etc. For the 
TAPEHAC command, if the problem persists, 
use the OS utility lEHMOVE to create the 
PDS again on another tape. 

11 IE {DOSGEN (CMSXGENICHSZGEN) FAILED DOE TO LOAD 
ERRORS 

Explanation ; Errors occurred when trying to 
load (using the Loader) CMS text decks into 
the discontiguous saved segment. 

System Action RC = 36 

Execution of the command is terminated. The 

system status remains the same. 

Ose r Action ; Print or display the file on 
the A-disk with filename and filetype 'LOAD 
MAP', which contains diagnostic messages. 
In some cases. Loader messages may precede 
this message. If this occurs, refer to the 
Loader message and follow the user action 
given. 



10E CORRECT FORM IS; 
(SEGNAME) 



{DOSGENjCKSXGEN} LOCATION 111S ERROR WRITING 'TAPn (cuu) ' 



- - - (Basic System Extensions) - - - 

110E CORRECT FORM IS: (DOSGEN | CMSXGEN | CHSZGEN} 
LOCATION (SEGNAME) 



E xplanat ion; An invalid form of the DOSGEN 
or, CMSXGEN command was specified. (For 



Explanation ; A permanent I/O error occurred 
when writing the specified tape. 

Sys tem Actio n: RC = 100 

If the DEN, TRTCH, 7TRACK, or 9TRACK 
options were specified, the modeset byte 
has been set for the specified device 
(TAPi, where: i = 1, 2, 3, U) or TAPI. The 
tape may not be in the same position as 
before the command was entered. 
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Dser Act i on : Reissue the command. If the 
error persists, contact your system support 
personnel. 

112S 'mode (cuu) • DEVICE ERROR 

Explanation ; An error was encountered in 
trying to access the disk, either because 
it is an unsupported device, or because an 
I/O error occurred while reading in the 
master file directory from the device. 

System A ctio n; RC = 100. 

Execution of the command is terminated. The 
system status remains the same unless 
another disk was replaced by this access, 
as indicated by message DMSACC72'H. 

us er Action ; ir this is the first time that 
you are using this CHS disk, use the FORMAT 
command to format it. Reissue the command. 
If the problem persists, contact your 
system support personnel. 



1 1 3 S {mode i DEVICE | DIS K | PRINTER | PONCH | READER | TAPn| 
TAPINI TAPODT} (cuu) NOT ATTACHED 

Explanation : The specified device is not 
attached to the virtual machine. If the 
message is issued for a tape, it also may 
mean that the tape has not been mounted or 
the device is not ready. 

System Actio n: RC = 100 

Execution of the command is terminated. The 
system status remains the same unless 
another disk was replaced by this access, 
as indicated by message DHSACC72'H. 

D ser Action ; If the specified device is a 
disk, issue the CP command LINK to attach 
the disk to the virtual machine, or ask the 
system operator to attach the disk to your 
virtual machine. 

If the specified device is a printer, 
punch, or reader, use the CP command DEFINE 
to attach it to your virtual machine. 

If the specified device is a tape drive, 
ask the system operator to attach or mount 
the tape and ready the device. 

Then reissue the command. 



114E 'fn ft fm' NOT 
{NOT} ACTIVE 



LOADED; CMS/DOS ENVIRONMENT 



Exp lanation : Either the CMS/DOS environment 
is active and you are trying to load a 
program that uses OS macros, or the CBS/DOS 
environment is not active and you are 
trying to load a program that uses DOS 
macros. Neither of these situations is 
allowed. 

System Action; RC = 40 or -0005 
The command is not executed. 

Oser Act ion: Use the CMS command SET to set 
DOS on or off, and reissue the command. 



114S 'cuu' IS AN DNSOPPORTED DEVICE TYPE 

- - - (Basic System Extensions) - - - 

lias 'cuu' IS AN UNSUPPORTED EEVICE, OR 
REQDESTED BLKSIZE IS NOT SOPPORTED FOR THE 
DEVICE 



Exp lanation ; VM/370 does not support either 
the attached device or the requested block 
size. 

System Action: RC = 88 

Execution of the command is terminated. 

The system status remains the same. 

Dser Action: Attach a device that is 
supported by VM/370, or issue the command 
with a valid block size for the device. 



115E PHASE LOAD POINT LESS THAN 'address' 

Explanation; The phase load point is less 
than the beginning of the user area. 

system Action; RC = 40 

Execution of the command is terminated. The 
system remains in the same status as before 
the routine was entered. 

Dser Action ; Ensure that the phase load 
point is greater than or equal to the 
beginning of the user area by altering 
linkage-editor control statements. 



115S {CONVERSION! {7| 9) -TRACKI {8001 6250} BPI | 
TRANSLATION I DUAL-DENSITY} FEATURE NOT 
SUPPORTED ON DEVICE 'cuu' 

Exp lanatio n; The user has specified a tape 
mode setting that requires a feature not 
supported by the attached real device. 

Sys tem A ctio n; RC = 88 

The system remains unchanged; the tape 

device has not been repositioned. 

Dser Action: Reissue the command using mode 
options (nTRACK, DEN, TRTCH) appropriate 
for the attached device; or attach a device 
with the appropriate features. 

116S LOADER TABLE OVERFLOW 

Explanation : There are too many entry-point 
or control-section names in the loader 
table built during loading. 

System Action: RC = 104 
Loading is terminated. 

D ser Action; IPL CMS again, redefine the 
number of loader tables with the SET 
command, and issue the LOAD/INCLUDE 
sequence (for DMSLIO) or the LOADHOD 
command (for DWSMOD) . 
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117S EREOB WHITING TO DISPLAY TERMINAL 

Explanation : An I/O error occurred when a 
DIAGNOSE command was issued to write to a 
display terminal during an EDIT session. 

System Actio n; EC = 100 

The EDIT session is terminated. The virtual 

machine is placed in CHS mode. 

User Act ion; Retry the EDIT session. If the 
problem persists, contact your system 
support personnel. 



product SYNAD routine, the SYNAD routine 
usually places a message number of its own 
in front of the message number listed above 
and append some information of its own to 
the end of the message. 

System A ctio n: 

For DMSSCT, CMS is terminated abnormally 

with an abend code of 1. 



For DMSSVT, 
execute. 



the program coQtinues to 



For DMSFCH, EC =100 and execution of the 
command is terminated. 



118S ERBOR PUNCHING FILE {'fn ft fm'} 

Explanation ; An input/output error occurred 
while punching the file. 

System A ctio n; EC = 100 

Some of the file may have been punched. 
The file being read is closed and an 
attempt is made to close the punch before 
terminating the command. 

Dser Action: Reissue the command. If the 
problem persists, contact your system 
support personnel. 



119S DNSOPPOETED FORM OF 'macro* MACRO 

Explanation : An unsupported or invalid form 
of the macro listed in the message has been 
executed by a user program. 

System Action : CMS is terminated abnormally 
with an abend code of X'400'. 

Dser Action ; Check your program for an 
invalid or unsupported form of the macro 
listed in the message. 



120S {INIO0T3P0T EREOR CODE «nn' ON 'ddname' 

Explanat ion: The indicated error code was 
returned from an OS READ, WRITE, GET, or 
POT macro. 

The error code in the message is supplied 
only if the error was an INPOT or OUTPUT 
error, not if it was a FIND, POINT, BSP, or 
some other type of operation error. Error 
codes differ for the various types of 
devices. Error code meanings are listed 
below. 

For DMSSCT, CMS issues this message if an 
I/O error is encountered by an OS CLOSE 
macro or if an I/O error is encountered by 
an OS CHECK, GET, or POT macro and a 
SYNADAF routine is not specified by the 
user. 

For DMSSVT, this message is built by the 
simulation routine for the SYNADAF macro; 
it is issued by a user SYNAD routine. If 
the message is printed by an OS program 



User Action : Use the error code to 
determine the correct message and possible 
cause of the error. 



ALL DEVICES 

Code Meaning 

254 BSAH, BPAM, or BPAM-CHECK was called 
with an unposted ECB specified. 



DISK INPUT 

Code Meaning 

1 The file was not found. 

2 The virtual storage area was not 
within the limits of the virtual 
machine. 

3 A permanent disk error occurred. 
5 The number of items was zero. 

7 The fixed/variable flag in FST entry 
was not F or V. 

8 The given storage area was smaller 
than the actual size of the item read. 

(Recoverable error; the number of 
bytes corresponding to the size of the 
buffer have been read.) 

9 The file is open for writing; it must 
be closed before it can be read. 

11 The number of items is greater than 1, 
for a variable-length file. 

12 An unexpected end of file occurred 
(the item number specified exceeds the 
number of items in the file) . 

13 A variable-length file has an invalid 
displacement in the active file table. 

80 An I/O error occurred while reading an 
OS data set or DOS file. 
255 BDAM or BSAM (CREATE)- either: 

1. A specification error occurred, 
or 

2. An I/O error occurred while 
reading or writing KEYS , or 

3. The XTENT option was not 
specified in the FILEDEF command, 
or the XTENT was too small. 

BPAM - An I/O error occurred while 
reading in or writing out the 
directory of a MACLIB file. 

Note: All errors except 8 (above) cause 
execution of the command to terminate. 
Error 8 is valid if reading the first 
portion of a large record into a small 
buffer. 
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DIS K OOTPDT 

Code Meaning 

1 The filename or filetype was not 
specified, or is invalid. 

2 The virtual storage address is zero. 

4 The first character node was invalid. 

5 The second character mode was invalid. 

6 The number of records in the file is 
too large; it cannot exceed 65,533. 

7 An attempt was made to skip over an 
unwritten variable-length item. 

8 The number of bytes was not specified. 

9 The file was already active for 
reading. 

10 The maximum number of CHS files (3500) 
was reached. 

1 1 The fixed/variable flag was not F or 
¥. 

12 The mode is S (system) or other 
read-only disk. 

13 The disk is full. 

14 The number of bytes to be written is 
not integrally divisible by the number 
of records to be written. 

15 The length of this item is not the 
same as the previous item. 

16 The fixed/variable flag is not the 
same as that of the previous record. 

17 A variable-length item is greater than 
65K bytes. 

18 The number of items is greater than 1 
for variable-length file. 

19 The maximum number of data blocks per 
file (16060) was reached. 

20 An invalid character was detected in 
the filename. 

21 An invalid character was detected in 
the filetype. 

255 BDAB or BSAM (CfiEATE) - either: 

1. A specification error occurred, 
or 

2. An I/O error occurred while 
reading or writing KEYS, or 

3. The XTEHT option was not 
specified in the FIIEDEF command, 
or the ZTENT was too small. 

BPAM - An I/O error occurred while 
reading in or writing out the 
directory of a BACLIB file. 



CONSOLE INPOT 

Code Meaning 

2 Invalid code - no read was issued. 
12 A null line or end-of-file condition 
was encountered. 



CONSOLE OOTPDT 
None. 



TAPE INPDT AND OOTPOT 

Code fleaning 

1 An invalid function or option list was 
encountered. 

3 A permanent I/O error occurred. 

4 An invalid device identification was 
specified. 

5 The tape was not attached. 



Code Heaning 

6 The tape is file protected. 

7 A serious tape error occurred. 

8 Incorrect length error. 

12 An end-of-file or end-of-tape 
condition was encountered. 



PBINTE R 

Code M eaning 

1 The buffer size is too large. 

2 Channel 12 was sensed (virtual 
only) . 

3 Channel 9 was sensed (virtual 
only) . 

5 An unknown error occurred. 
100 The fle'vicf is rot att5rhe3 
intervention is required. 



3211 



3211 






CARD RE ADER 

Code M eaning 

2 The file was not read. 

3 An unknown error occurred. 

4 The device is not operational. 

5 The count was not equal to the 
requested count. 

8 The given storage area was smaller 
than the actual size of the item read. 
(Recoverable error; the number of 
bytes corresponding to the size of the 
buffer have been read.) 
12 End of file was reached. 
100 The device is not attached. 



CARD PONCH 

Cod e Heaning 

2 An unrecoverable unit check occurred. 

3 An unknown error occurred. 

4 The device is not operational. 
100 The device is not attached. 



12 IS UNSUPPORTED SVC 
addr 



SVC (HEX XX) CALLED PROM 



Explanation ; The caller issued an SVC, 
specifying a number that was not recognized 
by the CHS or CHS/DOS SVC handler. 



The CHS SVC handler 
following SVC numbers: 



recognizes the 



SVC 202 (X«CA«) and SVC 203 (X»CB«) are 
always recognized by the CHS SVC 
handler, since these SVCs are used to 
specify CHS system functions and 
commands. 

A program may specify an SVC handling 
routine by means of the HNDSVC function. 
Until cleared, these SVC numbers are 
recognized by the SVC handler. 

Certain SVC numbers are supported by the 
OS macro simulation routines. There are 
two types of these simulation routines. 
The SVC numbers supported by the 
storage-resident CHS nucleus are always 
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recognized by the SVC handler. Those 
supported by the disk-resident transient 
library are recognized by the SVC 
handler only if the file DHSSVT module 
can be found. 

• Ce^rtain SVC numbers are supported by the 
DOS macro simulation routines. The SVC 
numbers supported by the shared segment 
resident routine are always recognized 
by the SVC handler. 

System Action ; After the error message is 
displayed, no further action is taken. 
Control returns to the routine that made 
the SVC. For DMSDOS, EC = 100, and 
execution of the command terminates. 

User Action ; To stop execution of the 
program, type HI. lou can remove the 
specified SVC call from the caller's 
program, or use the CHS SVC handler 
function (HNDSVC) to provide your own 
routine to handle the specified SVC. 



122S EEEOR IN CALL TO routine FEOH 
CODE nnn (HEX xxxxxx) 



addr, EEEOE 



Explanati on; A CMS SVC (202 or 203) 
instruction was executed, and no provision 
was made for an error return from the 
routine processing the SVC. Nonetheless, 
an error occurred. "nnn" is the return 
code, in decimal, issued by the routine 
given in the message; "xxxxxx" is the same 
return code, in hexadecimal. 

System Action ; The system is terminated 
abnormally with abend code X'0F3'. 

Dser Action ; If you enter DEBOG and type 
GO, control returns to the point to which a 
normal return would have been made. 
Register 15 contains the error code. 



123S EEEOE 'nn' PRINT PUNCHING FILE 'fn ft fm« 

Explanation ; An I/O error was encountered 
while attempting to print or punch a 
record. Refer to message DHSxxx120s for an 
explanation of error codes. 

System Action ; EC = 100 

The output device is closed and execution 

of the command is terminated. 

Oser Action ; Use the error code to 
determine possible cause of error. Beissue 
the command, and if the error persists, 
contact your system support personnel. 



124S EEEOE EEADING CAED FILE 

Explanation ; A permanent input/output error 
occurred when reading a specified file. 



System Action ; EC = 100 

Execution of the command is terminated. The 
reader is closed with the HOLD option to 
attempt to preserve the file. 

User Action; Reissue the command. If the 
error persists, contact your installation 
support personnel. 



125S PERMANENT UNIT CHECK ON DISK 'modeCcuu)' 

Explanation : An unrecoverable I/O error 
occurred on the specified disk. 

System Actio n; RC = 100 

Execution of the command is terminated. 

Some cylinders may have been formatted. If 

so, the number is indicated by message 

DHSF0R732I. 

User Action ; Contact your system support 
personnel. 



126S ERROR {EEAD| WRIT} ING 
'mode(cuu) ' 



LABEL 



ON 



DISK 



Explanation ; An unrecoverable I/O error 
occurred on the specified disk. 

Sys tem A ction ; RC = 1 00 

Execution of the command is terminated. The 

system status remains the same. 

Ose r A ction ; Contact your system support 
personnel. 



127S UNSUPPORTED DEVICE FOR ddname 

Explanation ; The command does not support 
the device specified for the given ddname. 

S ystem Action: RC = 100 

Execution of the command is terminated. The 

system status remains the same. 

Use r Action ; Reissue the FILEDEF command, 
specifying the correct device type, and 
retry the command. If the error persists, 
call your system support personnel. 

128S I/O ERROR ON INPUT AFTER READING nnn 
RECORDS: INPUT ERROR code ON ddname 

Explanation : The SYNAD exit was taken in 
response to an OPEN, GET, or CLOSE macro on 
the DCB for the specified ddname. The 
meaning of the error code can be found in 
the explanation of message D(lSxxx120S in 
this manual. 



System A ction : RC = 100 

Execution of the command is terminated. 

system status remains the same. 



The 



User Action ; Correct the condition causing 
the I/O error, and reissue the command. 
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129S I/O EEBOE ON OOTPDT WRITING RECORD NOHBEE 
nnnn: OOTPDT ERROR code ON ddname 

Explanatiop : The SYNAD exit was taken in 
response to an OPEN, POT, or CLOSE aacro on 
the DCB for the specified ddnane. The 
meaning of the error code can be found in 
the explanation of message DMSxxx120S in 
this manual. 

System Action ; EC = 100 

Execution of the command is terminated. The 

system status remains the same. 

Oser Action ; Correct the condition causing 
the I/O error, and reissue the command. 



THAN 9 



¥ FOEMAT FILE ddname IS LESS 



Explanation ; The FILEDEF for the ddname 
specifies a record format (RECFB) of V, but 
the specified blocksize (BLOCK) is less 
than nine. 

Note: A block of a variable length 
(V-format) file begins with a four byte 
field giving the size of the block. 
Furthermore, each logical record within the 
block begins with a four byte field 
specifying the size of that logical record. 
For that reason, a V-format file cannot 
have a blocksize less than nine. 

System Action : EC = 88 

Execution of the command is terminated. The 

system status remains the same. 

Oser Action ; Specify a blocksize of nine or 
greater, and retry. 



131S IPL DEVICE WRITE I/O ERROR 

Explanat ion; An uncorrectable I/O error 
occurred while writing the nucleus. 

System Action ; The system continues as if 
the user had responded "no" to DMSINI607R. 

Os er Action : Make sure that the nucleus 
cylinder number is not larger than the size 
of the disk. If it is, perform an IPL and 
specify the correct cylinder number. If it 
is not, call your system support personnel. 



132S FILE 'fn ft fm' TOO LARGE 

E xplanation ; The specified file is too 
large for the user's virtual machine. 

System Action: RC = 88 

Execution of the command is terminated. The 

system status remains the same. 

Oser Action : Split the file, or use the CP 
command DEFINE to increase the size of the 
virtual machine, and reissue the command. 



133S INVALID GETMAIN OR FREEMAIN SPECIFICATION 

Explanation ; Either the user passed invalid 
parameters or the GETNAIN or FBEEHAIN chain 
has been destroyed. 

System Action ; The system is terminated 
abnormally with abend code X«704», X»705», 
X'804«, X«80A', X'905', X«90A«, X«A05', or 
X'AOA*. 

Oser Action ; Check for possible GETMAIN or 
FBEEHAIN specification errors in the user 
program. 



134S ONSOPPORTED SVC 203 CODE nn CALLED FROM 
addr. 

Explanation ; SVC 203 was executed, and the 
halfword code following it was not 
recognized by the system. 

System Action ; The system is terminated 
abnormally with abend code X'OFI*. 

Oser Ac t ion ; If you enter DEBOG and type 
GO, control returns to the point following 
the SVC call. 



135S MAXIHOM SVC DEPTH 20 HAS BEEN EXCEEDED WITH 
CALL AT addr 

Explanation ; SVC recursion occurs when one 
SVC handling routine executes an SVC 
instruction which invokes another SVC 
handling routine which, in turn, executes 
an SVC instruction. This can happen, for 
example, when EXEC files make nested calls 
to other EXEC files. 

The CBS system does not allow the nesting 
level of SVCs to exceed 20, or the nesting 
level of EXECS to exceed 19. 

Sys tem Action : The system is terminated 
abnormally with abend code X*0F2«. 

Ose r Action: Type in the next command; this 
will cause abend recovery to take place. 



136S DNABLE TO LOAD 'IDCAHS' 

Explanation ; The command has not been 
executed because Access Method Services 
could not successfully load the DOS/VS 
IDCAMS Access Method Services program. 

System Action; RC = 104 

Execution of the command is terminated. 

The system status remains the same. 

User Action; Verify whether sufficient 
virtual storage is available to run Access 
Method Services under CHS/VSAM. If not, 
define a larger virtual machine, IPL CMS 
again, and reissue the command. If 
sufficient storage was available, contact 
your system support personnel. 
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136T SVC CALL FEOH addr ILLEGALLY RE-ENTEES 
INTSVC. EE-IPL CHS 

Explanation ; The, CHS nucleus has failed. 
An SVC instruction was executed 
unexpectedly by the CHS nucleus before 
interpretation of the preceding SVC call 
had been completed. 

System A ction ; The system is terminated by 
loading a disabled wait state FSW. 

Dser Action ; Issue the CP DOHP command to 
get a dump of virtual storage, save the 
output, and call IBH for software support. 
Then IPL CHS again. 

137S ERSOE nn ON STATE FOE fn ft 

Explanation ; An error occurred while 
attempting to determine if a 'fn ft' exists 
that must be erased before continuing to 
load the tape. 

nn indicates the nature of the error; it 
may be one of the following: 

Code Heaninq 
20 An invalid character appeared in the 

fileid. 
36 The disk is not accessed. 

System Action : RC = 100 

The tape is positioned within the data 

file. 

User Action : If you can determine the 
problem from the "Explanation" and remedy 
the condition, reissue the command. 
Otherwise, reissue the command and if the 
problem persists, contact your system 
support personnel. 



System A ctio n; RC = 100 

Execution of the command is terminated. The 

tape is positioned within the data file. 

User Ac tion ; Access the A- disk in write 
mode and reissue the command. 



138T 'DHSKEY' CALL FEOH addr 
STACK, WITH MAX DEPTH 7 



OVERFLOWS KEY 



Explanation ; The DHSKEY key stack 
overflowed. For a complete description of 
the DHSKEY key stack, see the description 
of the DSSKSY macro in the VM/370 Systgm 
Programmer's Guide . 



System Action ; The system is terminated 
abnormally with abend code X'0F4'. 

User Action ; If you enter DEBUG and type 
go, execution continues and the DHSKEY 
macro is ignored. 



139S TAPE FILE EXCEEDS 9 CHS HACLIBS 

Explanation ; Nine CHS HACLIBs have already 
been created and there is still more data 
on the tape. 

System Action ; RC = 104 

Execution of the command is terminated; the 

tape is positioned within the data file. 

User Action : If possible, increase the 
ITEHCT value in order to create larger CHS 
files. If this is not possible, it may be 
necessary to use the TAPPDS command to load 
each member as a different file on the disk 
and then create the HACLIBs from the 
individual files using the HACLIB command. 



137T CALL TO routine FROH addr DESTROYED SYSTEH 
SAVE AREA. EE-IPL CHS 



139T 'DHSKEY 
STACK 



RESET' FEOH addr UNDEBFLOiS KEY 



Explanation : A critical system control 
block was found to contain invalid 
information upon return from a function or 
command. 

System Action : The system is terminated by 
loading a disabled wait state PSW. 

User Action ; IPL CHS again. 



Explanation ; The DHSKEY key stack was empty 
and a program routine tried to delete one 
more key from it. For a complete 
description of the DHSKEY key stack, see 
the description of the DHSKEY macro in the 
VH/37Q S yste m P rogrammer's Guid e. 

System Action : The system is terminated 
abnormally with abend code X'OFS'. 



138S EBEOR nn ERASING fn ft BEFORE LOADING TAPE 

Explanation : After determining that there 
was a file named 'fn ft' on the A-disk, an 
attempt was made to erase it before 
continuing the PDS load from tape. However, 
the erase failed for the specified reason. 

Code Heaning 
24 The disk is read-only, or the option, 

parameter, mode, or fileid is invalid. 

Erase is not allowed. 
28 The file was not found. 
36 The disk is not accessed. 



Use r Action ; If you enter DEBUG and type 
"go", execution continues and the DHSKEY 
macro is ignored. 



140S {FEOVDI SEOVIFEOV} HACRO NOT SUPPORTED 

Exp lanation : CHS/DOS does not support the 
FEOVD, SEOV, or FEOV macros. 

System Action ; RC = 100 

Execution of the command is terminated. 

User Action ; Eliminate the unsupported 
macros from the user program and reissue 
the command. 
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140T routine fiODTINE CALLED FROM addr DID DMSKEY 
WITH NO BESET. 



System Act ion ; EC = 24 

Execution of the command is terminated. 



E xplanat i on ; When control returned from a 
command or function, the DMSKEY key stack 
for that command or function was not empty. 
For a complete description of the DMSKEY 
key stack, refer to the description of the 
DMSKEY macro in the YM/37Q System 
Programmer's Gui de. 

System Action : The system is terminated 
abnormally with abend code X'0F6'. 

Oser Action ; If you enter DEBUG and type 
"go", control returns from the function or 
command as if the key stack were empty. 



Oser 



Action; 



Beissue 



the 



command. 



specifying a valid name. 



IniS {DOSGJSNiCilSXGENICMSZGENIDMSZES} FAILED 
TO SAVESYS EREOES 



DDE 



Explanation : Errors occurred while trying 
to issue the CP SAVESYS command to save the 
discontiguous shared segment. 

System A ctio n: EC = 100 

Execution of the command is terminated. The 

system status remains the same. 

Dser Action ; A CP error message was issued 
before this message. Locate the CP error 
message and follow the user action given. 

14 IT exception EXCEPTION OCCORRED AT addr IN 
ROUTINE callee 

Explanation ; The specified hardware 
exception occurred at the specified 
location. 

System Action ; The system is terminated 
abnormally with abend code X'OCn', where n 
depends on the type of exception: 

n Type 

Imprecise 

1 Operation 

2 Privileged operation 

3 Execute 

4 Protection 

5 Addressing 

6 Specification 

7 Decimal data 

8 Fixed-point overflow 

9 Fixed-point divide 
A Decimal overflow 

B Decimal divide 

C Exponent overflow 

D Exponent underflow 

E Significance 

F Floating-point divide 

User Action ; Enter DEBUG mode to examine 
the PSW and registers at the time of the 
exception. 



142S SAVED SYSTEM NAME 'name* INVALID 

Explanation ; The name specified with the 
SET command was not the same as one of the 
labels in the SYSNAHES table; that is, it 
was not CMSSEG, CMSDOS, CMSAMS, or CMSVSAH. 



142T exception EXCEPTION OCCURRED AT addr IN 
ROUTINE routine DUEING 'SPIE« EXIT EOUTINE 

Explanation : The specified hardware 
exception occurred during a SPIE exit 
routine. 

System A ctio n; The system abends with abend 
code X'OCn', where n depends on the type of 
exception. 

n Type 

Imprecise 

1 Operation 

2 Privileged operation 

3 Execute 

4 Protection 

5 Addressing 

6 Specification 

7 Decimal data 

8 Fixed- point overflow 

9 Fixed- point divide 
A Decimal overflow 

B Decimal device 

C Exponent overflow 

D Exponent underflow 

E Significance 

F Floating-point divide 

Dse r Ac t ion ; Enter DEBUG mode to examine 
the PSW and registers at the time of the 
exception. 



143S UNABLE TO LOAD SAVED SYSTEM OR LOAD MODULE 

Explanation ; Neither a CHS segment nor an 
EDHAIN load module is available. 

System Action : EC = 4 

Execution of the command is terminated. The 

system status remains the same. 

User Action; Access a disk with an EDHAIN 
MODULE or use the SET command to ensure 
that the CMSSEG entry in the SYSNAHES table 
contains the name of an available CMS 
segment. 



143T exception EXCEPTION OCCURRED AT addr in 
SYSTEM ROUTINE callee. IPL CMS again 

Explanation ; The specified hardware 
exception occurred in a CMS system routine. 

Sys tem Action ; The CHS system halts by 
loading a disabled wait state PSW. 

User Action ; You may continue processing 
(with DEBUG) by using the CP command STORE 
PSW to turn off the wait state bit in the 
virtual PSW, leaving the address field 
unmodified; then type BEGIN. 
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Note, however, that the exception nay have 
occurred in a vital system function, and so 
the system nay no longer function properly. 
You nay even lose your read/write disks. 
If this happens, IPL CHS again. 



144S EEQOESTED FILE IS IN ACTIVE STATUS 

Explanation : The fileid specified in the 
EDIT coaaand line is that of a file 
currently in use, or in active status. The 
read pointer for the file may be at any 
record in the file, which would cause that 
record to be read into storage by the 
Editor as the first record in the file. A 
subsequent FILE or SAVE coaaand would 
result in loss of records prior to the 
first record read into storage. This 
problea could exist if an EXEC is being 
executed which includes an EDIT coaaand 
specifying the fileid of the EXEC. 

Systea Action : Execution of the coaaand is 
terminated. The system status remains the 
saae. 

Oser Action : Ensure that the file is not 
active when the EDIT command is issued. In 
the EXEC exaaple, change the EXEC and issue 
the EDIT coaaand separately. 



Use r Action : Ready the punch or printer via 
the CP READY coaaand. If spooling space 
was exhausted, ask the VH/370 systea 
operator when spooling space will be 
available for punching or printing the file 
again. 

- - - (Basic System Extensions) - - - 

1475 IS THE SHARED S-DISK Y-DISK DIRECTORY TO BE 
USED WITH THIS SYSTEH? YES NO 

Explanation : Since the shared directories 
are copies of the current in-storage OFDS, 



.L~ ~__n 



the segment must be generated on 
level system to use the segment. 

System Action : None. 

Use r Action: If the currently generated 
system is the wrong level or the shared 
directory feature is not wanted, reply 
'N0«. A reply of 'YES' causes the current 
in-storage S-STAT or Y-STAT to be copied 
into the CMSZER segment and saved with the 
naaed segaent. If you reply 'NO' to this 
S-DISK message, the system will also bypass 
erasing the Y-DISK. 



1Ut»T exception EXCEPTION OCCURRED AT addr IN 
ROUTINE callee WHILE 'UFDBUSY' = xx. IPL 
CMS again 

Explanation : A program exception occurred 
in a routine that updates the user file 
directory for a read/write disk. 

System Action ; The CMS system halts by 
loading a disabled wait state PSW. 

User Action : You can continue processing by 
using the CP command STORE PSW to turn off 
the wait state bit in the virtual PSW, 
leaving the address field unmodified; then 
type BEGIN. 

Note, however, that the exception may have 
occurred in a vital system function, and so 
the systea aay no longer function properly. 
You may even lose your read/write disks. 



145S INTERVENTION REQUIRED ON {PRINTER | PUNCH} 
Explanation : This message is issued if: 

• The punch or printer is not ready. 

• Spooling space is exhausted while a file 
is being punched or printed. 

System A ctio n: EC = 100 

If the punch or printer was not ready, the 
system status remains the same. If 
spooling space was exhausted, the file has 
been punched or printed up to the point 
where the space ran out, and the system 
operator has been notified of the 
condition. 



148T SYSTEM ABEND xxx CALLED FROM 'addr' 

Explanation : The system detected a 

condition that aade it impossible to 

continue execution of your program or 
coamand. 

Sys tem Action : The system clears any 
stacked input lines and allows you to enter 
your next command. 

If you enter the DEBUG coamand, DEBUG mode 
is entered with the PSW and registers set 
as they were when the abend occurred. If 
you enter any other coamand, the abend 
recovery routine releases all your virtual 
storage and reinitializes the command 
handling mechanism before executing your 
next command. 

User Action : Enter a valid command. 

149T nnn (HEX xxx) DOUBLEWORDS OF SYSTEM STORAGE 
HAVE BEEN DESTROYED. RE-IPL CMS 

Explanation : In attempting to recover from 
a system abend, the abend recovery routine 
discovered invalid data in some critical 
system storage area. 

System Action: The CMS system halts by 
loading a disabled wait state PSW. 

Use r A ction ; If you wish to continue abend 
recovery, use the CP STORE command PSW to 
turn off the wait state bit, leaving the 
address field unmodified; then type BEGIN. 
However, the systea aay be unable to 
continue operating properly, and, in the 
worst case, you may destroy your read/write 
disks. 
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150W nnn (HEX xxx) DOOBLEWOEDS OF SYSTEM STOEAGE 
WEEE NOT EECOVEEED 

Explanation ; in attempting to recover from 
a system abend, not all system storage was 
recovered . 

System Action : Abend recovery proceeds as 
if storage recovery had been successful. 

User Action ; You may continue processing; 
your program should be executed correctly. 
Note, however, that the amount of storage 
available to your program is reduced by the 
amount shown in the message. 

152T SYSTEM ABEND XXX CALLED FEOM addr WHILE 
•OFDBDSY* = XX. BE-IPL CMS 



If you enter the DEBUG command, DE60G mode 
is established with the PSW and registers 
set as they were when the abend occurred. 
If you enter any other command, the abend 
recovery routine releases all your virtual 
storage and reinitializes the command 
handling mechanism before executing your 
next command. 



156E 'FEOM nnn* NOT FOOND - FILE »fn ft fm« HAS 
ONLY 'nnn* EECOEDS 

Explanation : The FROM option was given in 
the command line to specify the starting 
record of the copying operation, but the 
specified input file does not contain that 
nanv records - 



Explanation ; A system abend occurred in a 
routine that updates the user file 
directory for a read/write disk. 

System Action ; The system is terminated by 
loading a disabled wait state PSW. 

User Action : If you wish to continue abend 
recovery, use the CP command STORE PSW to 
turn off the wait state bit leaving the 
address field unmodified, and type BEGIN. 
However, the system may be unable to 
continue operating properly, and, in the 
worst case, you may destroy your read/write 
disks. 



153W "HX' DDEIHG ABEND PROCESSING WAS IGNORED 

Explanation ; 'HX' was typed while the abend 
processing routine was in progress. 

System Action : The system ignores the 'HX' 
and continues abend processing. 

User Action; None. 



System Action ; EC = 32 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions: 

• If the APPEND option was specified and 
the copying process began before the 
error was discovered, records have been 
appended to the output file. 

• If the NEWFILE (the default), REPLACE, 
or OVLY option was specified and the 
copying process began before the error 
was discovered, then COPYFILE CMS0T1, on 
the output disk, contains the records 
copied so far. 

• If in multiple-output-file mode, several 
output files may have been created 
before the error was discovered. 

Dser Action : Reissue the command, 
specifying a valid starting record. 



157B LABEL 'label' NOT FOOND IN FILE 'fn ft fm» 



154T SAVE AREA FOR SVC CALL 
ALLOCATED 



FROM addr CANNOT BE 



Explanation ; Insufficient free storage is 
available to allocate a save area for an 
SVC. 

System Action: The system is terminated 
abnormally with abend code X'OFO'. 

Oser Action : If the abend was caused by an 
error in the application program (such as 
an unending loop) , fix the program and 
retry. If not, use the CP DEFINE command to 
increase the size of your virtual storage, 
IPL CHS again, and reissue the command. 



155T DSER ABEND nnnn CALLED FROM addr 

Explanation : An abend macro was executed at 
the specified location. 

Syste m and Oser Action ; The system clears 
any stacked input lines and allows you to 
type in your next command. 



Explanation : The FHLABEL option was 
specified in the command line, but the 
given label was not found in the specified 
input file. 

System Action ; RC = 32 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions: 

• If the APPEND option was specified and 
the copying process began before the 
error was discovered, records have been 
appended to the output file. 

• If the NEWFILE (the default) , REPLACE, 
or OVLY option was specified and the 
copying process began before the error 
was discovered, then COPYFILE CHS0T1, on 
the output disk, contains the records 
copied so far. 

Oser Action : Reissue the command, 
specifying a valid label. 



132 IBM VM/370 System Messages 



DMS 



157S MACLIB LIBIT EXCEEDED {, 
WAS 'membernaBe*} 



LAST MEHBER ADDED 



Explanation ; While files were being added 
to a HACLIB, either the maximum CHS file 
size (65533 items) was exceeded or the 
MACLIB disk space was filled. If the error 
was detected while writing the first member 
to a MACLIB, the last part of the message 
is omitted and message DMSLBM213W is also 
issued. Otherwise, the member name of the 
last successful addition is displayed. 

System Action : HC = 88 

Execution of the command is terminated. 

All successful additions made before the 

limit was exceeded are contained in the 

MACLIB. 



User A ction ; In the case of conditional 
requests, the programmer has presumably 
anticipated an error situation, and no 
further action is required. In the case of 
a system abend, issue the DEBOG command to 
attempt recovery from the situation. 



160S JOB CANCELED DOE TO PROGRAM REQUEST 

Explana tio n; The job has been canceled 
either by a CANCEL macro issued from the 
user's program, or from the CHS /DOS routine 
when an error was encountered during 
execution. 

System Action; RC = 100 

Execution of the command is terminated. 



Dser Action : Issue the LISTFILE command to 
determine if the number of MACLIB items is 
approaching 65533. If so, no more macros 
may be added to the MACLIB: it is at the 
CMS file size limit. Generate another 
MACLIB, 



Dse r A ction : If the cancel was initiated by 
the user's request, no action is needed. 
If an error message precedes this message, 
follow the user action of the preceding 
message. 



Issue the QUERY command to see if the 
MACLIB disk is approximately 97 percent 
full. If so, more disk space must be 
found. Issue the MACLIB HAP command to 
determine the contents of MACLIB. 



158E NO CMS/DOS PBOCEDDRE LIBRARY SUPPORT 

Explanation ; CMS/DOS does not support the 
reading or writing of the DOS/VS procedure 
library from the user program. 

System Action : RC = 100 

Execution of the command is terminated. 

User Action ; Correct the ten-byte field 
passed to DMSOPL ($$BOPNLB) to indicate 
source library processing. Then reissue 
the command. 



160T INVALID DMSFREE CALL FROH addr 

Explanation: An invalid DMSFREE request was 
made. One of the following has occurred: 

• The number of doublewords requested was 
zero or negative. 

• For variable requests, the minimum 
request was greater than the maximum. 
(Note that this error is never detected 
if the maximum request can be satisfied. 
This point can be important where a 
program that has run successfully 
suddenly fails when less storage is 
available.) 

System Action; The system makes no further 
attempt to allocate storage, and takes 
further action depending on the type of 
DMSFREE call that was made: 



159T INSUFFICIENT STORAGE AVAILABLE TO 
DMSFREE REQUEST FROM addr 



SATISFY 



Explanation : A DMSFREE request from the 
specified location could not be satisfied. 
If the request was variable, then even the 
minimum request could not be satisfied. 

System Action : The system makes no further 
attempt to allocate storage, and takes 
further action depending on the type of 
DMSFREE call that was made: 

• If the call was conditional (the EES= 
option was specified) , a return is made 
to the caller with a return code of 1. 

• If the call was unconditional and was 
made via SVC 203, a system abend OF? 
occurs. 

• If the call was unconditional and was 
made by specifying TYPCALL=BALR in the 
DMSFREE macro, a system abend 0F8 
occurs. 



• If the call was conditional (the ERR= 
option was specified) , a return is made 
to the caller with a return code of H. 

• If the call was unconditional and made 
via SVC 203, a system abend 0F7 occurs. 

• If the call was unconditional and was 
made by specifying TYPCALL=BALR in the 
DMSFREE macro, a system abend 0F8 
occurs. 

Dser Action: In the case of conditional 
requests, the programmer has presumably 
anticipated an error situation, and no 
further action is required. In the case of 
a system abend, use the DEBUG command to 
attempt a recovery from the situation. 



161S UNEXPECTED ERROR CODE 'nn' ON 'SYSxxx' 

Explanation ; An error occurred during an 
EXCP (SVC 0) request. The error code 
indicates the type of error that occurred: 
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Code Meaning 

1 No channel program (s) (CCW) address 
was specified in the CCB. 

2 The logical anit specified in the CCB 
is anassigned. 

3 The device specified for the logical 
unit in the CCB is unsupported. 

H An invalid CCW command code was found. 

5 The logical unit specified in the CCB 
is assigned to an unknown disk. 

6 An attempt has been made to write to a 
DOS-formatted disk. 



• If the call was unconditional and was 
made via SVC 203, a system abend 0F7 
occurs. 

• If the call was unconditional and was 
made by specifying TYPCALL=BALR in the 
DMSFREE macro, a system abend 0F8 
occurs. 

Dser Action: In the case of conditional 
requests, the programmer has presumably 
anticipated an error situation, and no 
further action is required. 

In the case of a system abend, use DEBOG to 
attempt to recover from the situation. 



7 A specified CCW command is unsupported 
in CMS/DOS. 

8 An attempt has been made to read from 
a disk not in CHS, DOS, or OS format. 

System A ction ; EC = 100 

Execution of the routine is terminated. 

O se r Action ; Ose the error code to 
determine and correct the possible cause of 
error. 

16 IT INVALID DMSFRET CALL FROM addr, ERROR 
NUMBER nn 

Explanation : An invalid DMSFRET request was 
made from the specified address. The error 
number indicates the type of error that 
occurred; 



Error 

No. Meaning 
5 The number of doublewords 
was zero or negative. 



specified 



6 The block of storage being released 
was never allocated by DMSFREE. Such 
an error is detected if one of the 
following is found; 

• The block does not lie entirely 
within those sections reserved for 
DMSFREE storage. 

• The block crosses a page boundary 
that separates a page allocated for 
TYPE=OSER storage from a page 
allocated for TYPE=NOCLEOS storage. 

• The block overlaps another block 
already on the free storage chain. 

7 The address given for the block being 
released is not doubleword aligned. 

System Action; The system makes no further 
attempt to release the storage block, and 
takes further action depending on the type 
of DMSFRET call made: 

• If the call was conditional (the ERE= 
option was specified) , a return is made 
to the caller with a return code of 5, 
6, or 7. 



162T VITAL FREE STORAGE POINTERS DESTROYED 
(INTERNAL ERROR CODE nn) , RE-IPL CMS 

Explanation : A free storage management 
pointer in NOCON has been destroyed. The 
system cannot continue. The error code 
indicates the type of error that occurred; 

Code Meaning 
81 The current low EXTEND value 
(FREELOWE) is greater than VMSIZE. 

85 The current low EXTEND value is below 
the beginning user of the area. 

86 Bytes in FREETAB are not within the 
valid range. 

S ystem A ction : The system is terminated by 
loading a disabled wait state PSH. 

Oser Action: IPL CHS again. 



163T {LOW I HIGH} -CORE OSER CHAIN HAS 
DESTROYED (INTERNAL ERROR CODE nn) 



BEEN 



Explanation; The chain of all storage 
elements, from which DHSFREE storage with 
TYPE=OSER (the default) is allocated, has 
been destroyed. 

Since these storage pointers are 
unprotected, a user program may 
inadvertently destroy them without getting 
a protection violation. The "internal 
error code" in the error message is for 
error analysis by system programmers. 

System Action ; The system first displays 
message DHSFRE165T. 

Next, the system attempts to recover 
sufficiently so that processing can 
continue at least to the point where abend 
recovery can be performed. It does this by 
zeroing out the chain header pointers for 
the destroyed chain. This effectively 
"loses" any storage that is on that 
particular chain, but it allows processing 
to continue. (Note that abend recovery will 
later recover all "lost" TYPE=asER 
storage.) 



laa IBM VH/370 System Messages 



)as 



Further system action depends on the type 
of DHSFEEE or DMSFEET call that was made: 

• If the call was conditional (the ERB= 
option was specified) , a return is made 
to the caller with a return code of 2. 

• If the call was unconditional and was 
made via SVC 203, then a system abend 
0F7 occurs. 

• If the call was unconditional and was 
made by specifying TYPC&LL=BALR in the 
DMSFEEE macro, a system abend 0F8 
occurs. 

User Action ; In the case of conditional 
requests, the programmer has presumably 
anticipated an error situation, and no 
further action is required. 

In the case of a system abend, use the 
DEBOG command to attempt a recovery from 
the situation. 



User Action : Issue the CP DUMP command to 
get a dump of virtual storage, and save the 
output for your system programmer. Then IPL 
CBS again. 



167S PBEVIOUS MiCLIB FUNCTION NOT FINISHED 

Explanation ; k M&CLIB GEN, ADD, REP, or 
DELETE function issued for this HACLIB was 
ended (for example via a HX command) prior 
to normal completion. 

System Action ; RC = 88 

The current ccmmasd is not executed* The 

system status remains the same. 

User Action ; The HACLIB status is 
unpredictable. Use the HACLIB GEN command 
to reconstruct the HACLIB. 



"iSTT FREE STORAGE HAHAGEHENT ERROR, INTERNAL 
ERROR CODE nn 



164T {L0W|HIGH1-C0RE NUCLEUS STORAGE POINTERS 
DESTROYED (INTERNAL ERROR CODE nn) . RE- IPL 
CMS 

Explanation : The chain of free-storage 

elements, from which DMSFEEE storage with 

TYPE=NncLEUS is allocated, has been 
destroyed. 

System Action; The system is terminated by 
loading a disabled wait state PSW. 

User Action ; Issue the CP DUMP command to 
get a dump of virtual storage, and save the 
output for your system programmer. Then IPL 
CMS again. 



165T CHAIN HEADER AT addr: 
xxxxxx 



xxxxxx xxxxxx xxxxxx 



Explanation ; This message appears in 
conjunction with messages DMSFRE163T and 
DMSFRE164T. It indicates the contents of 
the DMSFRE chain header block for the 
destroyed chain. 

Syste m Action; See "System Action" for 
messages DMSFRE163T and DMSFRE164T. 

User Action ; See "User Action" for messages 
DMSFRE163T and DMSFREieUT. 



Explanation ; An unexpected error occurred 
in the free storage management routine that 
handles DHSFREE and DHSFRET requests. 

System Action : The system begins to check 
all free storage pointers for consistency 
to see if any have been destroyed. The 
system displays further diagnostic messages 
when inconsistencies are discovered. 

Use r Action ; Check the "User Action" for 
the further diagnostic messages that are 
produced. 



168S PSEUDO REGISTER TABLE OVERFLOW 



Explanation : 

(STAEx or LOAD/INCLUDE 






register index table is full. There are too 
many pseudo registers (external dummy 
sections) in the loaded files. This is a 
system restriction. 

System Actio n: RC = 104 

Execution of the command is terminated. 

The system status remains the same. 



User Action: Correct 
and try again. 



169S ESDID TABLE OVERFLOW 



the Assembler program 



166T UNEXPECTED ERROR IN FREE STORAGE MANAGEMENT 
ROUTINE (INTERNAL ERROR CODE nn) . RE- IPL 
CHS. 

Explanation ; The DMSFRE routine had an 
unexpected internal error. Furthermore, a 
check showed that all internal free storage 
pointers were valid. 

S ystem Action : The system is terminated by 
loading a disabled wait state PSW. 



Explanation ; An external symbol dictionary 
identification table overflow has occurred. 
The maximum number of external names per 
text deck (START or first CSECT to end 
card) is 255. This is a system 
restriction. 



S ystem Action ; RC = 104 
Loading stops. The system 
the same. 

User Action : Divide your 
smaller units and try again. 



status remains 



program into 
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170S DISK 'mode (cuu) • HAS MAXIMOM NOMBEH OF 
FILES 

Explanation ; 3400 files have been written. 
If any additional files were written, the 
disk area that contains the file status 
table blocks would overflow. 



System Action : EC = 10 
The file is not written, 
reaains the same. 



The system status 



Dser Action: 
disk. 



Erase some files from the 



171T PERMANENT CONSOLE EHROB. RE-IPL CHS. 

ExplaimLloju ; Either the terninal is not 
operational (for example. Start I/O trouble 
has occurred) or the status of the terminal 
is unexpected (for example, channel errors, 
or bad interrupt sequence) . 

System Action ; The system is terminated by 
loading a disabled wait state PSH. The 
wait state PSW contains the CMS nucleus 
address where the error occurred. 

D ser Action ; IPL CMS again. 



172E TO LABEL 'label' {EQUALS | IS AN INITIAL 
SUBSTRING OF} FELABEL 'label' 

Explanation ; The TOLABEL and FELABEL 
options were specified. Either both labels 
were equal, or the TOLABEL was an initial 
substring of the FELABEL label (as "ABC" is 
an initial substring of "ABCD") . This is 
an error condition because it implies that 
no records whatsoever are to be copied to 
the output file. 

System Action ; EC = 24 

Execution of the command is terminated. The 

system status remains the same. 



User Action ; 
command. 



Correct and reissue the 



173E NO EECOEDS 
ft fm' 



WERE COPIED TO OUTPUT FILE ' f n 



Explanation ; The options specified for the 
input files caused no records to be copied. 
This will happen, for example, if the 
FELABEL label appears in the first record 
of each (or the only) input file being 
copied to the output file. 

System Action ; EC = 40 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions; 

• If the APPEND option was specified and 
the copying process began before the 
error was discovered, records have been 
appended to the output file. 



If the NEWFILE (the default), REPLACE, 
or OVLT option was specified and the 
copying process began before the error 
was discovered, then COPYFILE CMSUT1, on 
the output disk, contains the records 
copied so far. 

If in multiple output file mode, several 
output files may have been created 
before the error was discovered. 



User A ction : 
command. 

174W SEQUENCE ERROR 
• • TO ' 



Correct and 



reissue the 



INTRODUCED IN OUTPUT FILE: 



Explanation: The updating prorpflnro cs'ise"? 
a sequence error to be introduced into the 
output file. That is, in the output file 
there were two records (with the sequence 
numbers shown in the warning message) such 
that the sequence number in the first 
record was equal to or exceeded the 
sequence number in the second. 

System Action : EC = 8 

The invalid sequence numbers are left in 
the records, which are written to the 
output file. Update processing continues, 
and, if the CTL option was specified, 
additional update passes are made. 

If several warning messages are generated 
during the updating process, the final 
return code passed by the UPDATE command 
will be the highest return code (4, 8, or 
12) associated with the warning messages. 
The REP option, if it was specified, will 
be ignored, and the final update deck will 
have the fileid "Sfname ftype". 

See the explanation of message DMSUPD177I 
for further information on the meanings of 
the UPDATE warning return codes. 

User Action: Probably, the resequencing 
field following the "$" in the last update 
control card contained invalid data. 
Correct the invalid control card in the 
update file, and reissue the UPDATE 
command. 



176W SEQUENCING OVERFLOW FOLLOWING SEQ NUMBER 



Explanation : When the resequencing 
increment was added to the sequence number 
shown, the result overflowed the maximum 
sequence number. If the SEQ8 option is in 
effect, the maximum sequence number is 
99999999. If the N0SEQ8 option is in 
effect, however, the maximum sequence 
number is 99999. 

System Action ; RC = 8 

The new sequence number is truncated on the 
left to 8 or 5 digits (depending on the 
status of the SEQ8 option) , A sequencing 
error is introduced into the output file. 



136 IBM VM/370 System Messages 



DMS 



Update processing continues, and, if the 
CTL option was specified, additional update 
passes are made. If several warning 
messages are generated during the updating 
process, the final return code passed by 
the UPDATE command is the highest of the 
return codes (4 or 8 or 12) associated with 
the warning messages. 

The REP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "Sfname ftype". 

See the explanation of message DHS0PD177I 
for further information on the ueanings of 
the UPDATE warning return codes. 

User Action: Probably, the resequencing 
field following "$" in the last update 
control card contained invalid data. 
Correct the invalid control card in the 
update file, and reissue the UPDATE 
command. 



1771 WARNING MESSAGES ISSUED 
{•REP* OPTION IGNORED.} 



(SEVERITY = nn) . 



Explanation : Warning messages were issued 
during the updating process. The severity 
shown in the error message in the "nn" 
field is the highest of the return codes 
associated with the warning messages that 
were generated during the updating process. 
The warning return codes have the following 
meanings: 

Code Meaning 
4 Sequence errors were detected in the 
original source file being updated. 

8 Sequence errors that did not formerly 
exist in the original source file 
being updated were introduced in the 
output file during the updating 
process. 

12 Any other nonfatal error detected 
during the updating process has a 
return code of 12. Such errors include 
invalid update file control cards and 
missing PTF files. 

System Action : The severity value is passed 
back as the return code from the UPDATE 
command- In addition, if the REP option was 
specified in the command line, it is 
ignored, and the updated source file has 
the fileid "Sfname ftype", as if the REP 
option had not been specified. 

User Action ; Refer to the warning messages 
that were issued and correct the errors. 



System Action ; The updating process 
continues. 

User Action: None. 



179E HISSING OR DUPLICATE 'MACS' CARD IN CONTROL 
FILE 'fn ft fm' 

Explanation : The CTL option was specified, 
but the control file did not contain 
exactly one 'MACS' control card. 

System A ction : RC = 32 

Execution of the command is terminated^ The 
system status remains the same, with the 
following possible exceptions; 

• If a file with the fileid "$fname ftype" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

• If the DISK option was in effect, and if 
a file with the fileid "fname UPDLOG" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

• If the CTL option was in effect, and if 
a file with the fileid "fname UPDATES" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

• If update processing had begun before 
the error was detected, any or all of 
the following files may have been 
created on the output disk by the UPDATE 
command: 

UPDATE CMSUT1 

$fname ftype 

fname UPDLOG - if the DISK option was 

in effect 
fname UPDATES - if the CTL option was in 

effect 

Use r Action ; Correct the invalid control 
file and reissue the UPDATE command. 



1791 COMPARING ' f n ft fm' WITH ' f n ft fm' 

Explanation : The specified files are being 
compared. 

System Action : Processing continues. 

User Action : None. 

180W MISSING PTF FILE 'fn ft fm' 



1781 UPDATING {'fn ft fm'} WITH 'fn ft fm' 

Explanation ; The specified update file is 
being applied to the source file. This 
message appears only if the CTL option has 
been specified in the command line. 



Explanation ; An AUX file indicated that the 
specified PTF file was to be applied as an 
update file, but the file could not be 
found. Either the AUX file contains 
invalid data, or a PTF file is missing. 
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System A ction : 8C = 12 

Application of the PTF file is skipped. 
Update processing continues, and, if the 
CTL option was specified, additional update 
passes are made. 

If several warning messages are generated 
during the updating process, the final 
return code passed by the UPDATE command is 
the highest of all return codes (4 or 8 or 
12) associated with the warning messages. 

The EEP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "Sfname ftype". 

See the explanation of message DHSUPD177I 
for further information on the meanings of 
the uPDA'i'E warning return codes. 

U ser Action ; Correct the invalid data in 
the AUX file, or use the ACCESS command to 
access the disk containing the missing PTF 
file. 



181E NO UPDATE FILES WERE FOUND 



S ystem Action : EC = 8 

Although the warning message is issued, the 
sequence increment of zero is actually 
used, in case that was what the user 
wanted. Update processing continues, and, 
if the CTL option was specified, additional 
update passes are made. 

If several warning messages are generated 
during the updating process, the final 
return code issued by the UPDATE command is 
the maximum of all return codes (4 or 8 or 
12) associated with the generated warning 
messages. 

The REP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "Sfname ftype". 

See the explanation of message DHSUPD177I 
for further information on the meanings of 
the UPDATE warning return codes. 

User Action : Unless you intentionally 
specified a sequence increment of zero, 
correct the invalid update control card and 
reissue the UPDATE command. 



Explanation ; The CTL option was specified, 
but none of the update and PTF files 
specified by the control file and the AUX 
f ile (s) were found. As a result, no updates 
at all were applied to the original source 
file. 

System Action ; RC = 40 

Execution of the command is terminated, 
since no updating can be performed. If the 
STK option was specified, the two lines of 
stacked data were placed on the stack 
before this error, so that they will still 
be available to an EXEC that invoked the 
UPDATE command. 



183E INVALID {CONTROL | AUX} FILE CONTROL CARD 

Explanation : An invalid control card was 
found in an AUX file or a control file. 

System Action ; RC = 32 

Execution of the command is terminated. The 
system status remains the same, with the 
following possible exceptions: 

• If a file with the fileid "Sfname ftype" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 



This situation may or may not be an error 
situation. The return code, 40, is unique 
in that no other UPDATE error message has 
that value as a return code. Thus, the same 
EXEC can be used to assemble source files 
that have updates against them, and those 
that have no updates against them. The 
latter situation can be detected by testing 
for a return code of 40, and by assembling 
the "fname" file rather than the "$fname" 
file. 



If the DISK option was in effect, and if 
a file with the fileid "fname UPDLOG" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 

If the CTL option was in effect, and if 
a file with the fileid "fname UPDATES" 
existed on the output disk before the 
command was entered, this file may have 
been erased. 



Use r Action : If this is not an error 
condition, no action need be taken. If this 
is an error condition, it is the result of 
either missing update or PTF files, or 
invalid data in the control file. Either 
correct the invalid data or recover the 
missing files, and reissue the command. 

182S SEQUENCE INCREMENT IS ZERO 

Explanation ; A sequence increment of zero 
was specified either in a "./ S" control 
card, or in the "$" field of a «./ I" or 
"./ B" control card. 



• If update processing had begun before 
the error was detected, then any or all 
of the following files may have been 
created on the output disk: 

UPDATE CHS0T1 

$fname ftype 

fname UPDLOG - if the DISK option was 

in effect, 
fname UPDATES - if the CTL option was in 

effect. 

User Action ; Correct the invalid control 
card and reissue the UPDATE command. 
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184W «./ S« NOT FIRST 
IGNORED 



CaSD IN UPDATE FILE — 



Explanation ; & "./ S" control card was 
encountered in the update file, but it was 
not the first noncoaaent card in the update 
control file. 

SYSteiB Action: RC = 12 

The invalid card is ignored. Opdate 
processing continues, and, if the CTL 
option was specified, additional update 
passes are made. If several warning 
messages are generated during the updating 
process, the final return code issued by 
the UPDATE command is the maximum of all 
return codes (4 or 8 or 12) associated with 
the generated warning messages. The REP 
option, if it was specified, is ignored, 
and the final update deck has the fileid 
"$fname ftype". See the explanation of 
message DHS0PD177I for further information 
on the meanings of the OPDATE warning 
return codes. 

Use r Action ; Correct the update file by 
moving the "./ S" control card to the 
beginning of the update file. Then reissue 
the OPDATE command. 



185i INVALID CHAR IN SEQOENCE FIELD • « 

Explanation : An update file control card 
specified a seguence number that contained 
an invalid character. Only the digits 
through 9 may be used to specify a seguence 
number. 

System A ctio n: RC = 12 

The invalid update control card is ignored. 
Furthermore, any cards following it, up to 
the next •'./" card in the update file, will 
be ignored. Opdate processing continues, 
and, if the CTL option was specified, 
additional update passes are made. 

If several warning messages are generated 
during the updating process, the final 
return code issued by the OPDATE command is 
the maximum of all return codes (4 or 8 or 
12) associated with the generated warning 
messages. 

The REP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "Sfname ftype". 

See the explanation of message DHSDPD177I 
for further information on the meanings of 
the OPDATE warning return codes. 

Oser Action: Correct the invalid control 
card in the update file, and reenter the 
UPDATE command. 



186i SEQOENCE NDMBER ' 



• NOT FOUND 



Explanation : A seguence number specified by 
an update file control card could not be 
found in the input file. An input seguence 
number higher than the one specified was 
found. 



System Action ; RC = 12 

The input file is positioned at the record 
whose seguence number exceeds the seguence 
number being searched for. 

• If the invalid seguence field was the 
first argument of a "./ R", "./ I", or 
"./ D" operation, all records 
encountered up to that point were copied 
to the output file. 

• If the invalid seguence field was the 
second argument of a •*./ R" or •'./ D" 
operation, records encountered up to 
that point were not copied, and so were, 
in effect, deleted. 

In any event, no further deleting or 
inserting takes place for that control 
card, and any cards following this card, 
up to the next "./•• card in the update 
control file, are ignored. Opdate 
processing continues, and, if the CTL 
option was specified, additional update 
passes are made. 

• If several warning messages are 
generated during the updating process, 
the final return code issued by the 
OPDATE command is the maximum of all 
return codes (4 or 8 or 12) associated 
with the generated warning messages. 

The REP option, if it was specified, is 
ignored, and the final update deck has 
the fileid "$fname ftype". 

See the "Explanation" of message DHS0PD177I 
for further information on the meanings of 
the UPDATE warning return codes. 

User Action : Correct the invalid control 
card in the update file, and reenter the 
UPDATE command. 



187E OPTION 'STK' INVALID WITHOUT 'CTL' 

Explanation ; The STK option was specified 
with the UPDATE command. This option 
reguires the CTL option, but CTL was not 
specified in the command line. 

System Action; RC = 24 

Execution of the command is terminated. The 

system status remains the same. 



User Actio n: Reissue 
specifying the CTL option. 



the 



command. 



190W INVALID CONTROL RECORD OR NO GO SWITCH SET 

Explanation : Either the input control 
record was invalid or the NO GO switch was 
previously set. If the NO GO switch was 
not previously set, the input control 
record is invalid, and this causes the NO 
GO switch to be set at this time. 

System Action: RC = 4 

Execution of the command continues. All 

REP control records are ignored until the 

next NAHE or END control record is 

encountered. 
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User Action : Determine the cause of the 
error and correct it; then reissue the 
conoand. 



System Action ; RC = 4 

Execution of the command continues. All 
control records are ignored until the next 
NAME or END control record is encountered. 



19 1W PATCH OVERLAPS - SET NO GO SWITCH 

Explanation ; The VER or REP displacement, 
or the DOMP start or end address, did not 
fit completely within the CSECT or HODOLE. 



Dser Action ; The control record with the 
invalid CSECT name has been printed at the 
printer or displayed at your terminal. 
Check the member or module for the proper 
CSECT name and reissue the command. 



S ystem Action ; RC = 4 

Execution of the command continues. All 

REP control records are ignored until the 

next NAME or END control record is 

encountered. 



195W BASE VALUE INVALID - SET NO GO SWITCH 

Explanation ; The BASE address did not match 
the CSECT address. 



Dser Actipn: Correct the displacenptit field 
or the start or end address of the control 
record and reissue the command. 



192W ERROR - ODD NDMBER OF DIGITS - SET NO GO 
SWITCH. 

Explanation ; Either an address or a data 
field of a control record had an odd number 
of digits. 

System Action ; EC = 4 

Execution of the command continues. All 

REP control records are ignored until the 

next NAME or END control record is 

encountered. 

D ser Action : Enter an even number of digits 
and reissue the command. 



193W PRECEDING CONTROL RECORD FLUSHED 



jTrg-^grn ictiOZ; 5C ~ '4 

Execution of the command continues. All 
REP control records are ignored until the 
next NAME or END control record is 
encountered. 

Dser Action : Insert the proper address in 
the BASE control record and reissue the 
command. 



200W VERIFY REJECT - SET NO GO SWITCH 

Explanation : For DBSZAP, the data on the 
VER or VERIFY control record is not exactly 
the same as the data at the specified 
location in the specified file. 

System Action ; RC = 4 

Execution of the command continues. All 

REP control records are ignored until the 

next NAME or END control record is 

encountered. 



Explanation : The NO GO switch was set by a 
previous control record and has not been 
reset. 

System Action : EC = 4 

Execution of the command continues. 

Dser Action : A previous error message was 
issued. Check the "Dser Action" for that 
message. 



194S BOOK 'subl.book' CONTAINS BAD RECORDS 



Dser Action ; Determine the proper control 
information and correct the VEE control 
record. Delete from the input stream any 
other VER-REP pairs that were processed 
successfully, and then reissue the command. 

20 1W THE FOLLOWING NAMES ARE DNDEFINED; 

Explanation; A list of names of unresolved 
external references is displayed. A name 
entered with the command is considered an 
unresolved external reference if no text 
file with that name can be located. 



Explanation ; The book being copied contains 
invalid source statement library records. 

System A ction ; EC = 100 

Execution of the command is terminated. The 

system status remains the same. 

Dser Action; Recatalog the book on the 
system or private source statement library 
and reissue the command. 

19aW CSECT NOT FOOND IN {MEMBER 
' membername' I MODULE 'modulename'} - SET NO 
GO SWITCH 

Explanation : The specified CSECT was not 
found in ~a library member or a module 
loader table. 



System Actio n: RC = t 
Loading is completed. 

Dse r Action : None; or obtain access to the 
files containing the unresolved references 
and issue the INCLDDE command. 



202W DUPLICATE IDENTIFIER "identifier" 

Explanation : A CSECT or entry point name 
was encountered more than once in the input 
stream to the loader. 

Sys tem Action ; RC = t 

Only the first CSECT is loaded. Program 
execution may not proceed as expected. All 
references are resolved to the first name. 
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Oser Action: Reassemble the program with a 
different identifier substituted for the 
duplicate. 



203W "SET LOCATION 
DNDEFINED 



COUNTER" 



NAME 



Explanation : A name was specified on an SLC 
card in the loader input stream and that 
name had not yet occurred as an external 
name in the loader text file. 

System Action : EC = 4 
The card is ignored. 

User Action: None; or check the name on the 
SLC card. 



205W READER EMPTY OR NOT READY 

Explanation : Either the 
contains no files, or it 
readied. 



card reader 
has not been 



The card reader may contain a file spooled 
from a virtual punch or printer that 
contains CCWs only, and no data. Thus, 
this message is issued even though the file 
contains no data. 

System Action : SC = 8 

Execution of the command is terminated. The 

system status remains the same. 

Oser Action : Close the card reader and 
reissue the command, if the reader contains 
any files. 

206W PSEDDO REGISTER ALIGNMENT ERROR 



• The label field of a "./S" card 
contained more than three characters. 

• An invalid sequence field was specified, 
or a required sequence field was 
missing. 

• In a "./D" or "./R", the delete or 
replace ending specification was smaller 
than the starting specification. 

System Action: RC = 12 

The invalid sequence fields are ignored, 
and processing continues. However, an 
incorrectly sequenced source file cannot 
always be properly updated. 



Update process 
CTL option was 
update passes a 
messages are ge 
process, the f 
UPDATE command 
is the maximum 
or 12) assoc 
warning message 
specified, is i 
deck has the fi 
"Explanation" 
further informa 
UPDATE warning 



ing continues, 
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re made. If sev 
nerated during 
inal return co 
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of all return c 
iated with th 
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gnored, and the 
leid "$fname fty 
of message DMS 
tion on the mea 
return codes. 



and, if the 
n additional 
eral warning 
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de when the 
1 processing 
odes (4 or 8 
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n, if it was 
final update 
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Oser Action : Correct the invalid control 
card in the update file, and reenter the 
UPDATE command. 



208E FILE 'fn ft« IS NOT VARIABLE RECORD FORMAT 

Explanation : The specified file did not 
have a variable record format. 



Explanation : A pseudo register with the 
same name as a previous pseudo register but 
with more restrictive alignment was 
encountered. 

System Action : RC = 4 

Processing continues. All references to the 
particular pseudo register will have the 
less restrictive alignment. 

User Action; None. 



207W INVALID UPDATE FILE CONTROL CARD 

Explanation : An invalid control card was 
found in the update file. Some of the 
errors that cause this message to be issued 
are: 

• The first card in the update file was 
not a control card. 

• The first card following a "./S" or a 
"./D" or a "./*" was not a control card. 

• The operation field was missing, 
invalid, or contained more than one 
character. 



Sys tem Action : RC=24 

Execution of the command is terminated. 

The system status remains the same. 

User Action ; Verify that «fn ft' is the 
desired file. If it is, use the COPYFILE 
command to change the record format of the 
file. 

209W FILES DO NOT COMPARE 

Explanation : The two files the user 
requested compared on a line-f or-line, 
column- for-column basis, do not match. 

Sys tem Action ; RC = 4 

The comparison of the files is completed. 
The lines that do not match are displayed 
at the terminal. 

User Action ; You can correct the file 
containing the incorrect lines using the 
EDIT command. 



210E {LIBRARY I FILE} 'fn ft* IS ON A READ/ONLY 
DISK. 

Explanation ; The specified file or library 
is on a read-only disk and must be on a 
read/write disk. 



Conversational Monitor System (CHS) Messages 141 



DMS 



Sjstem Action : EC = 36 

Execution of the command is terminated. 

The system status remains the same. 

Oser Action ; Verify that the correct file 
or library was specified in the command. 
If it was, either access the disk in 
read/write mode, or erase the existing file 
or library with the same name. Reissue the 
command. 



21 OS INPUT FILE SEQDENCE EEEOR: ' 



TO 



Explanation ; In reading the input source 
file, two records were found, with the 
displayed sequence fields, such that the 
sequence number in the first was equal to 
or greater than the sequence number in the 
second. 



212E MAXIHDM NOHBER OF EECOBDS EXCEEDED 

Explanation : The storage size of the 
virtual machine is not large enough to 
contain the size and number of sort files 
specified. 

System Action; RC = t»0 

Execution of the command is terminated. The 

system status remains the same. 

Dser Action ; Compute the storage size 
required for this sort using the format 
given in the description of the CHS SORT 
command in the VB/370 CMS C ommand and Macro 
Reference . Redefine storage as large as 
necessary using the CP DEFINE command, and 
issue the SORT coBmand aaain. 



213H LIBRARY »fn ft fm« NOT CREATED 



System Action ; EC = 4 

The invalid sequence fields are ignored, 
and update processing continues. However, 
an incorrectly sequenced source file cannot 
always be properly updated. 

If the CTL option was specified, then 
additional update passes are made. If 
several warning messages are generated 
during the updating process, the final 
return code when the OPDATE command has 
completed all processing is the maximum of 
all return codes (4 or 8 or 12) associated 
with the generated warning messages. 

The SEP option, if it was specified, is 
ignored, and the final update deck has the 
fileid "$fname ftype". 

See the "Explanation" of message DMSDPD177I 
for further information on the meanings of 
the OPDATE warning return codes. 

Dser Action : Correct the invalid source 
file and reissue the OPDATE command. 



21 IE COLOMN FIELDS OOT OF SEQDENCE 

Explanation ; One of the following 
conditions has occurred. 

• Start column number exceeds end column 
number. 



Explanation ; None of the files to be 
included in the library file could be 
found, or a library to be compressed 
appears to have no active members. 

System Actio n: RC = 4 

Execution of the command is terminated. The 
system status remains the same. The new 
library is not created. Also, for DHSDSC, 
the old library is erased. 

Dse r Action : For DMSLBH and DHSLBT, obtain 
access to the desired file and/or correct 
the spelling of the names and reissue the 
command. For DHSDSL, no action is 
necessary. 



21I4W CANNOT RECOMPOTE 
CHANGE 



WITHOOT LOSS OF DATA. NO 



Ex p lanation : The number of cylinders 
specified in the FORMAT command cannot 
contain all the data on the disk. 

System Action : RC = 8 

Execution of the command is terminated. The 

system status remains the same. 

Dser Action : Either erase some of the files 
on the disk or increase the number of 
cylinders to be formatted and reissue the 
command. 



• Column number entry overflows the 
eight-position option field. 

System Action: EC = 24 

Execution of the command is terminated. 

The system status remains the same. 

Dser Action: Correct and reissue the 
command. 



215T NO VIRTOAL CONSOLE ATTACHED. BE-IPL CMS 

Explanation ; The user has disconnected his 
virtual console. 

System Acti on: The CHS system uses a 
special interface with CP to display this 
message. It is then terminated by loading a 
disabled wait state PSW. 



Dser Action ; 
with the CP 
again. 



Bedefine a virtual console 
DEFINE command, and IPL CMS 
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- - - (Basic System Extensions) - - - 

216E INSDFFICIENT BLOCKS ON DISK TO SOPPORT CHS 
DISK STEOCTDBE 



223E NO FILEMODE SPECIFIED 

Explanation ; & filemode was not specified 
in the conmand line. 



Explanation ; The user has requested the 
formatting of a minidisk area that is not 
large enough to contain the essential CHS 
disk structure. 



System Action ; EC = 100 
Execution of the command 
The disk is unchanged. 



is terminated. 



Oser Action ; Acquire a larger minidisk and 
reissue the command; or if the disk is 
large enough, specify a larger number of 
blocks to be formatted in the FORHAT 
command. 



220R ENTER DATA SET NAME; 

Explanation ; A command was entered with the 
? or DSN ? operand. The command expects an 
OS data set name or DOS fileid to be 
entered. 



System Action ; RC = 24 

Execution of the command is terminated. The 

system status remains the same. 



Dser Action ; Reissue 
specifying a filemode. 



224E fileid ALREADY IN OSE 



the 



command. 



Explanation ; A dataset name exists in an 
outstanding FILEDEF with a different ddname 
but with the same fileid, or a dataset name 
was specified for a fileid previously 
defined under a different ddname. 

System Action ; RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

Dser A ction ; Clear the existing fileid 
before reissuing the command or specify a 
different fileid. 



S yste m Action ; The system waits for a 
response. 

Ose r Action; Enter an OS data set name 
exactly as it appears in the data set (in 
the form q1{.q2.qn} where q1, q2, and gn 
are the qualifiers of an OS data set name) . 
Or enter a DOS fileid exactly as it appears 
in the file. 



2251 PDS MEHBER 'membername* H07ED 

Explanation ; The specified member of an OS 
PDS (partitioned data set) has been moved 
successfully to a CHS file. 

Sy stem Action ; HOVEFILE continues moving 
PDS members to CHS files until the end of 
the file is reached. 



22 IE INVALID DATA SET NAME 



Oser Action; None. 



Explanation ; An invalid OS data set name or 
DOS file-id was specified in the command 
line. 

System Action: RC = 24 

Execution of the command is terminated. The 

system status remains the same. 



Oser Action; Reissue 
valid data set name. 



222E I/O ERROR READING 
{•fm« |OS|DOS} DISK 



the command with a 



'datasetname' 



FROH 



Explanation ; An I/O error occurred while 
reading the specified OS data set or DOS 
file from an OS or DOS disk. For DHSLDS, 
an I/O error occurred while reading the 
member directory in DMSEOS. 

System Action ; RC = 28 

Execution of the command is terminated. The 

system status remains the same. 

Oser Action ; Correct the cause of the I/O 
error and reissue the command. 



226E NO DATA SET NAME ALLOWED WITH FREE OPTION 

Ex planation ; A data set name must not be 
specified with the FREE option of the 
LISTDS command. 

System Action : RC = 24 

Execution of the command is terminated. 

The system status remains the same. 

Oser Action ; Correct the command line and 
retry. 



2261 END OF PDS HOVE 

Explanation ; The last member of the PDS 
(partitioned data set) has been moved 
successfully to a CMS file. 

System Action ; Execution of the command is 
terminated. The system status remains the 
same. 

Oser Action: None. 
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2271 PROCESSING VOLUME 
set name' 



•nn' IN DATA SET 'data 



Explanat ion; The specified OS data set or 
DOS file is Bultivolume. The number of the 
volume being processed is specified in the 
error message. End of volume is treated as 
end of file and there is no end-of-volume 
switching . 

System A ction ; Execution continues. 

Dser Action: None. 



Code Meaning 

80 An I/O error occurred while an OS data 
set or DOS file was being read or an 
OS or DOS disk was detached without 
being released. 

81 The file is an OS 
read-password- protected data set or a 
DOS file with the input security 
indicator on. 



82 The OS data set or DOS 
BPAB, BSAH, or QSAM. 



file is not 



227iJ INVALID EXTENT 
'fm« DISK 



FODND FOR ' datasetname' ON 



Explanation : The high extent for the 
subject data set indicates a relative track 
number lower than that for the low extent 
of the data set. 

System Action ; EC = U 
Execution continues. 

Dser Action : For further investigation, use 
the CHS command DDR to locate and dump the 
DSCB containing the invalid extent. 

228E NO DDNAHE ENTERED 

Explanation : When prompted for the ddname 
corresponding to the "dname" entry for the 
tape dataset in the Access Method Services 
control statement, the user entered a null 
line. 

System Action ; RC = 24 

AMSERV does not execute the Access Method 

Services job. The system status remains the 

same. 



83 The OS data set or DOS file has more 
than 16 user labels or data extents. 

System ftct ion r PC = 80, 81., B7. or R^ 
Execution of the command is terminated. The 
system status remains the same. 

Oser Action; If the error code is 81, 82, 
or 83, you cannot use CHS OS access to read 
the OS data set or DOS file. If the error 
code is 80, make sure the accessed OS or 
DOS disk is attached, or determine the 
cause of the error. If the OS data set or 
DOS file is valid, reissue the command. 



2291 NO MEMBERS FOOND 

/ 

Explanation : No members exist in a 
partitioned data set. 

System A ction ; None. 

Oser Action ; Determine whether the data set 
you specified is the correct one and if so, 
why it contains no members. Correct the 
condition and reissue the command. 



Use r Act ion: Find the "dname" entries for 
the tape dataset (s) in the Access Method 
Services jobstream and reissue the AMSERV 
command. 



2281 USER LABELS BYPASSED ON 
name' 



DATA SET 'data set 



Explanation : The specified OS data set or 
DOS file has a disk user label. The user 
labels are automatically skipped and the 
DCBEXLST routine, if specified, is ignored. 
This message is issued when the OS File 
Status Table (FST) is created. This occurs 
during the execution of the first FILEDEF 
command defining the OS ddname. Reissuing 
the same FILEDEF command without 
reaccessing the disk does not create a new 
OS FST, and the message is therefore not 
issued again. 

System Action : Execution continues. 



229E UNSUPPORTED OS DATA SET, ERROR 'code' 

Expla nation: The specified OS data set or 
DOS file is not supported by CMS OS access 
routines. The error code Beanings are: 



230E HO. OF VSAM EXIT ROUTINES HAS EXCEEDED MAX 
OF 128 - UNABLE TO CONTINUE 

Explana t ion : The number of exit routines 
for VSAM data sets (both active and 
inactive) has exceeded the maximum of 128 
for the run unit. 

System Action ; The system is terminated 
abnormally with abend code X'177'. 

Ose r Action : Reduce the number of exit 
routines for VSAM data sets and reexecute 
the program. 



230W OS DISK - FILEID AND/OR 
ARE IGNORED 



OPTIONS SPECIFIED 



Explanation ; The specified OS or DOS disk 
has been accessed, but the specified fileid 
and/or options are not valid and have been 
ignored. 

System Actio n; RC = 4 

Execution of the command continues, 

Dser Action: None. 



ma 
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231E I/O EEHOH EEiDING VTOC FEOH {• fm« | OS | DOS} 
DISK 

Explanat ion: 4n I/O error was encountered 
while reading the VTOC from the specified 
disk. 

System Action : EC = 28 

Execution of the command is terminated. The 

system status remains the same. 

Oser Action ; Correct the cause of the I/O 
error and reenter the command. 

2331 NO FEEE SPACE AVAILABLE ON 'fm» DISK 

Explanation ; All tracks on the specified 
disk are allocated. 

System Action : None. 

Dser Action: If the disk is an OS or DOS 
disk, use one of the OS or DOS utilities to 
reformat the disk (if you no longer need 
any of the data on it) or delete some data 
sets. If it is a VSAH disk, use Access 
Method Services to delete some clusters and 
data spaces. 



240S EEEOE LOADING BEAD OS EOOTINE • DMSBOS TEXT' 

Explanation : Either the user did not 
provide a read/write A-disk for use by the 
CMS loader, or some other error was 
encountered while loading the BEAD OS 
routine DHSEOS TEXT. 

System Action ; Execution of the command is 
terminated. The system status remains the 
same. 

Dser Action ; Access a read/write A-disk if 
one is not already accessed. If a 
read/write A-disk was provided, correct the 
cause of the I/O error on the system disk 
or A-disk. Then reissue the command. 



245S EEBOB «nnn« ON PBINTEB 



Explanation ; 



An 



unrecoverable 



occurred when writing a line to the 
printer, and an error code was passed to 
the calling module from DHSPIO. nnn 
indicates the nature of the error; it may 
be one of the following: 

Code Meaning 

H An intervention is required. 

5 An unknown error occurred. 
100 The printer is not attached. 

System A ction : EC = 100 

Execution of the command is terminated. The 
output files contain all changes made up to 
the last control record operation. 

Oser Action : If you can determine the 
problem from the above information and 
correct the condition, reissue the command; 
otherwise reissue the command and if the 
error persists, contact your system support 
personnel. 



246W SO LOADEE TABLE PEESENT FOB MODULE »fn« - 
SET NO GO SWITCH 

Explanation : A CSECT name was specified for 
a module that was generated with the NOHAP 
option. 

System Action ; EC = 4 

Execution of the command continues. All 

BEP control records are ignored until the 

next NAME or END control record is 

encountered. 

User Action ; Either regenerate the module 
with the SAP option, or do not use a CSECT 
name; then reissue the command. 



2tt7W MEMBEE 'name' NOT FOUND - SET NO GO SWITCH 

Explanation : The specified member was not 
found. 

System Action ; EC = 4 

Execution of the command continues. All 
control records are ignored until the next 
NAME or END control record is encountered. 

Dser Action: Beissue the command with a 
valid member name. 



248H INVALID VEE/BEP DISP - SET NO GO SWITCH 

Explanation ; The displacement specified in 
a VEB or EEP control record includes an 
area that is undefined, for example, a 
Define Storage (DS) area. 

System Action ; EC = 4 

Execution of the command continues. All 
BEP control records are ignored until the 
next NAME or END control record is 
encountered. If the operation is BEP, the 
file being operated on may be modified. 

User Action ; Verify that instructions or 
data are at a specific displacement and 
reissue the command. 

- - - (Basic System Extensions) - - - 

250S I/O EBBOE OB DEVICE EEBOB 

Explanation : AN I/O error has occurred on 
the user terminal trying to display a HELP 
text file. Am error message should have 
been issued by CMS or CP to describe the 
condition. 

System Actio n: BC = 100 

Execution of the command is terminated. 
The system remains in the same status as 
before the command was entered. 

User Action : Take appropriate action as 
described by the CMS or CP error message. 
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- - - (Basic System Extensions) - - - 

251 E HELP PROCESSING EEBOE, CODE nnn 
'description' 

Explanation ; An error occurred during the 
formatting of a HELP text file, indicating 
an error in the file text. 

Code Meaning 

801 An output line longer than 132 
characters was formatted. Long output 
lines usually result when you neglect 
to set the format mode back on after 
it is set off. 

802 An alphabetic paramater was found for 
a HELP format word that reguires a 
numeric parameter. 

803 A line was read that started with a 
period, but could not be recognized 
as a valid HELP format word. 

804 You omitted a reguired parameter for 
this format word. 

805 HELP does not recognize the parameter 
specified on the format word line 
displayed. 

806 The execution of a .IH,.IL, or .OF 
HELP format word would cause the left 
margin to move to the left of 
character position one. 

807 HELP has calculated a negative space 
count based on the format words 
containd in the test file. 

808 A number outside the permissible 
limits for a HELP format word was 
found. The limits are based 
primarily on 80 characters/ line in 
HELP. 

System Actio n: EC = 12 

Execution of the command continues and the 

line in guestion is ignored. 

Dser Action ; None at execution time, 

however you should correct the file in 

question to prevent future messages or 
errors. 



- - - (Basic System Extensions) - - - 

252E VALID OPTIONS ARE; DESC FORM PARH ALL 

Explanation ; This message informs the user 
of the proper options to use the HELP 
facility. The message is issued with 
message DMSHLP003E (INVALID OPTION 
•option') . 

Syste m Action ; EC = 24 
None. 



- - - (Basic System Extensions) - - - 

Dser Act ion ; Issue the command again with a 
proper option. 



- - - (Basic System Extensions) - - - 

253E FILE fn ft fm CANNOT BE HANDLED WITH 
SUPPLIED PARAHETER LIST 

Explanation ; The specified file resides on 
a disk that can be handled with a STATE 
extended parameter list only. That means 
the specified file contains more than 65536 
items. 



System Action : RC = 88 
Execution of the 
terminated. 



user program xs 



User A ction ; Change the user 
parameter list to 
entended-parameter-list format. 



program 
the 



299E INSUFFICIENT STORAGE TO COMPLETE UPDATE. 

Explanation : The update is being performed 
in storage but there is insufficient 
storage to insert the next update line. 

System Action ; RC = 41 

Execution of the command is terminated. The 

system status remains the same. 

Dser A ction ; Issue the command again, 
specifying NOSTOR on the command line. This 
causes updates to be performed on disk. 

300E INSUFFICIENT STORAGE TO BEGIN UPDATE 

Explanation : An update is being performed 
in storage, but there is insufficient 
storage available to contain the entire 
input source file. 

System Action ; RC = 41 

If the keyword STOE was specified on the 
command line, execution of the command 
terminates. The system status remains the 
same. If the keyword STOR was not 
specified, the update continues and is 
performed on disk. No RC = 41 is issued in 
this case. 

Use r Action; If RC = 41, issue the command 
again, specifying NOSTOR in the command 
line. This causes updates to be performed 
on disk. Otherwise, no action is 
necessary. 

301E 'SYSxxx' NOT ASSIGNED FOR DISK 'fm' 

Explana t ion ; No ASSGN command was issued 
prior to the DLBL command associating the 
named DOS logical unit with a CHS disk. 

System A ction ; RC = 36 

Execution of the command is terminated. 

The definition does not take effect. 
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Dser Action ; Issue an asSGN command for 
each of the DOS logical units specified in 
the DLBl, and then reissue the DLBL 
command. 



302E NO SISXXX OPERAND {ENTHEED I SPECIFIED] 

Explanation ; No SISzxx operand was entered 
to associate the specified disk mode with a 
DOS logical unit, or in the case of DTFCP, 
the DETADDE operand was missing from the 
DTFCP macro and no STSxxx was specified 
with the DLBL command. This message 
appears only if the user is in the ChS/DOS 
environment. 

System Action ; EC = 24 

Execution of the command is terminated. 

The definition does not take effect. 

Dser Action ; Eeenter the DLBL command 
specifying a DOS logical unit for each disk 
specified. In the case of DTFCP, specify a 
DEVADDS operand with the DTFCP macro and 
with the associated DLBL command. 



3041 nPDATE PEOCESSING HILL BE DONE USING DISK 

Explanation ; An update is being performed 
in storage, and there is insufficient 
storage available to contain the entire 
input source file. The keyword STOE was not 
specified on the command line. The update 
processing continues with the update being 
performed on disk. 



System Action ; 
continues. 

User Action; None. 



The updating process 



305E INCOMPLETE EXTENT BANGE 

Explana t ion ; Only the starting relative 
track number was specified for an extent 
range. The number of tracks must also be 
specified. 

System Action ; EC = 24 

Execution of the command is terminated. 

The definition does not take effect. 



303E NO SYSXXX SATISFIES EEQDEST 

Explanation ; A reguest was made for LISTIO 
A or LISTIO OA, but no logical units 
satisfied the request. 

System Action ; EC = 28 

Execution of the command is terminated. 

The system status remains the same, except 

when the EXEC option was specified and 

there was an existing $LISTIO EXEC file. 

In this case, the $LISTIO EXEC file is 

erased. 



Dser Action: 



Ensure that the correct 



reguest has been made. 



304E INVALID OPERAND VALUE 'value' 

Explanation ; The value specified is not 
valid for one of the following reasons: 

• It is larger than ten digits. 

• It is a nonnumeric value. 

• The number is greater than 23^-1 for 
track numbers. 

• The number is greater than 999999 for 
BOFSP size. 

This message is also displayed if a null 
line is entered as the first specification 
for the EXTENT option of the ELBL command. 

System Action ; EC = 24 

Execution of the command is terminated. 

The definition does not take effect. 

Use r Action ; Eeissue the command, 
specifying the appropriate values for all 
entries. 



User Action ; Reissue the command with the 
proper extent specifications including the 
number of tracks. 



306E STSIXI NOT ASSIGNED FOR 'IGNORE' 

Explanation ; When the DUMMY operand is used 
for a data set, the logical unit address 
must have been assigned with the IGN 
operand before the DLBL command was issued. 

System Action; EC = 36 

No new definition for the data set is 

created. If one already exists, it remains 

unchanged. 

User Action; Either reissue the DLBL 
command using a valid disk mode, or issue 
"ASSGN SYSXXX IGN" followed by the original 
DLBL command using the DUMMY operand. 

307E CATALOG DDNAHE 'ddname' NOT FOUND 

Explanation ; The user catalog 'ddname' 
referenced by the CAT option has not been 
defined by a previous DLBL command. 

System Action ; EC = 24 

Execution of the command is terminated. 

The definition does not take effect. 

User Action ; Eeissue the command, 
specifying the CAT option with a previously 
defined ddnante, or issue a DLBL command for 
the user catalog ddname and then reissue 
the DLBL command -for the subject data set. 



308E 'mode' DISK IN [ HON- ]CMS FORMAT; INVALID 
FOR [NON-]CMS DATASET 

Exp lana t ion ; The user has specified a CMS 
fileid ("CHS fn ft") but references a disk 
that is in non-CMS (for example, OS or DOS) 
format. Or the user has specified a non-CMS 
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fileid ("DSN datasetname") but references a 
CMS disk. The references to disk include 
not only the disk mode in the command line 
but also the mode in MOLT and EXTENT 
specifications. This message is also 
issued if the user specifies CMS for file 
identification but uses one of the VSAM 
options (for example, CAT or BDFSP) with 



S y s tem Action ; If the JOB catalog is 
cleared, all other definitions formerly 
flagged as using the JOB catalog are no 
longer flagged as such. The message can be 
the result of a DLBL * CLEAE rather than a 
DLBL IJSYSOC CLEAR or DLBL IJSISCT CLEAR, 
when the PERM option is not used when 
defining the catalogs. 



Syste m Action : RC = 24 

The command is terminated with no change to 
the current definition of DLBL since the 
new definition does not take effect. 

Use r Action: Reissue the command with a 
disk mode appropriate for the data set. 



3201 MAXIMOM NOHBEE OF DISK ENTRIES RECORDED 

Explanation ; Nine disks have been specified 
for a multivolume VSAM data set. This is 
the maximum permitted since the allowable 
CMS disk modes are A-G, I and Z. The 
system (S) disk cannot be a user disk. 

System Action ; Execution of the command is 
terminated and the data set definition is 
stored including the nine-volume 
specification. 



User Action: None. 



3211 MAXIMOM NDHBER OF EXTENTS RECORDED 

Explanation ; Sixteen (16) extents have been 
specified for a VSAM data set. This is the 
maximum number of data set extents allowed. 

System Action ; Execution of the command is 
terminated successfully and the data set 
definition is stored, including the 
16-extent specification. 

User Action: None. 



3221 DDNAME 'ddname' 
EXECUTED 



NOT FOUND; NO CLEAR 



Explanation : No previous definition for 
'ddname* had been specified. This includes 
the condition of a DLBL IJSYSOC CLEAE with 
no previous job catalog ddname (IJSYSOC) 
defined. 



Oser Action: None. 



3241 HO OSER DEFINED xxxxxx's IN EFFECT 

Explanation : No definition is in effect for 
the requested DLBLs, FILEDEFs, or 
LABELDEFs. 

System Action ; No further action occurs. 
The system is terminated. 

Oser Action: None. 



330R ENTER VOLUME SPECIFICATIONS: 

Explanation ; The system expects you to 
enter the VSAM data set volume 
specifications because you specified the 
HOLT option. 

System Action ; Execution of the command 
waits until you respond to the 
specification request. If a null line is 
the first response, an error message 
(DNSDLB048E) is displayed and the DLBL 
command has no effect. Otherwise, a null 
response after one or more lines of data 
signifies the end of the specifications. 



Oser Action ; Enter data 
specifications either on one li 
by commas or on separate lines 
comma at the end of the line 
and may be omitted. You mus 
filemode and, in the DOS envi 
DOS logical unit associated wit 
Do not repeat the filemode spec 
command line. 



331R ENTER EXTENT SPECIFICATIONS; 



set volume 
ne separated 
The final 
is optional 
t enter the 
ronment, the 
h that disk, 
ified in the 



Explanation ; The system expects you to 
enter the VSAM data set extents because you 
specified the EXTENT option with the DLBL 
command. 



S ystem A ctio n; Execution of the command is 
terminated. All definitions remain 
unchanged. 

Oser Action ; If the ddname was entered 
incorrectly, reenter the command with the 
correct ddname. 



3231 {JOB I MASTER} CATALOG DLBL CLEARED 

Explanation ; The DLBL for the catalog 
referred to has been cleared and is no 
longer active. 



System Action ; Execution of the command 
waits until you respond to the 
specification request. If a null line is 
the first response, an error message 
(DMSDLB304E) is displayed and the DLBL 
command has no effect. Otherwise, a null 
line means the end of the specifications. 

Oser Action: Enter dataset extent 
specifications on the same line separated 
by commas or on separate lines with or 
without commas. You must enter the starting 
relative track number, number of tracks, 
filemode and, if in DOS environment, the 
DOS logical unit associated with that 
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filemode. The extents oust be in ascending 
order for each volume grouping in order for 
the comnand to execute properly. 



333E nnnnnK PARTITION TOO LiEGE FOE THIS VIBTOAL 
MACHINE 

Explanation : The specified number of bytes 
exceeds the size of the largest partition 
possible with this virtual machine. 

System Action : EC = 24 

Execution of the command is terminated. 
The system status remains the same. The 
old DOS partition size remains unchanged. 

User Action: Specify a smaller value. If 
the partition size is not an important 
factor in this particular session, issue 
SET DOSPAET OFF and allow the system to 
compute its own partition size. 



User Action: None. 



360R ENTER 'INSTALL', 'UPDATE', OR 'EESTART* 

Explanation ; The VSAMGEN EXEC can be used 
for initial installation of VSAH under CMS, 
for updating of VSAM under CMS by using PTF 
card decks to replace originally 
distributed modules or to restart after 
ensuring that the DOSLIBs are available. 

System Action : VSAMGEN issues a read to the 
terminal and waits for the user's response. 

Use r Action : Reply INSTALL if you wish to 
generate both the VSAM under CMS and the 
Access Method Services systems using the 
DOS System Relocatable Library (SRL) as the 
source. For an OS installation, INSTALL 
also results in all VSAM and Access Method 
Services modules being copied to the CMS 
A-disk. 



360E INVALID RESPONSE 'response' 



Explanation : A 
information, VSA 
reply was inval 
not enter one o 
the prompting m 
or because you 
for the entry be 
storage location 



fter prompting you for 
MGEN determined that your 
id, either because you did 
f the choices given you in 
essage (INSTALL or UPDATE) 
entered a value not valid 
ing processed (that is, the 
of the named system) . 



If the message is issued after the storage 
location value is entered, the value 
violates one of the following rules: 

• Must be a valid hexadecimal value. 

• Must be less than 16 megabytes. 

• Must be greater than X' 20000'. 

System Action ; EC = 24 

If this is the first time this message is 
issued for this prompt, VSAMGEN reads from 
the terminal after issuing the message, 
thereby giving you another chance to enter 
the correct information. If it is issued 
for the second time for the same prompt, 
VSAMGEN terminates, and the system returns 
to the CMS command environment. 

User Action : If it is the first time the 
message is issued, reexamine the prompting 
message and enter the correct information. 
If it is the second time the message is 
issued for this prompt, VSAMGEN has 
terminated, so you must restart the VSAMGEN 
EXEC. 



3601 CMS/VSAM TEXT FILES CEEATED ON DISK 'A' 

Explanation : During an INSTALL run for an 
OS user, VSAMGEN copies all the VSAH and 
Access Method Services object decks from 
the DOS system relocatable library onto the 
CMS disk as TEXT files. This message is 
issued at the completion of the operation. 

System Action: None. 



Reply UPDATE if you wish to generate a new 
version of either VSAH under CMS or Access 
Method Services, or both, by placing the 
replacement modules in the virtual reader. 
For the OS installation, the DOS System 
Relocatable Library is not used as source, 
but the CMS disk is used. Thus, no DOS 
disk need be accessed for the OS user. 

Reply 'RESTART' if you wish to resume 
generating the system (s) after creating the 
appropriate DOSLIB(s). 



361E DISK 'mode' IS NOT A {CMS|DOS} DISK 

Explanation : VSAMGEN reguires that the 
A-disk be a read/write CMS disk, and that 
the disk you specified as containing the 



SOT 



oc Ai sir 



System A ction ; EC = 36 
VSAMGEN has terminated, 
to CMS command mode. 



The system returns 



Use r Action: If the message concerns the 
CHS A-disk, access a CHS disk in read/write 
mode as the A-disk and reissue VSAHGEN. If 
the message concerns the DOS disk, either 
access the DOS disk and use that mode 
letter to answer the prompt during the next 
VSAHGEN attempt, or enter the correct mode 
of the DOS disk containing the DOS SRL 
during the next VSAHGEN attempt. 



3611 CREATING CHS TEXT FILES... 

Explanation : VSAHGEN is in the process of 
copying all the VSAH and Access Hethod 
Services object modules from the DOS system 
relocatable library to the CMS disk during 
an INSTALL run for an OS user. 



System Action : None. 
User Action; None. 
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361E ENTER EITHER 'DOS' or 'OS': 

Explanation : The VSAMGEN EXEC distinguishes 
between DOS and OS installations at both 
installation time and updating time. 

SYstea action : VSAHGEH issues a read to the 
terminal and waits for your response. 

Oser Action : Reply DOS if you have a DOS 
installation and, therefore, do not want 
all TSAH and Access Method Services modules 
copied to a CHS disk during an INSTALL run, 
and you do want the DOS system relocatable 
library used as a source during an UPDATE 
run. 

Reply OS if you are an OS installation and 
therefore do want, ail vSAH and Access 
Method Services modules copied to the CMS 
disk during an INSTALL run, and you want 
the CMS disk used as source during an 
UPDATE run rather than the DOS system 
relocatable library. 



362E INVALID STORAGE PROTECT KEY 'key* 

Explanation ; The storage protect key 
specified was not decimal, to 15, 

System Action : RC = 24 

Execution of the command is terminated. The 

system status remains the same. 

Dser Action : Reissue the command, 
specifying a valid storage protect key. 

3621 LINK-EDITING sysname. . . 

Explanation ; VSAMGEN is in the process of 
link-editing the modules that make up the 
named system in order to create a CMS 
DOSLIB file with the same name. 

System A ction : None. 

Dser Action: None. 



362R ENTER MODE OF 
LIBRARY DISK: 



DOS 



SYSTEM RELOCATABLE 



Explanation : The VSAMGEN EXEC procedure 
requires a DOS disk containing the DOS 
system relocatable library for both DOS and 
OS users during an INSTALL run and for the 
DOS user during an UPDATE run. 

System Action : VSAMGEN issues a read to the 
terminal and waits for your response. 

User Action: Enter the mode letter of the 
accessed disk containing the DOS system 
relocatable library. The disk must be in 
DOS format. 

363E INVALID STARTING ADDRESS 'startadr' 

Explanation : The start address specified in 
the command line is not a hexadecimal 
address within the load range of the 
specified system. 



System A ction : EC = 24 

Execution of the command is terminated. The 

system status remains the same. 

Dser Action: Reissue the command with a 
valid starting address. 



3631 sysname DOSLIB CREATED ON DISK 'A« 

Explanation : VSAMGEN creates a CMS DOSLIB 
file from the object modules that make up 
the named system. 

System A ction : None . 

User Action: None. 



3 63R ENTER LOCATION WHERE sysname HILL BE LOADED 
AND SAVED: 

Explanation : VSAMGEN requires a hexadecimal 
address for fetching the VSAM and/or Access 
Method Services systems into storage so 
that the systems can be saved on a CP 
volume. 

System Action : VSAMGEN issues a read to the 
terminal and waits for your response. 

User Action : Enter the hexadecimal address 
corresponding to the starting relative page 
number in the SYSPGNDM field of the NAHESYS 
macro entered in the DHKSNT module for the 
named system. 



364E VM STORAGE NOT LARGE ENODGH TO CONTAIN 
SYSTEM LOADING AT startadr TO endadr 

Explanation : The virtual machine's storage 
must be large enough to allow SSK 
instructions to be issued for the complete 
load range of the saved system. 

System A ction : RC = 2H 

Execution of the command is terminated. The 

system status remains the same. 

User Action: Use the CP command DEFINE to 
redefine the virtual machine's storage to a 
value large enough to contain the saved 
system, and IPL CMS again. 



3641 FETCHING sysname... 

Explanation : VSAMGEN is in the process of 
fetching the phases that make up the named 
system from the CMS DOSLIB file of the same 
name. The phases are fetched into storage 
in order to be saved (written) on a CP 
volume. 

System Action : None. 

User Action: None. 



150 IBM VB/370 System Messages 



DMS 



364B ENTER »CMSVSAM« OE 'CMSABS' OB 'BOTH* FOE 
GENERATION OF NEW SYSTEM (S) 

Explanation : The message gives you the 
choice of regenerating either one or both 
of the naned systems. 

System Action ; fSAMGEN issues a read to the 
terminal and waits for your response. 

Dser Action ; Enter a valid response. 



365E SYSTEM NAME NOT SPECIFIED 

Explanation ; The system name was not 
included in the command line. 

System Action ; EC = 2H 

Execution of the command is terminated. The 

system status remains the same. 

Use r Action ; Reissue the command with a 
valid system name. 



3651 SYSTEM sysname SAYED 

Explanation ; VSAMGEN saves the named system 
on a CP volume for subseguent use by user 
programs. The DOSLIB file used in creating 
the new copy of the system is erased at 
this point. 

System Action : None. 

Dser Action: None. 



365R ENTER MODULE NAME 
•END': 



(8 CHABS. OR LESS) OE 



Exp lanation ; VSAMGEN will assign the name 
entered by the user to the PTF object file 
when it reads the file from the virtual 
reader onto the CMS disk as a TEXT 
filetype. The file remains on the CHS disk 
to be used in subseguent system generations 
until replaced by another object file of 
the same name. 

System Action : ?SAMGEN issues a read to the 
terminal and waits for your response. 

Dser Action ; Enter the name (s) of the VSAH 
or Access Method Services module (s) in the 
same order the deck(s) were placed in the 
reader. To terminate reading from the 
reader, enter END. 



366E HO CMS/DOS SOPPOET FOE NATIVE 3350 DISK 

Explanation : DOS/VS does not support the 
3350 device type. CMS/DOS does not support 
I/O reguests to the 3350 which would 
normally occur after the assignment of a 
logical unit. CMS/DOS supports the 33U0 in 
compatibility mode only. 



User A ction ; If the logical unit represents 
an input file, move the file to a supported 
device and reissue the ASSGN command. If 
the logical unit is associated with an 
output file, choose another output device 
and reissue the command. 



3661 STABTING TO READ PTF DECKS FROM READER... 

Explanation : VSAMGEN is starting the 
'UPDATE' procedure, during which the user 
is prompted for the names of the PTF decks 
to be applied to the new system. 

System Action : None. 

User Action ; None. 

366R ENTER NAME OF SYSTEM TO BE SAVED: 

Explana t ion ; VSAMGEN has link-edited the 
VSAM or Access Method Services system and 
fetched it into virtual storage and is 
about to issue the CP SAVESYS command for 
that system. 

System Action: The system waits for a 
response. 

User Action : Enter the name of the VSAM or 
Access Method Services system. 

3671 'modulename TEXT' WRITTEN ON DISK 'A' 

Explanation : If the message was issued by 
DMSVGN, VSAMGEN has read a reader file and 
written it on the CMS disk with the given 
name. The file is used in creating a new 
named system. 

If the message was issued by DMSVPD, DMSVPD 
(called from VSAMGEN EXEC) has read the 
named replacement module from the DOS/VS 
PTF tape and has written it on the user's 
A-disk for subsequent application in the 
new VSAM or Access Method Services system. 

System Action ; None. 

User Action: None. 

367R ENTER TAPE {INPUT|ODTPUT} DDNAMES: 

Explanation ; You must supply the ddname of 
the tape input or output data sets to be 
used in the Access Method Services 
jobstream. The ddname in each case must 
match the "ddname" operand in the Access 
Method Services control statement being 
executed (EXPORT, IMPORT, or EEPRO) . 



System Action ; 
response. 



The system waits for a 



System Action : EC = 36 

Execution of the command is terminated. 

system status remains the same^ 



User Action ; Enter the ddname of the tape 
input or output data sets to be used. 



The 
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3681 count NEW PTF DECKS WILL BE APPLIED 

Explanation : VSAMGEN reads from the reader 
or froiB the DOS/VS PTF tape the number of 
files specified by "count". You can use 
this count to verify the number of PTF 
decks to be applied to build the new 7SAM 
or Access Hethod Services system (s) . 

This message appears once for each tape 
file read. Accordingly, if the user reads 
three tape files from the DOS/VS PTF tape, 
the total number of replacement modules is 
the total from the counts specified in the 
three DMSVPD368I messages. 

System Action ; None. 

Oser Action: Hone. 



368E ERASE 
'NO': 



sysname DOSLIB?. . . ENTER 



'YES' 



OR 



Explanation : The CMS DOSLIB file created 
during execution of the 7SAHGEN EXEC (see 
message DHSVGN363I} can be erased at this 
time. This message prompts you to indicate 
whether or not you want the file erased. 



The system waits for a 
Dser Action ; Enter either "yes" or "no". 



Syste m Action ; 
response. 



369E INVALID - RELEASE 31 OR LATER REQOIRED 

Explanation : The release number entered in 
response to message DI1SVGN369R is an 
earlier release than the one supported for 
VSAM and Access Method Services. 

System Action : RC = 24 

VSAMGEN is terminated and the system 

returns to the CMS command environment. 

Dser Action : If the release number is 
incorrect, restart the VSAMGEN EXEC 
procedure and enter the correct number. 
Otherwise, see the description of CMS VSAM 
and Access Method Services in the V M/370 
Planning and Sys tem Generation Guide. 



370R ENTER 'GO' IF SAVED SYSTEM IS TO BE 
CREATED, OTHERWISE • QDIT • 

Explanation : The VSAMGEN EXEC has created 
the specified DOSLIB as stated in message 
DMSVGN363I and now requires whether it is 
to continue processing the DOSLIB or is to 
be terminated. 



System Action ; 
response. 



The system waits for 



Ose r Action : If you desire to temporarily 
halt the creation of the saved system, 
enter 'QDIT'; if 'GO' is entered, the saved 
system will be built. 



3711 sysname IS LOADED, ENTER CP MODE TO APPLY 
ZAPS, ELSE 'NOLL' 

Explanation ; It is possible at this point 
to apply ZAPS to the loaded system by 
entering CP mode. All text is now in 
storage and the DISPLAY and STORE commands 
may he used to make changes. 

Sys tem A ctio n; VSAMGEN issues a read to the 
terminal and waits for a response. 

Dser Action: If ZAPs are desired, enter CP 
mode. Make the desired changes, return to 
CMS READ via BEGIN command. Enter null 
line to cause the VSAMGEN to continue. 



3 69R ENTER RELEASE NDMBER OF DOS/VS STARTER 
SYSTEM; 

Explanation : The VSAMGEN EXEC requires the 
release number of the DOS/VS starter system 
in order to use the associated CMS 
installaion files. 

System Action: VSAMGEN issues a read to the 
terminal and waits for your response. 

Dse r Action ; Enter the DOS/VS release 
number of the restored system (must be 31 
or later) . 



380R ENTER 'TAPE' 
APPLICATION; 



OR 



'CARDS' 



FOR 



PTF 



Explanation ; It is possible to apply DOS/VS 
VSAM and Access Hethod Services PTFs either 
by applying individual replacement object 
decks through the reader or by stripping 
the appropriate modules from a DOS/VS PTF 
tape. This message prompts you to specify 
which method you will use. 



System Action ; 
response. 



The system waits for 



Dser Action; Enter TAPE or CARDS. 



381E ENTER 'SELECT' 
APPLICATION: 



OR 'ALL' 



FOR TAPE PTF 



Explanation : Assuming the PTF tape is 
attached as 181 and positioned at the 
correct tape file, VSAMGEN offers the user 
the choice of applying all the VSAM and 
Access Hethod Services PTFs or choosing 
individual replacement files. This message 
prompts you to specify what you wish to do. 

Sys tem Action ; The system waits for a 
response. 

Dser Action: Enter SELECT or ALL. 



382H ENTER NDMBER OF TAPE FILES TO BE PROCESSED: 

Explanation : VSAMGEN must know how many PTF 
tape files to scan for the VSAM and Access 
Method Services replacement modules. 
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S ystem Action : The system waits for a 
response- 

Oser Action: Enter a decimal nomber showing 
the number of tape files to be processed 
starting with current tape position. 



383S APPLY 'filename'? 



■ENTER ' NO' OR BOB: 



Explanation ; The user has requested 
selection of PTF replacement modules during 
VSAMGEN EXEC execution. 

System Action ; The system waits for a 
response. 

Oser Action : If you do not want to apply 
the PTF contained in the named file, enter 
"no". If you do want the file, indicate an 
EOB by pressing ENTER on a 3277 display 
terminal or RETURN on a 2741 terminal. 



ttOOS SYSTEM 'sysname' DOES NOT EXIST 

Explanation ; The subject system has not 
been defined in the Control Program module 
DMKSNT. 

System A ction ; For DMSVIB, CMS abends with 
abend code X'044'. For all other modules, 
RC = 44. Execution of the user program is 
terminated. The system returns to the state 
it was in before the start of the user 
program. 

Oser Action; Contact the system programmer, 
who will generate the sayed system for the 
correct system name. 

401S VM SIZE (size) CANNOT EXCEED 'sysname' 
START ADDRESS (address) 

Explanation : The user's virtual machine 
storage size as currently defined is of 
such a size that the named system (when 
loaded) would overlay part of the user's 
virtual storage. This could have occurred 
in either of the following ways: 

1. The named system was saved below the 
user's current virtual machine size, 
or 

2. The named system was saved at an 
appropriate address, but the user's 
current virtual machine storage size 
is so large that it would be partially 
overlaid by the named system. 

Syste m Action ; For DMSVIB, CMS abends with 
an abend code of X'104«. For DMSSET, EC = 
40. For all other modules, RC = 104. 
Execution of the command is terminated. 
The system status remains the same. 

User Action : 
1. Contact the system programmer, who 
must create a new copy of the named 
VSAM or Access Method Services system 
at an address that is high enough not 
to conflict with any virtual machine 
size permitted for VSAM users, or 



Enter CP mode and define a smaller 
virtual machine storage size for this 
VSAM user so his virtual storage is 
not overlaid by the named system, and 
then reload (via IPL) CMS/DOS. 



- - - (Basic System Extensions) - - - 

402S GETVIS FAILED IN DOS/VS BAH OPEN/CLOSE 

Explanation: The DOS/VSE FB-512 OPEN/CLOSE 
routines have returned with an error 
indicating that the DTF currrently being 
processed could not be opened because of a 
lack of virtual storage. 

System Action ; The OPEN or CLOSE is 
canceled. System status remains the same. 

Dser Action : Redefine a larger amount of 
virtual storage and IPL CMS again. 



- - - (Basic System Extensions) - - - 

403S filename SHARED SEGMENT NOT AVAILABLE - 
RELOAD CMSDOS 

Explanation : An OPEN has been issued for a 
file that resides on an FB-512 DASD, but 
the CMSBAM shared segment has not been 
generated. 

System Action: The OPEN is canceled. 
System status remains the same. 

Dse r Action ; The CMSBAM shared segment must 
be generated and saved with the VSAMPP EXEC 
and the SET DOS ON command reissued. 



- - - (Basic System Extensions) - - - 

404S filename LOGIC MODULE NOT FOUND IN CMSBAM 
SHARED SEGMENT 

Ex p lanation ; An OPEN has been issued for a 
file residing on an FB-512 DASD but the 
appropriate logic could not be located. 
This indicates that the CMSBAM shared 
segment has been generated incorrectly. 



System Action ; 



The OPEN is canceled. 



System status remains the same. 

Dse r A ction : Have the system programmer 
examine the CMSBAM linkage editor map for 
unresolved external references. The 
modules that are unresolved must be 
obtained from the DOS/VSE PID tape and 
VSAMPP EXEC must be rerun to generate the 
CMSBAM shared segment. 
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mOS CONTEOL PROGHAM EBEOR INOfCATION 'retcode' 

Explanation : An unexpected error occurred 
while the Control Program was processing a 
reguest from CHS to find or load the 
specified saved system. 

System Action: For DHSVIB, CBS abends with 
abend code X«174«. For other modules, EC = 
174. In both cases, 174 is the actual error 
code from the Control Program, indicating 
that paging I/O errors have occurred. 

Dser Action ; Contact the installation 
system programmer for assistance. 



41 IS flNPOTIODTPOT^ EREOB CODE 'nn' OH 'SYSxxx* 

Explanation : An unrecoverable input or 
output error occurred while reading from or 
writing to SYSxxx. SYSxxx is the card 
reader, the printer, a tape drive, or the 
logical unit assigned to the specified OS- 
or DOS-formatted disk. The 'nn' code 
indicates the nature of the error; it may 
be one of the following: 

CARD READER 

Code Meaning 
3 An unknown error occurred. 



System Actio n: EC = 100 

Execution of the command is terminated. The 

system status remains the same. 

User Action : A message was issued by DMSSSK 
before this message was issued. Ose the 
explanation and user action for the DMSSSK 
message to correct the error. If this is a 
directory build error, a message was issued 
by DMZSES before this message was issued. 
Ose the explanation and user action of the 
DMZSES message to correct the error. 

413S STORAGE NOT INITIALIZED FOR VSAM PROCESSING 

Explanation : The program has issued a 
CDLOAD (SVC 65) , but the DOS VSAM 
environment under CMS is not active, * 
CDLOAD requires VSAM storage initialization 
to have taken place, but this has not been 
done. 



System Action: EC = 104 
The job is terminated, 
remains the same. 



The system status 



Use r Action: Issue the CMS command SET DOS 
ON with the VSAM option in order to 
initialize storage properly, and then 
reexecute the program. 

420E NSL EXIT FILENAME MISSING OB INVALID 



PRINTER 

Code Meaning 
1 A line was too long. 
5 An unknown error occurred. 

TAPE INPOT AND ODTPOT 

Code Meaning 
3 A permanent I/O error occurred. 

DISK INPOT AND OOTPDT 



Explanation : The filename specified for 
user-written, nonstandard label processing 
routine must be the name of a TEXT or 
MODOLE file. No file could be found that 
had a filetype of TEXT or MODOLE with the 
specified name. 

System Action ; The command or program is 
not executed. 

Dse r Action; Specify the name of a valid 
NSL exit routine and reissue the command. 



Code Meaning 

2 A unit exception occurred. 

3 A wrong-length record was detected. 
13 A permanent I/O error occurred. 

System A ctio n; RC = 100 

Execution of the command is terminated. 

Oser Action : Ose the error code to 
determine and correct the possible cause of 
error. 



412S CMSXGEN FAILED DOE TO SETKET EREOE 

- - - (Basic System Extensions) - - - 

412S {CMSXGEN I CMSZGEN} FAILED DOE TO 
{SETKEY I DIRECTORY BOILD} EREOB 



Explanation ; Errors occurred while trying 
to issue the SETKEY command to set storage 
keys or while executing the DHSZES command 
in the case of a directory build error. 



- - - (Basic System Extensions) - - - 

421E 'TAPn (CUU) • HDE1 LABEL MISSING FOB 
'filename' 

Explanation : A tape specified as standard 
label does not have a HDR1 label. Filename 
is dtfname for CMS/DOS or ddname for OS 
simulation. The message will also occur 
for a tape that has HDR1 labels but is not 
positioned correctly for input label 
processing. 

System Action : The tape is positioned at 
the record that was read when the HDR1 was 
executed. 

For CMS/DOS, message DMSTLB435E is issued. 

For OS simulation, an OPEN error occurs. 



154 IBM VM/370 System Messages 



DHS 



- - - (Basic System Extensions) - - - 

The T&PEH&C and T&PPDS commands are 
terminated without reading any tape data. 

The TAPESL macro returns an error code of 
32. 

User Action ; Verify that the proper tape is 
mounted. Reply to message DHSTLBU35R if 
issued. If the wrong tape is mounted, try 
again with the correct tape. If labels are 
not expected on the tape, respecify label 
type as BLP or LABOFF and try again. 



- - - (Basic System Extensions) - - - 

a22E 'TAPN (cuu) ' POSITIONED HEOHG FOE 
•filename* 

Explanation : A tape was not positioned 
correctly for label processing to occur. 
For output tapes, an attempt was made to 
write a new label when the tape was not 
positioned at an existing HDB1 label or 
tapemark. 

For CMS/DOS input tape, the message is 
issued when the file sequence number on the 
tape label is larger than the one specified 
in the LABELDBF command. The filename is 
the symbolic name in the DTFHT for the 
file. 

For CHS, the filename is LABDEFid. 

For OS simulation, the filename is ddname. 

System Action : An OS file is not opened. A 
CHS/DOS job is cancelled and the TAPESL 
macro gives an error return code of 32. 

Dser Action ; Be sure the tape is positioned 
properly and that the correct tape is 
mounted. If necessary, reposition the tape 
and then reissue the job or command. 



- - - (Basic System Extensions) - - - 

4231 'TAPn (cuu)' POSITION PARAMETEK IGNORED. 
OOTPOT FILE WILL BE WRITTEN IMMEDIATELY 
AFTER NEW V0L1 LABEL 

Explanation ; This message occurs when you 
respond to message DMSTLB433R by requesting 
that a new volume label be written on a 
tape. An OS simulation SL tape has been 
requested with a specified positional 
parameter indicating the file is not be the 
first on the tape. 

System Action : The positional parameter is 
ignored and the new label file is written 
immediately after the new V0L1 label. 

Oser Action; None. 



- - - (Basic System Extensions) - - - 

424E 'TAPn (cuu) • NOT POSITIONED AT E0F1 LABEL 

Explanation : The CMS TAPESL macro was 
issued with the function BIN but the tape 
was not positioned at an E0F1 or E0V1 
label. 

System A ction : No label is processed. The 
macro returns a code of 32 and the tape is 
left positioned to the same record it was 
positioned at when the macro was issued. 

Dser Action : Space the tape so it is 
positioned at the E0F1 trailer label and 
reissue the macro or ignore the error if 
you do not want the tape trailer label 
processed. 



- - - (Basic System Extensions) - - - 

425R 'TAPn (cuu)' BLOCK COUNT ERROR 
'filename' ENTER 'IGNORE' OR 'CANCEL' 



FOE 



Explanation : The block count in an E0F1 
record does not match the number of blocks 
actually read. Filename is dtfname for 
CHS/DOS or ddname for OS simulation. 

For OS simulation, the message is only 
issued when you do not have a block count 
exit routine specified in the DCB EXIT 
list. 

For the TAPESL macro the message is issued 

only when you have not specified an error 

return (by the ERROR=parameter) that is 
different from the normal return. 

System Action ; The system waits for a 
reply. 

Oser A ction ; Enter 'IGNORE' to continue 
processing normally or 'ERROR' to cancel 
the job in CMS/DOS, or to cause an abend 
with code 500 in either OS simulation or 
when processing the CHS TAPESL macro. 



- - - (Basic System Extensions) - - - 

a26R 'TAPn (cuu)' UNEXPIRED FILE ENTER 'IGNORE' 
OR 'ERROR' 

Explanation ; The system is trying to write 
over a HDR1 record on tape cuu that has an 
expiration date that has not yet expired. 

System Action ; The system waits for a 
response. 

Oser Action: Enter 'IGNORE' to write over 
the existing record and disregard the 
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- - - (Basic System Extensions) - - -» 

expiration date. Enter •ERBOB* to cancel 
the job in CMS/DOS or to prevent the file 
froD being opened in OS sinulation. 



- - - (Basic System Extensions) - - - 

427R 'TAPn (cuu) ' E0V1 LABEL BEAD 

Explanation ; While processing trailer 
labels for an input tape file, an E0V1 
label was read instead of an E0F1 label. 

System Action: None. 

User Action ; No response is necessary. 
However, if you want to mount a new tape 
and continue reading the file, you must 
send a message to the operator requesting 
that a new tape be mounted. The data on 
the new tape must be processed as a new 
file by CMS. 



- - - (Basic System Extensions) - - - 

4281 »TAPn (cuu)' E0V1 LABEL HBITTEN 

Explanation ; End-of-tape was encountered 
while writing an output file on a tape with 
IBH standard labels under CHS/DOS or OS 
simulation. This message is also issued 
when TAPESL is used to write an EOVI label. 

System Action : A tape mark and EOVI label 
are written after detecting the 
end-of-tape. 

For CHS/DOS, the job is then cancelled and 
the tape is rewound and unloaded. 

For OS simulation, the program abnormally 
terminates with a code 001 if you are using 
QSAH or if you use a CHECK macro in BSAM. 
If you are using BSAH with no CHECK macro, 
your program continues to try to write on 
the tape. 



The tape is always rewound and 
after this message is issued. 



unloaded 



User Action: The operator must mount a new 
tape to continue the file. If possible, 
reorganize the output data to fit on a 
single tape reel. 



- - - (Basic System Extensions) - - - 

U29I 'TAPn (cuu) • EOT ON OOTPOT 

Explanation : End-of-tape was encountered 

while the system was writing a tape file 

with CMS/DOS or OS simulation I/O macros. 

The tape file was not defined to have IBH 
standard labels. 



- - - (Basic System Extensions) - - - 

System Action : A tape mark is written after 
the last data record. If the file has 
nonstandard labels and a user exit has been 
specified, control is transferred to this 
nonstandard label routine. See message 
DHSTLB428I for a description of tape 
positioning and user program action when 
this message is issued. 

Oser Actio n: The operator must mount a new 
tape to continue the file. If possible, 
the operator should reorganize the data so 
each file will fit on an individual tape. 



- - - (Basic System Extensions) - - - 



43GE 'TAPn (cuu) ' LABELDEF 
FOE FILE 'filename' 



INFORMATION HISSING 



Explanation : Onder CHS/DOS or CHS you must 
specify a LABELDEF statement for every 
labeled tape file. One was not found for 
DTFBT or labeldefid with the specified 
filename. The message may occur for OS 
simulation files if you have inadvertently 
cleared the FILEDEF or LABELDEF for the 
specified filename. 

Sys tem Action : The job is canceled for 
CMS/DOS, the file is not opened for OS 
simulation and the TAPESL macro returns an 
error code of 28. 

Oser Action: Specify a LABELDEF statement 
for the file and execute the job again. 



- - - (Basic System Extensions) - - - 

431E 'TAPn (cuu)' V0L1 LABEL HISSING 

Explanation : This message occurs when you 
request that a tape have its V0L1 label 
checked or displayed. The tape does not 
contain a V0L1 label as its first record. 

System Action : The TAPE command is 
terminated. 

For CMS/DOS input files, message DHSTLB435E 
is issued. 

For OS input files, an OPEN error occurs. 

Dser Action: Be sure the operator has 
mounted the correct tape. Respond to any 
farther messages that are issued. if 
necessary, reissue the command or program. 
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- - - {Basic System Extensions) - - - 

432E 'TAPn (cuu) ' VOIID volid DOES NOT HATCH 
LABELDEF VOLID FOB •filename" 



- - - (Basic System Extensions) - - - 

U34E 'TAPn (cuu) • INPOT LABEL ERBOB IN FIELD 
'fieldname' FILE 'filename' 



Explanation ; The volume serial number 
(volid) on a tape VOLI label is not the 
same as the volume serial number specified 
on a LABELDEF or FILEDEF command. Filename 
is dtfname for CMS/DOS or ddname for OS 
simulation. The volid displayed in the 
message is the one found on the tape label. 



Syste m Action ; CHS/DOS 
DHSTLBUaSE is issued. 



files, message 



CHS commands terminate without any data 
being read. 

For CHS TAPESL macro for input, an error 
code of 32 is returned. 

For OS simulation input files, the file is 
not opened. 

For OS simulation or TAPESL output files, 
message DHSTLB433E is issued. 

User Action ; Be sure the correct volume 
serial number is specified on the command. 
If it is, the correct tape was not mounted. 
Ask the operator to mount the proper tape. 
Heissue the command or program. 



- - - (Basic System Extensions) - - - 

433R ENTEB 'HBITE (VOLID' OB 'REJECT' 

Explanation ; This message is issued when an 
output OPEN routine finds a tape has a VOLI 
volid that does not match the one specified 
or if an output tape has been specified as 
SL and no V0L1 label is on it. The message 
is issued only in situations where a DOS/VS 
or OS/VS operating system allows a VOLI 
label to be written. It is never issued 
unless either message DMSTLBU31E or 
DMSTLB432E is also issued. 

System Action ; The system waits for a 
reply. 

Oser Action; lou may enter 'REJECT' to 
reject the tape or rewrite the VOLI label 
on the tape by entering HBITE followed by a 
left parenthesis and, with no intervening 
blanks, a one- to six-character volume 
serial number to be written in the label. 
No owner field may be specified. To write 
a VOLI label with an owner field you must 
use the SVOLI function on the TAPE command. 



Explanation ; A field in a tape HDB1 label 
did not agree with the field specified on a 
LABELDEF command for the file. Filename is 
dtfname for CMS/DOS or ddname for OS 
simulation. 'fieldname' identifies the 
field causing the error. 



System Action ; For 
DHSTLB435B is issued. 



CHS/DOS, message 



CHS commands and TAPESL macro terminate 
without reading any tape data. 

For OS simulation, the file is not opened. 

Ose r Action ; Be sure the LABELDEF statement 
for the file is correct. If it is, the 
wrong tape may be mounted or it may be 
positioned at the wrong file. Beply to 
message DHSTLB435E if issued. 



- - - (Basic System Extensions) - - - 

U35E ENTEB 'IGNOBE' or 'CANCEL' 

Explanation ; This message is never issued 
alone. It always follows another CHS/DOS 
message that identifies a tape label error. 

This message gives the CMS/DOS user the 
choice of ignoring a label processing error 
and continuing the job or cancelling it. 

System Action ; The system waits for a 
reply. 

User Action; Enter 'IGNOBE' or 'CANCEL*. 



- - - (Basic System Extensions) - - - 

4361 'TAPn (cuu) ' HISSING OSEE STANDARD LABEL 
FOR 'ddname' 

Explanation ; This message is issued when 
the OS simulation user reguest SOL tape 
label processing on a FILEDEF command. The 
user also has a user exit in the DCB exit 
list for the file identified by ddname. 
However, the tape did not contain a user 
OHL or OTL label. 

Sys tem Action ; If a tape mark is read 
instead of the expected user standard 
label, the tpae is positioned at the record 
immediately after the tape mark. 
Otherwise, the tape is backspaced so it is 
positioned at the record that was read when 
a user standard label was expected. 
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- - - (Basic Systea Extensions) - - - 

Dse r Action ; None, if the tape file was not 
expected to contain a user label. If one 
was expected, halt the program execution 
and be sure the correct tape is mounted. 



- - - (Basic System Extensions) - - - 

4371 'TAPn (cuu) • NSL EOOTIHE EETDHNED ERBOR 
CODE 'nnnnnn' FOE 'filename' 

Explanation : This message is issued when 
you execute a nonstandard tape label 
processing routine that returned a nonzero 
return code of 'nnnnnn' in register 15. 
'filename' is the ddname for the file that 
caused the code for OS simulation; for the 
TAPEMAC and TAPPDS commands, it is the id 
parameter specified by the user. 

System Action : The nonzero return code 
prevents an OS file from being opened or 
causes the TAPEMAC or TAPPDS commands to be 
terminated without processing any tape 
files. 

Use r Action ; Examine your NSL routine to be 
sure you wanted to return a nonzero code. 
If you did, then you probably have the 
wrong tape mounted or you anticipated this 
condition. 



HHHE VOLUME 'label' IS NOT A DOS SYSRES 

Explanation ; The disk specified by the mode 
operand of the SET DOS ON command is not a 
DOS/TS system residence volume. 

System Action ; EC = 32 

Execution of the command is terminated. The 

system status remains the same. 

User Action ; Reissue the command with the 
correct mode. 



User Action: Enter the translation list. 



603E FORMAT WILL 
'mode (cuu) ' . 
(YES (NO) : 



ERASE ALL FILES 
DO YOD WISH TO 



ON DISK 
CONTINOE? 



Explanation ; This message is a reminder 
that the formatting process erases existing 
files. 

System Action ; The system waits for a 
response. 

Dser Act ion ; Enter "yes" or "no". 



60UR T!WT1i!T? SOFT FTFTnc!; 

Explanation : The command requires a list of 
sort fields on which to perform a sort. 

System Action : The system waits for a 
response. 

User Action; Enter pairs of numbers, 

separated by a blank, defining the starting 

and ending character positions of sort 
fields within the records. 



605R ENTER DISK LABEL: 

Explanation : You are requested to enter a 
label for the disk being formatted. The 
label will be written on the disk at 
cylinder 0, track 0, record 3. 

System Action : The system iaits for a 
response. 

User Action : Enter a one- to six-character 
label for the disk. If you enter less than 
six characters, the label is left- justified 
and padded with blanks. If you enter a 
null line, the system displays the message 
DISK REMAINS UNCHANGED. 



606R SYSTEM DISK ADDRESS = cuu 



601E ENTEE SPECIFICATION LIST; 

Explanation : The specification list that is 
to be entered in conjunction with the SPECS 
option is requested. 

System Action: The system waits for a 
response. 

User Action : Enter the specification list. 



602R ENTEE TRANSLATION LIST: 

Explanation : The translation list that is 
to be entered in conjunction with the TEANS 
option is requested. 

System Action : The system waits for a 
response. 



Explanation : "cuu" designates the device 
address of the system disk (S-disk) . On 
this disk CHS expects to find all CMS 
system information and programs not 
contained within the CMS nucleus, such as 
the disk-resident command modules. If the 
CMS nucleus is written on this disk, then 
cuu is also the IPL device address. 

System Action; The system waits for a 
response. If you enter an invalid device 
address, the message 

DMSINI079E INVALID DEVICE ADDRESS - 
EEENTEB 

is issued. Message DMSINI606R is reissued, 
and you may enter a valid device address. 

If you enter a null line, 190 is assumed to 
be the system disk address. 
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Once the system disk address entered is 
accepted, nessage DBSINI615E is issued. 

User Action ; Enter a valid device address 
or a null line. 



607E EEWEITE THE NOCLEDS? (YES|NO) 

Explanation : Your response to this message 
determines whether or not a copy of the CHS 
nucleus is written onto disk. 

Syste m Action ; The system waits for a 
response. 

Oser Action ; Enter either "yes" or "no." 
If you enter "no" a copy of the CMS nucleus 
is not written onto disk. The remaining 
questions in generating a new CBS nucleus 
are skipped and control is passed to the 
CHS initialization routine. 

If you enter "yes", message DHSINI608E is 
issued. 

If you fail to enter either "yes" or "no", 
the message 

DHSINI081E INVALID BEPLY. - ANSWER "YES" 
OE "NO" 

is issued. Hessage DHSINI607R is reissued 
and you may enter a valid response. 



608R IPL DEVICE ADDRESS = cuu 

Explanation ; "cuu" designates the device 
address on which the CHS nucleus is to be 
written. If the system disk and the IPL 
device are to be the same, you need only 
enter a null line. 

System Action : The system waits for a 
response. 

If you enter an invalid device address, 
message 

DHSINI079E INVALID DEVICE ADDRESS - 
REENTER 

is issued. Hessage DHSINI6 08E is reissued 
and you may enter a valid device address. 

If the IPL device designated is not 
currently defined, is not in read/write 
status, or is an unsupported device type, 
message 

DMSINI082E IPL DEVICE EEECH - SEENTEE 

is issued. Hessage DHSINI608R is then 
reissued. At this time, you may enter CP 
BiOde by signaling attention, and determine 
the status of the designated device by 
entering the CP command 

QUERY VIRTUAL cuu 



Then take the corrective action necessary 
to define the device for your virtual 
machine or to access it in read/write 
status. Reenter CHS mode by issuing the CP 
command 

BEGIN 

You must then reenter the device address. 

Once the IPL device address is accepted, 
message DHSINI609E is issued. 

Oser Action ; Enter a valid device address 
or a null line. 

6 09R NOCLEDS CYL ADDRESS = nnn 

- - - (Basic System Extensions) - - - 
6 09R NOCLEOS {CYL|BLK} ADDBESS = nnn 



Explanation : "nnn" designates the cylinder 
address (on the device entered in response 
to message DHSINI608R) on which the CHS 
nucleus is to be written. (For Basic 
System Extensions, "nnn" designates the 
FB-512 block number (on the device entered 
in response to message DHINI608R) on which 
the CHS nucleus is to be written) . nnn 
must be between 001 and m-1 where m equals 
the number of cylinders or blocks on the 
disk, the cylinders or blocks on a disk 
being numbered from to m. nnn must be 
entered in decimal. 

(For Basis System Extensions, if an FB-512 
device, the FB-512 block number must be a 
multiple of 256 and 256 blocks must be 
available at that location to form an 
FB-512 extent.) 

System Action ; The system waits for a 
response. 

If you do not enter a valid decimal 
cylinder or block number, the message 

DHSINI080E INVALID {CYLIBLK} NOHBEB - 
EEENTER 

is issued, message DHSINI609R is reissued, 
and you may enter a valid cylinder number 
(For Basic System Extensions, FB-512 block 
number) . 

If the cylinder or FB-512 block (s) 
specified is not greater than the number of 
cylinders or FB-512 block (s) already in use 
on the device (as indicated in the file 
directory) , the message 
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DMSIHI083E NDCLEOS SILL OVERLAY FILES - 
RECOMPUTE 

- - - (Basic System Extensions) - - - 

DBSINI083E NDCLEOS {CYL|BLK} SPECIFICATION 
ONACCEPTABLE, ERROR 'X' 



is issued. Message DMSINI609R is reissued. 
You may respond with a larger cylinder or 
block number, or IPL the CMS system and 
format the specified IPL device with the 
RECOMP option. Once the nucleus cylinder 
or block address is accepted, message 
DMSINI610R is issued. 



611R VERSION IDENTIFICATION = 

Explanation ; Thirty-two bytes of 
information, including blanks, can be 
entered to specifically identify the 
version and level of CMS; this information 
is displayed or printed out when an IPL CHS 
is executed. The default identification 
(specified by a carriage return) is: 

CMS VERSION n.n - mm/dd/yy 

where mm/dd/yy is the month, day, and year 
the CMS nucleus was created. 

S ystem Action : The system waits for a 
response. 

Dse r Action ; Enter version identification 
information or a null line. 



610R ALSO IPL CYLINDER 0? (YES|NO) 

- - - (Basic System Extensions) - - - 
61 OR ALSO IPL {CYLIBLK} 0? (YES | NO) 



Explanation ; (For Basic System Extensions, 
the terms •'FB-512 extent", "block" and 
"block number" are applicable) . The 
initial IPL text is always written on the 
same cylinder or FB-512 extent as the CMS 
nucleus, that is, the cylinder or FB-512 
extent designated in response to message 
DMSINI609R. (The initial IPL text is a 
bootstrap program that reads in the nucleus 
from the designated cylinder or block.) If 
it is not also written on cylinder or block 
0, you must enter the cylinder or block 
number whenever an IPL is issued for the 
system being generated. For more 
information, see the IPL command in the 
VM/370 CP Command Referenc e for General 
Users. 

System Action ; If you do not enter "yes" or 
"no", the message 

DMSINI081E INVALID REPLY - ANSWER "YES" 
OR "NO" 

is issued. Message DMSINI610R is reissued 
and you may enter a valid response. 

If you enter "yes", the initial IPL text is 
written on cylinder or block as well as 
on the cylinder or block designated in 
response to message DMSINI609B. 

If you enter "no" the initial IPL text is 
written only on the cylinder or block 
designated in response to message 
DMSINI609R. 

If you enter either "yes" or "no", message 
DMSINI611R is issued. 

User Action ; Enter "yes" or "no". 



612R INSTALLATION HEADING = 

Explanation ; Sixty-four bytes of 
information, including blanks, can be 
entered to serve as an installation 
standard heading at the beginning of each 
output file. The default heading 
(specified by a null line) is: 

CONVERSATIONAL MONITOR SYSTEM 

System Actio n; The system waits for a 
response. 

User Action; Enter up to 64 characters of 
identifying information, or a null line. 

615R Y - DISK ADDRESS = cuu 

Explan a tion ; "cuu" designates the device 
address of the system disk extension 
(Y-disk) . On this disk, CMS expects to find 
all CMS system information and programs not 
contained within the CMS nucleus and not on 
the S-disk, such as disk-resident command 
modules. If the CMS nucleus is written on 
this disk, then cuu is also the IPL device 
address. (It is not required that you have 
a Y-disk.) 

System Action ; The system waits for a 
response. 

If you enter an invalid device address, the 
message 

DSMINI079E INVALID DEVICE ADDRESS - 
REENTER 

is issued. Message DMSINI615R is reissued, 
and you may enter a valid device address. 

If you enter a null line, "19E" is assumed 
to be the system disk extension address. 

If you do not want a Y-disk, then do not 
have a disk 19E in your directory entry, 
and enter a null line. 

Once the system disk extension address is 
accepted, message DMSINI607E is issued. 



160 IBM VM/370 System Messages 



DSS 



Dser Action ; Enter a valid disk address or 
a null line. 



7011 NOLL FILE 

Explanation : There were no records in the 
file. 

For DMSEDC, two READ control cards were 
encountered, but there were no cards 
available to be placed in the first file. 

For DHSTPE, an end-of-CHS-f ile record was 
found, but there were no other records in 
the file. 

Systea Action ; Processing continues. 

Dser Action ; If records were expected, the 
file should be resubmitted. 

7021 :SEAD fn ft fm 

Explanation : This message is displayed for 
every EEAD control card encountered during 
a HEADCAED operation. When there are no 
EEAD control cards, the following messages 
are displayed; 



EEAD CONTROL CAED IS MISSING, 

ASSDHED: 

:SEAD SEADCARD CMS0T1 A1 



FOLLOWING 



This indicates that the file is read in as 
EEADCAED CMSDT1 A1. 

System Action ; Processing continues. 

Dser Action : If the file has been read in 
as EEADCAED CHSDT1 A1, rename it to a 
desired fileid. 



file has been 



7031 FILE 'fn ft [fm]« COPIED 

Explanation : The named 
copied from tape to disk. 

System Action : None. 

Dser Action : None. 

7041 INVALID CLEAR EEQOEST 



Explanation ; A CLEAE request was entered 

for a file definition that does not exist. 
No action took place. 

System Action ; None. 

Dser Action; Correct the file definition 

specified in the CLEAR request. 



7051 DISK EEHAINS DNCHANGED 

Explanation : The reply to DHSFOE605E was 
not "yes". 

System Action ; None. The disk remains 
unchanged. 

User Action; Enter the next command. 



7061 TEEH INPUT — TYPE NULL LINE FOR END OF 
DATA 

Exp lanation ; The input ddname in the 
HOVEFILE command refers to a terminal. 
This message requests the input data to be 
copied to the output device or file. 

Sys tem Action ; The system waits for a 
response. 

Dser Action; Enter data or a null line. 



7071 TEN FILES COPIED 

Explanation : Ten members have been copied 
from tape to disk as a result of the MAXTEN 
option. 

System Action: None. 

Dser Action: None. 



7081 DISK FILE "FILE ddname AT ASSDHED FOE 
DDNAHE 'ddname' 

Explanation ; No FILEDEF command was issued 
for a ddname specified in the MOVEFILE 
command. As a result, the MOVEFILE command 
issues a FILEDEF for that ddname. 

If this is the input ddname, the disk file 
must exist on disk. The blocksize and 
record format are taken from the 
characteristics of the input disk file. 

If this is the output ddname, the disk file 
is created on the A-disk. Its 
characteristics depend on the format of the 
input file. 



sys Tcea acxiou ; rtocessing contini 
Dser Action: None. 



7101 PHASE 'phase' ENTRY POINT AT LOCATION 
xxxxxx 

Explanation ; The phase entry point is 
located at location xxxxxx. 

Sys tem A ction ; None. 

Dser Action : Issue the START command to 
begin execution. 



7111 NO SYSTEM SYNONYMS IN EFFECT 

Explanation : No system synonyms are in 
effect because you previously issued a 
SYNONYM command with NOSTD specified as an 
option. 

System A ction : None. 

Dse r Action : If you want to have system 
synonyms in effect, issue the SYNONYM 
command with the STD option. 
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7121 NO SYNONYMS. (DMSINA NOT IN NUCLEUS) 

Explanation : The routine that handles 
synonym processing is not in this system; 
therefore, no synonyms are in effect. 

System Action ; None. 

User Action; None. 



7151 {DOSGENICMSXGEN} COHPLETE 

- - - (Basic System Extensions) - - - 
7151 {DOSGEN|CMSXGEN|CMSZGEN} COMPLETE 



E xplanation : The CMS text decks have been 
successfully loaded into the discontiguous 
shared segment and the CP SAVESYS command 
has been issued to save the system. 

System Action ; None. 

User Action: None. 



7211 COPY 'fn ft fm« [ {T0| APPEND |OVLY} 'fn ft 
fm« {OLD I NEW} FILE] 

Explanation ; This message appears in 
conjunction with the TYPE option. It 
indicates the name of the input file and 
output file. 

System A ction ; None. 

User Action; None. 



7221 FILE •fname2 LISTING fm' BILL HOLD AHSEEV 
OUTPUT 

Explanation ; The Access Method Services 
output will be placed on the given disk 
(other than the user's A--Disk) . This 
information message is omitted if the 
output file is placed on the user's 
read/write A-disk. 

System Action ; Processing continues. 

User Action; None. 



7231 mode (cuu) {E/0(R/H) [-OS|-DOS] 

Explanation : The specified CMS-formatted 
disk is accessed in read-only mode. -OS 
indicates the disk is OS-formatted. -DOS 
indicates the disk is DOS-formatted. 

Note : A read/write OS or DOS disk can be 
written on only by VSAM. 

System Action : Processing continues. 

User Action: None. 



7241 'cuu' REPLACES 'mode (ecu)' 

Explanation : The disk that was accessed 
replaces the disk specified in the search 
order. The disk it replaces is released, 
but is not detached. 

§X§J;§1 Action; Processing contimies. 

Use r Action: None. 

7251 cuu ALSO = 'mode' [-OS|-DOS] DISK 

Explanation ; The specified disk is also 
accessed as the 'mode' disk. The -OS 
indicates that the disk is an OS disk; The 
-DOS indicates that the flisk i? a DOS disk. 

System Action: Processing continues. 

User Actio n: None. 

7261 'cuu mode" RELEASED 

Explanation ; The specified device has been 
released since the user has specified 
another disk for that mode. 

System Action : Processing continues. 

User Action: None. 



7281 DEBUG ENTERED [EXTERNAL INT| BREAKPOINT nn 
AT xxxxxx] 

Explanation ; The system has entered the 
DEBUG environment. For a full description 
of DEBUG, see the VM/370 CBS User's Guide 
and the VH/37 CMS Comma nd and Macro 
Referen ce. 

System Action ; The system waits for the 
next command. 

User Action: Enter a DEBUG subcommand. 



7321 'nnn' {CYLINDEBS|FB-512 BLOCKS} FORMATTED 
ON DISK 'mode (CUU) ' 

Explanation : This message tells you how 
many cylinders (or for Basic System 
Extensions, FB-512 blocks) have been 
formatted on the specified disk. 

System Action : Processing continues. 

User Action ; None. 

7331 FORMATTING DISK 'mode' 

Explanation ; The FORMAT command is 
formatting the specified disk. 

System Action; Processing continues. 

User Action; None. 
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7381 RECORD LENGTH IS 'nnn« BYTES 

Explanation ; The aessage indicates the 
length of records read in when it is not 80 
bytes. 

Systeg A ction r Processing continues. 

User Action: None. 

7401 EXECUTION BEGINS ... 

Explanation : The user has requested 
execution of a program under CMS. 

Systea Action : The program has been 
prepared for execution by the CHS loader 
and control is now passed to the program. 

User Action : None. 

7501 ZAP PROCESSING COMPLETE 

Explanation : An END control record was 
encountered and processing is terminated. 

System Action ; All files are closed and 
control returns to CMS. 

User Action ; None. 

7511 MEMBER POUND IN LIBRARY "fn" 

Explanation : If more than one LOADLIB or 
TXTLIB was specified, this message tells 
you which library the member was found in. 

System Action : Processing continues. 

User Action: None. 



777 S DOS PARTITION TOO SMALL TO ACCOMMODATE 
FETCH REQUEST 

E xplanation : The virtual DOS partition is 
too small to accommodate the FETCH request. 
If the module or phase requested were 
fetched into user storage, it would exceed 
PPEND. 

System Action ; RC = 104 

Execution of the command is terminated. 

User Action : Redefine the size of the 
virtual partition using the SET DOSPART 
command and reissue the command. Note that 
redefining the partition size causes 
storage to be reinitialized, and therefore 
any previous loads or fetches must be 
reissued. 

825E 'CLEAR' IS VALID ONLY WHEN SPECIFIED BY 
ITSELF 

Explanation : CLEAR, CLEARALL, CLEARIO, or 
CLEARMC was specified along with other 
parameters. This is prohibited. The CLEAR 
parameter must be specified by itself, with 
no reports requested. No report is 
printed. 



System Action : RC = 12 

Execution of the command is terminated. The 

system status remains the same. No 

clearing takes place. No report is 

printed. 

User Action : Reissue the CPEREP command 
requesting the report without the CLEAR 
parameter. After the report is generated, 
issue CPEREP again with only the CLEAR 
parameter, or use the ZERO parameter with 
other parameters (where compatible) to 
generate a report followed by immediate 
clearing. 



826E EREP TXTLIBS NOT FOUND 

Explanation : In attempting to search the 
EREP TXTLIBs, DHSIFC found that the pointer 
to the first TXTLIB contained zeros. 

System Action : RC = 56 

Execution of the command is terminated. 

The system status remains the same. 

User Action : Issue a GLOBAL TXTLIB command 
listing the applicable EREP TXTLIBs in the 
proper search order. If no local libraries 
exist, the command should be; 

GLOBAL TXTLIB ERPTFLIB EREPLIB 

Reissue the CPEREP command. If the error 
persists, call your system support 
personnel. 



8281 CPEREP ZERO OR CLEAR HAS BEEN COMPLETED 

Explanation : CLEAR or ZERO was specified by 
the user or other parameters caused ZERO to 
be requested by default. The VM/370 error 
recording cylinders have been erased, 
except that only the I/O error recording 
cylinder was erased if CLEARIO was 
specified; or only the machine and channel 
check error recording cylinder was erased 
if CLEARMC was specified. 



System Action : RC = 
Control returns to CMS. 

User Action: None required. 



829W ATTEMPTED 'ZERO' WAS 
PRIVILEGE CLASS F 



SUPPRESSED. REQUIRES 



Explana t ion : CLEAR or ZERO was specified by 
the user; or other parameters caused ZERO 
to be requested by default. The VH/370 
error recording cylinders were not erased 
because the user was not authorized. Only 
class F users have authorization to erase 
the error recording cylinders. 

System Action ; RC = 88 or RC = 
If the CLEAR function failed, the return 
code will be 88. If the ZERO function 
failed, the return code will be 0. Reports 
(if requested) have already been generated. 
Control returns to CMS. 
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Oser Action ; Hone required if ZERO was 
requested by nistake or default. If you 
need to erase the error recording 
cylinders, see your systeo support 
personnel to get a class F directory entry. 



830E I/O EREOE BEADING A BLOCK OF 
THE EBROE RECORDING CYLINDERS 



RECORDS FROM 



Explanation : DMSREA, the CPEREP read 
nodule, encountered a permanent 
input/output error while attempting to read 
a UK block of records from the error 
recording area. Probable hardware error. 

System Action : EC = 60 

Execution of the command is temina+efl- 

The system status remains the same. 

Dser Action ; Execute the DDE service 
program to obtain a dump of the error 
recording cylinder on which the input error 
occurred. Reconstruct the data on the 
error recording cylinders. If the 
reconstruction process is successful, 
initiate the CPEREP operation again. If 
the error recurs, call your system support 
personnel. 



831 E MORE THAN 100 CHARS OF OPTIONS SPECIFIED 



Cod e M eaning 

4 While reading error records (with 
EXCP) from (simulated) SYS1.L0GREC, 
OS/VS EREP made an attempt to read 
nonsequentially prior to completion of 
the sequential reading phase. 

5 An attempt was made to read record 2 
of SYS1.L0GREC (the time stamp 
record) , which CPEEEP does not 
simulate. 

6 The first EXCP to SYSI.LOGREC was not 
the expected read of the SYSI.LOGREC 
header record. 

7 The channel program for accessing 
SYSI.LOGREC does not have the expected 
format. 
An invalid disk address (CCHBR) was 



8 



n go^ 



vhils 



dCC«^e>s> 



SYSI.LOGREC. 
9 There are no error records and yet 
OS/TS EREP attempted to read error 
records. 

System Actio n; RC = 101 

Execution of the command is terminated with 

a deliberate program check. 

Oser Action ; Reissue the command, or have 

your system programmer try it. If the 

problem persists, call your system support 
personnel. 



Explanation : The maximum number of 
characters that can be used to specify 
options for this command is 100. More than 
100 characters were used. 

System Action : RC = 62 

Execution of the command is terminated. 

The system status remains the same. 

User Action ; Check the valid command 
options. Reissue the command using less 
than 100 characters to specify the options. 



832S SOFTWARE INCOMPATIBILITY AT THE CPEREP-EREP 
INTERFACE. CODE=nnn 

Explanation ; CPEREP is OS/VS EREP running 
under CMS with CPEREP providing interface 
code between OS/VS EREP and CMS. Some 
change has been made to OS/VS EREP (via 
PTF, or a new release, etc.) that has made 
it imcompatible with the interface provided 
by CPEREP. 

Code Meaning 

1 An EXCP was attempted with a DCB other 
than that of the SYSI.LOGREC data set. 

2 OS/VS EREP is expected to use only one 
lOB and one channel program when it 
uses EXCP to access the SYSI.LOGREC 
data set. But it has attempted to use 
lOBs or channel programs at more than 
one location in storage. 

3 The expected read/write command in the 
channel program for accessing 
SYSI.LOGREC contains an unexpected op 
code. 



901T UNEXPECTED ERROR AT 'addr'; PLISI 'plist fn 
ft fm' AT addr, BASE: addr, RC nn 

Explanation ; An unexpected error occurred 
in COPYFILE processing. The "plist" 
indicates one of the following CHS 
functions; RDBOF, WRBOF, FINIS, ADTLKP, or 
RENAME. The return code "nn" indicates one 
of the following conditions; 



•plist' = RDBOF 
Code Meaning 



11 



12 

13 



14 



15 



The file was not found. 

The address of the buffer was not 

within virtual storage limits. 

A permanent disk error occurred. This 

may occur if you link to and access 

another user's disk, and try to read a 

file that was refiled by its owner 

after you issued the ACCESS command. 

Reissue the ACCESS command and try to 

read the file again. 

The number of records is lass than 

or greater than 32768. 

The fixed/variable flag is not F or V. 

The record read is longer than the 

buffer. 

The specified file is open for 

writing; it must be closed and opened 

for reading. 

The number of records is greater than 

1 for a variable-length file. 

The end of the file was reached. 

An invalid displacement appears in the 

AFT for a variable-length file. 

An invalid character appears in 

filename. 

An invalid character appears in 

filetype. 



the 



the 
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'plist» = WHBOF 

Code Heaninq 

1 An attempt was made to write a null 
file. 

2 The virtual storage address equals 
zero. 

4 The first character of the filemode is 
invalid. 

5 The second character of the filemode 
is invalid. 

6 The record number or number of records 
is too long. 

7 An attempt was made to skip over an 
unwritten variable-length record. 

8 The number of bytes was not specified. 

10 The maximum number of CHS files (3400) 
was reached. 

11 The fixed/variable flag is not F or V. 

12 The disk is read-only. 

13 The disk is full. 

14 The number of bytes to be written is 
not integrally divisible by the number 
of records to be written. 

15 The length of this record is not the 
same as that of the previous record. 

16 The characteristic (F or V) is not the 
same as the previous record. 

17 A variable-length record is greater 
than 65K bytes. 

18 The number of records is greater than 
1 for a variable-length file. 

19 The maximum number of data blocks 
(16060) had been reached. 

20 An invalid character appears in the 
filename. 

21 An invalid character appears in the 
filetype. 

•plist* = FINIS 

Code Meaning 
6 The file is not open, 

'plist* = ADTLKP 

Code Meaning 
1 The matching ADT block was not found. 



'plist' = RENAME 

Code Meaning 

24 The mode is invalid, or the fileid is 

incomplete. 
28 The file was not found, a new file 

already exists, fileids are identical, 

or the file is inactive. 
36 The disk is not read/write. 

System Action : BC = 256 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions: 

• If the APPEND option was specified and 
the copying process began before the 
error was discovered, records have been 
appended to the output file. 

• If the NEWFILE (the default) , REPLACE, 
or OVLY option was specified, and the 
copying process began before the error 



was discovered, then COPYFILE CHS0T1, on 
the output disk, contains the records 
copied so far. 

• If multiple-output-file mode, several 
output files may have been created 
before the error was discovered. 

Dser Action: Refer to the "plist" parameter 
and the RC "nn" parameter to determine if 
an input/output error occurred. If it did, 
try to reissue the command. Otherwise, 
contact your system support personnel for 
assistance. 



902T IPL DEVICE READ I/O ERROR 

Explanation : An uncorrectable I/O error 
occurred while reading a CMS nucleus. 

Sys tem Action ; The system enters a wait 
state. 

Dser Action : Call your installation support 
personnel. 



903T IMPOSSIBLE PHASE CODE 'xx' 

Explana t ion : A phase code larger than the 
maximum was detected during the file 
copying operation. This error should never 
occur. 

System Actio n: RC = 256 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions: 

• If the NEWFILE (the default) , REPLACE, 
or OYLT option was specified, and the 
copying process began before the error 
was discovered, then COPYFILE CMSDT1, on 
the output disk, contains the records 
copied so far. 

• In multiple output file mode, several 
output files may already have been 
created before the error was discovered. 

User Action: Contact IBM for assistance. 

904T UNEXPECTED UNPACK ERROR AT 'addr', BASE 
•addr' 

Explanation ; An error condition was 
detected during the process of unpacking a 
file. Probably, the file was not in PACK 
format, or it was modified after it was 
packed. 

System Action : RC = 256 

Execution of the command is terminated. The 
system status remains the same, with the 
following exceptions for DMSCPY: 

• If the NEWFILE (the default) , REPLACE, 
or OVLY option was specified, and the 
copying process began before the error 
was discovered, then COPYFILE CMS0T1, on 
the output disk, contains the records 
copied so far. 
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• In multiple output file mode, several 
output files may have been created 
before the error was discovered. 

Dser Action; Contact your installation 
support personnel for assistance. 



905S WEITE- INHIBIT SWITCH SET ON DEIVE ...NOTIFY 
OPERATOB 

Explanation : CMS tried to write on a 
virtual disk that resides on a disk whose 
"write-inhibit" switch was set. 



System Action ; DHSDIO returns to 
with a code 6, "FILE IS READ-ONLY," 



caller 



Dser Action : Notify the system operator to 
reset the switch; then IPL CMS again. 



907T I/O EEEOR ON FILE "fn ft fm' 

Explanat ion: The system tried to close a 
file that had not been opened or could not 
find a file that should exist. 

For DMSHLP, an error occurred while 
attempting to read from the requested HELP 
text file. 

System Action ; EC = 256 

Execution of the command is terminated. 

For DMSLBH, the MACLIB condition is 

unpredictable. 



Dser Action: For DMSLBM, issue MACLIB MAP 
to check the validity of the library name. 

For DMSLIO, if the error is in a TXTLIB, 
check the integrity of the dictionary. 

Reissue the command and if the problem 
persists, contact your installation support 
personnel. 



908T FILE SYSTEM ERROR DETECTED. VIETDAL ADDR 
•CUU«. REASON CODE •nn» 

Explanation ; An error has been detected 
indicating that the CMS file system may 
have become disoriented with respect to the 
disk having virtual address 'cuu'. 'nn' 
indicates the nature of the error; it may 
be one of the following: 

Code Meaning 
3 An error was detected in trying to 
read from or write on a disk. 
Probably the disk was detached (via 
the DETACH command) without having 
been released (via the RELEASE 
command) , or the disk is an 
unsupported device. Error detected in 
module DMSDIO. 



- - - (Basic System Extensions) - - - 

A deallocation was attempted on a 
nonallocated DISK block, or a MARK 
operation was attempted on a block 
already allocated. The error was 
detected in DSSTEK, or a SDTEK/WRTRK 
operation was attempted to a DISK 
block number zero. The error was 
detected in module DMSDIO. 



5 The cylinder number received by the 
Control Program is not in the user's 
range or an attempt was made to access 
file record zero. Error detected in 
module DMSDIO. 

6 ?.n attempt was sads to ---rite on a 
read-only disk. Error detected in 
module DMSDIO. 

8 A channel programming error occurred. 
Error detected in module DHSDIO or a 
deallocation was attempted on a block 
outside the range of the DISK 
structure. The error was detected in 
module DMSTRK, or a EDTRK/HRTRK 
operation was attempted with a byte 
count of zero. The error was detected 
in module DMSDIO. 

C An I/O error occurred while writing 
the volume label to commit an ACCESS 
ERASE operation. The error was 
detected in DMSTRK. 
13 An I/O error occurred during a 
EDTRK/WETEK operation to an FB-512 
device. The error was detected by 
DMSDIO. 

18 A plist error was encountered during a 
truncate operation. The error was 
detected by DMSERS. 

19 A storage error occurred during a 
truncate operation. The error was 
detected by DMSEBS. 

1C The file or ADT for a truncate 
operation was not found. The error 
was detected by DMSERS. 

24 The file to undergo truncation was 
located on a R/O disk. The error was 
detected by DMSERS. 

25 A storage error occurred during a 
RDTE/WRTRK operation. The error was 
detected in module DMSDIO. 

28 A FINIS error occurred during a 

truncate operation. The error was 

detected by DMSERS. 
2C Inconsistent V-Format pointers were 

detected during a truncate operation. 

The error was detected in module 

DMSERS. 

41 No free block is available for 
allocation. Error detected in module 
DMSTRK. You may recover files from 
this disk if you access it as 
read-only and copy the desired files 
to another disk. 

42 A parameter list error occurred. 
Error detected in module DMSTRK. 

45 The cylinder number received by the 
Control Program is not in the user's 
range, or an attempt was made to 
access file record zero. Error 
detected in module DMSTRK. 
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Code Meaning 

81 No free block is available for 
allocation. Error detected in nodule 
DMSTQQ. 

82 i parameter list error occurred. 
Error detected in module DHSTQQ. 

System Action : The system enters a disabled 
wait state. The user file directory is not 
updated. 

Dser Action : IPL CHS again. If data on the 
pack is still good, reissue the command. 
If the problem persists, contact your 
system support personnel. 

909T PERM I/O EEEOH ON 'cuu«. CSW cccccccc 
cccccccc SENSE ssssssss ssssssss ssssssss 
ssssssss ssssssss ssssssss. 

Explanation : An uncorrectable I/O error 
has occurred on virtual device address 
'cuu'. The CSW bytes at the time of the 



error are indicated at the lowercase "c" 
positions and sense data appears at the 
lowercase "s" positions. 

System Action ; The system enters a disabled 
wait state. The user file directory is not 
updated. 

Oser Action: IPL CMS again. Reissue the 
command. If the problem persists, contact 
your system support personnel. 



9 99E NO ft PROCESSOR FOOND 

Explanation : The processor module 
appropriate to the filetype was not found. 

System Action : RC = 28 

Execution of the command is terminated. 

Oser Action : Correct the filetype and 
reissue the command. 
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The following messages are issued by the CHS 
Editor in response to the EDIT coBnand and its 
subconaands. 



nnn LINE(S) CHANGED [, nnn LINE(S) THONCATED] 

Explanat i on : A CHANGE subcomnand caused nnn 
lines to be changed and/or nnn lines to be 
truncated. FILE IS EMPTY 



Explanation ; The number of lines beyond the 
starting line specified in a GETFILE 
subcommand exceeded the end of the 
indicated file. The lines from the 
starting line to the end of the file were 
inserted in the file. When verification is 
on, the last line inserted is displayed at 
the terminal. 



SAVED 



Explanation ; An automatic save (AOTOSAVE) 
was just perrormea on the file currently 
being edited. 



Explanation ; An attempt to SA?E or AOTOSAVE 
a null file was detected. If the subcommand 
was FILE, the Editor exits and is erased; 
if it was SAVE or AOTOSAVE, control roi-nrn*: 
to edit mode. In either case, the file is 
not stored on your disk. 



AVAILABLE STORAGE IS NOW FOLL 



FILE NOT FOUND 



Explanation ; The 
increased. Any 
produces the 
commands are u 
subcommand to s 
edited on disk, 
may temporarily 
virtual machine 
DEFINE, or split 
ones. 



size of the file cannot be 

attempt to add lines 

message NO ROOH. Other 

naffected. Use the FILE 

tore what you have already 

To continue editing, you 

increase the size of your 

by issuing the CP command 

the file into two smaller 



Explanation ; The file identification 
specified in a GETFILE subcommand was not 
found on an auxiliary storage device. 



GETFILE IS INCOMPLETE 

Explanation ; The available storage was 
exceeded while attempting to execute a 
GETFILE subcommand. The last line inserted 
into the file is displayed at the terminal. 



EDIT; 



Explanation : This message indicates entry 
to edit mode. During initialization, if 
the file identification specified in the 
EDIT command is found on disk, this is the 
first response; otherwise, the file is new 
and the message NEW FILE: precedes the 
message EDIT;. This message is also 
displayed; 

• When you enter a null line in edit mode. 

• When you return from CMS subset to edit 
mode. 



GIVEN STARTING LINE IS BEYOND EOF 

Explanation ; The starting line specified in 
a GETFILE subcommand points beyond the last 
line of the indicated file. 



INPUT: 



Explanation : Indicates entry to input mode; 
lines entered at the terminal become part 
of the file. 



If verification is on when you enter a 
null line in input mode. 

If verification is on when a SAVE 
subcommand completes execution. 



END ZONE SET TO 72 

Explanation ; The SERIAL subcommand was 
issued when the zone setting was within the 
serialization field. The end zone is reset 
to column 72. 



INVALID LINE NUMBER REFERENCE IN STMNT nnnnn 



Explanation : 
VSBASIC files 



This message 
only. The 
referenced in statement nnnnn 
(not numeric) . The old line 
nnnnn. The RENUN subcommand i 
by the Editor without renumberi 
To continue, correct statemen 
reissue the subcommand. 



INVALID SYNTAX IN STMNT nnnnn 



occurs for 
line number 
is invalid 
number is 
s terminated 
ng the file, 
t nnnnn and 



EOF; 



Explanation : The line pointer is positioned 
after the bottom line of the file or, if 
the file is empty, after the null line at 
the top of the file (subject to the setting 
of the VERIFY subcommand) . 



Explanation : This message occurs with 
VSBASIC files only. RENOM cannot convert 
the line number operand in statement nnnnn 
because of incorrect language usage. The 
old line number is nnnnn. The RENOM 
subcommand is terminated by the Editor. To 
continue, correct the statement in line 
nnnnn and reissue the command. 
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INVALID $name PAEiHETEE LIST 

Explanation ; The indicated edit macro was 
invoked with one or nore errors in the 
subcomaiand line. 



LINE XXXXX EEFEBENCED IN STMNT nnnnn, NOT FOOND 

Explanation This message occurs for VSBASIC 
files only. The line number specified as 
an operand in statement nnnnn was not 
found. The old line number is nnnnn. The 
RENOH subcommand is terminated by the 
Editor. To continue, correct the line 
number operand xxxxx in statement nnnnn and 
reissue the command. 



NON-NDMERIC CHARACTER IN LINE NOHBER COLUMNS 

Explan a tion ; A nonnumeric character was 
found in the columns reserved for line 
numbers. The line pointer identifies the 
line in error. You should correct or 
delete the line in error. 



NOT FOOND 

Explanation ; The search operand specified 
in the ALTER, CHANGE, FIND, or LOCATE 
subcommand was not encountered in the 
delimited range (current ZONE setting) , or 
before the end of the file was reached. 



MAXIMOM LINE NDMBER EXCEEDED 

Explanation ; The RENOH subcommand specified 
values for "strtno" and "incrno" that would 
result in a line number that exceeds 99999 
for VSBASIC files or 99999999 for FREEFOET 
files. The BENOH subcommand is terminated 
by the Editor. To continue, reissue EENDM 
with proper strtno and incrno values. 

This message is also issued for other 
serialized files if the line number exceeds 
99999. The file must be reserialized. 



OVERFLOW AT STATEMENT nnnnn 

Explanation ; This message occurs with 
VSBASIC files only. The conversion of the 
line number operand in statement nnnnn 
would produce a record exceeding the 
logical record length. The old line number 
is nnnnn. The EENDM subcommand is 
terminated by the Editor; to continue, 
correct the statement at old line number 
nnnnn and reissue the subcommand. 



READ ERROR - GETFILE IS INCOMPLETE 



NEW FILE; 



Explanation ; The message is issued during 
Editor initialization if the file 
identified in the EDIT command is not found 
on the specified disk. If no filemode was 
specified with the EDIT command, CHS 
searches only the A-disk and its 
extensions. 



NO LINES MOVED 



Explanation ; An unrecoverable error was 
encountered during the execution of a 
GETFILE subcommand. The last line inserted 
into the file is displayed at the terminal. 



RECORD LENGTH OF FILE TOO LARGE 

Explanation ; The file identification of a 
GETFILE subcommand indicates a file with a 
record length greater than the file being 
edited. The GETFILE subcommand is not 
executed. 



Explanation ; 
invoked with 
equal to 0. 



The edit 
number of 



macro $HOVE was 
lines to be moved 



NO ROOH 



Explanation ; An attempt to enter additional 
lines to a file was detected after the 
message AVAILABLE STORAGE IS NOW FOLL was 
displayed. Any stacked lines are cleared 
to avoid multiple error messages or 
improper subcommand execution sequences. 
Dse the FILE subcommand to store what you 
have edited so far on disk. To continue 
editing, you must either split the file 
into two smaller files or temporarily 
increase the storage size of your virtual 
machine via the CP DEFINE STORAGE command. 
The maximum virtual storage permitted is 
determined by the MSTOR value in your 
directory entry. 



RENOM HODOLE NOT FOOND 

Explanation ; The RENOH subcommand requires 
that there be a RENOH module on the system 
disk. The RENOM subcommand is terminated 
by the Editor. Your installation system 
programmer must place the RENOM module on 
the system disk. 



RENOHBEE LINES 

Explanation : 

1. The line number prompter cannot 
proceed because there are no more 
numbers between the current line 
number and the line number of the next 
line already in the file (that is, 
they differ by one) . In LINEMODE 
EIGHT, the user can turn LINEHODE OFF, 
issue a SEEIAL subcommand, SAVE the 
file on disk (reserializing it) , and 
finally turn LINEHODE EIGHT on and 
continue with the editing session. 
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The next line number, 
100000, is too large. 



100000000 or 



3. If you are editing a VSBASIC or 
FKEEFORT file, you can use the KENOM 
subcommand to renumber your file. 



This message is also issued if you use 
FMODE subcommand specifying an access-mode 
letter not in the range A-G, S, Y, or Z, or 
an access-mode number that is greater than 
5. 



SET NEW FILENAME AND RETRY 



RESERIALIZATION SDPPRESSED 

Explanation : Reserialization on a SAVE, 
AUTOSATE, or FILE subcommand is suppressed 
when LINEHODE EIGHT is set so that the 
numbers used during the editing session are 
retained. To reserialize, repeat the SAVE, 
AOTOSAVE, or FILE with LINEMODE OFF set. 



SAVED (See "_SAVED".) 



SERIALIZATION IS INCOMPLETE 

Explanation ; During the execution of a 
SAVE, AOTOSAVE, or FILE subcommand that is 
serializing a file, the disk becomes full 
before the last line is written. The 
partial file is erased and the user is 
notified of the condition. 



Explanation : During the execution of a 
SAVE, AOTOSAVE, or FILE subcommand, an 
error occurred while altering the name of 
the CMS work file. You can now institute 
recovery procedures, since the Editor 
returns to edit mode. The work file 
remains. It should be erased, and a 
different file identification for a 
subsequent SftVR, »nTn«;*VK.. or FII? 
subcommand should be specified. 



STACKED LINES CLEARED 

Explanation : Multiple su 
detected after a failure 
file size when the Editor 
BOOH. This message is als 
an abnormal exit from edit 
preserve the CMS command 
stacked EDIT subcommands) , 
is encountered in executing 



bcommands were 
to increase the 
had indicated NO 
o displayed when 

mode occurs (to 
environment from 
or when an error 

an edit macro. 



SET NEW FILEMODE, OR ENTER CMS SOBSET AND CLEAR 
SOME SPACE 

Explanation : During the execution of a 
SAVE, RENDM, AOTOSAVE, or FILE subcommand, 
the disk becomes full before writing the 
last line of the file. The Editor erases 
the partial file. To continue, either (1) 
alter the destination of the edit file with 
the FMODE subcommand, or (2) enter CMS 
subset and erase unneeded files to make 
more room available. 



STACKED LINES CLEARED BY Sname 



Explanation : When 
(such as SHOVE) i 
lines are cleared 
execution. This m 
an edit macro is 
line pointer is at 
the end of the file 
issued with the cur 
other point in the 
not occur unless 1 
console stack. 



the named edit macro 
s invoked, any stacked 
by the macro before its 
essage also occurs when 
issued when the current 

the top of the file or 

Rhen an edit macro is 

rent line pointer at any 

file, the message does 
ines are stacked in the 



SET NEW FILEMODE AND RETRY 



Explanation : An 
AOTOSAVE, or FIL 
read-only or not 
the subcommand s 
read/write disk; 
read/write disk 
CMS subset env 
subcommand CMS, 
command to gai 
read/write statu 
edit environmen 
command. 



attempt was made to SAVE, 
E a file on a disk that is 

accessed. You may reissue 
pecifying the filemode of a 

or, if you do not have a 

active, you may enter the 
ironment by issuing the 
then issue the ACCESS 
n access to a disk in 
s, and then return to the 
t by issuing the EETOEN 



If you are using a VSBASIC 
a EENOM subcommand, you m 
disk you specified in read/w 
the subcommand to operat 
subcommand is terminated 
without renumbering the file 
use the FMODE subcommand to 
to a read/write disk and re 
subcommand. 



file and issued 
ust access the 
rite status for 
e. The RENOM 
by the Editor 
To continue, 
direct the file 
issue the RENOM 



STRING NOT FOOND, NO DELETIONS HADE 

Exp lanation ; The specified character string 
has not been found by the end of the file. 
No deletions have been made, and the 
current line pointer remains unchanged. 



TOF; 



Explanation : The current line pointer is 
positioned at the null line at the top of 
the file. This message appears either 
after the TOP subcommand has been issued or 
after any other EDIT subcommand has 
positioned the line pointer at the null 
line at the beginning of the file. 



TOO MANY LINES TO MOVE 

Explanation ; The $MOVE edit macro was 

invoked with the number of lines to be 

moved greater than 25. 
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TOO MAHY LINES TO STACK 



HEONG FILE FORMAT FOB SERIALIZATION 



Explapation : During initialization, the 
paraaeter of the STACK sabcommand inplies a 
storage reguirement in excess of that 
reserved for the execution of the 
subcommand. The limit is 25 lines. 



Ex p lanation ; The SERIAL subcommand was 
issued for a variable-length file or for a 
file that does not have a fixed record 
length of 80. 



ZONE ERROR 



TRONC SET TO 72 

Explanation : The SERIAL subcommand tras 
issued and the truncation column was set 
within the serialization field. The 
truncation column is reset to column 72. 



Explanation : The string specified in a 
CHANGE subcommand is too long for the 
current zone specification. The file is 
not changed. 



TROHCATED 



Explanation ; The current line has exceeded 
the truncation column. If verification is 
on, the truncated line is displayed, 
followed by the message INPUT: (if in input 
mode) . 



WRONG FILE FORMAT FOE LINEMODE RIGHT 

E xplanation : The LINEMODE SIGHT option is 
not compatible with variable-length files 
or files that have a fixed record length 
other than 80. 



Explanation ; Same as ?EDIT:, but the input 
line is not displayed because the SHORT 
subcommand is in effect. 



Explanation ; Same as ?EDIT;, but is 

displayed when an invalid edit macro is 

issued and the SHORT subcommand is in 
effect. 



?EDIT: 



WRONG FILE FORMAT FOE RENOH 

Explanation : The filetype of the file you 
are editing is not VSBASIC or FREEFOET, or 
the Editor detected an invalid line number. 
For VSBASIC files, the line number must be 
the first five characters of the record. 
For FEEEFORT files, the line number must be 
the first eight characters of the record. 
The RENUM subcommand is terminated by the 
Editor without renumbering the file. To 
continue, correct the line number or 
filetype and reissue the RENOM subcommand. 



Explanation : An unrecognizable EDIT 
subcommand or invalid subcommand operand 
was encountered. The input line is 
displayed for inspection. This form is 
used if the LONG subcommand is in effect. 



DMSBWR170S DISK "mode (cuu) ' IS FOLL 

Explanation; CMS issues this message if the 
output disk becomes full during execution 
of a FILE, SAVE, RENUM, or AUTOSAVE 
subcommand becomes full. The subcommand is 
terminated by the Editor, erases the work 
file (which is incomplete) , and reguests 
the user to specify a new filemode or make 
more room on the disk. 
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EXEC Messages 



The EXEC interpreter generates two error 
messages, the descriptions of which are found in 
the "Conversational Monitor System (CHS) 
Messages" section. 



DMSEXC001E NO FILENAME SPECIFIED 



DMSEXT072E EEEOE IN EXEC FILE fn, LINE nn - 
error description 
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DEBUG Messages 

INCOEEECT DEBOG EXIT 

For the GO subconmand, this message indicates 
that the subcommand was issued without an 
operattd> but an operand was required because 
the debug environment was entered by issuing 
the DEBOG command. 

For the EETDEN subcommand, this message 
indicates that BETDEN was not the proper 
subcommand to use, because the debug 
environment was entered due to a breakpoint, 
a program or external interrupt, or an 
unrecoverable error. To exit from the debug 
environment under these circumstances, issue 
the GO subcommand (no operand is necessary) . 

Issued by: GO, BETOBN 



INVALID OPEEAND 

For the BEEAK subcommand, this message 
indicates that the breakpoint identification 
number specified in the first operand is not 
a decimal number between and 15 inclusive, 
or the second operand cannot be located in 
the debug symbol table and is not a valid 
hexadecimal number. If the second operand is 
intended to be a symbol, a DEFINE subcommand 
must have been previously issued for that 
symbol; if not, the operand must be a valid 
hexadecimal storage location. 

For the DEFINE subcommand, this message 
indicates that the name specified in the 
first operand contains all numeric 
characters, the second operand is not a valid 
hexadecimal number, or the third operand is 
not a decimal number between 1 and 56 
inclusive. 

For the DOHP subcommand, this message is 
issued if the address specified by the second 
operand is less than that specified by the 
first operand, or if the first or second 
operands cannot be located in the debug 
symbol table and are not valid hexadecimal 
numbers. If either operand is intended to be 
a symbol, a DEFINE subcommand must previously 
have been issued for that symbol; if not, the 
operand must specify a valid hexadecimal 
location. 



For the GO or OEIGIN subcommand, a specified 
operand cannot be located in the debug symbol 
table and is not a valid hexadecimal number. 
If the operand is intended to be a symbol, a 
DEFINE subcommand must have been previously 
issued for that symbol; if not, the operand 
must specify a valid hexadecimal location. 

For the GPB subcommand, the operand (s) 
specified are not decimal numbers between 
and 15 inclusive, or the second operand is 
less than the first. 



For the SET subcommand, the first operand is 
not CAW, CSW, PSW, or GPE, or the first 
operand is GPE and the second operand is not 
a decimal number between and 15 inclusive, 
or one or more of the hexinfo operands does 
not contain hexadecimal information. 



For the STOEE subcommand, the first operand 
cannot be located in the debug symbol table 
and is not a valid hexadecimal number, or the 
information specified in the second, third, 
or fourth operands is not in hexadecimal 
format. If the first operand is intended to 
be a symbol, a DEFINE subcommand must have 
been previously issued for that symbol; if 
not, the operand must specify a valid 
hexadecimal storage location. 



For the 
cannot be 
and is not 
second op 
between 1 
operand is 
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Issued by: BEEAK, DEFINE, DOMP, GO, GPE, 
OEIGIN, SET, STOEE, X 



INVALID STORAGE ADDEESS 

For the DEFINE, DOHP, GO, STOEE, or X 
subcommand, the sum of the current origin and 
the hexadecimal location specified in the 
subcommand is greater than the user's virtual 
storage size. If the current origin size is 
unknown, reset it to the desired value by 
issuing the OEIGIN subcommand, and then 
reissue the subcommand. 



For the GO subcommand, this message may also 
indicate that the address at which execution 
is to begin is not on a halfword boundary 
(indicating that an operation code is not 
located at that address) . 

For the ORIGIN subcommand, the address 
specified is greater than the user's virtual 
storage size. 

Issued by: DEFINE, DOMP, GO, ORIGIN 



INVALID STORAGE EEFEEENCE 

The location indicated by the second operand 
is uneven (not on a halfword boundary) or the 
sum of the second operand and the current 
origin value is greater than the user's 
virtual storage size. If the current origin 
value is unknown, it may be reset to the 
desired value by issuing the OEIGIN 
subcommand. 

Issued by: BREAK 
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HISSING OPERAND 



16 SIBBOLS iLEEADY DEFINED 



The user did not enter the minimuBi number of 
operands required by the subcommand. 



Issued by: 
STORE, X 



BREAK, DEFINE, GPE, ORIGIN, SET, 



TOO MANY OPERANDS 

The user entered more operands than the 
subcommand required. 

Issued by: BREAK, CAH, CSB, DEFINE, GO, GPR, 
ORIGIN, HX, PSW, RETORN, SET, STORE, X 



The debug symbol table is full and no new 
symbols can be defined until the current 
definitions are cleared by obtaining a new 
copy of CHS. However, an existing symbol can 
be assigned to a new storage location by 
issuing another DEFINE subcommand for that 
symbol. 

Issued by: DEFINE 
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0001 RSCS <VEE y, LE¥ 1, »ffl/dd/yy> BEADY 

Explanation ; This message signals the 
completion of ESCS initialization, 
including the activation of the AXS and LAX 
tasks. VER V and LEY 1 specify the version 
and level of RSCS that is in use- mm/dd/yy 
specifies the date on which the ESCS in use 
was generated. 

System Action : The system begins normal 
processing by accepting files and commands. 

Operator Action ; Normally, one or more 
links are activated at this time. 



0011 FREE STORAGE = nn PAGES 

Explanation ; The amount of available 

storage has increased as the result of 

normal system processing. The new number 

of available free pages is given as "nn". 

System Action ; Normal processing continues. 

Operator Actio n: You may use this 
information in deciding whether to activate 
a previously inactive link. 



0021 LINK linkid DEACTIVATED 

Ex planation : The link identified by 
"linkid" has been deactivated as a result 
of the execution of a previous DEAIN 
command, or as the result of an orderly 
shutdown following a terminal line-driver 
error. The link remains inactive until it 
is activated again by an explicit command. 

System Action ; The link's line-driver task 
is deleted from the system, all storage 
allocated to the task is made free, and the 
link table entry is updated. 

Operator Action ; None. 



070E I/O ERROR cuu SIOCC cc CSW csw SENSE sense 
CCW ccw 

Explanation : This message is issued by any 
task in RSCS that detects an uncorrectable 
hardware or system error during the 
processing of an I/O operation. The causes 
of such an error vary, depending on the 
particular device type and command code. 

cuu - the virtual device address of the 
I/O device on which the error 
occurred. 

cc - the condition code resulting from 
the issuing of the SIO command on 
the device for the operation 
which was in error. 

csw - the composite CSW associated with 
the operation in error. The 
composite CSH is a logical ORing 
of the CSi information associated 
with the SIO or the interrupts 
from the device while the I/O 
operation was active. 

sense - the sense information associated 
with the I/O operation in error 
if the I/O operation ends with 
unit check set on. 

ccw - the first CCH of the I/O 
operation in error if it failed 
to start, or the last CCW fetched 
by the channel before the I/O 
operation terminated with an 
error indication. 

S ystem Action ; The error is logged, and 
appropriate recovery procedures are taken. 
The exact effect of the I/O error condition 
depends on the existing conditions when it 
occurs. The system may continue processing 
normally, the link may be automatically 
deactivated, or RSCS may shut down. 

Operator Actio n; This message indicates a 
serious system or hardware error. Call IBB 
for hardware or system support. 



0031 LINK linkid EXECUTING: (command line text) 

Explanation ; The RSCS command described by 
(command line text) has been forwarded by a 
remote station for local execution. The 
link for the remote station forwarding the 
command is identified by 'linkid*. 

System Action ; The command is executed, and 
the resulting response is returned to the 
originating link, to be sent back to the 
remote station. 

Operator Action ; None. 



091T INITIALIZATION FAILOEE — RSCS SHUTDOWN 

Explanation ; An unrecoverable error 
occurred during the initial loading of the 
supervisor components, MSUP, REX, AXS, and 
LAX. 

System A ction : A virtual storage dump is 
automatically taken, and a masked-off wait 
state PSW is loaded, system operation is 
terminated. 

Operato r Action ; This message indicates a 
serious error. Notify system support 
personnel. 
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1011 FILE spoolid ENQOEDED ON LINK linkid 

Explanation ; This aessage is issued when 
the file identified by "spoolid" has 
arrived at the ESCS virtual nachine, and 
has been successfully accepted and enqueued 
on the link identified by "linkid". This 
message is also issued when a previously 
pending file is accepted after a tag slot 
has become available. 

Systea Action ; The newly accepted file is 
made available to the link's line driver 
for future transmission. If the line 
driver is waiting for a file to transmit, 
it is notified that the new file is 
available. 

Operator Action ; None. 

1021 FILE spoolid PENDING FOR LINK linkid 

Explanation ; The file identified by 
"spoolid" has arrived at the ESCS virtual 
machine, but has not been enqueued on the 
link "linkid" to which it is addressed, 
because no tag slot is available. 

System Action ; The link's pending count is 
incremented, and the file is accepted when 
a tag slot becomes available. 

Operator Action ; None. 



103E FILE spoolid REJECTED 
DESTINATION ADDEESS 



INVALID 



Explanation ; The file identified by 
"spoolid" has arrived at the ESCS virtual 
machine with a missing or invalid 
destination address in the file's tag. 

System Action ; The improperly addressed 
file is automatically purged from the 
system, and the originating virtual machine 
user is notified. 

Operator Action ; The file to be transmitted 

must be regenerated with a correct 

destination address in the file tag 
setting. 



of 


the 


file's 


at 


the 


remote 


ay 


of the 


file's 


at 


the 


remote 



mm/dd/yy - the date 
origination 
location. 

hh;mm;ss - the time ol 
origination 
location. 



S ystea Action ; The virtual output device 
used to process the file is detached and 
normal processing continues. 

Operato r Action ; None. 



1051 FILE spoolid PURGED 

Explanation ; The file identified by 
as a result of normal processing. 



System Action ; The file's virtual storage 
tag is dequeued and its slot is freed. If 
another file is pending, it is accepted. 
All system tables are updated, and normal 
processing continues. 

Operato r Action; None. 



1061 FILE spoolid MISSING ~ 
linkid 



Explanation ; The 



DEQOEOED FROM LINK 



file identified by 
"spoolid" could not be located in the ESCS 
virtual machine spool input file queue 
during an attempt to open the file for the 
link identified by "linkid". This 
situation usually results from users 
retrieving files that had previously been 
spooled to the ESCS virtual machine and 
accepted by the spool file access routine. 

System A ctio n; The file's virtual storage 
tag is dequeued and its slot is freed. If 
another file is pending, it is accepted. 
The link table entry is updated, and normal 
processing continues. 

Operator Acti on; No action is necessary. 
This message does not indicate an error 
condition. 



1041 FILE SPOOLED TO userid2 — ORG locidi 
(name1) mm/dd/yy hh:mm;ss 

Explanation ; A file has been received from 
a remote location, acknowledged, written to 
the VM/370 spool system, closed, and 
spooled to the local virtual machine to 
which the file was addressed. 

userid2 - the ID of the local virtual 

machine to which the file has 

been spooled, 
locidi - the ID of the location of the 

file's originator. 
namel - the name of the file 

originator's system or device at 

the remote location. 



1071 nn PENDING FILES FOR LINK linkid MISSING 

Exp lanation ; A number (nn) of pending files 
for the link identified by 'linkid' have 
been found to be missing from the RSCS 
virtual machine spool input queue during an 
attempt to accept a pending file. This 
situation usually results from users 
retrieving files that had been previously 
spooled to the ESCS virtual machine and 
left pending on the link. 

Sys tem Action ; The link table entry is 
updated to reflect the proper pending file 
status, and normal processing continues. 

Operato r Action; No action is necessary. 
This message does not indicate an error 
condition. 
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108E SYSTEM ERROR READING SPOOL FILE spoolid 

Explanation : i return code reflecting a 
VH/370 system error has been received in 
response to a read to the file identified 
by "spoolid". 

System Action ; The error is logged and the 
failing operation is retried up to ten 
times. If a retry is successful, normal 
processing continues. If the error 
persists, an attempt is made to purge the 
file and a message to that effect is issued 
to the operator and to the originating 
virtual machine. 

Operator Action : This message indicates a 
VM/370 system error. Call your system 
support personnel. 



1411 LINE vaddr HEADY 
linkid 



FOR CONNECTION TO LINK 



Explanation ; This message is issued by a 
line driver to inform the operator that the 
line identified by "vaddr" is being enabled 
for communications processing to the link 
identified by "linkid". Normally, this is 
the first message issued by a line driver 
after link activation, and it may be issued 
during active processing after a line 
becomes disabled. 

System Action : The line driver begins an 
enable operation on the line and waits for 
completion, signaling a completed 
connection. If the line identified by 
"vaddr" is a nonswitched line, the 
connection completes automatically. Normal 
processing continues. 



Operator Action ; No respons 
the line identified by 
nonswitched line, or if it 
line with auto-answer an 
station is to complete the 
the line is a switched line 
should ensure that the nece 
taken to complete the con 
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1421 LINK linkid LINE vaddr CONNECTED 

Explanation ; This message signals 
completion of the line connection for the 
link identified by "linkid" on the line 
port address identified by "vaddr". This 
message is issued automatically when a 
nonswitched line is enabled, and it is 
issued when a connection is completed for a 
switched line. This message does not 
necessarily mean that any successful 
interaction with the remote station has 
taken place on the connected line. 



System Action : Normal link processing 
begins. If a file queue exists on the 
link, and if there are files eligible for 
transmission, the file transmission begins 
automatically. File receiving from the 
remote station begins automatically. 

Operator Action: None. 



1431 LINK linkid LINE vaddr DISCONNECTED 

Explanation : The virtual line port address 
identified by "vaddr" and associated with 
the active link identified by "linkid" was 
connected and is now disconnected. This 
may be the result either of an apparent 
line disconnection due to line errors, or 
of the remote station hanging up, or of the 
execution of a disabling sequence by the 
local line driver. This message does not 
mean that the associated link has been 
deactivated, but the message is normally 
issued during the process of link 
deactivation. 

System Action : If the link is not in the 
process of deactivating, an attempt is made 
to re-establish the line connection. File 
processing is halted on the link until a 
line connection is reestablished. 

Operato r Action ; None. 



1441 RECEIVING: PILE 
locid2 (userid2) 



FROM locidi (namel) FOR 



Explanation : Reception of a new file from 
the remote location identified by "locidi" 
and the system or device name at that 
location identified by "namel" (if any) has 
begun. The file being received is destined 
for the location identified by "locid2" and 
the virtual machine at that location 
identified by "userid2" (if any) . 

System Action: File processing continues, 
and the new file is written to the VM/370 
spool system as it is received. 

Operator Action : None. 



1451 RECEIVED: FILE FROM locidi (namel) FOR 
locid2 (userid2) 

Explanation : A new file has been completely 
received and acknowledged from the remote 
location identified by "locidi" and the 
system or device at that location named 
"namel". The file received is destined for 
the location identified by "locid2" and the 
virtual machine at that location identified 
by "userid2". 

System Action: If the file is destined for 
the local location, and for a particular 
virtual machine at the location, it is 
automatically spooled to that virtual 
machine. Normal file processing continues. 

Operato r Action ; None- 
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1461 SENDING: FILE spoolid ON LINK linkid, EEC 
nnnnnn 

Explanation ; Transmission of the file 
identified by "spoolid" on the link 
identified by "linkid" has begun during 
normal file processing. The identified 
file contains nnnnnn records, and the file 
has become active. 

System Action : Transmission of the file 
continues to completion, or until it is 
stopped by some other event. 

Operator Action : None. 



m7T ST?NT? T?TT T? c;nnn1 i rl OW T.TMK linkifl 



1601 LINE vaddr DISABLED FOE LINK linkid 

Explanation : Line processing by the link 
identified by "linkid" on the line 
identified by "vaddr" has been terminated, 
and the line has been disconnected if it is 
a switched line. This message may be 
issued during normal processing as a result 
of a spontaneous line disconnection. It is 
always issued during the process of link 
deactivation. 

System Action ; If link deactivation is in 
process, it continues normally. Otherwise, 
an attempt is made to reconnect the line. 
File processing for the link is suspended. 

or(OT*a+- r»T^ Action: Fcnc. 



Explanation ; Transmission of the active 
file identified by "spoolid" on the link 
identified by "linkid" has been 
successfully completed and acknowledged by 
the remote station. 



Action: 



Disposition of 



the 



identified file follows, according to the 
status of the file. The file may be 
purged, repeated, or held for future 
retransmission. Normal link processing 
continues. 



Operator Action : None. 

m9l LINK linkid LINE ACTIVITY: 
nnn; THO0TS= ppp 



TOT= mmm; EHES= 



Explanation ; This message is issued 
occasionally when trace mode has been set 
for the link identified by "linkid". The 
message is issued when one of the trace 
values reaches the predefined incremental 
threshold, depending on the active trace 
option setting. 



- the total number of communication 
line transactions that have taken 
place since the last similar 
message was issued, or since the 
trace mode was set. 

- the total number of communication 
line transactions that have ended 
with a line error indication 
since the last similar message 
was issued, or since the trace 
mode was set. 

- the total number 
that have occurred 
for response from 
station since the 
message was issued, 
trace mode was set. 



PPP 



is not counted 
transaction. 



of time-outs 

while waiting 

the remote 

last similar 

or since the 

A time-out 

line 



a 



System Action ; Normal processing continues. 

Operator Action : Depending on the data 
reported in the message, you may choose to 
intervene with a command to deactivate the 
link, or you may try to hang up the line 



and reestablish 
communication. 



it 



to 



reinitialize 



1701 FBOH linkid: (HSG message text) 

Explanation : The character string included 
in the message as (HSG message text) has 
been received on the link identified by 
'linkid' as the operand of a remote MSG 
command. 



Sys tem Action : 
continues. 



Normal link processing 



Operator Action : A response may 
suggested by the HSG character string. 



be 



190E INVALID SPOOL BLOCK FOEHAT ON FILE spoolid 

Explanation ; VH/370 spool control or data 
information associated with the file 
identified by "spoolid" has been found to 
be in error at the local installation. 

Sys tem Action: The error condition is 

logged, the identified file is 

automatically purged from the system, and 
link processing continues. 

Operato r Action : This message indicates a 
system error at the local installation. 
Notify system support personnel. 



2001 BSCS 

Explanation : A null line was entered as a 
console command. A null line is a line 
that contains no characters. If a line 
containing characters is edited to a null 
line, this message is not issued, and 
another read is automatically started on 
the console. 

System Action : Normal processing continues. 

Operator Action : None. 
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201E INVALID COMMAHD cofflmand 

Explanation : The specified conmand is not a 
valid BSCS coBffland. 

System Action ; The command is ignored, and 
normal processing continues. 

Operator Action : Correct and reissae the 
command. 



format of BSCS commands, including valid 
keyword-and-option combinations, can be 
found in the VH/370 R emot e Spooling 
Communications Subsystem (BSCS) Dser's 
Guide . 

System Action : The command is ignored, and 
normal processing continues. 

Operato r Actio n; Correct and reissue the 
command. 



202E INVALID LINK linkid 

Explanation : The specified linkid was not 
in the proper format for RSCS link IDs (one 
to eight alphameric characters) . 

System Action ; The command is ignored, and 
normal processing continues. 

Operator Action : Reissue the command line 
with a valid linkid. 

203E INVALID SPOOL FILE ID spoolid 

Explanation ; The specified spoolid was not 
in the proper format for VM/370 spool file 
IDs (one to four decimal digits from 1 
through 9910) . 

System Action : The command is ignored, and 
normal processing continues. 

Operator Action : Reissue the command with a 
valid spoolid. 



20 UE INVALID KEYWORD keyword 

Ex planation ; The specified keyword is not a 
valid keyword for the command issued. The 
correct format of RSCS console commands, 
including valid keywords, can be found in 
the YM/370 Remot e Spooling Communications 
Subsystem ( RSCS ) Oser's Guid e. 

System Action: The command is ignored, and 
normal processing continues. 

Operator Action; Reissue the command with a 
valid keyword. 

205E CONFLICTING KEYWORD keyword 

Explanation : The specified keyword was used 
in an invalid way. It may have been 
entered more than once in the same command 
line, or it may conflict with another 
keyword. 

Syste m Action : The comnand is ignored, and 
normal processing continues. 

Operator Action : Correct and reissue the 
command. 



206E INVALID OPTION keyword option 

Explanation : The specified keyword and 
option combination is not a valid 
combination for the command issued. The 



207E CONFLICTING OPTION keyword option 

Explanation : The specified keyword and 
option conflict. Another keyword or 
keyword-and-option combination in the same 
command may have invalidated the specified 
keyword-and-option combination. 

System Action ; The command is ignored, and 
normal processing continues. 

Operator Action : Correct and reissue the 
command. 



208E INVALID OSER ID userid 

Exp lanation : The specificed virtual machine 
userid is invalid. 

System Action ; The command is ignored, and 
normal processing continues. 

Operato r Action : Reissue the command with a 
valid userid. 



3001 ACCEPTED BY TASK task 

Ex plana t ion ; The preceding console command 
has been processed by the CHX syntax 
scanner and first level semantic processor, 
and a command element has been built. That 
command element has been made available to 
the task named "task", and that task has 
accepted the command element for second 
level semantic processing. 

System Action: Command semantic processing 
continues at the task named "task". 
Further response to the command is issued 
from that task. The command processor is 
then ready to accept another console 
command. 

Operator Action ; None. 



301E REJECTED BY 
ACTIVE 



TASK task ~ PEEVIOOS COMMAND 



Explana t ion : The preceding console command 
has been processed by the CHX syntax 
scanner and first level semantic processor. 
A command element was built and made 
available to the task named 'task', but 
that task was unable to accept the command 
element for further processing because a 
previously issued command is still being 
processed. 
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System Action ; The conmand execution is 
terminated, the comnand has no effect, and 
normal processing continues. 

Operator Action : Reissue the command when 
the active command processing has 
completed . 



406R SYSTEM DISK ADDRESS = cuu 

Explanation ; "cuu" designates the device 
address of the RSCS system disk. If the 
RSCS nucleus is written on this disk (which 
will occur if you respond "yes" to message 
DHTINI407R), then cuu is also the IPL 
device address. 



302E LIHK linkid IS NOT DEFINED 

Explanation ; The specified linkid is 
syntactically valid, but no such link is 
defined with that ID and the command issued 
requires a defined linkid. 

System Action: The command execution is 
terminated, the command has no effect, and 
iioj.iial processing continues. 

Operator Action ; Check to see if the linkid 
specified is valid. If it was incorrectly 
typed, reissue the command with a correct 
linkid. If it was correctly typed, you 
must define the specified link before the 
command can be executed. 



303E LINK linkid IS NOT ACTIVE 

Explanation : The link identified by 
"linkid" was specified in the preceding 
command, but the link is inactive and the 
command requires specification of an active 
link. 

System Action; The command execution is 
terminated, the command has no effect, and 
normal processing continues. 



Operator Action : Activate the 
link and reissue the command. 



specified 



System Action ; The system waits for a 
response. If you enter an invalid device 
address, message 

DHTINI479E INVALID DEVICE ADDRESS - 
REENTER 

is issued. Message DHTINI406R is reissued 
and you may enter a valid device address. 
If you press carriage return, 191 is 
assumed to be the system disk address. 

If the system disk designated is not 
currently defined, is not in read/write 
status, or is an unsupported device type, 
message 

DMTINI482E SYSTEM DISK ERROR - 
REENTER 

is issued. Message DHTINI406R is then 
reissued. At this time, you may enter CP 
mode by signaling attention, and determine 
the status of the designated device by 
entering the CP command 

QOERY VIRTDAL CUU 

and take the corrective action necessary to 
define the device for your virtual machine 
or to access it in read/write status. 
Reenter the CHS environment by issuing the 
CP command 



304E REJECTED BY TASK task — NOT RECEIVING 

Explanation : Processing of the preceding 
command could not be completed, because the 
second level processing task named "task" 
failed to accept the command service 
request. 

System Action : The command is ignored, and 
normal processing continues. 

Operator Action : Repeated occurrences of 
this message indicate a system error. 
Notify system support personnel. 



402T IPL DEVICE READ I/O ERROR 

Explanation ; An uncorrectable I/O error 
occurred while reading the RSCS nucleus 
from a DASD. 

S ystem Action ; A wait state PSW is loaded 
with a wait state code of X"»0C9D5C9' 
(C« INI«) . 

.User Action ; Call your installation support 
personnel. 



BEGIN 

You must then reenter the device address. 

Once the system disk address is accepted, 
message DMTINI407R is issued. 

aser Action; Enter a valid device address. 



407R REWRITE THE NOCLEOS? {YES|NO) 

Explanation : This message prompts you to 
specify whether or not the copy of the RSCS 
nucleus is to be written onto disk. 

System Action ; The system waits for a 
response. 

Dse r Action ; Enter "yes or "no." 

If you enter "yes", message DMTINI409R is 
issued, prompting you to specify the 
cylinder on the system disk on which the 
RSCS nucleus is to be written. The system 
disk is the disk you specified in response 
to message DMTINI406R. 

If you enter "no", the remaining questions 
in generating a new RSCS nucleus are 
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skipped and control is passed to the ESCS 
initialization routine. A copy of the BSCS 
nucleus is not written onto disk. 

If you fail to enter either "yes" or "no", 
the message 

DMTIHmSIE IN¥4LID REPLY - ANSWEE "lES" 
OE "NO" 

is issued. Hessage DHTINI4076 is reissued 
and you may enter a valid response. 



i;09S NUCLECS CIL ADCESSS - nnn 

Explanation ; "nnn" designates the cylinder 
on the device entered in response to 
message DMTIHI406B on which the ESCS 
nucleus is to be written. nnn must be 
between 001 and m-1, where m equals the 
number of cylinders on the disk, the 
cylinders on a disk being numbered from 
to m. nnn must be entered in decimal. 

System Action ; If you do not enter a valid 
decimal cylinder number, the message 

DHTINIUSOE INVALID CTLINDEB NOHBEE - 
BEENTEB 

is issued, message DHTINI409B is reissued, 
and you may enter a valid cylinder number. 

If the cylinder specified is not greater 
than the number of cylinders already in use 
on the device (as indicated in the (faster 
File Directory) , then the message 

DMTINI483E NOCLEOS WILL OYEBLAY FILES - 
EECOMPOTE 



DMTINI409B is reissued. 



is issued. Hessage 

You say respond with a larger cyllnde 

number, or IPL the BSCS system and format 

the specified IPL device with the BECOMP 

option. 

Once the nucleus cylinder address is 
accepted, message D11TINI410E is issued. 



Use r Action : 
address. 



Enter a valid cylinder 



DKTINI481E INVALID REPLY - ANSWER "YES" 
OE "NO" 

is issued. Hessage DHTINI410R is reissued 
and you may enter a valid response. 

If you answer "yes," the initial IPL text 
is written on cylinder as well as on the 
cylinder designated in response to message 
DHTINI409R. 

If you answer "no," the initial IPL text is 
written only on the cylinder designated in 
response to message DHTINI409R. 

Ose r Action ; Enter "yes" or "no." 



431S IPL DEVICE WRITE I/O ERBOE 

Explanation ; An uncorrectable I/O error 
occurred while writing the nucleus. 

System Actio n; The system continues as if 
the user had responded "no" to DHTINI407B. 

Oser Action: Hake sure that the nucleus 
cylinder number is not larger than the size 
of the disk. If it is, perform an IPL and 
specify the correct cylinder number. If it 
is not, call your installation support 
personnel. 



479E INVALID DEVICE ADDRESS - REENTER 

Explanation : The device address entered was 
specified incorrectly; that is, it is not a 
valid hexadecimal character or is not in 
the range of X«001« to X«6FF«. 

S ystem Action; Hessage DHTINI406R is 
reissued. 

Oser Action: See DHTINI406R. 



480E INVALID CYLINDER NOHBER - REENTER 

Explanation ; The value entered was not a 
valid decimal number. 

System Action; Hessage DHTINI409R is 
reissued. 



U10R ALSO IPL CYLINDER 0? (YES|NO) 

Explanation : The initial IPL text is always 
written on the same cylinder as the RSCS 
nucleus, that is, the cylinder designated 
in response to message DHTINI409E. (The 
initial IPL text is a bootstrap program 
that reads in the nucleus from the 
designated cylinder.) If it is not also 
written on cylinder 0, you must enter the 
cylinder number whenever an IPL is issued 
for the system being generated. For more 
information, see the IPL command in the 
VH/370 CP Comm and Beference for G eneral 
Osers. 



Oser Action; See DHTINI409B. 



481 E INVALID EEPLY - ANSWEE "YES" OE "NO" 

Explanation : The only valid response to the 
query is "yes" or "no". Neither was 
entered. 



System Action : Hessage 
DHTINI410R is reissued. 



DHTIHI407R O] 
Oser Action; See DHTINI407E or DHTINI410R. 



System A ction ; If you do not enter "yes" or 
"no", the message 
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482E SYSTEM DISK - REENTER 

Explanation ; Either the device is not 
currently defined, it is not in read/write 
status, or it is an unsupported device 
type. 



System Action : Message 
reissued. 



DHTINI406R 



5211 FILE spoolid HELD FOR LINK linkid 

Explanation ; The file identified by 
'spoolid* has been placed in hold status as 
the result of processing of the preceding 
command. The file remains in hold status 
and is not transmitted until it is 
explicitly removed from hold status by a 
command. 



Dser Action; See DMTINI406R. 



a83E NOCLEOS SILL OVERLAY CMS FILES - RECOHPOTE 

Explanation ; The specified nucleus cylinder 
number was not greater than the number of 
cylinders indicated in the Master File 



. rxi uevi.ce. 



System Action : 
reissued. 



Message DBTINI409B is 



Dse r Action; Respond to DMTINm09R with a 
larger cylinder number or IPL RSCS and 
format the specified IPL device with the 
EECOMP option. 



5101 FILE spoolid BACKSPACED 

Explanation : The file identified by 
"spoolid" has been backspaced according to 
the request in a preceding command. 

System A ction ; File transmission continues, 
beginning from the new file position. 

Operator Action: None. 



51 IE NO FILE ACTIVE ON LINK linkid 

Explanation : A command was issued that 
operates on a file being actively 
transmitted on the link identified by 
"linkid", but no file was being actively 
transmitted on the link. 

System Action : Normal link processing 
continues, and the command has no effect. 

Operator Action : None. 



5201 FILE spoolid CHANGED 

Explanation : The file identified by 
"spoolid" has been altered as requested in 
the processing of the preceding command. 
The new file status remains in effect until 
it is changed again through an explicit 
request. 

System Action ; All appropriate action 
implied by the changed status is performed. 
This might include reordering a link queue 
if a file priority was changed, notifying a 
waiting line driver if a file class was 
changed, and so on. Normal processing 
continues. 



Sys tem Action ; The file's virtual storage 
tag is updated, and normal processing 
continues. 

Operato r Action ; None. 



5221 FILE spoolid RELEASED FOE LINK linkid 

Explanation ; The file identified by 
"spoolid" and enqueued on the link 
identified by "linkid" has been released 
from hold status as a result of the 
processing of the preceding command. The 
file is now eligible for transmission on 
the link. 

System Action : The file's virtual storage 
tag is updated, and the link's line driver 
is asynchronously notified of the file's 
availability for transmission if the line 
driver had been waiting for a file to 
transmit. Normal processing continues. 



Operato r Action ; None. 



5231 LINK linkid QOEOB REORDERED 

Explanation ; The file tag queue in RSCS 
virtual storage for the link identified by 
"linkid" has been reordered in response to 
execution of a command. The new order of 
the queue defines the order of file 
transmission on the link. 

System Action : The files reordered to the 
beginning of the queue are automatically 
given a priority of zero (highest) , and 
normal processing continues. 

Operato r Action : None. 



524E FILE spoolid ACTIVE — NO ACTION TAKEN 

Explanation : The file identified by 
"spoolid" is actively being read and 
transmitted on a link, and the action 
requested in the preceding command cannot 
be performed on active files. 

System Action ; The preceding command has no 
effect, and normal processing continues. 



Operato r Actio n; If 
deactivate the file 
command with the HOLD 
the command when 
accomplished. 



you wish, you can 

by means of a FLOSH 

operand, and reissue 

that has been 



Operator Action: None. 
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525E FILE spoolid IS FOE LINK 
ACTION TAKEN 



linkid — NO 5411 LINK linkid REDEFINED 



Explanation : The file identified by 
"spoolid" is enqueued on the link 
identified by "linkid", which is different 
from the linkid specified in the preceding 
command. 

SYstem Action : The action requested in the 
preceding coimand is not performed, and 
normal processing continues. 

Operator Action : Verify that the specified 
spool file xu and link id are correct. If 
an error is found, reissue the preceding 
command. 



526E FILE spoolid NOT FOUND — NO ACTION TAKEN 

Explanation : The file identified by 
"spoolid" has not been accepted and 
enqueued by RSCS. The action requested by 
the preceding command could not be 
performed. 

System Action : The preceding command has no 
effect, and normal processing continues. 

Operator Action ; Verify the spool file ID 
used in the preceding command. If it was 
incorrect, the command may be reissued with 
a correct spool file id. If it was 
correct, and the file is pending at the 
ESCS virtual machine, the file may be 
manipulated through the use of VH/370 
spooling commands. 



5301 COMMAND FOEUASDED ON LINK linkid 

Explanation : In response to a command, a 
character string has been transmitted as a 
remote command on the link identified by 
"linkid". 



System Action ; 
continues. 



Normal link processing 



Operator Action ; None. 



5401 NEW LINK linkid DEFINED 

Explanation : The link identified by 
"linkid" is now defined as the result of 
command processing, according to the 
specified keyword options. 

System Action: The newly defined link may 
have spool files enqueued on it 
automatically, and can be activated to 
begin remote processing. 

Operator Action : Users can begin to address 
files to the newly defined link for future 
transmission. 



Explana t ion : The previously defined link, 
identified by "linkid", has had its 
definition changed as the result of command 
processing, according to the specified 
keyword options. 

System Action ; The changes in the link 
definition become effective immediately. 

Operato r Action ; None. 



>42] 



n. xj.ujv.xu ai- X X f J 



NOT SEDEFINED 



Explana t ion : The previously defined link, 
identified by "linkid", has not been 
changed because the link was active at the 
time of command processing. 

System Action : The command execution is 
terminated, the command has no effect, and 
normal processing continues. 

Operato r Action : Reissue the command after 
the link has been deactivated. 



543E LINK linkid NOT DEFINED — 
REACHED 



LINK LIBIT 



Explanation : An attempt was made to define 
a new link, but the maximum allowable 
number of defined links had already been 
reached. 

System Action: The command execution is 
terminated, the command has no effect, and 
normal processing continues. 



Operator Action 
see if it was 
existing link 
altered, correc 
If a new link 
link must be t 
list of valid 1 
command) befo 
successfully re 



: Check the command line to 
accurately typed. If an 
definition was to have been 
and reissue the command, 
was to be defined, another 
emporarily deleted from the 
inkids (via the RSCS DELETE 
re the command can be 
tried. 



54aE LINK linkid 
SPECIFIED 



NOT DEFINED — 



TYPE NOT 



Explanation : The preceding DEFINE command 
failed because a default line driver type 
was not specified. 

System Action ; The command is ignored, and 
normal processing continues. 

Operator Actio n: Reissue the command, 
specifying a default line driver type. 



5501 LINK linkid NOW DELETED 

Explanation ; The previously defined link, 
identified by "linkid", is now temporarily 
deleted as a result of command processing. 

System Action ; Spool files addressed to the 
deleted link's location ID are no longer 
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accepted, and are rejected as invalidly 
addressed. The deleted link can no longer 
be activated. 

Operator Action ; Osers can no longer 
address files to the deleted link. 



551 E LINK linkid ACTIVE — NOT DELETED 

Explanation ; An attempt was made to 
temporarily delete the link identified by 
"linkid" from the list of valid linkids 
(via the ESCS DELETE command) . The attempt 
was unsuccessful because the specified link 
was active at the time of command 
processing. 

System A ctxon ; The link remains defined and 
active, the command has no effect, and 
normal processing continues. 



Operator Action ; Beissue the 
the link is deactivated. 



command when 



552E LINK linkid HAS A FILE QOEOE — NOT DELETED 

Explanation ; An attempt was made to 
temporarily delete the link identified by 
"linkid" through a console command. The 
attempt was unsuccessful because the 
specified link had at least one file 
enqueued on it at the time of command 
processing. 

System Action ; The link remains defined, 
the command has no effect, and normal 
processing continues. 

Operator Action ; Before the link can be 
deleted, all files enqueued on it and 
pending for it must be purged, either by 
console command execution or by normal file 
transmission. 



5601 ESCS DISCONNECTING 

Explanation ; The ESCS vi 
console is disconnected as 
command execution. If an al 
machine was specified to 
output messages, that vi 
begins receiving the con 
through the VM/370 MSG fu 
alternate virtual machine w 
receive ESCS console me 
messages are discarded. 



rtual machine 
a result of 
ternate virtual 
receive ESCS 
rtual machine 
sole messages 
nction. If no 
as specified to 
ssages, those 



System Action ; ESCS continues processing 
normally without a main operator console. 

Operator Action; The ESCS main virtual 

machine console can be reinstated by 

issuing a console attention and performing 
the logon routine. 



561 E DSEEID Userid NOT EECEIVING 

Explanation : An attempt has been made to 
disconnect the main ESCS virtual operator 



console with a secondary virtual machine ID 
identified by "userid" specified to receive 
ESCS console output messages. The 
specified virtual machine either was not 
receiving messages or was not logged on at 
the time of command processing. 

System Action ; The command processing is 
terminated, the command has no effect, and 
normal processing continues. 

Operato r Action ; The command can be 
reissued with a different virtual machine 
ID specified, or with no virtual machine ID 
specified. The same virtual machine ID can 
be specified after it has been logged on 
and set to receive messages. 



5701 LINK linkid NOW SET TO DEACTIVATE 

Explanation ; In response to the DEAIN 
command, the link identified by 'linkid' 
has set drain mode and is deactivated. If 
the ESCS operator issues the STAET command 
before the link is deactivated, processing 
continues on the link. 



the remote 
termination. 



river takes 

iesce line 

finishing of 

ile if one 

signaling to 

impending 

e activated 

Hhen line 

link is 



System Action ; The line d 
appropriate action to qu 
activity. This includes the 
transmission for an active f 
exists, and it may include the 
station of an 
No new files ar 
while the link is in drain mode 
activity is quiesced, the 
deactivated. 

Operato r Action; None. 



57 IE LINK linkid ALBEADY SET TO DEACTIVATE 

Explana t ion ; The link identified by 
"linkid" was in drain mode when it received 
a new command to deactivate. 

System Action ; The line driver continues 
the deactivation process, and the command 
has no effect. 



Operator Action ; None. 



5801 FILE spoolid PEOCESSING TEEMINATED 

Explanation ; In response to the FLOSH 
command, transmission of the active file 
identified by "spoolid" was terminated 
before the completion of file processing. 

Sys tem Act ion: Disposition of the 
identified file is made according to the 
status of the file. The file may be purged 
from the system, or the file may be held 
for future retransmission. The next copy 
of the file may begin transmission if 
multiple copies remain and ALL was not 
specified. Normal file processing 
continues. 

O perato r Action; None. 
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581 E FILE spoolid NOT ACTIVE 

Explanation : The file identified by 
"spoolid" was not active when a conmand was 
processed that specified that file, and the 
conmand requires an active file as its 
object. 

System Action: The command has no effect, 
and normal link processing continues. 



Operator Action : 
named file by 
command. 



Check the status of the 
issuing the QDEBI FILE 



5901 LINK linkid BESUMING FILE TRANSFER 

Explanation ; The active link identified by 
"linkid" was in hold status, and has been 
removed from hold status in response to 
conmand processing. 

System Action : File transmission on the 
identified link resumes immediately if the 
line is connected and there is a file 
eligible for transmission enqueued on the 
link. 

Operator Action ; None. 



591E LINK linkid NOT IN HOLD STATUS 

Explanation : The link identified by 

"linkid" was not in hold status when a 

command was processed that requested that 
the link leave hold status. 

S ystem Action ; The command is ignored, and 
normal link processing continues. 



6111 LINK linkid FILE TRANSMISSION SUSPENDED 

Explanation : The link identified by 
"linkid" has entered hold status, and file 
transmission has been halted as a result of 
command processing. Either no file was 
being actively transmitted at the time of 
command processing, or the link had been in 
hold status and its active file 
transmission has completed, or an active 
file was being transmitted and the NOW 
operand was specified. 



System 

status, 

suspend 

freed 

transmi 

transmi 

from th 

interru 

hold St 

files 

normall 



Action: The link remains in hold 



ana 



U 1. d UOUI J. SSJ. Ul. 



Lins 



ed, until the link is explicitly 
from hold status. If active file 
ssion was interrupted, the 
ssion of the active file resumes 
e point at which transmission was 
pted when the link is removed from 
atus. The link continues to process 
received from the remote station 
y while in HOLD status. 



Operato r Action: None. 



612E LINK linkid ALREADY IN HOLD STATUS 

Explan at ion : The active link identified by 
"linkid" was in hold status when it 
received a new command to enter hold 
status, with the same options specified as 
in the preceding command which caused the 
link to enter HOLD status. 

System Actio n; The link remains in HOLD 
status, and the command has no effect. 

Operator Action ; None. 



Operator Action: None. 



6401 nn rILE (S) PURGED ON LINK linkid 



6001 FILE spoolid FORWARD SPACED 

Explanation : The file identified by 
"spoolid" has been forward spaced as 
requested by a preceding command. 

System Action ; File transmission continues, 
beginning from the new file position. 

Operator Action : None. 



Ex planation : The number of files denoted by 
"nn" that were enqueued on the link 
specified by "linkid" have been purged from 
the system in response to a PURGE command. 

System Action ; The "f ile (s) " virtual 
storage tags are dequeued and the tag slots 
are freed. The link table is updated, and 
pending files are accepted if any exist. 

Operato r Action ; None. 



6101 LINK linkid TO SUSPEND FILE TRANSMISSION 



6511 LINK linkid INACTIVE 



Explanation : The link identified by 
"linkid" has entered hold status. File 
transmission has not been suspended because 
at the time of command processing a file 
was being actively transmitted, and the NOW 
option was not specified. 

System Action ; The link remains in hold 
status. File transmission is suspended when 
the processing of the active file is 
conplete. 

Operator Action ; None. 



Explanation ; This message is issued in 
response to a QUERY linkid STAT command. 
The link identified by "linkid" was not 
active at the time the command was 
processed. 

System Action : None. 

Operato r Action: None. 
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6521 LINK linkid ACTI¥E task type vaddr c 
{HO|NOH} {DEI NOD} {TRA| TEE | NOT} Q=ai P=n 

Explanation ; This message is issued in 
response to a QOEEY linkid STAT coBoand. 
The link identified by "linkid" was active 
at the tine the command was processed. 

task - is the task name of the line 

driver task, 
type - is the ID of the line driver in 

use by the active link, 
vaddr - is the virtual device address of 

the line port in use by the 

active link, 
c - is the class or classes of files 

that may be processed by the 

active link. 
HO - indicates that the active link is 

in hold status. 
NOH - indicates that the active link is 

not in hold status. 
DB - indicates that the active link is 

in the process of draining, and 

will terminate when line activity 

is guiesced. 
NOD - indicates that the active link is 

not in the process of draining. 
TEA - indicates that the active link is 

tracing all line activity. 
TEE - indicates that the active link is 

tracing line errors. 
NOT - indicates that the active link is 

not tracing line errors or 

activity, 
m - is the number of files accepted 

and enqueued for transmission on 

the link, 
n - is the number of files pending 

but not yet accepted for the 

active link. 

Syste m Action ; None. 
Operator Action ; None. 

6531 LINK linkid DEFAULT task type vaddr c E=m 

Explanation ; This message is issued in 
response to a QUEEY linkid DEF command. 
The link identified by "linkid" was defined 
at the time of command processing, and the 
default attributes listed in the message 
pertain to that definition. The message 
does not indicate whether the link was 
active or inactive at the time of command 
processing, and the default attributes 
listed may be different from those actually 
in use with the link if it was active. 

task - the default task name to be 
associated with the defined 
link's line driver task when the 
link is activated. 

type - the ID of the default line driver 
defined for the link. 

vaddr - the default virtual device 
address of a line port to be used 
by the link when it is activated. 

c - the default class or classes of 
files that can be processed by 
the link when it is active. 



m - the number of virtual storage 
file tag slots reserved for 
exclusive use by this link. 

System Action ; None. 

Operato r Action ; None. 

6541 LINK linkid Q=m P=n 

Explanation ; This message is issued in 
response to a QOEEY linkid QOEOE command. 
The status of the file queue for the link 
identified by "linkid" is described. 

m - the number of files accepted and 

enqueued for transmission on the 

link, 
n - the number of files pending but 

not yet accepted for the active 

link. 

System Action ; An additional message 
(DHTCHX655I) is issued for each file 
accepted and enqueued on the link, 
describing the status of each such file. 

Operator Action ; None. 

6551 FILE spoolid locid userid CL a PB mm EEC 
nnnnnn {A|I} 

Ex p lanation ; A message of this form is 
issued for each file accepted and enqueued 
for transmission on the link specified by 
•linkid* in the preceding QOEEY linkid 
QUEUE command. 

spoolid - the VH/370 spool file ID for the 

file to be described, 
locid - the destination location ID to 

which the originating user 

addressed the file, 
userid - the destination virtual machine 

ID (if any) to which the 

originating user addressed the 

file, 
a - the spool file class, 
mm - the file's current transmission 

priority, 
nnnnnn - the number of records in the 

file. 
A - indicates that the described file 

is active. 
I - indicates that the described file 

is inactive. 

System Action ; This message is issued for 
each file in the link queue. 

Operator Action ; None . 



6601 FILE spoolid INACTIVE ON LINK linkid 

Explanation ; This message is issued in 
response to a QUEEY FILE "spoolid" STAT 
command. At the time of command 
processing, the file identified by 
"spoolid" was inactive, and was enqueued 
for transmission on the link identified by 
"linkid". 
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SYsteB A ction ; Hone. 
Operator Action : None. 

6611 FILE spoolid ACTIVE ON LINK linkid 

Explanation : This message is issued in 
response to a QOEBT FILE spoolid STAT 
coamand. At the time of command 
processing, the file identified by 
"spoolid" was active, and was being 
transmitted on the link identified by 
"linkid". 

System Action : None. 

Operator Action: None. 



6621 FILE spoolid OEG locidi useridi mm/dd/yy 
hh:mo:ss TO locid2 aserid2 

Explanation : This message is in response to 
the ESCS command QUERY FILE spoolid. The 
ESCS control-related attributes of the file 
identified by 'spoolid' are described. 

locidi - the location ID of the location 

at which the file originated, 
useridi - the virtual machine ID of the 

originator of the file, 
mm/dd/yy - the file creation date. 
hh:mm:ss - the file creation time of day. 
locid2 - the destination location ID to 

which the originating user 

addressed the file. 
userid2 - the destination virtual machine 

ID (if any) to which the 

originating user addressed the 

file. 



System Action : None. 
Operator Action : None. 



6631 FILE spoolid PE mm CL a CO nn {HO|NOH} DI 
distcode, NA {fn ft|dsname} 

Explanation : This message is issued in 
response to the CP command, QOEBT FILES 

spoolid. The VH/370 spool system-related 

attributes of the file identified by 
"spoolid" are described. 



transmission 



a 

nn 



HO 



NOH 



distcode 
fn ft 
dsname 



- the file's 
priority. 

- the file's spool file class. 

- the number of copies of the file 
requested by the file creator. 

- indicates that the file is in 
hold status. 

- indicates that the file is not 
in hold status. 

- the file's distribution code. 

- the file's filename filetype. 

- the file's data set name. 



664E FILE spoolid NOT FOOND 

Explanation : This message is issued in 
response to a QOEEY FILE spoolid command. 
The file identified by "spoolid" could not 
be found in the ESCS virtual storage 
queues, meaning either that the file is not 
owned by the ESCS virtual machine, or that 
the file is pending and has not yet been 
accepted by ESCS. 

System Action ; None. 

Operato r Action ; Verify that the spool file 



J.1/ was ccrrecu^y 



3€d. If i1 



System Action ; None. 
Operator Action : None, 



retry the command with the correct spool 
file ID. If it was correctly typed, retry 
the command after a file tag slot becomes 
available and the specified file is 
accepted and enqueued by ESCS. 



6701 LINK linkid ACTIVE — LINE vaddr (HO|NOH) 

Explanation : This message is issued in 
response to a QOEBI STSTEH command. One 
such message is produced for each active 
link in the ESCS facility at the time of 
command processing. The active link 
described by the message is identified by 
"linkid". 

vaddr - the virtual device address of the 

line port in use by the active 

link. 
HO - indicates that the active link is 

in hold status. 
NOH - indicates that the active link is 

not in hold status. 

System Action ; This message is issued for 
each active link in the system. 

Operato r Action : Hone. 



6711 LINK linkid INACTIVE 

Explanation : This message is issued in 
response to a QOEEY SYSTEM command. One 
such message is produced for each inactive 
link in the ESCS facility at the time of 
command processing. The inactive link is 
identified by "linkid". 

System Action: This message is issued for 
each inactive link in the system. 

Operato r Actio n: None. 



6721 NO LINK ACTIVE 

Explana t io n; This message is issued in 
response to a QOEEY SYSTEH ACTIVE command. 
No link defined in the ESCS facility was 
active at the time of command processing. 

System Action ; None. 

Operato r Action : None. 
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6731 NO LINK DEFINED 

Explanat ion; This message is issued in 
response to a QUERY SYSTEM conmand. No 
link was defined in the ESCS facility at 
the time of command processing. 

System Action ; None. 

Operator Actio n: None. 

7001 ACTIVATING LINK linkid task type vaddr c 

Explanation ; The link identified by 
"linkid" was inactive and has become active 
as a result of command processing. The 
message describes the variable attributes 
in effect for this active link. 

task - the task name associated with the 

activated link's line driver, 
type - the ID of the line driver in use 

by the activated link, 
vaddr - the virtual device address of the 

line port in use by the activated 

link, 
c - the class or classes of files 

that can be processed by the 

activated link. 

System Action : The activated link remains 
active, and the listed attributes remain in 
effect, until the link is deactivated or 
the attributes are explicitly modified. 
The link is activated whether or not a line 
connection to the remote location is 
complete. If no line connection exists, 
the line driver establishes a connection, 
with operator intervention if necessary. 
Hhen a connection exists, file transmission 
begins automatically if a file gueue exists 
for the link. 

Operator A ction ; None. 



70 IE NO SWITCHED LINE AVAILABLE — LINK linkid 
NOT ACTIVATED 

Explanation ; An attempt was made to 
activate the link identified by "linkid" 
with no specified line port virtual device 
address. The link had no defined default 
line-port address, and no common switched 
line ports were available at the time of 
command processing. 

System Action : The command processing is 
terminated, the link remains inactive, and 
normal processing continues. 

Operator A ctio n: The command can be 
reissued with a specified line port 
address, or it can be reissued when a 
common switched line port becomes 
available. 



702E LINE vaddr IS IN DSE BY LINK linkidl — 
LINK linkid2 NOT ACTIVATED 

Explanation : An attempt was made to 
activate the link identified by "linkid2". 
The line-port virtual device address 
specified in the reguest to activate the 
link, identified by "vaddr", was found to 
be in use by another active link, 
identified by "linkidl", at the time of 
command processing. 

System Action ; The command processing is 
terminated, the command has no effect, and 
normal processing continues. 

Operato r Action : The command can be retried 
with a specified line port address that is 
not in use by another active link, or it 
can be retried with no line port address 
specified, in which case an attempt will be 
made to reserve and utilize a valid line 
port. 



703E DEV cuu IS HOT A LINE POET 
HOT ACTIVATED 



~ LINK linkid 



Explana t ion : An attempt was made to 
activate the link identified by "linkid" 
with a line-port address identified by 
"cuu". A virtual device at address "cuu" 
exists, but it is not a usable line-port 
device. 

System Action : The command processing is 
terminated, the link remains inactive, and 
normal processing continues. 

Operat or A ction : The command can be 
reissued with a specified line- port address 
that is valid and available, or it can be 
reissued with no line-port address at all, 
in which case an attempt is made to reserve 
and utilize a valid line port. 



70UE LINE vaddr CC=3 NOT 
linkid NOT ACTIVATED 



OPERATIONAL ~ LINK 



Explanation : An attempt was made to 
activate the link identified by "linkid" 
with a line-port address identified by 
"vaddr". Either no device was defined for 
the RSCS virtual machine at virtual address 
"vaddr", or the device at that address was 
completely nonoperational. 

System Action ; The command processing is 
terminated, the link remains inactive, and 
normal processing continues. 

Operato r A ction ; The command can be 
reissued with a specified line-port address 
that is valid and operational, or it can be 
reissued with no line-port address at all, 
in which case an attempt is made to select 
and reserve a valid line port. 
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7 05E DBITEE type NOT FOUND ON DISK vaddr — LINK 
linkid NOT iCTIViTED 

Explanation ; An attempt was made to 
activate the link identified by "linkid" 
with a driver ID identified by "type". The 
i<lentifi-ed line driver could not be located 
on the disk used for driver task loading, 
identified by "vaddr". 

System Action ; The command processing is 
terminated, the link remains inactive, and 
normal processing continues. 

Operator Action ; Verify that the driver ID 
used was correctly typed. If it was not, 
reissue the command, specifying a correct 
driver ID. If the command was correctly 
typed, notify a person responsible for 
system support. 



706E FATAL ERROR LOADING FROM 
linkid NOT ACTIVATED 



vaddr — LINK 



System Action; The command processing is 
terminated, the link remains inactive, and 
normal processing continues. 

Operato r Action ; None. 



709E TASK . NAME task ALREADY IN 
linkid NOT ACTIVATED 



USE — LINK 



Explanation ; An attempt to activate the 
link "linkid", in response to a START 
command, failed because the task name 
"task" specified for use was in use by 
another task in the system. 

System Action ; The START command is 
ignored, and normal processing continues. 

Operato r Action ; Reissue the START command 
specifying a different task name, or 
reissue the START command after the task 
with the conflicting name terminates. 



Explanation ; An attempt was made to 
activate the link identified by "linkid". 
In the process of loading the link's line 
driver from the disk identified by "vaddr", 
an uncorrectable I/O error was encountered. 

S ystem Action ; Loading is abandoned, the 
error is logged, the command processing is 
terminated, and the link remains inactive. 

Operator Action ; Reissue the command. If 
the error condition persists, notify 
operations or system support personnel. 



710E HAX (nn) 
ACTIVATED 



ACTIVE — LINK 



linkid NOT 



Explanation ; An attempt to activate the 
link "linkid", in reponse to a START 
command, failed because the maximum 
allowable number " (nn) " of concurrent 
active links had already been reached. 

System Action ; The START command is 
ignored, and normal processing continues. 

Operat or Action ; Reissue the START command 
after one or more links become inactive. 



707E DRIVER type FILE FORMAT 
linkid NOT ACTIVATED 



INVALID ~ LINK 



Explanation ; An attempt was made to 
activate the link identified by "linkid", 
with a driver ID identified by "type". In 
the process of reading the driver file and 
loading the driver into virtual storage, 
the loader detected an invalid data format 
in the driver file. 



750E LINK linkid ALREADY ACTIVE — NO ACTION 
TAKEN 

Explanation ; A START command was issued 
specifying the link identified by "linkid". 
The link was already active at the time of 
command processing, and no modifiable 
attributes were changed from their previous 
settings. 



System Action ; Loading is abandoned, the 
command processing is terminated, and 
normal processing continues. 

Operator Action ; Verify that the proper 
driver ID has been used. If an improper 
driver ID was used, reissue the command 
with a correct driver ID. If the proper 
driver ID was used, notify a person 
responsible for system support. 



708E VIRTUAL STORAGE CAPACITY EXCEEDED — LINK 
linkid HOT ACTIVATED 

Explanation ; An attempt was made to 
activate the link identified by "linkid". 
During the activation process, a virtual 
free storage requirement could not be met 
because there was not enough unclaimed 
virtual free storage in the system. 



System Action ; None. 
Operator Action; None. 



7511 LINK linkid ALREADY ACTIVE — NEW CLASS (ES) 
SET AS REQUESTED 

Explanation ; A START command was issued 
specifying the link identified by "linkid". 
The link was already active at the time of 
command processing, and the new class 
specification for the link has been 
accepted. 

S y ste m Action ; The link automatically 
begins processing files bearing the newly 
specified class or classes, if any are 
enqueued on the link. 

Operator Action ; None. 
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7521 LINK linkid 
EESET 



STILL ACTIVE — DRAIN STATOS 811E LINK linkid TRACE NOT ACTIVE 



Explanation : A START command was issued 
specifying the link identified by "linkid". 
The link was active at the time of command 
processing, but it was in the process of 
terminating as the result of a previous 
DRAIN command. The link remains active, 
and the attributes remain as previously 
set. 

System Action : None. 

Operator Action ; None. 



8011 LINK linkid ERROR TRACE STARTED 

Explanation ; As a result of command 
processing, the link identified by 'linkid' 
has set its trace mode to trace line 
errors. 



Explanation ; The link identified by 
"linkid" was not in trace mode when it 
received a command to set trace mode off. 

System Action : Trace mode remains off for 
the link, the command has no effect, and 
normal link processing continues. 

Operato r Action : None. 



901E INVALID SML HODE SPECIFIED — LINK linkid 
HOT ACTIVATED 

Explanation : The RSCS operator specified an 
invalid SWT. (Snool wuiTi-TgivTMiij tsodc 
option in the FARM field of the RSCS START 
command. 

System A ction ; The specified linkid is not 
activated. 



System Action; A message describing line 
activity is displayed each time the number 
of line errors reaches the predefined 
threshold. 

Operator Action; None. 



8021 LINK linkid TRACE STARTED 

Explanation : As a result of command 
processing, the link identified by "linkid" 
has set its trace mode to trace all line 
activity. 

System Action ; A message describing line 
activity is displayed each time the number 
of line transactions reaches the predefined 
threshold. 

Operator Action ; None. 



8031 LINK linkid TRACE ENDED 

Explanation ; As a result of command 
processing, the link identified by "linkid" 
has set its trace mode off. 



Operato r Action: Reissue the command with 
the correct SHL mode. 



902E NON-SIGNON CARD READ ON LINK linkid 

Explanation : The first record received from 
a remote station was not a SIGNON card. 

System A ction : The sign on of the remote 
station on the specified linkid is not 
allowed. 

Operator Action : Correct the problem and 
repeat the sign on procedure. 



9 03E PASSWORD SUPPLIED ON LINK linkid IS INVALID 

Explanation ; An invalid sign on attempt 
occurred. 

System Action ; The sign on is not allowed. 

Remote O perator Actio n; Correct the SIGNON 
card, reload the station, and sign on 
again. 



S ystem Action: No further trace messages 
will be displayed, and normal link 
processing continues. 

Operator Action ; None. 



81 OE LINK linkid TRACE ALREADY ACTIVE 

Explanation : The link identified by 
"linkid" was in trace mode when it received 
a new command to enter trace mode, with the 
same options specified as had been active. 

System A ction ; The link remains in trace 

mode with the previous options set, the 

command has no effect, and normal link 
processing continues. 



Operator Action ; None. 



904E SIGNON PAEAHETER=parameter INVALID 

Explanation ; An invalid parameter was 
entered on a SIGNON card. 

System Action : The sign on is not allowed. 

Operator Action ; Correct the SIGNON card, 
and try again. 



9051 SIGNON OF LINKID linkid COHPLETE 

Explanation ; A valid SIGNON card has been 
received from the link serving linkid and 
the initialization of the SIGNON 
parameters is complete. 

Sys tem Action ; The system now begins to 
transfer files. 
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Operator Action ; If only output files are 
to be handled, no action need be taken. If 
you want to transfer input to VM/370, 
follow the operator procedure for 
initiating card input. 



906E INVALID SHL BOFFEE PAEAMETEE -- LINK linkid 
NOT ACTIVATED 

Explanation ; The BSCS operator specified an 
invalid SML buffer size in the buffer 
option of the PABH field of the RSCS STAET 
command. 

System Action ; The specified link is not 
activated. 

Operator Action ; Eeissue the command with 
the correct SBL buffer size. 



907E SIGNON TYPE PARAHETEE HISSING 

Explanation ; The TYPE parameter on the 
SIGNON card was omitted. 

System Action ; The signon is not allowed. 

O perator Action; Correct the SIGNON card, 
reload the station, and sign on again. 



935E LINK linkid IN 
spoolid PORGED 



RJE MODE — PRINT FILE 



Explanation ; When DHTSML is operating as an 
EJE (Remote Job Entry) station to a remote 
batch system, it is unable to transfer 
print files. 



System Action ; 
purged. 



The specified file is 



Operator Action ; None. 

Dser Act ion ; The file must 
over a different link. 



be transmitted 



936E NO REMOTE PONCH AVAILABLE ON LINK linkid — 
FILE spoolid PORGED 

Explanation ; The remote station operating 
on this link has no remote punch available; 
therefore, punch files destined for this 
link cannot be processed. 



System Action ; 
purged. 



The specified file is 



Operator Action ; None. 

Oser Action ; The file must 
over a different link. 



be transmitted 



934E ID CARD MISSING 
FILE PDEGED 



ON LINK linkid — INPOT 



Explanation ; A file was entered at a remote 
station without an ID card identifying the 
destination. 

System Action; The input file is flushed. 

Remote Operator Action ; Place an ID card on 
the front of the input deck and reenter the 
input file. 



937E DECOMPRESSION 
DEACTIVATED 



ERROR ON 



linkid — 


LINK 


station 


has 


cannot 


be 



Explanation ; The remote 
transmitted data that 
decompressed correctly. 



System A ctio n; The link is deactivated. 

Operato r Action ; Follow operator procedure 
to restart link after following local 
corrective procedure. 
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1 01 » INVALID CABD CODE. GOREECT 
INTEEEOPT KEY. 



ERROR. DEPRESS 



Explanation : An invalid code appears in 
the above card. Probable user error. 

User Action ; Check for keypunch or 
multipunch errors. Correct and rerun the 
job. If the problem persists, have the 
console log and input card deck available 
before contacting your system support 
personnel. 



Operator Action ; Enter the following 
statement from the console typewriter: 

INPDT=dddd,cuu 

where dddd is the device type and cuu is 
the channel and unit address of the input 
device. 



106 A THE VOLID IN CONTROL STATEMENT DOES NOT 
AGREE WITH ID IN VOL LABEL WHICH FOLLOWS. 



102 A CONTROL STATEMENT ERROR JOB TERMINATED 

Explanation ; A control statement contains 
an incorrect keyword, parameter, or name 
field. Probable user error. 

Dser Action: Check for keypunch errors. 
Correct invalid keyword, parameter, or name 
fields. Rerun the job. If the problem 
persists, have the console log and input 
card deck available before contacting your 
system support personnel. 



103 A STATEMENT SEQUENCE ERROR. JOB TERMINATED. 

Explanation : The control statements are 

not in the proper sequence, or unnecessary 

utility statements are present. Probable 
user error. 

Dser Action : Correct the control 
statement sequence or remove unnecessary 
statements and rerun the job. If the 
problem persists, have the console log and 
the input card deck available before 
contacting your system support personnel. 



104W SVC INTEEEOPT. JOB TERMINATED. 

Explanation : An unknown SVC interrupt 
occurred. This program does not issue SVCs. 

Operator Action ; If the problem persists, 
have the console log and input card deck 
available before contacting your system 
support personnel. 

• If running under CMS, or standalone 
under CP, use the CP DUMP command to 
dump all of virtual storage and the 
virtual registers to the printer. Save 
the dump output. 

• If running standalone on a bare machine, 
take a standalone dump and save the 
output. 



105A DEFINE INPOT DEVICE. 

Explanation : The input device must be 
identified to the system by the operator. 



VOLID=xxxxxx. 

Explanation : The VOLID parameter in the 
control statement did not match the volume 
serial number found on the receiving volume 
(xxxxxx) . Probable user error. 

O perator Action : Correct the statement or 
mount the correct volume and restart the 
program. If the problem persists, have the 
console log and input deck available for 
reference before contacting your system 
support personnel. 

• If the device referenced on the control 
statement was a tape unit, have the tape 
available. 

• If the device referenced on the control 
statement is a direct access device, use 
the DDR service program to print track 
and have the output available. 



107W TRACK ZERO BAD. JOB TERMINATED. 

Explanation : The device cannot be 
initialized as a systems residence volume 
due to a defective surface on cylinder 00, 
track 00. 

Dser Action ; This volume cannot contain 
IPL text as track is defective. Mount 
another volume and rerun the job. If the 
problem persists, have the console log and 
input card deck available before contacting 
your system support personnel. 

Caution: Move suspect volume once to 
ascertain fault. Indiscriminate mounting 
and demounting of desk packs may cause the 
destruction of packs and drives. 



108A HA OR RO FIELD BAD. JOB TEBMINATED. 

Explanation ; The device cannot be 

initialized due to a bad surface area in 

the home address or track descriptor record 
areas. 

Dser Action: Mount another pack and rerun 
the job. If the problem persists, have the 
console log and input card deck available 
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before contacting 
personnel. 



your system support 



Caution ; Move suspect volune once to 
ascertain fault. Indiscriminate mounting 
and demounting of desk packs may cause the 
destruction of packs and drives. 



1081 HA OB BO FIELD BAD. 

Explanation ; The home address or record 
zero was defective and has been moved down 
the track (on a 2314 or 2319 disk). The 
defective track and the alternate track 
assigned are listed. 

Oser Action; None. 



113W IMPROPER VTOC 
TERHINATED. 



BEGIN 



ADDRESS. 



JOB 



Explanation ; The starting address for the 
VTOC (volume table of contents) cannot be 
track for any direct access device or 
track 1 for the 2311 if IPL text is written 
by the program. Probable user error. 

Dser Action ; Change the STSTADR parameter 
on the VTOCD statement to use another 
track. If the problem persists, have the 
console log, input card deck and program 
listing available before contacting your 
system support personnel. 

Note ; The VTOC cannot occupy track 0, 
occupy track 1 on 2311. or start nn s»ti 
alternate track. 



1091 TRACK CHK INDICATES TEACK IS GOOD. 

Explanation : The track in question is good 
and no alternate was assigned. 

Dser Action; None. 



1101 BAD TRACK CCCChhhh. 

Explanation ; A defective track was found at 
the specified location, where cccc is the 
cylinder number and hhhh is the head 
number. 

Oser Action : Make sure that the alternate 
track assignment message was issued for 
each bad track. 

1111 ALTERNATE CCCChhhh. 

Explanation : An alternate track at the 
specified location is assigned to replace 
the defective track (cccc is the cylinder 
number and hhhh is the head number) . If no 
location is specified with this message, 
either the defective track is in the 
alternate track area or the applicable 
device is a drum device. 



Oser Action; 



None. 



Note ; If an alternate track is bad and 
another alternate is assigned the second 
alternate will not indicate cchh. 



112W ALT TRACKS DEPLETED. JOB TERMINATED. 

Explanation ; The number of alternate 
tracks assigned has exceeded the maximum 
number for this device. 

Dser Action : Mount another volume and 
rerun the job. If the problem persists, 
have the console log and input card deck 
available before contacting your system 
support personnel. 

Caution : Move suspect volume once to 
ascertain fault. Indiscriminate mounting 
and demounting of disk packs may cause the 
destruction of packs and drives. 



153A TTPEWBITER FAILED TO READ LAST MESSAGE. 
DEPRESS IHTERROPT KEY. 

Explanation ; The console typewriter failed 
to read the input message. 

Operator Action : Press the console 
interrupt key and attempt to enter the 
input message again. If the problem 
persists, contact your system support 
personnel. 

154A BEAD7 READER cuu. DEPRESS IHTERROPT KET. 

Explanation ; The reader has a card jam, a 
transport jam, or is out of cards. 

Operator Action : Correct the faulty 
condition, ready the reader, and press the 
console interrupt key to continue the 
program. If the card or treui sport jam 
occurs again, reproduce the jammed cards 
and try again. If the problem persists, 
contact your system support personnel. 



155A HEADY PRINTER CUU. DEPRESS INTERS OPT KEY. 

Explanation ; The printer is not ready due 
to a forms check, an open interlock, or a 
pressed stop key. 

Operator Action ; Correct the faulty 
condition, ready the printer, and press the 
console interrupt key to continue. If the 
problem persists, and the printer has 
become not-ready without a faulty condition 
apparent, contact your system support 
personnel. 



156A HEADY TAPE CUU. DEPRESS IHTERROPT KEY. 

Explanation : The tape drive on channel c, 
unit uu is not ready. 

Operator Action : Correct the faulty 
condition, ready the tape drive, and press 
the console interrupt key. If the problem 
persists, and the tape drive had become not 
ready for no apparent reason, contact your 
system support personnel. 
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157A READY DASD cuii. DEPRESS INTERRUPT KEY. 

Explanation ; The direct access device on 
channel c, unit uu is not ready. 

Operator Action ; Correct the faulty 
condition, ready the 4irect access jdrive, 
and press the console interrupt key. If the 
problem persists, and the direct access 
drive has become not ready for no apparent 
reason, contact your system support 
personnel. 



159A READER CHECK. 
INTEREDPT KEY. 



CORRECT ERROR. 



DEPRESS 



Explanation ; A reader check has occurred. 

Operator Action ; Correct the faulty 
condition and clear the reader check. Ready 
the reader and continue the program by 
pressing the console interrupt key. If 
reader checks occur frequently, check the 
input cards with a card guide for off 
punched cards. If the cards are punched 
correctly and are in good condition and 
reader checks continue, contact your system 
support personnel. 



160A PRINT CHECK. 
INTEBRDPT KEY. 



CORRECT 



ERROR. 



DEPRESS 



Explanation ; A print check has occurred. 

Operator Action ; Clear the print check by 
pressing check reset on the printer. Press 
the interrupt key on the console to 
continue processing. If the problem 
persists, contact your system support 
personnel. 



163A END OF JOB. 

Explanation ; A normal end of job has 
occurred. 



D iagnostic Hessages for IBCDASDI 



Diagnostic messages appear in the following 
format; 

number (16-byte text) cuu xx ssss yyyyyyyyyyyy 
mmmmmmmmmmmmmmmmmm cccchhhh 

where; 



where ; 

cccchhhh 

is the track address of the direct 
access device being used when the 
failure occurred 



20tW COMHAND REJECT. 

Explanation ; The specified channel has 
rejected an incorrect channel command word 
(CCW) list. The job is terminated. 

Operator Action ; Rerun the job. If the 
problem persists, do the following before 
contacting your system support personnel; 

• If running under CHS, or standalone 
under CP, issue the CP dump command to 
dump all of virtual storage and the 
virtual registers to produce a storage 
dump to a printer. Save the dump 
output. 

• If running standalone on a bare machine, 
take a standalone dump and save the 
output. 



202A INTEEV. REQUIRED. 

Explanation ; The specified device is not 
ready. 

Operator Action ; The specified device 
requires operator intervention to make it 
ready. If the device becomes not ready for 
no apparent reason, contact your system 
support personnel. 



203W BUS. OUT CHECK. 

Explanation ; A bus out check has occurred 
on the specified channel. Job is 
terminated. Probable hardware error. 

Operator Action ; If the problem persists, 
have the console log and input card deck 
available before contacting your system 
support personnel. 



204W EQUIPMENT CHECK. 

Explanation ; An equipment failure has 
occurred. The job is terminated. 

Operator Action ; If the problem persists, 
contact your system support personnel. 



c is the channel of the device in error 

uu is the unit 

XX is the command code 

ssss designate status bytes from the CSW 

yyyyyyyyyyyy 

designate the first six sense bytes 
mmmmmmmmmmmmmmmmmm 

designate the remaining sense bytes 
for direct access devices 



205W DATA CHECK. 

Explanation ; A solid data check has 
occurred on the specified device. The job 
is terminated. Probable hardware error. 

Operator Action ; If the problem persists, 
contact your system support personnel. 
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206W OVEPRON. 



214H TRACK OTEREOH. 



Explanation ; An overrun check has occurred 
on the specified channel. The job is 
terminated. 

Programmer Actio n; Rerun the job. If the 
problem persists, contact your system 
support personnel. 



208W DATA CONV. CHECK. 

Explanation ; A data converter check has 
occurred on the specified device. The job 
is terminated. 

Operator Action ; Move data to another 
device and rerun the job. If the problem 
persists, contact your system support 
personnel. 



209W EHD OF CYLINDER. 

Explanation ; An unusual end-of-cylinder 
condition has occurred on the specified 
device. The job is terminated. 

Programmer Action ; Rerun the job. If the 
problem persists, contact your system 
support personnel. 



Explanation : A track overrun condition has 
occurred. The job is terminated. 

Operator Action ; Rerun the job. If the 
problem persists, do the following before 
contacting your system support personnel: 

• If running under CBS, or standalone 
under CP, issue the CP DOHP command to 
dump all of virtual storage and the 
virtual registers to a printer. Save 
the dump output. 

• If running standalone on a bare machine, 
take a standalone dump and save the 
output. 



215W FILE PROTECTED. 

Explanation ; The specified device is file 
protected. The job is terminated. 

Operator Action ; If the volume is to be 
read only, no response is necessary. If 
the volume is to be written on and the 
device is a tape unit, install a 
write-enable ring. If the problem persists, 
contact your system support personnel. 



210U INVALID ADDRESS. 

Explanation ; An invalid address has been 
issued to the specified device. The job is 
terminated. 

Programmer Action ; Determine if the 
cccchhhh address shown in the message is 
valid for the device indicated. If the 
problem persists, have the console log and 
associated output available before 
contacting your system support personnel. 



21 1H NOT AVAILABLE. 

Explanation ; 
attached to 
terminated. 



The specified device is not 
the system. The job is 



Operator Action ; Ensure that the 
ENABLE/DISABLE switch on the device and/or 
control unit is in the ENABLE position. If 
the problem persists, contact your system 
support personnel. 



212W READ DATA CHECK. 

Explanation ; A permanent read data check 
has been detected on the specified tape 
unit. The job is terminated. 

O perator Action ; Clean tape unit 

read/write heads and rerun the job. If the 

error persists, contact your system support 
personnel. 



217W HO RECORD FOUND. 

Explanation ; The indicated condition has 
occurred on the specified direct access 
device. The job is terminated. 

Operator Action ; If the problem persists, 
contact your system support personnel. 



218W INVALID ERROR. 

Explanation ; An invalid error return has 
occurred. The job is terminated. 

Operator Action ; Rerun the job. If the 
problem persists, contact your system 
support personnel. 



219R WRONG ERROR. 

Explanation ; The error return is valid but 
is not associated with the specified 
device. The job is terminated. Probable 
hardware error. 

Operator Action : Rerun the job. If the 
problem persists, contact your system 
support personnel. 



220W CHAN. CTRL. ERROR. 

Explanation : A channel control check has 
occurred on the specified channel. The job 
is terminated. Probable hardware error. 
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O perator Actio n; Berun the job. If the 
error persists, execute the SEEEP program 
and have the output available before 
contacting your system support personnel. 



22 1W I»TERFftGE EREGE. 

Explanation : in interface control check 
has occurred on the specified channel. The 
job is terminated. Probable hardware 
error. 

O perator Action ; Berun the job. If the 
error persists, execute the SEREP program 
and have the output available before 
contacting your system support personnel. 



222W CHAN. DATA CHECK. 



Operator Action ; Rerun the job. If the 
problem persists, do the following before 
contacting your system support personnel: 

• If running under CMS, or standalone 
under CP, issue the CP DOHP command to 
dump all of virtual storage and the 
virtual registers to a printer. Save 
the dump output. 

• If running standalone on a bare machine, 
take a standalone dump and save the 
output. 



226W UNIT EXCEPTION. 

Explanation : A unit exception has occurred 
on the specified unit. The job is 
terminated. 



Explanation : A channel data check has 
occurred on the specified channel. The job 
is terminated. Probable hardware error. 

Operator Action ; Berun the job. If the 
error persists, execute the SEEEP program 
and have the output available before 
contacting your system support personnel. 



223W DASD OVERFLOW. 

Explanation ; An "overflow incomplete" 
condition has occurred on the specified 
direct access device. The job is 
terminated. Probable hardware error. 

Operator Action : Rerun the job- If the 
problem persists, contact your system 
support personnel. 



224« PROGRAM CHECK. 

Explanation ; A program check has occurred 
due to an incorrect channel command word 
(CCH) . The job is terminated. 

Operator Action : Rerun the job. If the 
problem persists, do the following before 
contacting your system support personnel: 



Have the associated control cards 
output listing available. 



and 



If running under CMS, or standalone 
under CP, issue the CP DUMP command to 
dump all of virtual storage and the 
virtual registers to a printer. Save the 
dump output. 

If running standalone on a bare machine, 
take a standalone dump and save the 
output. 



225W PROTECTION CHECK. 

Explanation ; A protection check has 
occurred on the specified device. The job 
is terminated. 



Operator Action : None. 



227S INCORRECT LENGTH. 

Explanation : The indicated condition has 
occurred on the specified unit. The job is 
_ terminated. 

Operator Action : Rerun the job. If the 
problem persists, contact your system 
support personnel. 



228H CHAINING CHECK. 

Explanation : A chaining check has occurred 
on the specified channel. The job is 
terminated. Probable hardware error. 

Operato r Action : Do the following before 
contacting your system support personnel: 

• If running under CMS, or standalone 
under CP, issue the CP DOHP command to 
dump all of virtual storage and the 
virtual registers to a printer. Save the 
dump output. 

• If running standalone on a bare machine, 
take a standalone dump and save the 
output. 



229W COMMAND SEQ. ERE. 

Explanation : An invalid sequence of 
channel command words (CCWs) was issued. 
The job is terminated. Probable hardware 
error. 

Operator Action ; Rerun the job. If the 
problem persists, do the following before 
contacting your system support personnel: 

• If running under CHS, or standalone 
under CP, issue the CP DUMP command to 
dump all of virtual storage and the 
virtual registers to a printer. Save the 
dump output. 
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If running standalone on a bare oachine, 
take a standalone dump and save the 
output. 



237W 3 BLANK STRIPS. 

Explanation ; Three blank strips have been 
encountered within one subcell. 



230R SEEK CHECK ERROR. 

Explanation; An invalid SEEK address was 
issued, or a unit malfunction caused a SEEK 
check. The job is terminated. Probable 
hardware error. 



Operat or Action ; Probable hardware error. 
Call IBM for hardware support. 

Not e: This message usually indicates that 
a 2321 failed to "pick" a strip. 



Operator Action : Rerun the job. If the 
problem persists, have the console log and 
input deck available before contacting your 
system support personnel. 



231W WRITE DATA CHECK. 

Explanation ; A permanent write data check 
has occurred on the specified tape unit. 
The job is terminated. 

O perator Action ; Clean the read/write 
heads of the indicated tape unit and rerun 
the job. If the problem persists, contact 
your system support personnel. 



2321i TAPE — LOAD POINT. 

Explanation ; A "tape at load point" 
condition has occurred on the specified 
tape unit. The job is terminated. 

Operator Action ; None. 



234M MISSING ADR-MARK. 

Explanation ; A "missing address marker" 
condition has occurred on the specified 
device. The job is terminated. 

Operator Action ; None. If the problem 
persists, contact your system support 
personnel. 



238W 3 BLANK SOBCELLS. 

Explanation ; Three blank subcells have been 
encountered within a cell. 

orioT^a^i^ir jLction; Prcb^tlc hcirdvcirc Grror. 
Call IBM for hardware support. 

Not e; This message usually indicates that 
a 2321 failed to "pick" a strip. 



239W 3 BLANK TRACKS. 

Explanation : Three blank tracks have been 
encountered within one cylinder. 

Operator Action: Probable hardware error. 
If the problem persists, call IBM for 
hardware support. 

Note: This message usually indicates that 
a 2321 failed to "pick" a strip. 

242W INVALID TRK FMT 

Explanation ; An attempt was made to write 
data exceeding track capacity on the 
specified device. The job is terminated. 

Operator Action ; Check your input 

specification and retry. If the problem 

persists, contact your system support 
personnel. 



243B WRITE INHIBITED 



235H BLANK TRACK. 

Explanation ; A blank track has been 
encountered on the specified data cell. 

Operator Action: None. If the problem 
persists, contact your system support 
personnel. 



236W 3 BLANK CYLINDERS. 

Explanation : Three blank cylinders have 
been encountered during the analysis of a 
strip. 

Operator Action ; Probable hardware error. 
Call IBM for hardware support. 

Note: This message usually indicates that 
a 2321 failed to "pick" a strip. 



Explanation : The WRITE INHIBIT switch is 
probably set ON in the 3330 control unit to 
inhibit execution when the WRITE command is 
encountered. 

Operator Action : Check the status of the 
WRITE INHIBIT switch; 

• If the WRITE INHIBIT switch is set ON to 
intentionally inhibit execution of WRITE 
commands, follow procedures established 
at your installation. 

• If the WRITE INHIBIT switch is set off 
to allow execution of WRITE commands, 
rerun the job. If the problem persists, 
contact your system support personnel. 



249W I/O ERROR, JOB TERMINATED. 

Explanation : This message follows all 
messages that describe input/output error 
conditions. 
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100S EREOE 'nnn' REIDIHG FILE •filename filetype 
fm' 

Explanation ; An error occurred during the 
execution of an FSBEAD macro against file 
•filename filetype fa.' For a description 
of error 'nnn^, see the FSBEAD macro in the 
YM/37 CMS Command and Macro Reference , 
GC20-1818. 

System Action : EC = 8 

Processing stops and returns to CMS. 

Dser Action : Check the macro description to 
see what type of failure nnn indicates. 
Correct the error and retry. 



200S ERROR 'nnn^ WRITING FILE •filename filetype 
fm^ 

Explanation : An error occurred during the 
execution of an FSIRITE macro against file 
•filename filetype f m. • For a description 
of error •nnn^, see the FSiRITE macro in 
the VM/370 CMS Command and Macro Reference , 
GC20-1818. 

System Action : RC = 8 

Processing stops and returns to CMS. 

D ser Action ; Check the macro description to 
see what type of failure nnn indicates. 
Correct the error and retry. 



Oser A ction ; Check the macro description to 
see what type of failure nnn indicates. 
Correct the error and retry. 



500S ERROR 'nnn' WRITING TO VIRTUAL PRINTER 

Explanation ; An error occurred during the 
execution of a PRIHTL macro to the virtual 
printer. For a description of the return 
code, see PRINTL Macro ip TM/370 CMS 
Comman d and Macro R eferenc e, GC20-i818. 

S ystem Action: Processing continues. 

User Action ; Check the macro description to 
see what type of failure "nnn • indicates. 
Correct the error and retry. 



501S INVALID PAEM •badparm^ 
SUMMARY UPDATE PROGRAM 



PASSED TO SIMPTOM 



Explanation ; The program or EXEC that 
called SUHNART passed an invalid request or 
a problem number not in the format 
PRBnnnnn, where nnnnn must be numeric. If 
a user program or EXEC was being executed, 
correct the parameter being passed to 
SUMMARY and retry. 

System Action : RC = 8 

Execution of the command is terminated. 
The system remains in the same state as 
before the command was issued. 



BOOS ERROR 'nnn* 
fm« 



ON FSSTATE •filename filetype 



Explanation : An error occurred during the 
execution of an FSSTATE macro against file 
•filename filetype f m. • For a description 
of return code •nnn', see the FSSTATE macro 
in the VM/370 CMS Command and Macro 
Reference , GC20-1818. 

System Action: RC = 8 

Processing stops and returns to CMS. 

User Action: Check the macro description to 
see what type of failure 'nnn' indicates. 
Correct the error and retry. 



400S ERROR •nnn' CLOSING •filename filetype fm^ 

Explanation : An error occurred during the 
execution of an FSCLOSE macro against file 
•filename filetype fm.^ For a description 
of return code •nnn^, see the FSCLOSE macro 
in the VM/370 CMS Command and Macro 
Referenc e, GC20-1818. 

System Action : Processing stops and returns 
to CMS. 



Iser Action; If PROB, PRE, or VMFDUMP was 
being executed, collect the console log and 
call your IBM programming support 
representative. If a user program or EXEC 
was being executed, correct the parameter 
being passed to SUMMARY and retry. 



502S PROBLEM •PRBnnnnn^ NOT FOUND IN SYMPTOM 
SUMMARY 

Exp lanation : Problem nnnnn was not found in 
the symptom summary file. 

System Actio n: RC = 4 

Execution of the command is terminated. 
The system remains in the same state as 
before the command was issued. 

User Action ; Retry the command supplying 
the correct problem number. 
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6 011 OPERAND 'operand' NOT EECOGNIZED 

Explanation : The system received a search 
argument that was not recognized by the 
STAT coBBand. 

SYsteB Action : EC = 4 

Execution of the command is terminated. 
The system remains in the same state as 
before the command was issued. 

D ser Action : Retry the command specifying 
the correct operand (s) . 



7001 TYPE 'HELP' OR ENTER 

Exp lanation ; You have the opportunity to 
bypass a display of the DOHPSCAN subcoamand 
summary. 

System Action : Processing continues. 

Dser Action ; If you wish to display a 
summary of DOHPSCAN commands, type HELP. 
Otherwise, press the ENTER key or its 
equivalent. 



701R ENTER DOMP NDMBER AND MODE 

Explanation ; You are required to specify 
the dump number and mode. 

System Action; Processing continues. 

Dser Action ; Enter the numeric part of the 
dump file name, followed by the disk mode. 
Leading zeros are not required, so for 
PRB00056 on the A-disk, enter 56 A. If the 
mode is omitted, A is assumed unless you 
are changing dumps within a session, in 
which case the previous mode is used. 



Oser Act ion ; Correct the input and retry. 



705E ERROR IN ITEM TABLE 

Explanation ; Rhile counting entries in the 
item table, the indicator for the end of 
the table was not found. Indicates that CP 
was unable to write the dump correctly or 
the dump has been damaged. 

System Action ; Processing continues. 

Ose r Action: Some DOMPSCAN functions may 
still be available. Beware of unlikely 
results. 



7061 'entry name' NOT FOOND IN THE LOAD MAP 

Explanation : The name displayed was entered 
to request a load map search and display 
function. However, the name was not found 
in the load map. 

S ystem Actio n; Processing continues. 

Oser Action ; Make sure that the entry point 
or module name is correct and retry the 
subcommand supplying the correct module 
name. 



7071 'module' 'page' PAGE NOT VALID 

Ex planation ; The page table entry for the 
virtual address page where 'module' was 
initially loaded was marked invalid and so 
could not be displayed. 

System Actio n; Processing continues. 

Oser Action; Hone. 



7021 NON-HEX CHARACTER IN COONT - RETRY 

Explanation ; The count field in the input 
line contains a non-hexadecimal character. 

System Action : Processing continues. 

Dser Action; Make sure the count field 
contains only hexadecimal characters and 
reenter the subcommand. 



7081 PAGE 'page' NOT FOOND IN DOMP 

Explanation ; This virtual address was not 
represented by an entry in the item table. 
This means it was not dumped at the time 
the dump was taken. 

System Action: Processing continues. 

Ose r Action ; Try another address. 



7031 NON-HEX CHARACTER IN ADDRESS - RETRY 

Explanation : The address field contains a 
non-hexadecimal character. 

System Action; Processing continues. 

Oser Action: Correct the input and retry. 

7041 NON-HEX CHARACTER IN ADDRESS - RETRY 

Explanation ; The address field contains a 
non-hexadecimal character. 

System Action ; Processing continues. 



7091 NO VALID SCROLL ADDRESS 

Explanation ; A SCROLL or SCROLL request 
must follow some other request that 
generates a display that has an address 
associated with it. This has not happened 
yet in this DOMPSCAN session. Note that 
SCROLL will scroll from the last address 
that was displayed. 

System Actio n; Processing continues. 

Oser Ac tion ; Enter an address in the area 
you wish to examine by using 'DISPLAY 
hexloc' . 
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7101 BON-NDMEEIC CODNT CHARACTER - EETEY 

Explanation : The count field contains a 
non-numeric character. 

System Action : Processing continues. 

Dser Action ; Correct the input and retry. 

7111 LOOP IN VMBLOK CHAIN 

Explanation : While searching through the 
VMBLOK chains for entries no end was found 
to the chain. 

Note : This message will occur if more than 
256 users were logged on the system at the 
time of dump. 

System Action : Processing continues. 

Dser Action : May indicate an overlay 
problem. Other DOMPSCAN functions may 
still be available. Continue. 



7121 DEVICE 'cuu' NOT FOUND 

Explanation : On a real or virtual device 
request, the specified device was not 
found. 

System Action ; Processing continues. 

D ser Action : Make sure the specified device 
is included in the system that produces the 
dump. Eetry the subcommand. 



7131 aSEE 'userid* VMBLOK NOT FOOND 

Explanation: The specified 'userid' was not 
found so the VIO request could not be 
honored. 

System Action : Processing continues. 

Dser Action ; None. 

7141 NON-HEX CHARACTEE IN INPDT - EETEY 

Explanation ; DMMHEX detected a 
nonhexadecimal character. 

System Action : Processing continues. 

User Action ; Correct the input and retry. 

7151 NON-HEX CHARACTER IN STRING 

Explanation ; The input string must consist 
of valid hexadecimal characters or 
asterisks. 

S ystem Action : Processing continues. 

User Action ; Correct the input and retry. 



7161 STRING 'string' {NOT FOUND | NOT FOUND BEFORE 
END} 

Explanation ; The requested string was not 
found within the limits given or, if 
indicated, before the end of dump was 
reached. 

System Action : Processing continues. 

Dser Action; Check that the string is as 
you intended, and retry the subcommand. 



7 171 INVALID FOHii Uf lOc&xE cOtifiAND 

Explanation : The input on a LOCATE command 
was not in the proper format; that is 

Locate string fromhexloc tohexloc 
[ increment] 



where; 
string 



to 16 



hexadecimal 



is up 

digits 

fromhexloc is an address up to six 
significant digits in length 

not higher than tohexloc 

tohexloc is an address up to six 

digits that is higher than 

fromhexloc 

increment is an optional hexadecimal 

number from 1 to 1000 

System A ction ; Processing continues. 

Dser Action ; Correct the input format and 
retry the subcommand. 



7181 THIS DDMP 
SUBCOMMAND 



HAS NO LOAD MAP ~ SEE MAP 



Explanation : The compressed load map was 
not found at the end of the dump, possibly 
because SUC MAP was not available to 
VMFDUMP or was invalid. All DUMPSCAN 
functions except DMK? and DMKmmmee are 
still valid. 

System Action : RC = 4 
Processing continues. 

Dse r Action ; You may continue to use 
DDMPSCAN except for the DMK? subcommand and 
the DMKmmmee subcommand. If there is a 
valid CP nucleus load map available and if 
the dump is on the A-disk with write 
access, you may use the MAP subcommand to 
add the LOADHAP to the dump. 



7191 ERROR 'nnn* 
filetype fm* 



IN 



FSSTATE FILE 'filename 



Explanatio n: FSSTATE macro failed to find 
the dump file specified by your reply to 
DHHDSC701R. 

System Action : Processing continues. 
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User Action: Consult the YB/370 CMS Co mmand 
and Macro Reference , GC20-1818, for a 
description of error nnn in the FSSTATE 
macro, correct the problem and retry. 



7201 LOAD MAP AlBEADY PEESENT 

Explanation ; The MAP subcommand was issued 
against a dump that already had a LOAD MAP 
appended. 

System Action ; Processing continues. 

Dser Action ; None. 

7211 SNRMF TaBTT? TS FnTT. 

Explanation ; You have run out of space in 
the 8NAME table. The table can hold up to 
32 tokens, either SNAMEs or subcommand 
operands. 

S ystem Action ; Processing continues. 

Dser Action : You may replace a long &NAME 
entry with a shorter one or you may 
terminate the session and restart. This 
procedure clears out the table. 



800S DATA EXTRACTION FAILURE 

Explanation ; Necessary portions of the dump 
file (PSA, symbol table, etc.) cannot be 
read. Control is returned to DMSEDM and 
processing halts. 

System Action : IPCS processing halts. 
Control is returned to CMS. The problem 
report is not created. 

Dser Action ; Retry the command when the 
cause of the READ failure is determined. 



soil NDC MAP 'filename filetype fm« IS NOT VALID 
FOR THIS DDMP 

Explanation : The DMKCPEND address found in 
the dump and the one found in the load map 
(file NDC MAP) were not the same, 
indicating a back level load map. 
Processing in DHHMAP continues. 

System Action ; Messages DMMHAP802I and 
DMMMAP806R are subsequently issued 
requesting the name and location of the 
nucleus load map. 

Dser Action ; Respond to message DMNHAP806R. 



7221 INVALID ENTRY INTO &NAME TABLE 



8021 PROCEEDING... 



Explanation : The SNAME subcommand has found 
an invalid operand. See restrictions in 
the usage notes for DDMPSCAN. 

System Action : Processing continues. 

Dser Action : Reissue the subcommand using 
the correct operand. 



7231 THE DDMP IS NOT ON THE A-DISK 

Explanation : The MAP subcommand requires 
the dump to be on the A-disk. 

System Action : Processing continues. 

Dser Action: Copy the dump to the A-disk of 
your virtual machine before issuing the MAP 
subcommand. 



7241 {API MP} REGISTER REQDESTED FOR ONIPROCESSOR 
DDMP 

Explanation : The subcommand AREGS or HREGS 
was issued against a dump taken on a 
machine running in uniprocessor mode. 

System Action ; Processing continues. 

Dser Action ; Verify that you are examining 
the correct dump. To see the registers, 
the PSW, etc., issue the REGS command. 



Explanation ; This message follows a 
previous error message indicating that even 
though an error was encountered, further 
processing will be attempted. 



Syste m Action ; 



Processing continues. 



Message DMMMAP806R follows. 

Dser Action; Respond to message DMMMAP806R. 



803S ERROR 'nnn' ATTEMPTING TO LOADMOD VMFDDMP2 

Explanation ; VMFDDMP exceeds 6 4K in size; 
thus, it must be loaded in two sections. 
DHHINI is responsible for loading the 
second section (called VMFDDHP2) as soon as 
DNMEDM makes the first call to DMMINI. 

System Action ; If the LOADMOD is not 
successful, VMFDDMP processing is halted 
immediately. 

Dse r Action ; For support instructions refer 
to VH/370 IPCS Dser's Guide, GC 20-1 823. 



8041 ERROR IN DATA EXTRACTION 

Explanation ; The text portion of the 
problem report may not be complete due to 
the absence of supporting information (for 
example, HOC HAP A1 does not match the 
system) . This message is also issued if 
subroutines, such as DMMGRC, encounter an 
error reading from the dumpfile, or DMMCPA 
cannot recognize the abend code. 
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System Action ; IPCS processing continues to 
extract as much data as possible. This 
message occurs on the terminal as well as 
in the text portion of the problem report. 

User Action: None. 



8051 XXXXXX ABEND CODE NOT DOCDMENTED 

Explanation ; This message is issued in 
module DMHCPA if the abend code in the dump 
does not compare with any abend code in the 
lookup table. 

System Action; Processing continues. 

Dser Action ; Either the abend code in the 
dump is overlaid or an unknown abend code 
has been generated. Call your IBM program 
support representative. 



806E ENTER 'filename filetype fm' 
LOAD MAP OE NULL LINE 



OF NOCLEDS 



Explanation : This message is issued after 
it is determined that file NOC MAP A is not 
found or invalid. 



8081 NOCLEDS BAP INVALID 
filemode' 



•filename filetype 



Ex p lanation ; Issued after you respond to 
message DMBMAP806B and the address of 
DMKCPEND in the dump does not correspond to 
the address of DMKCPEND in the load map. 



S ystem Action ; Processing 
Message DHMHAP806H is reissued. 



continues. 



Ose r A ction : Respond to DMMMAP806E with 
name and location of the nucleus load map. 



8091 REQUESTED ADDRESS NOT IN DUMP 

Explanation ; An address passed to the dump 
record read routine could not be found in 
the dump. Probably caused by a storage 
overlay or an invalid register address in 
the dump. 

Sjstem Action; IPCS data extraction 
continues to gather dump information on a 
limited basis depending on the nature of 
the error. 

User Action: None. 



System Action ; Processing halts 
system waits for a reply. 



and the 



User Action: Enter the 
and filemode of the nuc 
corresponds to the level 
processed. If the i 
available, a 'null' 
processing to continue o 
If a null entry is 
compressed load map will 
the dump. 



filename, filetype, 
leus load map that 
of the dump being 
nformation is not 
entry will cause 
n a limited basis, 
made, the sorted, 
not be appended to 



8071 UNABLE TO 
filemode' 



LOCATE 



'filename filetype 



Explanation ; After you responded to message 
DMMMAP806B, DMMMAP was unable to locate the 
filename entered. 



8101 ERROR 'nnn' READING FILE 'filename filetype 
fm« 

Explanation ; An error occurred trying to 
read either NUC MAP or the file you 
specified in reply to message DHMHAP806B. 

System Action ; Processing continues. 

Dser A ction ; For an explanation and 
detailed description of error nnn see the 
FSREAD macro in the VM/370 CMS Comm and and 
Macro Referenc e, GC20-1818. Correct the 
error and reply to the following DHMHAP806R 
message with the fileid or null. 



System Action ; Processing 
DMMMAP806B is reissued. 



continues. 



User Action: Respond to message DMMMAP806R 
with name and location of the nucleus load 
map. 



IPCS Messages 203 



204 IBM VM/370 System Messages 



DMK 



Appendix A: Command-to-Message Cross-Reference 



Below is an alpabetical listing of CP, CMS, ESCS, and IPCS 
commands and VH/370 service programs, together with their 
associated messages. Under each command, the messages are 
listed in message-number seguence within module code. 

Note : These messages are not prefixed by program numbers, 
refer to the message section of this book to establish 
ownership. 

CP Message Summary 

ACNT 

DMKAC0425E I/O EKEOE DDEING ACCOUNTING 
DMKCPV003E INVALID OPTION - option 
DMKCP7007E INVALID USEBID - userid 
DMKCPV020E USEEID HISSING OB INVALID 
DHKCPV045E userid NOT LOGGED ON 
DKKCPViaSE type raddr IN USE BY SYSTEM 

ADSTOP 

DMKCFD004S INVALID HEXLOC - hexloc 
DHKCFD026E OPEEAND MISSING OE INVALID 
DHKCFD160E HEXLOC hexloc EXCEEDS STOBAGE 
DMKCPD164E HEXLOC hexloc NON-ADDEESSABLE STOBAGE 
DHKVMA181E SHAEED SYSTEM name BEPLACED WITH NON-SHABED COPY 

ATTACH 

DMKSSS070E DEVICE NOT AVAILABLE - MSS DEVICES ALLOCATED 

DBKSSS071E DEVICE NOT AVAILABLE - MSS CANNOT BE ACCESSED 

DMKSSS072E DEVICE NOT AVAILABLE - 'raddr' NOT PEOPEE TYPE 

DMKSSS074E MISSING INTEBBOPT - DEVICE 'raddr' 

DMKSSS075E DEVICE 'raddr' IS NOT AVAILABLE 

DMKSSS078I MSS MOUNT PBOCEEDING FOE VOLUME • volid ' 

DMKVDA003E INVALID OPTION - option 

DMKVDA006E INVALID DEVICE TYPE - addr 

DMKVDA020E OSEBID MISSING OB INVALID 

DMKVDA021E BADDB MISSING OB INVALID raddr 

DMKVDA022E VADDB KISSING OB INVALID vaddr 

DMKVDA023E VOLID MISSING OB INVALID 

DHKVDA034E CHANNEL MISSING OB INVALID 

DMKVDA040E DEV addr DOES NOT EXIST 

DMKVDA045E userid NOT LOGGED ON 

DMKVDA046E type raddr OFFLINE 

DMKVDA120E type raddr NOT ATTACHED; userid vaddr ALEEADY DEFINED 

DMKVDA121E type raddr NOT ATTACHED TO userid 

DMKVDA122E type raddr ALEEADY ATTACHED to userid 

DMKVDA123E DASD raddr CP OWNED 

DMKVDA12aE DASD raddr IN USE BY nnn USEES 

DMKVDA125E DASD raddr VOLID volid ALEEADY ATTACHED TO SYSTEM 

DMKVDA126E DASD raddr EBBOE BEADING VOLID 

DMKVDA127E DASD raddr VOLID volid DOES NOT MATCH 

DMKVDA128E DASD raddr EBBOB BEADING ALLOCATION EECOBD 

DMKVDA131E INSUFFICIENT FEEE STOBAGE AVAILABLE FOE ATTACH BEQUEST 

DMKVDA133E DASD raddr NOT BEADY 

DHKVDA13IJE type vaddr NOT ATTACHED; CHAN x DEDICATED 

DHKVDA139E DASD raddr NOT ATTACHED; 3330V NOT ACCEPTED AS SYSTEM VOLUME 

DHKVDA1U2E type raddr NOT DBAINED 

DMKVDA1U3E type raddr IN USE BY SYSTEM 

ATTACH CHANNEL 

DMKVCH03aE CHANNEL MISSING OE INVALID 
DHKVCH048E CHANNEL X DOES NOT EXIST 
DMKVCH129E CHANNEL X DEVICES IN USE 
DMKVCH132E CHANNEL x ALEEADY DEFINED BY userid 
DMKVDA020E USEBID MISSING OB INVALID 
DMKVDA0«t5E USerid NOT LOGGED ON 
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AOTOLOG 

DKKALG059E AOTOLOG FAILED FOE userid - 

{IPL MISSING(IPL FAILEDI ACCOUNTING EEROE} 

DMKALG115E AOTOLOG INVALID; EXCESSIVE INCOERECT PASSWORDS 

BACKSPAC 

DMKCSO003E INVALID OPTION - option 

DMKCS0006E INVALID DEVICE TYPE - addr 

DMKCSO021E RADDR MISSING OE INVALID 

DMKCSO040E DEV addr DOES NOT EXIST 

DMKCSO0U6E type raddr OFFLINE 

DMKCSOmOE type raddr ATTACHED TO userid 

DHKCS0141E type raddr NOT ACTIVE 

DMKESE2'tOE PET cuu, FCB-FOEMS MISMATCH, FILEID nnn {HELD | POEGED} 

DMKESE241E PRT cuu, INVALID LOAD MODDLE nmiBD SPECIFIED, 

FILE nnnn {HELD | POEGED} 

DMKESE2a2I PRT cuu (3800) INTEEVENTION EEQD, STATOS CODE cc 

nMKRSB252T PPT cnn . FILE Tinnm FEOnElTED »ND HEI,T) 

DHKESE255I PET cuu, PAGE BOFFEE DESTROYED, BACK OP PAGE COUNT = nnnn 

BEGIN 

DMKCFC004S INVALID HEXLOC - hexloc 

CHANGE 

DMKCS0003E INVALID OPTION - option 

DMKCS0006E INVALID DEVICE TYPE - addr 

DMKCS0008E INVALID SPOOLID - spoolid 

DMKCS0013E CONFLICTING OPERAND - operand 

DMKCS0026E OPEEAND MISSING OE INVALID 

DMKCS0027E SPOOLID MISSING OE INVALID 

DMKCSO028E CLASS MISSING OB INVALID 

DMKCS0029E FNAME FTYPE MISSING OE INVALID 

DMKCS0030E COPIES MISSING OB INVALID 

DMKCSO032E DIST CODE MISSING OB INVALID 

DMKCS0035E DEVICE TYPE MISSING OE INVALID 

DMKCS0042E SPOOLID nnnn DOES NOT EXIST 

DMKCS0243E FLASH MISSING OR INVALID 

DMKCS0245E CHAES MISSING OE INVALID 

DMKCSD246E FCB MISSING OE INVALID 

DMKCSa253E MODIFY MISSING OE INVALID 

CLOSE 

DMKCSP003E INVALID OPTION - option 

DMKCSP006E INVALID DEVICE TYPE - addr 

DMKCSP013E CONFLICTING OPEEAND - operand 

DMKCSP022E VADDR MISSING OB INVALID 

DMKCSP029E FNAME FTYPE MISSING OE INVALID 

DMKCSP032E DIST CODE MISSING OE INVALID 

DMKCSP040E DEV addr DOES NOT EXIST 

COOPLE 

DMKDIA006E INVALID DEVICE TYPE - addr 

DMKDIA011E INVALID DEVICE TYPE - userid vaddr 

DMKDIA020E USEEID MISSING OR INVALID 

DMKDIA022E VADDE MISSING OR INVALID 

DMKDIAOHOE DEV addr DOES NOT EXIST 

DMKDIA045E userid NOT LOGGED ON 

DMKDIA0t»7E userid vaddr DOES NOT EXIST 

DMKDIA058E CTCA vaddr BOSY ON userid 

DCP 

DMKCDB003E INVALID OPTION - option 

DMKCDB004S INVALID HEXLOC - hexloc 

DMKCDB009E INVALID BANGE - range 

DMKCDB010E INVALID EEGISTEB - register 

DMKCDB026E OPEEAND MISSING OB INVALID 

DMKCDB033E HEXLOC MISSING OE INVALID 

DMKCDB160E HEXLOC hexloc EXCEEDS STOEAGE 

DDR 

DMKDDE700E INPOT UNIT IS NOT A CPVOL 

DMKDDE701E INVALID OPEEAND - xxxxxx 

DMKDDR702E CONTROL STATEMENT SEQUENCE ERROR 
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DDE (continued) 

DMKDDR703E OPEEAND MISSING 
DMKDDB704E DEV cuu NOT OPERATIONAL 
DMKDDE705E 10 EREOS cuu CSW csw SENSE sense 

INPOT bbcchh OUTPUT bbcchh CCW ccw 
DHKDDE705E 10 EEEOR cuu CSW csw SENSE sense 

INPUT bbcchh OUTPUT {bbcchh | nnnnnn} CCW ccw 
DHKDDB707E MACHINE CHECK RUN SEBEP AND SAVE OUTPUT FOR CE 
DMKDDE708E INVALID INPUT OR OUTPUT DEFINITION 
DMKDDR709E WRONG INPUT TAPE MOUNTED 
DMKDDR710A DEV cuu INTERVENTION REQUIRED 
DHKDDR711R VOLID READ IS volid2 {NOT volidi} 

DO YOU WISH TO CONTINUE? RESPOND YES NO OR REREAD: 
DMKDDR712E NUMBER OF EXTENTS EXCEEDS 20 

DMKDDR714E RECORD bbcchh NOT FOUND ON TAPE 

DMKDDR715E LOCATION bbcchh IS A FLAGGED TRACK 

DMKDDR716R NO V0L1 LABEL FOUND {FOR xxxxxx) DO YOU WISH TO CONTINUE? 

RESPOND YES OR NO OR REREAD: 
DMKDDR717R DATA DUMPED FROM volidi TO BE RESTORED TO volid2. 

DO YOU WISH TO CONTINUE? RESPOND YES NO OR REREAD: 
DMKDDR718E OUTPUT UNIT IS FILE PROTECTED 
DMKDDE719E INVALID FILE NAME OR FILE NOT FOUND 
DMKDDR720E ERROR IN routine 
DHKDDR721E RECORD cchhr NOT FOUND 

DMKDDR722E OUTPUT UNIT NOT PROPERLY FORMATTED FOR THE CP NUCLEUS 
DMKDDE723E NO VALID CP NUCLEUS ON THE INPUT UNIT 
DMKDDE724E INPUT TAPE CONTAINS A CP NUCLEUS DUMP 
DHKDDE725E ORIGINAL INPUT DEVICE WAS (IS) LARGER THAN OUTPUT DEVICE. 

DO YOU WISH TO CONTINUE? RESPOND YES OS NO: 
DMKDDR726E MOVING DATA INTO THE ALTERNATE TRACK CYLINDER (S) IS PROHIBITED 
DMKDDR727E FLAGGED TRK xxxxxxxxxx HAS NO PROPER ALTERNATE; SKIPPING THIS TRK 
DHKDDE756E PROGRAM CHECK PSW = psw 

DEFINE 

DMKDEF003E INVALID OPTION - option 

DMKDEF022E VADDS MISSING OR INVALID 

DMKDEF024E CYLS MISSING OR INVALID 

DMKDEF024E {CYLS|BLKS} MISSING OR INVALID 

DMKDEF025E STORAGE MISSING OR INVALID 

DMKDEF026E OPERAND MISSING OR INVALID 

DMKDEF040E DEV addr DOES NOT EXIST 

DMKDEF091E DASD vaddr NOT DEFINED; TEMP SPACE NOT AVAILABLE 

DMKDEr092E DEV vaddr NOT DEFINED; type vaddr ALREADY DEFINED 

DMKDEF094E STORAGE EXCEEDS ALLOWED MAXIMUM 

DMKDEF095E DEV vaddr NOT DEFINE; INSUFFICIENT FREE STORAGE 

DMKDEF136E DEV vaddr NOT DEFINED; CHAN X DEDICATED 

DETACH 

DMKVDD006E INVALID DEVICE TYPE - addr 

DMKVDD020E USERID MISSING OR INVALID 

DMKVDD021E RADDR HISSING OR INVALID raddr 

DMKVDD022E VADDR MISSING OR INVALID vaddr 

DMKVDD040E DEV addr DOES NOT EXIST 

DMKVDD045E userid NOT LOGGED ON 

DMKVDD046E type raddr OFFLINE 

DMKVDD121E type raddr NOT ATTACHED to userid 

DMKVDD123E DASD raddr CP OWNED 

DMKVDD124E DASD raddr IN USE BY nnn USERS 

DMKVDD135E type vaddr NOT DETACHED; CHAN x DEDICATED 

DMKVDD140E type raddr ATTACHED TO userid 

DHKVDD142E type raddr NOT DRAINED 

DDMKVD143E type raddr IN USE BY SYSTEM 

DETACH CHANNEL 

DMKVCH034E CHANNEL MISSING OR INVALID 

DMKVCH048E CHANNEL x DOES NOT EXIST 

DMKVCH130E CHANNEL X NOT ATTACHED TO userid 

DMKVCH138E CHANNEL X NOT ATTACHED; INSUFFICIENT STORAGE 

DMKVDD020E USERID MISSING OR INVALID 

DMKVDD034E CHANNEL MISSING OR INVALID 
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DIAL 

DMKDIA011E INVALID DEVICE TYPE - userid vaddr 

DMKDIA020E DSEEID MISSING OE INVALID 

DMKDIA022E VADDR KISSING OR INVALID 

DMKDIA045E userid HOT LOGGED ON 

DMKDIA047E userid vaddr DOES NOT EXIST 

DHKDIA055E LINE(S) NOT AVAILABLE ON userid 

DHKDIA056E LINE vaddr BUSY ON userid 

DMKDIA098E DEV rid MODE SWITCH NOT POSSIBLE 

DMKDIA707A DIAL FUNCTION NOT AVAILABLE 

DIRECT 

DMKDIR751E INVALID OPERAND - xxxxxx 

DMKDIR752E STATEMENT SEQUENCE ERROR FOLLOWING DSER user 

DMKDIR753E OPERAND MISSING 

DMKDIH754E DEV cuu NOT OPERATIONAL 

DMKDIR755E 10 ERROR cuu CSW csw SENSE sense 

DMKDIR756E PROGRAM CHECK PSW = psw 

DMKDIR757E MACHINE CHECK RON SEREP AND SAVE OOTPOT FOR CE 

DMKDIR758E DUPLICATE UNIT DEFINITION 

DMKDIR760E NOT ENOUGH SPACE ALLOCATED FOR DIRECTORY 

DMKDIR761E VOLID READ IS volidi NOT volid2 

DMKDIR762E DIRECTORY STATEMENT MISSING 

DMKDIR763E INVALID FILENAME OR FILE NOT FOUND 

DMKDIR76aE ERROR IN routine 

DISABLE 

DMKCPV003E INVALID OPTION - option 
DMKCPV006E INVALID DEVICE TYPE - addr 
DMKCPV021E RADDR MISSING OR INVALID 
DMKCPV026E OPERAND MISSING OR INVALID 
DMKCPV040E DEV addr DOES NOT EXIST 
DMKCPV0IJ6E type raddr OFFLINE 
DMKCPV140E type raddr ATTACHED TO userid 

DISCONN 

DMKOS0003E INVALID OPTION - option 

DISPLAY 

DMKCDM003E INVALID OPTION - option 
DMKCDMOOtJS INVALID HEXLOC - hexloc 
DMKCDM009E INVALID RANGE - range 
DMKCDM010E INVALID REGISTER - register 
DMKCDM026E OPERAND MISSING OR INVALID 
DMKCDH160E HEXLOC hexloc EXCEEDS STORAGE 

DMCP 

DMKCDM003E INVALID OPTION - option 
DMKCDM004S INVALID HEXLOC - hexloc 
DMKCDM009E INVALID RANGE - range 
DMKCDM033E HEXLOC MISSING OR INVALID 
DMKCDM160E HEXLOC hexloc EXCEEDS STORAGE 

DRAIN 

DMKCS0003E INVALID OPTION - option 
DMKCS0006E INVALID DEVICE TYPE - addr 
DMKCS0021E RADDR MISSING OR INVALID 
DMKCSO040E DEV addr DOES NOT EXIST 
DMKCSO046E type raddr OFFLINE 
DMKCSOiaOE type raddr ATTACHED TO userid 

DUMP 

DMKCDM003E INVALID OPTION - option 

DMKCDM004S INVALID HEXLOC - hexloc 

DMKCDM009E INVALID RANGE - range 

DMKCDM033E HEXLOC HISSING OR INVALID 

DMKCDM060E DUMP FAILED; VIRTUAL PRINTER UNAVAILABLE 

DMKCDM061E DUMP FAILED; VIRTUAL PRINTER ERROR 

DMKCDM160E HEXLOC hexloc EXCEEDS STORAGE 

ECHO 

None. 
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ENABLE 

DHKCPV003E INVALID OPTION - option 

DMKCPV006E INVALID DEVICE TYPE - addr 

DHKCPV021E RADDE HISSING OR INVALID 

DHKCPV026E OPERAND HISSING OS INVALID 

DHKCPV040E DEV addr DOES NOT EXIST 

DMKCPV046E type raddr OFFLINE 

DHKCPVmOE type raddr ATTACHED to userid 

EXTERNAL 

DHKCPB005E INVALID HEXDATA - hexdata 

FLOSH 

DHKCSO003E INVALID OPTION - option 

DMKCSOOOSE INVALID DEVICE TYPE - addr 

DMKSCO013E CONFLICTING OPERAND - operand 

DHKCSO021E RADDR HISSING OR INVALID 

DHKCSO040E DEV addr DOES NOT EXIST 

DMKCSO046E type raddr OFFLINE 

DHKCSO140E type raddr ATTACHED TO userid 

DMKCSOiaiE type raddr NOT ACTIVE 

FORCE 

DHKOSO003E INVALID OPTION - option 

DHKOSO020E OSERID MISSING OR INVALID 

DMKOSOOUSE userid NOT LOGGED ON 

FREE 

DHKCSP006E INVALID DEVICE TYPE - addr 
DHKCSP007E INVALID OSERID - userid 
DHKCSP020E OSERID MISSING OR INVALID 
DMKCSP053E userid NOT IN CP DIRECTORY 

HALT 

DMKCPS021E RADDR MISSING OR INVALID 
DMKCPSOaOE DEV addr DOES NOT EXIST 
DMKCPSiaaw type vaddr RESET BY userid 

HOLD 

DMKCPI958I ATTACHED PROCESSOR NOT OPERATIONAL 

DMKCPI959fi ATTACHED PROCESSOR NOT ONLINE 

DMKCSP006E INVALID DEVICE TYPE - addr 

DHKCSP007E INVALID OSERID - userid 

DHKCSP0201 OSERID MISSING OR INVALID 

DMKCSP053E userid NOT IN CP DIRECTORY 

DMKTCS240E PET cuu, PRT FCB-FOEMS MISMATCH, FILEID nnnn {HEL D( PORGED} 

DMKTCS241E PET cuu, INVALID LOAD MODDLE SSniB SPECIFIED, 
FILE nnnn {HELD | PORGED} 

INDICATE 

DMKTHI002E INVALID OPERAND - operand 
DMKTHI003E INVALID OPTION - option 
DMKTHI026E OPERAND MISSING OR INVALID 
DMKTHI045E userid NOT LOGGED ON 

IPL 

DHKCFG002E INVALID OPERAND - operand 

DHKCFG003E INVALID OPTION - option 

DMKCFG013E CONFLICTING OPTION - option 

DMKCFG022E VADDR MISSING OR INVALID 

DMKCFG026E OPERAND MISSING OR INVALID 

DHKCFGOttOE DEV addr DOES NOT EXIST 

DMKCFG044E SYSTEM name DOES NOT EXIST 

DMKCFG083E VMSAVE AREA DOES NOT CONTAIN A VALID SAVED SYSTEM 

DMKCFG170E SYSTEM nane EXCEEDS STORAGE 

DMKCFG171E SYSTEM name VOLID volid NOT HOONTED 

DMKCFG172E SYSTEM name DASD vaddr INCOMPATIBLE SYSRES 

DMKCFG173E SYSTEM name REQOIRES DASD vaddr 

DMKCFG174E PAGING I/O ERROR; IPL JFAILED 

DMKCFG177E PARH EXCEEDS 64 CHARACTERS 

DMKCFG203E V=R AREA REQOIRES IPL BY DEVICE ADDRESS 

DMKCLK437E NO DASD SPACE AVAILABLE - IPL TERMINATED 

DMKCLK970W TOD CLOCK SYNC CHECK RECEIVED 
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DHKCPI185E ECPS LEVEL XX DOES KOT MATCH CP LEVEL yy 

DHKCPI913I CP OWNED VOLID xxxxxx INVALID FOE 3330V 

DHKCPI958I ATTACHED PROCESSOR NOT OPERATIONAL 

DBKCPI959H ATTACHED PROCESSOR NOT ONLINE 

DHKVMI022E VADDR HISSING OR INVALID 

DMKVHI230E IPL SIO ERROR 

DMKVMI231E IPL TIO ERROR 

DMKVHI232E IPL ONIT ERROR; CSW xxxxxxxx xxxxxxxx SNS xxxxxxxxxxxx 

DHKVMI233E IPL OVERLAY ERROR 

DMKVHI23aE IPL SENSE ERROR 

JOORNAL 

DBKJRLmSl OSERID: userid AT term-raddr WITH INVALID PASSWORD NO. xxx (pswd) 
HAS VIOLATED THE LIMIT OF yyy [,A=auserid] 

LINK 

DMKLHK020E USERID MISSING OR INVALID 

DMKLNK022E VADDR MISSING OR INVALID 

DHKLNK052E ERROR IN CP DIRECTORY 

DMKLNK053E userid NOT IN CP DIRECTORY 

DMKLNKIOIW DASD vaddr FORCED R/O; R/O BY nnn OSERS 

DHKLNK102W DASD Taddr FORCED R/O; E/H BY nnn OSERS 

T)aKLNK103W DASD vaddr FORCED E/0; E/W BY nnn OSERS; R/O BY nnn OSERS 



B/0 BY nnn USEES 

E/W BY nnn OSERS 

E/W BY nnn OSEES; R/O BY nnn USERS 

NOT IN CP DIEECTOBY 

VOLID volid NOT HODNTED 

INVALID LINK DEVICE 

type vaddr ALREADY DEFINED 



0MKLHK1O4E userid vaddr NOT LINKED 

DHKLNK105E userid vaddr NOT LINKED 

DMKLHK106E userid vaddr NOT LINKED 

DMKLNK107E userid vaddr NOT LINKED 

DMKLNK108E userid vaddr NOT LINKED 

DHKLIIK109E userid vaddr NOT IINKED 

OHKLNK110E userid vaddr NOT LINKED 

DHKLSK111E userid vaddr NOT LINED; NO BEAD PASSWOED 

DMKLHK112E userid vaddr NOT LINKED; NO WEITE PASSWOED 

DHKLHK113E userid vaddr HOT LINKED; NO MOLT PASSWORD 

DMKLHK114E userid vaddr NOT LINKED; PASSWOED INCORRECT 

DMKLNK115E LINK INVALID; EXCESSIVE INCORRECT PASSWORDS 

DMKLNK116E USERID IXX NOT LINKED; CP DIRECTORY IN DSE 

DMKLNK117E USERID OSERID NOT LINKED; VOLID volid CONFLICT 

DMKLNK118E userid raddr NOT LINKED; COMMAND FORMAT NOT VALID 

DMKLNK119E OSERID vaddr NOT LINKED; INSOFFICIENT FREE STORAGE 

DMKLNK137E DASD vaddr NOT LINKED; CHAN X DEDICATED 

DMKLNK139E DASD addr NOT LINKED; 3330V NOT ACCEPTED AS SYSTEM VOLUME 

DHKSSS070E DEVICE NOT AVAILABLE - MSS DEVICES ALLOCATED 

DMKSSS071E DEVICE NOT AVAILABLE - MSS CANNOT BE ACCESSED 

DMKSSS073E DEVICE NOT AVAILABLE - MSS ERROR 

DHKSSS078I MSS MOUNT PROCEDDING FOR VOLUME "volid* 

LOADBOF 

DMKCSB003E INVALID OPTION - option 

DBKCSB006E INVALID DEVICE TYPE - addr 

DBKCSB013E CONFLICTING OPERAND - operand 

DHKCSB021E RADDR HISSING OR INVALID 

DHKCSB026E OPERAND MISSING OR INVALID 

DMKCSB031E BDFFER HISSING OR INVALID 

DMKCSB036E INDEX MISSING OR INVALID 

DMKCSB046E type raddr OFFLINE 

DMKCSB040E DEV addr DOES NOT EXIST 

DMKCSB043E BOFFEE name DOES NOT EXIST 

DMKCSB140E type raddr ATTACHED TO userid 

DMKCSBlit2E type raddr NOT DRAINED 

DHKCSB148E type raddr BUFFER LOAD name FAILED 

LOADVFCB 

DMKCSB006E INVALID DEVICE TYPE - addr 

DMKCSB022E VADDR MISSING OR INVALID 

DMKCSB026E OPERAND MISSING OR INVALID 

DMKCSB031E BOFFER MISSING OR INVALID 

DMSCSB036E INDEX MISSING OR INVALID 

DMKCSBOitOE DEV addr DOES NOT EXIST 

DMKCSB0'»3E BOFFER name DOES NOT EXIST 
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LOCATE 

DHKCFD021E KADDR MISSING OR IHViLID 

DMKCFD022E YiDDR MISSING OR INVALID 

DMKCFD026E OPERAND HISSING OR INVALID 

DMKCFD040E DEV addr DOES NOT EXIST 

LOCK 

DHKCPV004S INVALID HEXLOC - hexloc 

DHKCPV009E INVALID RANGE - range 

DMKCPV020E DSERID MISSING OR INVALID 

DMKCPV033E HEXLOC MISSING OR INVALID 

DHKCPV045E userid NOT LOGGED ON 

DMKCPV160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCPV165I PAGE hexloc NOT LOCKED; SHARED PAGE 

LOGON 

DKKLOG003E INVALID OPTION - option 

DMKLOG020E OSERID MISSING OR INVALID 

DMKLOG050E PASSWORD INCORRECT 

DMKLOG051E MAXIMUM USERS EXCEEDED 

DMKLOG052E ERROR IN CP DIRECTORY 

DMKLOG053E USerid NOT IN CP DIRECTORY 

DMKLOG067E COMMAND FORMAT NOT VALID 

DMKLOG054E ALREADY LOGGED ON {LINE | GRAF} raddr 

DMKLOG080E NO PREALLOCATED VMSAVE AREA 

DMKLOG08HI VMSAVE AREA CONTAINS A SAVED SYSTEM, MOST OSE SET COMMAND 

DMKLOG082E MORE THAN ONE VMSAVE AREA ALLOCATED, HOST SPECIFY AREA NAME 

DMKLOG090E DEV vaddr NOT DEFINED; DEV {raddr |volser} NOT AVAILABLE 

DHKLOG091E DASD vaddr NOT DEFINED; TEHP SPACE NOT AVAILABLE 

DMKLOG092E DEV vaddr NOT DEFINED; type vaddr ALREADY DEFINED 

DMKLOG093E DEV vaddr NOT DEFINED; ERROR IN CP DIRECTORY 

DMKLOG095E DEV vaddr NOT DEFINED; INSOFFICIEHT FREE STORAGE 

DMKL0G131E INSUFFICIENT FREE STORAGE AVAILABLE FOR LOGON REQUEST 

DMKLOG188E SPECIFIED PROCESSOR UNAVAILABLE 

DMKLOG189I AFFINITY NOT SET; SYSTEM IN UNIPROCESSOR MODE 

DMKSSS070E DEVICE NOT AVAILABLE - HSS DEVICES ALLOCATED 

DHKSSS071E DEVICE NOT AVAILABLE - MSS CANNOT BE ACCESSED 

DHKSSS072E DEVICE NOT AVAILABLE - 'raddr' NOT PROPER TYPE 

DHKSSS073E DEVICE NOT AVAILABLE - HSS ERROR 

DMKSSS078I MSS MOUNT PROCEEDING FOR VOLUME 'volid' 

DMKLOG250E 370E IS NOT AVAILABLE (ON PROC xx) 

DMKLOG251E 370E IS NOT ACTIVE 

LOGOFF 

DMKUSO003E INVALID OPTION - option 

MONITOR 

DMKMCC002E INVALID OPERAND - operand 

DMKHCC003E INVALID OPTION - option 

DMKMCC006E INVALID DEVICE TYPE - addr 

DMKMCC021E RADDR MISSING OR INVALID 

DMKMCC026E OPERAND MISSING OR INVALID 

DMKMCCOaOE DEV addr DOES NOT EXIST 

DMKMCC046E type raddr OFFLINE 

DMKHCCmOE type raddr ATTACHED TO userid 

DMKMCC1U3E type raddr IN OSE BY SYSTEM 

DMKHCC211E HONITOR TAPE IS ALREADY ACTIVE 

DMKMCD212E MONITOR TAPE IS NOT ACTIVE 

DMKMCC213E MONITOR CPTRACE IS ALREADY ACTIVE 

DMKMCD214E MONITOR CPTRACE IS NOT ACTIVE 

DMKMCC215E MONITOR ACTIVE; DASTAP CANNOT BE ENABLED DYNAMICALLY 

DflKMCC216E SYSPROF CLASS REQUIRES SCHEDULE AND DASTAP 

DMKMCC217E MONITOR TAPE NOT STARTED, NO CLASS ENABLED 

DMKMCD218E HONITOE NOT STOPPED, OUTSTANDING TAPE I/O 

DMKMCD002E INVALID OPERAND - operand 

DHKMCD021E RADDR MISSING OR INVALID 

DMKMCD026E OPERAND MISSING OR INVALID 

DMKMCD040E DEV addr DOES NOT EXIST 

DMKMON219I END OF MONITOR TAPE, MONITOR STOPPED BY SYSTEH 

DMKMON220I ERROR ON MONITOR TAPE, MONITOR STOPPED BY SYSTEH 

DMKMCC221E MONITOR TO SPOOL IS ALREADY ACTIVE 

DMKMCD222E TIHE PARAMETER SPECIFIES INVALID TIME 
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MONITOR (continued) 

DMKMCD223E START TIME MOST PRECEDE STOP TIME 

DHKHCD224E LIMIT MOST BE BETWEEN 10 and 50000 

DMKMNI225E INVALID MONITOR DSERID SPECIFIED, HON NOT STARTED 

DMKMCD226E FOR VALOE SPANS MIDNIGHT - COMMAND INVALID 

DMKMCD227E FOR OPTION INVALID WITH AOTODISK OFF 

DMKMCD228E FOR OPTION INVALID WITH MONITOR ON 

DMKMIA229E MONITOR OOT OF DASD PAGES, IS SHOTTING OFF 

MSG 

DMKMSG003E INVALID OPTION - option 

DMKMSG020E OSERID MISSING OR INVALID 

DMKMSG045E userid NOT LOGGED ON 

DMKMSG057W userid NOT RECEIVING; DISCONNECTED 

NCPDOMP 

DHKBND850I ONABLE TO READ DOHP FROM READER 
DMKRND852I FATAL I/O ERROR WRITING DOMP 

TMf TTTi %TT^ r» C -^ T- vr f> ■r*m*T^ ^3-^ T- Tflr« ■« -«• ^ #* »ti 
^ i^i.K ^\ iX ^ \^ ^ ^ .^ LtKJ UU U£ j; JLXa JLi*J iJ JkJuO X 

DMKRND860I FATAL I/O ERROR BEADING DOHP 
DMKRND861E DOMP FILE • filename' NOT FODND 
DMKRND863E INVALID PARAMETER - paraneter 

NETWORK 

DMKNES002E INVALID OPERAND - operand 

DMKNESOOaS INVALID HEXLOC - hexloc 

DMKNES006E INVALID DEVICE TYPE - raddr 

DMKNES009E INVALID RANGE - range 

DHKNES021E RADDR MISSING OR INVALID 

DMKNES026E OPERAND MISSING OR INVALID 

DMKNES040E DEV raddr DOES NOT EXIST 

DHKNES01I6E {DEV rid|type raddr) OFFLINE 

DMKNES049E type raddr IN OSE 

DMKNES098E DEV rid MODE SWITCH NOT POSSIBLE 

DMKNESItOE CTLR raddr ATTACHED TO aserid 

DMKNES160E HEXLOC hexloc EXCEEDS STORAGE 

DMKHES175E {NETWORK | TRACE) ALREADY IN OSE BY OSERID 

DMKNES706E LINE addr NOT ENABLED 

DMKNET002E INVALID OPERAND - operand 

DMKNET003E INVALID OPTION - option 

DMKNETOOtS INVALID HEXLOC - hexloc 

DMKNET006E INVALID DEVICE TYPE - raddr 

DHKNET009E INVALID RANGE - range 

DHKNET021E RADDR MISSING OR INVALID 

DHKNET026E OPERAND HISSING OB INVALID 

DMKNET033E HEXLOC MISSING OR INVALID 

DMKNET040E DEV raddr DOES NOT EXIST 

DMKNET0U6E {DEV rid | type raddr) OFFLINE 

DMKNET0«t9E type raddr IN OSE 

DMKNET098E DEV rid MODE SWITCH NOT POSSIBLE 

DMKNET140E type raddr ATTACHED TO userid 

DMKNET160E HEXLOC hexloc EXCEEDS STORAGE 

DMKNLD002E INVALID OPERAND - operand 

DHKNLD006E INVALID DEVICE TYPE - raddr 

DMKNLD021E RADDR MISSING OB INVALID 

DMKNLD026E OPERAND MISSING OR INVALID 

DMRNLDCtOE DEV addr DOES NOT EXIST 

DHKNLD044E SYSTEM naae DOES NOT EXIST 

DMKNLD046E CTLR raddr OFFLINE 

DMKNLDiaOE CTLR raddr ATTACHED TO userid 

DMKNLD143E CTLR 'raddr* IN OSE BY SYSTEM 

DHKNLD471E CTLR raddr LOAD FAILED: ONRECOVERABLE I/O ERROR 

DMKNLD170E SYSTEM name EXCEEDS STORAGE 

DMKNLD171E SYSTEM name VOLID volid NOT MOONTED 

DHKNLD460E CTLR raddr LOAD FAILED: PROGRAH CHECK 

DMKNLD461R CTLB raddr IPL NOT REQOIRED; ENTER 'YES' TO CONTINOE 

DMKNLDa70E CTLR raddr LOAD FAILED: PAGING I/O ERROR 

DMKNLE003E INVALID OPTION - option 

DMKNLE006E INVALID DEVICE TYPE - raddr 

DMKNLE021E EADDR MISSING OR INVALID 

DMKNLE040E DEV addr DOES NOT EXIST 

DMKNLE0it6E CTLR raddr OFFLINE 
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KETiOEK (continued) 

DKKNLE140E CTLE raddr ATTACHED TO userid 
DHKNLE143E CTLH 'raddr' IN OSE BY SYSTEM 
DMKNLEU60E CTRL raddr DOHP FAILED: PROGEAM CHECK 

DMKNLE461E CTRL raddr IPL NOT EEQDIEED; ENTER 'YES' TO CONTINUE 
DMKNLE46tH CTRL raddr CC = 3 ; DEPRESS 370X "LOAD" BUTTON 
DMKNLE469E CTRL raddr DUMP FAILED; TEMP SPACE NOT AVAILABLE 
DMKNLE476E CTRL raddr DUMP FAILED: PAGING I/O ERROR 
DMKNLE471E CTRL raddr DUMP FAILED: UNRECOVERABLE I/O ERROR 

NOTEEADY 

DMKCPB006E INVALID DEVICE TYPE - addr 
DHKCPB022E VADDR MISSING OR INVALID 
DMKCPBOaOE DEV addr DOES NOT EXIST 

OEDEE 

DMKCSU003E INVALID OPTION - option 
DMKCSU006E INVALID DEVICE TYPE - addr 
DMKCSU008E INVALID SPOOLID -spoolid 
DMKCSU026E OPERAND MISSING OR INVALID 
DMKCS0027E SPOOLID MISSING OR INVALID 
DMKCSU028E CLASS MISSING OS INVALID 
DMKCSU035E DEVICE TYPE MISSING OR INVALID 
DMKCSD042E SPOOLID nnnn DOES NOT EXIST 

PUEGE 

DMKCSD003E INVALID OPTION - option 
DMKCSD006E INVALID DEVICE TYPE - addr 
DMKCSU008E INVALID SPOOLID -spoolid 
DKKCSU026E OPEEAND MISSING OE INVALID 
DMKCSD028E CLASS MISSING OE INVALID 
DMKCSD035E DEVICE TYPE HISSING OE INVALID 
DMKCS0042E SPOOLID nnnn DOES NOT EXIST 

DMKTCS240E PET cuu, FCB-FORMS MISMATCH, FILEID nnnn {HELDIPUEGED} 
DMKTCS2aiE PET cuu, INVALID LOAD MODULE mnnn SPECIFIED, 
FILE nnnn {HELDIPUEGED} 



QUEEY 

DMKCFC026E 
DMKCQG020E 
DMKCQG022E 
DMKCQG027E 
DMKCQG040E 
DMKCQG042E 
DMKCQG045E 
DMKCQP003E 
DMKCQP006E 
DMKCQP020E 
DMKCQP021E 
DMKCQP022E 
DMKCQP040E 
DMKCQPOaSE 
DMKCQP466I 
DMKCQE003E 
DMKCQE020E 
DMKCQE026E 
DMKCQR028E 
DHKCQR045E 
DMKCQY020E 
DMKCQY026E 
DMKCQY0U5E 



OPEEAND MISSING OE INVALID 
USEEID MISSING OE INVALID 
VADDE MISSING OS INVALID 
SPOOLID MISSING OE INVALID 
DEV addr DOES NOT EXIST 
SFOOLID nnnn DOES NOT EXIST 
userid NOT LOGGED ON 
INVALID OPTION - option 
INVALID DEVICE TYPE - addr 
USEEID MISSING OB INVALID 
EADDE MISSING OE INVALID 
VADDR MISSING OR INVALID 
DEV addr DOES NOT EXIST 
userid NOT LOGGED ON 
CTLR cuu IN BUFFER SLOWDOWN MODE 
INVALID OPTION - option 
USEEID MISSING OE INVALID 
OPEEAND MISSING OE INVALID 
CLASS MISSING OE INVALID 
userid NOT LOGGED ON 
USEEID HISSING OR INVALID 
OPERAND MISSING OR INVALID 
userid NOT LOGGED ON 



QVM 

DMKQVM020E 

DMKQVH800E 

DMKQVM801E 

DMKQVH802E 

DHKQVH803E 

DMKQVM806E 

DMKQVM807E 

DMKQVH809E 



INVALID 

OTHER VIRTUAL MACHINES LOGGED ON 
FREE STOBAGE PAGE IS NOT AVAILABLE 
COMMAND EEJECTED, DEVICES NOT DEDICATED 

SPOOL DEVICES NOT DEAINED 

VIRTUAL ADDEESS NOT EQUAL TO EEAL ADDEESS 

VH/370 ATTACHED PROCESSOR MODE 
COHMAND REJECTED, TRACE/ADSTOP IN EFFECT 



USERID MISSING OE 
COMMAND EEJECTED, 



COMMAND EEJECTED, 
COMHAND EEJECTED, 
COHHAND EEJECTED, 
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READY 

DMKCPB022E VADDR KISSING OB INVALID 

DMKCPB040E DEV addr DOES NOT EXIST 

DMKCPY006E INVALID DEVICE TYPE - addr 

REPEAT 

DMKCSO003E INVALID OPTION - option 

DHKCSO006E INVALID DEVICE TYPE - addr 

DMKCS0013E CONFLICTING OPERAND - operand 

DHKCS0021E RADDR HISSING OR INVALID 

DMKCSO030E COPIES HISSING OR INVALID 

DHKCS0040E DEV addr DOES NOT EXIST 

DHKCSO046E type raddr OFFLINE 

DHKCSOmOE type raddr ATTACHED TO userid 

DHKCS0141E type raddr NOT ACTIVE 

RESET 

DHKCPB022E VADDR HISSING OR INVALID 

uMKCPBOnOi:; uBv addr UO&S UO'i EXIST 

BEHIND 

DHKCPB006E INVALID DEVICE TYPE - addr 

DHKCPB022E VADDR HISSING OR INVALID 

DHKCPB040E DEV addr DOES NOT EXIST 



SAVESYS 

DHKCFH026E OPERAND HISSING OB INVALID 

DHKCFH044E SYSTEH nane DOES NOT EXIST 

DHKCFH170E SYSTEH naoe EXCEEDS STORAGE 

DHKCFH171E SYSTEH naae VOLID vclid NOT HOONTED 

DHKCFH172E SYSTEH naae DASD vaddr INCOHPATIBLE SYSBES 

DHKCFH173E SYSTEH nane EEQOIRES DASD vaddr 

DHKCFei79E SYSTEH naoe VOLID volid NOT CP OWNED 

DHKCFH300E SAVE BEQOEST BEYOND VIBTOAL MACHINE SIZE 

DHKCFH435E PAGING EEBOB WBITING SAVED SYSTEH 

DHKCFHa36E INTEBBOPT PENDING. TO PBOCEED, TYPE YES. TO END, TYPE NO, 

SET 

DHKCFO003E INVALID OPTION - option 

DHKCF0006E INVALID DEVICE TYPE - addr 

DHKCFO013E CONFLICTING OPTION - option 

DHKCFO020E OSEBID HISSING OB INVALID 

DHKCF0021E BADDE HISSING OB INVALID 

DHKCFO026E OPEBAND HISSING OB INVALID 

DHKCFOOUOE DEV addr DOES NOT EXIST 

DHKCFO041E LOGHSG nn DOES NOT EXIST 

DHKCFOOaSE userid NOT LOGGED ON 

DHKCFO046E type raddr OFFLINE 

DHKCFO140E type raddr ATTACHED TO userid 

DHKCF0ia3E type raddr IN OSE BY SYSTEH 

DHKCF0175E {FAVOEED| RESEBVE) ALEEADY IN OSE BY userid 

DHKCFOieaE VH ASSIST NOT AVAILABLE {ON PBOCESSOB proc addr} 

DHKCF0186E CP ASSIST NOT AVAILABLE 

DHKCF0188E SPECIFIED PBOCESSOB UNAVAILABLE 

DHKCFO250E 370E IS NOT AVAILABLE (ON PBOC xx) 

DHKCF0255W 370E FEATDBE NOW DISABLED 

DHKCFS003E INVALID OPTION - option 

DHKCFS006E INVALID DEVICE TYPE - addr 

DHKCFS026E OPERAND HISSING OB INVALID 

DHKCFS045E userid NOT LOGGED ON 

DHKCFS046E DEV type raddr OFFLINE 

DHKCFS052E ERROR IN CP DIRECTORY 

DHKCFS053E userid NOT IN CP DIRECTORY 

DHKCFS140E type raddr ATTACHED TO userid 

DHKCFS183E VH ASSIST NOT ACTIVE 

DHKCFS18UE VH ASSIST NOT AVAILABLE 

DHKCFS187E TIHER ASSIST NOT AVAILABLE 

DHKCFS188E SPECIFIED PROCESSOR UNAVAILABLE 

DHKCFS189E AFFINITY NOT SET; SYSTEH IN UNIPROCESSOR HODE 

DMKCFS190I NO AFFINITY SET IN THE DIEECTOBY 

DHKCFS250E 370E IS NOT AVAILABLE (ON PBOC xx) 
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SET (coQtiQued) 

DHKCPS251E 370E IS NOT ACTIVE 

DHKCFT062E ECMODE HOT SET OH 

DHKCFV063E SHADOW TABLE BYPASS; HOT SET 

DHKCFV080E HO PREALLOCATED YHSAVE ABEA 

DI9KCFT082E MOSE THAN OHE THSATE ABEA ALLOCATED; SOST SPECIFY ABEA NAHE 

DHKHCH003E INVALID OPTION - option 

DI1KHCH026E OPERAND HISSING OR IHVALID 

DHKHSG003E IHVALID OPTIOH - option 

DNKVAT064E SHADOW TABLE BYPASS; RESET 

SHOTDOWH 
None. 

SLEEP 

DBKCFC002E IHVALID OPERAHD - operand 

SHSG 

DIIKMSG002E OSERID HISSIHG OB INVALID 

DHKHSG045E Qserid HOT LOGGED OH 

DHKHSG057W userid HOT BECEIVIHG; {DISCONNECTED! SHSG OFF|HOT AOTHORIZED| WHG OFF} 

SPACE 

DHKCSO006E IHVALID DEVICE TYPE - addr 

DMKCSO021E RADDB HISSIHG OB IHVALID 

DMKCSO040E DEV addr DOES HOT EXIST 

DHKCSO046E type raddr OFFLIHE 

DHKCS0140E type raddr ATTACHED TO userid 

DHKCSOmiE type raddr HOT ACTIVE 

DNKSPS026E OPEBAHD HISSIHG OB IHVALID 

DHKSPS028E CLASS HISSIHG OR IHVALID 

DHKSPS037E TAPE raddr IHVALID FOR STORAGE COHHAND 

DHKSPS026E OPEBAHD HISSIHG OB IHVALID 

DHKSPS028E CLASS HISSIHG OR IHVALID 

DHKSPS037E TAPE raddr IHVALID FOB STORAGE COHHAND 

DHKSPS426E {BDB|TAPE} raddr SPOOL SPACE FOLL; FILE POBGED 

DHKSPS428E {PBT| POH |BDR|TAPE} raddr SPOOL EBROB; FILE {H£LD| PORGED} 

DHKSPT002E IHVALID OPERAHD - operand 

DHKSPT003E IHVALID OPTIOH - option 

DHKSPT006E IHVALID DEVICE TYPE - addr 

DHKSPT008E IHVALID SPOOLID - spoolid 

DHKSPT021E BADDR HISSIHG OB IHVALID 

DHKSPT040E DEV addr DOES HOT EXIST 

DHKSPT0h6E {DEV rid j type raddr} OFFLIHE 

DHKSPTiaOE type raddr ATTACHED TO userid 

DHKSPT143E type raddr IH OSE BY SYSTEH 

SPHODE 

DHKSPH026E OPEBAHD HISSIHG OB IHVALID 

DHKSPH804E SINGLE PROCESSOR HODE OH REJECTED 

DHKSPH805E SINGLE PROCESSOR HODE OFF REJECTED 

DHKSPH808I SINGLE PBOCESSOB HODE ACTIVE 

SPOOL 

DHKCSP003E IHVALID OPTIOH - option 

DHKCSP006E IHVALID DEVICE TYPE - addr 

DHKCSP007E IHVALID OSEBID - userid 

DHKCSP013E COHFLICTIHG OPERAHD - operand 

DHKCSP020E DSERID HISSIHG OB IHVALID 

DMKCSP022E VADDR HISSIHG OB INVALID 

DHKCSP026E OPERAHD HISSIHG OB IHVALID 

DHKCSP028E CLASS HISSIHG OB IHVALID 

DHKCSP030E COPIES HISSING OB INVALID 

DHKCSP040E DEV addr DOES HOT EXIST 

DHKCSP053E Userid HOT IH CP DIBECTORY 

DHKCSP2a3E FLASH HISSIHG OR IHVALID 

DHKCSP245E CHARS HISSIHG OB IHVALID 

DHKCSP246E FCB HISSIHG OB IHVALID 

DHKCSP253E HODIFY HISSING OR IHVALID 
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START 

DMKCSO003E INVALID OPTION - option 

DMKCS0006E INVALID DEVICE TYPE - addr 

DMKCSO013E CONFLICTING OPERAND - operand 

DMKCS0021E RADDE HISSING OB INVALID 

DMKCSO028E CLASS MISSING OR INVALID 

DMKCSO040E DEV addr DOES NOT EXIST 

DHKCSO0it6E type raddr OFFLINE 

DMKCSOIiiOE type raddr ATTACHED TO userid 

D!!KCS02t»3E FLASH MISSING OR INVALID 

DHKCS0245E CHARS MISSING OR INVALID 

DMKCS0246E FCB MISSING OR INVALID 

DMKCS0253E MODIFY MISSING OR INVALID 

STCP 

DMKCDS004S INVALID HEXLOC - hexloc 

DMKCDS005E INVALID HEXDATA - hexdata 

DHKCDS026E OPERAND MISSING OR INVALID 

DKKCDSOSSE HEXLOC HxSSImG 05 INVALID 

DMKCDS160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCDS162E INVALID ECR X - hexdata 

DMKCDS166E CHANGED SHARED PAGE NOT WRITTEN TO AUXILIARY STORAGE 

DMKVMA161E SHARED PAGE hexloc ALTERED BY userid 

STORE 

DMKCDSOOUS INVALID HEXLOC - hexloc 

DMKCDS005E INVALID HEXDATA - hexdata 

DMKCDS010E INVALID REGISTER - register 

DMKCDS012E INVALID PSW - psw 

DMKCDS026E OPERAND MISSING OR INVALID 

DMKCDS033E HEXLOC MISSING OR INVALID 

DHKCDS160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCDS162E INVALID ECR X - hexdata 

DHKCDS163E STORE EXCEEDS MAXIMUM REGISTER 

DHKCDSieaE HEXLOC hexloc NOM-ADDRESSABLE STORAGE 

DMKCDS166E CHANGED SHARED PAGE NOT WRITTEN TO AUXILIARY STORAGE 

DMKVMA181E SHARED SYSTEM name REPLACED WITH NON-SHARED COPY 

SYSTEM 

DHKCPB012E INVALID PSW -r psw 

DMKCPB026E OPERAND MISSING OR INVALID 

TAG 

DMKCST003E INVALID OPTION - option 

DMKCST006E INVALID DEVICE TYPE - addr 

DMKCST022E VADDE MISSING OR INVALID 

DMKCST026E OPERAND MISSING OR INVALID 

DMKCST027E SPOOLID MISSING OR INVALID 

DMKCST040E DEV addr DOES NOT EXIST 

DMKCST042E SPOOLID nnnn DOES NOT EXIST 

DMKCST424E RDE FILE SPOOL ERROR; FILE UNCHANGED 

TERMINAL 

DMKCFT002E INVALID OPERAND - operand 

DMKCFT006E INVALID DEVICE TYPE -r addr 

DMKCFT026E OPERAND MISSING OR INVALID 

TRACE 

DMKTRA002E INVALID OPERAND - operand 

DHKTRA003E INVALID OPTION - option 

DMKTRA013E CONFLICTING OPERAND - operand 

DMKTRA026E OPERAND MISSING OR INVALID 

DHKTRA180E TRACE NOT IN EFFECT 

DMKVMA181E SHARED SYSTEM naae REPLACED WITH NON-SHARED COPY 

TRANSFER 

DMKCSU003E INVALID OPTION - option 

DMKCSn007E INVALID USERID - userid 

DMKCSU008E INVALID SPOOLID - spoolid 

DMKCSU020E USERID MISSING OR INVALID 

DMKCSU026E OPERAND MISSING OR INVALID 

DMKCSU027E SPOOLID MISSING OR INVALID 
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TRANSFER (continued) 

DI1KCSD028E CLASS MISSING OS INVALID 
DMKCSD0a2E SPOOLID nnnn DOES NOT EXIST 
DHKCSD053E userid. NOT IN CP DIEECTOEY 

UNLOCK 

DHKGPV004S INVALID HEXLOC - hexloc 

DMKCPV009E INVALID EANGE - range 

DBKCPV020E DSEHID HISSING OE INVALID 

DBKCPV033E HEXLOC MISSING OB INVALID 

DMKCPVOaSE userid NOT LOGGED ON 

DMKCPV160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCPV165I PAGE 'hexloc* NOT LOCKED; SHAEED PAGE 

DMKCPV176E VIRTUAL = REAL AREA IN USE BY {DSEE ID | SYSTEM} 

DMKCPV202E VIRT=REAL AREA NOT AVAILABLE; INSOFFICIEST STORAGE 

DMKCPV203E V=R AREA REQUIRES IPL BY DEVICE ADDRESS 

DMKCPV204E INVALID PAGES (S) SPECIFIED, V=R AREA 

VARY 

DMKCPS003E INVALID OPTION - option 
DMKCPS021E RADDR MISSING OR INVALID 
DMKCPS026E OPERAND MISSING OR INVALID 
DMKCPS040E DEV addr DOES NOT EXIST 
DHKCPS049E type raddr IN USE 
DMKCPS123E DASD raddr CP OWNED 
DMKCPS12aE DASD raddr IN USE BY nnn USEES 
DMKCPS140E type raddr ATTACHED TO userid 
DMKCPSltt2E type raddr NOT DRAINED 
DMKCPS143E type raddr IN USE BY SYSTEM 
DMKCPS192E VARY PROCESSOR COMMAND FAILED 
DHKCPU021E RADDR MISSING OR INVALID 
DMKCPU191E PROCESSOR nn DOES NOT EXIST 
DMKCPni92E VARY PROCESSOR COMMAND FAILED 
DMKCPU193I PROCESSOR nn ONLINE 
DMKCP0194I PROCESSOR nn OFFLINE 

WNG 

DMKMSG003E INVALID OPTION - option 

DMKMSG020E USERID MISSING OE INVALID 

DMKMSG045E userid NOT LOGGED ON 

DMKMSG057W userid NOT EECEIVING; {DISCONNECTED! MSG OFF|WNG OFF} 



None. 

CP Spontaneous Messages 

DMKENHIt54I DEV rid DISABLED 

DMKENHU62I CTLR 'raddr' UNIT CHECK; IPL REQUIRED 
DMKRNH463I CTLR 'raddr' UNIT CHECK; RESTART IN PROGRESS 
DMKRNH464I CTLR 'raddr' CC=3; DEPRESS 370X "LOAD" BUTTON 
DMKRNH465I LINE TRACE TERMINATED DUE TO ERROR 
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CMS Message Summary 



ACCESS 

DMSACC002E FILE 'DHSfiOS TEXT' NOT FOUND 

DMSACC003E INVALID OPTION 'option' 

DMSACC017E INVALID DEVICE ADDRESS 'CUU' 

DHSACC048E INVALID HODE 'mode' 

DHSACC059E 'cau' ALEEADT ACCESSED AS READ/WRITE 'mode' DISK 

DHSACC060E FILE (S) » f n [ft [fffi]]' NOT FOOND. DISK »Bode(cuu) » WILL NOI BE ACCESSED 

DHSACC070E INVALID PAEAHETEE 'parameter' 

DMSACC109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSACC112S 'node (cua) • DEVICE ERROR 

DHSACC113S 'Bode (cua)' NOT ATTACHED 

DMSACC240S ERROR LOADING READ OS ROUTINE • DMSROS TEXT* 

DMSACC230W OS DISK-FILEID AND/OR OPTIONS SPECIFIED ARE IGNORED 

DMSACC723I mode (cuu) {R/0|R/W} [-OS|-DOS] 

DMSACC721H 'cuu' REPLACES 'mode (cua)' 

DMSACC725I cuu ALSO = 'mode' [-OS|-DOS] DISK 

DM3aCC726X *cuu iuodtii [/ext]' RELEASED 

AHSERV 

DMSAHS001E NO FILENAME SPECIFIED 

DHSAMS002E FILE 'fnamel AHSEEV NOT FOUND 

DMSABS003E INVALID OPTION 'option' 

DHSAMS006E NO READ/WBITE DISK ACCESSED FOR 'fname2 LISTING' 

DHSAHS007E FILE 'fnamel AHSEEV fm' NOT FIXED, 80-CHAB. RECORDS 

DHSAaS065E 'option' OPTION SPECIFIED THICE 

DHSAMS066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DHSAHS070E INVALID PARAMETER 'parameter' 

DMSAMS109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSAMS113S {TAPINITAPOUT} (addr) NOT ATTACHED 

DMSAMS136S UNABLE TO LOAD 'IDCAMS' 

DHSAMS228E NO DDNAHE ENTERED 

DHSAMS367R ENTER TAPE {INPUT | OUTPUT} DDNABES: 

DMSAMS722I FILE •fname2 LISTING fm' WILL HOLD AHSEEV OUTPUT 

DHSSTT062E INVALID CHARACTER 'char' IN FILEID {'fnamel AMSERV | 'f naffie2 LISTING'} 

ASM3705 

DMSARN001E NO FILENAME SPECIFIED 

DHSARH002E FILE 'fn ft' NOT FOUND 

DMSAEN003E INVALID OPTION 'option' 

DHSAEN004N WABNING MESSAGES ISSUED 

DMSARN006E NO READ/WRITE DISK ACCESSED 

DMSABN007E FILE 'fn ft fm« IS NOT FIXED, 80 CHAB. BECOBDS 

DHSAEN008W ERROR MESSAGES ISSUED 

DMSARN012H SEVERE ERROR MESSAGES ISSUED 

DHSARNOieS TERMINAL EBBOB MESSAGES ISSUED 

DMSARX001E NO FILENAME SPECIFIED 

DMSARX002E FILE 'fn ASM3705' NOT FOUND 

DMSABX003E INVALID OPTION 'option' 

DMSARX006E NO BEAD/WRITE DISK ACCESSED 

DMSARX007E FILE 'fn ASM3705' IS NOT FIXED, 80-CHAR. RECORDS 

DMSARX038E FILEID CONFLICT FOR DDNAME 'ASM3705' 

DMSARX052E MORE THAN 100 CHARS. OF OPTIONS SPECIFIED 

DMSARX070E INVALID PARAMETER 'parameter' 

DMSARX074E ERROR SETTING/RESETTING AUXILIARY DIRECTORY 

DMSARX075E DEVICE 'device' INVALID FOB INPUT 

ASSEMBLE 

DMSASM001E NO FILENAME SPECIFIED 

DMSASM002E FILE 'fn ASSEMBLE' NOT FOUND 

DMSASM003E INVALID OPTION 'option' 

DMSASM006E NO BEAD/WRITE DISK ACCESSED 

DMSASM007E FILE 'fn ASSEMBLE' IS NOT FIXED, 80-CHAR. RECORDS 

DMSASM038E FILEID CONFLICT FOR DDNAME 'ASSEMBLE' 

DMSASM052E MORE THAN 100 CHARS. OF OPTIONS SPECIFIED 

DMSASM070E INVALID PABAMETEE 'parameter' 

DMSASM074E ERROR [RE]SETTING AUXILIARY DIBECTOBY 

DMSASM075E DEVICE 'device' INVALID FOR INPUT 
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ASSGN 

DHSASN003E INVALID OPTION 'option* 

DI!SaSN027E INVALID DEVICE 'device' 

DHSASN028E NO LOGICAL ONIT SPECIFIED 

DMSASN029E INVALID PARAHETEE 'parameter' IN THE OPTION 'option' FIELD 

DMSASN035E INVALID TAPE HODE 

DMSASN050E PARAttETEB HISSING AFTER SYSxxx 

DHSASN065E 'option' OPTION SPECIFIED TWICE 

DHSASN066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DHSASN069E DISK 'node' NOT ACCESSED 

DMSASN070E INVALID PARAHETEE 'parameter' 

DHSASN087E INVALID ASSIGNHENT OF 'STSxxx' TO DEVICE 'device' 

DHSASN090E INVALID DEVICE CLASS 'device class' FOR 'device' 

DHSASN099E CHS/DOS ENVIEONHENT NOT ACTIVE 

DHSASN113S ' {TAPn|Bode|EEADEE|PONCH| PRINTER} (cuu) » NOT ATTACHED 

DHSASN366E NO CHS/DOS SUPPORT FOE NATIVE 3350 DISK 

CMSBATCH 

DHSBTB100E NO BATCH PROCESSOR AVAILABLE 

DHSBTB101E BATCH HOT LOADED 

DMSBTP105E NO, JOB CARD PROVIDED 

DHSBTP106E JOB CARD FORHAT INVALID 

DHSBTP107E CP/CHS COHHAND 'command, (device) • NOT ALLOWED 

DHSBTP108E /SET CARD FORHAT INVALID 

DMSBTP109E {CPU | PR INTER | PUNCH} LIMIT EXCEEDED 

COMPARE 

DMSCMP002E FILE ' f n [ft [fm]]' NOT FOUND 

DMSCMP003E INVALID OPTION 'option' 

DMSCHP005E NO 'option' COLUHN SPECIFIED 

DMSCMP009E COLUMN 'col' EXCEEDS EECOED LENGTH 

DMSCMP010E PREMATURE EOF ON FILE ['fn ft [fm']] 

DHSCHP011E CONFLICTING FILE FORMATS 

DMSCMP019E IDENTICAL FILEIDS 

DHSCHP029E INVALID PARAHETEE 'parameter' IN THE option 'COL' FIELD 

DHSCMP05«E INCOHPLETE FILEID [ ' f n [ft]'] SPECIFIED 

DHSCHP062E INVALID * IN FILEID 

DHSCMP104S EEBOS 'nn' READING FILE ' f n ft fm' FROM DISK 

DHSCMP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSCMP179I COMPARING 'fn ft fm' WITH ' f n ft fm' 

DHSCMP209W FILES DO NOT COMPARE 

DMSCMP211E COLUMN FIELDS OUT OF SEQUENCE 

COPY 

DMSCPY002E [ INPUT| OVERLAY] FILE[ (S) ] [ ' f n [ft [fm]]'] NOT FOUND 

DHSCPY003E INVALID OPTION 'option' 

DMSCPY02UE FILE «fn ft fm« ALREADY EXISTS, SPECIFY 'REPLACE' 

DHSCPY029E INVALID PARAMETER 'parameter' IN THE 'option' OPTION FIELD 

DMSCPY030E FILE 'fn ft fm' ALREADY ACTIVE 

DHSCPY037E DISK 'ffiode[ (cuu) ]• IS READ/ONLY 

DHSCPY042E NO FILEID[ (S) ] SPECIFIED 

DMSCPY048E INVALID HODE 'mode' 

DHSCPY054E INCOHPLETE FILEID SPECIFIED 

DMSCPY062E INVALID CHAR '[=|*|char]' IN FILEID '[fn ft fm]' 

DMSCPY063E NO [ {TRANSLATION! SPECIFICATION} ] LIST ENTERED 

DHSCPY064E INVALID [TRANSLATION] SPECIFICATION AT OR NEAE ' • 

DHSCPY065E 'option' OPTION SPECIFIED TWICE 

DHSCPY066E 'option' AND 'option' AEE CONFLICTING OPTIONS 

DHSCPY067E COHBINED INPUT FILES ILLEGAL WITH PACK OR UNPACK OPTIONS 

DHSCPY068E INPUT FILE 'fn ft fm' NOT IN PACKED FORMAT 

DMSCPY101S SPECS TEMP STRING STORAGE EXHAUSTED AT ' ' 

DMSCPY102S TOO MANY FILEIDS 

DMSCPY103S NUHBER OF SPECS EXCEEDS HAX 20 

DMSCPY156E 'FROM nnn' NOT FOUND — FILE ' f n ft fm" HAS ONLY 'nnn' RECORDS 

DMSCPY157E LABEL 'label' NOT FOUND IN FILE 'fn ft fm' 

DHSCPY172E TOLABEL 'label' {EQUALS| IS AN INITIAL SUBSTRING OF} FRLABEL 'label' 

DMSCPY173E NO RECORDS WERE COPIED TO OUTPUT FILE 'fn ft fm' 

DMSCPY601R ENTER SPECIFICATION LIST: 

DMSCPY602R ENTER TRANSLATION LIST: 

DMSCPY721I COPY ' f n ft fm' [ {TO | APPEND | OVLY} ' f n ft fm* {OLD|NEW} FILE] 

DHSCPY901T UNEXPECTED ERROR AT 'addr': PLIST 'plist' AT ' addr ' , BASE 'addr', RC 'nn' 

DHSCPY903T IHPOSSIBLE PHASE CODE 'hh' 

DHSCPY904T UNEXPECTED UNPACK ERROR AT 'addr', BASE 'addr' 
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CPEEEP 

DKSIFC002E FILE "fn ft [fm]» NOT FOUND 

DMSIFC007E FILE 'fn ft fB« IS NOT FIXED, 80 CHAR. RECORDS 

DMSIFC023E NO FILETYPE SPECIFIED 

DMSIFC070E INVALID PARAMETER 'parameter* 

DMSIFCIOUS ERROR 'nil' READING FILE 'fn ft fm* FROM DISK 

DHSIFC825E CLEAR IS VALID ONLY WHEN SPECIFIED BY ITSELF 

DMSIFC826E EREP TXTLIBS NOT FOUND 

DHSIFC828I CPEEEP ZERO OR CLEAR HAS BEEN COMPLETED 

DHSIFC829W ATTEMPTED 'ZERO' WAS SUPPRESSED. REQUIRES PRIVILEDGE CLASS F 

DMSIFC831E MORE THAN 100 CHARS. OF OPTIONS SPECIFIED 

DMSREA830E I/O ERROR READING A BLOCK OF RECORDS FROM THE ERROR RECORDING CYLINDERS 

DMSIFC832S SOFTWARE INCOMPATIBILITY AT THE CPEREP-EREP INTERFACE. CODE=nnn 

DEBUG 

DMSDBG113S PRINTER (cuu) NOT ATTACHED 

DMSDBG728I DEBUG ENTERED [EXTERNAL INT | BREAKPOINT nn AT XXXXXX] 

DISK 

DMSDSK002E FILE[ (S) ] [ • f n [ft [fai]]«] NOT FOUND 

DMSDSK014E INVALID FUNCTION •function" 

DMSDSK037E DISK •mode[ (cuu) ]• IS READ/ONLY 

DMSDSK047E NO FUNCTION SPECIFIED 

DMSDSK01t8E INVALID MODE 'node* 

DMSDSK054E INCOMPLETE FILEID SPECIFIED 

DMSDSK062E INVALID * IN FILEID ['fn ft fa'] 

DMSDSK070E INVALID PARAMETER • parameter' 

DMSDSK077E END CARD MISSING FROM INPUT DECK 

DHSDSK078E INVALID CARD IN INPUT DECK 

DMSDSK104S ERROR 'nn* READING FILE • f n ft fn' FROM DISK 

DMSDSK105S ERROR 'nn' WRITING FILE 'fn ft fa* ON DISK 

DMSDSK118S ERROR PUNCHING FILE 

DMSDSK124S ERROR READING CARD FILE 

DMSDSK205W READER EMPTY OR NOT READY 

DLBL 

DMSDLB001E NO FILENAME SPECIFIED 

DMSDLB003E INVALID OPTION •option' 

DMSDLB005E NO ' {CAT| BUFSP} • SPECIFIED 

DMSDLB023E NO FILETYPE SPECIFIED 

DMSDLB048E INVALID MODE 'aode' 

DMSDLB050E PARAMETER MISSING AFTER DDNAME 

DMSDLB065E 'option' OPTION SPECIFIED TWICE 

DMSDLB066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSDLB070E INVALID PARAMETER 'parameter' 

DMSDLB086E INVALID DDNAME 'ddname' 

DMSDLB109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSDLB220R ENTER DATA SET NAME: 

DMSDLB221E INVALID DATA SET NAME 

DMSDLB301E •SYSxxx^ NOT ASSIGNED FOR DISK •fm' 

DMSDLB302E NO SYSXXX OPERAND SPECIFIED 

DMSDLB304E INVALID OPERAND VALUE 'value' 

DMSDLB305E INCOMPLETE EXTENT RANGE 

DMSDLB306E SYSxxx NOT ASSIGNED FOR 'IGNORE' 

DHSDLB307E CATALOG DDNAME 'ddname' NOT FOUND 

DMSDLB308E 'mode' DISK IN [ NON- ]CMS FORMAT: INVALID FOR [NON-]CHS DATASET 

DMSDLB320I MAXIMUM NUMBER OF DISK ENTRIES RECORDED 

DMSDLB321I MAXIMUM NUMBER OF EXTENTS RECORDED 

DMSDLB322I DDNAME 'ddname' NOT FOUND: NO CLEAR EXECUTED 

DMSDLB323I {MASTER (JOB) CATALOG DLBL CLEARED 

DMSDLB324I NO USER DEFINED DLBL'S IN EFFECT 

DMSDLB330R ENTER VOLUME SPECIFICATIONS: 

DMSDLB331R ENTER EXTENT SPECIFICATIONS: 

DOSLIB 

DMSDSL002E FILE 'fn DOSLIB' NOT FOUND 

DMSDSL003E INVALID OPTION 'option* 

DMSDSL013W PHASE •phase^ NOT FOUND IN LIBRARY 'fn DOSLIB fm' 

DMSDSL014E INVALID FUNCTION 'function' 

DMSDSL037E DISK 'mode' IS READ/ONLY 

DMSDSL046E NO LIBRARY NAME SPECIFIED 

DMSDSL047E NO FUNCTION SPECIFIED 

DMSDSL069E DISK 'mode' NOT ACCESSED 
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DOSLIB (continued) 

DHSDSL070E INVALID PARAMETER ' parameter* 

DMSDSL098E NO PHASE NAME SPECIFIED 

DMSDSL104S ERROR 'nn' READING FILE 'fn DOSLIB fm« FROM DISK 

DMSDSL105S ERROR 'nn' WRITING FILE • f n ft fm* ON DISK 

DMSDSL213W LIBRARY 'fn DOSLIB fa* NOT CREATED 

DOSLKED 

DMSDLK001E NO FILENAME SPECIFIED 

DMSDLK003E INVALID OPTION 'option' 

DMSDLK006E NO READ/SRITE DISK ACCESSED 

DMSDLK007E FILE • f n ft fn' IS NOT FIXED, 80 CHAR. RECORDS 

DMSDLK070E INVALID PARAMETER 'parameter' 

DHSDLK099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSDLK104S ERROR 'nn« READING FILE 'fn ft fm' FROM DISK 

DMSDLK105S ERROR 'nn' WRITING FILE 'fn ft fm' ON DISK 

DMSDLK210E LIBRARY 'fn ft' IS ON A READ-ONLY DISK 

DMSDLK245S ERROR 'nnn' ON PRINTER 

DSERV 

DMSDSV003E INVALID OPTION 'option' 

DMSDSV021H HO TRANSIENT DIRECTORY 

DMSDSV022W NO CORE IMAGE DIRECTORY 

DMSDSV023B NO RELOCATABLE DIRECTORY 

DMSDSV024W NO PSOCEDORE DIRECTORY 

DMSDSV025H NO SOURCE STATEMENT DIRECTORY 

DMSDSV026W 'phase' NOT IN LIBRARY 

DMSDSV027E INVALID DEVICE 'nn* 

DMSDSV027W NO PRIVATE CORE IMAGE LIBRARY 

DMSDSV028W NO {PRIVATE | SYSTEM} TRANSIENT DIRECTORY ENTRIES 

DMSDSV0a7E NO FUNCTION SPECIFIED 

DMSDSV065E 'option' OPTION SPECIFIED TWICE 

DMSDSV066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSDSV070E INVALID PARAMETER 'parameter' 

DMSDSV095E INVALID ADDRESS 'address' 

DMSDSV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSDSV105S ERROR 'nn' WRITING FILE 'DSERV MAP A5 ' ON DISK 

DMSDSV2a5S ERROR 'nnn' ON PRINTER 

EDIT 

DMSEDI003E INVALID OPTION 'option' 

DMSEDI024E FILE 'fn ft fm' ALREADY EXISTS 

DMSEDI029E INVALID PARAMETER • parameter' IN THE OPTION 'option' FIELD 

DMSEDI044E RECORD LENGTH EXCEEDS ALLOWABLE MAXIHOM 

DMSEDI05UE INCOMPLETE FILEID [ ' f n [ft]'] SPECIFIED 

DMSEDI076E ACTUAL RECORD LENGTH EXCEEDS THAT SPECIFIED 

DMSEDI104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSEDI105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSEDI117S ERROR WRITING TO DISPLAY TERMINAL 

DMSEDI132S FILE 'fn ft fm' TOO LARGE 

DMSEDIia3S UNABLE TO LOAD SAVED SYSTEM OR LOAD MODULE 

DMSEDI144S REQUESTED FILE IS IN ACTIVE STATUS 

ERASE 

DMSERS002E FILE[ (S) ] [ 'fn [ft [fm]]'] NOT FOUND 

DMSEES003E INVALID OPTION 'option' 

DMSEES037E DISK 'mode (cuu) • IS READ/ONLY 

DMSERSOUSE INVALID MODE 'mode' 

DMSERSOSaE INCOMPLETE FILEID [ ' f n [ft]'] SPECIFIED 

DMSERS069E DISK 'mode' NOT ACCESSED 

DMSERS070E INVALID PARAMETER 'parameter' 

DMSERS071E ERASE ♦ ♦ [fm|*] NOT ALLOWED 

DMSERS109T VIRTUAL STORAGE CAPACITY EXCEEDED 

ESEEV 

DMSERV001E NO FILENAME SPECIFIED 
DMSEEV002E FILE 'fn ESERV NOT FOUND 
DMSERV006E NO READ/WRITE DISK ACCESSED 
DMSERV027E INVALID DEVICE 'device' FOR SYSxxx 
DMSERV037E DISK 'mode' IS READ/ONLY 
DMSERV070E INVALID ARGUMENT 'argument' 
DMSERV099E CMS/DOS ENVIRONMENT NOT ACTIVE 



Appendix A. Command-to-Hessage Cross-Ref ec ence 221 



DMS 



EXEC 

DMSEXC001E NO FILENAHE SPECIFIED 

DMSEXT072E EBEOR IN EXEC FILE fn, LINE nnn - message 

FETCH 

DBSFCH016E NO PRIVATE CORE IMAGE LIBRARY FOOND 

DMSFCH104S ERROR 'nil' READING FILE ' f n ft fm' FROH DISK 

DMSFCH109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSFCH113S DISK (cuu) NOT ATTACHED 

DHSFCH115E PHASE LOAD POINT LESS THAN 'address* 

DMSFCH411S INPUT ERROR CODE 'nn' ON {SYSRESj SYSCLB} 

DHSFCH777S DOS PARTITION TOO SMALL TO ACCOMMODATE FETCH REQUEST 

DMSFET003E INVALID OPTION 'option' 

DMSFET004E PHASE 'phase' NOT FOUND 

DMSFET029E INVALID PARAMETER 'parameter' IN THE OPTION 'ORIGIN' FIELD 

DMSFET070E INVALID PARAMETER 'parameter' 

DMSFET098E NO PHASE NAME SPECIFIED 

DMSFET099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSFET710I PHASE 'phase' ENTRY POINT AT LOCATION xzxxzx 

DHSLIO055E NO ENTRY POINT DEFINED 

DMSLIO740I EXECUTION BEGINS... 

FILEDEF 

DMSFLD003E INVALID OPTION 'option' 

DMSFLD023E NO FILETYPE SPECIFIED 

DMSFLD027E INVALID DEVICE 'device name' 

DMSFLD029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSFLD035E INVALID TAPE MODE 

DMSFLD050E PARAMETER MISSING AFTER DDNAME 

DMSFLD065E 'option' OPTION SPECIFIED TWICE 

DMSFLD066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSFLD069I DISK 'mode* NOT ACCESSED 

DMSFLD070E INVALID PARAMETER 'parameter' 

DMSFLD220H ENTER DATA SET SAME: 

DMSFLD221E INVALID DATA SET NAME 'data set name' 

DMSFLD224E FILEID ALREADY IN USE 

DHSFLDa20E NSL EXIT FILENAHE MISSING OR INVALID 

DMSFLD70ai INVALID CLEAR REQUEST 

DMSSTT228I USER LABELS BYPASSED ON DATA SET 'data set name' 

DMSQEY324I NO USER DEFINED FILEDEF' s IN EFFECT 

FORMAT 

DMSFOH003E INVALID OPTION 'option' 

DHSFOR005E NO 'option' SPECIFIED 

DMSFOR017E INVALID DEVICE ADDRESS 'cuu' 

DMSFOR028E NO DEVICE SPECIFIED 

DMSFOR037E DISK 'mode[ (cuu) ]' IS READ/ONLY 

DMSFOR048E INVALID MODE 'mode' 

DMSFOR069E DISK {' mode' | 'cuu'} NOT ACCESSED 

DMSFOE070E INVALID PARAMETER 'parameter' 

DMSF0R113S {TAPn (CUU) I mode (CUU) I READER I PUNCH I PRINTER) NOT ATTACHED 

DMSF0H114S 'CUU' IS AN UNSUPPORTED DEVICE TYPE 

DHSFOR125S PERMANENT UNIT CHECK ON DISK ' mode (cuu) ' 

DMSP0R114S 'cuu' IS AN UNSUPPORTED DEVICE, OR REQUESTED BLKSI2E IS NOT 

SUPPORTED FOR THE DEVICE 
DMSFOR126S ERROR {READ| f RIT} ING LABEL ON DISK 'mode(cuu)' 
DMSF0R2iaW CANNOT RECOMPUTE WITHOUT LOSS OF DATA. NO CHANGE. 
DMSF0R216E INSUFFICIENT BLOCKS ON DISK TO SUPPORT CMS DISK STRUCTURE 
DMSFOR603R FORMAT WILL ERASE ALL FILES ON DISK 'mode (cuu)'. 

DO YOU WISH TO CONTINUE? (YES (NO): 
DMSFOR605R ENTER DISK LABEL: 
DMSFOR705I DISK REMAINS UNCHANGED 

DMSFOR732I 'nnn' CYLINDERS FORMATTED ON DISK •mode(cuu)' 

DMSFOR732I 'nnn' {CYLINDERS |FB-512 BLOCKS} FORMATTED ON DISK ' mode (cuu) ' 
DMSFOR733I FORMATTING DISK 'mode' 

GENDIRT 

DMSGND002W FILE[ (S) ] ['fn [ft [fm]]'] NOT FOUND 
DMSGND021E ENTRY POINT 'name' NOT FOUND 
DMSGND022E NO DIRECTORY NAME SPECIFIED 
DHSGND070E INVALID PARAMETER ' parameter' 
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GENMOD 

DMSMOD003E IHVALID OPTION 'option* 

DMSHOD005E NO • {FBOM| TO} ENTRY' SPECIFIED 

DMSI1OD021E ENTBY POINT 'name' NOT FOOND 

DMSBOD032E INVALID FILETYPE 'ft' 

DMSMOD037E DISK 'mode' IS READ/ONLY 

DHSHOD040E NO FILES LOADED 

DMSHOD070E INYALID PARAHETER 'parameter' 

DHSBOD08UE INVALID USE OF 'FROM' AND 'TO' OPTIONS 

DKSMOD105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSSTTOaSE INVALID MODE 'node' 

DHSSTT069E DISK 'mode' NOT ACCESSED 

GEN3705 

DBSGRN002E FILE 'fn ft [fm]' NOT FOOND 

DHSGRN003E INVALID OPTION 'option' 

DMSGRN007E FILE «fn ft' IS NOT FIXED, 80 CHAR. RECORDS 

DBSGRN048E INVALID MODE 'mode' 

DHSGRN054E INCOMPLETE FILEID SPECIFIED 

DHSGRN078E INVALID CARD IN INPOT FILE '80 character card image' 

GLOBAL 

DMSGLB002W FILE 'fn ft' NOT FOUND 
DBSGLB014E INVALID FUNCTION 'function' 
DBSGLB047E NO FUNCTION SPECIFIED 
DBSGLB108S BORE THAN 8 LIBRARIES SPECIFIED 

HELP 

DBSHLP002E INPUT FILE (S) ' f E ft fm' NOT FOUND 

DBSHLP003E INVALID OPTION 'option' 

DBSHLP104S ERROR 'nn' READING FILE 'fn ft fm' FROM DISK 

DBSHLP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DBSHLP250S I/O ERROR OR DEVICE ERROR 

DMSHLP251E HELP PROCESSING ERROR CODE nn - 'description' 

DBSHLP252E VALID OPTIONS ARE = DESC FORH PARB ALL 

DBSHLP907T I/O ERROR ON FILE ' f n ft fm' 

INCLUDE 

DBSLGT002I FILE 'fn TXTLIB ' NOT FOUND 

DBSLIO001E NO FILENAME SPECIFIED 

DBSLIO002E FILE [ ' f n [ft [ f m ] ] ' ] NOT FOOND 

DMSLIO003E INVALID OPTION 'option' 

DBSLI0005E NO 'option' SPECIFIED 

DBSLIO021E ENTRY POINT 'name' NOT FOUND 

DBSLI0029E INVALID PARABETER 'parameter' IN THE OPTION 'option' FIELD 

DBSLI0055E NO ENTRY POINT DEFINED 

DBSLI0056E FILE 'fn ft f m ' CONTAINS INVALID RECORD FORMATS 

DBSLI0099E CMS/DOS ENVIRONMENT ACTIVE 

DBSLI0104S ERROR 'nn' READING FILE 'fn ft fm' FROM DISK 

DBSLIO105S ERROR 'nn' WRITING FILE • f n ft fm' ON DISK 

DBSLI0109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSLI0116S LOADER TABLE OVERFLOW 

DMSLI0168S PSEODO REGISTER TABLE OVERFLOW 

DMSLI0169S ESDID TABLE OVERFLOW 

DBSLIO201W THE FOLLOWING NABES ARE UNDEFINED: 

DMSLIO202H DUPLICATE IDENTIFIER 'identifier' 

DMSLI0203W "SET LOCATION COUNTER" NAME 'name' UNDEFINED 

DMSLIO206W PSEUDO REGISTER ALIGNMENT ERROR 

DMSLI07aOI EXECUTION BEGINS ... 

DMSLI0907T I/O ERROR ON FILE ' f n ft fm' 

LABELDEF 

DMSLBD003E INVALID OPTION - option 

DBSLBD029E INVALID PARABETER 'parameter' IN THE OPTION 'option* FIELD 

DBSLBD065E 'option' OPTION SPECIFIED TWICE 

DBSLBD066E 'option' and 'option' ARE CONFLICTING OPTIONS 

DBSLBD070E INVALID PARABETER 'parameter' 

DBSLBD221E INVALID DATA SET NABE 

DMSLBD32'H NO USER DEFINED LABELDEF's IN EFFECT 

DMSLBD704I INVALID CLEAR REQUEST 
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LISTDS 

DHSLDS002E DATA SET NOT FOUND 

DBSLDS003E INVALID OPTION 'option' 

DMSLDSOaSE INVALID MODE 'mode' 

DMSLDS069E DISK 'mode' NOT ACCESSED 

DHSLDS220E ENTER DATA SET NAME: 

DMSLDS221E INVALID DATA SET NAME 

DMSLDS222E I/O ERROR READING 'data set name' FROM ('f m' ( 0S( DOS} DISK 

DMSLDS223E NO FILEMODE SPECIFIED 

DMSLDS226E NO DATA SET NAME ALLOWED WITH FREE OPTION 

DMSLDS227W INVALID EXTENT FOUND FOR • datasetname' ON {'f m' | OS | DOS} DISK 

DMSLDS229I NO MEMBERS FOUND 

DMSLDS231E I/O ERROR READING VTOC FROM 'fm' DISK 

DMSLDS233I NO FREE SPACE AVAILABLE ON 'fa' DISK 

LISTFILE 

DMSLST002E FILE NOT FOUND 

DHSLST003E INVALID OPTION 'option' 

DMSLST037E DISK 'BOde[ (cuu) ]' IS READ/ONLY 

DMSLST0U8E INVALID MODE 'mode' 

DMSLST066E 'option' and 'option' ARE CONFLICTING OPTIONS 

DMSLST069E DISK {' mode' | 'cuu'} NOT ACCESSED 

DMSLST070E INVALID PARAMETER 'parameter' 

DMSLST105S ERROR 'nn' WRITING FILE ' f n ft fm« ON DISK 

LISTIO 

DMSLLU003E INVALID OPTION 'option' 

DMSLLU006E NO READ/WRITE 'A' DISK ACCESSED 

DMSLLU070E INVALID PARAMETER 'parameter' 

DMSLLUOSSE CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSLLUIOSS ERROR 'nn' WRITING FILE ' $LISTIO EXEC AT ON DISK 

DMSLLU303E NO STSXXX SATISFIES REQUEST 

LKED 

DMSLKD001E NO FILENAME SPECIFIED 

DMSLKD002E FILE 'fn ft' NOT FOUND 

DMSLKD004W WARNING MESSAGES ISSUED 

DMSLKD005E NO 'keyword' SPECIFIED 

DMSLKD006E NO READ/WRITE DISK ACCESSED 

DMSLKD007E FILE 'fn ft' IS NOT FIXED, 80-CHAR. RECORDS 

DMSLKD008W ERROR MESSAGES ISSUED 

DMSLKD012W SEVERE ERROR MESSAGES ISSUED 

DMSLKD016W TERMINAL ERROR MESSAGES ISSUED 

DMSLKD070E INVALID PARAMETER 'parameter' 

LOAD 

DMSLGT002I FILE 'fn' TXTLIB NOT FOUND 

DMSLIO001E NO FILENAME SPECIFIED 

DMSLIO002E FILE[ (S) ] [ ' f n [ft [fm]]'] NOT FOUND 

DMSLI0003E INVALID OPTION 'option' 

DMSLI0005E NO 'option' SPECIFIED 

DMSLI0021E ENTRY POINT 'name' NOT FOUND 

DMSLIO029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSLI0055E NO ENTRY POINT DEFINED 

DMSLI0056E FILE 'fn ft fm' CONTAINS INVALID RECORD FORMATS 

DMSLIO099E CMS/DOS ENVIRONMENT ACTIVE 

DMSLIO104S ERROR 'nn' READING FILE 'fn ft fm' FROM DISK 

DMSLIO105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSLIO109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSLI0116S LOADER TABLE OVERFLOW 

DMSLI0168S PSEUDO REGISTER TABLE OVERFLOW 

DMSLI0169S ESDID TABLE OVERFLOW 

DMSLI0201W THE FOLLOWING NAMES ARE UNDEFINED: 

DMSLIO202W DUPLICATE IDENTIFIER 'IDENTIFIER' 

DMSLIO203W "SET LOCATION COUNTER" NAME 'name' UNDEFINED 

DMSLIO206W PSEUDO REGISTER ALIGNMENT ERROR 

DWSLI0740I EXECUTION BEGINS 

DMSLI0907T I/O ERROR ON FILE ' f n ft fm' 
DMSSTT062E INVALID * IN FILEID 
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LOADHOD 

DMSMOD001E HO FILENAME SPECIFIED 

DMSHOD002E FILE [ • f n [ft]'] NOT FODND 

DMSBOD032E INVALID FILETTPE 'ft« 

DMSHOD070E INVALID PAEAHETEE 'parameter' 

DMSHOD104S EEHOE 'nn' BEADING FILE « f n ft fm' FROM DISK 

DMSHODT09S VIETITAL STOEAGE CAPACITY EXCEEDED 

DMSHODIIUE 'fn ft fm' NOT LOADED; CHS/DOS ENVIRONMENT [NOT] ACTIVE 

DMSM0D116S LOADER TABLE OVERFLOW 

DMSSLN002E FILE 'fn ft' NOT FOOND 

DMSSLN104E ERROR »nn' READING FILE 'fn ft fm' FROM DISK 

DMSSTT048E INVALID MODE 'mode' 

MACIIB 

DMSLBM001E NO FILENAME SPECIFIED 

DMSLBM002E FILE [ ' f n [ft]'] NOT FODND 

DMSLBM002W FILE 'fn ft [fm]' NOT FOOND 

DMSLBM003E INVALID OPTION 'option' 

DMSLBM013W MEMBER 'name* NOT FODND IN LIBEAEY 'fn ft fm' 

DMSLBM014E INVALID FDNCTION 'function' 

DMSLBM037E DISK •mode[ (cuu) ]• IS READ/ONLY 

DMSLBM046E NO LIBRARY NAME SPECIFIED 

DMSLBM047E NO FDNCTION SPECIFIED 

DMSLBM056E FILE 'fn ft fm' CONTAINS INVALID RECORD FORMATS 

DMSLBM069E DISK 'mode' NOT ACCESSED 

DMSLBM070E INVALID PARAMETER 'parameter' 

DMSLBM104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DHSLBM105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSLBM109S VIRTOAL STORAGE CAPACITY EXCEEDED 

DMSLBM157S MACLIB LIMIT EXCEEDED [, LAST MEMBER NAME ADDED HAS ' membername' ] 

DMSLBM167S PREVIODS MACLIB FDNCTION NOT FINISHED 

DMSLBM213W LIBRARY ' f n ft fm' NOT CREATED 

DBSLBM907T I/O ERROR ON FILE • f n ft fm' 

MODMAP 

DMSMDP001E NO FILENAME SPECIFIED 
DMSMDP002E FILE [ ' f n [ft [fm]]'] NOT FODND 
DHSMDP018E NO LOAD MAP AVAILABLE 
DMSMDP070E INVALID PARAMETER 'parameter' 

MOVEFILE 

DMSMVE002E FILE[ (S) ]['fn [ft [fm]]'] NOT FODND 

DMSMVE003E INVALID OPTION 'option' 

DMSMVE037E ODTPDT DISK 'mode' IS READ/ONLY 

DMSMVEOaiE INPDT AND ODTPDT FILES ARE THE SAME 

DMSMVE069E ODTPDT DISK 'mode' IS NOT ACCESSED 

DMSMVE070E INVALID PARAMETER 'parameter* 

DMSMVE075E DEVICE 'device name' ILLEGAL FOR {INPDT| ODTPDT} 

DMSMVE086E INVALID DDNAME 'ddname' 

DMSMVE127S DNSDPPOETED DEVICE FOR 'ddname' 

DMSMVE128S I/O ERROR ON INPDT AFTER READING 'nnnn' RECORDS: INPDT ERROR CODE code ON ddname 

DMSMVE129S I/O ERROR ON ODTPDT WRITING RECORD NDMBER 'nnnn': ODTPDT ERROR code ON ddni me 

DMSMVE130S BLOCKSIZE ON V FORMAT FILE 'ddname' IS LESS THAN 9 

DMSMVE225I PDS MEMBER 'membername' MOVED 

DMSMVE226I END OF PDS MOVE 

DMSMVE706I TERM INPDT — TYPE NOLL LINE FOE END OF DATA 

DMSMVE708I DISK FILE 'FILE ddname AT ASSOMED FOR DDNAME 'ddname' 

OPTION 

DMSOPT070E INVALID PARAMETEE 'parameter' 
DMSOPT099E CMS/DOS ENVIEONMENT NOT ACTIVE 

PRINT 

DHSPRT002E FILE 'fn ft fm' NOT FOOND 

DMSPRT003E INVALID OPTION 'option' 

DMSPET008E DEVICE 'cuu' {INVALID OR NONEXISTENT J DHSOPPORTED DEVICE TYPE) 

DMSPRT013E MEMBER 'name' NOT FOOND IN LIBRARY 

DMSPRT029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSPRT033E FILE 'fn ft fm' IS NOT A LIBRARY 

DMSPRT039E HO ENTRIES IH LIBRABY 'fn ft fm' 

DMSPBTOaiJE RECORD LEHGTH EXCEEDS ALLOWABLE MAXIMDM 

DMSPRT048E IHVALID MODE 'mode' 
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PRINT (continued) 

DMSPET054E INCOMPLETE FILEID SPECIFIED 

DMSPRT062E INVALID * IN FILEID 

DHSPBT070E INVALID PARAMETER 'parameter' 

DMSPRT104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSPET123S ERROR 'nn' PRINTING FILE 'fn ft fa' 

PSERV 

DMSPRV003E INVALID OPTION 'option' 

DMSPRVOOaE PEOCEDORE 'procedure' NOT FOUND 

DHSPRV006E NO READ/WRITE 'A' DISK ACCESSED 

DHSPRV037E DISK 'A' IS READ/ONLY 

DMSPRV070E INVALID PARAMETER 'paraneter' 

DMSPRV097E NO 'SISRES' VOLUME ACTIVE 

DMSPRV098E NO PROCEDURE NAME SPECIFIED 

DMSPRV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSPRV105S ERROR 'nn' WRITING FILE 'fn ft fa' TO DISK 

DMSPRV113S DISK (cuu> NOT ATTACHED 

DMSPRV411S INPUT ERROR CODE 'nn' ON 'STSEES' 

PUNCH 

DMSPUN002E FILE 'fn' NOT FOUND 

DMSPnN003E INVALID OPTION 'option' 

DMSPUN008E DEVICE 'cuu' {INVALID OR NONEXISTENT! UNSUPPORTED DEVICE TYPE} 

DMSPUN013E MEMBER 'naae' NOT FOUND IN LIBRARY 

DMSPUN033E FILE 'fn ft fB' IS NOT A LIBRARY 

DMSPUN039E NO ENTRIES IN LIBRARY 'fn ft fa' 

DMSPUN044E RECORD LENGTH EXCEEDS ALLOWABLE MAXIMUM 

DMSPUN054E INCOMPLETE FILEID SPECIFIED 

DMSPnN062E INVALID * IN FILEID 

DMSPUH104S ERROR 'nn' READING FILE 'fn ft fa' FROM DISK 

DMSPUN118S ERROR PUNCHING FILE 'fn ft fa' 

DMSPUN125S ERROR 'nn' PUNCHING FILE 'fn ft fa' 

QUERY 

DMSQEY005E NO 'option' SPECIFIED 

DMSQEYOmE INVALID FUNCTION 'function' 

DMSQEY026E INVALID PARAMETER ' paraaeter' FOR 'function' FUNCTION 

DMSQEY047E NO FUNCTION SPECIFIED 

DMSQEY070E INVALID PAEAMETER 'paraaeter' 

DMSQRY099E CMS/DOS ENVIRONMENT NOT ACTIVE 

READCARD 

DMSRDC008E DEVICE 'ecu' {INVALID OR NONEXISTENT (UNSUPPORTED DEVICE TYPE} 

DMSEDC042E NO FILEID SPECIFIED 

DMSRDC054E INCOMPLETE FILEID SPECIFIED 

DMSRDC062E INVALID ♦ IN FILEID 

DMSRDC105S ERROR 'nn' WRITING FILE • f n ft fa' OH DISK 

DMSEDC124JS ERROR 'nn' READING CARD FILE 

DMSRDC205W READER EMPTY OR NOT READY 

DMSRDC701I NULL FILE 

DMSRDC702I HEAD CONTROL CAED IS MISSING. FOLLOWING ASSUMED: 

DMSRDC702I :READ {fn ft fB|EEADCABD CHSUT1 A1} 

DMSBDC738I RECORD LENGTH IS 'nnn' BYTES 

RELEASE 

DMSARE017E INVALID DEVICE ADDRESS 'ecu' 

DMSAEE028E NO DEVICE SPECIFIED 

DMSAEE048E INVALID MODE 'aode' 

DMSAEE069E DISK {• mode' | 'ecu'} NOT ACCESSED 

DMSARE070E INVALID PARAMETER 'parameter' 

RENAME 

DMSBNM002E FILE[ (S) ]['fn [ft [fa]]'] NOT FOUND 

DMSRNM003E INVALID OPTION 'option' 

DMSENM019E IDENTICAL FILEIDS 

DMSRNM02aE FILE 'fn ft fa' ALREADY EXISTS [SPECIFY 'EEPLACE' ] 

DMSENM030E FILE 'fn ft fa' ALREADY ACTIVE 

DMSRNM037E DISK 'mode' IS READ/ONLY 

DHSRNM048E INVALID MODE 'mode' 

DMSRNM051E INVALID MODE CHANGE 

DMSENMOSUE INCOMPLETE FILEID [•fn[ft]'] SPECIFIED 

DMSRHM062E INVALID * IN OUTPUT FILEID 
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RSSEV 

DHSHHV003E INVALID OPTION 'option' 

DMSEBV004E MODULE 'nodule' NOT FOOND 

DHSBBV006E NO RE&D/WEITE 'A' DISK ACCESSED 

DHSRHV070E INVALID PAHAMETEB 'parameter' 

DMSEBV097E NO 'SYSEES' VOLUME ACTIVE 

DHSEEV098E NO MODULE NAME SPECIFIED 

DMSEEV099E CMS/DOS ENVIEONMENT NOT ACTIVE 

DMSEEV105S EBBOB 'nn' WBITING FILE ' f n ft fm* ON DISK 

DMSBBV113S DISK (cau) NOT ATTACHED 

DMSBEV411S INPUT EBBOB CODE 'nn' ON • {SYSBES|SYSRLB} ' 

BUN 

DMSHUN001E NO FILENAME SPECIFIED 
DMSBUN002E FILE [ ' f n [ft [fn]]'] NOT FOUND 
DMSEUN048E INVALID MODE 'Bode' 
DMSBUN070E INVALID PAEAMETEB 'parameter' 
DMSBUN999E NO [ft] PEOCESSOB FOUND 

SAVENCP 

DMSNCP001E NO FILENAME SPECIFIED 

DMSNCP002E FILE 'fn ft' NOT FOUND 

DMSNCP003E INVALID OPTION 'option' 

DMSNCP013E MEMBEE 'name' NOT FOUND IN LIBEABY • f n ft fm' 

DMSNCP021E ENTBY POINT 'symbol' NOT FOUND 

DMSNCP025E INVALID DATA IN 370X CONTEOL PEOGBAM 

DMSNCP045E UNSUPPOBTED CONTEOL PEOGBAM TYPE 

DMSNCP056E FILE 'fn ft fm' CONTAINS INVALID BECORD FOEHATS 

DMSNCP099W GENERATION PARAMETEBS INCOMPATIBLE WITH VM/370 

DMSNCP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

SET 

DMSLIO002I FILE 'fn' TXTLIB NOT FOUND 

DMSSET014E INVALID FUNCTION 'function' 

DMSSET026E INVALID PAEAMETEB 'parameter' FOB 'function' FUNCTION 

DMSSET031E LOADEB TABLES CANNOT BE MODIFIED 

DMSSET0a7E NO FUNCTION SPECIFIED 

DMSSET048E INVALID MODE 'mode' 

DMSSET050E PAEAMETEB MISSING AFTEB {DDNAME| SYSxxx| function} 

DMSSET061E NO TRANSLATION CHAEACTEE SPECIFIED 

DMSSET070E INVALID PAEAMETEB 'parameter' 

DHSSET098« CMS OS SIMULATION NOT AVAILABLE 

DMSSET099E CMS/DOS ENVIEONMENT NOT ACTIVE 

DMSSETIOOi SYSTEM NAME 'name' NOT AVAILABLE 

DMSSET142S SAVED SYSTEM NAME 'name' INVALID 

DMSSET333E nnnnnK PABTITION TOO LABGE FOB THIS VIRTUAL MACHINE 

DMSSET400S SYSTEM 'sysname' DOES NOT EXIST 

DMSSETU01S VM SIZE (size) CANNOT EXCEED 'DMSDOS' START ADDEESS (address) 

DMSSETU10S CONTBOL PEOGBAM EBROB INDICATION 'retcode' 

DMSSET44aE VOLUME LABEL IS NOT A DOS SYSEES 

SETKEY 

DMSSSK070E INVALID PAEAMETEB 'parameter' 

DMSSSK362E INVALID STOEAGE PEOTECT KEY 'key' 

DMSSSK363E INVALID STABTING ADDEESS 'startadr' 

DMSSSK364E VM STOEAGE NOT LABGE ENOUGH TO CONTAIN SYSTEM LOADING AT startadr TO endadc 

DMSSSK365E SYSTEM NAME NOT SPECIFIED 

DMSSSKUOOS SYSTEM 'name' DOES NOT EXIST 

DMSSSK410S CONTBOL PEOGBAM EBBOB INDICATION 'nnn' 

SOBT 

DMSSBT002E FILE [ • f m [ft [ f m ] ] • ] NOT FOUND 

DMSSBT009E COLUMN 'col' EXCEEDS BECOED LENGTH 

DMSSET019E IDENTICAL FILEIDS 

DMSSBT03aE FILE 'fn ft fm' IS NOT FIXED LENGTH 

DHSSET037E DISK 'mode' IS BEAD/ONLY 

DMSSRT053E INVALID SORT FIELD PAIR DEFINED 

DMSSET054E INCOMPLETE FILEID SPECIFIED 

DMSSRT062E INVALID {=| *|CHAR. ' char'} IN FILEID [ ' f n ft fm' ] 

DMSSRT063E NO LIST ENTERED 

DHSSRT070E INVALID PAEAMETEB 'parameter' 
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SOBT (continued) 

DHSSBT104S ERHOR 'nn' BEADING FILE • f n ft fB« FBOH DISK 
DMSSBT105S EBEOR 'nn' WRITING FILE » f n ft fa' ON DISK 
DMSSET212E MAXIHOM NDHBER OF RECORDS EXCEEDED 
DMSSRT604R ENTER SOBT FIELDS: 

SSER? 

DMSSRV003E INVALID OPTION 'option' 

DMSSRV004E BOOK 'SUbl.book' NOT FOUND 

DMSSRV006E NO READ/WRITE 'A' DISK ACCESSED 

DMSSRV070E INVALID PARAMETER 'parameter' 

DMSSRV097E NO 'SYSRES' VOLOME ACTIVE 

DHSSRV098E NO BOOK NAHE SPECIFIED 

DMSSRV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSSRV105S ERROR 'nn' WRITING FILE ' f n ft fn' ON DISK 

DMSSRV113S DISK (CUO) NOT ATTACHED 

DMSSRV411S INPUT ERROR CODE 'nn' ON ' {SISBES|SYSSLB} ' 

DMSSBV194S BOOK 'subl.book' CONTAINS BAD BECORDS 

START 

DHSLI0021E ENTRY POINT 'name' NOT FOUND 
DMSLIO055E NO ENTRY POINT DEFINED 
DMSLIO740I EXECUTION BEGINS ... 

STATE/STATEW 

DHSSTT002E • f n ft fm' NOT FOUND 

DMSSTT048E INVALID MODE 'mode' 

DMSSTT054E INCOMPLETE FILEID SPECIFIED 

DMSSTT062E INVALID ♦ IN FILEID 'fn ft' 

DMSSTT069E DISK 'mode' NOT ACCESSED 

DMSSTT070E INVALID PARAMETER 'parameter' 

DMSSTT227I PROCESSING VOLUME 'no' IN DATA SET 'data set name' 

DMSSTT228I USER LABELS BYPASSED ON DATA SET 'data set name' 

DMSSTT229E UNSUPPORTED OS DATA SET, EBEOR 'code' 

SVCTRACE 

DMSOVBOiaE INVALID FUNCTION 'function' 

DMSOVR047E NO FUNCTION SPECIFIED 

DMSOVBIOaS EBBOR 'nn' BEADING FILE ' DMSOVB MODULE' ON DISK 

DMSOVR109S VIRTUAL STORAGE CAPACITY EXCEEDED 

SYNONYM 

DMSSYN002E FILE 'fn ft fm' NOT FOUND 

DMSSYH003E INVALID OPTION 'option' 

DMSSYN007E FILE 'fn ft fm' NOT FIXED, 80 CHAR. RECORDS 

DMSSYN032E INVALID FILETYPE 'ft' 

DMSSYN056E FILE ' f n ft fm' CONTAINS INVALID RECORD FORMATS 

DMSSYN066E 'STD' and 'NOSTD' ARE CONFLICTING OPTIONS 

DMSSYN10US ERROR 'nn' READING FILE 'fn ft fm' FROM DISK 

DMSSYN711I NO SYSTEM SYNONYMS IN EFFECT 

DMSSYN712I NO SYNONYMS (DMSINA NOT IN NUCLEUS) 

TAPE 

DMSTPE002E FILE[ (S) ][ 'fn [ft [fm]]'] NOT FOUND 

DMSTPE003E INVALID OPTION 'option' 

DMSTPE010E PREMATURE EOF ON FILE [ 'fn ft [fm]'] 

DMSTPE01UE INVALID FUNCTION 'function' 

DMSTPE017E INVALID DEVICE ADDRESS 'cuu' 

DMSTPE023E NO FILETYPE SPECIFIED 

DMSTPE027E INVALID DEVICE 'device name' 

DHSTPE029E INVALID PAEAMETBB 'parameter' IN THE OPTION 'option' FIELD 

DMSTPE037E DISK 'mode' IS READ/ONLY 

DMSTPE042E NO FILEID[ (S) ] SPECIFIED 

DMSTPE043E 'TAPn (cuu) ' IS FILE PROTECTED 

DMSTPE047E NO FUNCTION SPECIFIED 

DMSTPEOaSE INVALID MODE 'mode' 

DMSTPE057E INVALID RECORD FORMAT 

DMSTPE058E END-OF-FILE OB END-OF-TAPE 

DMSTPE070E INVALID PARAMETER 'parameter' 

DMSTPEIOUS ERROB 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSTPE105S ERROR 'nn' WRITING FILE 'fn ft fm' ON DISK 

DMSTPE110S ERROR BEADING 'TAPn (cuu)' 

DMSTPE111S EEHOE WBITING 'TAPn (cuu) ' 
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TiPE (continued) 

DMSTPE113S TAPn(cuu) NOT ATTACHED 

DMSTPE115S {CONVEBSIONI {7 19} -TBACKI {800(6250} BPI | TRANSLATION | DOAL DENSITY} 

FEATURE NOT SUPPORTED ON DEVICE 'cuu' 
DHSTPE431E 'TAPn (cuu) • V0L1 LABEL MISSING 
DMSTPE701I NULL FILE 

TAPEBAC 

DHSTMAOOIE NO FILENAHE SPECIFIED 

DMSTMA003E INVALID OPTION 'option' 

DMSTMA057E INVALID RECORD FORMAT 

DMSTMA070E INVALID PARAMETER 'paraneter' 

DMSTHA105S ERROR 'nn' WRITING FILE 'fn ft' ON DISK 

DSSTMA109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSTMA110S ERROR READING 'TAPn' 

DMSTMA137S ERROR nn ON 'STATE' FOR fn ft 

DHSTMA138S ERROR nn ERASING fn ft BEFORE LOADING TAPE 

DMSTHA139S TAPE FILE EXCEEDS 9 CMS MACLIBS 

DBSTMAU20E NSL EXIT FILENAME MISSING OR INVALID 

TAPPDS 

DMSTPD003E INVALID OPTION 'option' 

DMSTPD058E END-OF-FILE OR END-OF-TAPE 

DMSTPD105S ERROR 'nn' WRITING FILE ' f n ft fm' 

DHSTPD109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSTPD110S ERROR READING 'TAPn' 

DMSTPDU20E NSL EXIT FILENAME MISSING OR INVALID 

DMSTPD703I FILE ' f n ft [fm]' COPIED 

DMSTPD707I TEN FILES COPIED 

TXTLIB 

DMSLBT001E NO FILENAME SPECIFIED 

DMSLBT002E FILE[ (S) ] [ ' f n [ft [fm]]'] NOT FOUND 

DMSLBT002W FILE[ (S) ][ 'fn [ft [fm]]'] NOT FOUND 

DMSLBT003E INVALID OPTION 'option' 

DMSLBT013E MEMBER 'name' NOT FOUND IN LIBRARY 'fn ft fm' 

DMSLBT014E INVALID FUNCTION 'function' 

DMSLBT037E DISK 'mode' IS READ/ONLY 

DMSLBT046E NO LIBRARY NAME SPECIFIED 

DMSLBT047E NO FUNCTION SPECIFIED 

DMSLBT056E FILE 'fn ft fm' CONTAINS INVALID [NAMEj ALIAS| ENTRY | ESD] RECORD FORMATS 

DMSLBT056W FILE 'fn ft fm» CONTAINS [ {NAME| ALIAS | ENTRY| ESD} ] INVALID RECORD FORMATS 

DMSLBT069E DISK 'mode' NOT ACCESSED 

DMSLBT104S ERROR «nn' READING FILE 'fn ft fm' FROM DISK 

DMSLBT105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DMSLBT106S NUMBER OF MEMBER NAMES EXCEEDS MAX 'nnnn'. FILE • f n ft fm' NOT ADDED 

DMSLBT213W LIBRARY ' f n ft fm' NOT CREATED 

TYPE 

DMSTYP002E FILE 'fn ft fm' NOT FOUND 

DMSTYP003E INVALID OPTION 'option' 

DMSTYP005E NO 'option' SPECIFIED 

DMSTYP009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSTYP013E MEMBER 'name' NOT FOUND IN LIBRARY 

DMSTYP029E INVALID PARAMETER 'parameter' [IN THE OPTION 'option' FIELD] 

DMSTYP033E FILE 'fn ft fm' IS NOT A LIBRARY 

DMSTYP039E NO ENTRIES IN LIBRARY 'fn ft fm' 

DMSTYP049E INVALID LINE NUMBER 'line number' 

DMSTYP05UE INCOMPLETE FILEID SPECIFIED 

DMSTYP062E INVALID * IN FILEID 

DHSTYPIOaS ERROR 'nn' READING FILE 'fn ft fm» FROM DISK 

UPDATE 

DMSUPD001E NO FILENAME SPECIFIED 

DMSUPD002E FILE 'fn ft fm' NOT FOUND 

DHSUPD003E INVALID OPTION 'option' 

DMSUPD007E FILE 'fn ft fm' IS NOT FIXED, 80 CHAR, RECORDS 

DMSUPD010W PREMATURE EOF ON FILE 'fn ft fm' 

DMSnPD02aE FILE 'UPDATE CMSUTI fm' ALREADY EXISTS 

DHSUPD037E DISK 'A' IS READ/ONLY 

DMSUPD048E INVALID MODE 'mode' 

DMSUPD065E 'option' OPTION SPECIFIED TWICE 
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UPDATE (continued) 

DMSOPD066E 'option* AND 'option* ABE CONFLICTING OPTIONS 

DMSOPD069E DISK 'A' NOT ACCESSED 

DMSOPD070E INVALID PAEAMETEB 'parameter' 

DMSOPD104S EEROE 'nn' READING FILE 'fn ft fm' FROH DISK 

DKSDPD105S ERROR 'nn' WRITING FILE ' f n ft fm» ON DISK 

DMS0PD174W SEQUENCE ERROR INTRODUCED IN OUTPUT FILE: ' » TO ' • 

DMSUPD176H SEQUENCING OVERFLOW FOLLOWING SEQ NUMBER' • 

DHSUPD177I WARNING MESSAGES ISSUED (SEVERITY = nn) . ['REP' OPTION IGNORED] 

DBSUPD178I UPDATING ['fn ft fm»] WITH 'fn ft fa' 

DMSUPD179E MISSING OR DUPLICATE 'MACS' CARD IN CONTROL FILE ' f n ft fm' 

DMSUPD180W MISSING PTF FILE 'fn ft fm' 

DHSUPD181E NO UPDATE FILES WERE FOUND 

DMSUPD182W SEQUENCE INCREMENT IS ZERO 

DMSUPD183E INVALID {CONTROL | AUX) FILE CONTROL CARD 

DMSUPD184W './ S' NOT FIRST CARD IN UPDATE FILE — IGNORED 

DMSUPD185W INVALID CHAR IN SEQUENCE FIELD ' ' 

DMSUPD186W SEQUENCE NUMBER • ' NOT FOUND 

DMSUPD187E OPTION 'STK' INVALID WITHOUT 'CTL' 

DMSUPD207W INVALID UPDATE FILE CONTROL CARD 

DMSUPD210W INPUT FILE SEQUENCE ERROR ' • TO ' ' 

DMSUPD299E INSUFFICIENT STORAGE TO COMPLETE UPDATE 

DHSUPD300E INSUFFICIENT STORAGE TO BEGIN UPDATE 

DMSUPD304I UPDATE PROCESSING WILL BE DONE USING DISK 

ZAP 

DMSZAP001E NO FILENAME SPECIFIED 

DMSZAP002E FILE 'fn ft' NOT FOUND 

DMSZAP002W FILE 'fn ft' NOT FOUND 

DMSZAP003E INVALID OPTION 'option' 

DMSZAP007E FILE 'fn ft' IS NOT FIXED, 80 CHAR. RECORDS 

DMSZAP014E INVALID FUNCTION 'function* 

DHSZAP047E NO FUNCTION SPECIFIED 

DMSZAP056E FILE 'fn ft' CONTAINS INVALID RECORD FORMATS 

DMSZAP070E INVALID PARAMETER 'parameter' 

DMSZAP104S ERROR 'nn' READING FILE 'fn ft' FROM DISK 

DMSZAP190W INVALID CONTROL RECORD OR NO GO SWITCH SET 

DMSZAP191W PATCH OVERLAPS-SET NO GO SWITCH 

DMSZAP192W ERROR-ODD NUMBER OF DIGITS-SET NO GO SWITCH 

DMSZAP193W PRECEDING CONTROL RECORD FLUSHED 

DMSZAP19ilW CSECT NOT FOUND IN {MEMBER • membername' | MODULE 'modulename') - 

SET NO GO SWITCH 

DMSZAP195W BASE VALUE INVALID-SET HO GO SWITCH 

DMSZAP200W VERIFY REJECT-SET NO GO SWITCH 

DMSZAP208E FILE 'fn ft' IS NOT VARIABLE RECORD FORMAT 

DMSZAP210E FILE 'fn ft' IS ON A READ/ONLY DISK 

DMSZAP245S ERROR 'nnn' ON PRINTER 

DMSZAP246W NO LOADER TABLE PRESENT FOR MODULE 'fn ft'-SET NO GO SWITCH 

DMSZAP2a7W MEMBER 'name' NOT FOUND — SET NO GO SWITCH 

DMSZAP248W INVALID VER/REP DISP — SET NO GO SWITCH 

DMSZAP750I ZAP PROCESSING COMPLETE 

DMSZAP751I MEMBER FOUND IN LIBRARY 'fn' 

CMS INITIALIZATION ROUTINE 

DMSINS098W CMS OS SIMULATION NOT AVAILABLE 

DMSINS100W CMSSEG SYSTEM NAME 'name' NOT AVAILABLE 

CMS/DOS CLOSE ROUTINE 

DMSCLS043E TAPn IS FILE PROTECTED 

DMSCLS058E END-OF-FILE OR END-OF-TAPE ON 'TAPn' 

DMSCLS088E UNSUPPORTED DTF TYPE 'dtftype' 

DHSCLS089E CLOSE ERROR CODE 'nn' ON ' {f n| SYSxxxfTAPn} ' 

DMSCLS113S 'TAPn (cuu) ' NOT ATTACHED 

DMSCLS140S SEOV/FEOV MACRO NOT SUPPORTED 

DMKCLS429I 'TAPn (cuu)' EOT ON OUTPUT 

CMS/DOS GENERATION PROCEDURE 

DMSGEN006E NO READ/WRITE A-DISK ACCESSED 

DMSGEN095E INVALID ADDRESS 'address' 

DMSGEN110E CORRECT FORM IS: DOSGEN LOCATION SEGNAME 

DMSGEN111E DOSGEN FAILED DUE TO LOAD ERRORS 

DMSGEN141S DOSGEN FAILED DUE TO SAVESYS ERRORS 

DMSGEN715I DOSGEN COMPLETE 
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CMS/DOS OPEN EODTINE 

DHSBOP037E DISK »mode« IS BEiD/ONLY 

DMSBOPOaSE TiPn IS FILE PROTECTED 

DMSBOP058E EMD-QF-FILE OH EHD-OF-TAPE OH 'TAPn' 

DMSBOP069E DISK 'mode' NOT ACCESSED 

DMSBOP086W DLBL 'ddname' DOMHY INVALID FOE VSAH 

DMSBOP08HE UNSUPPORTED DTF TYPE •dtftype* 

DMSBOP089E OPEN ERROR CODE 'nn* ON {f n) SYSxxxl TAPN} 

DMSB0P113S {TAPnImode (cuu)} NOT ATTACHED 

DMSBOP302E NO SYSxxx OPERAND SPECIFIED 

CMS/DOS OPEN ROUTINE (continued) 

DMSBOP308E 'mode* DISK IN CHS FORHAT; INVALID FOR NON-CHS DATASET 

DMSBOP400S SYSTEM 'sysname' DOES NOT EXIST 

DSSBOPU01S VM SIZE (size) CANNOT EXCEED 'DHSDOS" START ADDRESS (address) 

DBSBOP410S CONTROL PROGRAM ERROR INDICATION 'retcode' 

DMSBOPmSS STORAGE NOT INITIALIZED FOR VSAH PROCESSING 

CHS/DOS OPEN LIBRARY ROUTINE 

DHSOPL089E OPEN ERROR CODE 'nn' ON SYSxxx 
DHSOPL158E NO CMS/DOS PROCEDURE LIBRARY SUPPORT 

CMS/DOS SVC HANDLER ROUTINE 

DHSDOSOOUE PHASE 'phase' NOT FOUND 

DMSDOS091E SAVEAREA ADDRESS IN PARTITION PIB NOT EQUIVALENT TO LTA SAVEAREA ADDRESS 

DHSDOS092E STXIT SAVEAREA ADDRESS INVALID 

DMSDOS093E HVCOR HACRO ATTEHPTING TO ALTER OTHER THAN POSITION 12-23 OF COMREG 

DHSDOS094E FROH ADDRESS ON HVCOH HACRO INVALID 

DHSDOS095E INVALID ADDRESS 'address' 

DHSDOS096S UNSUPPORTED FUNCTION IN A LIOCS ROUTINE 

DSMD0S121S UNSUPPORTED SVC no. (HEX no.) CALLED FROH caller 

DHSDOS140S {FEOVD|SEOV|FEOV} HACRO NOT SUPPORTED 

DMSDOS160S JOB CANCELED DUE TO PROGRAM REQUEST 

DHSDOSU01S VM SIZE (size) CANNOT EXCEED 'DHSDOS' START ADDRESS (address) 

DMSD0SU13S STORAGE NOT INITIALIZED FOR VSAH PROCESSING 

CBSXGEN PROCEDURE 

DHSCHS006E NO READ/WRITE A-DISK ACCESSED 

DHSCHS095E INVALID ADDRESS 'address' 

DHSCHS110E CORRECT FORH IS: CHSXGEN LOCATION (SEGNAME) 

DHSCHS111E CHSXGEN FAILED DUE TO LOAD ERRORS 

DMSCHS141S CMSXGEN FAILED DUE TO SAVESYS ERRORS 

DMSCHSai2S CHSXGEN FAILED DUE TO SETKEY ERROR 

DMSCMS715I CHSXGEN COMPLETE 
DUHP/JDUHP/PDUMP ROUTINE 

DMSDHP020W INVALID PDUMP ADDRESS 'address' - NO DUMP OPERATION PERFORMED 

EXCP ROUTINE 

DMSXCP037E OUTPUT DISK mode (cuu) IS READ/ONLY 

DHSXCP043E TAPE (cuu) IS FILE PROTECTED 

DHSXCP104S ERROR 'nn' READING FILE • f n ft fm' FROH DISK 

DHSXCP105S ERROR 'nn' WRITING FILE ' f n ft fm' ON DISK 

DHSXCP113S 'device (cuu)' NOT ATTACHED 

DHSXCPUIIS {INPUTl OUTPUT) ERROR CODE 'nn' ON 'SYSxxx' 

DHSXCP161S UNEXPECTED ERROR CODE 'nn' ON 'SYSxxx' 

OS OPEN AND CLOSE ROUTINE 

DHSSOP036H UPDATE REQUESTED FOR READ-ONLY DISK 
DHSSOP036E OPEN ERROR CODE 'nn' ON 'ddname' 
DHSSOP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

OS I/O ROUTINES 

DHSSEB429I 'TAPn (cuu) ' EOT ON OUTPUT 

TAPE LABEL PROCESSING ROUTINES 

DHSTLB027E INVALID DEVICE 'device name' 

DMSTLB043E 'TAPn (CUU) ' IS FILE PROTECTED 

DMSTLB058E END-OF-FILE or END-OF-TAPE [ON TAPn] 

DMSTLB110S ERROR READING 'TAPn [ (CUU) ' ] 

DMSTLB111S ERROR WRITING 'TAPn (cuu)' 

DMSTLB113S 'TAPn (cuu) • NOT ATTACHED 

DMSTLB421E 'TAPn (cuu)' HDR1 LABEL HISSING FOE 'filename' 
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TAPE LABEL PROCESSING ROOTINES (continued) 

DMSTLB422E • TAPn (cuu) • POSITIONED WRONG FOR 'filename" 

DMSTLBa23l 'TAPn (cuu) • POSITION PARAHETER IGNORED. OOTPDT FILE 

HILL BE WRITTEN IMHEDIATELY AFTER NEW V0L1 LABEL 

DMSTLB42aE 'TAPn (cuu) • NOT POSITIONED AT E0F1 LABEL 

DHSTLBU25R 'TAPn (cuu)' BLOCK COUNT ERROR FOR 'filename* 

ENTER 'IGNORE' OR 'CANCEL' 

DMSTLB426R 'TAPn (cuu)' ONEXPIRED FILE ENTER 'IGNORE' OR 'ERROR' 

DMSTLB427I 'TAPn (cuu) ' E0V1 LABEL READ 

DBSTLB428I 'TAPn (CUU) ' E0V1 LABEL WRITTEN 

DMSTLB430E 'TAPn (cuu)' LABELDEF INFORHATION MISSING FOR 'filename' 

DMSTLB431E 'TAPn (CUU) ' V0L1 LABEL MISSING 

DMSTLBU32E 'TAPn (cuu) ' VOLID Tolid DOES NOT MATCH LABELDEF VOLID FOR 'filename' 

DMSTLB433R ENTER 'WRITE (VOLID' OR 'REJECT' 

DMSTLB434E 'TAPn (cuu) • INPUT LABEL CHECK ERROR FOR FIELD 'fieldname' 

FILE 'filename' 

DMSTLB435R ENTER 'IGNORE' OR 'CANCEL' 

DMSTLB436I 'TAPn (cuu)' MISSING USER STANDARD LABEL FOR 'flrlnsm**' 

DMSTLB437I 'TAPn (cuu) ' NSL ROUTINE RETURNED AN ERROR CODE 'nnnnnn' FOR 'filename' 

SAVED SYSTEM ROUTINES 

DMSVIB400S SYSTEM 'sysname' DOES NOT EXIST 

DHSVI6401S VM SIZE (size) CANNOT EXCEED 'sysname* START ADDRESS (address) 

DMSVIB410S CONTROL PROGRAM ERROR INDICATION 'retcode' 

DMSVIB109S VIRTUAL STORAGE CAPACITY EXCEEDED 

VSAMGEN EXEC PROCEDURE 

DMSVGN069E DISK 'A' NOT ACCESSED 

DMSVGN360E INVALID RESPONSE 'response' 

DMSVGN360I CMS/VSAM TEXT FILES CREATED ON DISK 'A' 

DMSVGN360R ENTER EITHER 'INSTALL' OR 'UPDATE*: 

DMSVGN361E DISK *mode' IS NOT A {CMS|DOS} DISK 

DHSVGN361I CREATING CMS TEXT FILES... 

DMSVGN361R ENTER EITHER "DOS' OR 'OS': 

DHSVGN362I LINK EDITING sysname 

DMSVGN362R ENTER MODE OF DOS SYSTEM RELOCATABLE LIBRARY DISK: 

DMSVGN363I sysname DOSLIB CREATED ON DISK 'A' 

DHSVGN363R ENTER LOCATION WHERE sysname WILL BE LOADED AND SAVED: 

DMSVGN364I FETCHING sysname... 

DMSVGN364R ENTER 'CMSVSAM' OR 'CMSAMS* OR 'BOTH' FOR GENERATION OF NEW SYSTEM (S) : 

DMSVGN365I SYSTEM sysname SAVED 

DMSVGN365R ENTER MODULE NAME (8 CHARS OR LESS) OR 'END': 

DMSVGN366I STARTING TO READ PTF DECKS FROM READER... 

DMSVGN366R ENTER NAME OF SYSTEM TO BE SAVED: 

DMSVGN367I 'modulename TEXT' WRITTEN ON DISK 'A' 

DMSVGN368I count NEW PTF DECKS WILL BE APPLIED 

DMSVGN368H ERASE sysname DOSLIB?. . .ENTER 'YES' OR 'NO': 

DMSVGN369E INVALID _ RELEASE 31 OR LATER REQUIRED 

DMSVGN369R ENTER RELEASE NUMBER OF DOS/VS STARTER SYSTEM: 

DMSVGN380R ENTER 'TAPE' OR 'CARDS' FOR PTF APPLICATION: 

DMSVGN381R ENTER 'SELECT' OR 'ALL' FOR TAPE PTF APPLICATION: 

DMSVGN382R ENTER NUMBER OF TAPE FILES TO BE PROCESSED: 

DMSVPD070E INVALID PARAMETER 'parameter' 

DHSVPD105S ERROR 'nn' WRITING FILE 'fn CMSUTI A1» ON DISK 

DMSVPD109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DHSVPD110S ERROR READING TAP1 (181) 

DMSVPD113S TAP1 (181) NOT ATTACHED 

DMSVPD367I 'modulename TEXT' WRITTEN ON DISK 'A' 

DMSVPD368I count NEW PTF DECKS WILL BE APPLIED 

DMSVPD383R APPLY 'fn' ? ...ENTER 'NO' OR EOB: 

VSAM INTERFACE (OS USER) 

DMSVIP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSVIP230E NO, OF VSAM EXIT ROUTINES HAS EXCEEDED MAX OF 128 - UNABLE TO CONTINUE 
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RSCS Message Summary 

ESCS Spontaneous Messages 

DHTEEXOOOI RSCS (VEH v, LEV 1, mm/dd/yy) READY 

DHTCMX001I FREE STORAGE = nn PAGES 

DMTREX002I LINK linkid DEACTIVATED 

DMTCHX003I LINK linkid EXECUTING: (command line text) 

DHTNPT07 0E I/O ERROR cuu SIOCC cc CSW csw SENSE sense CCU ccw 

DHTSML070E I/O ERROR cuu SIOCC cc CSW csw SENSE sense CCW ccw 

DMTREX080E PROGRAH CHECK — LINK linkid DEACTIVATED 

DMTREX090T PROGRAM CHECK IN SUPERVISOR — ESCS SHUTDOWN 

DMTREX091T INITIALIZATION FAILURE — RSCS SHUTDOWN 

DMTAXSIOII FILE spoolid ENQUEUED ON LINK linkid 

DMTAXS102I FILE spoolid PENDING FOR LINK linkid 

DHTAXS103E FILE spoolid REJECTED — INVALID DESTINATION ADDRESS 

DMTAXS104I FILE SPOOLED TO userid2 — ORG locidi (namel) mm/dd/yy hh:mm:ss 

DMTAXS105I FILE spoolid PURGED 

DHTAXS106I FILE spoolid MISSING — DEQUEUED FROM LINK linkid 

DMTAXS107I nn PENDING FILES FOR LINK linkid MISSING 

DMTAXS108E SYSTEM ERROR READING SPOOL FILE spoolid 

DMTNPT108E SYSTEM ERROR READING SPOOL FILE spoolid 

DMTSML108E SYSTEM ERROR READING SPOOL FILE spoolid 

DMTNPTimi LINE vaddr READY FOR CONNECTION TO LINK linkid 

DMTSML141I LINE vaddr READY FOE CONNECTION TO LINK linkid 

DMTNPT142I LINK linkid LINE vaddr CONNECTED 

DMTSMLHJ2I LINK linkid LINE vaddr CONNECTED 

DMTNPT143I LINK linkid LINE vaddr DISCONNECTED 

DMTSML143I LINK linkid LINE vaddr DISCONNECTED 

DMTNPTimn RECEIVING: PILE FROM locidi (namel) FOR locid2 (userid2) 

DHTSMLlUtH RECEIVING: FILE FROM locidi (namel) FOR locid2 (userid2) 

DMTNPTiaSI RECEIVED: FILE FROM locidi (namel) FOB locid2 (userid2) 

DMTSML145I RECEIVED: FILE FROM locidi (namel) FOR locid2 (userid2) 

DMTNPTiaei SENDING: FILE spoolid ON LINK linkid, REC nnnnnn 

DMTSML146I SENDING: FILE spoolid ON LINK linkid, REC nnnnnn 

DMTNPT147I SENT: FILE spoolid ON LINK linkid 

DMTSML147I SENT: FILE spoolid ON LINK linkid 

DHTNPT149I LINK linkid LINE ACTIVITY: TOT= mmm; ERRS= nnn; TMOUTS= ppp 

DMTSML149I LINK linkid LINE ACTIVITY: TOT= mmm; ERRS= nnn; TMOUTS= ppp 

DMTNPT160I LINE vaddr DISABLED FOE linkid 

DMTSML160I LINE vaddr DISABLED FOR linkid 

DMTNPT170I FROM linkid: (MSG message text) 

DMTSML170I FROM linkid: (MSG message text) 

DMTNPT190E INVALID SPOOL BLOCK FORMAT ON FILE spoolid 
DMTSML190E INVALID SPOOL BLOCK FORMAT ON FILE spoolid 
DMTNPT93UE ID CARD MISSING ON LINK linkid — INPUT FILE PURGED 
DMTSML934E ID CARD MISSING ON LINK linkid — INPUT FILE PURGED 
DMTSML935E LINK linkid IN RJE MODE — PRINT FILE spoolid PURGED 
DMTNPT936E NO REMOTE PUNCH AVAILABLE ON LINK linkid — FILE spoolid PURGED 
DMTSML937E DECOMPRESSION ERROR ON linkid — LINK DEACTIVATED 

General Command Response s 

DMTCMX200I ESCS 

DMTCMX201E INVALID COMMAND command 

DMTCMX202E INVALID LINK linkid 

DMTCMX203E INVALID SPOOL FILE ID spoolid 

DMTCMX204E INVALID KEYWOED keyword 

DMTCMX205E CONFLICTING KEYWOED keyword 

DMTCMX206E INVALID OPTION keyword option 

DMTCMX207E CONFLICTING OPTION keyword option 

DMTCMX208E INVALID USEE ID userid 

DMTCMX300I ACCEPTED BY TASK task 

DMTCMX301E EEJECTED BY TASK task — PEEVIOUS COMMAND ACTIVE 

DMTCMX302E LINK linkid IS NOT DEFINED 

DMTCMX303E LINK linkid IS NOT ACTIVE 

DMTCMX30iJE REJECTED BY TASK task — NOT RECEIVING 
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BACKSPAC 

DHTNPT510I FILE spoolid BACKSPACED 

DIITSML510I FILE spoolid BACKSPACED 

DHTNPT511E NO FILE ACTIVE ON LINK linkid 

DMTSML511E NO FILE ACTIVE ON LINK linkid 

CHANGE 

DMTAXS520I FILE spoolid CHANGED 

DMTAXS521I FILE spoolid HELD FOE LINK linkid 

DMTAXS522I FILE spoolid RELEASED FOE LINK linkid 

DHTAXS523I LINK linkid QOEDE REOSDEEED 

DHTAXS52aE FILE spoolid ACTIVE -- NO ACTION TAKEN 

DMTAXS525E FILE spoolid IS FOE LINK linkid ~ NO ACTION TAKEN 

DMTAXS526E FILE spoolid NOT FOOND — NO ACTION TAKEN 

CMD 

DMTSML530I COMMAND FORWARDED ON LINK linkid 

DEFINE 

DMTCMX540I NEW LINK linkid DEFINED 

DMTCMX541I LINK linkid REDEFINED 

DMTCMX542E LINK linkid ACTIVE ~ NOT REDEFINED 

DMTCMX543E LINK linkid NOT DEFINED — LINK LIMIT REACHED 

DMTCMX544E LINK linkid NOT DEFINED — TYPE NOT SPECIFIED 

DELETE 

DMTCMX550I LINK linkid NOW DELETED 

DMTCMX551E LINK linkid ACTIVE — NOT DELETED 

DMTCMX552E LINK linkid HAS A FILE QDEOE — NOT DELETED 

DISCONN 

DMTCMX560I RSCS DISCONNECTING 
DHTCMX561E USERID userid NOT RECEIVING 

DRAIN 

DMTNPT570I LINK linkid NOW SET TO DEACTIVATE 
DMTSHL570I LINK linkid NOW SET TO DEACTIVATE 
DMTNPT571E LINK linkid ALREADY SET TO DEACTIVATE 
DMTSML571E LINK linkid ALREADY SET TO DEACTIVATE 

FLOSH 

DMTNPT580I FILE spoolid PROCESSING TERMINATED 

DMTSML580I FILE spoolid PROCESSING TERMINATED 

DMTNPT581E FILE spoolid NOT ACTIVE 

DMTSML581E FILE spoolid NOT ACTIVE 

FREE 

DMTNPT590I LINK linkid RESUMING FILE TRANSFER 

DMTSML590I LINK linkid RESUMING FILE TRANSFER 

DMTNPT591E LINK linkid NOT IN HOLD STATUS 

DMTSML591E LINK linkid NOT IN HOLD STATUS 

FWDSPACE 

DMTNPT511E NO FILE ACTIVE ON LINK linkid 
DMTSML511E NO FILE ACTIVE ON LINK linkid 
DMTNPT600I FILE spoolid FORWARD SPACED 
DMTSML600I FILE spoolid FORWARD SPACED 

HOLD 

DMTNPT610I LINK linkid TO SUSPEND FILE TRANSMISSION 
DMTSML610I LINK linkid TO SUSPEND FILE TRANSMISSION 
DMTNPT611I LINK linkid FILE TRANSMISSION SUSPENDED 
DMTSML611I LINK linkid FILE TRANSMISSION SUSPENDED 
DMTNPT612E LINK linkid ALREADY IN HOLD STATUS 
DMTSML612E LINK linkid ALREADY IN HOLD STATUS 

MSG 

No response. 
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ORDEB 

DHT&XS523I LINK linkid QDEOE EEOBDEEED 
DMTAXS524E FILE spoolid ACTIVE — NO ACTION TAKEN 
D1IITAXS525E FILE spoolid IS FOB LINK linkid — NO ACTION TAKEN 
DMTAXS526E FILE spoolid NOT FOOND — NO ACTION TAKEN 



S pecific C ommand Responses 

POEGE 

DHTAXS524E FILE spoolid ACTIVE — NO ACTION TAKEN 
DHTAXS525E FILE spoolid IS FOR linkid — NO ACTION TAKEN 
DBTAXS526E FILE spoolid NOT FOOND — NO ACTION TAKEN 
DMTAXS640I nn FILE (S) PDEGED ON LINK linkid 

QOEBY linkid STAT 

DHTCMX651I LINK linkid INACTIVE 

DHTCMX652I LINK linkid ACTIVE task type vaddr c {HO|NOH} {DR | NOD} 
{TEA I TEE I NOT} Q=m P=n 

QUERY linkid DEF 

DMTCHX653I LINK linkid DEFAULT task type vaddr c E=m 

QUERY linkid QUEUE 

DHTCHXeSiH LINK linkid Q=m P=n 

DMTCHX655I FILE spoolid locid Qserid CL a PE mm EEC nnnnnn {A|I} 

QUERY FILE spoolid STAT 

DHTCMX660I FILE spoolid INACTIVE ON LINK linkid 
DMTCMX661I FILE spoolid ACTIVE ON LINK linkid 
DMTCMX664E FILE spoolid NOT FOUND 

QUERY FILE spoolid RSCS 

DMTCMX662I FILE spoolid ORG locidi useridi mm/dd/yy hh:mm:ss 

TO locid2 userid2 
DHTCMXeeaE file spoolid NOT FOUND 

QUERY FILE spoolid VH 

DMTCMX663I FILE spoolid PR mm CL a CO nn {HO|NOH} DI distcode, 

NA {fn ftfdsname} 
DMTCMX664E FILE spoolid NOT FOUND 

QUERY SYSTEM 

DMTCMX670I LINK linkid ACTIVE — LINE vaddr {HO|NOH} 
DMTCHX671I LINK linkid INACTIVE 
DMTCHX672I NO LINK ACTIVE 
DMTCMX673I NO LINK DEFINED 

SIGNON 

DMTNPT902E NON-SIGNON CARD READ ON LINK linkid 
DMTSHL902E NON-SIGNON CARD READ ON LINK linkid 
DMTNPT903E PASSWORD SUPPLIED ON LINK linkid IS INVALID 
DBTSML903E PASSWOED SUPPLIED ON LINK linkid IS INVALID 
DBTNPT904E SIGNON PARAMETER=parameter INVALID 
DMTNPT905I SIGNON of LINKID linkid COMPLETE 
DHTSML905I SIGNON of LINKID linkid COMPLETE 

START 

DMTCMX700I ACTIVATING LINK linkid task type vaddr c 

DHTCHX701E NO SWITCHED LINE AVAILABLE -~ LINK linkid HOT ACTIVATED 

DMTCHX702E LINE vaddr IS IN USE BY LINK linkid 1 — LINK linkid2 

NOT ACTIVATED 

DMTCMX703E DEV cuu IS NOT A LINE PORT — LINK linkid NOT ACTIVATED 

DMTCHX704E LINE vaddr CC=3 NOT OPERATIONAL — LINK linkid NOT ACTIVATED 

DHTCMX705E DRIVER type NOT FOUND ON DISK vaddr — LINK linkid NOT 

ACTIVATED 

DMTCBX706E FATAL ERROR LOADING FEOH vaddr — LINK linkid NOT ACTIVATED 

DBTCBX707E DEIVEE type FILE FOBMAT INVALID — LINK linkid NOT ACTIVATED 

DBTCBX708E VIETUAL STOBAGE CAPACITY EXCEEDED — LINK linkid NOT ACTIVATED 

DBTCBX709E TASK NABE task ALEEADY IN USE — LINK linkid NOT ACTIVATED 

DBTCHI710E MAX (nn) ACTIVE — LINK linkid NOT ACTIVATED 
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START (continued) 

DHTNPT750E LINK linkid ALREADY ACTIVE — NO ACTION TAKEN 

DMTSML750E LINK linkid ALREADY ACTIVE — NO ACTION TAKEN 

DWTCMX751I LINK linkid ALREADY ACTIVE — NEH CLASS (ES) SET AS REQDESTED 

DMTNPT752I LINK linkid STILL ACTIVE — DRAIN STATUS RESET 

DMTSHL752I LINK linkid STILL ACTIVE — DRAIN STATOS RESET 

DMTSML901E INVALID SML MODE SPECIFIED — LINK linkid NOT ACTIVATED 

DMTSML906E INVALID SML BOFFER PARAMETER — LINK linkid NOT HCTIVATED 

TRACE 

DMTNPT801I LINK linkid ERROR TRACE STARTED 

DMTSML801I LINK linkid ERROR TRACE STARTED 

DMTNPT802I LINK linkid TRACE STARTED 

DMTSML802I LINK linkid TRACE STARTED 

DMTNPT803I LINK linkid TRACE ENDED 

DMTSML803I LINK linkid TRACE ENDED 

DHTNPT810E LINK linkid TRACE ALREADY ACTIVE 

DMTSML810E LINK linkid TRACE IIPFADY ACTTVT? 

DMTNPT811E LINK linkid TRACE NOT ACTIVE 

DMTSML811E LINK linkid TRACE NOT ACTIVE 



M essages Generated during System Generatio n and Initialization 



DMTINI402T IPL DEVICE READ I/O ERROR 

DMTINia06R SYSTEM DISK ADDRESS = cuu 

DMTINI407R REWRITE THE NOCLEOS? (YES | NO) 

DMTINI409R NOCLEOS CYL ADDRESS = nnn 

DMTINI410R ALSO IPL CYLINDER 0? (YES | NO) 

DMTINIi»31S IPL DEVICE HEITE I/O ERROR 

DMTINI479E INVALID DEVICE ADDRESS — REENTER 

DMTINmSOE INVALID CYLINDER NUMBER -- REENTER 

DMTINI481E INVALID REPLY — ANSWER "YES" OR "NO" 

DMTINIil82E SYSTEM DISK ERROR — REENTER 

DMTINI483E NOCLEOS WILL OVERLAY CBS FILES ~ RECOMPOTE 
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IPCS Message Summary 



DOHPSCAN 

DHHDSC500S ERROR 'nnn' WRITING TO VIRTUAL PRINTER 

DMMDSC700I TYPE HELP OR ENTER 

B»ttDSC701E ENTER DOftP NDMBEE AND HODE 

DMMDSC719I ERROR 'nnn' IN FSSTATE 'filename filetype fm' 

DMMDSC720I LOAD MAP ALREADY- PRESENT 

DHMDSC721I &NAME TABLE IS FULL 

DHBDSC722I INVALID ENTRY INTO SNAME TABLE 

DMMDSC723I THE DUMP IS NOT ON THE A-DISK 

DHHFED702I NON-HEX CHARACTER IN COONT - RETRY 

DMMFED703I NON-HEX CHARACTER IN ADDRESS - RETRY 

DMMFEX70'H NON-HEX CHARACTER IN ADDRESS - RETRY 

DMMGET100S ERROR 'nnn' READING FILE 'filename filetype fm' 

DMKGET708I PAGE 'page' NOT FOUND IN DOMP 

DMMHEX714I NON-HEX CHARACTER IN INPUT - RETRY 

DMMIOB712I DEVICE 'cuu' NOT FOUND 

DMHI0B713I USER 'userid' VMBLOK NOT FOUND 

DMMLOC715I NON-HEX CHARACTER IN STRING 

DHHL0C716I STRING 'string' NOT FOUND 

DIIHLOC716I STRING 'string' NOT FOUND BEFORE END OF DUMP 

DBMLOC717I INVALID FORM OF LOCATE COMMAND 

DMMMOD100S ERROR 'nnn' READING FILE 'filename filetype fm' 

DMMMOD705E ERROR IN ITEM TABLE 

DMMHOD706I 'entry name' NOT FOUND IN THE LOAD MAP 

DMHMOD707I 'module' 'page' PAGE NOT VALID 

DMMMOD718I THIS DUMP HAS NO LOAD MAP - SEE MAP SUBCOMMAND 

DMMREG100S ERROR 'nnn' READING FILE 'fileid' 

DMMREG724I {AP} REGISTERS REQUESTED FOR UNIPROCESSOR DUMP 

DMMREG724I {MP} REGISTERS REQUESTED FOR UNIPROCESSOR DUMP 

DMMSCB709I NO VALID SCROLL ADDRESS 

DMMTRC710I NON-NUMERIC COUNT CHARACTER - RETRY 

DMMVMB711I LOOP IN VMBLOK CHAIN 

PRB 

DMMSUM100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMHSUH200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMMSUM501S INVALID PARM 'badparm' PASSED TO SUMMARY UPDATE PROGRAM 
DMMSUM502S PROBLEM 'PRBnnnnn' NOT FOUND IN SYMPTOM SUMMARY 

PROB 

DMMPR0100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMMPRO200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMMPRO300S ERROR 'nnn' ON FSSTATE 'filename filetype fm' 
DMMSEA100S ERROR 'nnn' READING FILE 'filename filetype fm« 
DMMSUM100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMMSUM200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMMSUMSOIS INVALID PARM 'badparm' PASSED TO SUMMARY UPDATE PROGRAM 
DMMSUM502S PROBLEM 'PRBnnnnn' NOT FOUND IN SYMPTOM SUMMARY 
DMMWRT200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 

STAT 

DMMSTA100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMMSTA200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMMSTA601I OPERAND 'operand' NOT RECOGNIZED 

VMFDUMP 

DMMCPA805I 'nnn' ABEND CODE NOT RECOGNIZED BY DATA EXTRACTION 

DMMGRC100S ERROR 'nnn' READING FILE 'filename filetype fm' 

DMMGEC809I REQUESTED ADDRESS NOT IN DUMP 

DHMINI100S ERROR 'nnn' READING FILE 'filename filetype fm' 

DMKINI200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 

DMMINI300S ERROR 'nnn' ON FSSTATE 'filename filetype fm» 

DMHINI400S ERROR 'nnn' CLOSING 'filename filetype fm' 

DMMINI800S DATA EXTRACTION FAILURE 

DMMINI803S ERROR 'nnn' ATTEMPTING TO LOADMOD VMFDUHP2 

DMMMAP200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 

DMMMAP801I NUC MAP 'filename filetype fm' IS NOT VALID FOR THIS DUMP 

DMMMAP802I PROCEEDING 

DMMMAP806R ENTER 'filename filetype fm' OF NUCLEUS LOAD MAP OR ENTER NULL 
DMMMAP807I UNABLE TO LOCATE 'filename filetype fm' 
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VMFDDMP (conti 
DMMMAP808I 
DMHHAP810I 
DMKPEM200S 
DHMPRMSOm 
DMMSEA100S 
DWMSOM100S 
DKMSUM200S 
DHMS0H501S 
DMMSnH502S 
DMMWRT200S 



nued) 

NOCLEOS MAP INVALID •filename filet ype fm* 

EEEOH 'nnn* READING FILE 'filename filetype fa* 

ERROR 'nnn« WRITING FILE 'filename filetype fm' 

PROCESSING ERROR IN DATA EXTRACTION 

ERROR 'nnn' READING FILE 'filename filetype fm' 

ERROR 'nnn' READING FILE 'filename filetype fm' 

ERROR 'nnn' WRITING FILE 'filename filetype fm« 

INVALID PARM 'badparm' PASSED TO SOHHARY UPDATE PROGRAM 

PROBLEM 'PEBnnnnn' NOT FOOND IN SYMPTOM SUMMARY 

ERROR 'nnn' WRITING FILE 'filename filetype fm' 
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Appendix B: Message Summary Alphamerically by Message Identifier 



This appendix lists the messages issued by CP, CBS, ESCS, 
and IPCS. The lists are organized alphanerically, in 
order by module code, message number, and type. 

Note : Messages shown in this appendix are not qualified 
with program product identifiers, refer to the message 
section of this book to establish ownership. 



CP Message Summary 



DHK&C0425A PON cuu 4CC0DNTING DATA; FATAL I/O ERROR 
DMKAC0425E I/O ERROR DURING ACCOUNTING 

DMKALG059E AUTOLOG FAILED FOR userid-{IPL MISSING |IPL FAILED| ACCOUNTING ERROR} 
DHKALG115E AOTOLOG INVALID; EXCESSIVE INCORRECT PASSWORDS 

DMKATS181E SHARED SYSTEM name REPLACED WITH NON-SHARED COPY 

DMKBLD200E VIRT=REAL AREA NOT AVAILABLE; IN USE BY {userid | SYSTEM} 
DMKBLD201E VIRT=REAL AREA NOT AVAILABLE; DAMAGED PAGES 
DMKBLD202E VIRT=REAL AREA HOT AVAILABLE; INSUFFICIENT STORAGE 



DMKBSC500I 


LINE 


addr' 


DMKBSC501A 


LINE 


addr' 


DMKBSC502I 


LINE 


addr' 


DMKBSC503I 


LINE 


addr' 


DMKBSCSOtH 


LINE 


addr' 


DMKBSC505I 


LINE 


addr' 


DMKBSC516I 


LINE 


addr' 


DMKBSC517I 


LINE 


addr' 


DMKBSC520I 


LINE 


addr' 


DMKBSC527I 


LINE 


addr' 


DMKBSC528I 


LINE 


addr' 



CMD REJECT CMD='cm' SNS='sense' CS»='csw' USERID=' userid' 
INT REQ 

BUSOUT CK CMD='cm' SNS='sense' CSW='csw' USERID=' userid' 
EQUIP CK CMD='cm' SNS='sense' CSW='csw' USERID=' userid' 
DATA CK CMD='cm' SNS='sense' CSW='CSW' USERID=' userid • 
OVERRUN CK CMD='cm' SNS='sense' CSW='csw' nSERID=' userid' 
BAD SENSE CMD='cm' SNS='sense' CS«='csw' USERID='userid' 
NOT/KNOWN CMD='cm' SNS='sense' CSW='csw' USERID=' userid' 
CHAN ERROR CMD='cm' SNS='sense' CSW='csw' USERID=' userid' 
LOST DATA CMD='cm' SNS='sense' CSW='csw' USERID=' userid' 
TIMEOUT CMD='cm« SNS='sense' CSS='csw' USERID='userid« 



DMKCCH601I CHANNEL CONTROL CHECK DEV xxx; USER 'userid' 
DnKCCH602I INTERFACE COHTHOL CHECK DEV xxx; USER 'userid' 
DMKCCH603W CHANNEL ERROR; RUN SEREP, RESTART SYSTEM 
DMKCCH605I CHANNEL CHECK RECORDING FAILURE 

DMKCDB003E INVALID OPTION - option 
DMKCDB004E INVALID HEXLOC - hexloc 
DMKCDB009E INVALID RANGE - range 
DMKCDB010E INVALID REGISTER - register 
DMKCDB026E OPERAND MISSING OR INVALID 
DMKCDB160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCDM003E INVALID OPTION - option 

DMKCDM004E INVALID HEXLOC - hexloc 

DMKCDM009E INVALID RANGE - range 

DMKCDM033E HEXLOC HISSING OR INVALID 

DMKCDM060E DUMP FAILED; VIRTUAL PRINTER UNAVAILABLE 

DMKCDM061E DUMP FAILED; VIRTUAL PRINTER ERROR 

DMKCDM160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCDS004E INVALID HEXLOC - operand 
DMKCDS005E INVALID HEXDATA - hexdata 
DMKCDS010E INVALID REGISTER - register 
DMKCDS012E INVALID PSW - psw 
DMKCDS026E OPERAND MISSING OR INVALID 
DMKCDS033E HEXLOC HISSING OR INVALID 
DMKCDS16 0E HEXLOC hexloc EXCEEDS STORAGE 
DMKCDS161E SHARED PAGE hexloc ALTERED by userid 
DMKCDS162E INVALID ECR X - hexdata 
DMKCDS162W INVALID ECR X - hexdata 
DMKCDS163E STORE EXCEEDS MAXIMUM REGISTER 
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DBKCDS164E HEXLOC hexloc NON-ADDBESSABLE STORAGE 

DMKCDS166E CHANGED SHAEED PAGE NOT WRITTEN TO ADXILIARY STORAGE 

DMKCFC001E ?CP: comnand 

DHKCFC002E INVALID OPERAND - operand 

DMKCFC004E INVALID HEXLOC - hexloc 

DMKCFC026E OPERAND MISSING OR INVALID 

DMKCFD004E INVALID HEXLOC - hexloc 

DMKCFD021E RADDE MISSING OR INVALID 

DMKCFD022E VADDE MISSING OR INVALID 

DMKCFD026E OPERAND MISSING OR INVALID 

DMKCFD040E DEV addr DOES NOT EXIST 

DMKCFD160E HEXLOC hexloc EXCEEDS STORAGE 

DHKCFD164E HEXLOC hexloc NON-ADDRESSABLE STORAGE 

DMKCFG002E INVALID OPERAND - operand 

DMKCFG003E INVALID OPTION - option 

DMKCFG013E CONFLICTING OPTION - option 

DMKCFG022E VADDE MISSING OR INVALID 

DMKCFG026E OPERAND MISSING OR INVALID 

DMKCFGOUOE DEV addr DOES NOT EXIST 

DMKCFGOtmE SYSTEM name DOES NOT EXIST 

DMKCFG083E VMSAVE AREA DOES NOT CONTAIN A VALID SAVED SYSTEM 

DMKCFG170E SYSTEM name EXCEEDS STORAGE 

DMKCFG171E SYSTEM name VOLID volid NOT MOUNTED 

DMKCFG172E SYSTEM name DASD vaddr INCOMPATIBLE SYSEES 

DMKCFG173E SYSTEM name REQUIRES DASD vaddr 

DMKCFG174E PAGING I/O ERROR; IPL FAILED 

DMKCFG175E {FAVORED | RESERVE] NETWORK TRACE} ALREADY IN USE BY userid 

DMKCFG175E {FAVORED| RESERVE! NETWORK TRACE| name} ALREADY IN USE BY userid 

DMKCFG177E PAEM EXCEEDS 64 CHARACTERS 

DMKCFG179E SYSTEM name VOLID VOlid NOT CP OWNED 

DMKCFG203E V=E AREA REQUIRES IPL BY DEVICE ADDRESS 

DMKCFH026E OPERAND MISSING OR INVALID 

DMKCFH044E SYSTEM name DOES NOT EXIST 

DMKCFH170E SYSTEM name EXCEEDS STORAGE 

DMKCFH171E SYSTEM name VOLID volid NOT MOUNTED 

DMKCFH172E SYSTEM name DASD vaddr INCOMPATIBLE SYSRES 

DMKCFH173E SYSTEM name REQUIRES DASD vaddr 

DMKCFH179E SYSTEM name VOLID volid NOT CP OWNED 

DMKCFH300E SAVE REQUEST BEYOND VIRTUAL MACHINE SIZE 

DMKCFH435E PAGING ERROR WRITING SAVED SYSTEM 

DMKCFHa36E INTERRUPT PENDING TO PROCEED, TYPE YES. TO END, TYPE NO 

DMKCFO003E INVALID OPTION - option 

DMKCFO006E INVALID DEVICE TYPE - addr 

DMKCF0013E CONFLICTING OPTION - option 

DMKCF0020E USERID MISSING OR INVALID 

DMKCFO021E RADDR MISSING OR INVALID 

DMKCFO026E OPERAND MISSING OR INVALID 

DMKCF0040E DEV addr DOES NOT EXIST 

DMKCFO041E LOGMSG nn DOES NOT EXIST 

DMKCFOOaSE userid NOT LOGGED ON 

DMKCF0046E type raddr OFFLINE 

DMKCFO140E type raddr ATTACHED TO userid 

DMKCF0143E type raddr IN USE BY SYSTEM 

DMKCF0175E {FAV0RED| RESERVE| NETWORK TRACE} ALREADY IN USE BY userid 

DMKCF0175E {FAVORED|RESERVE| NETWORK TRACE|name} ALREADY IN USE BY userid 

DMKCF0184E VM ASSIST NOT AVAILABLE [ON PROCESSOR proc addr] 

DMKCF0186E CP ASSIST NOT AVAILABLE 

DMKCF0188E SPECIFIED PROCESSOR UNAVAILABLE 

DMKCFO250E 370E IS NOT AVAILABLE (ON PROC xx) 

DMKCF0255W 370E FEATURE NOW DISABLED 

DMKCFPOaeE type raddr OFFLINE 

DMKCFPieaE HEXLOC hexloc NON-ADDRESSABLE STORAGE 

DMKCFP179E SYSTEM name VOLID volid NOT CP OWNED 

DMKCFPa35E PAGING ERROR WRITING SAVED SYSTEM 

DMKCFS003E INVALID OPTION - option 

DMKCFS006E INVALID DEVICE TYPE - addr 
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DHKCFS026E OPERAND MISSING OR INVALID 

DHKCFS04«IE SYSTEM name DOES NOT EXIST 

DMKCFSOUSE userid NOT LOGGED ON 

DMKCFS046E DEV type raddr OFFLINE 

DMKCFS052E ERROR IN CP DIRECTORY 

DHKCFS053E userid NOT IN CP DIRECTORY 

DMKCFS17QE SYSTEM name EXCEEDS STORAGE 

DMKCFS171E SYSTEM name VOLID volid NOT MOUNTED 

DMKCFS175E {FAVORED| RESERVE| NETWORK TRACE} ALREADY IN OSE BY userid 

DMKCFS175E {FAVORED |RESERVE| NETWORK TRACE|name} ALREADY IN OSE BY userid 

DMKCFS179E SYSTEM name VOLID volid NOT CP OWNED 

DMKCFS183E VM ASSIST NOT ACTIVE 

DHKCFS184E VM ASSIST NOT AVAILABLE 

DMKCFS187E TIMER ASSIST NOT AVAILABLE 

DMKCFS188E SPECIFIED PROCESSOR UNAVAILABLE 

DMKCFS189I AFFINITY NOT SET; SYSTEM IN UNIPROCESSOR MODE 

DMKCFS190I NO AFFINITY SPECIFIED IN THE DIRECTORY 

DMKCFS250E 370E IS NOT AVAILABLE (ON PROC XX) 

DMKCFS251E 370E IS NOT ACTIVE 

DMKCFT002E INVALID OPERAND - operand 
DMKCFT006E INVALID DEVICE TYPE - addr 
DMKCFT026E OPERAND MISSING OR INVALID 

DMKCFV062E ECMODE NOT SET ON 

DMKCFV063E SHADOW TABLE BYPASS; NOT SET 

DMKCFV080E NO PREALLOCATED VMSAVE AREA 

DMKCFV082E MORE THAN ONE VMSAVE AREA ALLOCATED; MOST SPECIFY AREA NAME 



DMKCKP900W SYSTEM RECOVERY FAILURE 
DMKCKP901W SYSTEM RECOVERY FAILURE 
DMKCKP902W SYSTEM RECOVERY FAILURE 
DMKCKP910W SYSTEM RECOVERY FAILURE 
DMKCKP911W SYSTEM RECOVERY FAILURE 
DMKCKP922W SYSTEM RECOVERY FAILURE 
DMKCKP960I SYSTEM WARM START DATA 
DMKCKP961W 



PROGRAM CHECK 
MACHINE CHECK, RUN SEREP 
FATAL I/O ERROR- {NUCL CYL|WARH CYL} 
INVALID WARM START CYLINDER 
WARM START AREA FULL 
INVALID SPOOLING DATA 
SAVED 



SYSTEM SHUTDOWN COMPLETE 



DMKCKSaOOI SYSTEM CHECKPOINT AREA FULL 

DMKCKS401I SYSTEM CHECKPOINT AREA 90 PERCENT FULL 

DMKCKS903W SYSTEM RECOVERY FAILURE; VOLID 'volid' ALLOCATION ERROR CYLINDER 'cylinder' 

DMKCKS912W SYSTEM RECOVERY FAILURE; VOLID 'volid' NOT MOUNTED 

DMKCKS915E PERMANENT I/O ERROR ON CHECKPOINT CYLINDER 

DMKCKS916E ERROR ALLOCATING SPOOL FILE BUFFERS 

DMKCKS917E CHECKPOINT CYLINDER INVALID; CLEAR STORAGE AND COLD START 

DMKCKS917E CHECKPOINT CYLINDER INVALID; CLEAR STORAGE AND COLD START 

DMKCLK437E NO DASD SPACE AVAILABLE - IPL TERMINATED 
DMKCLK970W TOD CLOCK SYNC CHECK RECEIVED 



DMKCNS454I 


LINE ] 


caddr 


DMKCNS455I 


LINE 


addr' 


DMKCNS500I 


CONS 


addr' 


DMKCNS501I 


CONS 


addr' 


DMKCNS502I 


CONS 


addr' 


DMKCNS503I 


CONS 


addr' 


DMKCNSSOUI 


CONS 


addr' 


DMKCNS505I 


CONS 


addr' 


DMKCNS527I 


CONS 


addr' 


DMKCNS528I 


CONS 


addr' 



DISABLED 

' CC=3 NOT OPERATIONAL 

' CMD REJECT CMD='cm' SNS='sense' CSW='csw' USERID='userid' 

' INT REQ 

' BUSOOT CK CMD='cm' SNS='sense' CSW='csw' USERID=' userid' 

' EQUIP CK CMD='cm' SNS='sense' CSW='csw' USERID=' userid ' 

' DATA CK CMD='cm' SNS='sense' CSW='csw' OSERID='userid' 

' OVERRUN CK CMD='cm' SNS='sense' CSW=»csw' USERID=' userid ' 

' LOST DATA CMD='ca' SNS='sense' CSW='csw' USERID='userid' 

' TIMEOUT CMD='cm' SNS='sense' CSW='csw' USERID=' userid* 



DMKCPB005E INVALID HEXDATA - hexdata 
DMKCPB006E INVALID DEVICE TYPE - addr 
DMKCPB012E INVALID PSW - psw 
DMKCPB022E VADDR MISSING OR INVALID 
DMKCPB026E OPERAND MISSING OH INVALID 
DMKCPB040E DEV addr DOES NOT EXIST 

DMKCPI131E INSUFFICIENT FREE STORAGE 

DMKCPI185E CP ASSIST LEVEL XX DOES NOT MATCH CP LEVEL yy 
DMKCPI913I CP OWNED VOLID xxxxxx INVALID FOR 3330V 
DMKCPI950A AUTO LOGON FAILED; EXPLICIT LOGON REQUIRED 
DHKCPI951I CP VOLID volid NOT MOUNTED 
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DBKCPI952I nnnnnK SYSTEM STORAGE 

DMKCPI953I DNABLE TO ALLOCATE SYSTEM AOTO DOMP 

DMKCPI954E DASD raddr VOLID volid NOT MOUNTED; DOPLICATE OF DAS D raddr 

DMKCPI955H INSOFFICIENT STORAGE FOR VM/370 

DMKCPI957I STOE sssssK, NOC nnnK, DYN dddddK, TEA tttK, FEEE ffffK, 7=R vvvvvK 

DMKCPI958I ATTACHED PROCESSOR NOT OPERATIONAL 

DMKCPI959H ATTACHED PROCESSOR NOT ONLINE 

DMKCPI960I SYSTEM WARM START DATA SAVED 

DMKCPI961W SYSTEM SHUTDOBN COMPLETE 

DMKCPS003E INVALID OPTION - option 
DMKCPS021E RADDR MISSING OR INVALID 
DMKCPS026E OPERAND MISSING OR INVALID 
DMKCPS040E DEV addr DOES NOT EXIST 
DMKCPS049E LINE (addr) IN OSE 
DHKCPS123E DASD raddr CP OWNED 
DMKCPS124E DASD raddr IN USE BY nnn USERS 
DMKCPS140E type raddr ATTACHED TO userid 
DMKCPS142E type raddr NOT DRAINED 
DMKCPS143E type raddr IN USE BY SYSTEM 
DMKCPSiaaW type vaddr RESET BY userid 
DHKCPS192E VARY PROCESSOR COMMAND FAILED 

DMKCPU021E RADDR MISSING OR INVALID 
DMKCPU191E PROCESSOR nn DOES NOT EXIST 
DMKCPU192E VARY PROCESSOR COMMAND FAILED 
DMKCPU193I PROCESSOR nn ONLINE 
DMKCPU194I PROCESSOR nn OFFLINE 

DMKCPV003E INVALID OPTION - option 

DHKCPV004E INVALID HEXLOC - hexloc 

DMKCPV006E INVALID DEVICE TYPE - addr 

DMKCPV007E INVALID USEEID - userid 

DHKCPV009E INVALID RANGE - range 

DMKCPV020E OSERID MISSING OR INVALID 

DHKCPV021E RADDR MISSING OR INVALID 

DMKCPV026E OPERAND MISSING OR INVALID 

DMKCPV033E HEXLOC MISSING OR INVALID 

DMKCPV040E DEV addr DOES NOT EXIST 

DMKCPVOaSE userid NOT LOGGED ON 

DMKCPVOaeE type raddr OFFLINE 

DHKCPV140E type raddr ATTACHED TO userid 

DMKCPV160E HEXLOC hexloc EXCEEDS STORAGE 

DMKCPV165I PAGE hexloc NOT LOCKED; SHARED PAGE 

DMKCPV176E VIRT=REAL AREA IN USE BY userid 

DMKCPV202E VIRT=REAL AREA NOT AVAILABLE; INSUFFICIENT STORAGE 

DMKCPV203E V=R AREA REQUIRES IPL BY DEVICE ADDRESS 

DMKCPV204E INVALID PAGE(S) SPECIFIED, V=R AREA 

DMKCQG020E USEEID MISSING OR INVALID 

DMKCQG022E VADDR MISSING OR INVALID 

DMKCQG027E SPOOLID MISSING OS INVALID 

DMKCQG028E CLASS MISSING OR INVALID 

DMKCQG040E DEV addr DOES NOT EXIST 

DHKCQG042E SPOOLID nnnn DOES NOT EXIST 

DMKCQG045E userid NOT LOGGED ON 

DMKCQP003E INVALID OPTION - option 
DMKCQP006E INVALID DEVICE TYPE - addr 
DMKCQP020E USERID MISSING OR INVALID 
DMKCQP021E RADDR MISSING OR INVALID 
DMKCQP022E VADDR MISSING OB INVALID 
nMKCQP040E DEV addr DOES NOT EXIST 
DMKCQP045E userid NOT LOGGED ON 
DHKCQP466I CTLE CUU IN BUFFER SLOWDOWN MODE 

DMKCQE003E INVALID OPTION - option 
DMKCQE020E USEEID MISSING OR INVALID 
DMKCQR026E OPERAND MISSING OE INVALID 
DHKCQR028E CLASS MISSING OR INVALID 
DMKCQR045E userid NOT LOGGED ON 

DMKCQY020E USERID MISSING OE INVALID 
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DaKCQY026E OPERAND HISSING OR INVALID 
DMKCQY045E userid NOT LOGGED ON 

DHKCSB003E INVALID OPTION - option 
DHKCSB006E INVALID DEVICE TYPE - addr 
DHKCSB013E CONFLICTING OPTION - option 
DMKCSB021E BADDR MISSING OR INVALID 
DMKCSB022E VADDR MISSING OR INVALID 
DMKCSB026E OPERAND MISSING OR INVALID 
DMKCSB028E CLASS HISSING OK INVALID 
DMKCSB031E BUFFER MISSING OR INVALID 
DHKCSB036E INDEI MISSING OR INVALID 
DMKCSBOaOE DEV addr DOES NOT EXIST 
DMKCSB043E BOFFER name DOES NOT EXIST 
DnKCSB046E type raddr OFFLINE 
DMKCSB140E type raddr ATTACHED TO userid 
DMKCSB1U2E type raddr NOT DRAINED 
DMKCSB148E type raddr BOFFER LOAD name FAILED 

DMKCSO003E INVALID OPTION - option 
DMKCSO006E INVALID DEVICE TYPE - addr 
DHKCSO013E CONFLICTING OPTION - option 
DHKCS0021E RADDH MISSING OR INVALID 
DMKCSO028E CLASS MISSING OR INVALID 
DMKCSO030E COPIES MISSING OR INVALID 
DMKCSOOaOE DEV addr DOES NOT EXIST 
DKKCSO046E type raddr OFFLINE 
DMKCS0140E type raddr ATTACHED TO userid 
DMKCSOIUIE type raddr NOT ACTIVE 
DMKCS0243E FLASH MISSING OR INVALID 
DHKCS02'mE IMAGE LIBRARY MISSING OR INVALID 
DMKCS0245E CHARS MISSING OR INVALID 
DMKCS0246E FCB MISSING OR INVALID 

DMKCSP003E INVALID OPTION - option 
DMKCSP006E INVALID DEVICE TYPE - addr 
DMKCSP007E INVALID DSERID - userid 
DHKCSP013E CONFLICTING OPTION - option 
DMKCSP020E DSERID MISSING OR INVALID 
DMKCSP022E VADDR MISSING OR INVALID 
DMKCSP026E OPERAND MISSING OR INVALID 
DMKCSP028E CLASS MISSING OR INVALID 
DMKCSP029E FNAME FTYPE MISSING OR INVALID 
DMKCSP030E COPIES MISSING OR INVALID 
DHKCSP032E DIST CODE MISSING OR INVALID 
DMKCSPOaOE DEV addr DOES NOT EXIST 
DMKCSP053E userid NOT IN CP DIRECTORY 
DMKCSP243E FLASH MISSING OR INVALID 
DMKCSP245E CHARS MISSING OR INVALID 
DBKCSP246E FCB MISSING OR INVALID 
DMKCSP253E MODIFY MISSING OR INVALID 

DMKCST003E INVALID OPTION - option 
DMKCST006E INVALID DEVICE TYPE - addr 
DMKCST022E VADDR MISSING OR INVALID 
DMKCST026E OPERAND MISSING OR INVALID 
DHKCST027E SPOOLID MISSING OR INVALID 
DMKCST040E DEV addr DOES NOT EXIST 
DMKCST042E SPOOLID nnnn DOES NOT EXIST 

DMKCSD003E INVALID OPTION - option 
DMKCS0006E INVALID DEVICE TYPE - addr 
DBKCSD007E INVALID OSERID - userid 
DMKCSD008E INVALID SPOOLID -spoolid 
DMKCSD013E CONFLICTING OPTION - option 
DMKCSD020E OSERID MISSING OR INVALID 
DMKCSD026E OPERAND HISSING OR INVALID 
DMKCSO027E SPOOLID MISSING OR INVALID 
DHKCSD028E CLASS HISSING OR INVALID 
DMKCSD029E FNAHE FTYPE MISSING OR INVALID 
DMKCSD030E COPIES MISSING OH INVALID 
DMKCSU032E DIST CODE MISSING OR INVALID 
DMKCSD035E DEVICE TYPE MISSING OR INVALID 
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DMKCS0042E SPOOLID nnnn DOES NOT EXIST 
DMKCS0053E userid NOT IN CP DIRECTORY 
DMKCS02U3E FLASH MISSING OR INVALID 
DMKCS0245E CHARS MISSING OR INVALID 
DMKCS0246E FCB MISSING OR INVALID 
DMKCSD253E MODIFY MISSING OR INVALID 



DMKDAS500I 
DMKDAS501A 
DMKDAS502I 
DMKDAS503I 
DMKDAS504D 
DMKDAS504I 
DMKDAS505D 
DMKDAS505D 

DMKDAS505I 
DMKDAS505I 

DHKDAS506I 
DMKDAS507D 
DMKDAS508I 
DMKDAS509I 
DMKDAS513I 
DMKDAS513I 

DMKDAS514D 
DHKDAS516I 
DMKDAS516I 

DMKDAS517E 
DMKDAS517E 



DASD 'addr' CMD REJECT CMD='cm' SNS=«sense» CSW=«csw« DSERID=« userid' 

DASD 'addr' INT REQ CI5D='CiB' 3NS='sense' CS»='csw' OSERID=' userid' 

DASD 'addr' BOSOOT CK CMD=«ciB« SNS='sense» CSW=»csw« DSERID=« userid" BBCCHH= 'bbcchh' 

DASD 'addr' EQOIP CK CMD=«cm' SNS=«sense» CSW=»csw' OSERID=« userid • 

DASD 'addr' DATA CK CMD='cm» SNS='sense« CSW=«cs¥' USERID=« userid" BBCCHH=«bb3chh« 

DASD 'addr' DATA CK CMD='cm« SNS=« sense" CSII='CSW" DSERID= "userid" BBCCHH=" bbcchh' 

DASD "addr" OVERRUN CK CMD="CBi" SNS="sense' CSW="csw" OSERID = " userid" BBCCHH=" bbcchh" 



I cm' 



SNS= 



'sense" 



CSi="csw" 



OSERID="userid" 



DASD "addr" OVERRUN CK CHD="i 

[ {BBCCHH=" bbcchh" I BLOCK="nnnnnn«} ] 

DASD "addr" OVERRUN CK CMD="cm" SNS="sense" CSW="csw" USERID= "userid" BBC CHH= "bbcchh " 

DASD "addr" OVERRUN CK CMD="cib" SNS="sense» CSlI="csw" USERID= "userid" 

[ {B5CCHH— - liliuuuu- j BLOCK— ■ uiiuuuii ■ } j 

DASD "addr" TRKCOND CK CMD="cm" SNS="sense" CSH="csw" USERID=" userid" BBCCHH="bbcchh" 

DASD "addr" SEEK CK CMD="cm" SNS="sense" CSW="csw" nSERID=" userid" BBCCHH=" bbcchh" 

DASD "addr" PERM ERROR CMD="cB" SNS="sense" CSil="csw" USERID=" userid" 

DASD "addr" TRKOVERUN CMD="cm" SNS="sense' CSW="csw" USERID=" userid" BBCCHH= "b bcchh" 

DASD "addr" FILE PROT CMD="CBi" SNS="sense" CSW="csw" USERID= "userid" 

DASD "addr" FILE PROT CMD=«ca" SNS="sense" CSW="csw' USERID= "userid" 

[ {BBCCHH="bbcchh" |BLOCK="nnnnnn"} ] 

DASD "addr" ADDMRK CK CMD="cb" SNS="sense' CSW="csw" USERID= "userid" BBCCHH= "bbcchh" 

DASD "addr" BAD SENSE CMD="CB" SNS="sense" CSW="csw" USERID="userid" 

DASD "addr" BAD SENSE CHD="CB' SNS="sense" CSW="csw" USERID= "userid" 

[ {BBCCHH= "bbcchh" I BLOCK="nnnnnn") ] 

DASD "addr" NOT/KNOWN CMD="cb" SNS="sense" CSW="csw" USERID=" userid" BBCCHH= "bbcchh" 



DASD "addr" NOT/KNOWN CMD="CB" SNS="sense" CSIJ="csw" 

[ £BBCCHH=" bbcchh" I BLOCK="nnnnnn"} ] 
DMKDAS518I DASD "addr" RECV ERROR CMD="cB" SNS="sense" CS«="csw" USERID=" userid" 
DMKDAS518I DASD "addr" RECV ERROR CBD="CB" SNS='sense" CSH="csw" 

[ {BBCCHH=" bbcchh" I BLOCK='nnnnnn"} ] 
DMKDAS520I DASD "addr" CHAN ERROR CMD="cB" SNS="sense" CSW="csw" USERID="userid" 
DMKDAS520I DASD "addr" CHAN ERROR CMD='CB' SNS='sense" CSS="csw" 

[ {BBCCHH=" bbcchh" I BLOCK="nnnnnn"} ] 
DMKDAS956A DASD cuu VOLID volid NOT MOUNTED; NOW OFFLINE 



OSERID= "userid" 



aSERID=« userid" 



nSERID="userid" 



DMKDAD530I DASD "addr" CHECK DATA CMD="CB" SHS='sense' CSW="csw" DSERID=" userid" BLOCK= "a nnnnn" 

DMKDDR700E INPUT UNIT IS NOT A CPVOL 

DMKDDR701E INVALID OPERAND - operand 

DMKDDR702E CONTROL STATEMENT SEQUENCE ERROR 

DMKDDR703E OPERAND MISSING 

DMKDDR70ltE DEV cuu NOT OPERATIONAL 

DMKDDR705E 10 ERROR cuu CSW csw SENSE sense INPUT bbcchh OUTPUT bbcchh CCW ccw 

DMKDDR705E 10 ERROR cuu CSW csw SENSE sense INPUT {bbcchh| nnnnnn) OUTPUT bbcchh CCW ccw 

DMKDDR707E MACHINE CHECK RUN SEREP AND SAVE OUTPUT FOR CE 

DMKDDR708E INVALID INPUT OR OUTPUT DEFINITION 

DMKDDR709E WRONG INPUT TAPE MOUNTED 

DMKDDR710A DEV cuu INTERVENTION REQUIRED 

DMKDDR711R VOLID READ IS volid2 [NOT volidi] DO YOU WISH TO CONTINUE? RESPOND YES NO OR E BREAD: 

DMKDDR712E NUMBER OF EXTENTS EXCEEDS 20 

DMKDDR713E OVERLAPPING OR INVALID EXTENTS 

DMKDDR714E RECORD bbcchh NOT FOUND ON TAPE 

DMKDDR715E LOCATION bbcchh IS A FLAGGED TRACK 

DMKDDR716E NO V0L1 LABEL FOUND [FOR volser ] DO YOU WISH TO CONTINUE? RESPOND YES OR NO OS REREAD: 

DMKDDR717R DATA DUMPED FROM TOlidI TO BE RESTORED TO volid2. DO YOU WISH TO CONTINUE? 3 ESPOND YES 

NO OR REREAD: 
DMKDDR718E OUTPUT UNIT IS FILE PROTECTED 
DMKDDR719E INVALID FILE NAME OR FILE NOT FOUND 
DMKDDR720E ERROR IN routine 
DMKDDE721E RECORD cchhr NOT FOUND 
DMKDDR721E RECORD {cchhr | nnnnnn} NOT FOUND 

DMKDDE722E OUTPUT UNIT NOT PROPERLY FORMATTED FOR THE CP NUCLEUS 
DMKDDR723E NO VALID CP NUCLEUS ON THE INPUT UNIT 
DMKDDR724E INPUT TAPE CONTAINS A CP NUCLEUS DUMP 
DMKDDE725H ORIGINAL INPUT DEVICE WAS (IS) LARGER THAN QOTPDT DEVICE. DO YOU WISH !D . CONTINDE? 

RESPOND YES OR NO: 
DMKDDR726E MOVING DATA INTO THE ALTERNATE TRACK CYLINDER (S) IS PROHIBITED 
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DMKDDR727E FLAGGED TEK XXZXXXXXZX HfiS SO PROPER ALTEESATE; SKIPPING THIS TEK 
DMKDDR756E PROGRAM CHECK PSU = psw 

DMKDEF003E INVALID OPTION - option 

DMKDEF022E VADDR MISSING OR INVALID 

DMKDEF024E {CTLS|BLKS} MISSING OS INVALID 

DHKDEF02aE CILS MISSING OR INVALID 

DMKDEF025E STORAGE MISSING OR INVALID 

DMKDEF026E OPERAND HISSING OR INVALID 

DMKDEF040E DEV addr DOES NOT EXIST 

DMKDEF091E DASD vaddr NOT DEFINED; TEMP SPACE NOT AVAILABLE 

DMKDEF094E STORAGE EXCEEDS ALLOWED HAXIHOM 

DMKDEF095E DEV vaddr NOT DEFINED; INSUFFICIENT FREE STORAGE 

DMKDEF136E DEV vaddr NOT DEFINED; CHAN X DEDICATED 

DMKDIA006E INVALID DEVICE TYPE - addr 
DMKDIA011E INVALID DEVICE TYPE - userid vaddr 
DMKDIA020E DSERID MISSING OR INVALID 
DMKDIA022E VADDR MISSING OR INVALID 
DMKDIA040E DEV addr DOES NOT EXIST 
DMKDIA045E userid NOT LOGGED ON 
DMKDIA047E userid vaddr DOES NOT EXIST 
DMKDIA055E LINE(S} NOT AVAILABLE ON aserid 
DMKDIA056E LINE vaddr BOSY ON userid 
DMKDIA098E DEV rid MODE SWITCH NOT POSSIBLE 

DMKDIR751E INVALID OPERAND - XXXXXX 

DMKDIR752E STATEMENT SEQUENCE ERROR FOLLOWING USER user 

DMKDIR753E OPERAND MISSING 

DMKDIR754E DEV cuu NOT OPERATIONAL 

DMKDIR755E 10 ERROR cuu CSW csw SENSE sense 

DMKDIR756E PROGRAM CHECK PSW = psw 

DBKDIE757E MACHINE CHECK EON SEEEP AND SAVE OUTPUT FOE CE 

DMKDIR758E DUPLICATE UNIT DEFINITION 

DMKDIR760E NOT ENOUGH SPACE ALLOCATED FOR DIRECTORY 

DMKDIR761E VOLID READ IS volidi NOT volid2 

DMKDIR762E DIRECTORY STATEMENT MISSING 

DMKDIR763E INVALID FILENAME OR FILE NOT FOUND 

DMKDIR764E EREOE IN routine 

DMKDMP905W SYSTEM DUMP FAILUEE; PBOGEAM CHECK 
DMKDMP906W SYSTEM DUMP FAILUEE; MACHINE CHECK, EUN SEEEP 
DMKDMP907W SYSTEM DUMP FAILUEE; FATAL I/O EBEOE 
DMKDMP9C8I SYSTEM FAILUEE; CODE ~ code 
DMKDMP909W SYSTEM DUMP DEVICE NOT-EEADY 



DMKDSB956A DASD CUU VOLID volid NOT MOUNTED; NOW OFFLINE 

DMKDSP450W CP ENTERED; DISABLED WAIT PSW 'psw* 
DMKDSPa52W CP ENTEEED; EXTERNAL INTEBEUPT LOOP 



DMKFMT730E 
DMKFMT732E 
DMKFMT733E 
DMKFMT734E 
DMKFMT734E 
DMKFMT735E 
DMKFMT736E 
DMKFMT736E 
DMKFMT737E 
DMKFMT738A 
DMKFMT739E 
DMKFMT740E 
DMKFMT756E 

DMKGEF500I 
DMKGRF502I 
DMKGEF503I 
DMKGEFSOm 
DMKGEF521I 
DMKGEF525I 
DMKGEF529I 



DEV cuu NOT OPEBATIONAL OB NOT READY 

MACHINE CHECK RUN SEREP AND SAVE OUTPUT FOR CE 

VOLID READ IS volidi NOT volid2 

TYPE OR CYL INVALID 

TYPE OR {CYLIPAG} INVALID 

FATAL DASD 10 ERROR 

10 ERROR cuu CCHHR = cchhr SENSE = sense 

10 EREOE cuu {CCHHE = cchhr| BLOCK = nnnnnn} SENSE = sense 

INVALID OPEBAND 

DEV cuu INTEEVENTION EEQUIBED 

FLAGGED PEIMAEY TRACK HAS NO ALTERNATE ASSIGNED; 10 ERROR FOLLOWS 

PACK MOUNTED IS 3340-35, NOT 3340-70. MOUNT ANOTHER OB BESPECIFY 

PBOGEAM CHECK PSW = psw 

GEAF »addr« CMD BEJECT CMD=«CB« SNS=«sense' CSW=«csw« 

GEAF 'addr* BUSOUT CK CMD='C»« SNS=«sense' CSW=«csw« 

GEAF 'addr* EQUIP CK CMD=«cm' SHS='sense« CSW=«csw« 

GEAF 'addr' DATA CK CMD=«CB« SNS=«sense' CSW='csw« 

GEAF 'addr' NO DEVICE CMD='CB« SNS=»sense' CSW="csw« 

GEAF 'addr' FOBMAT CK CMD='cm» SNS=« sense* CSW=«csw« 

GEAF 'addr' PAEITY CK CMD=«CB« SNS=' sense' CSW='csw« 
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DMKIOF550E EBEOE EECOEDING ABEA 90 PEBCENT FOLL; EON CPEREP 

DMKI0G551E EBEOE BECOEDIHG ABEA FOLL; EON CPEEEP. 

DHKIOG552I FOEMATTIMG EBEOE EECOEDING ABEA 

DHKI0G553I EBSOE EECOEDING ABEA CLEABED; OSES 'userid' 

DHKI0G558I FATAL I/O EBEOE; EBEOE EECOEDING DISABLED 

DMKI0G559W SBF NOT AVAILABLE 

DMKIOG560W SBF EBEOBS ; FEAHES NOT ON EBEOE CYLINDEES 

DMKI0G561W KOBE THAN 50 MCH OE CCH FBAMES WEBE BEAD FEOH THE SBF 

DMKJBLiaSI OSEBID: Qserid AT tera-raddr WITH INVALID PASSWOBD NO.xxx (pswd) VIOLATED T3 E LIMIT OF 
yyjr A=auserid 

DHKLNK020E OSEBID MISSING OE INVALID 

DMKLNK022E VADDE MISSING OB INVALID 

DMKLNK052E EBEOE IN CP DIEECTOBY 

DMKLNK053E userid NOT IN CP DIRECTOEY 

DMKLNK101H DASD vaddr FORCED B/0; B/0 BY {nnn OSEBS | userid} 

DHKLNK102W DASD vaddr FORCED E/0; B/W BY {nnn OSEES I userid} 

DHKLNKIU-iW DASD vaddr FOKCED K/0; B./M Bi {nnn USEHS I userid} ; H/0 Bl (nnn USEMSi userid} 



R/0 BY {nnn OSERS| userid} 

E/W BY {nnn OSEBS j userid} 

R/W BY nnn OSEES; E/0 BY {nnn OSEBS | userid} 

HOT IN CP DIEECTOBY 

VOLID volid NOT MOONTED 

INVALID LINK DEVICE 

type vaddr ALBEADY DEFINED 

NO BEAD PASSHOED 

NO WEITE PASSWOBD 

NO HOLT PASSWORD 

PASSWORD IHCOEBECT 



DHKLNK104E userid vaddr NOT LINKED 

DMKLNK105E userid vaddr NOT LINKED 

DMKLNK106E userid vaddr NOT LINKED 

DHKLNK107E userid vaddr NOT LINKED 

DMKLNK108E userid vaddr NOT LINKED 

DMKLNK109E userid vaddr NOT LINKED 

DHKLNK110E userid vaddr NOT LINKED 

DMKLNK111E userid vaddr NOT LINKED 

DMKLNK112E userid vaddr NOT LINKED 

DHKLNK113E userid vaddr NOT LINKED 

DMKLNK114E userid vaddr NOT LINKED 

DMKLNK115E LINK INVALID; EXCESSIVE INCORRECT PASSWORDS 

DHKLNK116E OSEBID XXI NOT LINKED; CP DIRECTORY IN OSE 

DMKLNK117E OSEEID userid NOT LINKED; VOLID volid CONFLICT 

DHKLNK118E userid vaddr NOT LINKED; COMMAND FOBHAT NOT VALID 

DMKLHK119E OSEEID vaddr NOT LINKED; INSOFFICIENT FREE STORAGE 

DMKLNK137E DASD vaddr NOT LINKED; CHAN X DEDICATED 

DMKLNK139E DASD addr NOT LINKED; 3330V NOT ACCEPTED AS SYSTEM VOLOME 

DMKLOG003E INVALID OPTION - option 

DMKLOG020E OSEBID MISSING OE INVALID 

DMKLOG050E PASSWOBD IHCOEBECT 

DHKLOG051E MAXIMOM OSEBS EXCEEDED 

DMKLOG052E EBEOE IN CP DIEECTOBY 

DMKLOG053E userid HOT IN CP DIEECTOEY 

DMKLOG054E ALREADY LOGGED ON {LINEtGRAF} raddr 

DHKLOG067E COMMAND FORMAT NOT VALID 

DHKLOG080E NO PREALLOCATED VHSAVE AREA 

DMKLOG081W VMSAVE AREA CONTAINS A SAVED SYSTEM, MOST OSE SET COMMAND 

DHKLOG082E MORE THAN ONE VMSAVE ABEA ALLOCATED, MOST SPECIFY ABEA NAME 

DMKLOG090E DEV vaddr NOT DEFINED; DEV {raddr | volser} NOT AVAILABLE 

DHKLOG091E DASD vaddr HOT DEFINED; TEMP SPACE HOT AVAILABLE 

DMKLOG092E DEV vaddr NOT DEFINED; type vaddr ALBEADY DEFINED 

DMKLOG093E DEV vaddr HOT DEFIHED; EBEOE IH CP DIEECTOBY 

DMKLOG095E DEV vaddr NOT DEFINED; IHSOFFICIEHT FEEE STOBAGE 

DMKL0G131E INSOFFICIENT FREE STORAGE 

DMKLOG188E SPECIFIED PROCESSOR ONAVAILABLE 

DMKLOG189I AFFINITY NOT SET; SYSTEM IN ONIPEOCESSOE MODE 

DMKLOG250E 370E IS HOT AVAILABLE (OH PEOC xx) 

DMKLOG251E 370E IS NOT ACTIVE 

DMKMCC002E INVALID OPEEAHD - operand 

DMKMCC003E IHVALID OPTION - option 

DMKMCC006E INVALID DEVICE TYPE - addr 

DMKMCC021E BADDE MISSING OE IHVALID 

DMKMCC026E OPEEAHD MISSIHG OR INVALID 

DMKHCCOtJOE DEV addr DOES HOT EXIST 

DMKMCC0t(6E type raddr OFFLINE 

DMKMCCIftOE type raddr ATTACHED TO userid 

DMKMCC143E type raddr IN OSE BY SYSTEM 

DMKMCC211E MONITOR TAPE IS ALREADY ACTIVE 

DMKMCC213E MONITOR CPTRACE IS ALBEADY ACTIVE 

DMKMCC215E MONITOR ACTIVE; DASTAP CANNOT BE ENABLED DYNAMICALLY 

DHKMCC216E SYSPBOF CLASS BEQOIEES SCHEDDLE AND DASTAP 
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DHKHCC217E MONITOB TAPE NOT STARTED, NO CLASS ENABLED 

DMKMCD002E IHTALID OPEBAND ' operand 
DMKMCD021E EADDE MISSING OR INVALID 
DHKMCD026E OPERAND MISSING OR INVALID 
DMKMCDOaOE DEV addr DOES NOT EXIST 
DflKHCD212E MINITOR TAPE IS NOT ACTIVE 
DMKMCD214E MOHTIOR CPTRACE IS NOT ACTIVE 
DMKMCD218E MONITOR NOT STOPPED, OUTSTANDING TAPE I/O 
DMKMCD222E TIME PARAMETER SPECIFIES INVALID TIME 
DMKMCD223E START TIME MOST PRECEDE STOP TIME 
DMKHCD22UE LIMIT MOST BE BETWEEN 10 and 50000 
DMKMCD226E FOR VALOE MIDNIGHT - COMMAND INVALID 
DMKMCD227E FOR OPTION INVALID WITH AOTODISK OFF 
DMKnCD228£ FOR OPTION INVALID WITH nONITOE OH 



DMKMCH003E 
DMKMCH026E 
DMKMCH610W 
DHKMCH611W 
DHKMCH612W 
DMKMCH613I 

DHKHcaeiai 

DMKMCH615I 
DMKMCH616I 
DMKMCH617I 
DMKMCH618I 
DMKMCH619I 
DMKMCH622W 

DMKMCT610W 
DMKMCT611W 
DMKMCT612i 
DMKMCT616I 
DMKMCT619I 
DMKMCT620I 
DMKMCT621I 



INVALID OPTION - option 

OPERAND MISSING OR INVALID 

MACHINE CHECK SOPERVISOR DAMAGE cpuid 

MACHINE CHECK SYSTEM INTEGRITY LOST cpuid 

MACHINE CHECK TIMING FACILITIES DAMAGE; EON SEREP cpuid 

SOFT MACHINE CHECK RECORDING DISABLED cpuid 

MACHINE CHECK; DAMAGED PAGE NOW DELETED cpuid 

MACHINE CHECK RECORDING FAILORE cpuid 

MACHINE CHECK; OSER userid TERMINATED cpuid 

MACHINE CHECK; BUFFER OR DLAT DAMAGE cpuid 

{INSTRUCTION RETRY [MAIN STORAGE} NOW IN {RECORD | QOIBT} MODE cpuid 

MACHINE CHECK; OPERATION TEEMINATED cpuid 

MACHINE CHECK; MOLTIPLE CHANNEL EERORS 

MACHINE CHECK; SUPERVISOR DAMAGE cpuid 

MACHINE CHECK; SYSTEM INTEGRITY LOST cpuid 

MACHINE CHECK; TIMING FACILITIES DAMAGE cpuid 

MACHINE CHECK; OSER userid TERMINATED cpuid 

MACHINE CHECK; OPERATION TERMINATED cpuid 

MACHINE CHECK; ATTACHED PROCESSOR NOT BEING USED cpuid 

MACHINE CHECK; AFFINITY SET OFF cpuid 



DMKMIA229E MONITOR OUT OF DASD PAGES, IS SHOTTING OFF 

DMKMID310E DATE date INVALID; NOT CHANGED 

DMKMNI002E INVALID OPERAND - operand 

DHKHNI225E INVALID MONITOS OSEEID SPECIFIED, OON NOT STARTED 

DMKMON219I END OF MONITOR TAPE, MONITOR STOPPED BY SYSTEM 
DMKMON220I ERROR ON MONITOR TAPE, MONITOR STOPPED BY SYSTEH 

DMKMSG003E INVALID OPTION - option 

DMKMSGO2OI: USERID MISSING OR INVALID 

DMKMSG045E userid NOT LOGGED ON 

DMKMSG057W userid NOT RECEIVING; {DISCONNECTED! MSG OFF|SMSG OFF | NOT AUTHORIZED! WNG OFF} 

DMKNES002E INVALID OPERAND - operand 

DMKNES004E INVALID HEXLOC - hexloc 

DMKNES006E INVALID DEVICE TYPE - addr 

DHKNES009E INVALID RANGE - range 

DMKNES021E RADDR MISSING OR INVALID 

DHKNES026E OPERAND HISSING OR INVALID 

DMKNESOUOE DEV addr DOES NOT EXIST 

DMKNES046E {DEV rid | type raddr} OFFLINE 

DBKNES0«t9E LINE addr IN OSS 

DMKNES098E DEV rid MODE SWITCH NOT POSSIBLE 

DMKNESiaOE CTLR raddr ATTACHED TO userid 

DHKNES160E HEXLOC hexloc EXCEEDS STORAGE 

DMKNES175E NETWORK TRACE ALREADY IN USE BY userid 

DMKNES706E LINE addr NOT ENABLED 

DMKNET002E INVALID OPERAND - operand 
DMKNET003E INVALID OPTION - option 
DMKNET004E INVALID HEXLOC - hexloc 
DMKNET006E INVALID DEVICE TYPE - addr 
DMKNET009E INVALID RANGE - range 
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DMKHET021E BADDE MISSING OE INVALID 
DMKNET026E OPEHAND MISSING OR INVALID 
DMKNET033E HEXLOC MISSING OE INVALID 
DMKNET040E DEV addr DOES NOT EXIST 
DMKNET046E {DEV riajtype raddr} OFFLINE 
DMKNET049E LINE addr IN OSE 

DMKNET098E DEV rid MODE SHITCH NOT POSSIBLE 
DMKNETiaOE type raddr ATTACHED TO userid 
DMKNET160E HEXLOC hexloc EXCEEDS STORAGE 

DMKNLD002E INVALID OPEEAND - operand 

DMKNLD006E INVALID DEVICE TYPE - addr 

DMKNLD021E EADDB MISSING OB INVALID 

DMKNLD026E OPEEAND MISSING OE INVALID 

DMKNLD040E DEV addr DOES NOT EXIST 

DMRNLDOIJUE SYSTEM name DOES NOT EXIST 

DMKNLD046E type raddr OFFLINE 

DMKNLD110E CTLR raddr ATTACHED TO userid 

DMKNLD143E CTLR raddr IN OSE BY SYSTEM 

DMKNLD170E SYSTEM name EXCEEDS STORAGE 

DMKNLD171E SYSTEM name VOLID volid NOT MOUNTED 

DMKNLD460E CTLR raddr LOAD FAILED: PROGRAM CHECK 

DMKNLDUeiR CTLR raddr IPL NOT REQDIRED; ENTER 'YES' TO CONTINUE 

DMKNLD470E CTLE raddr LOAD FAILED: PAGING I/O ERROR 

DMKNLDa7lE CTLE raddr LOAD FAILED: UNRECOVERABLE I/O ERROR 

DMKNLE003E INVALID OPTION - option 

DMKNLE006E INVALID DEVICE TYPE - addr 

DMKNLE021E BADDR MISSING OR INVALID 

DMKNLE040E DEV addr DOES NOT EXIST 

DMKNLE046E type raddr OFFLINE 

DMKNLE140E CTLE raddr ATTACHED TO userid 

DMKNLE143E CTLE raddr IN OSE BY SYSTEM 

DMKNLE460E CTLE raddr DUMP FAILED: PROGRAM CHECK 

DMKNLEI»61E CTLE raddr IPL NOT REQUIRED; ENTER "YES" TO CONTINUE 

DMKNLE464I CTLE raddr CC=3; DEPBESS 370x "LOAD" BOTTON 

DMKHLEa69E CTLE raddr DDMP FAILED: TEMP SPACE NOT AVAILABLE 

DMKNLE470E CTLE raddr DUMP FAILED: PAGING I/O EEBOE 

DMKNLE471E CTLE raddr DDMP FAILED: ONEECOVEEABLE I/O EEROR 

DMKNMT247I 3800 NAMED SYSTEM imag3800 CREATED 

DMKNMT2a8E SPECIFIED IMAGE imag NON-EXISTENT 

DMKNHT249E EREOE LOADING IMAG imag 

DMKNMT254E ERROR SAVING imag3800 - RC = (re) 

DMKNMT256E INSDFFICIENT VIETDAL STOEAGE 

DMKNMT257E EESIDOAL BYTE CODNT = nnnnnnnn (HEX) 

DMKPAG415E CONTINUOUS PAGING EERORS FROM DASD xxx 

DMKPGT400I SYSTEM TEMP SPACE FULL 
DMKPGT401I SYSTEM TEMP SPACE 90 PERCENT FULL 

DMKPRG453H CP ENTERED; PROGRAM INTEEEUPT LOOP 

DMKPTE410W CP ENTEEED; PAGING ERROR 

DMKQVM020E USERID MISSING OE INVALID 

DMKQVM800E COMMAND EEJECTED, OTHEE VIRTUAL MACHINES LOGGED ON 

DMKQVM801E FREE STOEAGE PAGE IS NOT AVAILABLE 

DMKQVM802E COMMAND REJECTED, DEVICES NOT DEDICATED 

DMKQVM803E COMMAND REJECTED, SPOOL DEVICES NOT DRAINED 

DMKQVH806E COMMAND REJECTED, VIBTUAL ADDEESS NOT EQUAL TO EEAL ADDEESS 

DMKQVM807E COMMAND REJECTED, VM/370 ATTACHED PEOCESSOE MODE 

DMKQVM809E COMMAND REJECTED, TRACE/ADSTOP IN EFFECT 

DMKRGA454I LINE addr DISABLED 

DMKRGA455I LINE 'addr* CC=3 NOT OPERATIONAL 

DMKRGA705I I/O EBEOB EESID=resource id STATDS=status LINE=addr 

DMKEND850I UNABLE TO BEAD DUMP FEOM EEADER 
DMKRND851I TEN DUMP FILES ALREADY EXIST 
DMKRND852I FATAL I/O EEROR WRITING DDMP 
DMKRND853I NO DDMP FILES EXIST 
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DIIKRND860I FATAL I/O EEEOB READING DUMP 
DMKRND861E DOHP FILE filename NOT FOUND 
DHKBND863E INVALID PARAMETER - parameter 

DMKRNH454I DEV rid DISABLED 

DHKRNH462I CTLR raddr ONIT CHECK; IPL REQUIRED 
DHKRNH463I CTLR 'raddr' ONIT CHECK; RESTART IN PROGRESS 
DKKRNH46ai CTLR raddr CC=3; DEPRESS 370X "LOAD" BUTTON 
DHKRNH465I LINE TRACE TERMINATED DOE TO ERROR 
DMKRNH468I CTLR raddr COMMONICATIONS SCANNER FAILURE 

DMKRSE2tOE PRT cuu, FCB-FORMS MISMATCH, FILEID nnnn {HELD| PURGED} 

DMKRSE241E PRT cuu, INVALID LOAD MODOLE mmmm SPECIFIED, FILE nnnn {HELD|PORGED} 

DMKRSE2a2E PRT CUU (3800) INTERVENTION RECQD, STATOS CODE cc 

DMKRSE252I PRT cuu, FILE nnnn EEQOEUED AND HELD 

DMKRSE255I PET CUU, PAGE BUFFER DESTROYED, BACKUP PAGE COUNT = nnnn 

DMKRSE500I {EDR| PRTjPUN} 'addr' CMD REJECT CMD=«cm' SNS=«sense' CSW='csw' USERID=« userid' 

DMKRSE501A {EDR| PRT|PON} 'addr' INT REQ 

DMKRSE501I {RDR| PRT| PUN} 'addr' INT REQ CHD='cm' SNS='sense' 

DMKRSE502I {BDE (PRT|PUN} 'addr' BUSOUT CK CMD='cm' SNS=' sense' 

DMKRSE503A {RDR |PRT| PUN} 'addr' EQUIP CK CMD='cm' SNS='sense' 

DMKRSE503I {RDR| PRT|PUN} 'addr' EQUIP CK CMD='cm' SNS=«sense' 

DMKRSE504A {RDR|PRT} 'addr' DATA CK CMD=«cm« SNS='sense' 

DMKRSE504I {RDR|PRT|PUN} 'addr' DATA CK CHD='cm' SNS='sense' CSW='csw' 

DMKBSE505A RDR 'addr' OVERRUN CK CMD='cm« SNS='sense' 

DMKRSE508I {RDR|PRT|PUN} 'addr' PERM ERROR CMD='cm' SNS='sense' CSW='csw' USERID=' userid' 

DMKRSE520A {RDR |PRT|PUN} »addr« PERM ERROR CMD='cm' SNS='sense' CSW='csw' USEEID=« userid' 

DHKRSE520I {RDR | PRTfPUN} 'addr' CHAN ERROR CHD='cm« SNS='sense' 

DMKESE521I {EDR | PET|PUN} 'addr' NO DEVICE CHD='cm» SNS=' sense' 

DMKESE52ai {EDB| PET|PUN} 'addr' LOAD CHECK CHD='cm' SNS='sense' 

DMKRSE525I {RDR | PRT|PUN} 'addr' FORMAT CK CBD='co' SNS='sense' 

DMKRSE529I {RDR | PBT|PUN} 'addr' PARITY CK CHD='cb' SNS='sense' 

DMKRSP426E RDR raddr SPOOL SPACE FULL; FILE PURGED 

DMKRSP428E PRT raddr SPOOL EBBOB; FILE HELD 

DMKBSP428E PUN raddr SPOOL EBBOB; FILE HELD 

DMKESP428E EDB raddr SPOOL EBBOE; FILE PUBGED 

DMKRSP430A TYPE raddr FATAL I/O ERROR; NOW OFFLINE, FILE HELD 

DMKRSP431A RDR raddr ID CARD MISSING OB INVALID 

DMKRSP432A BDE raddr ID CAED; 'userid' NOT IN CP DIBECTOBY 

DMKESP433A BDE raddr ID CAED; INVALID DATA - 'data' 

DMKBSP43UA BDE raddr FATAL I/O EEEOB; FILE PUBGED 

DMKSAV350W DASD raddr SYSEES VOLID NOT aaaaaa 
DMKSAV351W DASD raddr SYSEES NOT BEADY 
DMKSAV352W FATAL DASD I/O EEBOE 
DMKSAV353W SYSEES DEVICE TYPE INVALID 

DMKSNC04aE SYSTEM name DOES NOT EXIST 
DMKSNC171E SYSTEM name VOLID volid NOT MOUNTED 
DMKSNC178E SYSTEM name EXCEEDS AVAILABLE DASD SPACE 
DMKSNC179E SYSTEM name VOLID volid NOT CP OWNED 
DMKSNCU35E PAGING EREOE WEITING SAVED SYSTEM 

DMKSPM026E OPEBAND MISSING OB INVALID 
DMKSPM804E SINGLE PBOCESSOE MODE ON BEJECTED 
DMKSPM805E SINGLE PBOCESSOE MODE OFF BEJECTED 
DMKSPM808I SINGLE PBOCESSOE MODE ACTIVE 

DMKSPS026E OPERAND MISSING OE INVALID 

DMKSPS026E OPEBAND MISSING OB INVALID 

DMKSPS028E CLASS MISSING OE INVALID 

DMKSPS028E CLASS MISSING OB INVALID 

DMKSPS037E TAPE raddr INVALID FOE STOEAGE COMMAND 

DMKSPS037E TAPE raddr INVALID FOB STOBAGE COMMAND 

DMKSPS426E {RDR | TAPE} raddr SPOOL SPACE FULL; FILE PUBGED 

DMKSPS428E {PET I PUN | BDE} raddr SPOOL EBBOB; FILE {HELD I PUBGED} 

DMKSPS428E {PET | PUN | BDE | TAPE} raddr SPOOL EEEOB; FILE {HELD | PUBGED} 

DMKSPT002E INVALID OPEBAND - operand 
DMKSPT003E INVALID OPTION - option 
DMKSPT006E INVALID DEVICE TYPE - addr 
DMKSPT008E INVALID SPOOLID - spoolid 
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DHKSPT021E K&DDE MISSING OS INVALID 
DMKSPTOUOE DEV addr DOES NOT EXIST 
DMKSPT046E {DEV rid|type raddr} OFFLINE 
DHKSPT140E type raddr ATTACHED TO userid 
DMKSPT143E type raddr IN DSE BY SYSTEM 

DMKSSS070E DEVICE NOT AVAILABLE - MSS DEVICES ALLOCATED 
DMKSSS071E DEVICE NOT AVAILABLE - MSS CANNOT BE ACCESSED 
DMKSSS072E DEVICE NOT AVAILABLE - 'raddr' NOT PROPER TYPE 
DMKSSS074E MISSING INTEEEDPT - DEVICE 'raddr' 
DMKSSS075E DEVICE 'raddr' IS NOT AVAILABLE 
DMKSSS088I MSS MOONT PROCEEDING FOB VOLDME 'volid' 



DMKTAP500I 


TAPE 


addr' 


DMKTAP501A 


TAPE 


addr' 


DMKTAP502I 


TAPE 


addr* 


DMKTAP503I 


TAPE 


addr' 


DKKTAP504D 


TAPE 


addr' 


DMKTAPbObD 


TAPE 


addr' 


DMKTAP510I 


TAPE 


addr' 


DMKTAP511I 


TAPE 


addr" 


DMKTAP512I 


TAPE 


addr' 


DMKTAP513I 


TAPE 


addr' 


DMKTAP516I 


TAPE 


addr' 


DHKTAP517I 


TAPE 


addr' 


DHKTAP518I 


TAPE 


addr' 


DMKTAP519I 


TAPE 


addr' 


DMKTAP520I 


TAPE 


addr' 


DMKTAP521I 


TAPE 


addr' 


DMKTAP522I 


TAPE 


addr' 


DMKTAP523I 


TAPE 


addr' 


DMKTAP526I 


TAPE 


addr' 



CMD REJECT CMD='CB' SNS='sense' CSW='csw« OSERID='userid' 
INT REQ 

BOSODT CK CMD='cm' SNS='sense' CSW='csw' OSERID= 'userid' 
EQOIP CK CMD='CB' SNS='sense' CSW='csw' OSERID= 'userid* 
DATA CK CMD='CB' SNS='sense' CSW='csw' OSERID=' userid' 
OVERRON CK CMD='cm' SNS='sense' CSW='csw' 0SERID=' userid ' 
CONVERT CK CMD='cb' SNS='sense' CSH='csw» OSERID=' userid' 
COMPAT CK CMD='ca' SNS='sense' CSW='csw' OSEEID= 'userid 
LOAD POINT CMD='CB' SNS=»sense' CSH=»csw» OSERID='userid' 
FILE PHOT CMD='cB' SNS='sense' CSH='csw' OSERID= 'userid' 
BAD SENSE CMD='cB' SNS='sense' CSW='csw' OSERID='userid' 
NOT/KNOWN CHD='cB' SNS='sense' CSW='csw' OSERID=«userid' 
RECV ERROR CMD='cB' SHS='sense' CSW='csw' DSERID=' userid' 
PE BURST CMD=»CB« SHS='sense' CSW='csw' OSERID=» userid' 
CHAN ERROR CMD='cb' SNS='sense' CSH='csw' OSERID=' userid ' 
NO DEVICE CHD='CB' SNS='sense' CSH='csw' OSERID= 'userid' 
ERASE CK CMD='CB« SNS= 'sense' CSW='csw' aSERID=' userid' 
CONTROL CK CMD='cb' SNS='sense' CS»=«cs¥' aSERID=' userid' 
DSE FAILED CMD='cB' SNS='sense« CSW='csw' DSERID=' userid' 



DMKTCS240E PRT cuu, FCB-FORMS MISMATCH, FILEID nnnn {HELD| PURGED} 

DMKTCS241E PRT CUU, INVALID LOAD MODOLE BflBB SPECIFIED, FILE nnnn {HELD (PURGED} 

DMKTHI002E INVALID OPERAND - operand 
DMKTHI003E INVALID OPTION - option 
DMKTHI026E OPERAND MISSING OR INVALID 
DMKTHI045E userid NOT LOGGED ON 

DMKTRA002E INVALID OPERAND - operand 
DMKTRA003E INVALID OPTION - option 
DMKTEA013E CONFLICTING OPTION - option 
DMKTRA026E OPERAND MISSING OR INVALID 
DMKTRAISOii TRACE NOT IN EFFECT 
DMKTRA182E (reserved for IBM use) 

DMK0DR475I FATAL 10 ERROR TRYING TO READ DIRECTORY 

DMKOSO003E INVALID OPTION - option 
DMKUSO020E OSERID MISSING OR INVALID 
DMKOSO045E userid NOT LOGGED ON 



DHKVAT064E SHADOW TABLE BYPASS; RESET 
DMKVCH03aE CHANNEL MISSING OR INVALID 



DHKVCH048E CHANNEL X 
DMKVCH129E CHANNEL X 
DMKVCH130E CHANNEL X 
DMKVCH132E CHANNEL X 
DHKVCH138E CHANNEL X 



DOES NOT EXIST 

DEVICES IN USE 

NOT ATTACHED TO userid 

ALREADY DEFINED BY userid 

NOT ATTACHED; INSUFFICIENT FREE STORAGE 



DMKVDA003E INVALID OPTION - option 
DMKVDA006E INVALID DEVICE TYPE - addr 
DMKVDA020E USERID MISSING OR INVALID 
DHKVDA021E RADDR MISSING OR INVALID raddr 
DMKVDA022E VADDR MISSING OR INVALID vaddr 
DMKVDA023E VOLID MISSING OR INVALID 
DMKVDA034E CHANNEL HISSING OR INVALID 
DMKVDAOaOE DEV addr DOES NOT EXIST 
DMKVDA045E userid NOT LOGGED ON 
DMKVDA046E type raddr OFFLINE 
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DKKVDa076E THE »Volia» PiEAHETEE IS INVALID 

DHKVDA077E IHYALID EEQDEST FOE DEVICE 'nnn* 

DKKVDA086E THE 'volid' PAEAHETEE IS INVALID 

DBKVDA120E type raddr NOT ATTACHED; userid Taddr ALBEADY DEFINED 

DHKVDA121E type raddr NOT ATTACHED TO userid 

DHKVDA122E type raddr ALBEADY ATTACHED TO userid 

DHKVDA123E DASD raddr CP OWNED 

DHKVDA124E DASD raddr IN OSE BY nnn USEES 

DMKVDA125E DASD raddr VOLID volid ALBEADY ATTACHED TO SYSTEH 

DHKVDA126E DASD raddr EBBOB BEADING VOLID 

DMKVDA127E DASD raddr VOLID volid DOES NOT HATCH 

DHKVDA128E DASD raddr EBBOB BEADING ALLOCATION EECOBD 

DHKVDA131E INSUFFICIENT FBEE STOBAGE AVAILABLE FOE ATTACH BEQUEST 

DHKVDA133E DASD raddr NOT BEADY 

DBKVDA134E TYPE vaddr NOT ATTACHED; CHAN x DEDICATED 

DMKVDA135E TYPE vaddr NOT DETACHED; CHAN x DEDICATED 

DMKVDA139E DASD raddr NOT ATTACHED; 3330V NOT ACCEPTED AS SYSTEM VOLOHE 

DHKVDA140E type raddr ATTACHED TO userid 

DBKVDAia2E PET cuu NOT DBAINED 

DMKVDA143E type raddr IN USE BY SYSTEH 

DMKVDD006E INVALID DEVICE TYPE - addr 

DMKVDD020E USEBID MISSING OB INVALID 

DMKVDD021E EADDB HISSING OB INVALID raddr 

DHKVDD022E VADDB MISSING OB INVALID vaddr 

DMKVDD040E DEV addr DOES NOT EXIST 

DMKVDD045E userid NOT LOGGED ON 

DHKVDD046E type raddr OFFLINE 

DHKVDD121E type raddr NOT ATTACHED to userid 

DHKVDD123E DASD raddr CP OWNED 

DHKVDD124E DASD raddr IN USE BY nnn USEES 

DHKVDD134E CHANNEL MISSING OB INVALID 

DMKVDD135E TYPE vaddr NOT DETACHED; CHAN x DEDICATED 

DHKVDD140E type raddr ATTACHED TO userid 

DHKVDD142E TYPE raddr NOT DBAINED 

DMKVDD143E TYPE raddr IN USE BY SYSTEM 

DMKVDSU65E CTLB raddr EMULATOE LINES IN USE BY SYSTEM 

DMKVEB575I I/O EBBOB ADD=raddr, USEBID= userid 

DMKVMA161E SHAEED PAGE hexloc ALTEEED BY userid 
DMKVMA456fi CP ENTEBED; name SHAEED PAGE hexloc ALTEBED 

DMKVMI022E VADDB MISSING OB INVALID 

DMKVMI230E IPL SIO EBBOB 

DHKVMI231E IPL TIO ESEOS 

DMKVHI232E IPL UNIT EBBOB; CS» csw SNS sense 

DMKVHI233E IPL OVEBLAY EBBOB 

DMKVMI234E IPL SENSE EBBOB 

DMKVSPa27l {CONJPBTIPUN} vaddr SYSTEM SPOOL SPACE FULL; FILE CLOSED 
DHKVSP429I {CON J PET | PUN} vaddr SPOOL EBBOB; FILE PUEGED 
DMKVSP429I EDB vaddr SPOOL EBBOB; FILE HELD 

DHKiBH904W SYSTEM BECOVEBY FAILUBE; INVALID WABH STABT DATA 
DHKWEM912W SYSTEM BECOVEBY FAILUBE; VOLID 'volid' NOT MOUNTED 
DHKWBH920I NO WAEM STABT DATA; CKPT STABT FOE BETEY 
DHKWEM921W SYSTEM BECOVEBY FAILUBE; UNEECOVEBABLE I/O EBBOB 
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DHSABN148T SYSTEM ABEND XXX CALLED FROM 'addr' 

DMSABN149T nnn (HEX XXX) DOOBLEWOEDS OF SYSTEM STORAGE HAVE BEEN DESTROYED. EE-IPL CMS 

DMSABN150W nnn (HEX XXX) DODBLEWORDS OF SYSTEM STORAGE HERE NOT RECOVERED 

DMSABN152T SYSTEM ABEND XXX CALLED FROM addr HHILE 'OFDBOSY' = xx. RE-IPL CMS 

DMSABN153W 'HX' DURING ABEND PROCESSING WAS IGNORED 

DMSABN155T USEE ABEND nnnn CALLED FROM addr 

DHSACC002E FILE 'DMSROS TEXT' NOT FODND 

DMSACC003E INVALID OPTION 'option' 

DMSACC017E INVALID DEVICE ADDRESS 'cuu' 

DMSACC048E INVALID MODE 'mode' 

DMSACC059E 'cuu' ALREADY ACCESSED AS READ/WRITE 'mode' DISK 

DMSACC060E FILE (S) ' f n [ft [fm]]' NOT FOOND. DISK »iBode(cuu)' WILL NOT BE ACCESSED 

DMSACC109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSACC112S DISK 'inode(cuu)' DEVICE ERROR 

DMSACC113S mode (cuu) NOT ATTACHED 

DHSACC230W OS DISK - FILEID AND/OR OPTIONS SPECIFIED ARE IGNORED 

DMSACC240S ERROR LOADING READ OS ROUTINE 'DMSROS TEXT' 

DMSACC723I mode (cuu) {R/0|R/W} [-0S|-DOS] 

DMSACC724I cuu REPLACES mode (ecu) 

DMSACC72 5I cuu ALSO = 'mode' [-OS|-DOS] DISK 

DMSACC726I 'cuu mode' RELEASED 

DMSAMS001E NO FILENAME SPECIFIED 

DHSAMS002E FILE 'fnamel AMSEEV NOT FOUND 

DMSAMS003E INVALID OPTION 'option' 

DMSAMS006E NO READ/WRITE DISK ACCESSED FOE 'fname2 LISTING' 

DMSAMS007E FILE 'fnamel AMSERV fm' NOT FIXED 80-CHAR . RECORDS 

DMSAMS065E 'option' OPTION SPECIFIED TWICE 

DMSAMS066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSAMS070E INVALID PAEAMETEE 'parameter' 

DMSAMS109S VIETUAL STORAGE CAPACITY EXCEEDED 

DMSAMS113S {TAPINITAPOUT) (addr) NOT ATTACHED 

DMSAMS136S UNABLE TO LOAD 'IDCMAS'. 

DMSAMS228E NO DDNAME ENTERED 

DMSAMS367E ENTER TAPE {INPUT| OUTPUT} DDNAMES: 

DMSAMS722I FILE 'fname2 LISTING fm' WILL HOLD AMSEEV OUTPUT 

DMSARE017E INVALID DEVICE ADDRESS 'cuu' 
DMSARE028E NO DEVICE SPECIFIED 
DMSARE048E INVALID MODE 'mode' 
DMSARE069E DISK '{mode|cuu}' NOT ACCESSED 
DMSARE070E INVALID PARAMETER 'parameter' 

DMSARN001E NO FILENAME SPECIFIED 

DMSARN002E FILE • f n ft' NOT FOUND 

DMSAEN003E INVALID OPTION 'option' 

DMSAEN004W WAENING MESSAGES ISSUED 

DMSAEN006E NO EEAD/WEITE DISK ACCESSED 

DMSARN007E FILE 'fn ft fm' IS NOT FIXED, 80 CHAR. EECORDS 

DMSARN008W ERROR MESSAGES ISSUED 

DMSAEN012W SEVEEE ERROR MESSAGES ISSUED 

DMSARN016W TERMINAL ERROR MESSAGES ISSUED 

DMSARX001E NO FILENAME SPECIFIED 

DMSARX002E FILE 'fn ASB3705' NOT FOUND 

DMSAEX003E INVALID OPTION 'option' 

DMSARX006E NO READ/WRITE DISK ACCESSED 

DMSAEX007E FILE 'fn ASM3705' IS NOT FIXED, 80-CHAR. RECORDS 

DMSARX038E FILEID CONFLICT FOR DDNAME 'ASM3705' 

DMSARX052E MOEE THAN 100 CHAES OF OPTIONS SPECIFIED 

DMSAEX070E INVALID PARAMETER 'parameter' 

DMSARX074E ERROR SETTING/RESETTING AUXILIARY DIEECTORY 

DMSAEX075E DEVICE 'device' INVALID FOE INPUT 

DMSASM001E NO FILENAME SPECIFIED 

DMSASM002E FILE ' f n ASSEMBLE' NOT FOUND 

DMSASM003E INVALID OPTION 'option' 

DMSASM006E NO READ/WRITE DISK ACCESSED 

DMSASM007E FILE »fn ASSEMBLE' IS NOT FIXED, 80-CHAE. RECORDS 
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DMSaSM038E FILEID CONFLICT FOE DDNAME 'ASSEHBLE' 

DHSASM052E MORE THAN 100 CHARS OF OPTIONS SPECIFIED 

DHSASW070E INVALID PABAHETEB 'paraneter' 

DHSASHG74E EEBOE SETTING/RESETTING AUXILIARY DIRECTORY 

DMSASM075E DEVICE • device' INVALID FOR INPUT 

DHSASN003E INVALID OPTION •option' 

DMSASN027E INVALID DEVICE 'device' 

DHSASN028E NO LOGICAL UNIT SPECIFIED 

DMSASN029E INVALID PARAHETER 'parameter' IN THE OPTION 'option' FIELD. 

DMSASN035E INVALID TAPE HODE 

DMSASN050E PARAMETER MISSING AFTER SYSXXX 

DMSASN065E 'option' OPTION SPECIFIED TWICE 

DMSASN066E 'option' AND 'option' ABE CONFLICTING OPTIONS 

DMSASN069E DISK 'mode' NOT' ACCESSED 

DKSASN070E INVALID PARAMETER 'parameter' 

DMSASN087E INVALID ASSIGNMENT OF 'SYSxxx' TO DEVICE 'device' 

DMSASN090E INVALID DEVICE CLASS ' deviceclass' FOR 'device' 

DMSASN099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSASN113S {TAPnl mode I HEADER I PUNCH I PRINTER} (cuu) NOT ATTACHED 

DMSASN366E NO CMS/DOS SUPPORT FOR NATIVE 3350 DISK 

DMSBOP037E DISK 'mode' IS READ/ONLY 

DMSBOP0a3E TAPn IS FILE PROTECTED 

DMSBOP058E END-OF-FILE OR END-OF-TAPE ON 'TAPn' 

DMSBOP069E DISK 'mode' NOT ACCESSED 

DMSBOP086H DLBL 'ddname' DUMMY INVALID FOR VSAH 

DMSBOP088E UNSUPPORTED DTF TYPE 'dtftype' 

DMSBOP089E OPES EREOB CODE 'nn' ON {f n| SYSxxx|TAPn} 

DMSB0P113S {TAPn I mode (cua)} NOT ATTACHED 

DMSBOP302E NO SYSxxx OPERAND SPECIFIED 

DMSBOP308E 'mode' DISK IN CMS FORMAT; INVALID FOE NON-CMS DATASET 

DMSBOP400S SYSTEM 'sysname' DOES NOT EXIST 

DMSBOPaOlS VM SIZE (size) CANNOT EXCEED 'DHSDOS' STAET ADDBESS (address) 

DMSBOPU10S CONTEOL PEOGEAM ESBOR INDICATION ' retcode • 

DMSB0P1H3S STORAGE NOT INITIALIZED FOR VSAH PROCESSING 

DMSBTB100E NO BATCH PROCESSOR AVAILABLE 
DMSBTB101E BATCH NOT LOADED 

DMSBTP105E NO JOB CARD PROVIDED 

DMSBTP106E JOB CARD FORMAT INVALID 

DMSBTP107E CP/CMS COMMAND 'command, (device) ' NOT ALLOWED 

DMSBTP108E /SET CARD FORMAT INVALID 

DMSBTP109E {CPU | PRINTER! PUNCH} LIMIT EXCEEDED 

DMSBWE107S DISK 'mode (cuu)' IS FULL 

DMSBWR109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSBWR170S DISK 'mode (cuu)' HAS MAXIMUM NUMBER OF FILES 

DMSCI0113S {READER I PUNCH} NOT ATTACHED 

DMSCIOmSS INTERVENTION REQUIRED ON {PRINTER | PUNCH} 

DMSCIT171T PERMANENT CONSOLE ERROR, RE-IPL CMS. 

DMSCLS043E TAPn IS FILE PROTECTED 

DMSCLS058E END-OF-FILE OE END-OF-TAPE ON 'TAPn' 

DMSCLS088E UNSUPPOBTED DTF TYPE 'dtftype' 

DMSCLS089E CLOSE EEBOE CODE 'nn' ON • {f n| SYSxxx|TAPn} ' 

DMSCLS113S 'TAPn (cuu)' NOT ATTACHED 

DMSCLS140S 'FEOVISEOV MACRO NOT SUPPOBTED 

DMSCLS429I 'TAPn (cuu) • EOT ON OUTPUT 

DMSCMP002E FILE ' f n [ft [fm]]' NOT FOUND 

DMSCMP003E INVALID OPTION 'option' 

DMSCMP005E NO COLUMN SPECIFIED 

DMSCMP009E COLUMN 'col' EXCEEDS EECOED LENGTH 

DMSCMP010E PREMATURE EOF ON FILE [ ' f n ft [fm]'] 

DMSCMP011E CONFLICTING FILE FORMATS 

DMSCMP019E IDENTICAL FILEIDS 

DMSCMP029E INVALID PARAMETER 'parameter' IN THE OPTION 'COL' FIELD 

DMSCMP054E INCOMPLETE FILEID SPECIFIED 

DBSCMP062E INVALID * IN FILEID 
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DHSCMP104S EEEOE 'nn« READING FILE "fn ft fm« FROM DISK 

DMSCMP109S VIRTDAL STORAGE CAPACITY EXCEEDED 

DMSCKP179I COMPARING • f n ft fm' WITH 'fn ft fa' 

DMSCMP209W FILES DO NOT COMPARE 

DMSCMP211E COLOMN FIELDS GOT OF SEQUENCE 

DMSCMS006E NO READ/WRITE A-DISK ACCESSED 

DMSCMS095E INVALID ADDRESS 'address' 

DMSCMS110E CORRECT FORM IS: CMSXGEN LOCATION (SEGNAME) 

DMSCMS111E CMSXGEN FAILED DDE TO LOAD ERRORS 

DMSCMS1U1S CMSXGEN FAILED DDE TO SAVESYS ERRORS 

DMSCMS412S CMSXGEN FAILED DDE TO SETKEY ERROR 

DMSCMS715I CMSXGEN COMPLETE 

DMSCPY002E {INPDT| OVERLAY} FILE ' f n ft' NOT FOUND 

DMSCPY003E INVALID OPTION 'option' 

DMSCPY024E FILE 'fn ft fa' ALREADY EXISTS — SPECIFY 'REPLACE' 

DMSCPY029E INVALID PARAMETER 'DaramptPr' TN th? OPTION 'option' FISLi; 

DHSCPY030E FILE ' f n ft fa' ALREADY ACTIVE 

DMSCPY037E DISK 'mode' IS READ/ONLY 

DMSCPY042E NO FILEID(S) SPECIFIED 

DMSCPy048E INVALID MODE 'fa' 

DMSCPY054E INCOMPLETE FILEID SPECIFIED 

DMSCPY062E INVALID CHAR '{=|*|char)' IN FILEID [ ' f n ft fm]' 

DMSCPY063E NO {TRANSLATION! SPECIFICATION} LIST ENTERED 

DMSCPYOeaE INVALID [TRANSLATE] SPECIFICATION AT OR NEAR • ' 

DMSCPy065E 'option' OPTION SPECIFIED TWICE 

DMSCPY066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSCPY067E COMBINED INPOT FILES ILLEGAL WITH PACK OR ONPACK OPTIONS 

DMSCPY068E INPOT FILE 'fn ft fa' NOT IN PACKED FORMAT 

DMSCPY101S 'SPECS' TEMP STRING STORAGE EXHADSTED AT ' ' 

DMSCPY102S TOO MANY FILEIDS 

DMSCPY103S NOMBER OF SPECS EXCEEDS MAX 20 

DMSCPY156E 'FROM nnn' NOT FOUND - FILE ' f n ft fa' HAS ONLY 'nnn' RECORDS 

DMSCPY157E LABEL 'label' NOT FOUND IN FILE 'fn ft fa" 

DMSCPY172E TO LABEL 'label' {EQUALS |IS AN INITIAL SUBSTRING OF} FELABEL 'label' 

DHSCPY173E NO EECOEDS WERE COPIED TO OUTPUT FILE 'fn ft fa' 

DMSCPY601H ENTEB SPECIFICATION LIST: 

DMSCPY602E ENTEB TRANSLATION LIST: 

DMSCPY721I COPY ' f n ft fa' [ {T0| APPEND| OVLY} 'fn ft fa' {OLD|NEW} FILE] 

DMSCPY901T UNEXPECTED ERROR AT 'addr': PLIST 'plist' AT 'addr', BASE 'addr', RC 'nn' 

DHSCPY903T IMPOSSIBLE PHASE CODE 'xx' 

DMSCPY904T UNEXPECTED UNPACK ERROR AT 'addr', BASE 'addr' 

DMSCRD171T PERMANENT CONSOLE ERROR. RE-IPL CHS. 

DMSCWE171T PERMANENT CONSOLE ERROR. RE-IPL CHS. 

DMSDBG113S PRINTER (cou) NOT ATTACHED 

DMSDBG728I DEBOG ENTERED [EXTERNAL INT | BREAKPOINT nn AT ZZZZXZ ] 

DMSDIO905S WRITE-INHIBIT SWITCH SET ON DRIVE ...NOTIFY OPERATOR 

DHSDLB001E NO FILENAME SPECIFIED 

DMSDLB003E INVALID OPTION 'option' 

DMSDLB005E NO' {CAT| BUFSP} ' SPECIFIED 

DMSDIB023E NO FILETYPE SPECIFIED 

DHSDLB048E INVALID MODE »BOde' 

DMSDLB050E PARAMETER MISSING AFTER DDNAHE 

DMSDLB065E 'option' OPTION SEPCIFIED TWICE 

DMSDLB066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSDLB070E INVALID PARAMETER 'paraaeter' 

DMSDLB086E INVALID DDNAME 'ddnaae' 

DMSDLB109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSDLB220R ENTER DATA SET NAME: 

DMSDLB221E INVALID DATA SET NAME 

DMSDLB301E 'SYSXXX' NOT ASSIGNED FOR DISK 'fa' 

DMSDLB302E NO SYSXXX OPERAND ENTERED 

DMSDLB304E INVALID OPERAND VALUE 'value' 

DMSDLB305E INCOMPLETE EXTENT RANGE 

DMSDLB306E SYSXZZ NOT ASSIGNED FOE 'IGNORE' 

DMSDLB307E CATALOG DDNAME 'ddnaae' NOT FOUND 

DMSDLB308E 'mode' DISK IN [NON-]CMS FORMAT: INVALID FOR [NON-]CMS DAT4SET 
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DMSDLB320I HAXIMOM NOMBEE OF DISK ENTRIES BECOEDED 
DMSDLB321I KAXIKDH NOMBEE OF EXTENTS BECOEDED 
DKSDLB322I 'ddname' NOT FOOND: NO CLEAB EXECUTED 
DMSDLB323I {MASTEE|JOB} CATALOG DLBL CLEAEED 
DMSDLB32ai NO OSES DEFINED DLBL's IN EFFECT 
DHSDLB330E ENTEE VOLDHE SPECIFICATIONS: 
DHSDLB331R ENTER EXTENT SPECIFICATIONS: 

DMSDLK001E NO FILENAME SPECIFIED 

DMSDLK003E INVALID OPTION 'option' 

DMSDLK006E NO EEAD/WBITE DISK ACCESSED 

DHSDLK007E FILE ' f n ft fa' IS NOT FIXED, 80 CHAE. RECORDS 

DHSDLK070E INVALID PAEAMETEE 'parameter' 

DHSDLK099E CMS/DOS ENVIEONMENT NOT ACTIVE 

DMSDLKIOUS EEEOE 'nn' BEADING FILE 'fn ft fm" FEOB DISK 

DMSDLK105S EEEOE 'nn' BEITING FILE ' f n ft fm' ON DISK 

DHSDLK210E LIBEAEY 'fn ft' IS ON A EEAD-ONLY DISK 

DHSDLK245S EEEOE 'nnn' ON PEINTEB 

DBSDBP020W INVALID PDDBP ADDEESS 'address' - NO DDBP OPEBATION PEBFORBED 

DMSDOS004E PHASE 'phase' NOT FOOND 

DBSDOS091E SAVEAEEA ADDEESS IN PAETITION PIB NOT EQOIVALENT TO LTA SAVEAEEA ADDRESS 

DMSDOS092E STXIT SAVEAEEA ADDEESS INVALID 

DMSDOS093E BVCOM MACBO ATTEMPT TO ALTEE OTHEB THAN POSITION 12-23 OF COBREG 

DBSDOS094E FROM ADDRESS ON MVCOM BACEO INVALID 

DMSDOS095E INVALID ADDEESS 'address' 

DMSDOS096S ONSOPPOBTED FUNCTION IN A LIOCS BOOTINE 

DMSD0S121S ONSOPPOBTED SVC no. (HEX no.) CALLED FEOB caller 

DBSDOS140S {FEOVD|SEOV|FEOV} BACRO NOT SOPPORTED 

DMSDOS160S JOB CANCELED DOE TO PROGRAM REQUEST 

DBSDOS401S VM SIZE (size) CANNOT EXCEED 'DBSDOS' START ADDRESS (address) 

DBSDOS413S STOEAGE NOT INITIALIZED FOE VSAB PROCESSING 



DMSDSK002E FILE ' f n ft fn' NOT FOOND 
DMSDSK009E COLOMN 'col' EXCEEDS BECOED LENGTH 
DBSDSK014E INVALID FUNCTION 'function' 
DMSDSK037E DISK 'mode' IS BEAD/ONLY 
DBSDSK047E NO FONCTION SPECIFIED 
DBSDSK048E INVALID MODE 'mode' 
DMSDSKOStJE INCOMPLETE FILEID SPECIFIED 
DMSDSK062E INVALID * IN FILEID [ • f n ft fm' ] 
DBSDSK070E INVALID PAEABETEE 'parameter' 
DMSDSK077E END CAED MISSING FEOB INPUT DECK 
DMSDSK078E INVALID CAED IN INPUT DECK 
DBSDSK104S EEEOE 'nn' BEADING FILE 'fn ft fm' 
DMSDSK105S EEEOE 'nn' WBITING FILE 'fn ft fm' 
DMSDSK118S EBEOE PUNCHING FILE 
DMSDSKl2aS EBEOE BEADING CAED FILE 
DMSDSK205W EEADEE EMPTY OB NOT BEADY 



FEOB DISK 
TO DISK 



DHSDSL002E FILE ' f m doslib' NOT FOUND 

DMSDSL003E INVALID OPTION 'option' 

DBSDSL013S PHASE 'phase' NOT FOOND IN LIBEAEY 'fn DOSLIB fa' 

DBSDSLOUE INVALID FONCTION 'function' 

DMSDSL037E DISK 'mode' IS BEAD/ONLY 

DHSDSL046E NO LIBBABY NAME SPECIFIED 

DMSDSL047E NO FUNCTION SPECIFIED 

DMSDSL069E DISK 'mode' NOT ACCESSED 

DMSDSL070E INVALID PAEAMETEE 'parameter' 

DMSDSL098E NO PHASE NAME SPECIFIED 

DKSDSL104S ERROR 'nn' READING FILE 'fn DOSLIB fm' FROM DISK 

DMSDSL105S EBEOE 'nn' WEITING FILE ' f n ft fm' ON DISK 

DMSDSL213H LIBEAEY 'fn DOSLIB fm' NOT CEEATED. 

DMSDSV003E INVALID OPTION 'option' 

DMSDSV021H NO TEANSIENT DIRECTOEY 

DMSDSV022W NO COBE IMAGE DIEECTOEY 

DMSDSV023W NO EELOCATABLE DIEECTOEY 

DBSDSV024H NO PEOCEDOBE DIEECTOEY 

DMSDSV025W NO SOOECE STATEMENT DIRECTORY 

DMSDSV026W 'phase' NOT IN LIBRARY 

DBSDSV027E INVALID DEVICE 'nn' 
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DMSDSV027W NO PEIV&TE CORE IMAGE LIBEAFY 

DMSDSV028S NO {PRIVATE | SYSTEM} TRANSIENT DIRECTORY ENTRIES 

DMSDSV0U7E NO FUNCTION SPECIFIED 

DMSDSV065E 'option' OPTION SPECIFIED TWICE 

DMSDSV066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSDSV070E INVALID PARAMETER 'parameter' 

DMSDSV095E INVALID ADDRESS 'address' 

DMSDSV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSDSV105S ERROR 'nn' WRITING FILE ' DSERV MAP A5' ON DISK 

DMSDSV245S ERROR 'nnn' ON PRINTER 

DMSEDI003E INVALID OPTION 'option' 

DMSEDI02aE FILE 'EDIT CMS0T1 fm' ALREADY EXISTS 

DMSEDI029E INVALID PARAMETER 'parameter' IN THE OPTION 'LRECL' FIELD 

DMSEDI044E RECORD LENGTH EXCEEDS ALLOWABLE MAXIMOM 

DMSEDI054E INCOMPLETE FILEID SPECIFIED 

DMSEDI076E ACTUAL RECORD LENGTH EXCEEDS THAT SPECIFIED 

DMSEDI104S ERROR 'nn' READING FILE 'fn ft fa' FROH DISK 

DMSEDI105S ERROR 'nn' WRITING FILE 'fn ft fa' TO DISK 

DMSEDI117S ERROR WRITING TO DISPLAY TERMINAL 

DMSEDI132S FILE ' f n ft fm' TOO LARGE 

DMSEDI143S UNABLE TO LOAD SAVED SYSTEM OR LOAD MODULE 

DMSEDI14US REQUESTED FILE IS IN ACTIVE STATUS 

DMSERR215T NO VIRTUAL CONSOLE ATTACHED. SE-IPL CMS 

DMSERS002E FILE [ • f n [ft [fm]]'] NOT FOUND 

DMSEES003E INVALID OPTION 'option' 

DMSEES037E DISK 'mode' IS READ/ONLY 

DMSERS048E INVALID MODE 'mode' 

DMSEES054E INCOMPLETE FILEID SPECIFIED 

DMSERS069E DISK 'mode' NOT ACCESSED 

DMSERS070E INVALID PARAMETER 'parameter' 

DHSERS071E ERASE * * [fml*] HOT ALLOWED 

DMSERS109T VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSERV001E NO FILENAME SPECIFIED 
DMSERV002E FILE ' f n ESEEV NOT FOUND 
DMSERV006E NO READ/WRITE DISK ACCESSED 
DMSERV027E INVALID DEVICE 'device' FOR SYSxxx 
DMSERV037E DISK 'mode' IS READ/ONLY 
DMSERV070E INVALID ARGUMENT 'argument' 
DMSERV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSEXC001E NO FILENAME SPECIFIED 

DMSEXT072E ERROR IN EXEC FILE fn LINE nn - message 

DMSFCH016E NO PRIVATE CORE IMAGE LIBRARY FOUND 

DMSFCH104S ERROR 'nn' READING FILE 'fn ft fm' FROM DISK 

DMSFCH109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSFCH113S DISK (cuu) NOT ATTACHED 

DMSFCH115E PHASE LOAD POINT LESS THAN 'address' 

DMSFCHtmS INPUT ERROR CODE »nn' ON ' {SYSRES| SYSCLB} ' 

DMSFCH777S DOS PARTITION TOO SMALL TO ACCOMMODATE FETCH REQUEST 

DMSFET003E INVALID OPTION 'option' 

DMSFETOOttE PHASE 'phase' NOT FOUND 

DMSFET029E INVALID PARAMETER 'parameter' IN THE OPTION 'ORIGIN' FIELD 

DHSFET070E INVALID PARAMETER 'parameter' 

DMSFET098E NO PHASE NAME SPECIFIED 

DMSFET099E CHS/DOS ENVIRONMENT NOT ACTIVE 

DMSFET710I PHASE 'phase' ENTRY POINT AT LOCATION XXXXXX 

DMSFLD003E INVALID OPTION 'option' 

DMSFLD023E NO FILETYPE SPECIFIED 

DMSFLD027E INVALID DEVICE 'device name' 

DMSFLD029E INVALID PARAMETER 'parameter' IN THE OPTION 'option' FIELD 

DMSFLD035E INVALID TAPE MODE 

DMSFLD050E PARAMETER MISSING AFTER DDNAME 

DMSFLD065E 'option' OPTION SPECIFIED TWICE 

DMSFLD066E "option* AND 'option' ARE CONFLICTING OPTIONS 

DMSFLD069I DISK "mode' NOT ACCESSED 
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DMSFLD070E INYALID PAE&KETEB 'parameter* 

DHSFLD220E ENTER DATA SET NAHE: 

DHSFLD221E INVALID DATA SET NAHE "data set name' 

DKSFLD224E FILEID ALBEADT IN OSE 

DMSF1D420E NSL EXIT FILENAME MISSING OR INVALID 

DMSFLD704I INVALID CLEAR REQUEST 



DMSFNS109T VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSFNS908T FILE SYSTEM ERROR DETECTED. VIRTUAL ADDR 'cuu'. REASON CODE 'nn'. 
DMSFNS909T PERM I/O ERROR ON 'cuu'. CSW cccccccc cccccccc SENSE ssssssss ssssssss 
ssssssss ssssssss ssssssss. 



ssssssss 



DMSFOE003E INVALID OPTION 'option' 

DMSFOR005E NO OPTION 'option' SPECIFIED 

DMSFOR017E INVALID DEVICE ADDRESS 'cuu' 

DMSFOR028E NO DEVICE SPECIFIED 

DMSFOR037E DISK ' mode[ (cuu) ]' IS READ/ONLY 

DMSFOR048E INVALID MODE 'mode' 

DMSFOR069E DISK 'mode' NOT ACCESSED 

DMSFOR070E INVALID PARAMETER 'parameter' 

DMSF0R113S cuu NOT ATTACHED 

DMSFORIias »CUU' IS AN UNSUPPORTED DEVICE TYPE 

DMSF0R125S PERMANENT UNIT CHECK ON DISK ' mode (cuu) • 

DMSF0R126S ERROR {EEAD| WRIT} ING LABEL ON DISK ' mode (cuu) • 

DMSFOE214W CANNOT RECOMPUTE WITHOUT LOSS OF DATA. NO CHANGE 

DMSF0R253E FILE fn ft fm CANNOT BE HANDLED WITH SUPPLIED PARAMETER LIST 

DMSFOE603R FORMAT WILL ERASE ALL FILES ON DISK 'mode(cuu)'. DO YOU WISH TO CONTINUE? (YES | NO) 

DMSFOR605R ENTER DISK LABEL: 

DMSFOE705I DISK REMAINS UNCHANGED 

DMSFOR732I 'nnn' CYLINDERS FORMATTED ON DISK 'mode(cuu)' 

DMSF0R732I 'nnn* {CYLINDERS |FB-51 2 BLOCKS} FORMATTED ON DISK 'mode(cuu)' 

DMSFOR733I FORMATTING DISK 'mode' 



DMSFRE159T INSUFFICIENT STORAGE AVAILABLE TO SATISFY DMSFREE REQUEST FROM addr 

DMSFRE160T INVALID DMSFREE CALL FROM addr 

DMSFRE161T INVALID DMSFEET CALL FROM addr, ERROR NUMBER nn 

DMSFRE162T VITAL FREE STORAGE POINTERS DESTROYED (INTERNAL ERROR CODE nn) , RE-IPL CMS 

DMSFRE163T {LOW | HIGH} -CORE USER CHAIN HAS BEEN DESTROYED (INTERNAL ERROR CODE nn) . 

DMSFREieaT {LOW I HIGH} -CORE NUCLEUS STORAGE POINTERS DESTROYED (INTERNAL ERROR CODE nn) . 

DMSFRE165T CHAIN HEADER AT addr: xxxxxx xxxxxx xxxxxx xxxxxx 

DMSFRE166T UNEXPECTED ERROR IN FREE STORAGE MANAGEMENT ROUTINE (INTERNAL ERROR CODE nn) 

DMSFRE167T FREE STORAGE MANAGEMENT ERROR, INTERNAL CODE ERROR nn 



RE-IPL CHS 



DMSGEN006E NO READ/WRITE A-DISK ACCESSED 
DMSGEN095E INVALID ADDRESS 'address' 

DMSGEN110E CORRECT FORM IS: DOSGEN LOCATION SEGNAME 
DMSGEN111E DOSGEN FAILED DUE TO LOAD ERRORS 
DMSGEN141S DOSGEN FAILED DUE TO SAVESYS ERRORS 
DMSGEN715I DOSGEN COMPLETE 

DMSGLB002W FILE 'fn ft' NOT FOUND 
DMSGLBOIUE INVALID FUNCTION 'function' 
DMSGLB047E NO FUNCTION SPECIFIED 
DHSGLB108S MORE THAN 8 LIBRARIES SPECIFIED 

DMSGND002W FILE 'fn ft fm' NOT POUND 
DMSGND021E ENTRY POINT 'name' NOT FOUND 
DMSGHD022E HO DIRECTORY NAHE SPECIFIED 
DHSGND070E INVALID PARAMETER 'parameter' 

DMSGRN002E FILE ' f n ft [fm]« NOT FOUND 

DMSGRN003E INVALID OPTION 'option' 

DMSGRN007E FILE 'fn ft' IS NOT FIXED, 80 CHAR. RECORDS 

DMSGRN0'»8E INVALID MODE 'mode' 

DMSGRNOStE INCOMPLETE FILEID SPECIFIED 

DHSGRN078E INVALID CARD IN INPUT FILE '80 character card image' 

DMSHLP002E INPUT FILE (S) 'fn ft fm' NOT FOUND 
DMSHLP003E INVALID OPTION 'option' 

DMSHLP10«»S ERROR nn READING FILE 'fn ft fm' FROM DISK 
DMSHLP109S VIRTUAL STORAGE CAPACITY EXCEEDED 
DMSHLP250S I/O ERROR OR DEVICE ERROR 
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DMSHLP251E HELP PROCESSING EBEOE, CODE nnn 'description' 
DHSHLP252E ViLID OPTIONS ABE: DESC FORM PARK ALL 
DMSHLP907T I/O ERROR ON FILE 'fn ft fin' 

DMSIFC002E FILE ' f n ft [fm]' NOT FOUND 

DMSIFC007E FILE ' f n ft fm' IS NOT FIXED, 80 CHAR. RECORDS 

DHSIFC023E NO FILETIPE SPECIFIED 

DMSIFC070E INVALID PARAHETEH 'parameter' 

DHSIFC104S ERROR 'nn' READING FILE 'fn ft fa* FROM DISK 

DMSIFC825E 'CLEAR' IS VALID ONLY WHEN SPECIFIED BY ITSELF 

DBSIFC826E EREP TXTLIBS NOT FODND 

DHSIFC828I CPEREP ZERO OR CLEAR HAS BEEN COMPLETED 

DMSIFC829W ATTEMPTED 'ZERO' WAS SOPPRESSED. REQUIRES PRIVILEGE CLASS F 

DMSIFC831E MORE THAN 100 CHARS OF OPTIONS SPECIFIED 

DMSIFC832S SOFTWARE INCOMPATIBILITY AT THE CPEREP-EREP INTERFACE. CODE=nnn 

DMSINI079E INVALID DEVICE ADDRESS - REENTER 

DMSINI080E INVALID CYLINDER NUMBER - REENTER 

DMSINI080E INVALID {CYL|BLK} NUMBER - REENTER 

DMSINI081E INVALID REPLY - ANSWER "YES" OR "NO" 

DMSINI082E IPL DEVICE ERROR - REENTER 

DMSIHI083E NUCLEUS WILL OVERLAY CMS FILES - RECOMPUTE 

DMSINI083E NUCLEUS {CYLI BLK} SPECIFICATION UNACCEPTABLE, ERROR 'X' 

DMSINI131S IPL DEVICE WRITE I/O ERROR 

DMSINI606R SYSTEM DISK ADDRESS = COU 

DMSINI607R REWRITE THE NUCLEUS? {YES|NO} 

DMSINI608R IPL DEVICE ADDRESS = CUU 

DMSINI609R NUCLEUS CYL ADDRESS = nnn 

DMSINI609R NUCLEUS {CYLf BLK} ADDRESS = nnn 

DMSINI610E ALSO IPL CYLINDER 0? {YES I NO} 

DMSINI610R ALSO IPL {CYL | BLK} 0? {YES | NO} 

DHSINI611R VERSION IDENTIFICATION = 

DMSINI612R INSTALLATION HEADING = 

DHSINI615R Y - DISK ADDRESS = CUU 

DMSINI902T IPL DEVICE READ I/O ERROR 

DMSINS098W CMS OS SIMULATION NOT AVAILABLE 
DHSINS100W CMSSEG SYSTEM NAME 'name' NOT AVAILABLE 

DMSINT015E {UNKNOWN {CP/CMS| CMS|CP} (INVALID {CHS | SUBSET) } COMMAND 

DMSITP141T exception EXCEPTION OCCURRED AT addr IN ROUTINE callee 

DMSITP142T exception EXCEPTION OCCURRED AT addr IN ROUTINE routine DURING 'SPIE' EXIT R 03 TINE 

DMSITP1JJ3T exception EXCEPTION OCCURRED AT addr in SYSTEM ROUTINE callee. 

DMSITP144T exception EXCEPTION OCCURRED AT addr IN ROUTINE callee WHILE 'UFDBOSY' = xx. 

DMSITS098S CMS OS SIMULATION NOT AVAILABLE 

DMSITS122S ERROR IN CALL TO routine FROM addr, ERROR CODE nnn (HEX xxxxxxxx) 

DMSITS134S UNSUPPORTED SVC 203 CODE nn CALLED FROM addr. 

DMSITS135S MAXIMUM SVC DEPTH 20 HAS BEEN EXCEEDED WITH CALL AT addr 

DMSITSr36T SVC CALL FROM addr ILLEGALLY RE-ENTERS INTSVC. RE-IPL CMS 

DMSITS137T CALL TO routine FROM addr DESTROYED SYSTEM SAVE AREA. RE-IPL CHS 

DMSITS138T 'DMSKEY' CALL FROM addr OVERFLOWS KEY STACK, WITH MAX DEPTH 7. 

DMSITS139T 'DMSKEY RESET' FROM addr UNDERFLOWS KEY STACK 

DMSITS140T routine ROUTINE CALLED FROM addr DID DMSKEY WITH NO RESET. 

DMSITS154T SAVE AREA FOR SVC CALL FROM addr CANNOT BE ALLOCATED 

DMSLBD003E INVALID OPTION 'option' 

DMSLBD029E INVALID PARAMETER 'paraoter' IN THE OPTION 'option' FILEID 

DMSLBD065E 'option' OPTION SPECIFIED TWICE 

DMSLBD066E 'option' AND 'option' ARE CONFLICTING OPTIONS 

DMSLBD070E INVALID PARAMETER 'parameter' 

DMSLBD221E INVALID DATA SET NAME 

DMSLBD324I NO USER DEFINED LABELDEF's IN EFFECT 

DMSLBD704I INVALID CLEAR REQUEST 

DMSLBM001E NO FILENAME SPECIFIED 

DMSLBM002E FILE 'fn ft' NOT FOUND 

DMSLBM002W FILE 'fn ft fm' NOT FOUND 

DMSLBM003E INVALID OPTION 'option' 

DMSLBM013W MEMBER 'name' NOT FOUND IN LIBRARY 'fn ft fm' 

DMSLBM014E INVALID FUNCTION 'function' 

DMSLBM037E DISK 'mode' IS READ/ONLY 
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DMSLBM046E NO LIBRARY NAHE SPECIFIED 

DHSLBH047E NO FOHCTION SPECIFIED 

DMSLBH056E FILE « f n ft fm' CONTAINS INVALID RECORD FORMATS 

DMSLBM070E INVALID PARAHETEB 'parameter' 

DMSLBM104S ERROR »nn» READING FILE 'fn ft fn' FROM DISK 

DHSLBH105S ERROR 'nn' WRITING FILE 'fn ft fn" ON DISK 

DMSLBM109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DKSLBK157S HACLIB LIMIT EXCEEDED [, LAST MEMBER ADDED WAS ' membernaBe' ] 

DMSLBM167S PREVIOOS MACLIB FUNCTION NOT FINISHED 

DMSLBM213W LIBRARY 'fn ft fm» NOT CREATED 

DBSLBM907T I/O ERROR ON FILE 'fn ft fm' 

DMSLBT001E NO FILENAME SPECIFIED 

DMSLBT002E FILE • f n ft' NOT FOUND 

DBSLBT002W FILE • f n ft' HOT FOUND 

DMSLBT003E INVALID OPTION 'option' 

DMSLBT013E MEMBER 'name' NOT FOUND IN LIBRARY 'fn ft fm' 

DHSLBT014E INVALID FUNCTION 'function' 

DMSLBTOaeE NO LIBRARY NAME SPECIFIED 

DMSLBT047E NO FUNCTION SPECIFIED 

DMSLBT056E FILE • f n ft fm' CONTAINS INVALID [ NAME| ALIAS| ENTRY| ESD] RECORD FORMATS 

DMSLBT056W FILE ' f n ft fm' CONTAINS INVALID [ NAME| ALIAS| ENTRY| ESD] RECORD FORMATS 

DMSLBT10US ERROR 'nn' READING FILE 'fn ft fm' FROM DISK 

DMSLBT105S ERROR 'nn' WRITING FILE 'fn ft fm' ON DISK 

DMSLBT106S NUMBER OF MEMBER NAMES EXCEEDS MAX 'nnnn' , FILE 'fn ft' NOT ADDED 

DMSLBT213W LIBRARY 'fn ft fm' NOT CREATED 

DMSLDS002E DATA SET NOT FOUND 

DHSLDS003E INVALID OPTION 'option' 

DMSLDS048E INVALID MODE 'mode' 

DMSLDS069E DISK 'mode' NOT ACCESSED 

DHSLDS220R ENTER DATA SET NAME: 

DMSLDS221E INVALID DATA SET NAME 

DMSLDS222E I/O ERROR READING 'data set name' FROM {'fm' |0S| DOS} DISK 

DMSLDS223E NO FILEMODE SPECIFIED 

DMSLDS226E NO DATA SET NAME ALLOWED WITH FREE OPTION 

DMSLDS227H INVALID EXTENT FOUND FOR ' datasetname' ON 'fm' DISK 

DMSLDS229I NO MEMBERS FOUND 

DMSLDS231E I/O ERROR READING VTOC FROM {' f m' | OS|DOS} DISK 

DMSLDS233I NO FREE SPACE AVAILABLE ON 'fm' DISK 

DMSLGT002I FILE 'fn' TXTLIB HOT FOUND 

DMSLIO001E NO FILENAME SPECIFIED 

DMSLIO002E FILE » f n ft' NOT FOUND 

DMSLIO002I FILE 'fn' TXTLIB NOT FOUND 

DMSLI0003E INVALID OPTION 'option' 

DMSLI0005E NO 'option' SPECIFIED 

DMSLIO021E ENTRY POINT 'name' NOT FOUND 

DMSLIO029E INVALID PARAMETER 'parameter' IH THE OPTION 'option' FIELD 

DHSLI0055E NO ENTRY POINT DEFINED 

DMSLIO056E FILE 'fn ft' CONTAINS INVALID RECORD FORMATS 

DMSLIO099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSLIO104S ERROR 'nn' READING FILE 'fn ft fm' OH DISK 

DMSLI0105S ERROR 'nn' WRITING FILE 'fn ft fm' OH DISK 

DMSLIO109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSLI0116S LOADER TABLE OVERFLOW 

DMSLI0168S PSEUDO REGISTER TABLE OVERFLOW 

DMSLI0169S ESDID TABLE OVERFLOW 

DMSLIO201W THE FOLLOWING NAMES ARE UHDEFIHED: 

DHSLI0202W DUPLICATE IDEHTIFIER 'identifier' 

DBSLIO203W "SET LOCATION COUNTER" NAME 'name' UNDEFINED 

DMSLIO206W PSEUDO REGISTER ALIGNMENT ERROR 

DMSLIO740I EXECUTION BEGINS ... 

DHSLIO907T I/O ERROR ON FILE 'fn ft fm' 

DMSLKD001E NO FILENAME SPECIFIED 

DMSLKD002E FILE 'fn ASSEMBLE' NOT FOUND 

DMSLKD004W WARHING MESSAGES ISSUED 

DMSLKD005E HO 'option' SPECIFIED 

DMSLKD006E HO READ/WRITE DISK ACCESSED 

DMSLKD007E FILE ' f n ft fm' IS NOT FIXED, 80 CHAR. RECORDS 

DMSLKD008W ERROR MESSAGES ISSUED 
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DMSLKD012W SEVERE ERROR MESSAGES ISSOED 
DMSLKD016W TERMINAL ERROR MESSAGES ISSOED 
DMSLKD070E INVALID PARAMETER 'paraneter' 

DMSLLO003E INVALID OPTION 'option* 

DMSLLD006E NO READ/WRITE 'A* DISK ACCESSED 

DMSLLO070E INVALID PARAMETER 'paraaeter* 

DMSLL0099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSLLO105S ERROR 'nn' SEITING FILE 'SLISTIO EXEC A1« ON DISK 

DMSLL0303E NO SYSXXX SATISFIES REQUEST 

DMSLST002E FILE NOT FOOND 

DMSLST003E INVALID OPTION 'option* 

DMSLST037E DISK *A' IS READ/ONLY 

DMSLSTOaSE INVALID MODE 'mode* 

DMSLST066E 'option' AND * option* ARE CONFLICTING OPTIONS 

DMSLST069E DISK 'mode' NOT ACCESSED 

DMSLST070E INVALID PARAMETER 'paraaeter' 

DMSLST105S ERROR 'nn* WRITING FILE 'fn ft fn' ON DISK 

DMSMDP001E NO FILENAME SPECIFIED 

DMSMDP002E FILE *fn ft* NOT FOUND 

DMSHDP018E NO LOAD MAP AVAILABLE 

DMSMDP070E INVALID PARAMETER * parameter* 

DMSMOD001E NO FILENAME SPECIFIED 

DMSMOD002E FILE 'fn ft' NOT FOUND 

DMSMOD003E INVALID OPTION 'option* 

DMSMOD005E NO *{FROM|TO) ENTRY* SPECIFIED 

DMSMOD021E ENTRY POINT "nane* NOT FOUND 

DMSMOD032E INVALID FILETYPE *ft* 

DMSMOD037E DISK *mode* IS READ/ONLY 

DMSMOD040E NO FILES LOADED 

DMSMOD070E INVALID PARAMETER * parameter* 

DMSMOD084E INVALID USE OF *FROM* AND 'TO* OPTIONS 

DMSMOD10US ERROR 'nn* READING FILE *fn ft fa* ON DISK 

DMSMOD105S ERROR *nn* WRITING FILE *fn ft fa' ON DISK 

DMSMOD109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSM0D114E *fn ft fa* NOT LOADED; CMS/DOS ENVIRONMENT [NOT] ACTIVE 

DMSM0D116S LOADER TABLE OVERFLOW 

DMSMVE002E FILE • f n ft fa* NOT FOUND 

DMSMVE003E INVALID OPTION *option* 

DMSMVE037E OUTPUT DISK *aode' IS READ/ONLY 

DMSMVEOUIE INPUT AND OUTPUT FILES ARE THE SAME 

DMSMVE048E INVALID MODE »aode' 

DMSMVE069E OUTPUT DISK *aode* IS NOT ACCESSED 

DMSMVE070E INVALID PARAMETER *paraBeter* 

DMSMVE073E UNABLE TO OPEN FILE ddnaae 

DMSHVE075E DEVICE 'device naae* ILLEGAL FOR {INPUT | OUTPUT} 

DMSMVE086E INVALID DDNAME 'ddname* 

DHSMVE127S UNSUPPORTED DEVICE FOR ddnaae 

DMSMVE128S I/O ERROR ON INPUT AFTER READING nnn RECORDS: INPUT ERROR code ON ddnaae 

DMSHVE129S I/O ERROR ON OUTPUT WRITING RECORD NUMBER nnnn: OUTPUT ERROR code ON ddnaae 

DMSMVE130S BLOCKSIZE ON V FORMAT FILE ddnaae IS LESS THAN 9 

DHSMVE225I PDS MEMBER *BeabernaBe* MOVED 

DMSMVE226I END OF PDS MOVE 

DMSMVE706I TERM INPUT — TYPE NULL LINE FOR END OF DATA 

DMSMVE708I DISK FILE 'FILE ddnaae A1* ASSUMED FOR DDNAME 'ddnaae' 

DMSNCP001E NO FILENAME SPECIFIED 

DMSNCP002E FILE 'fn ASSEMBLE* NOT FOUND 

DMSNCP003E INVALID OPTION * option* 

DMSNCP013E MEMBER *naae* NOT FOOND IN LIBRARY 'fn ft fa' 

DMSNCP021E ENTEY POINT 'naae' NOT FOUND 

DMSNCP025E INVALID DATA IN 370X CONTROL PROGRAM 

DMSNCPOaSE UNSUPPORTED 370X CONTROL PROGRAM TYPE 

DMSNCP056E FILE ' f n ft fa' CONTAINS INVALID RECORD FORMATS 

DHSNCP099W GENERATION PARAMETERS INCOMPATIBLE WITH VH/370 

DMSNCP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSOPL089E OPEN ERROR CODE 'nn' ON SYSxxx 
DMS0PL158E NO CBS/DOS PROCEDURE LIBRARY SUPPORT 
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DKSOPT070E INVALID PAEAMETEE 'parameter' 
DHSOPT099E CMS/DOS EN?IBONMENT NOT ACTIVE 

DKSOVB014E INVALID FDNCTION 'function' 

DMSOVE0a7E NO FDNCTION SPECIFIED 

DHSOVE104S EEBOE 'nn' READING FILE 'DMSOVE HODDLE' ON DISK 

DHSOVE109S VIETOAL STOIAGE CAPACITY EXCEEDED 

DHSPDP088E DNSDPPOBTED DTF TYPE 'dtftype' 

DMSPI0113S PEINTEE NOT ATTACHED 

DBSPIOmSS INTEEVENTION BEQOIEED ON PEINTEE 

DMSPBT002E FILE • f n ft fm' NOT FOOND 

DHSPBT003E INVALID OPTION 'option' 

DMSPBT008E DEVICE 'cuu' {INVALID OB NONEXISTENT |0NSDPPOETED DEVICE TYPE} 

DMSPET013E MEBBEE 'name' NOT FOOND IN LIBEAEY 

DHSPBT029E INVALID PABAMETEB 'parameter' IN THE OPTION 'option' FIELD 

DMSPET033E FILE 'fn ft fm' IS NOT A LIBBAEY 

DMSPBT039E NO ENTEIES IN LIBBAEY 'fn ft fm' 

DMSPBTOaUE EECOED LENGTH EXCEEDS ALLOWABLE HAXIHDM 

DBSPET048E INVALID MODE 'mode' 

DMSPBT054E INCOMPLETE FILEID SPECIFIED 

DMSPET062E INVALID * IN FILEID 

DMSPET070E INVALID PABAMETEB 'parameter' 

DMSPET104S EEBOE 'nn' BEADING FILE 'fn ft fm' FBOH DISK 

DMSPBT123S EEBOE PBINTING FILE ' f n ft fm' 

DMSPBV003E INVALID OPTION 'option' 

DMSPEV004E PBOCEDOBE • procedure' NOT FOOND 

DMSPEV006E NO EEAD/WBITE 'A' DISK ACCESSED 

DMSPEV037E DISK 'A' IS BEAD/ONLY 

DMSPEV070E INVALID PABAMETEB 'parameter' 

DHSPBV097E NO 'SYSBES' VOLOME ACTIVE 

DMSPBV098E NO PBOCEDOBE NAME SPECIFIED 

DMSPEV099E CMS/DOS ENVIEONMENT NOT ACTIVE 

DMSPEV105S EBEOE 'nn' HEITING FILE 'fn ft fm* TO DISK 

DMSPEV113S DISK (cuu) NOT ATTACHED 

DMSPBVUIIS INPDT EEBOE CODE 'nn' ON 'SYSBES' 

DMSPON002E FILE • f n ft fm' NOT FOOND 

DMSPON003E INVALID OPTION 'option' 

DMSPDN008E DEVICE 'cuu' {INVALID OB NONEXISTENT |ONSOPPOBTED DEVICE TYPE} 

DMSP0N013E MEMBER 'name' NOT FOOND IN LIBRABY 

DMSPON033E FILE • f n ft fm' IS NOT A LIBEAEY 

DMSPON039E NO ENTEIES IN LIBBAEY 'fn ft fm» 

DMSPONOUUE BECOBD LENGTH EXCEEDS ALLOWABLE HAXIHOM 

DMSPONOSUE INCOMPLETE FILEID SPECIFIED 

DMSPON062E INVALID * IN FILEID 

DMSPON104S EBEOE 'nn* READING FILE »fn ft fm« FROM DISK 

DMSP0N118S EEROR PONCHING FILE ' f n ft fm* 

DMSPON123S ERROR 'nn' PONCHING 'fn ft fm' 

DMSQRY005E NO 'option' SPECIFIED 

DMSQRYOmE INVALID FONCTION 'function' 

DMSQEY026E INVALID PABAMETEB 'parameter' FOE 'function' FONCTION 

DMSQEY047E NO FONCTION SPECIFIED 

DMSQEY070E INVALID PAEAMETEE 'parameter* 

DMSQBY099E CMS/DOS ENVIEONMENT NOT ACTIVE 

DMSQEY32'H NO OSER DEFINED LABELDEF's IN EFFCT 

DMSEDC008E DEVICE 'cuu' {INVALID OB NONEXISTENT 1 ONSOPPORTED DEVICE TYPE} 

DMSEDC037E DISK 'A' IS BEAD/ONLY 

DMSEDC042E NO FILEID SPECIFIED 

DMSEDC054E INCOMPLETE FILEID SPECIFIED 

DMSRDC062E INVALID * IN FILEID 

DMSEDC105S EEBOE 'nn' WEITING FILE 'fn ft fm' ON DISK 

DMSBDC124S EBEOE BEADING CABD FILE 

DMSEDC205H BEADEB EMPTY OB NOT BEADY 

DMSEDC701I NOLL FILE 

DMSEDC702I [BEAD CONTBOL CAED MISSING. FOLLOWING ASSOMED: ] :EEAD {fn ft fm|BEADCABD CMSOIl A1} 

DMSEDC73 8I BECOBD LENGTH IS 'nnn' BYTES 
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DMSEEA830E I/O ESROE READING A RECORD FROM THE ERROR RECORDING CYLINDERS 

DMSRNH002E FILE 'fn ft fm* NOT FOUND 

DHSRNM003E INVALID OPTION 'option' 

DMSRNM019E IDENTICAL FILEIDS 

DKSRNM024E FILE 'fn ft fm* ALREADY EXISTS 

DHSENM030E FILE • f n ft fm' ALREADY ACTIVE 

DKSRNK037E DISK 'mode' IS READ/ONLY 

DKSRNMOttSE INVALID MODE 'node' 

DKSRNB051E INVALID MODE CHANGE 

DMSRNM054E INCOMPLETE FILEID SPECIFIED 

DMSENM062E INVALID * IN ODTPOT FILEID 

DMSRRV003E INVALID OPTION 'option' 

DMSRRV004E MODOLE 'module' NOT FOOND 

DMSRRV006E NO READ/WRITE 'A' DISK ACCESSED 

DMSREV070E INVALID PARAMETER 'parameter' 

DHSRRV097E NO 'SYSRES' VOLOME ACTTVK 

DMSRRV098E NO MODULE NAME SPECIFIED 

DMSHRV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSRRV105S ERROR 'nn' WHITING FILE 'fn ft fm" ON DISK 

DMSREV113S DISK (cuu) NOT ATTACHED 

DMSHRV411S INPUT ERROR CODE 'nn' ON ' {SYSRES | SYSELB} ' 

DMSEON001E NO FILENAME SPECIFIED 

DMSRUN002E FILE 'fn ft fm' NOT FOUND 

DMSEUNOUSE INVALID MODE 'mode' 

DMSRUN070E INVALID PARAMETER 'parameter' 

DMSEnN999E NO ft PROCESSOR FOUND 

DMSSCT120S {IN/OUT) PUT ERROR 'code' ON 'ddname' 

DMSSEB429I 'TAPn (cuu) ' EOT ON OUTPUT 

DMSSET014E INVALID FUNCTION 'function' 

DMSSET026E INVALID PARAMETER 'parameter' FOR 'function' FUNCTION 

DMSSET031E LOADER TABLES CANNOT BE MODIFIED 

DMSSET047E NO FUNCTION SPECIFIED 

DMSSET048E INVALID MODE 'mode' 

DMSSET050E PARAMETER MISSING AFTER {DDNAMEf SYSxxx | function} 

DMSSET061E NO TRANSLATION CHARACTER SPECIFIED 

DMSSET070E INVALID PARAMETER 'parameter' 

DMSSET098W CMS OS SIMULATION NOT AVAILABLE 

DMSSET099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSSET100H SYSTEM NAME 'name' NOT AVAILABLE 

DMSSET142S SAVED SYSTEM NAME 'name' INVALID 

DMSSET333E nnnnnK PARTITION TOO LARGE FOR THIS VIRTUAL MACHINE 

DMSSETaOOS SYSTEM 'sysname' DOES NOT EXIST 

DMSSET401S VM SIZE (size) CANNOT EXCEED 'DMSDOS' START ADDRESS (address) 

DMSSETtlOS CONTROL PROGRAM ERROR INDICATION 'retcode' 

DMSSET444E VOLUME 'label' IS NOT A DOS SYSRES 

DMSSLN002E FILE ' f n ft' NOT FOUND 

DMSSLN104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSSMN109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSSMN133S INVALID GETMAIN OR FREEMAIN SPECIFICATION 

DMSSOP036E OPEN ERROR CODE 'nn' ON 'ddname' 

DMSSOP036W UPDATE REQUESTED FOR READ-ONLY DISK 

DMSSOP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSSRT002E FILE • f n ft fm' NOT FOUND 

DMSSRT009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSSRT019E IDENTICAL FILEIDS 

DMSSET03«E FILE ' f n ft fm' IS NOT FIXED LENGTH 

DMSSRT037E DISK 'mode' IS READ/ONLY 

DMSSRT053E INVALID SORT FIELD PAIR DEFINED 

DMSSRT05UE INCOMPLETE FILEID SPECIFIED 

DMSSRT062E INVALID * IN OUTPUT FILEID 

DHSSRT063E NO LIST ENTERED 

DMSSRT070E INVALID PARAMETER 'parameter' 

DMSSRTIOaS ERROR 'nn' READING FILE ' f n ft fm» FROM DISK 
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DHSSETIOSS EEEOE 'nil' WEITING FILE 'fn ft fm» ON DISK 
DIISSET212E HAXIHOH NDHBEB OF BECOEDS EXCEEDED 
DMSSET604B ENTEB SOBT FIELDS: 

DBSSEV003E INVALID OPTION 'option' 

DMSSEV004E BOOK 'sabl.book' NOT FOOND 

DHSSEV006E NO EEAD/MEITE 'A' DISK ACCESSED 

DHSSEV070E INVALID PAEAHETEE 'parameter' 

DHSSEV097E NO 'SYSRES' VOLUME ACTIVE' 

DMSSEV098E NO BOOK NAME SPECIFIED 

DMSSRV099E CHS/DOS ENVIEONMENT NOT ACTIVE 

DHSSBV105S EEEOE «nn' WEITING FILE 'fn ft fa» ON DISK 

DMSSEV113S DISK (cuu) NOT ATTACHED 

DBSSEV194S BOOK 'subl.book' CONTAINS BAD BECOEDS 

DMSSBVmiS INPOT ERBOE CODE 'nn' ON {SYSEES| SYSSLB} 

DHSSSK070E INVALID PAEAHETEE 'parameter' 

DMSSSK362E INVALID STOBAGE PBOTECT KEY 'key' 

DHSSSK363E INVALID STAETING ADDEESS 'startadr' 

DBSSSK364E VM STOBAGE NOT LABGE ENOOGH TO CONTAIN SYSTEM LOADING AT startadr to endadr 

DKSSSK365E SYSTEM NAME NOT SPECIFIED 

DMSSSK400S SYSTEM 'name' DOES NOT EXIST 

DMSSSK410S CONTBOL PEOGBAM EEBOB INDICATION 'nnn' 

DMSSTG109S VIETDAL STOBAGE CAPACITY EXCEEDED 
DMSSTG133S INVALID GETMAIN OB FBEEMAIN SPECIFICATION 

DHSSTT002E FILE ' f n ft fm« NOT FOUND 

DMSSTTOaSE INVALID MODE 'mode' 

DMSSTT054E INCOMPLETE FILEID SPECIFIED 

DMSSTT062E INVALID 'char' IN FILEID 'fn ft' 

DMSSTT069E DISK 'mode' NOT ACCESSED 

DHSSTT070E INVALID PAEAMETEE 'parameter' 

DMSSTT227I PEOCESSING VOLUME 'no' IN DATA SET 'data set name' 

DMSSTT228I USEE LABELS BYPASSED ON DATA SET 'data set name' 

DMSSTT229E UNSUPPORTED OS DATA SET, EEEOE 'code' 

DMSSVT033E FILE 'fn ft fm' IS NOT A LIBEAEY 
DMSSVT119S UNSUPPOBTED FOEM OF 'macro' HACEO 
DMSSVT120S {IN|OUT}PUT EEEOE 'code' ON 'ddname' 
DMSSVT121S UNSUPPOBTED SVC SVC (HEX xx) CALLED FBOM addr 



DMSSYN002E 
DMSSYN003E 
DMSSYN007E 
DMSSYN032E 
DMSSYN056E 
DMSSYN066E 
DMSSYN104S 
DMSSYN711I 
DMSSYN712I 

DMSTLB027E 
DMSTLB043E 
DMSTLB058E 
DMSTLB110S 
DMSTLB111S 
DMSTLB113S 
DMSTLBa2lE 
DHSTLBU22E 
DMSTLB423I 

DMSTLBU24E 
DMSTLB425E 
DMSTLB426E 
DMSTLBtt27l 
DHSTLB428I 
DHSTLB430E 
DMSTLBU31E 
DMSTLB432E 
DMSTLBa33E 
DMSTLB434E 
DMSTLB435B 



FILE »fn ft fm' NOT FOUND 

INVALID OPTION 'option' 

FILE 'fn ft fm» NOT FIXED, 80 CHAE BECOEDS 

INVALID FILETYPE 'ft' 

FILE 'fn ft fm« CONTAINS INVALID EECOBD FORMATS 

•STD' AND 'NOSTD' ABE CONFLICTING OPTIONS 

EEEOE 'nn' BEADING FILE 'fn ft fm' FBOM DISK 

NO SYSTEM SYNONYMS IN EFFECT 

NO SYNONYMS. (DMSINA NOT IN NUCLEUS) 

INVALID DEVICE 'device name' 
'TAPn (cuu) • IS FILE PEOTECTED 
END-OF-FILE or END-OF-TAPE [TAPn] 
EEEOE BEADING 'TAPn [ (cuu) ]' 
EEEOE WEITING 'TAPn (cuu) • 

TAPn (cuu) • NOT ATTACHED 

TAPn (cuu) ' HDB1 LABEL MISSING FOE 'filename' 

TAPn (cuu) • POSITIONED WEONG FOE 'filename' 

TAPn (cuu) ' POSITIONED PAEAMETEE IGNOEED. 
AFTER NEW V0L1 LABEL 

TAPn (cuu) • NOT POSITIONED AT EOFI LABEL 

TAPn (cuu) ' BLOCK COUNT ERROR FOR 'filename' ENTEB 

TAPn (cuu)' UNEXPIRED FILE ENTEB 'IGNORE' OB 'EEEOE' 

TAPn (cuu) ' E0V1 LABEL BEAD 

TAPn (CUU) • E0V1 LABEL WRITTEN 

TAPn (cuu)' LABELDEF INFOEMATION MISSING FOB FILE 'filename' 

TAPn (cuu) • V0L1 LABEL MISSING 

TAPn (cuu)' VOLID volid DOES NOT MATCH LABELDEF VOLID FOB 'filename' 
ENTEB 'WRITE (VOLID' OE 'BEJECT' 

•TAPn (cuu)' INPUT LABEL CHECK EEEOE FOE FILE 'filename' 
ENTER 'IGNORE' OE 'CANCEL' 



OUTPUT FILE WILL BE WRITTEN ESKEDIArELY 



IGNOEE' OR 'CANCEL' 
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DHSTLB436I 
DHSTLB437I 

DMSTHA001E 
DMSTHA003E 
DHSTHA057E 
DBSTMA070E 
DHSTHA105S 
DHSTMA109S 
DHSTMA110S 
DMSTHA137S 
DMSTMA138S 
DMSTMA139S 
D!!STHAa20E 



•TAPn 
•TAPn 



(cuu) 
(cau) 



HISSING USEB STANDARD LABEL FOB •ddnaDe* 

NSL BOOTINE BETOBNED AN EBBOB CODE 'nnnnnn* FOB 'filenaie' 



NO FILENAME SPECIFIED 

INVALID OPTION 'option* 

INVALID BECOBD FOBHAT 

INVALID PABAMETEB • parameter* 

EBBOB nn HBITING FILE fn ft ON DISK 

VIRTUAL STOBAGE CAPACITY EXCEEDED 

ERROR READING 'TAPn' 

ERROR nn ON STATE FOR fn ft 

ERROR nn ERASING fn ft BEFORE LOADING TAPE 

TAPE FILE EXCEEDS 9 CHS MACLIBS 

NSL EXIT FILENAHE HISSING OR INVALID 



DHSTPD003E INVALID OPTION 'option* 

DHSTPD058E END-OF-FILE OR EHD-OF-TAPE 

DHSTPD105S ERROR 'nn* WRITING FILE 'fn ft fB« ON DISK 

DHSTPD109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DHSTPD110S ERROR READING 'TAPn* 

DMSTPDa20E NSL EXIT FILENAHE HISSING OR INVALID 

DMSTPD703I FILE • f n ft [f«]' COPIED 

DHSTPD707I TEN FILES COPIED 

DHSTPE002E FILE • f n ft fB« NOT FOOHD 

DHSTPE003E INVALID OPTION 'option* 

DMSTPE010E PREMATORE EOF ON FILE * f n ft fm* 

DHSTPE014E INVALID FUNCTION 'function* 

DHSTPE017E INVALID DEVICE ADDRESS 'COU* 

DHSTPE023E NO FILETYPE SPECIFIED 

DHSTPE027E INVALID DEVICE 'device naae' 

DHSTPE029E INVALID PARAHETER 'parameter* IN THE OPTION 'option' FIELD 

DMSTPE037E DISK 'mode' IS READ/ONLY 

DHSTPE042E NO FILEID SPECIFIED 

DMSTPE043E 'TAPntcau)' IS FILE PROTECTED 

DMSTPE0a7E NO FUNCTION SPECIFIED 

DMSTPE01J8E INVALID MODE 'mode* 

DHSTPE057E INVALID RECORD FORMAT 

DMSTPE058E END-OF-FILE OR END-OF-TAPE 

DMSTPE070E INVALID PARAMETER * parameter' 

DMSTPEIO'JS ERROR 'nn' READING FILE 'fn ft fm* FROM DISK 

DMSTPE105S ERROR *nn» WRITING FILE 'fn ft fm' ON DISK 

DMSTPE110S ERROR READING 'TAPn(cuu)' 

DMSTPE111S ERROR WRITING 'TAPn{cuu)* 

DHSTPE113S TAPn (cuu) NOT ATTACHED 

DMSTPE115S {CONVEBSIONI {7|9}-TRACK| {800|6250} BPHTRANSLATION| DOAL-DENSITY} 

ON DEVICE *CUU* 

DMSTPE431E 'TAPn (cuu)* V0L1 LABEL MISSING 

DMSTPE701I NULL FILE 

DMSTYP002E FILE 'fn ft fm' NOT FOUND 

DMSTYP003E INVALID OPTION 'option' 

DMSTYP005E NO 'option' SPECIFIED 

DMSTYP009E COLUHN 'col' EXCEEDS RECORD LENGTH 

DMSTYP013E MEHBER 'name' NOT FOUND IN LIBRARY 

DHSTYP029E INVALID PARAHETER 'parameter' [IN THE OPTION 'option' FIELD] 

DMSTYP033E FILE ' f n ft fm' IS NOT A LIBRARY 

DHSTYP039E NO ENTRIES IN LIBRARY ' f n ft fm' 

DHSTYP049E INVALID LINE NUHBER 'line number' 

DMSTYP054E INCOHPLETE FILEID SPECIFIED 

DHSTYP062E INVALID * IN FILEID 

DMSTYP104S ERROR 'nn' READING FILE 'fn ft fm' FROM DISK 

DMSUPD001E NO FILENAME SPECIFIED 

DMSUPD002E FILE 'fn ft fm' NOT FOUND 

DMSUPD003E INVALID OPTION 'option* 

DMSUPD007E FILE "fn ft fm* IS NOT FIXED, 80 CHAR. RECORDS 

DMSUPD010H PREMATURE EOF ON FILE * f n ft fm' — SEQ NUHBER • • NOT FOUND 

DMSUPD024E FILE 'UPDATE CHSUT1 f m • ALREADY EXISTS 

DHSUPD037E DISK 'A' IS READ/ONLY 

DHSUPD048E INVALID MODE 'mode' 

DMSUPD065E 'option' OPTION SPECIFIED TWICE 

DMSOPD066E 'option' and 'option' ARE CONFLICTING OPTIONS 



FEATURE NOT SUPPORTED 
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DMSDPD069E DISK 'A' NOT iCCESSED 

DMSOPD070E INVALID PARAHETEE 'parameter' 

DMSDPD104S EREOE 'nn' BEADING FILE «fn ft fm' FEOB DISK 

DMSOPD105S EEEOE 'nn' WEITING FILE ' f n ft fm' ON DISK 

DHS0PD17aW SEQUENCE EEEOE INTEODOCED IN ODTPOT FILE: • ' TO • ' 

DHSUPD176H SEQUENCING 07EEFL0H FOLLOWING SEQ NUMBEE ' ' 

DHSUPD177I WAENING HESSAGES ISSUED (SEVEBITI = nn) . ['REP' OPTION IGNORED.] 

DMSUPD178I UPDATING [ ' f n ft f m' ] WITH • f n ft fm' 

DHSUPD179E MISSING OE DUPLICATE 'MACS' CAED IN CONTEOL FILE ' f n ft fm' 

DMSUPD180W MISSING PTF FILE ' f n ft fm' 

DMSUPD181E NO UPDATE FILES WEBE FOUND 

DMSUPD182H SEQUENCE INCEEMENT IS ZEBO 

DMSUPD183E INVALID {CONTBOLJAUX} FILE CONTBOL CAED 

DMSUPD184W './ S' NOT FIRST CAED IN UPDATE FILE — IGNORED 

DMSUPD185S INVALID CHAR IN SEQUENCE FIELD • ' 

DMSUPD186W SEQUENCE NUMBER • ' NOT FOUND 

DHSUPD187E OPTION 'STK' INVALID WITHOUT 'CTL' 

DMSUPD207W INVALID UPDATE FILE CONTBOL CAED 

DMSUPD210W INPUT FILE SEQUENCE EEEOE: ' ' TO • ' 

DMSUPD299E INSUFFICIENT STOBAGE TO COMPLETE UPDATE. 

DMSUPD300E INSUFFICIENT STORAGE TO BEGIN UPDATE. 

DMSUPD30tH UPDATE PEOCESSING WILL BE DONE USING DISK. 

DMSVGN069E DISK 'A' NOT ACCESSED. 

DMSVGN360E INVALID RESPONSE 'response'. 

DMSVGN360I CMS/VSAM TEXT FILES CREATED ON DISK 'A'. 

DMSVGN360R ENTER EITHER 'INSTALL' OR 'UPDATE': 

DMSVGN361E DISK 'mode' IS NOT A (CMS) DOS} DISK. 

DMSVGN361I CREATING CMS TEXT FILES.. - 

DMSVGN361B ENTEE EITHEB 'DOS' OE 'OS': 

DMSVGN362I LINK EDITING sysname 

DMSVGN362E ENTEE MODE OF DOS SYSTEM BELOCATABLE LIBBARY DISK: 

DMSVGN363I sysname DOSLIB CREATED ON DISK 'A'. 

DMSVGN363R ENTER LOCATION WHERE sysname WILL BE LOADED AND SAVED: 

DMSVGN364I FETCHING sysname... 

DMSVGN36aR ENTER 'CMSVSAM' OR 'CMSAMS' OR 'BOTH' FOR GENERATION OF NEW SYSTEM (S) : 

DMSVGN365I SYSTEM sysname SAVED 

DMSVGN365R ENTER MODULE NAME (8 CHARS OR LESS) OR 'END': 

DMSVGN366I STARTING TO BEAD PTF DECKS FEOH EEADEB... 

DHSVGN366B ENTER NAME OF SYSTEM TO BE SAVED: 

DMSVGN367I 'modulename TEXT' WRITTEN ON DISK 'A'. 

DMSVGN368I count NEW PTF DECKS WILL BE APPLIED. 

DMSVGN368B ERASE sysname DOSLIB?. . .ENTER 'YES' OR 'NO': 

DMSVGN369E INVALID'- RELEASE 31 OR LATER REQUIRED 

DMSVGN369R ENTER RELEASE NUMBER OF DOS/VS STARTER SYSTEM: 

DMSVGN380R ENTER 'TAPE' OR 'CARDS' FOB PTF APPLICATION: 

DMSVGN381B ENTEE 'SELECT' OE 'ALL' FOB TAPE PTF APPLICATION 

DMSVGN382E ENTEE NUMBER OF TAPE FILES TO BE PROCESSED: 

DMSVIB109S VIETUAL STOBAGE CAPACITY EXCEEDED 

DMSVIBtJOOS SYSTEM 'sysname' DOES NOT EXIST 

DMSVIB401S VM SIZE (size) CANNOT EXCEED 'sysname' STAET ADDRESS (address) 

DMSVIB410S CONTROL PROGRAM ERROR INDICATION 'retcode' 

DMSVIP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSVIP230E NO. OF VSAM EXIT ROUTINES HAS EXCEEDED MAX OF 128 - UNABLE TO CONTINUE 

DMSVMF006E NO READ/WRITE DISK ACCESSED 

DMSVMF035E INVALID TAPE MODE 

DMSVMF047E NO FUNCTION SPECIFIED 

DMSVMF058E END-OF-FILE OR END-OF-TAPE ON 

DMSVMF070E INVALID PARAMETER 'parameter' 

DMSVMF104S ERROR 'nn' READING FILE ' f n ft fm' FROM DISK 

DMSVMF105S EEEOE 'nn' WEITING FILE 'fn ft fm' TO DISK 

DHSVMF109S VIETUAL STOEAGE CAPACITY EXCEEDED 

DMSVMFllOS EEEOE BEADING 'TAPn [ (cuu) ]' 

DMSVMF113S TAPE 'TAPn(cuu)' NOT ATTACHED 

DMSVMF117S EEEOE WEITING TO DISPLAY TEBMINAL 

DMSVHF383B APPLY 'fn'? ... ENTEE 'NO' OE EOB 

DMSVPD070E INVALID PABAMETEE 'parameter' 

DMSVPD105S EBEOB 'nn' WRITING FILE 'fn CMSUTI A1' ON DISK. 

DMSVPD109S VIRTUAL STOEAGE CAPACITY EXCEEDED. 
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DMSVPD110S EEEOE READING TAP1(181). 

DMSVPD113S TAP1(181) NOT ATTACHED. 

DMSVPD367I •nodulename TEXT* HEITTEN ON DISK 'A« 

DMSVPD368I count NEW PTF DECKS WILL BE APPLIED 

DMSVPD383E APPLY 'fn*? ...ENTEE 'NO' OE EOB: 

DMSXCP037E OOTPDT DISK mode (cuu) IS EEAD/ONLY 

DMSXCP043E TAPE (cuu) IS FILE PROTECTED 

DMSXCP104S EEEOE 'nn' READING FILE • f n ft fm' FEOH DISK 

DMSXCP105S EEEOE 'nn' WEITING FILE • f n ft fm« ON DISK 

DMSXCP113S 'device (cuu)' NOT ATTACHED 

DMSXCP161S UNEXPECTED EEEOE CODE 'nn' ON 'SYSxxx' 

DMSXCP411S {INPUT I OUTPUT} EEEOE CODE 'nn' ON 'SYSxxx' 

DMSZAP001E NO FILENAME SPECIFIED 

DMSZAP002E FILE ' f n ft' NOT FOUND 

DMSZAP002W FILE ' f n ft' NOT FOUND 

DMSZAP003E INVALID OPTION 'oDtion' 

DMSZAP007E FILE • f n ft' IS NOT FIXED, 80 CHAR. BECOEDS 

DMSZAPOmE INVALID FUNCTION 'function' 

DMSZAP047E NO FUNCTION SPECIFIED 

DMSZAP056E FILE 'fn ft' CONTAINS INVALID EECOED FOEHATS 

DMSZAP070E INVALID PAEAHETEE 'parameter' 

DMSZAP104S EEEOE 'nn' EEADING FILE 'fn ft fm' FEOB DISK 

DHSZAP190W INVALID CONTEOL EECOED OE NO GO SWITCH SET 

DMSZAP191W PATCH OVEELAPS - SET NO GO SWITCH 

DMSZAP192W EEEOE - ODD NUMBER OF DIGITS - SET NO GO SWITCH 

DMSZAP193W PRECEDING CONTROL EECOED FLUSHED 

DHSZAP194W CSECT NOT FOUND IN {MEMBEE ' membername' | MODULE ' modulename'} -SET NO GO SWITCH 

DMSZAP195W BASE VALUE INVALID - SET NO GO SWITCH 

DMSZAP200W VEEIFY EEJECT - SET NO GO SWITCH 

DMSZAP208E FILE • f n ft' IS NOT VAEIABLE EECOED FOEHAT 

DMSZAP210E FILE ' f n ft' IS ON A READ/ONLY DISK 

DMSZAP245S ERROR 'nnn' ON PRINTER 

DMSZAP246W NO LOADER TABLE PRESENT FOR MODULE • f n ' - SET NO GO SWITCH 

DBSZAP247W MEMBER 'name' NOT FOUND - SET NO GO SWITCH 

DMSZAP248W INVALID VEE/REP DISP - SET NO GO SWITCH 

DMSZAP750I ZAP PROCESSING COMPLETE 

DMSZAP751I MEMBER FOUND IN LIBRARY ' f n • 
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DMTAXS101I FILE spoolid ENQOEOED ON LINK linkid 

DHTAXS102I FILE spoolid PENDING FOE LINK linkid 

DHTAXS103E FILE spoolid REJECTED — INVALID DESTINATION ADDEESS 

DHTAXS104I FILE SPOOLED TO userid2 — OBG locidi (namel) mm/dd/yy hh:mm:ss 

DMTAXS105I FILE spoolid PDEGED 

DHTAXS106I FILE spoolid MISSING — DEQOEDED FEOM LINK linkid 

DMTAXS107I nn PENDING FILES FOE LINK linkid MISSING 

DMTAXS108E SYSTEM EEEOE BEADING SPOOL FILE spoolid 

DHTAXS520I FILE spoolid CHANGED 

DMTAXS521I FILE spoolid HELD FOR LINK linkid 

DBTAXS522I FILE spoolid RELEASED FOR LINK linkid 

DMTAXS523I LINK linkid QOEOE REORDERED 

DBTAXS52tE FILE spoolid ACTIVE — NO ACTION TAKEN 

DMTAXS525E FILE spoolid IS FOR LINK linkid — NO ACTION TAKEN 

DMTAXS526E FILE spoolid NOT FOUND — NO ACTION TAKEN 

DMTAXS640I nn FILE(S) POEGED ON LINK linkid 

DMTCMX001I FREE STORAGE = nn PAGES 

DHTCMX003I LINK linkid EXECOTING: (command line text) 

DMTCMX200I RSCS 

DMTCMX201E INVALID COMMAND command 

DfiTCMX202E INVALID LINK linkid 

DMTCMX203E INVALID SPOOL FILE ID spoolid 

DMTCHX20UE INVALID KEYWORD keyword 

DMTCHX205E CONFLICTING KEYWORD keyword 

DMTCMX206E INVALID OPTION keyword option 

DMTCMX207E CONFLICTING OPTION keyword option 

DMTCMX208E INVALID USER ID userid 

DMTCMX300I ACCEPTED BY TASK task 

DMTCMX301E REJECTED BY TASK task — PREVIODS COMMAND ACTIVE 

DMTCMX302E LINK linkid IS NOT DEFINED 

DMTCMX303E LINK linkid IS NOT ACTIVE 

DMTCMX304E REJECTED BY TASK task — NOT RECEIVING 

DMTCMX540I NEW LINK linkid DEFINED 

DMTCMX541I LINK linkid REDEFINED 

DMTCMX5U2E LINK linkid ACTIVE — NOT REDEFINED 

DMTCMX543E LINK linkid NOT DEFINED -- LINK LIMIT REACHED 

DMTCMXSaUE LINK linkid NOT DEFINED — TYPE NOT SPECIFIED 

DMTCMX550I LINK linkid NOW DELETED 

DMTCMX551E LINK linkid ACTIVE — NOT DELETED 

DHTCMX552E LINK linkid HAS A FILE QOEOE — NOT DELETED 

DMTCMX560I RSCS DISCONNECTING 

DMTCMX561E DSERID userid NOT RECEIVING 

DMTCMX651I LINK linkid INACTIVE 

DMTCMX652I LINK linkid ACTIVE task type vaddr c {HO|NOH} {DR|NDD} {TEA | TEE | NOT} Q=m P=n 

DMTCMX653I LINK linkid DEFAOLT task type vaddr c R=m 

DHTCHXesm LINK linkid Q=m P=n 

DMTCMX655I FILE spoolid locid userid CL a PE mm EEC nnnnnn {A|I} 

DMTCMX660I FILE spoolid INACTIVE ON LINK linkid 

DMTCMX661I FILE spoolid ACTIVE ON LINK linkid 

DHTCMX662I FILE spoolid ORG locidi useridi mm/dd/yy hh:mm:ss TO loclid2 userid2 

DMTCMX663I FILE spoolid PR mm CL a CO nn {HO|NOH} DI distcode, NA {fn ft|dsname} 

DMTCHX66UE FILE spoolid NOT FOOND 

DMTCMX670I LINK linkid ACTIVE — LINE vaddr {HO|NOH} 

DMTCMX671I LINK linkid INACTIVE 

DMTCMX672I NO LINK ACTIVE 

DMTCMX673I NO LINK DEFINED 

DMTCMX700I ACTIVATING LINK linkid task type vaddr c 

DaTCMX70lE NO SWITCHED LINE AVAILABLE — LINK linkid NOT ACTIVATED 

DMTCMX702E LINE vaddr IS IN OSE BY LINK linkidl — LINK linkid2 NOT ACTIVATED 

DHTCMX703E DEV cuu IS NOT A LINE POST — LINK linkid NOT ACTIVATED 

DMTCMX704E LINE vaddr CC=3 NOT OPERATIONAL -- LINK linkid NOT ACTIVATED 

DMTCBX705E DRIVER type NOT FOUND ON DISK vaddr ~ LINK linkid NOT ACTIVATED 

DMTCMX706E FATAL ERROR LOADING FROM vaddr -- LINK linkid NOT ACTIVATED 

DMTCMX707E DRIVER type FILE FORMAT INVALID — LINK linkid NOT ACTIVATED 

DMTCMX708E VIRTUAL STOEAGE CAPACITY EXCEEDED — LINK linkid NOT ACTIVATED 

DMTCMX709E TASK NAME task ALREADY IN OSE — LINK linkid NOT ACTIVATED 

DMTCMX710E MAX (nn) ACTIVE — LINK linkid NOT ACTIVATED 

DMTCMX750E LINK linkid ALREADY ACTIVE — NO ACTION TAKEN 

DMTCMX751I LINK linkid ALREADY ACTIVE — NEW CLASS (ES) SET AS SEQOESTED 
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DMTCMX752I LINK linkid STILL ACTIVE — DRAIN STATUS RESET 

DMTINI'»02T IPL DEVICE READ I/O ERROR 

DBTINI406R SYSTEM DISK ADDRESS = cuu 

DMTINI407E REWRITE THE NDCLEOS? [YES|NO] 

DMTINIU09R NUCLEUS CYL ADDRESS = nnn 

DHTINiaiOR ALSO IPL CYLINDER 0? [YES|NO] 

DMTINItt31S IPL DEVICE WRITE I/O ERROR 

DMTINia79E INVALID DEVICE ADDRESS - REENTER 

DMTINI480E INVALID CYLINDER NUMBER - REENTER 

DMTINI481E INVALID REPLY - ANSWER "YES" OR "NO" 

DMTINI482E SYSTEM DISK ERROR - REENTER 

DMTINI483E NUCLEUS WILL OVERLAY CMS FILES - RECOMPUTE 

DMTNPT070E I/O ERROR cuu SIOCC cc CSW CSM SENSE sense CCW ccw 

DMTNPT904E SIGNON PARAMETER=parameter INVALID 

DMTNPT907E SIGNON TYPE PARAMETER MISSING 

D!!T»?PT936i: !T0 EE«OTE PUIICH iVAILASLi: Oil LINK liukid - FILE it/Ouliu E'JHGSD 

DMTNPT108E SYSTEM ERROR READING SPOOL FILE spoolid 

DMTNPTimi LINE vaddr READY FOR CONNECTION TO LINK linkid 

DMTNPT142I LINK linkid LINE vaddr CONNECTED 

DMTNPT143I LINK linkid LINE vaddr DISCONNECTED 

DMTNPTItai RECEIVING: FILE FROM locidi (namel) FOR locid2 (userid2) 

DMTNPTiaSi RECEIVED: FILE FROM locidi (namel) FOR locid2 (userid2) 

DMTNPT146I SENDING: FILE spoolid ON LINK linkid, REC nnnnnn 

DMTNPT147I SENT: FILE spoolid ON LINK linkid 

DMTNPT149I LINK linkid LINE ACTIVITY: TOT= mom; ERRS= nnn; TMOUTS= ppp 

DMTNPT160I LINE vaddr DISABLED FOR LINK linkid 

DMTNPT170I FROM linkid: (MSG message text) 

DMTNPT190E INVALID SPOOL BLOCK FORMAT ON FILE spoolid 

DMTNPT510I FILE spoolid BACKSPACED 

DHTNPT511E NO FILE ACTIVE ON LINK linkid 

DMTNPT530I COMMAND FORWARDED ON LINK linkid 

DMTNPT570I LINK linkid NOW SET TO DEACTIVATE 

DMTNPT571E LINK linkid ALREADY SET TO DEACTIVATE 

DMTNPT580I FILE spoolid PROCESSING TERMINATED 

DMTNPT581E FILE spoolid NOT ACTIVE 

DMTNPT590I LINK linkid RESUMING FILE TRANSFER 

DMTNPT591E LINK linkid NOT IN HOLD STATUS 

DMTNPT600I FILE spoolid FORWARD SPACED 

DMTNPT610I LINK linkid TO SUSPEND FILE TRANSMISSION 

DMTNPT611I LINK linkid FILE TRANSMISSION SUSPENDED 

DMTNPT612E LINK linkid ALREADY IN HOLD STATUS 

DMTNPT801I LINK linkid ERROR TRACE STARTED 

DMTNPT802I LINK linkid TRACE STARTED 

DMTNPT803I LINK linkid TRACE ENDED 

DMTNPT810E LINK linkid TRACE ALREADY ACTIVE 

DMTNPT811E LINK linkid TRACE NOT ACTIVE 

DMTNPT902E NON-SIGNON CARD READ ON LINK linkid 

DMTNPT903E PASSWORD SUPPLIED ON LINK linkid IS INVALID 

DMTNPT905I SIGNON OF LINKID (linkid) COMPLETE 

DMTNPT934E ID CARD HISSING ON LINK linkid — INPUT FILE PURGED 

DMTREXOOOI RSCS (VER V, LEV 1, mm/dd/yy) READY 

DMTREX002I LINK linkid DEACTIVATED 

DMTREX091T INITIALIZATION FAILURE — RSCS SHUTDOWN 

DHTSML070E I/O ERROR cuu SIOCC cc CSW csw SENSE sense CCW ccw 

DMTSML108E SYSTEM ERROR READING SPOOL FILE spoolid 

DMTSML141I LINE vaddr READY FOR CONNECTION TO LINK linkid 

DMTSMLia2l LINK linkid LINE vaddr CONNECTED 

DKTSML143I LINK linkid LINE vaddr DISCONNECTED 

DMTSMLiaai RECEIVING: FILE FROM locidi (namel) FOR locid2 (userid2) 

DMTSML145I RECEIVED: FILE FROM locidi (namel) FOR locid2 (userid2) 

DMTSML146I SENDING: FILE spoolid ON LINK linkid, REC nnnnnn 

DMTSML147I SENT: FILE spoolid ON LINK linkid 

DMTSML149I LINK linkid LINE ACTIVITY: TOT= mmm; ERRS= nnn; TMO0TS= ppp 

DMTSML160I LINE vaddr DISABLED FOR LINK linkid 

DMTSML170I FROM linkid: (MSG message text) 

DMTSML190E INVALID SPOOL BLOCK FORMAT ON FILE spoolid 

DMTSML510I FILE spoolid BACKSPACED 

DMTSHL511E NO FILE ACTIVE ON LINK linkid 

DKTSML570I LINK linkid NOW SET TO DEACTIVATE 
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DMTSML571E LINK linkid ALREADY SET TO DEACTIVATE 

DMTSML580I FILE spoolid PROCESSING TEHHINATED 

DMTSML581E FILE spoolid NOT ACTIVE 

DHTSML590I LINK linkid RESOHING FILE TRANSFER 

DMTSML591E LINK linkid NOT IN HOLD STATUS 

DHTSBL600I FILE spoolid FORWARD SPACED 

DMTSML610I LINK linkid TO SUSPEND FILE TRANSMISSION 

DMTSHL611I LINK linkid FILE TRANSMISSION SUSPENDED 

DMTSML612E LINK linkid ALREADY IN HOLD STATUS 

DMTSHL801I LINK linkid ERROR TRACE STARTED 

DMTSHL802I LINK linkid TRACE STARTED 

DHTSML803I LINK linkid TRACE ENDED 

DMTSML810E LINK linkid TRACE ALREADY ACTIVE 

DMTSML811E LINK linkid TRACE NOT ACTIVE 

DHTSML901E INVALID SML MODE SPECIFIED — LINK (linkid) NOT ACTIVATED 

DKTSML902E NON-SIGNON CARD READ ON LINK linkid 

DMTSML903E PASSWORD SUPPLIED ON LINK linkid IS INVALID 

DMTSML905I SIGNON OF LINKID linkid COMPLETE 

DMTSML906E INVALID SML BUFFER PARAMETER — LINK (linkid) NOT ACTIVATED 

DHTSHL934E ID CARD MISSING ON LINK linkid — INPUT FILE PURGED 

DMTSML935E LINK (linkid) IN RJE MODE — PRINT FILE (spoolid) PURGED 

DMTSML936E NO REMOTE PUNCH AVAILABLE ON LINK linkid — FILE spooled PURGED 

DMTSML937E DECOMPRESSION ERROR ON linkid — LINK DEACTIVATED 
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DMMCPA805I 'nnn* ABEND CODE NOT RECOGNIZED BY DATA EXTRACTION 

DMMDSC500S ERROR 'nnn' WRITING TO VIRTUAL PRINTER 

DMHDSC700I TYPE 'HELP* OB ENTER 

DMMDSC701R ENTER DUMP NUMBER AND MODE 

DMMDSC719I ERROR 'nnn' IN FSSTATE 'filename filetype fa« 

DMMDSC720I LOAD MAP ALREADY PRESENT 

DMMDSC721I &NAME TABLE IS FOLL 

DMMDSC722I INVALID ENTRY INTO 8NAME TABLE 

DMMDSC723I THE DOMP IS NOT ON THE A-DISK 

DMMFED702I NON-HEX CHARACTER IN COUNT - RETRY 
DHMFED703I NON-HEX CHARACTER IN ADDRESS - RETRY 

nnnvF.Yiour non-hky character tn AnnRESS - retry 

DMMGET100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMMGET708I PAGE 'page' NOT FOUND IN DUMP 

DMMGRC100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMMGEC809I REQUESTED ADDRESS NOT IN DUMP 

DMMHEX7im NON-HEX CHARACTER IN INPUT - RETRY 

DMHINI100S ERROR 'nnn' READING FILE 'filename filetype fm* 
DBMINI200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMMINI300S ERROR 'nnn' ON FSSTATE 'filename filetype fm« 
DHMINiaOOS ERROR 'nnn' CLOSING 'filename filetype fm' 
DMHINI800S DATA EXTRACTION FAILURE 
DHHIHI803S ERROR 'nnn' ATTEMPTING TO LOADHOD VMFDnMP2 

DMMIOB712I DEVICE 'cuu' NOT FOUND 
DHMIOB713I USER 'userid' VBBLOK HOT FOUND 

DMMLOC715I NON-HEX CHARACTER IN STRING 

DHML0C716I STRING •string'}NOT FOUND|NOT FOUND BEFORE END OF DUMP{ 

DMML0C717I INVALID FORM OF LOCATE COMMAND 

DMMMAP200S ERROR 'nnn' WRITING FILE 'filename filetype fm* 

DMMMAP801I NUC MAP 'filename filetype fm' IS NOT VALID FOR THIS DUMP. 

DHMMAP802I PROCEEDING 

DMMMAP806R ENTER 'filename filetype fm' OF NUCLEUS LOAD HAP OR ENTER NOLL 
DMMMAP807I UNABLE TO LOCATE 'filename filetype fm' 
DMMMAP808I NUCLEUS MAP INVALID 'filename filetype fm' 
DMMHAP810I ERROR 'nnn' READING FILE 'fileid' 

DMMMOD100S ERROR 'nnn' READING FILE 'filename filetype fm' 

DMMMOD705E ERROR IN ITEM TABLE 

DMMHOD706I 'entry name' NOT FOUND IN THE LOAD MAP 

DHMMOD707I 'module' 'page' PAGE NOT VALID 

DMMMOD718I THIS DUMP HAS NO LOAD MAP - SEE MAP SUBCOMMAND 

DMHPRM200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMMPRM804I PROCESSING ERROR IN DATA EXTRACTION 

DMMPRO100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMMPR0200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMMPRO300S ERROR 'nnn' ON FSSTATE 'filename filetype fm' 

DMMREG100S ERROR 'nnn' READING FILE 'filename filetype fm' 
DMMEEG72ai {AP} REGISTERS REQUESTED FOR UNIPROCESSOR DUMP 
DMMREG72ftI {MP] REGISTERS REQUESTED FOR UNIPROCESSOR DUMP 

DMMSCR709I NO VALID SCROLL ADDRESS 

DMMSEA100S ERROR 'nnn' READING FILE 'filename filetype fm' 
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DMMSTA100S EEBOE 'nnn' READING FILE 'filename filetype fm* 
DI!HSTi200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DMMSTA601I OPERAND 'operand' NOT RECOGNIZED 

DMHSDM100S ERROR ' nnn ' READING FILE 'filename filetype fm' 
DHBSUB200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
DHHSDM501S INVALID FARM 'badparm' PASSED TO SOHMARI DPDATE PROGRAM 
DBMSDM502S PROBLEM 'PRBnnnnn' NOT FODND IN SYKPTOH SDHHARI 

DHKTRC710I NON-NDHERIC COUNT CHARACTER - RETRY 

DHHVMB711I LOOP IN VMBLOK CHAIN 

DMM1IRT200S ERROR 'nnn' WRITING FILE 'filename filetype fm' 
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Appendix C: Message-to~Module Cross-Reference 



This appendix contains all the TEi/370 message identifiers, 
listed in numerical order vertically. Dse this appendix 
when 70U want to find out which modules issue a given 
message. Find the message number within its component 
code group (CP, CMS, ESCS, or IPCS) ; all the message 
identifiers with the same number appear together. 

Note: Hessages shown in this appendix are not qualified 
with program product identifiers, refer to the message 
section of this book to establish ownership. 



CP Message Summary 



DMKCFC0011 

DMKCFC002E 
DMKCFG002E 
DHKCFT002E 
DKKHCC002E 
DHKBCD002E 
DHK1INI002E 
DMKNES002E 
DI1KNET002E 
DHKNLD002E 
DMKSPT002E 
DHKTHI002E 
DHKTBi002E 

DIIKCDB003E 
DHKCDH003E 
DHKCFG003E 
DKKCFO003E 
DMKCFS003E 
DMKCPS003E 
DMKCPV003E 
DHKCQP003E 
DHKCQR003E 
DMKCSB003E 
DHKCSO003E 
DMKCSP003E 
DMKCST003E 
DHKCS0003E 
DHKDEF003E 
DaKLOG003E 
DMKHCC003E 
DHKBCH003E 
DMKHSG003E 
DBKNET003E 
DBKHLE003E 
DflKSPT003E 
DBKTHI003E 
DBKTEA003E 
DHKUSO003E 
DBKVDi003E 

DBKCDBOOaE 
DBKCDH004E 
DBKCDS004E 
DBKCFC004E 
DBKCFD004E 
DBKCPVOOtE 
DBKMES004E 
DBKHET004E 



DMKCDS005E 
DHKCPB005E 

DBKCFO006E 
DMKCFS006E 
DHKCFT006E 
DMKCPB006E 
DBKCPV006E 
DHKCQP006E 
DBKCSB006E 
DBKCS0006E 
DBKCSP006E 
DBKCST006E 
DBKCSD006E 
DBKDIA006E 
DBKacC006E 
DMKHES006E 
DHKNET006E 
DHKIILD006E 
DBKNLE006E 
DMKSPT006E 
DBKVDA006E 
DBKVDDOOeE 

DHKCPV007E 
DMKCSP007E 
DBKCSOOOTE 

DBKCS0008E 
DBKSPT008E 

DBKCDB009E 
DBKCDB009E 
DMKCPV009E 
DBKNES009E 
DBKNET009E 

DHKCDB010E 
DBKCDSOIOE 

DBKDIA011E 

DBKCDS012E 
DBKCPB012E 

DflKCFG013E 
DBKCFO013E 
DBKCSB013E 
DBKCS0013E 
DBKCSP013E 
DflKCS0013E 



DMKTEA013E 

DBKCFO020E 
DHKCPV020E 
DMKCQG020E 
DBKCQP020E 
DMKCQR020E 
DHKCQT020E 
DBKCSP020E 
DHKCS0020E 
DMKDIA020E 
DBKLNK020E 
DBKLOG020E 
DMKBSG020E 
DBKQ?H020E 
DHKDS0020E 
DHK7DA020E 
DHKVDD020E 

DBKCFD021E 
DBKCFO021E 
DBKCPS021E 
DBKCP0021E 
DBKCP7021E 
DaKCQP021E 
DMKCSB021E 
DBKCS0021E 
DHKBCC021E 
DBKBCD021E 
DBKHES021E 
DBKNET021E 
DBKNLD021E 
DBKNLE021E 
DBKSPT021E 
DBKyDA021E 
DBKVDD021E 

DBKCFD022E 
DBKCFG022E 
DHKCPB0 22E 
DBKCQG022E 
DBKCQP022E 
DBKCSB022E 
DHKCSP022E 
DBKCST022E 
DBKDEF022E 
DBKDIA022E 
DBKLNK022E 
DBKTDA0 22E 
DBKTDD022E 
DBKVHI022E 



DSKVDA023E 

DHKDEF024E 

DHKDEF025E 

DBKCDB026E 
DMKCDS026E 
DMKCFC026E 
DMKCFD026E 
DHKCFG026E 
DBKCFH026E 
DHKCFO026E 
DMKCFS026E 
DBKCFT026E 
DMKCPB026E 
DKKCPS026E 
DBKCPV026E 
DBKCQR026E 
DMKCQY026E 
DBKCSB026E 
DHKCSP026E 
DBKCST026E 
DBKCS0026E 
DBKDEF026E 
DBKBCC026E 
DaKBCD026E 
DBKaCH026E 
DBKNES026E 
DaKNET026E 
DBKNLD026E 
DBKSPM026E 
DBKSPS026E 
DMKTHI026E 
DBKTRA026E 

DBKCQG027E 
DBKCST027E 
DBKCS0027E 

DBKCQG028E 
DaKCQR028E 
DBKCSB028E 
DBKCSO028E 
DBKCSP028E 
DBKCSD028E 
DBKSPS028E 

DBKCSP029E 
DBKCSa029E 
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DHKCS0030E 
DMKCSP030E 
DMKCS0030E 

DMKCSB031E 

DMKCSP032E 
DMKCS0032E 

DMKCDM033E 
DMKCDS033E 
DMKCPV033E 
DMKNET033E 

DMKVCHOSUE 
DMKVDA034E 

T)MKCSO035K 

DMKCSB036E 

DMKSPS037E 
DMKSPS037E 

DBKCFD040E 
DHKCFO040E 
DMKCFG040E 
DHKCPB040E 
DMKCPS040E 
DMKCPV040E 
DWKCQGOaOE 
DMKCQP040E 
DMKCSB040E 
DHKCSO040E 
DMKCSP040E 
DHKCSTOaOE 
DHKDEF040E 
DMKDia040E 
DMKBCCOttOE 
DHKMCD040E 
DHKNES040E 
DMKMETOtOE 
DMKHLDOtlOE 
DMKNLE040E 
DMKSPT040E 
DHKVDA040E 
DMKVDD040E 

DMKCFOOaiE 

DMKCQG042E 
DHKCST042E 
DMKCSD042E 

DHKCSBOtSE 

DHKCFGOaUE 
DMKCFH044E 
DMKNLD044E 
DMKCFSOIHIE 
DMKSNCOtUE 

DHKCFO045E 
DMKCFS045E 
DKKCPV045E 
DMKCQG045E 
DMKCQP045E 
DMKCQE045E 
DIIKCQY045E 
DBKDIAOtJSE 
DHKMSG045E 
DHKTHI045E 
DMKDSO0U5E 



DHKVDftOUSE 
DMKVDD0U5E 

DHKCFO046E 
DMKCFS046E 
DMKCFP046E 
DHKCPV046E 
DMKCSBOaeE 
DMKCSO046E 
DMKMCC046E 
DMKNES0a6E 
DMKNET046E 
DHKNLD046E 
DMKNLE046E 
DMKSPT046E 
DMKVDA046E 
DMKVDDOUeE 

DMKDIA0a7E 

DMKVCHOaSE 

DMKCPS049E 
DHKNES049E 
DMKHET049E 

DMKLOG050E 

DMKLOG051E 

DHKCFS052E 
DHK1HK052E 
DMKLOG052E 

DHKCFS053E 
DMKCSP053E 
DMKCSD053E 
DMKLNK053E 
DMKLOG053E 

DMKLOGOStE 

DHKDIA055E 

DBKDIA056E 

DBKBSG057W 

DBKALG059E 

DBKCOB060E 

DBKCDB061E 

DBKCFV062E 

DBKCF?063E 

DMKVAT064E 

DMKLOG067E 

DBKSSS070E 

DMKSSS071E 

DBKSSS072E 

DBKSSS07aE 

DBKSSS075E 

DBKVDA076E 



DMKDEF077E 

DMKCF7080E 
DHKLOG080E 

DBKLOG081W 

DHKCFV082E 
DHKLOG082E 

DBKCFG083E 

DHKVDA086E 

DBKSSS088I 

DMKLOG090E 

DMKDEF091E 
DBKLOG091E 

DHKLOG092E 

DHKLOG093E 

DHKDEF094E 

DHKDEF095E 
DBKLOG095E 

DMKDIA098E 
DHKNES098E 
DBKNET098E 

DMKLNK101H 

DNKLNK102H 

DHKLNK103W 

DBKLNK104E 

DBKLNK105E 

DHKLNK106E 

DaKLNK107E 

DBKLNK108E 

DBKLNK109E 

DBKLNK110E 

DMKLNK111E 

DMKLNK112E 

DBKLNK113E 

DBKLNK11UE 

DMKALG115E 
DMKLNK115E 

DMKLNK116E 

DHKLNK117E 

DMKLNK118E 

DMKLNK119E 



DHKVDA120E 

DBKVDA121E 
DBKVDD121E 

DBKVDA122E 

DMKCPS123E 
DaKVDAl23E 
DBKVDD123E 

DBKCPS124E 
DBKVDA124E 
DBKVDD124E 

DBKVDA125E 

DHKVDft126E 

DBKVDA127E 

DBKVDA128E 

DBKVCH129E 

DBKVCH130E 

DBKCPI131I 
DBKL0G131E 
DHK?DA131E 

DBKVCH132E 

DBKVDA133E 

DaKVDA134E 
DBK7DD134E 

DBKVDA135E 
DBKVDD135E 

DBKDEF136E 

DBKLHK137E 

DBKVCH138E 

DBKLNK139E 
DBKVDA139E 

DBKCFO140E 
DBKCPSmOE 
DBKCP7140E 
DBKCSB140E 
DBKCS0140E 
DBKBCC140E 
DHKNESUOE 
DBKNETUOE 
DHKNLD140E 
DBKNLE140E 
DBKSPT140E 
DBKVDA140E 
DBKVDD140E 

DBKCS0141E 

DBKCPS142E 
DBKCSB142E 
DMKVDAU2E 
DBK¥DD142E 

DBKCF0143E 
DMKCPSU3E 
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DMKMCC143E 
DHKHLD143E 
DMKNLE143E 
DHKSPT143E 
DHKVDA143E 
DMKVDDia3E 

DI1KCPS144W 

DHKJEL145I 

DHKCSB148E 

DKKCDB160E 
DHKCDnloGE 
DMKCDS160E 
DHKCFD160E 
DHKCPV160E 
DMKHES160E 
DHKNET160E 

DMKCDS161E 
DKKVM&161E 

DMKCDS162E 
DMKCDS162W 

DMKCDS163E 

DMKCDS164E 
DMKCFD164E 
DBKCFP164E 

DMKCPV165I 

DHKCDS166E 

DHKCFG170E 
DMKCFH170E 
DHKCFS170E 
DHKNLD170E 

DMKCFG171E 
DHKCFH171E 
DBKCFS171E 
DHKNLD171E 
DHKSHC171E 

DHKCFG172E 
DIIKCFH172E 

DMKCFG173E 
DHKCFH173E 

DMKCFG174E 

DHKCFG175E 
DMKCF0175E 
DMKCFS175E 
DBKNES175E 

D«KCP?176E 

DHKCFG177E 

DBiKSNCl78E 

DHKCFG179E 
DHKCFH179E 
DHKCFP179E 
DHKCFS179E 
DMKSNC179E 



DHKTBA180W 

DHKATSieiE 

DMKTEA182E 

DMKCFS183E 

DHKCF0184E 
DMKCFS184E 

DMKCPI185E 

DMKCF0186E 

DHKCFS187E 

DHKCF0188E 
DMKCFS188E 
DHKLOG188E 

DHKCFS189I 
DMKLOG189I 

DMKCFS190I 

DHKCP0191E 

DMKCPS192E 
DMKCPD192E 

DMKCPD193I 

DHKCP0194I 

DMKBLD200E 

DMKBLD201E 

DMKBLD202E 
DHKCPV202E 

DHKCFG203E 
DnKCp¥203E 

DMKCPV204E 

DMKHCC211E 

DMKMCD212E 

DMKMCC213E 

DMKHCD214E 

DHKHCC215E 

DHKMCC216E 

DMKHCC217E 

DMKMCD218E 

DMKM0N219I 

DMKMOH220I 

DHKMCD222E 

DMKHCD223E 

DMKMCD224E 



DHKBNI225E 

DBKBCD226E 

DBKBCD227E 

DBKBCD228E 

DBKBia229E 

DBK7BI230E 

DBKVfiI231E 

DnK¥nI232E 

DBKVBI233E 

DBKVHI234E 

DBKRSE240E 
DBKTCS240E 

DBKRSE241E 
DaKTCS241E 

DaKRSE242E 

DBKCS0243E 
DBKCSP243E 
DBKCS0243E 

DMKCS0244E 

DBKCS0245E 
DBKCSP245E 
DBKCS0245E 

DBKCS0246E 
DBKCSP246E 
DBKCS0246E 

DBKNBT247I 

DBKNfiT248E 

DHKNHT249E 

DBKCFO250E 
DBKCFS250E 
DBKLOG250E 

DBKCFS251E 
DBKLOG251E 

DHKRSE252I 

DBKCSP253E 
DBKCSD253E 

DBKNaT254E 

DBKRSE255I 
DHKCF0255B 

DBKNaT256E 

DBKHBT257E 

DBKCFH300E 

DBKBID310E 



DBKSAV350W 

DaKSAV351W 

DBKSAV352W 

DBKSAV353W 

DaKCKS400l 
DBKPGT400I 

DMKCKS401I 
DBKPGT401I 

DnKPTKHlOS 

DBKPAG415E 

DaKAC0425A 
DBKAC0425E 

DBKRSP426E 
DBKSPS426E 

D8KVSP427I 

DBKRSP428E 

DBKVSP429I 

DMKESP430A 

DBKRSP431A 

DBKRSP432A 

DBKRSP433A 

DBKESP434A 

DBKCFH435E 
DBKCFP435E 
DaKSNC435E 

DBKCFH436E 

DSKCLK437E 

DaKDSP450W 

DBKDSP452W 

DBKPEG453W 

DBKCNS454I 
DBKRGA454I 
DBKRNH454I 

DBKCNS455I 
DBKEGA455I 

DBKVHA456W 

DaKNLD460E 
DaKNLE460E 

DaKNLD461R 
DaKNLE461R 

DaKRNH462I 

DBKRNH463I 
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DHKNLE464I 
DMKRMH464I 

DMKRNH465I 
DHKVDS465W 

DMKCQP466I 

DHKENH468I 

DMKNLE469E 

DMKNLD470E 
DHKNLE470E 

DMKNLD471E 
DMKNLE471E 

DMK0DB475I 

DMKBSC500I 
DMKCNS500I 
DHKDAS500I 
DHKGEF500I 
DMKRSE500I 
DMKTAP500I 

DMKBSC501A 
DMKDAS501A 
DHKESE501A 
DHKTAP501A 
DMKCNS501I 
DMKBSE501I 

DMKBSC502I 
DMKCHS502I 
DMKDAS502I 
DMKGEF502I 
DHKBSE502I 
DHKTAP502I 

DMKBSE503A 
DBKBSC503I 
DMKCNS503I 
DMKDAS503I 
DMKGEF503I 
DHKESE503I 
DMKTAP503I 

DMKHSE504A 
DHKDAS504D 
DMKTAP504D 
DMKBSC504I 
DHKCHS504I 
DMKDAS504I 
DMKGBF504I 
DMKBSE504I 

DMKRSE505A 
DMKDAS505D 
DHKTAP505D 
DMKBSC505I 
DMKCNS505I 
DMKDAS505I 

DMKDAS506I 

DMKDAS507D 

DMKDAS508I 
DMKESE508I 

DMKDAS509I 



DMKTAP510I 

DMKTAP511I 

DHKTAP512I 

DMKDAS513I 
DMKTAP513I 

DMKDAS514D 

DMKBSC516I 
DHKDAS516I 
DMKTAP516I 

DMKDAS517E 
DHKBSC517I 
DMKTAP517I 

DMKDAS518I 
DHKTAP518I 

DHKTAP519I 

DHKESE520A 
DMKBSC520I 
DI1KDAS520I 
DMKESE520I 
DMKTAP520I 

DMKGEF521I 
DMKESE521I 
DMKTAP521I 

DHKTAP522I 

DHKTAP523I 

DMKESE52m 

DHKGEF525I 
DMKBSE525I 

DHKTAP526I 

DMKBSC527I 
DMKCNS527I 

DMKBSC528I 
DHKCNS528I 

DHKGEF529I 
DMKSSE529I 

DMKDA0530I 

DMKIOF550E 

DMKI0G551E 

DMKIOG552I 

DMKIOG553I 

DMKIOG558I 

DHKIOG559W 

DMKIOG560W 

DMKIOG561W 

DMKVSS575I 



DHKCCH601I 

DHKCCH602I 

DHKCCH603H 

DHKCCH605I 

DNKHCHeiOH 
DHKBCT610W 

DHKBCH611W 
DMKHCT611W 

DMKHCH612II 
DHKHCT612H 

DKKBCH613I 

DHKHCH6iai 

DHKHCH615I 

DHKHCH616I 
DHKHCT616I 

DMKHCH617I 

DMKHCH618I 

DHKaCH619I 
DHKHCT619I 

DHKnCT620I 

DHKHCT621I 

DHRHCH622H 

DMKDDE700E 

DHKDDR701E 

DHKDDR702E 

DHKDDE703E 

DHKDDS704E 

DHKDDR705E 
DMKBGA705I 

DMKNES706E 

DMKDDE707E 

DMKDDB708E 

DHKDDR709E 

DMKDDB710A 

DHKDDE711B 

DHKDDR712E 

DMKDDB713E 

DMKDDR7mE 

DHKDDR715E 

DHKDDR716E 



DHKDDB717R 

DMKDDR718E 

DHKDDR719E 

D(IKDDR720£ 

DHKDDR721E 

DeiKDDR722E 

DMKDDR723E 

DHKDDR724E 

DHKDDR725E 

DI1KDDR726E 

DHKDDR727E 

DHKFBT730E 

DHKFHT732E 

DHKFHT733E 

DBKFMT734E 

DBKFBT735E 

DBKFBT736E 

DBKFBT737E 

DBKFBT738A 

DBKFBT739E 

DBKFBT740E 

DBKDIR751E 

DBKDIR752E 

DBKDIR753E 

DBKDIB754E 

DBKDIE755E 

DBKDDB756E 
DBKDIR756E 
DBKFBT756E 

DBKDIR757E 

DBKDIR758E 

DBKDIR760E 

DBKDIR761E 

DBKDIE762E 

DBKDIB763E 

DBKDIR764E 

DBKQVH800E 

DKKQ¥1B01E 
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DHKQVH802E 
DMKQVM803E 
DHKSPH804E 
DHKSPM805E 
DHKQVM806E 
DHKQVH807E 
DHKSPH808I 
DMKQVM809E 
DMKBND850I 
DHKBND851I 
DMKEND852I 
DHKEND853I 



DHKEND860I 
DliKRND861£ 
DHKBND863E 
DMKCKP900W 
DMKCKP901W 
DHKCKP902W 
DMKCKS903W 
DMKWBM904W 
DMKDMP905W 
DMKDMP906W 
DMKDMP907H 
DHKDBP908I 



DHKDMP909if 

DHKCKP910H 

DMKCKP911W 

DMKCKS912W 
DHKHRM912W 

DHKCPI913I 

DMKCKS915E 

nMKCKS91 6E 

DMKCKS917E 
DHKCKS917E 

DHKWRH920I 

DHKWBH921W 

DHKCKP922W 



DHKCPI950& 

DHKCPI951I 

DMKCPI952I 

DHKCPI953I 

DI5KCPI954E 

DKKCPI955S 

DHKDAS956A 
DaKDSB9564 

DMKCPI957I 

DMKCPI958I 

DMKCPI959W 

DHKCKP960I 
DMKCPI960I 

DHKCKP961S 
DHKCPI961W 

DMKCLK970W 
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DMSABS001E 
DKSAEN001E 
DMSARX001E 
DHSASM001E 
DMSDLB001E 
DMSDLK001E 
DMSEBV001E 
DMSEXC001E 
DMSLBM001E 
DBSLBT001E 
DHSLIO001E 
DMSLKD001E 
DBSMDPOOIE 
DMSHOD001E 
DHSNCP001E 
KBSKUNOOlii; 
DHSTHA001E 
DMSOPD001E 
DMSZAP001E 

DMSACC002E 
DHSAHS002E 
DHSABIi002E 
DHSAKX002E 
DMSASM002E 
DKSCHP002E 
DHSCPY002E 
DKSDSK002E 
DHSDSL002E 
DHSEfiS002E 
DMSEKV002E 
DHSGBH002E 
DHSHLP002E 
DMSIFC002E 
DMSLBM002E 
DHSLBT002E 
DHSLDS002E 
DMSLIO002E 
DBSLKD002E 
DBSLST002E 
DBSHDP002E 
DflSBOD002E 
DBSKVE002E 
DBSNCP002E 
DBSPRT002E 
DBSPON002E 
DBSENB002E 
DBSEDN002E 
DHSSLN002E 
DMSSBT002E 
DBSSTT002E 
DBSSYN002E 
DWSTPE002E 
DBSTYP002E 
DBSOPD002E 
DBSZAP002E 
DBSLGT002I 
DHSLI0002I 
DBSGLB002iI 
DBSGND002W 
DBSLBB002H 
DflSLBT002H 
DBSZAP002H 

DBSACC003E 
DBSABS003E 
DBSAEN003E 
DBSABX003E 
DBSASM003E 
DfiSASN003E 



DflSCHP003E 
DBSCPY003E 
DBSDLB003E 
DBSDLK003E 
DBSDSL003E 
DMSDSV003E 
DBSEDI003E 
DBSEES003E 
DBSFET003E 
DBSFLD003E 
DBSFOE003E 
DBSGBN003E 
DBSHLP003E 
DBSLBD003E 
DBSLBM003E 
DBSLBT003E 
DBSLDS003E 
DBSLIO003E 
DBSLL0003E 
DBSLST003E 
DBSBOD003E 
DBSBVE003E 
DBSHCP003E 
DBSPBT003E 
DBSPSV003E 
DMSPOH003E 
DMSBNB003E 
DBSREV003E 
DflSSEV003E 
DflSSYN003E 
DflSTBA003E 
DBSTPD003E 
DBSTPE003E 
DBSTYP003E 
DBSDPD003E 
DBSZAP003E 

DBSDOS004E 
DBSFET004E 
DMSPBV004E 
DMSBEV004E 
DBSSBVOOaE 
DBSABN004W 
DBSLKD004W 

DBSCBP005E 
DBSDLB005E 
DBSFOE005E 
DBSLI0005E 
DMSLKD005E 
DBSBOD005E 
DBSQBY005E 
DBSTYP005E 

DflSABS006E 
DBSAEN006E 
DBSAEX006E 
DBSASB006E 
DBSCBS006E 
DBSDLK006E 
DBSEEV006E 
DBSGEN006E 
DBSLKD006E 
DflSLL0006E 
DBSPEV006E 
DBSEEV006E 
DBSSRY006E 
DBSVBF006E 

DMSAMS007E 



DMSAEN007E 
DBSAEX007E 
DBSASB007E 
DMSDLK007E 
DBSGEN007E 
DHSIFC007E 
DBSLKD007E 
DBSSYN007E 
DBSOPD007E 
DaSZAP007E 

DHSPBT008E 
DBSPON008E 
DBSRDC008E 
DBSABN008W 
DMSLKD008W 

DBSCBP009E 
DBSDSK009E 
DBSSBT009E 
DBSTYP009E 

DBSCBP010E 
DHSTPE010E 
DBSDPDOIOW 

DBSCBP011E 

DBSABN012R 
DaSLKD012M 

DBSLBT013E 
DaSNCP013E 
DaSPBT013E 
DBSPON013E 
DBSTYP013E 
DaSDSL013H 
DaSLBB013W 

DBSDSKOiaE 
DBSDSL014E 
DaSGLB014E 
DBSLBaOlUE 
DaSLBT014E 
DaSOVB014E 
DBSQEYOIUE 
DBSSETOItE 
DBSTPEOiaE 
DBSZAP014E 

DBSINT015E 

DBSFCHOIGE 
DaS&EN016H 
DBSLKDOiew 

DaSACC017E 
DBSAEE017E 
DaSFOE017E 
DaSTPE017E 

DBSBDPOISE 

Dascapoi9E 

DaSRNB019E 
DaSSBT019E 

DBSDaP020W 

DBSGND021E 



DBSLIO021E 
DasaOD021E 
DaSNCP021E 
DaSDSV021W 

DaSGND022E 
DBSDSV022H 

DaSDLB023E 
DBSFLD023E 
DaSIFC023E 
DaSTPE023E 
DBSDSV023H 

DaSCPY024E 
DflSEDI024E 
DBSENB024E 
DBSDPD024E 
DBSDSV024« 

DBSNCP025E 
DBSDSV025W 

DaSQRY026E 
DBSSET026E 
DBSDSV026W 

DBSASH027E 
DBSDS¥027E 
DaSEEV027E 
DaSFLD027E 
DaSTLB027E 
DflSTPE027E 
DaSDSV027i? 

Dfl^ABE028E 
DaSASN028E 
DaSFOB028E 
DBSDSV0289 

DaSASN029E 
DaSCBP029E 
DaSCPY029E 
DaSEDI029E 
DBSFET029E 
DBSFLD029E 
DaSLBD029E 
DaSLIO029E 
DaSPBT029E 
DaSTPE029E 
DaSTYP029E 

DBSCPY030E 
DaSBNa030E 

DaSSET031E 

DaSBOD032E 
DaSSYN032E 

DBSPBT033E 
DaSPDN033E 
DBSSVT033E 
DaSTYP033E 

DBSSET034E 

DBSASN035E 
DBSFLD035E 

DMSVMF035E 
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DHSSOP036E 
DHSSOP036S 

DHSBOP037E 
DBSCPY037E 
DMSDSK037E 
DBSDSL037E 
DHSEBS037E 
DHSEEV037E 
DMSFOE037E 
DMS1BM037E 
DMSLST037E 
DMSMOD037E 
DHSMTE037E 
DMSPEV037E 
DMSBDC037E 
DMSENM037E 
DMSSET037E 
D13STPE037E 
DMS0PD037E 
DMSXCP037E 

DMSAEX038E 
DIISaSM038E 

DMSPET039E 
DMSPON039E 
DMSTYP039E 

DMSBOD040E 

DMSMVE041E 

DHSCPY042E 
DMSEDC042E 
DHSTPE042E 

DMSBOP043E 
DMSCLS043E 
DMSTLB043E 
DMSTPE043E 
DHSXCP043E 

DMSEDIOa^E 
DHSPETO^UE 
DHSPON044E 

DMSNCP045E 

DMSDS1046E 
DBSLBM046E 
DBSLBT046E 

DHSDSK0a7E 
DBSDSL047E 
DBSDSV047E 
DHSGLB047E 
DBSLBB047E 
DBSLBT047E 
DBSOVB0H7E 
DBSQRY047E 
DMSSET047E 
DBSTPE047E 
DBSVfiF047E 
DHSZiP047E 

DBSiCC048E 
DBS&EE048E 
DBSCPY048E 
DBSDLB048E 
DHSDSK048E 
DBSEES048E 
DKSFCE048E 



DBSGEN048E 
DBSLDS048E 
DKSLST048E 
DBSBVE048E 
DBSPET048E 
DBSBNB048E 
DHSEOH048E 
DBSSET048E 
DBSSTT048E 
DBSTPE048E 
DBSOPD048E 

DBSTYP049E 

DBSaSN050E 
DBSDLB050E 
DBSFLD050E 
DBSSET050E 

DHSENH051E 

DaSiEX052E 
DHS&SB052E 

DBSSET053E 

DBSCBP054E 
DBSCPY054E 
DMSDSK054E 
DBSEDI054E 
DBSEES054E 
DMSGE1SI054E 
DKSPET054E 
DBSPON054E 
DBSEDC054E 
DBSENfi054E 
DBSSET054E 
DHSSTT054E 
DBSTYP054E 

DMSLI0055E 

DBSLBB056E 
DBSLBT056E 
DBSLIO056E 
DHSNCP056E 
DMSSYW056E 
DMSZaP056E 
DBSLBT056W 

DBSTBA057E 
DflSTPE057E 

DBSBOP058E 
DBSCLS058E 
DBSTLB058E 
DBSTPD058E 
DBSTPE058E 
DHSVKF058E 

DBSACC059E 

DBSACC060E 

DBSSET061E 

DBSCBP062E 
DMSCPy062E 
DHSDSK062E 
DMSPET062E 
DHSPDN062E 
DMSEDC062E 
DMSENB062E 



DHSSRT062E 
DBSSTT062E 
DBSTYP062E 
DMSCPY063E 
DaSSET063E 

DHSCPY064E 

DHSAHS065E 
DHSASN065E 
DBSCPY065E 
DHSDLB065E 
DHSDSV065E 
DHSFLD065E 
DHSLBD065E 
DHSOPD065E 

DHSABS066E 
DBSASN066E 
DaSCPY066E 
DMSDLB066E 
DHSDSV066E 
D8SFLD066E 
DHSLBD066E 
DMSLST066E 
DBSSyN066E 
DHSDPD066E 

DMSCPY067E 

DBSCPY068E 

DBSABE069E 
DMSASN069E 
DHSBOP069E 
DMSDSL069E 
DHSEBS069E 
DMSFOR069E 
DHSLDS069E 
DaSLST069E 
DBSaVE069E 
DaSSTT069E 
DaSDPD069E 
DaSVGN069E 
DaSFLD069I 

DHSAHS070E 
DBSAEE070E 
DaSABX070E 
DBSASH070E 
DaSASN070E 
DBSDLB070E 
DaSDLK070E 
DBSDSK070E 
DBSDSL070E 
DBSDSV070E 
DBSEBS070E 
DBSEEV070E 
DaSFET070E 
DBSFLD070E 
DBSFOR070E 
DMSGND070E 
DBSIFC070E 
DBSLBD070E 
DBSLBa070E 
DBSLKD070E 
DBSLL0070E 
DBSLST070E 
DBSaDP070E 
DaSBOD070E 
DaSBVE070E 
DaSOPT070E 
DaSPET070E 



DaSPBV070E 
DBSQBY070E 
DBSEEV070E 
DaSEON070E 
DBSSET070E 
DBSSET070E 
DaSSB?070E 
DBSSSK070E 
DaSSTT070E 
DBSTBA070E 
DaSTPE070E 
DBS0PD070E 
DBSVBF070E 
DaSVPD070E 
DnSZAP070E 

DaSEBS071E 

DBSEXT072E 

DaSB¥E073E 

DaSABX074E 
DaSASB074E 

DBSABX075E 
DBSASa075E 
DBSBVE075E 

DaSEDI076E 

DBSDSK077E 

DaSDSK078E 
DBSGEN078E 

DaSINl079E 

DBSINI080E 
DBSINI080E 

DaSINl081E 

DaSlNl082E 

DaSINI083E 
DBSINI083E 

DBSaOD084E 

DaSDLB086E 
DBSBVE086E 
DBSBOPOSew 

DBSASN087E 

DBSBOP088E 
DBSCLS088E 
DBSPDPOSSE 

DaSBOP089E 
DHSCLS089E 
DBSOPL089E 

DBSASNOgOE 

DBSDOS091E 

DaSDOS092E 

DaSDOS093E 

DaSDOS094E 
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DMSCMS095E 
DMSDOS095E 
DMSDSV095E 
DMSGEN095E 

DMSDOS096S 

DMSPEV097E 
DMSBfiV097E 
DMSSEY097E 

DMSDSL098E 
DMSFET098E 
DMSPBV098E 
DMSHRV098E 
DMSSEV098E 
DMSITS098S 
DMSINS098W 
DMSSET098W 

DMSaSN099E 
DaSDLK099E 
DHSDSV099E 
DMSEBV099E 
DMSFET099E 
DMSLIO099E 
DMSLL0099E 
DMSOPT099E 
DMSPBV099E 
DMSQBY099E 
DMSBBV099E 
DMSSET099E 
DMSSEV099E 
DHSNCP099H 

DHSBTB100E 
DMSINSIOOW 
DMSSET100W 

DMSBTB101E 
DMSCPY101S 

DH[SCPY102S 

DHSCPI103S 

DMSCHP104S 
DKSDLK104S 
DMSDSK104S 
DMSDSL104S 
DMSEDIIOas 
DMSFCH10«S 
DMSHLPIOaS 
DHSIFC104S 
DMSLBM104S 
DMSLBT101S 
DMSLIO104S 
DMSMOD104S 
DMSOVR104S 
DMSPBT104S 
DMSPON104S 
DKSSLN104S 
DHSSET104S 
DHSSYN104S 
DMSTPE104S 
DMSTYP104S 
DMSDPDiOas 
DMSVHFIOas 
DKSXCP104S 
DMSZAPIOaS 

DBSBTP105E 

DMSDLK105S 



DMSDSK105S 
DHSDSL105S 
DHSDSV105S 
DMSEDI105S 
DMSLBM105S 
DMSLBT105S 
DMSLIO105S 
DMSLLD105S 
DHSLST105S 
DMSMOD105S 
DMSPEV105S 
DMSBDC105S 
DBSBBVIOSS 
DMSSBT105S 
DHSSBV105S 
DHSTHAIOSS 
DHSTPD105S 
DMSTPE105S 
DHSDPD105S 
DMSVHF105S 
DMSVPD105S 
DHSXCP105S 

DMSBTP106E 
DMSLBT106S 

DHSBTP107E 
DMSBWB107S 

DMSBTP108E 
DHSGLB108S 

DHSBTP109E 
DMSACC109S 
DMSABS109S 
DMSBWE109S 
DHSCHP109S 
DHSDLB109S 
DMSFCH109S 
DHSHLP109S 
DMSLBM109S 
DMSLIO109S 
DMSMOD109S 
DMSNCP109S 
DMSOVE109S 
DMSSMN109S 
DMSSOP109S 
DHSSTG109S 
DHSTHA109S 
DMSTPD109S 
DMSVIB109S 
DMSVIP109S 
DMSVBF109S 
DBSVPD109S 
DBSEES109T 
DMSFNS109T 

DBSCBS110E 
DBSGEN110E 
DBSTLB110S 
DflSTBAIIOS 
DflSTPDIIOS 
DBSTPE110S 
DBSVBFIIOS 
DBSVPD110S 

DMSCBS111E 
DBSGEN111E 
DBSTLB111S 
DBSTPE111S 

DMSACC112S 



DBSACC113S 
DHSABS113S 
DBSASN113S 
DBSB0P113S 
DBSCI0113S 
DBSCLS113S 
DaSDBG113S 
DHSFCH113S 
DBSF0R113S 
DBSPI0113S 
DMSPRV113S 
DaSBRV113S 
DBSSB7113S 
D8STLB113S 
DBSTPE113S 
DBSVMF113S 
DBSVPDirSS 
DBSXCP113S 

DBSB0D114E 
DBSF0B114S 

DBSFCH115E 
DMSTPE115S 

DBSLI0116S 
DBSBODIieS 

DBSEDI117S 
DBS7MF117S 

DMSDSK118S 
DBSP0N118S 

DMSSVT119S 

DBSSCT120S 
DBSSVT120S 

DBSD0S121S 
DBSSVT121S 

DaSITS122S 

DaSPRT123S 
DaSPDNl23S 

DBSDSK124S 
DaSEDC124S 

DMSF0B125S 

DHSFOR126S 

DaSBVE127S 

DBSa?E128S 

DBSBVE129S 

DMSaVE130S 

DaSINI131S 

DBSEDI132S 

DBSSBN133S 
DBSSTG133S 

DBSITS134S 

DHSITS135S 



DBSAaS136S 
DBSITS136T 

DaSTBA137S 
DaSITS137T 

DBSTaA138S 
DBSITS138T 

DBSTBA139S 
DaSITS139T 

DBSCLSUOS 
DaSDOS140S 
DBSITS140T 

DBSCBS141S 
DaSGEN14lS 
DBSITPUIT 

DaSSETia2S 

DasiTPia2T 

DaSEDim3S 
DBSITP143T 

DBSEDI144S 
DaSITPia4T 

DaSCIOl45S 
DBSPIOiaSS 

DBSABNiaST 

DBSABN149T 

DBSABtilSON 

DBSABN152T 

DaSABNl53« 

DBSITS154T 

DBSABN155T 

DBSCPY156E 

DBSCPY157E 
DBSLBB157S 

DBSOPL158E 

DaSFEE159T 

DBSDOSieOS 
DBSFEE160T 

DBSXCP161S 
DBSFBEieiT 

DBSFBE162T 

DBSFEE163T 

DBSFEE164T 

DBSFRE165T 

DHSFRE166T 

DMSLBB167S 
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DMSFRE167T 

DHS1I0168S 

DMSLI0169S 

DHSBWE170S 

DMSCIT171T 
DHSCED171T 
DHSCWE171T 

DMSCPT172E 

DMSCPY173E 

DMSDPD174W 

DHS0PD176W 

DMSDPD177I 

DHS0PD178I 

DMSDPD179E 
DHSCMP179I 

DMSOPD180W 

DMS0PD181E 

DMS0PD182W 

DHSDPD183E 

DMSDPD184W 

DMS0PD185W 

DMS0PD186H 

DMSDPD187E 

DHSZAP190W 

DMSZAP191W 

DMSZAP192W 

DMSZAP193W 

DHSSEV194S 
DMSZAP194W 

DMSZAP195W 

DHSZAP200H 

DMSLIO201W 

DMSLIO202H 

DHSLIO203H 

DMSDSK205W 
DHSHDC205i 

DMSLIO206iI 

DHSOPD207W 

DKSZAP208E 



DMSCMP209W 

DHSDLK210E 
DMSZAP210E 
DMSOPD210W 

DMSCMP211E 

DHSSRT212E 

DMSDSL213W 
DHSLBH213W 
DMSLBT213H 

DMSFOE214W 

DBSEEB215T 

DMSDLB220E 
DMSFLD220E 
DHSLDS220B 

DMSDLB221E 
DMSFLD221E 
DMSLBD221E 
DflSLDS221E 

DIISLDS222E 

DMSLDS223E 

DeiSFLD224E 

DMSBVE225I 

DMS1DS226E 
DMSMVE226I 

DHSSTT227I 
DMSLDS227W 

DMSAMS228E 
DMSSTT228I 

DMSSTT229E 
DHSLDS229I 

DMSVIP230E 
DHSACC230W 

DMSLDS231E 

DMSLDS233I 

DMSACC240S 

DI1SDLK245S 
DMSDSV245S 
DMSZAP245S 

DMSZAP2461 

DHSZAP247H 

DHSZAP2481 

DHSHLP250S 

DMSH1P251E 

DHSHLP252E 

DMSFOS253E 



DMSDPD299E 

DMSDPD300E 

DMSDLB301E 

D(1SBOP302E 
DMSDLB302E 

DHSLLa303E 

DaSDLB30aE 
DMSDPD30ai 

DHSDLB305E 

DMSDLB306E 

DMSDLB307E 

DMSBOP308E 
DHSDLB308E 

DHSDLB320I 

D11SDLB321I 

DMSDLB322I 

DMSDLB323I 

DBSDLB324I 
DHSLBD324I 

DKSQRI324I 

DMSDLB330S 

DHSDLB331E 

DKSSET333E 

DMSVGN360E 
DSSVGN360I 
DHSVGN360E 

DHSVGN361E 
DHSVGN361I 
DKSVGN361E 

DBSSSK362E 
DHSVGN362I 
DMSYGN362E 

DHSSSK363E 
DHSVGN363I 
DMSVGN363E 

DHSSSK364E 
DMSVGN364I 
DMSVGN364E 

DMSSSK365E 
DMSVGH365I 
DMSVGN365B 

DMSASN366E 
DHSVGN366I 
DHSVGN366E 

DHSVGN367I 
DHSVPD367I 
DMSAHS367B 



DHSVGN368I 
DMSVPD368I 
DMSVGN368E 

DHSVGN369E 
DHSVGN369E 

DMSVGN380R 

DHSVGN381R 

DHSVGN382E 

DHSVBF383E 
DnS VPD383S 

DHSBOP400S 
DMSSET400S 
DHSSSK400S 
DHSVIB400S 

DHSBOP401S 
DaSDOS401S 
DMSSET401S 
DHSVIB401S 

DHSBOP410S 
DMSSET410S 
DMSSSK410S 
DSSVIB410S 

DMSFCH411S 
DMSPEV411S 
DMSEBV411S 
DHSSRV411S 
DMSXCP411S 

DHSCBS412S 

DBSBOP413S 
DBSDOS413S 

DBSFLD420E 
DnSTnAH20E 
DBSTPD420E 

DfiSTLB421E 

DBSTLB422E 

DBSTLB423I 

DMSTLB424E 

DMSTLB425B 

DBSTLB426E 

DBSTLB427I 

DBSTLB428I 

DHSCLS429I 
DBSSEB429I 

DBSTLB430E 

DBSTLB431E 
DfiSTPE431E 

DBSTLB432E 

DBSTLB433E 
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DHSTLBi»3aE 

DMSTLB435E 

DMSTLB436I 

DHSTLB437I 

DMSSET44aE 

DMSCPY601B 

DHSCPY602B 

DHSFOR603E 

DMSSET60aE 

DMSFOS605E 

DMSIHI606E 

DMSINI607E 

DMSINI608E 

DHSINI609E 
DHSINI609E 

DHSINI610E 
DHSINI610E 



DMSINI611E 

DMSINI612E 

DMSINI615E 

DMSHDC701I 
DMSTPE701I 

DMSEDC702I 

DMSTPD703I 

DMSFLD704I 
DHSLBD704I 

DMSFOB705I 

DHSHVE706I 

DMSTPD707I 

DMSMVE708I 

DHSFET710I 

DHSSTN711I 

DHSSTN712I 

DMSCKS715I 
DHSGEN715I 



DHSCPY721I 
DMSAMS722I 
DMSACC723I 
DMSACC724I 
DMSiCC725I 
DHSACC726I 
DBSDBG728I 
DHSFOH732I 
DMSFOE733I 
DHSEDC738I 
DHSLIO740I 
DMSZAP750I 
DHSZAP751I 
DMSFCH777S 
DHSIFC825E 



DHSIFC826E 

DHSIFC828I 

DMSIFC829W 

DMSEEA830E 

DMSIFC831E 

DHSIFC832S 

DMSCPT901T 

D(iSINl902T 

DMSCPY903T 

D(1SCPY904T 

DHSDIO905S 

DMSHLP907T 
DBSLBH907T 
DHSLI0907T 

DMSFNS908T 

DHSFNS909T 

DHSEUN999E 
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DMTEEXOOOI 

DHTCMX001I 

DHTBEX002I 

DMTCBX003I 

DBTEEX091T 

DBTAXS101I 

DMTAXS102I 

DBTAXS103E 

DBTAXS104I 

DBTAXS105I 

DBTAXS106I 

DBTAXS107I 

DBT&XS108E 
DBTHPT108E 
DMTSBL108E 

DMTNPT141I 
DBTSHLiail 

DMTNPT142I 
DMTSML142I 

DBTNPTiaSl 
DMTSflL143l 

DBTHPT14IH 
DBTSfiLlU4l 

DBTNPT145I 
DBTSBL145I 

DHTNPTIitei 
DBTSML146I 

DMTNPT147I 
DBTSBL1U7I 

DMTNPT149I 
DMTSML149I 

DBTHPT160I 
DBTSHL160I 

DBTNPT170I 
DBTSflLl70l 

DMTNPT190E 
DHTSBL190E 

DMTCBX200I 

DMTCBX201E 

DBTCHX202E 
DMTCBX203E 

DBTCBX204E 



DBTCBX205E 

DMTCBX206E 

DBTCBX207E 

DBTCBX208E 

DBTCBX300I 

DBTCBX301E 

DBTCMX302E 

DMTCBX303E 

DMTCBX304E 

DBTINia02T 

DBTINI406R 

DBTIllHt07B 

DMTINI409E 

DHTINimOE 

DMTINiaSIS 

DBTINI479E 

DMTINI480E 

DBTINiaSlE 

DMTINia82E 

DMTINI483E 

DBTNPTSIOI 
DHTSML510I 

DHTNPT511E 
DBTSBL511E 

DMTAXS520I 

DBTAXS521I 

DMTAXS522I 

DBTAXS523I 

DMTAXS524E 

DBTAXS525E 

DHTAXS526E 

DBTNPT530I 

DBTCBX5a0l 

DBTCBXSmi 
DBTCBX542E 

DMTCBX543E 

DHTCflX5a4E 



DMTCBX550I 

DMTCKX551E 

DBTCHX552E 

DMTCMX560I 

DHTCHX561E 

DMTNPT570I 
DBTSnL570I 

DMTNPT571E 
DBTSBL571E 

DHTNPT580I 
DBTSML580I 

DSTNPTSSIE 
DfiTSHL58lE 

DMTNPT590I 
DBTSHL590I 

DHTNPT591E 
DHTSML591E 

DHTNPT600I 
D8TSBL600I 

DHTNPT610I 
DBTSML610I 

DMTNPT611I 
DMTSBL611I 

DMTNPT612E 
DMTSHL612E 

DHTaXS640l 

DHTCHX651I 

DHTCHX652I 
DHTCBX652I 

DBTCMX653I 

DHTCBX654I 

DBTCMX660I 

DMTCBX661I 

DMTCWX662I 

DMTCHX663I 

DMTCBX664E 

DHTCBX670I 

DMTCHX671I 
DBTCBX672I 

DBTCBX673I 

DBTCBX700I 



DBTCBX701E 

DHTCBX702E 

DBTCBX703E 

DBTCBX704E 

DMTCHX705E 

DBTCBX706E 

DBTCBX707E 

DBTCBX708E 

DHTCBX709E 

DBTCBX710E 

DBTCBX750E 

DaTCBX751I 

DBTCBX752I 

DHTNPT801I 
DBTSBL801I 

DBTNPT802I 
DBTSBL802I 

DBTNPT803I 
DBTSBL803I 

DBTNPT810E 
DBTSBL810E 

DBTNPT811E 
DBTSBL811E 

DBTSBL901E 

DHTNPT902E 

DHTSHL902E 

DBTNPT903E 
DBTSBL903E 

DBTNPT904E 

DBTNPT905I 
DBTSaL905I 

DHTSHL906E 

DMTNPT907E 

DBTNPT934E 
DBTS8L934E 

DMTSHL935E 

DBTNPT936E 

DHTSBL937E 
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IPCS MESSAGE SaMMASY 



DKMGET100S 
DMHGEC100S 
DMHINI100S 
DMMMOD100S 
DHMPEO100S 
DMMBEG100S 
DHHSEAIOOS 
DMMSTAIOOS 
DMHSOM100S 

DWMINI200S 
DMHHAP200S 
DHI1PBH200S 
DMHPEO200S 
DMBSTA200S 
DMMSua200S 
DMHWET200S 

DMMINI300S 
DHMPEO300S 

DMMINI400S 

DHBDSC500S 

DMHSDM501S 

DHMSOM502S 



DKMSTA601I 
DMMDSC700I 
DMHDSC701E 
DWHFED702I 
DMHFED703I 
DMMFEX704I 
DMHMOD705E 
DMMMOD706I 
DHMHOD707I 
DHMGET708I 
DMMSCB709I 
DHHTEC710I 
DMMVMB711I 



DMMIOB712I 
DMHIOB713I 
DHHHEX7iai 
DHMLOC715I 
DMML0C716I 
DHSLOC717I 
DMBMOD718I 
DHMDSC719I 
DHMDSC720I 
DMHDSC721I 
DMHDSC722I 
DMMDSC723I 



DMHEEG724I 
DNHINISOOS 
DHHHAP801I 
DHHMAP802I 
DH(1INI803S 
DHHPBH804I 
DHHCPA805I 
DHHHAP806E 
DMHHAP807I 
DHH(IAP808I 
DHKGEC809I 
DMHMAP810I 
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This appendix contai 
the VM/370 messages, 
and IPCS and organize 
message text. Me 
lowercase vord such a 
will have variable 
messages are listed 
with uppercase letter 
command SET EMSG 
displayed will a 



ns the first lines of all 
grouped by CP, CMS, ESCS, 
d in alphamerical order by 
ssages starting with a 
s nnnnnK, type, and u serid 
information inserted, such 
prior to messages starting 
s. If you do not issue CP 
N, any messages that are 
ppear without message 



identifier, only text. Dse this appendix to 
look up the text of the message and find its 
identifier, so that you can find the description 
of the message in the body of the book. 

Note; Messages shown in this appendix are not 
gualified with program product identifiers, 
refer to the message section of this book to 
establish ownership. 



CP Message Summary 



DMKTEA182E (reserved for IBM use) 



DMKVSP429I 
DMKVSP427I 

DMKDEF02UE 

DMKNES046E 
DMKNET0a6E 
DHKSPT0U6E 

DMKCFG175E 
DMKCF0175E 
DMKCFS175E 
DMKCFG175E 
DMKCF0175E 
DMKCFS175E 

DMKMCH618I 

DMKSPS428E 
DMKSPS428E 

DMKBSE5Q4& 

DMKESE502I 
DMKBSE520I 
DMKESE500I 
DMKESE501H 
DMKESE503A 
DMKESE503I 
DHKESE525I 
DMKESE501& 
DMKESE501I 
DMKESE524I 
DMKESE521I 
DMKESE529I 
DMKESE508I 
DMKESE520A 



COB I PET! PON} vaddr SPOOL EEEOB; FILE POEGED 
CON|PET|PDN} vaddr SYSTEM SPOOL SPACE FOLL; FILE CLOSED 

CYLSIBLKS} MISSING OE INVALID 

DEV rid I type raddr} OFFLINE 
DEV ridltype raddr} OFFLINE 
DEV ridltype raddr} OFFLINE 

FAVOEED|EESEEVE|NETWOEK TEACE} ALEEADY IN OSE BY userid 
FAVORED|EESEEVE| NETWOEK TRACE} ALEEADY IN OSE BY userid 
FAVORED! EESEEVEINETWOEK TRACE} ALREADY IN OSE BY userid 
FAVOREDIEESEEVEI NETWORK TRACE|name} ALREADY IN DSE BY userid 
FAVORED|EESEBVE| NETWOEK TBACE|naBe} ALREADY IN OSE BY userid 
FAVOEED|EESEEVE| NETWOEK TBACE|name} ALEEADY IN OSl BY userid 

INSTEOCTION EETBY|MAIN STOEAGE} NOW IN {EECOBD | QOIET} MODE cpuid 

PRT|PON|EDB} raddr SPOOL EEEOB; FILE {HELD | POEGED} 

PET I PON I BDB I TAPE} raddr SPOOL EEEOB; FILE {HELD | POEGED} 

BDESPRT} 'addr' DATA CK CHD='cm' SNS=' sense' 



EDR|PET|PDN} 
BDB 1 PET I PON} 
BDB I PET I PON} 
EDE|PBT|PON} 
BDB I PET I PON} 
BDB I PET I PON} 
EDE|PRT|PDN} 
RDE|PBT|PON} 
EDEIPETfPON} 
BDB I PET I PON} 
BDB I PET I PON} 
BDE|PBT|PDN} 
BDB I PET I PON} 
BDB I PET I PON} 



•addr 
•addr 
'addr 
•addr 
•addr 
•addr 
• addr 
•addr 
•addr 
'addr 
•addr 
•addr 
•addr 
•addr 



BOSOOT CK CHD='cm' SNS=' sense' 

CHAN EEEOB CMD='cm^ SNS=^sense^ 

CMD BEJECT CMD=^cm' SNS='sense' CSW='csw' OSERID='userid' 

DATA CK CHD=^cm' SNS='sense' CSW='csw' 

EQOIP CK CMD='cm« SNS=«sense' 

EQOIP CK CHD='cm« SNS=^sense' 

FORMAT CK CMD=^cm' SNS=' sense" 

INT BEQ 

INT BEQ CMD="cm^ SNS=' sense' 

LOAD CHECK CMD='cm' SNS='sense' 

NO DEVICE CHD='cm' SNS=' sense' 

PAEITY CK CHD='cm' SNS='sense^ 

PEBM EEEOB CMD='cm' SNS='sense« CSW=^csw^ 

PEEM EBROE CHD='cm^ SNS=^sense^ CSW=^csw« 



OSEEID=» userid" 
OSEBID=' userid' 



DMKSPSU26E {BDB | TAPE} raddr SPOOL SPACE FOLL; FILE POEGED 

DMKCFC001E ?CP: command 

DMKCPI952I nnnnnK SYSTEM STOBAGE 

DMKVDA122E type raddr ALEEADY ATTACHED TO userid 



DMKCFO140E 
DMKCPSUOE 
DMKCPV140E 
DMKCSB140E 
DMKCSO140E 
DMKMCC1«4 0E 



type raddr 
type raddr 
type raddr 
type raddr 
type raddr 
type raddr 



ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 
ATTACHED 



TO userid 
TO userid 
TO userid 
TO userid 
TO userid 
TO userid 
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DMKNET140E type raddr ATTACHED TO userid 
DHKVDA140E type raddr ATTACHED TO userid 
DHKYDDIttOE type raddr ATTACHED TO userid 

DHKCSB148E type raddr BDFFEE LOAD name FAILED 

DHKCF0143E type raddr IN OSE BY SYSTEM 
DMKCPSia3E type raddr IN DSE BY SYSTEM 
DMKMCC143E type raddr IN DSE BY SYSTEM 
DMKVDAIUSE type raddr IN OSE BY SYSTEM 

DMKCS0141E type raddr NOT ACTIVE 

DMKVDD121E type raddr NOT ATTACHED TO userid 
DMKVDA121E type raddr NOT ATTACHED TO userid 
DMKVDA12 0E type raddr NOT ATTACHED; userid vaddr ALREADY DEFINED 

nHKCPSm?E +yp«? raddr WOT DRAINED 
DMKCSB142E type raddr NOT DRAINED 

DMKCF0046E type raddr OFFLINE 

DMKCFP046E type raddr OFFLINE 

DMKCPV046E type raddr OFFLINE 

DHKCSB046E type raddr OFFLINE 

DMKCSO046E type raddr OFFLINE 

DMKMCC046E type raddr OFFLINE 

DMKNLD046E type raddr OFFLINE 

DMKNLE046E type raddr OFFLINE 

DMKVDA046E type raddr OFFLINE 

DMKVDD046E type raddr OFFLINE 

DMKSPT140E type raddr ATTACHED TO userid 
DMKSPT143E type raddr IN OSE BY SYSTEM 
OMKCPSiatW type vaddr BESET BY userid 



DHKDIA047E userid vaddr DOES NOT EXIST 



DMKLNK110E userid vaddr NOT LINKED 

DMKLNK118E userid vaddr NOT LINKED 

DMKLNK109E userid vaddr NOT LINKED 

DMKLNK113E userid vaddr NOT LINKED 

DMKLNK111E userid vaddr NOT LINKED 

DMKLNK112E userid vaddr NOT LINKED 

DHKLNK107E userid vaddr NOT LINKED 

DMKLNKIIUE userid vaddr NOT LINKED 

DMKLNKIOaE userid vaddr NOT LINKED 

DMKLNK105E userid vaddr NOT LINKED 

DMKLNK106E userid vaddr NOT LINKED 

DKKLNK108E userid vaddr NOT LINKED 



type vaddr ALREADY DEFINED 

COMMAND FOEMAT NOT VALID 

INVALID LINK DEVICE 

NO MOLT PASSWORD 

NO READ PASSWORD 

NO WRITE PASSWORD 

NOT IN CP DIRECTORY 

PASSWORD INCORRECT 

R/0 BY {nnn DSERS| userid} 

R/W BY {nnn OSERS| userid} 

R/W BY nnn OSERS; R/0 BY {nnn DSERSj userid} 

VOLID volid NOT MODNTED 



DMKCFS053E userid NOT IN CP DIRECTORY 
DHKCSP053E userid NOT IN CP DIRECTORY 
DMKCSD053E userid NOT IN CP DIRECTORY 
DMKLNK053E userid HOT IN CP DIRECTORY 
DMKLOG053E userid NOT IN CP DIRECTORY 

DMKCFO045E userid HOT LOGGED ON 
DMKCFS045E userid HOT LOGGED OH 
DMKCPV045E userid NOT LOGGED ON 
DMKCQG045E userid NOT LOGGED ON 
DMKCQP045E userid NOT LOGGED ON 
DMKCQR045E userid NOT LOGGED ON 
DMKCQYOaSE userid NOT LOGGED ON 
DMKDIA045E userid HOT LOGGED ON 
DMKMSG045E userid NOT LOGGED ON 
DMKTHI045E userid NOT LOGGED ON 
DHKOSO045E userid HOT LOGGED ON 
DMKVDA045E userid NOT LOGGED ON 
DMKVDD045E userid HOT LOGGED OH 

DMKMSG057W userid NOT RECEIVING; {DISCONNECTED] HSG OFFISMSG OFF i NOT AOTRGEIZED! SSG OFF) 

DMKCFS189I AFFINITY NOT SET; SYSTEM IN ONIPROCESSOS MODE 
DMKLOG189I AFFINITY NOT SET; SYSTEM IN DNIPROCSSSOS MODE 
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DMKLOGOBUE ALREADY LOGGED ON {LINE|GBAF} raddr 

DHKCPI959W ATTACHED PROCESSOR NOT ONLINE 

DHKCPI958I ATTACHED PROCESSOR NOT OPERATIONAL 

DMKCPI950A AOTO LOGON FAILED; EXPLICIT LOGON REQUIRED 

DMKALG059E ADTOLOG FAILED FOR userid-{IPL HISSING|IPL FAILED| ACCOUNTING ERROR} 

DMKALG115E AUTOLOG INVALID; EXCESSIVE INCORRECT PASSWORDS 

DMKCSB0£t3E BUFFER name DOES NOT EXIST 

DHKCSB031E BUFFER MISSING OR INVALID 

DHKCDS166E CHANGED SHARED PAGE NOT WRITTEN TO AUXILIARY STORAGE 



DHKVCH132E CHANNEL X 
DMKVCH129E CHANNEL x 
DMKVCH048E CHANNEL x 



ALREADY DEFINED BY userid 
DEVICES IN USE 
DOES NOT EXIST 



DMKVCH130E CHANNEL X NOT ATTACHED TO userid 

DMKVCH138E CHANNEL X NOT ATTACHED; INSUFFICIENT FREE STORAGE 

DHKCCH605I CHANNEL CHECK RECORDING FAILURE 

DMKCCH601I CHANNEL CONTROL CHECK DEV xxx; USER 'userid' 

DKKCCH603W CHANNEL ERROR; RUN SEREP, RESTART SYSTEM 

DMKVCH03UE CHANNEL MISSING OR INVALID 
DMKVDA034E CHANNEL MISSING OR INVALID 
DMKVDD134E CHANNEL MISSING OR INVALID 

DMKCS0245E CHARS MISSING OR INVALID 
DMKCSP245E CHARS MISSING OR INVALID 
DMKCSD245E CHARS HISSING OR INVALID 

DMKCKS917E CHECKPOINT CYLINDER INVALID; CLEAR STORAGE AND COLD START 
DMKCKS917E CHECKPOINT CYLINDER INVALID; CLEAR STORAGE AND COLD START 



DMKCQG028E 


CLASS 


MISSING 


OR 


INVALID 


DMKCQR028E 


CLASS 


MISSING 


OR 


INVALID 


DMKCSB028E 


CLASS 


MISSING 


OR 


INVALID 


DMKCSO028E 


CLASS 


MISSING 


OR 


INVALID 


DMKCSP028E 


CLASS 


HISSING 


OR 


INVALID 


DHKCSU028E 


CLASS 


MISSING 


OR 


INVALID 


DMKSPS028E 


CLASS 


MISSING 


OR 


INVALID 


DMKSPS028E 


CLASS 


HISSING 


OR 


INVALID 



DHKLOG067E COMMAND FORMAT NOT VALID 

DMKQVM800E COMMAND REJECTED, OTHER VIRTUAL MACHINES LOGGED ON 

DMKQVH802E COHMAND REJECTED, DEVICES NOT DEDICATED 

DMKQVM803E COMMAND REJECTED, SPOOL DEVICES NOT DRAINED 

DMKQVM806E COMMAND REJECTED, VIRTUAL ADDRESS NOT EQUAL TO REAL ADDRESS 

DMKQVM807E COMMAND REJECTED, VM/370 ATTACHED PROCESSOR MODE 

DMKQVH809E COHMAND REJECTED, TRACE/ADSTOP IN EFFECT 



DMKCFG013E 
DHKCFO013E 
DHKCSB013E 
DMKCS0013E 
DMKCSP013E 
DMKCSU013E 
DMKTRA013E 

DMKCNS502I 
DMKCNS500I 
DMKCNS504I 
DMKCNS503I 
DMKCNS501I 
DMKCNS527I 
DMKCNS528I 
DMKCNS505I 



CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 



CONS 
CONS 
CONS 
CONS 
CONS 
CONS 
CONS 
CONS 



'addr 
'addr 
'addr 
'addr 
'addr 
'addr 
'addr 
'addr 



OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 



option 
option 
option 
option 
option 
option 
option 



BUSOUT CK CMD='cffl» 3NS=« sense' C3Si='csh' USEEID^ ' aserid' 
CMD REJECT CMD='cm' SNS='sense' CSW='csw' USERID=' userid' 
DATA CK CMD='cm' SNS='sense' CSW='cs¥' aSERID= 'userid ' 
EQUIP CK CMD='CB' SNS='sense' CSW='csw' USERID=' userid ' 
INT REQ 

LOST DATA CMD='cm' SHS='sense' CSH='csw' USERID= 'userid' 
TIMEOUT CHD='cm' SNS='sense' CSW='csw' nSERID='userid' 
OVERRUN CK CHD='cm' SNS='sense' CSW='csw' USERID=' userid ' 



DMKPAG415E CONTINUOUS PAGING ERRORS FROM DASD XXX 
DMKDDR702E CONTROL STATEMENT SEQUENCE ERROR 
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DHKCSO030E COPIES MISSING OE INVALID 
DMKCSP030E COPIES MISSING OR INVALID 
DMKCS0030E COPIES MISSING OE INVALID 

DMKCPI185E CP ASSIST LEVEL XX DOES NOT HATCH CP LEVEL yy 
DMKCF0186E CP ASSIST NOT AVAILABLE 

DMKVMA456W CP ENTEEED; name SHARED PAGE hexloc ALTERED 

DMKDSP450H CP ENTERED; DISABLED WAIT PSH 'psw' 

DHKDSP452W CP ENTERED; EXTERNAL INTEEROPT LOOP 

DMKPTB410B CP ENTEEED; PAGING ERROR 

DMKPRG453W CP ENTERED; PROGRAM INTERRUPT LOOP 

DMKCPI913I CP OWNED VOLID xxxxxx INVALID FOE 3330V 
DMKCPI951I CP VOLID volid NOT MOUNTED 

DMKRNH463I CTLE 'raddr* UNIT CHECK; RESTART IN PROGRESS 

DMKCQP466I CTLE cuu IN BUFFER SLOHDOWN MODE 

DMKNES140E CTLR raddr ATTACHED TO userid 
DMKNLDiaOE CTLR raddr ATTACHED TO userid 
DHKNLE140E CTLR raddr ATTACHED TO userid 

DMKNLE464I CTLR raddr CC=3; DEPRESS 370x "LOAD" BUTTON 
DMKENH464I CTLE raddr CC=3; DEPRESS 370X "LOAD" BUTTON 
DKKRNH468I CTLR raddr COMMUNICATIONS SCANNER FAILURE 

DMKNLE470E CTLR raddr DUMP FAILED: PAGING I/O ERROR 

DMKNLE460E CTLR raddr DUMP FAILED: PROGRAM CHECK 

DMKNLEa69E CTLR raddr DUMP FAILED: TEMP SPACE NOT AVAILABLE 

DMKNLE471E CTLR raddr DUMP FAILED: UNRECOVERABLE I/O ERROR 

DMKVDS465E CTLE raddr EMULATOR LINES IN USE BY SYSTEM 

DMKNLD143E CTLE raddr IN USE BY SYSTEM 
DMKNLEm3E CTLE raddr IN USE BY SYSTEM 

DMKNLD461E CTLE raddr IPL NOT EEQUIEED; ENTEE 'YES* TO CONTINUE 
DMKNLE461E CTLR raddr IPL NOT REQUIRED; ENTER "YES" TO CONTINUE 

DMKNLD470E CTLR raddr LOAD FAILED: PAGING I/O ERROR 

DMKNLD460E CTLR raddr LOAD FAILED: PROGRAM CHECK 

DMKNLD471E CTLE raddr LOAD FAILED: UNRECOVERABLE I/O ERROR 

DMKRNH462I CTLE raddr UNIT CHECK; IPL REQHIBED 

DMKDEF024E CYLS MISSING OR INVALID 

DMKDAS514D DASD 'addr* ADDMRK CK CMD='cB' SNS='sense« CSH=«csw' USEEID= 'userid' BBCCHH= 'a bcchh' 

DMKDAS516I DASD 'addr' BAD SENSE CMD='c»' SNS='sense' CSH=»cs¥' USERID= 'userid' 

DMKDAS516I DASD 'addr' BAD SENSE CMD='cm' SNS='sense' CSW='csw' USEEI D= 'userid' 

[ {BBCCHH='bbcchh' |BLOCK='nnnnnn'} ] 
DMKDAS502I DASD 'addr' BUSOUT CK CMD='ciB' SNS='sense' CSH='csw' USERID=»userid' BBCCHH= »b bcchh' 
DMKDAS520I DASD 'addr' CHAN ERROR CMD='cm' SNS='sense' CSW='csw' USERID=' userid' 
DMKDAS520I DASD 'addr' CHAN ERROR CMD='cb' SNS='sense' CSW='csw' USERID= 'userid' 

[ {BBCCHH='bbcchh' |BLOCK='nnnnnn'} ] 
DMKDAU530I DASD 'addr' CHECK DATA CMD='cm' SNS='sense' CSW='csw' USERID='userid' BLOCK= 'annnnn' 
DMKDAS500I DASD 'addr' CMD REJECT CMD='CB' SNS='sense' CSB='csw' USERID=' userid' 
DMKDAS504D DASD 'addr' DATA CK CMD='cm' SNS='sense' CSW=«csw' USEEID= • userid ' BBCCHH='bb:chh' 
DMKDAS504I DASD 'addr* DATA CKCMD='CB' SNS='sense' CSW='CSW' USERID= 'userid' BBCCHH=' bbcchh ' 
DMKDAS503I DASD 'addr' EQUIP CK CMD='cb' SNS=«sense' CSW='csw' USERID= ' userid ' 
DMKDAS513I DASD 'addr' FILE PROT CMD='cB' SNS='sense' CSH='csw' USERID= 'userid' 
DMKDAS513I DASD 'addr' FILE PEOT CMD='cm' SNS='sense' CSW='csw' USERt D= 'userid' 

[ {BBCCHH=' bbcchh' I BLOCK='nnnnnn'} ] 
DMKDAS501A DASD 'addr' INT REQ CMD='cm' SNS='sense' CSW='csw' USERID=' userid ' 

DMKDAS517E DASD 'addr' NOT/KNOWN CMD='CB' SNS='sense' CSH='csw' USERID= 'userid' BBCCHH= 'obcchh' 
DMKDAS517E DASD 'addr' NOT/KNOWN CMD='CB' SNS='sense' CSW='csw' USERID='userid' 

[ {BBCCHH= ' bbcchh ' tBLOCK='nnnnnn') ] 

DMKDAS505D DASD 'addr' OVERRUN CK CMD='cB' SNS='sense' CSH=»csw' USEEID=' userid ' BBCCHH=' bbcchh' 
DMKDAS505D DASD 'addr' OVERRUN CK CHD='CB' SNS='sense' CSW='csw' USERID='userid' 

[ {BBCCHH=' bbcchh' | BLOCK=' nnnnnn'} ] 
DMKDAS505I DASD 'addr' OVERRUN CK CMD='ca!« SNS='sense' CSW='csw' USEEID= 'userid' BBCCHH='bbcchh' 
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DHKDAS505I DASD 'addr* OVEERDN CK CMD='cib' SNS='sense« CSW='csw« OSEEID= 'userid* 
[ {BBCCHH=«bbcchh« |BLOCK=»nnnnnn«) ] 

DMKDAS508I DASD 'addr' PERM EEEOH CMD='cm« SHS='sense« CSW='csw» DSEEID=« userid' 

DMKDAS518I DASD 'addr' EECV EEEOE CMD='cm« SNS=«sense' CSW=«csw' DSEBID=«userid' 

DMKDAS518I DASD 'addr« EECV EBSOE CMD='cm« SNS=«sense' CSH='csw' aSEEID=' userid* [ {BBCCH3= • bbcchh' 

|BLOCK=«annnnn'} ] 

DHKDAS507D DASD 'addr* SEEK CK CHD=»Cffl« SHS=«sense« GSi='csw« OSEEID=" userid • BBCCHH= 'bbcchh' 

DMKDAS506I DASD ' addr • TEKCOND CK CMD='cm' SNS='sense' CS«='csw' OSEEID=' userid ' BBCCHH=' bbcchh • 

DHKDAS509I DASD 'addr' TEKOVERDN CHD=»cm' SNS=«sense' CSW='csw« DSEEID= 'userid' BBCCHH= 'bbcchh' 

DMKLNK139E DASD addr NOT LINKED; 3330V NOT ACCEPTED AS SYSTEH VOLOHE 
DMKDAS956A DASD cuu VOLID volid NOT HOONTED; NOW OFFLINE 
DMKDSB956A DASD cuu VOLID volid NOT HOONTED; NOW OFFLINE 

DMKCPS123E DASD raddr CP OWNED 
DMKVDA123E DASD raddr CP OWNED 
DMKVDD123E DASD raddr CP OWNED 

DMKVDA128E DASD raddr EEEOE READING ALLOCATION EECOED 
DMKVDA126E DASD raddr EEEOE READING VOLID 

DMKCPSl2aE DASD raddr IN OSE BY nnn USEES 
DMKVDA12aE DASD raddr IN OSE BY nnn OSERS 
DMKVDD12aE DASD raddr IN OSE BY nnn OSERS 

DMKVDA139E DASD raddr NOT ATTACHED; 3330V NOT ACCEPTED AS SYSTEH VOLOHE 
DMKVDA133E DASD raddr NOT READY 

DHKSAV351W DASD raddr SYSEES NOT EEADY 
DHKSAV350H DASD raddr SYSEES VOLID NOT aaaaaa 

DMKVDA125E DASD raddr VOLID volid ALREADY ATTACHED TO SYSTEH 

DKKVDA127E DASD raddr VOLID volid DOES NOT BATCH 

DHKCPI954E DASD raddr VOLID volid NOT HOONTED; DUPLICATE OF DASD raddr 

DMKLNK101H DASD vaddr FORCED R/O; R/O BY {nnn USEES! userid} 
DHKLNK102H DASD vaddr FOECED E/O; E/W BY {nnn OSERS | userid} 
DHKLNK103W DASD vaddr FOECED E/O; E/W BY {nnn OSERS | userid} ; R/O BY {nnn OSERS| userid} 

DHKDEF091E DASD vaddr NOT DEFINED; TEMP SPACE NOT AVAILABLE 
DMKLOG091E DASD vaddr NOT DEFINED; TEHP SPACE NOT AVAILABLE 
DMKLNK137E DASD vaddr NOT LINKED; CHAN X DEDICATED 

DHKDDE717E DATA DOHPED FEOM volidi TO BE BESTOEED TO Volid2.skDO YOO WISH TO CONTINOE? 2 ESPOND YES 
NO OE EEBEAD: 

DHKMID310E DATE date INVALID; NOT CHANGED 

DMKCFD040E DEV addr DOES NOT EXIST 

DMKCFGOUOE DEV addr DOES NOT EIIST 

DMKCFOOaOE DEV addr DOES NOT EXIST 

DMKCPB040E DEV addr DOES NOT EXIST 

DHKCPS040E DEV addr DOES NOT EXIST 

DHKCPV040E DEV addr DOES NOT EXIST 

DHKCQGOaOE DEV addr DOES NOT EXIST 

DHKCQP040E DEV addr DOES NOT EXIST 

DHKCSB040E DEV addr DOES NOT EXIST 

DMKCSO040E DEV addr DOES NOT EXIST 

DHKCSP040E DEV addr DOES NOT EXIST 

DHKCST040E DEV addr DOES NOT EXIST 

DHKDEF040E DEV addr DOES NOT EXIST 

DHKDIA040E DEV addr DOES NOT EXIST 

DKKHCC040E DEV addr DOES NOT EXIST 

DHKHCD040E DEV addr DOES NOT EXIST 

DHKNES040E DEV addr DOES NOT EXIST 

DMKNET040E DEV addr DOES NOT EXIST 

DMKNLD040E DEV addr DOES NOT EXIST 

DHKNLE040E DEV addr DOES NOT EXIST 

DHKVDA040E DEV addr DOES NOT EXIST 

DHKVDD040E DEV addr DOES NOT EXIST 

DMKSPT04 0E DEV addr DOES NOT EXIST 

Di5KDDS710A DEV CUU INTERVENTION BEQOIEED 
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DBKFMT738A DEV CUU INTEEVENTION BEQDIEED 

DMKDDB704E DEV CUU NOT OPERATIOHAL 
DMKDIE75aE DEV cuu NOT OPERATIONAL 
DI!KFHT730E DEV cuu NOT OPERATIONAL OR NOT READY 

DMKRNH454I DEV rid DISABLED 

DMKDIA098E DEV rid MODE SWITCH NOT POSSIBLE 
DMKNES098E DEV rid MODE SWITCH NOT POSSIBLE 
DMKNET098E DEV rid MODE SWITCH NOT POSSIBLE 

DMKCFSOteE DEV type raddr OFFLINE 

DMKLOG092E DEV vaddr NOT DEFINED; type vaddr ALREADY DEFINED 
DMKDEF136E DEV vaddr NOT DEFINED; CHAN X DEDICATED 

DMKLOG090E DEV vaddr NOT DEFINED; DEV {raddr | volser} NOT AVAILABLE 
DMKLOG093E DEV vaddr NOT DEFINED: ERROR IN CP DTRKCTORY 
DMKDEF095E DEV vaddr NOT DEFINED; INSOFFICIENT FREE STORAGE 
DMKLOG095E DEV vaddr NOT DEFINED; INSOFFICIENT FREE STORAGE 

DMKSSS075E DEVICE 'raddr' IS NOT AVAILABLE 

DMKSSS072E DEVICE NOT AVAILABLE - 'raddr* NOT PROPER TYPE 
DMKSSS071E DEVICE NOT AVAILABLE - MSS CANNOT BE ACCESSED 
DHKSSS070E DEVICE NOT AVAILABLE - MSS DEVICES ALLOCATED 

DMKCSD035E DEVICE TYPE MISSING OR INVALID 

DBKDIR762E DIRECTORY STATEMENT MISSING 

DMKCSP032E DIST CODE MISSING OR INVALID 
DMKCSD032E DIST CODE MISSING OR INVALID 

DMKCDM060E DOMP FAILED; VIRTOAL PRINTER UNAVAILABLE 
DMKCDM061E DOMP FAILED; VIRTUAL PRINTER ERROR 
DMKRND861E DOMP FILE filename NOT FOOND 

DMKDIR758E DUPLICATE ONIT DEFINITION 

DHKCFV062E ECMODE NOT SET ON 

DMKMON219I END OF MONITOR TAPE, MONITOR STOPPED BY SYSTEM 

DMKCKS916E ERROR ALLOCATING SPOOL FILE BUFFERS 

DMKDDR720E ERROR IN routine 
DMKDIR764E ERROR IN routine 

DMKCFS052E ERROR IN CP DIRECTORY 
DHKLNK052E ERROR IN CP DIRECTORY 
DMKLOG052E ERROR IN CP DIRECTORY 

DMKNMT2a9E ERROR LOADING IMAG iaag 

DMKMON220I ERROR ON MONITOR TAPE, MONITOR STOPPED BY SYSTEM 

DMKI0G553I ERROR RECORDING AREA CLEARED; OSER 'userid' 
DMKIOG551E ERROR RECORDING AREA FULL; RON CPEREP. 
DHKIOF550E ERROR RECORDING AREA 90 PERCENT FULL; RUN CPEREP 

DMKNMT254E ERROR SAVING iBag3800 - RC = (re) 

DMKSAV352W FATAL DASD I/O ERROR 
DMKFMT735E FATAL DASD 10 ERROR 

DMKEND860I FATAL I/O ERROR READING DUMP 

DMKRND852I FATAL I/O ERROR WRITING DUMP 

DMKIOG558I FATAL I/O ERROR; ERROR RECORDING DISABLED 

DMKUDR175I FATAL 10 ERROR TRYING TO READ DIRECTORY 

DMKCS0246E FCB MISSING OR INVALID 
DMKCSP2a6E FCB MISSING OR INVALID 
DMKCSU2a6E FCB HISSING OR INVALID 
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DMKFMT739E FLAGGED PEIMAHY TBiCK HAS NO ALTEBNATE ASSIGNED; 10 EEBOE FOLLOWS 
DMKDDH727E FLAGGED TBK ZXZZZXXZXZ HAS NO PEOPEE ALTEBNATE; SKIPPING THIS TEK 

DMKCS0243E FLASH MISSING OB INVALID 
DMKCSP2a3E FLASH MISSING OB INVALID 
DMKCS02a3E FLASH MISSING OE INVALID 

DMKCSP029E FNABE FTYPE MISSING OB INVALID 
DMKCS0029E FNAME FTYPE MISSING OB INVALID 

DMKMCD227E FOB OPTION INVALID WITH AUTODISK OFF 
DMKMCD228E FOB OPTION INVALID WITH MONITOE ON 
DMKMCD226E FOE VALOE MIDNIGHT - COMMAND INVALID 

DMKIOG552I FOBMATTING EBBOB BECOEDING ABEA 

DMKQVM801E FEES STOEAGE PAGE IS NOT AVAILABLE 



DMKGEF502I GEAF • addr 
DMKGEF500I GEAF 'addr 
DHKGBFSOtH GEAF "addr 
DMKGBF503I GEAF 'addr 
DMKGBF525I GEAF 'addr 
DMKGEF521I GEAF 'addr 
DMKGBF529I GEAF 'addr 



BOSOOT CK CMD=«CB' SNS=' sense* CSW='csw« 
CMD BEJECT CMD='ciB' SNS='sense' CSW=«csw' 
DATA CK CMD=»cm« SNS=«sense' CSW=»csw' 
EQUIP CK CMD='cm« SNS=«sense» CSW=«csw« 
FOBMAT CK CMD=«CIB« SNS='sense« CSW=«csw« 
NO DEVICE CMD=«cm» SNS=«sense' CSW=»csw« 
PABITY CK CMD-«cm« SNS=«sense« CSH='csw« 



DMKCDB160E HEXLOC hezloc EXCEEDS STOEAGE 

DMKCDM160E HEXLOC hezloc EXCEEDS STOEAGE 

DMKCDS160E HEXLOC hexloc EXCEEDS STOEAGE 

DMKCFD160E HEXLOC hexloc EXCEEDS STOEAGE 

DMKCPV160E HEXLOC hexloc EXCEEDS STOEAGE 

DMKNES160E HEXLOC hexloc EXCEEDS STOEAGE 

DMKNET160E HEXLOC hexloc EXCEEDS STOEAGE 

DMKCDS164E HEXLOC hexloc NON-ADDBESSABLE STOEAGE 
DMKCFDieaE HEXLOC hexloc NON-ADDEESSABLE STOEAGE 
DMKCFPieaE HEXLOC hexloc NON-ADDEESSABLE STOEAGE 

DMKCDM033E HEXLOC MISSING OE INVALID 
DMKCDS033E HEXLOC MISSING OB INVALID 
DMKCPV033E HEXLOC MISSING OE INVALID 
DMKNET033E HEXLOC MISSING OE INVALID 

DMKVEB575I I/O EBBOB ADD=raddr, DSEBID= userid 

DMKEGA705I I/O EBBOB BESID=resource id STATDS=status LINE=addr 

DMKACOa25E I/O EBBOB DOEING ACCOUNTING 

DMKCS02'H»E IMAGE LIBBABY MISSING OE INVALID 

DMKCSB036E INDEX MISSING OE INVALID 

DMKDDE724E INPUT TAPE CONTAINS A CP NUCLEUS DUMP 
DMKDDE700E INPUT UNIT IS NOT A CPVOL 

DMKCPI131E INSUFFICIENT FEEE STOEAGE 

DMKL0G131E INSUFFICIENT FEEE STOEAGE 

DMKVDA131E INSUFFICIENT FEEE STOEAGE AVAILABLE FOB ATTACH BEQUEST 

DMKCPI955W INSUFFICIENT STOEAGE FOB VM/370 

DMKNMT256E INSUFFICIENT VIETUAL STOEAGE 

DMKCCH602I INTEEFACE CONTEOL CHECK DEV xxx; USEE 'userid* 

DMKCFH436E INTEBEUPT PENDING TO PEOCEED, TYPE YES. TO END, TYPE NO 

DMKCF0006E INVALID DEVICE TYPE - addr 
DMKCFS006E INVALID DEVICE TYPE - addr 
DMKCFT006E INVALID DEVICE TYPE - addr 
DMKCPB006E INVALID DEVICE TYPE - addr 
DMKCPV006E INVALID DEVICE TYPE - addr 
DMKCQP006E INVALID DEVICE TYPE - addr 
DMKCSB006E INVALID DEVICE TYPE - addr 
DMKCSO006E INVALID DEVICE TYPE - addr 
DMKCSP006E INVALID DEVICE TYPE - addr 
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DKKCST006E INVALID DEVICE TYPE - addr 
DMKCSD006E INVALID DEVICE TYPE - addr 
DMKDIA006E INVALID DEVICE TYPE - addr 
DHKBCC006E INVALID DEVICE TYPE - addr 
DMKNES006E INVALID DEVICE TYPE - addr 
DMKNET006E INVALID DEVICE TYPE - addr 
DMKNLD006E INVALID DEVICE TYPE - addr 
DHKNLE006E INVALID DEVICE TYPE - addr 
DHKVDA006E INVALID DEVICE TYPE - addr 
DHKVDD006E INVALID DEVICE TYPE - addr 
DMKSPT006E INVALID DEVICE TYPE - addr 
DMKDIA011E INVALID DEVICE TYPE - userid vaddr 

DMKCDS162E INVALID ECR x - hexdata 
DHKCDS162H INVALID ECR x - hexdata 

DMKDDR719E INVALID FILE NAME OR FILE NOT FODND 
DSKDIE763E INVALID FILENAHS QE FILE HOT FOUND 

DMKCDS005E INVALID HEXDATA - hexdata 
DMKCPB005E INVALID HEXDATA - hexdata 



DMKCDB004E 
DMKCDH004E 
DMKCFC004E 
DBKCFDOOtJE 
DMKCPV004E 
DMKNES004E 
DMKNETOOUE 
DKKCDS004E 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



HEXLOC 
HEXLOC 
HEXLOC 
HEXLOC 
HEXLOC 
HEXLOC 
HEXLOC 
HEXLOC 



hexloc 
hexloc 
hexloc 
hexloc 
hexloc 
hexloc 
hexloc 
operand 



DMKDDR708E INVALID INPOT OR OOTPUT DEFINITION 

DMKHNI22 5E INVALID MONITOR DSERID SPECIFIED, BON NOT STARTED 



DMKFMT737E 
DBKCFC002E 
DMKCFG002E 
DMKCFT002E 
DHKDDR701E 
DMKMCC002E 
DBKBCD002E 
DMKMNI002E 
DMKNES002E 
DMKNET002E 
DBKNLD002E 
DMKSPT002E 
DBKTHI002E 
DMKTRA002E 
DMKDIR751E 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 



operand 
operand 
operand 
operand 
operand 
operand 
operand 
operand 
operand 
operand 
operand 
operand 
operand 
xxxxxx 



DBKCDB003E 
DMKCDH003E 
DfiKCFG003E 
DMKCFO003E 
DMKCFS003E 
DMKCPS003E 
DBKCPV003E 
DBKCQP003E 
DMKCQR003E 
DBKCSB003E 
DBKCSO003E 
DBKCSP003E 
DBKCST003E 
DMKCS0003E 
DBKDEF003E 
DMKLOG003E 
DBKBCC003E 
DBKBCH003E 
DBKflSG003E 
DMKNET003E 
DBKNLE003E 
DMKTHI003E 
DKKTRA003S 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 



option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
option 
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DMKDSO003E INVALID OPTION - option 
DMK?DA003E INVALID OPTION - option 
DBKSPT003E INVALID OPTION - option 

DMKCPV20ttE INVALID PAGfi(S) SPECIFIED, V=E AREA 
DHKBND863E INVALID PARAHETEB - parameter 

DHKCDS012E INVALID PSW - psw 
DMKCPB012E INVALID PSW - psw 

DMKCDB009E INVALID RANGE - range 
DHKCDM009E INVALID RANGE - range 
DMKCPV009E INVALID RANGE - range 
DMKNES009E INVALID RANGE - range 
DMKNET009E INVALID RANGE - range 

DHKCDB010E INVALID REGISTER - register 
DHKCDS010E INVALID REGISTER - register 

DMKVDA077E INVALID REQUEST FOR DEVICE 'nnn* 

DMKCSD008E INVALID SPOOLID -spoolid 
DHKSPT008E INVALID SPOOLID - spoolid 

DHKCPV007E INVALID OSERID - userid 
DMKCSP007E INVALID DSEBID - nserid 
DMKCS0007E INVALID OSERID - userid 

DHKFHT736E 10 ERROR CQU CCHHR = cchhr SENSE = sense 

DHKFMT736E 10 ERROR cuu {CCHHR = cchhr| BLOCK = nnnnnn} SENSE = sense 

DMKDDR705E 10 ERROR CUU CSW csw SENSE sense INPOT bbcchh OOTPOT bbcchh CCW ccw 

DHKDDR705E 10 ERROR CUQ CSW csw SENSE sense INPOT {bbcchh | nnnnnn} OOTPOT bbcchh CCS ccw 

DMKDIR755E 10 ERROR cuu CSW csw SENSE sense 

DMKVMI233E IPL OVERLAY ERROR 

DBKVMI23tE IPL SENSE ERROR 

DMKVMI230E IPL SIO ERROR 

DHKVMI231E IPL TIO ERROR 

DHKVHI232E IPL ONIT ERROR; CSW csw SNS sense 

DHKHCD224E LIMIT MOST BE BETWEEN 10 and 50000 



DMKCPS049E 


LINE 


(addr) 


DHKBSC516I 


LINE 


'addr* 


DMKBSC502I 


LINE 


'addr* 


DHKCNS455I 


LINE 


addr' 


DMKRGA455I 


LINE 


' addr • 


DMKBSC520I 


LINE 


addr" 


DHKBSC500I 


LINE 


'addr' 


DMKBSC504I 


LINE 


•addr' 


DMKBSC503I 


LINE 


'addr' 


DHKBSC501A 


LINE 


'addr' 


DMKBSC527I 


LINE 


'addr' 


DBKBSC517I 


LINE 


'addr' 


DMKBSC505I 


LINE 


'addr' 


DMKBSC52 8I 


LINE 


addr' 



IN OSE 

BAD SENSE CMD='CB' SNS='sense' CSW='csw' 

BOSOOT CK C!lD='ciii' SNS=' sense' CSW='csw» 

CC=3 NOT OPERATIONAL 

CC=3 NOT OPERATIONAL 

CHAN ERROR C!1D='cb' SNS='sense' CSW='csw' 

CHD REJECT CMD='CB' SNS='sense' CSW='csw' 

DATA CK CMD='cin« SNS='sense' CSW='CSW' OS 

EQOIP CK CMD='cm' SNS='sense' CSW='csw' 

INT REQ 

LOST DATA CBD='cm' SNS='sense' CSW='csw' 

NOT/KNOWN CHD='cm' SNS=«sense' CSW='csw' 

OVERRON CK CHD='CB' SNS='sense» CSW='csw« 

TIMEOOT CMD='cm' SNS=' sense' CSW='csw' OS 



OSERID= 'userid' 
OSERID=» userid' 



aSERID=' userid' 
OSERID=' userid' 
ERID=' userid' 
SERID=' userid' 

aSERID='userid' 
OSERID= 'userid' 

OSERID=' userid' 
ERID=' userid' 



DHKRGA454I LINE addr DISABLED 
DMKNES049E LINE addr IN OSE 
DHKNET049E LINE addr IN OSE 
DHKNES706E LINE addr NOT ENABLED 

DMKCNS454I LINE raddr DISABLED 
DHKDIA056E LINE vaddr BOSY ON userid 

DHKRNH465I LINE TRACE TERMINATED DOE TO ERROR 
DBKDIA055E LINE{S) NOT AVAILABLE ON userid 

DBKLNK115E LINK INVALID; EXCESSIVE INCORRECT PASSWORDS 

DBKDDR715E LOCATION bbcchh IS A FLAGGED TRACK 

DMKCFOOiHE LGGM3G nn DOES NOT EXIST 
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DMKHCH615I MACHINE CHECK RECORDING FAILURE cpuid 

DHKDDR707E MACHINE CHECK RON SEEEP AND SAVE OOTPDT FOR CE 

DMKDIE757E MACHINE CHECK RON SEEEP AND SAVE ODTPOT FOE CE 

DMKFMT732E MACHINE CHECK RUN SEREP AND SAVE OOTPDT FOR CE 

DMKMCH610W MACHINE CHECK SOPERVISOR DAMAGE cpuid 

DMKMCH611W MACHINE CHECK SYSTEM INTEGRITY LOST Cpuid 

DMKMCH612W MACHINE CHECK TIMING FACILITIES DAMAGE; RUN SEREP cpuid 



DMKMCT621I 
DMKMCT620I 
DMKMCH617I 
DMKMCH6iai 
DMKMCH622W 
DMKMCH619I 
DMKMCT619I 

DMKMCT611W 
DMKMCT612W 
DHKMCH616I 
DMKMCT616I 



MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 
MACHINE 

MBCHIW? 

MACHINE 
MACHINE 
MACHINE 
MACHINE 



CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 
CHECK 



AFFINITY SET OFF cpuid 

ATTACHED PROCESSOR NOT BEING USED cpuid 

BUFFER OR DLAT DAMAGE cpuid 

DAMAGED PAGE NOW DELETED cpuid 

MULTIPLE CHANNEL ERRORS 

OPERATION TERMINATED cpuid 

OPERATION TERMINATED cpuid 

"^"PSSVISCS DiHAGE culd 

SYSTEM INTEGRITY LOST cpuid 

TIMING FACILITIES DAMAGE cpuid 

USEE userid TEBMINATED cpuid 

OSEE userid TERMINATED cpuid 



DMKLOG051E MAXIMOM USERS EXCEEDED 

DMKMCD212E MINITOR TAPE IS NOT ACTIVE 

DMKSSS07aE MISSING INTERRUPT - DEVICE "raddr* 

DMKCSP253E MODIFY MISSING OR INVALID 

DMKCS0253E MODIFY MISSING OR INVALID 

DMKMCC215E MONITOR ACTIVE; DASTAP CANNOT BE ENABLED DYNAMICALLY 

DMKMCC213E MONITOR CPTRACE IS ALREADY ACTIVE 

DMKMCD218E MONITOR NOT STOPPED, OUTSTANDING TAPE I/O 

DMKMIA229E MONITOR OUT OF DASD PAGES, IS SHUTTING OFF 

DMKMCC211E MONITOR TAPE IS ALREADY ACTIVE 

DMKMCC217E MONITOR TAPE NOT STARTED, NO CLASS ENABLED 

DMKMCD214E MONTIOR CPTRACE IS NOT ACTIVE 

DMKI0G561W MORE THAN 50 MCH OR CCH FRAMES WERE READ FROM THE SRF 

DMKLOG082E MORE THAN ONE VMSAVE AREA ALLOCATED, HOST SPECIFY AREA NAME 

DMKCFV082E MORE THAN ONE VMSAVE AREA ALLOCATED; MOST SPECIFY AREA NAME 

DMKDDR726E MOVING DATA INTO THE ALTERNATE TRACK CYLINDER (S) IS PROHIBITED 

DMKSSS088I MSS MOONT PROCEEDING FOB VOLOME 'volid' 

DMKNES175E NETWORK TRACE ALREADY IN OSE BY userid 

DMKCFS190I NO AFFINITY SPECIFIED IN THE DIRECTORY 

DMKCLK437E NO DASD SPACE AVAILABLE - IPL TERMINATED 

DMKEND853I NO DUMP FILES EXIST 

DMKLOG080E NO PREALLOCATED VMSAVE AREA 

DMKCFV080E NO PREALLOCATED VMSAVE AREA 

DMKDDR723E NO VALID CP NUCLEUS ON THE INPUT UNIT 

DMKDDR716R NO V0L1 LABEL FOUND [FOR Tolser] DO YOU WISH TO CONTINUE? RESPOND YES OR NO OR REEEAD: 

DMKWEM920I NO WARM START DATA; CKPT START FOR RETRY 

DMKDIR760E NOT ENOUGH SPACE ALLOCATED FOR DIRECTORY 

DMKDDR712E NUMBER OF EXTENTS EXCEEDS 20 

DMKDDR703E OPERAND MISSING 

DMKDIR753E OPERAND MISSING 



DMKCDB026E 
DMKCDS026E 
DMKCFC026E 
DMKCFD026E 
DMKCFG026E 
DMKCFH026E 



OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 
OPERAND 



MISSING OR 
MISSING OH 
MISSING OR 
MISSING OR 
MISSING OR 
MISSING OR 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
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DBKCFO026E OPERAND MISSING OE INVALID 
DMKCFS026E OPERAND HISSING OR INVALID 
DHKCFT026E OPERAND MISSING OR INVALID 
DMKCPB026E OPERAND MISSING OR INVALID 
DMKCPS026E OPERAND MISSING OR INVALID 
DMKCPV026E OPERAND MISSING OR INVALID 
DMKCQE026E OPERAND MISSING OR INVALID 
DMKCQY026E OPERAND MISSING OR INVALID 
DMKCSB026E OPERAND MISSING OE INVALID 
DMKCSP026E OPERAND MISSING OR INVALID 
DMKCST026E OPERAND MISSING OR INVALID 
DMKCSn026E OPERAND MISSING OR INVALID 
DMKDEF026E OPERAND MISSING OR INVALID 
DMKMCC026E OPERAND MISSING OR INVALID 
DMKMCD026E OPERAND MISSING OE INVALID 
DMKMCH026E OPEBAND MISSING OB INVALID 
DMKNES026E OPERAND MISSING OR INVALID 
DMKNET026E OPERAND MISSING OR INVALID 
DMKNLD026E OPERAND MISSING OR INVALID 
DMKTei026E OPERAND MISSING OR INVALID 
DMKTRA026E OPERAND MISSING OR INVALID 
DMKSPS026E OPERAND MISSING OE INVALID 
DMKSPS026E OPEBAND MISSING OE INVALID 
DMKSPM026E OPERAND MISSING OB INVALID 

DMKDDE725B OEIGINAL INPOT DEVICE WAS (IS) LABGEE THAN OOTPOT DEVICE. DO YOD WISH TD CONTINUE? 
BESPOND lES OB NO: 

DMKDDR718E OOTPOT UNIT IS FILE PEOTECTED 

DMKDDB722E OOTPOT UNIT NOT PEOPEELT FOEBATTED FOR THE CP NOCLEOS 

DMKDDS713E OVERLAPPING OR INVALID EXTENTS 

DMKFMT7U0E PACK MODNTED IS 3340-35, NOT 3340-70. MOONT ANOTHER OR RESPECIFY 

DMKCPV165I PAGE hexloc NOT LOCKED; SHARED PAGE 

DMKCFH435E PAGING ERROR WRITING SAVED SYSTEM 

DMKCFP435E PAGING ERROR WRITING SAVED SYSTEM 

DMKSNC435E PAGING ERROR WRITING SAVED SYSTEM 

DMKCFG174E PAGING I/O ERROR; IPL FAILED 

DMKCFG177E PAEM EXCEEDS 64 CHARACTERS 

DMKLOG050E PASSWORD INCORRECT 

DMKCKS915E PERMANENT I/O EREOE ON CHECKPOINT CYLINDEE 

DMKCP0191E PBOCESSOE nn DOES NOT EXIST 
DMKCP0194I PBOCESSOE nn OFFLINE 
DMKCPD193I PBOCESSOE nn ONLINE 

DMKDDE756E PEOGBAM CHECK PSW = psw 
DMKDIB756E PBOGEAM CHECK PSW = psw 
DMKFMT756E PBOGEAM CHECK PSW = psw 

DMKESE242E PET cuu (3800) INTEEVEHTION EECQD, STATOS CODE cc 
DMKVDA142E PET cuu NOT DEAINED 

DMKBSE240E PET cuu, FCB-FOBMS MISMATCH, FILEID nnnn {HELD| PURGED} 

DMKTCS240E PET cuu, FCB-FOBMS MISMATCH, FILEID nnnn {HELD| PDBGED} 

DMKESE252I PET cuu, FILE nnnn BEQDEDED AND HELD 

DMKESE241E PET cuu, INVALID LOAD MODULE mmmEi SPECIFIED, FILE nnnn {HELD IPORGED} 

DMKTCS241E PET cuu, INVALID LOAD MODULE nimmm SPECIFIED, FILE nnnn {HELD i PURGED} 

DMKBSE255I PRT cuu, PAGE BUFFEE DESTEOYED, BACKUP PAGE COUNT = nnnn 

DMKBSP428E PET raddr SPOOL EBROR; FILE HELD 

DMKAC0425A PUN cuu ACCOUNTING DATA; FATAL I/O ERROR 
DMKESP428E PUN raddr SPOOL EBBOB; FILE HELD 

DMKCFD021E EADDE MISSING OB INVALID 

DMKCFO021E RADDR MISSING OR INVALID 

DMKCPS021E RADDR MISSING OR INVALID 

DMKCP0021E EADDE MISSING OB INVALID 
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DMKCPV021E EADDE MISSING OR INVALID 

DMKCQP021E BADDR HISSING OR INVALID 

DMKCSB021E RADDE MISSING OS INVALID 

DMKCS0021E EADDE MISSING OE INVALID 

DMKHCC021E EADDE MISSING OR INVALID 

DMKMCD021E RADDE MISSING OR INVALID 

DMKNES021E EADDE MISSING OE INVALID 

DMKNET021E EADDE HISSING OE INVALID 

DMKHLD021E EADDE MISSING OE INVALID 

DMKNLE021E EADDE MISSING OE INVALID 

DMKSPT021E EADDE MISSING OE INVALID 

DMKVDA021E EADDE MISSING OB INVALID raddr 
DMKVDD021E EADDE MISSING OB INVALID raddr 

DMKESE505A EDE 'addr* OVEBEON CK CMD=«CB« SNS='sense« 

nMfrpSPttSaB pps rafliSr FITM I/O ESEOSj FILE PURGED 
DMKESP431A EDE raddr ID CAED MISSING OB INVALID 
DMKESP432A BDE raddr ID CAED; 'userid* NOT IN CP DIBECTORY 
DMKESPa33A EDE raddr ID CAED; INVALID DATA - 'data* 
DMKBSP428E EDE raddr SPOOL EBEOB; FILE POEGED 
DMKRSP426E EDE raddr SPOOL SPACE FOLL; FILE POBGED 

DMKVSP429I EDE vaddr SPOOL EEROB; FILE HELD 

DMKDDB714E EECOBD bbcchh NOT FOOND ON TAPE 
DMKDDE721E BECOED cchhr NOT FOOND 
DMKDDE721E BECOED {cchhr Innnnnn} NOT FOOND 

DMKNMT257E BESIDDAL BYTE CODNT = nnnnnnnn (HEX) 

DHKCFH300E SAVE BEQDEST BEYOND VIETOAL MACHINE SIZE 

DMKCFV063E SHADOH TABLE BYPASS; HOT SET 
DMKVAT06UE SHADOW TABLE BYPASS; RESET 

DMKCDS161E SHAEED PAGE hexloc ALTEEED by userid 
DHKVMA161E SHAEED PAGE hexloc ALTERED BY aserid 
DMKATS181E SHARED SYSTEM naoe REPLACED WITH NON-SHARED COPY 

DMKSPM80aE SINGLE PROCESSOR MODE ON REJECTED 
DMKSPH805E SINGLE PBOCESSOE MODE OFF EEJECTED 
DMKSPM808I SINGLE PBOCESSOE MODE ACTIVE 

DMKMCH613I SOFT MACHINE CHECK EECOBDING DISABLED cpuid 

DMKNMT248E SPECIFIED IMAGE imag NON-EXISTENT 
DHKCF0188E SPECIFIED PBOCESSOE OHAVAILABLE 
DMKCFS188E SPECIFIED PBOCESSOE ONAVAILABLE 
DMKLOG188E SPECIFIED PBOCESSOE ONAVAILABLE 

DMKCQG0a2E SPOOLID nnnn DOES NOT EXIST 
DMKCST042E SPOOLID nnnn DOES NOT EXIST 
DMKCS0042E SPOOLID nnnn DOES NOT EXIST 

DMKCQG027E SPOOLID MISSING OB INVALID 
DMKCST027E SPOOLID HISSING OE INVALID 
DMKCS0027E SPOOLID MISSING OE INVALID 

DMKIOG560W SEF EBBOES ; FEAMES NOT ON EBEOB CYLINDEBS 
DMKIOG559W SEF NOT AVAILABLE 

DMKMCD223E STAET TIME MOST PRECEDE STOP TIME 

DHKDIR752E STATEMENT SEQOENCE ERROR FOLLOWING DSER user 

DHKCPI957I STOR sssssK, NOC nnnK, DYN dddddK, TRA tttK, FREE ffffK, V=R vvvvvK 

DMKDEFOgfJE STORAGE EXCEEDS ALLOWED MAXIHOM 
DMKDEF025E STORAGE MISSING OE INVALID 

DMKCDS163S STORE EXCEEDS MAXIHOM SEGISTEB 
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DHKMCC216E SYSPROF CLASS HSQOIHES SCHEDULE AND DASTAP 

DMKSAV353W STSEES DEVICE TYPE INVALID 

DHKCFG172E SYSTEM name DASD vaddr INCOMPATIBLE SYSRES 
DMKCFH172E SYSTEM name DASD Taddr INCOMPATIBLE SYSRES 

DMKCFG04UE SYSTEM name DOES NOT EXIST 
DMKCFH044E SYSTEM name DOES NOT EXIST 
DMKCFS044E SYSTEM name DOES NOT EXIST 
DMKNLD044E SYSTEM name DOES NOT EXIST 
DMKSNC044E SYSTEM name DOES NOT EXIST 

DMKSNC178E SYSTEM name EXCEEDS AVAILABLE DASD SPACE 

DMKCFG170E SYSTEM name EXCEEDS STORAGE 

DMKCFH170E SYSTEM name EXCEEDS STORAGE 

DMKCFS170E SYSTEM name EXCEEDS STORAGE 

DMKNLD170E SYSTEM name EXCEEDS STORAGE 

DMKCFG173E SYSTEM name REQUIRES DASD vaddr 
DMKCFH173E SYSTEM name REQUIRES DASD vaddr 

DMKCFG179E SYSTEM name VOLID TOlid NOT CP OWNED 

DMKCFH179E SYSTEM name VOLID volid NOT CP OWNED 

DMKCFP179E SYSTEM name VOLID volid NOT CP OWNED 

DHKCFS179E SYSTEM name VOLID volid NOT CP OWNED 

DMKSNC179E SYSTEM name VOLID volid NOT CP OWNED 

DMKCFG171E SYSTEM name VOLID volid NOT MOUNTED 
DMKCFH171E SYSTEM name VOLID volid NOT MOUNTED 
DMKCFS171E SYSTEM name VOLID volid NOT MOUNTED 
DMKNLD171E SYSTEM name VOLID volid NOT MOUNTED 
DMKSNC171E SYSTEM name VOLID volid NOT MOUNTED 

DMKCKSUOOI SYSTEM CHECKPOINT AREA FULL 
DMKCKS401I SYSTEM CHECKPOINT AREA 90 PERCENT FULL 

DMKDMP909W SYSTEM DUMP DEVICE NOT-READY 
DMKDMP907W SYSTEM DUMP FAILURE; FATAL I/O ERROR 
DMKDMP906W SYSTEM DUMP FAILURE; MACHINE CHECK, RUN SESEP 
DMKDMP905W SYSTEM DUMP FAILURE; PROGRAM CHECK 

DMKDMP908I SYSTEM FAILURE; CODE - code 



DMKCKP902W 
DMKCKP922W 
DMKWRM90aW 
DMKCKP901W 
DMKCKP900W 
DMKHRM921W 
DMKCKS903W 
DMKCKS912W 
DMKWRM912W 
DMKCKP910W 
DMKCKP911W 



SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 
SYSTEM 



RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 
RECOVERY 



FAILURE 
FAILURE 
FAILURE 
FAILURE 
FAILURE 
FAILURE 
FAILURE 
FAILURE 
FAILURE 
FAILURE 
FAILURE 



FATAL I/O ERROR- {NUCL CYL|WARM CYL} 

INVALID SPOOLING DATA 

INVALID WARM START DATA 

MACHINE CHECK, BUN SEREP 

PROGRAM CHECK 

UNRECOVERABLE I/O ERROR 

VOLID 'volid' ALLOCATION ERROR CYLINDER 'cylinder' 

VOLID 'volid' NOT MOUNTED 

VOLID 'volid' NOT MOUNTED 

INVALID WARM START CYLINDER 

WARM START AREA FULL 



DMKCKP961W SYSTEM SHUTDOWN COMPLETE 
DMKCPI961W SYSTEM SHUTDOWN COMPLETE 

DMKPGTUOOI SYSTEM TEMP SPACE FULL 
DMKPGTU01I SYSTEM TEMP SPACE 90 PERCENT FULL 

DMKCKP960I SYSTEM WARM START DATA SAVED 
DMKCPI960I SYSTEM WARM START DATA SAVED 



DMKTAP516I 


TAPE ' 


DMKTAP502I 


TAPE ' 


DMKTAP520I 


TAPE ' 


DMKTAP500I 


TAPE ' 


DMKTAP511I 


TAPE • 


DMKTAP523I 


TAPE • 


DMKTAP510I 


TAPE ' 



'addr' BAD SENSE CMD='cffl' SNS='sense' CSW='csm' USERID= 'userid' 
'addr' BUSOUT CK CMD='cm' SNS='sense' CSW='csw' USERID= 'userid' 
'addr' CHAN ERROR CMD='cb' SNS='sense' CSW='csw' USERID=' userid' 
'addr' CMD REJECT CMD='cm' SNS='sense' CSW='csif' USERID=' userid' 
'addr' COMPAT CK CMD='cm' SNS='sense' CSW='csw' USERID= 'userid 
•addr' CONTROL CK CMD='cm' SNS='sense' CSW='csw' USERID='userid' 
'addr' CONVERT CK CMD='CE' SNS='sense' CSW='csw' USEEID='userid' 



Appendix D. Message Text-to-Message Identifier Cross-Refer ence 297 



DHK 



DMKTAP526I 


TAPE 


addr' 


DHKTAP504D 


TAPE 


addr« 


DMKTAP503I 


TAPE 


addr* 


DHKTAP522I 


TAPE 


addr' 


DMKTAP513I 


TAPE 


addr' 


DMKTAP501A 


TAPE 


addr' 


DMKTAP512I 


TAPE 


addr' 


DMKTAP521I 


TAPE 


addr' 


DHKTAP517I 


TAPE 


addr' 


D11KTAP505D 


TAPE 


addr' 


DKKTAP519I 


TAPE 


addr' 


DMKTAP518I 


TAPE 


•addr' 



DSE FAILED CMD='CB' SNS='sense» CSH='CSW' DSERID 
DATA CK CHD='CB' SNS='sense' CSW='csw' OSEEID='u 
EQUIP CK CI!D='cm' SNS='sense' CSW=*csw» aSEEID= 
ERASE CK CHD='cm' SNS=»sense' CSH='csw' DSERID=' 
FILE PHOT CI!D='cm' SNS='sense' CSW='csw' OSERID= 
INT REQ 

LOAD POINT CHD='cm' SNS='sense' CSH=»CSW' OSEBID 
NO DEVICE CHD='CB' SNS='sense' CSi='csw' OSERID= 
NOT/KNOWN CMD='Ga' SNS='sense' CSW='csw' OSEEID= 
OVERRUN CK CHD='cm' SNS='sense' CSH='csw' USERID 
PE BURST CMD='CB' SNS='sense' CSW='csw' USERID=' 
EECV ERROR CBD=»CB' SNS='sense' CSW='csw' OSEEID 



DHKSPS037E TAPE raddr INVALID FOE STORAGE COMMAND 
DMKSPS037E TAPE raddr INVALID FOE STOEAGE COHHAND 

DMKBND851I TEN DUMP FILES ALEEADY EXIST 

r»HK¥n»0B6F THE ''rolld' PAPAHETSR IS INV2.LID 

DMKBCD222E TIME PAEAHETEE SPECIFIES INVALID TIME 

DHKCFS187E TIMER ASSIST NOT AVAILABLE 

DMKVDA076E THE 'volid' PARAMETER IS INVALID 

DMKCLK970II TOD CLOCK SYNC CHECK RECEIVED 

DMKTRAIBOW TEACE NOT IN EFFECT 

DMKESP430A TYPE raddr FATAL I/O ERROR; NOH OFFLINE, FILE HELD 
DMKVDDia3E TYPE raddr IN USE BY SYSTEM 
DMKVDD142E TYPE raddr NOT DRAINED 

DBKVDA13aE TYPE vaddr NOT ATTACHED; CHAN X DEDICATED 
DMKVDA135E TYPE vaddr NOT DETACHED; CHAN x DEDICATED 
DMKVDD135E TYPE vaddr NOT DETACHED; CHAN X DEDICATED 

DMKFMT734E TYPE OR CYL INVALID 
DHKFMT734E TYPE OR {CYL | PAG} INVALID 

DMKCPI953I UNABLE TO ALLOCATE SYSTEM AUTO DUMP 
DMKRND850I UNABLE TO READ DUMP FROM READER 

DMKLNK117E USERID userid NOT LINKED; VOLID volid CONFLICT 
DMKLNK119E USERID vaddr NOT LINKED; INSUFFICIENT FREE STOEAGE 
DMKLNK116E USERID xxx NOT LINKED; CP DIRECTORY IN USE 



=' userid' 

serid' 

'userid' 

userid' 

•userid' 

='userid' 

'userid' 

•userid* 

=' userid' 

userid' 

='userid' 



DMKCFO020E 
DMKCPV020E 
DMKCQG020E 
DMKCQP020E 
DMKCQE020E 
DMKCQY020E 
DMKCSP020E 
DMKCSU020E 
DMKDIA020E 
DMKLNK020E 
DMKLOG020E 
DHKMSG020E 
DMKOS0020E 
DHKVDA020E 
DMKVDD020E 
DMKQVM020E 



USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 
USERID 



MISSING OR 
MISSING OR 
MISSING OR 
HISSING OR 
HISSING OR 
MISSING OR 
MISSING OE 
MISSING OE 
MISSING OE 
MISSING OR 
MISSING OB 
MISSING OE 
MISSING OE 
HISSING OB 
MISSING OB 
MISSING OE 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



DMKJEL1451 USERID: userid AT term-raddr WITH INVALID PASSWORD SO. xxx (pswd) VIOLATED THE LIMIT DF 
yyy, A=aaserid 

DMKCFG203E V=E AFEA REQUIRES IPL EY DEVICE ADDRESS 

DMKCPV203E V=E AREA REQUIRES IPL EY DEVICE ADDRESS 

DMKCFD022E VADDR MISSING OR INVALID 

DMKCFG022E VADDR MISSING OR INVALID 

DMKCPB022E VADDR MISSING OR INVALID 
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DMKCQG022E 


VftDDB 


MISSING 


OB 


INVALID 


DMKCQP022E 


VADDB 


HISSING 


OB 


INVALID 


DMKCSB022E 


YADDE 


MISSING 


OB 


INVALID 


DHKCSP022E 


VADDE 


MISSING 


OB 


INVALID 


DHKCST022E 


VADDE 


MISSING 


OB 


INVALID 


D«KDEF022E 


VADDB 


HISSING 


OB 


INVALID 


DMKDIA022E 


VADDB 


MISSING 


OB 


INVALID 


DIIKLNK022E 


VADDB 


MISSING 


OB 


INVALID 


DHKVHI022E 


VADDB 


MISSING 


OB 


INVALID 



DMKVDA022E VADDB MISSING OB INVALID vaddr 
DMKVDD022E VADDB MISSING OB INVALID vaddr 

DMKCPS'!82E VABI PEOCESSGB COMMAND FAILED 
DMKCPD192E VAEY PEOCESSOB COMMAND FAILED 

DMKCPV176E VIBT=BEAL ABEA IN OSE BY oserid 

DMKBLD200E VIET=BEAL ABEA NOT AVAILABLE; IN OSE BY {useridi SYSTEM} 
DMKBLD201E VIBT=BEAL ABEA NOT AVAILABLE; DAMAGED PAGES 

DMKBLD202E VIBT=BEAL ABEA NOT AVAILABLE; INSUFFICIENT STOBAGE 
DMKCPV202E VIET=BEAL AEEA NOT AVAILABLE; INSUFFICIENT STOBAGE 

DMKCFS183E VM ASSIST NOT ACTIVE 

DMKCFS184E VM ASSIST NOT AVAILABLE 

DMKCF0184E VM ASSIST NOT AVAILABLE [ON PEOCESSOB proc addr] 

DMKCFG083E VMSAVE AEEA DOES NOT CONTAIN A VALID SAVED SYSTEM 
DMKLOG081H VMSAVE AEEA CONTAINS A SAVED SYSTEM, MOST OSE SET COMMAND 

DMKVDA023E VOLID MISSING OB INVALID 

DMKDIB761E VOLID BEAD IS volidl NOT volid2 

DMKFMT733E VOLID BEAD IS TOlidI NOT volid2 

DMKDDB711B VOLID BEAD IS TOlid2 [NOT volidl] DO YOO WISH TO CONTINUE? BESPOND YES NO OE EEBEAD: 

DMKDDB709E HBONG INPOT TAPE MOUNTED 

DMKCF0255W 370E FEATUEE NOW DISABLED 

DMKCFS251E 370E IS NOT ACTIVE 
DMKLOG251E 370E IS NOT ACTIVE 

DMKCFO250E 370E IS NOT AVAILABLE (ON PEOC xx) 
DMKCFS250E 370E IS NOT AVAILABLE (ON PEOC xx) 
DMKLOG250E 370E IS NOT AVAILABLE (ON PEOC xx) 



DMKNMT247I 3800 NAMED SYSTEM imag3800 CBEATED 
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DHSEDC702I [READ CONTROL CARD MISSING. FOLLOWING ASSUMED:] :READ {fn ft fm|READCARD CHS0T1 A1} 
DMSBTP108E /SET CARD FORMAT INVALID 



DMSTPE115S 

DMSBTP109E 
DMSDOSiaOS 
DMSSVT120S 
DMSSCT120S 
DMSXCP411S 
DMSCPY002E 
DMSFRE164T 
DMSFRE163T 

DBSCI0113S 
DMSB0P113S 
DMSASN1 13S 
DMSAMS113S 
DMSINT015E 



{CONVERSIONl {7i9}-TSACK| {80016250} BFI [ TEANSLATIOKj DD&L-DEKSITT} FEAIDEESOI SuPPOETED 

ON DEVICE 'cuu' 

{CPO I PRINTER I PUNCH} LIMIT EXCEEDED 

{FEOVD|SEOV|FEOV} MACRO NOT SUPPORTED 

{IN I OUT} PUT ERROR 'codG' ON 'ddname' 

{IN/OUT} PUT ERROR "code* ON 'ddname' 

{INPUT I OUTPUT} ERROR CODE 'nn' ON 'SYSxxx' 

{INPUT I OVERLAY} FILE • f n ft" NOT FOUND 

{LOH I HIGH} -CORE NUCLEUS STORAGE POINTERS DESTROYED (INTERNAL ERROR CODE nn) . 

{LOW I HIGH} -CORE USER CHAIN HAS BEEN DESTROYED (INTERNAL ERROR CODE nn) . 

{uAGxEEiJGB} CaXALGG LijcL CLEAEai; 

{READER I PUNCH} NOT ATTACHED 

{TAPnimode (cua) } NOT ATTACHED 

{TAPnImode I READER I PUNCHI PRINTER} (cuu) NOT ATTACHED 

{TAPINITAPOUT} (addr) NOT ATTACHED 

{UNKNOWN {CP/CMS|CMS|CP} | INVALID {CMS | SUBSET} } COMMAND 



DMSUPDlSaW './ S" NOT FIRST CARD IN UPDATE FILE — IGNORED 



DMSACC726I 
DMSACC059E 
DMSFORims 

DMSDLB322I 
DMSXCP113S 
DMSM0D114E 

DMSDLB308E 
DMSBOP308E 

DMSVGN367I 
DMSVPD367I 

DMSFOR732I 
DMSF0R732I 

DMSUPD066E 
DMSAMS066E 
DMSASN066E 
DMSCPY066E 
DMSDLB066E 
DMSDSV066E 
DMSFLD066E 
DMSLBD066E 
DMSLST066E 

DMSDLB065E 
DMSAMS065E 
DMSASN065E 
DMSCPY065E 
DMSDSV065E 
DMSFLD065E 
DMSLBD065E 
DMSUPD065E 

DMSDSV026W 
DMSIFC825E 

DMSITS139T 
DMSITS138T 

DMSCLS140S 
DKSCPY156E 
DMSABN153W 
DMSCPY101S 
DMSSYN066E 



cuu mode< RELEASED 

cuu' ALREADY ACCESSED AS READ/WRITE 'Bode« DISK 

cuu' IS AN UNSUPPORTED DEVICE TYPE 

ddnane' NOT FOUND: NO CLEAR EXECUTED 

device (cuu) • NOT ATTACHED 

fn ft fm' NOT LOADED; CMS/DOS ENVIRONMENT [NOT] ACTIVE 

fflode' DISK IN [NON-]CMS FORMAT: INVALID FOR [HON-]CMS DATASET 
mode' DISK IN CMS FORMAT; INVALID FOR NON-CMS DATASET 

modulenane TEXT' WRITTEN ON DISK 'A'. 
modulenaaie TEXT' WRITTEN ON DISK 'A' 

nnn' {CYLINDERSI FB-512 BLOCKS} FORMATTED ON DISK 'mode(cuu)' 
nnn' CYLINDERS FORMATTED ON DISK •aode(cuu)' 



option 
option 
option 
option 
option 
option 
option 
option 
option 

option 
option 
option 
option 
option 
option 
option 
option 

phase' 
CLEAR' 



and 
AND 
AND 
AND 
AND 
AND 
AND 
AND 
AND 



'option 
•option 
'option 
'option 
• option 
•option 
'option 
'option 
•option 



ABE 
ARE 
ARE 
ARE 
ARE 
ARE 
ARE 
ABE 
ARE 



OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 
OPTION 



SEPCIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 
SPECIFIED 



CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 
CONFLICTING 

TWICE 
TWICE 
TWICE 
TWICE 
TWICE 
TWICE 
TWICE 
TWICE 



OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 
OPTIONS 



NOT IN LIBRARY 

IS VALID ONLY WHEN SPECIFIED BY ITSELF 



DMSKEY RESET' FROM addr UNDERFLOWS KEY STACK 

DMSKEY' CALL FROM addr OVERFLOWS KEY STACK, WITH MAX DEPTH 7. 

FEOVISEOV MACRO NOT SUPPORTED 

FROM nnn' NOT FOUND - FILE • f n ft fm' HAS ONLY ' nnn » RECORDS 

HX' DURING ABEND PROCESSING WAS IGNORED 

SPECS' TEMP STRING STORAGE EXHAUSTED AT ' ' 

STD' AND 'NOSTD' ARE CONFLICTING OPTIONS 
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DMSDLB301E 'SYSXXX' HOT ASSIGNED FOB DISK •fiB« 



DMSTLBa25E 


TAPn 


cuu) • 


DHSCLSU29I 


TAPn 


;cuu) ' 


DIlSSEBa29I 


'TAPn 


;cuu) • 


DMSTLB427I 


'TAPn 


;cuu) • 


DHSTLB428I 


•TAPn 


;cuu) * 


DMSTLBt21E 


TAPn 


cuu) • 


DMSTLB43aE 


•TAPn 


cuu) ' 


DMSTLB043E 


TAPn 


con) ' 


DMSTLBUBOE 


TAPn 


cuu) • 


DHSTLB436I 


TAPn 


cuu) • 


DMSCLS113S 


•TAPn 


;cuu) • 


DHSTLB113S 


'TAPn 


;cuu) ' 


D!!STLBa24E 


'TAPn 


;cuu) * 


DHSTLB437I 


'TAPn 


;cuu) • 


DHSTLB423I 


'TAPn 


;cuu) • 




IFTEE I 


lEH VO 


DHSTLB422E 


TAPn 


cua) • 


DMSTLB426E 


TAPn 


cuu) ' 


DllSTLBa32E 


TAPn 


cuu) ' 


DHSTLB431E 


'TAPn 


;cuu) ' 


DHSTPE431E 


TAPn 


;cuu) ' 


DMSTPE043E 


'TAPn{c 


:uu) • 



BLOCK COUNT EEEOE FOE 'filename' EHTEE 'IGNOEE' OE 'CANCEL' 
EOT ON OOTPDT 
EOT ON OUTPUT 
E0?1 LABEL BEAD 
E0?1 LABEL WBITTEN 
HDE1 LABEL MISSING FOE 'filename' 
INPUT LABEL CHECK EEEOE FOE FILE 'filename' 
IS FILE PEOTECTED 

LABELDEF INFOEHATION HISSING FOB FILE 'filename' 
MISSING USEE STANDAED LABEL FOE 'ddname' 
NOT ATTACHED 
NOT ATTACHED 

NOT POSITIONED AT E0F1 LABEL 

NSL EOUTINE EETUENED AN EEEOE CODE 'nnnnnn' FOB 'filename' 
POSITIONED PAEAMETEE IGNOEED. OUTPUT FILE WILL BE WBITTEN 
V0L1 LABEL 

POSITIONED WBONG FOB 'filename' 
UNEXPIBED FILE ENTEB 'IGNOEE' OE 'EEEOE' 

VOLID volid DOES NOT MATCH LABELDEF VOLID FOB 'filename' 
V0L1 LABEL MISSING 
V0L1 LABEL MISSING 
IS FILE PEOTECTED 



C a MEDIATELY 



DMSLIO203W "SET LOCATION COUNTEE" NAME 'name' UNDEFINED 

DMSVGN368I count NEW PTF DECKS WILL BE APPLIED. 
DMSVPD368I count NEW PTF DECKS WILL BE APPLIED 

DMSACC725I cuu ALSO = 'mode' [-OS|-DOS] DISK 
DMSF0E113S cuu NOT ATTACHED 
DMSACC724I cuu EEPLACES mode (ecu) 

DMSITP141T exception EXCEPTION OCCUEEED AT addr IN EOUTINE callee 

DMSITP1tt2T exception EXCEPTION OCCUEEED AT addr IN EOUTINE routine DUEING 'SPIE' EXIT EOUTINE 

DMSITP143T exception EXCEPTION OCCUEEED AT addr in SYSTEM EOUTINE callee. 

DMSITP144T exception EXCEPTION OCCUEEED AT addr IN EOUTINE callee WHILE 'UFDBUSY' = xx. 

DMSACC723I mode (cuu) {E/0|B/W} [-OS|-DOS] 
DMSACC113S mode (cuu) NOT ATTACHED 

DMSABN149T nnn (HEX XXX) DOUBLEWOEDS OF SYSTEM STOEAGE HAVE BEEN DESTEOYED. EE-IPL CMS 
DMSABN150W nnn (HEX xxx) DOUBLEWOEDS OF SYSTEM STOEAGE WEBE NOT BECOVEEED 

DMSSET333E nnnnnK PAETITION TOO LABGE FOB THIS VIETUAL MACHINE 

DMSITS140T routine EOUTINE CALLED FEOM addr DID DMSKEY WITH NO BESET. 
DMSVGN363I sysname DOSLIB CBEATED ON DISK 'A'. 

DMSEDI076E ACTUAL EECOBD LENGTH EXCEEDS THAT SPECIFIED 

DMSINI610E ALSO IPL {CYL|BLK} 0? {YES | NO} 
DMSINI610E ALSO IPL CYLINDEE 0? {YES | NO) 

DMSVMF383E APPLY 'fn'? ... ENTEE 'NO' OB EOB 
DMSVPD383B APPLY 'fn'? ...ENTEE 'NO' OE EOB: 

DMSIFC829W ATTEMPTED 'ZEBO' WAS SUPPEESSED. EEQUIEES PEIVILEGE CLASS F 

DMSZAP195W BASE VALUE INVALID - SET NO GO SWITCH 

DHSBTB101E BATCH NOT LOADED 

DMSMVE130S BLOCKSIZE ON V FOBMAT FILE ddname IS LESS THAN 9 

DMSSEV194S BOOK 'subl.book' CONTAINS BAD EECOEDS 
DMSSEV004E BOOK 'subl.book' NOT FOUND 

DMSITS137T CALL TO routine FEOM addr DESTEOYED SYSTEM SAVE AEEA. EE-IPL CHS 

DMSFOE214W CANNOT BECOMPUTE WITHOUT LOSS OF DATA. NO CHANGE 

DMSDLB307E CATALOG DDNAME 'ddname' NOT FOUND 

DMSFEE165T CHAIN HEADEE AT addr: xxxxxx xxxxxx xxxxxx xxxxxx 

DMSCLS089E CLOSE EBBOB CODE 'nn' ON ' {f n| SYSxxx|TAPn} • 
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DMSINS098H CMS OS SIHDLATION NOT AVAILABLE 
DMSITS098S CMS OS SIMULATION NOT AVAILABLE 
DMSSET098W CMS OS SIBOLATION NOT AVAILABLE 

DMSLIO099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSASN099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSDLK099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSDSV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSERV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSFET099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSLL0099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSOPT099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSPRV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSQRY099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSRRV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSSET099E CHS/DOS ENVIRONMENT NOT ACTIVE 

DMSSRV099E CMS/DOS ENVIRONMENT NOT ACTIVE 

DMSVGN360I CMS/VSAM TEXT FILES CREATED ON DISK 'A*. 
DMSINS100W CMSSEG SYSTEM NAME 'naae' NOT AVAILABLE 

DMSCMS715I CMSXGEN COMPLETE 

DMSCMS111E CMSXGEN FAILED DDE TO LOAD ERRORS 

DMSCMS141S CMSXGEN FAILED DDE TO SAVESYS ERRORS 

DMSCMS412S CMSXGEN FAILED DOE TO SETKEY ERROR 

DMSCMP009E COLDMN 'col' EXCEEDS RECORD LENGTH 

DMSDSK009E COLDMN 'col' EXCEEDS RECORD LENGTH 

DMSSRT009E COLDMN 'col" EXCEEDS RECORD LENGTH 

DMSTYP009E COLUMN 'col' EXCEEDS RECORD LENGTH 

DMSCMP211E COLDMN FIELDS ODT OF SEQOENCE 

DMSCPY067E COMBINED INPDT FILES ILLEGAL WITH PACK OR DNPACK OPTIONS 
DMSCMP179I COMPARING 'fn ft fa' HITH 'fn ft fn* 
DMSCMP011E CONFLICTING FILE FORMATS 

DMSBOPmOS CONTROL PROGRAM ERROR INDICATION "retcode" 

DMSSET410S CONTROL PROGRAM ERROR INDICATION 'retcode' 

DMSSSK410S CONTROL PROGRAM ERROR INDICATION 'nnn' 

DHSVIB«10S CONTROL PROGRAM ERROR INDICATION 'retcode' 

DMSCPY721I COPY • f n ft fia' [ {TO | APPEND | OVLY} 'fn ft fa« {OLD|NEif} FILE] 

DMSCMS110E CORRECT FORM IS: CMSXGEN LOCATION (SEGNAHE) 
DMSGEN110E CORRECT FORM IS: DOSGEN LOCATION SEGNAHE 

DMSBTP107E CP/CMS COMMAND 'coiBBand, (device) • NOT ALLOWED 

DMSIFC828I CPEREP ZERO OR CLEAR HAS BEEN COMPLETED 

DMSVGN361I CREATING CMS TEXT FILES... 

DMSZAP194W CSECT NOT FODND IN {MEMBER • meBbernaae' | MODDLE • modulenaae'} -SET NO GO SWITCH 

DMSLDS002E DATA SET NOT FODND 

DMSDBG728I DEBUG ENTERED [EXTERNAL I NT | BREAKPOINT nn AT XXZXZX] 

DMSPRT008E DEVICE 'CUU* {INVALID OR NONEXISTENT |ONSDPPORTED DEVICE TYPE) 
DMSPON008E DEVICE 'cuu* {INVALID OR NONEXISTENT! UNSUPPORTED DEVICE TYPE} 
DMSRDC008E DEVICE 'cuu' {INVALID OR NONEXISTENT |DNSDPPORTED DEVICE TYPE} 

DMSMVE075E DEVICE 'device naae' ILLEGAL FOR {INPDT (ODTPDT} 
DMSARX075E DEVICE 'device' INVALID FOR INPDT 
DMSASM075E DEVICE 'device' INVALID FOR INPDT 

DMSFCH113S DISK (cuu) NOT ATTACHED 

DMSPRV113S DISK (cuu) NOT ATTACHED 

DMSBRV113S DISK (CUU) NOT ATTACHED 

DMSSRV113S DISK (cuu) NOT ATTACHED 

DMSARE069E DISK '{modejcuu}' NOT ACCESSED 

DMSBIJR170S DISK 'mode (cuu)' HAS MAXIMUM NUMBER OF FILES 

DMSBiR107S DISK 'mode (cuu)' IS FULL 

DMSFOR037E DISK • aode[ (cuu) ]' IS READ/ONLY 

DHSACC112S DISK 'mode (cuu)' DEVICE ERROR 
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DMSVGN361E DISK 'mode* IS NOT A {CHSIDOS} DISK, 



DMSBOP037E 


DISK 


mode 


IS READ/ONLY 


DHSCPY037E 


DISK 


mode 


IS EEAD/ONIY 


DMSDSK037E 


DISK 


mode 


IS EEAD/OHLY 


DHSDSL037E 


DISK 


mode 


IS EEAD/ONLY 


DMSEES037E 


DISK 


mode 


' IS EEAD/ONLY 


DMSERV037E 


DISK 


mode 


IS EEAD/ONLY 


DMSLBH037E 


DISK 


mode 


IS EEAD/ONLY 


DHSMOD037E 


DISK 


mode 


IS EEAD/ONLY 


DHSBNM037E 


DISK 


mode 


" IS EEAD/ONLY 


DMSSET037E 


DISK 


mode 


IS EEAD/ONLY 


DHSTPE037E 


DISK 


mode 


' IS EEAD/ONLY 


DHSASN069E 


DISK 


mode 


NOT ACCESSED 


DMSBOP069E 


DISK 


mode 


NOT ACCESSED 


DMSDSL069E 


DISK 


mode 


NOT ACCESSED 


DHSEES069E 


DISK 


mode 


• NOT ACCESSED 


DHSFLD069I 


DISK 


mode 


NOT ACCESSED 


DKSFOE069E 


DISK 


mode 


NOT ACCESSED 


DHSLDS069E 


DISK 


mode 


NOT ACCESSED 


DHSLST069E 


DISK 


mode 


NOT ACCESSED 


DMSSTT069E 


DISK 


mode 


NOT ACCESSED 



DKSLST037E DISK 
DHSPEV037E DISK 
DHSEDC037E DISK 
DMSOPD037E DISK 

DHSOPD069E DISK 
DMSVGN069E DISK 



A« IS EEAD/ONLY 

A« IS EEAD/ONLY 

A« IS EEAD/ONLY 

A* IS EEAD/ONLY 



NOT ACCESSED 
NOT ACCESSED 



DHSHVE708I DISK FILE 'FILE ddname A1« ASSOMED FOB DDNAHE 'ddname' 
DMSFOE705I DISK EEMAINS UNCHANGED 

DMSBOP086W DLBL 'ddname' DUMMY INVALID FOB VSAM 

DMSFCH777S DOS PAETITION TOO SMALL TO ACCOMMODATE FETCH BEQUEST 

DMSGEN715I DOSGEN COMPLETE 

DMSGEN111E DOSGEN FAILED DUE TO LOAD EBEORS 

DMSGENItlS DOSGEN FAILED DUE TO SAVESYS EBEOBS 

DMSLIO202W DUPLICATE IDENTIFIEB 'identifier' 

DMSDSK077E END CARD MISSING FBOM INPUT DECK 
DMSMVE226I END OF PDS MOVE 

DMSTLB058E END-OF-FILE or END-OF-TAPE [TAPn] 
DMSTPD058E END-OF-FILE OB END-OF-TAPE 
DMSTPE058E END-OF-FILE OB END-OF-TAPE 
DMSBOP058E END-OF-FILE OE END-OF-TAPE ON 'TAPn' 
DMSCLS058E END-OF-FILE OE END-OF-TAPE ON 'TAPn' 
DMSVMF058E END-OF-FILE OB END-OF-TAPE ON 

DMSVGN364B ENTEE 'CMSVSAM' OE 'CMSAMS' OB 'BOTH' FOB GENERATION OF NEW SYSTEM (S) 

DMSTLBa35E ENTEE 'IGNOEE' OB 'CANCEL' 

DMSVGN381E ENTEE 'SELECT' OB 'ALL' FOB TAPE PTF APPLICATION 

DMSVGN380E ENTEE 'TAPE' OB 'CAEDS' FOE PTF APPLICATION: 

DMSTLB433E ENTEE 'WBITE (VOLID' OE 'REJECT' 

DMSDLB220E ENTEE DATA SET NAME: 
DMSFLD220E ENTEE DATA SET NAME: 
DMSLDS220E ENTEE DATA SET NAME: 

DMSFOB605E ENTEE DISK LABEL: 

DHSVGN361E ENTEE EITHEB 'DOS' OB 'OS': 
DMSVGN360E ENTEE EITHEB 'INSTALL' OB 'UPDATE': 

DMSDLB331B ENTEE EXTENT SPECIFICATIONS: 

DMSVGN363E ENTER LOCATION BHEEE sysname WILL BE LOADED AND SAVED: 

DMSVGN362E ENTEE MODE OF DOS SYSTEM SELOCATABLE LIBSAEY DISK: 
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DMSVGN365E ENTER MODOLE NAME (8 CHAES OE LESS) OE 'END': 

DMSVGN366E ENTER NAME OF SYSTEH TO BE SAVED: 

DMSVGN382R ENTER NOMBEE OF TAPE FILES TO BE PROCESSED: 

DMSVGN369B EHTEE RELEASE NOHBER OF DOS/VS STARTER SYSTEM: 

DMSSRT604R ENTER SOBT FIELDS: 

DMSCPY601B ENTER SPECIFICATION LIST: 

DMSAMS367R ENTER TAPE {INPDT| OUTPUT} DDNAMES: 

DMSCPY602B ENTER TRANSLATION LIST: 

DMSDLB330E ENTER VOLUME SPECIFICATIONS: 

DMSGND021E ENTRY POINT "name' NOT FOUND 

DMSLI0021E ENTRY POINT 'name' NOT FOUND 

DMSBOD021E ENTRY POINT 'name' NOT FOUND 

DMSNCP021E ENTRY POINT "name" NOT FOUND 

DMSEES071E EEASE * ♦ [fin|*] NOT ALLOWED 

DMSVGN368R EEASE sysname DOSLIB?. . .ENTER 'YES' OR 'NO': 

DMSIFC826E EEEP TXTLIBS NOT FOUND 

DMSZAP192S EEEOR - ODD NUMBER OF DIGITS - SET NO GO SWITCH 

DMSFOR126S EEEOR {EEAD( WEIT] ING LABEL ON DISK 'modeCcuu)* 

DMSPUN123S ERROR 'nn' PUNCHING 'fn ft fm' 



DMSCMPIOaS 


ERROR 


nn 


• READING 


FILE 


fn 


ft 


fm 


FROM DISK 


DMSDLK104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FBOM DISK 


DMSDSK104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fD 


FBOH DISK 


DMSEDI104S 


EREOE 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM DISK 


DMSFCH104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM DISK 


DMSIFC104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM DISK 


DMSLBM104S 


ERROR 


nn 


' READING 


FILE 


fn 


ft 


fm 


FROM DISK 


DMSLBTIOas 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM DISK 


DMSPBTIOas 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM DISK 


DMSPUNIOaS 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM DISK 


DMSSLN104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fn 


FROM DISK 


DMSSETIOaS 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM DISK 


DMSSYN104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


FROM DISK 


DMSTPE104S 


ERROR 


nn 


' BEADING 


FILE 


fn 


ft 


fm 


FBOM DISK 


DMSTYP10US 


ERROR 


nn 


BEADING 


FILE 


fn 


ft 


fm 


FROM DISK 


DHSUPDIOIS 


ERROR 


nn 


BEADING 


FILE 


fn 


ft 


fm 


FROM DISK 


DMSVMF104S 


ERROR 


nn 


BEADING 


FILE 


fn 


ft 


fm 


FROM DISK 


DMSXCPIOaS 


ERROR 


nn 


' BEADING 


FILE 


fn 


ft 


fm 


FROM DISK 


DMSZAP10HS 


ERROR 


nn 


EEADING 


FILE 


fn 


ft 


fm 


FROM DISK 


DMSMOD104S 


ERROR 


nn 


READING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSLIO104S 


ERROR 


nn 


' READING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSDSL104S 


ERROR 


nn 


READING 


FILE 


fn 


DOSLI] 


3 fm 


FROM DISK 


DMSOVR104S 


ERROR 


nn 


EEADING 


FILE 


DMSOVE H( 


DDULE' ON DISK 


DMSLLU105S 


ERROR 


nn 


WEITING 


FILE 


$LISTIO ] 


SXEC 


A1« ON DISK 


DMSDLK105S 


ERROR 


nn 


WEITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSDSK105S 


ERROR 


nn 


WEITING 


FILE 


fn 


ft 


fm 


TO 


DISK 


DMSDSL105S 


ERROR 


nn 


WEITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSEDI105S 


EEEOR 


nn 


WEITING 


FILE 


fn 


ft 


fm 


TO 


DISK 


DMSLBM105S 


ERROR 


nn 


WEITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSLBT105S 


ERROR 


nn 


WBITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSLI0105S 


EEEOR 


nn 


WEITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSLST105S 


ERROR 


nn 


WEITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSMOD105S 


ERROR 


nn 


WBITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSPRV105S 


ERROR 


nn 


WEITING 


FILE 


fn 


ft 


fm 


TO 


DISK 


DMSRDC105S 


ERROR 


nn 


WBITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSRRV105S 


ERROR 


nn 


WBITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSSRT105S 


ERROR 


nn 


WBITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSSRV105S 


ERROR 


nn 


WRITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSTPD105S 


ERROR 


nn 


WRITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSTPE105S 


ERROR 


nn 


WRITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSUPD105S 


ERROR 


nn 


WRITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSVMF105S 


ERROR 


nn 


WRITING 


FILE 


fn 


ft 


fm 


TO 


DISK 


DMSXCP105S 


ERROR 


nn 


WEITING 


FILE 


fn 


ft 


fm 


ON 


DISK 


DMSVPD105S 


ERROR 


nn 


WEITING 


FILE 


fn 


CMSUT 


1 AT 


ON DISK. 


DMSDSV105S 


ERROR 


nn 


WEITING 


FILE 


DSER? 


MAI 


' A5 


ON DISK 
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DKSDLK245S EEEOE •nnn» ON PRINTER 
DBSDSY245S ERROR 'nnn' ON PRINTER 
DKSZaP2a5S ERROR 'nnn' ON PRINTER 

DMSTHA138S ERROR nn ERASING fn ft BEFORE LOADING TAPE 
DMSTHA137S ERROR nn ON STATE FOR fn ft 

DMSBLP104S ERROR nn READING FILE 'fn ft fm* FROM DISK 
DHSTHA105S ERROR nn WRITING FILE fn ft ON DISK 

DMSITS122S ERROR IN CALL TO routine FROM addr, ERROR CODE nnn (HEX xxxxxxxx) 
DKSEXT072E ERROR IN EXEC FILE fn LINE nn - message 

DMSACC240S ERROR LOADING READ OS ROUTINE • DHSEOS TEXT' 

DHSARN008W ERROR HESSAGES ISSOED 
DHSLKD008W ERROR NESSAGES ISSOED 

DMSPRT123S ERROR PRINTING FILE • f n ft fm« 

DHSDSK118S ERROR PUNCHING FILE 
DBSP0N118S ERROR PUNCHING FILE • f n ft fm« 

DMSVMF110S ERROR READING 'TAPn [ (cuu) ]• 

DMSTLB110S ERROR READING 'TAPn [ (CUU) ]• 

DMSTPE110S ERROR READING 'TAPnCcuu)' 

DMSTMAIIOS ERROR READING 'TAPn' 

DMSTPD110S ERROR READING "TAPn* 

DMSDSK124S ERROR READING CARD FILE 
DMSEDC124S ERROR READING CARD PILE 

DHSVPD110S ERROR READING TAP1 (181) . 

DMSARX074E ERROR SETTING/RESETTING AUXILIARY DIRECTORY 
DMSASM074E ERROR SETTING/RESETTING AUXILIARY DIRECTORY 

DHSTLB111S ERROR WRITING 'TAPn (cuu) • 
DMSTPE111S ERROR WRITING 'TAPn (can)' 

DKSEDI117S ERROR WRITING TO DISPLAY TERMINAL 
DHS?HF117S ERROR WRITING TO DISPLAY TERMINAL 



DMSLI0169S ESDID TABLE OVERFLOW 
DHSLI0740I EXECUTION BEGINS ... 
DMSTGNSem FETCHING sysname. . . 

DHSERS002E FILE [ • f n [ft [fm]]'] NOT FOUND 



DMSDSL002E FILE 
DMSCMP002E FILE 

DMSTPD703I FILE 
DMSGRN002E FILE 
DMSIFC002E FILE 

DMSCPY030E FILE 
DMSRNM030E FILE 
DMSCPY02aE FILE 
DMSRNM024E FILE 

DHSLBM056E FILE 
DHSLBT056E FILE 
DMSLBT056W FILE 
DMSNCP056E FILE 
DMSSYN056E FILE 

DfiSPRT033E FILE 
DHSPUN033E FILE 
DHSSVT033E FILE 
DHSTYP033E FILE 

DMSSRT034E FILE 



fm doslib' NOT FOUND 
fn [ft [fm]]' NOT FOUND 

fn ft [fm]' COPIED 
fn ft [fm]' NOT FOUND 
fn ft [fm]' NOT FOUND 



fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 

fn ft fm 

fn ft f m 
fn ft fm 
fn ft fm 
fn ft fm 

fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 

fn ft fm 



ALREADY ACTIVE 

ALREADY ACTIVE 

ALREADY EXISTS — SPECIFY 'REPLACE' 

ALREADY EXISTS 

CONTAINS INVALID RECORD FORMATS 

CONTAINS INVALID [ HAME| ALIAS| ENTRY| BSD] RECORD FORMATS 

CONTAINS INVALID [ NAME( ALIAS! ENTRIj ESD ] RECORD FOBMATS 

CONTAINS INVALID RECORD FORMATS 

CONTAINS INVALID RECORD FORMATS 

IS NOT A LIBRARY 
IS NOT A LIBRARY 
IS NOT A LIBRARY 
IS NOT A LIBRARY 

IS NOT FIXED LENGTH 



DMSAEN007E FILE 'fn ft fm' IS NOT FIXED, 80 CHAR, RECORDS 
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DHSDLK007E FILE 

DMSIFC007E FILE 

DMSLKD007E FILE 

DMSOPD007E FILE 

DMSSYN007E FILE 



DMSDSK002E 
DKSGND002W 
DHSLBM002W 
DMSMVE002E 
DMSPRT002E 
DMSPDN002E 
DMSENM002E 
DMSEUN002E 
DMSSRT002E 
DMSSTT002E 
DMSSYN002E 
^'*STPE002E 
DHSTYP002E 
DMSDPD002E 



FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 

■PTT V 

FILE 
FILE 



DMSEDI132S FILE 

DMSLI0056E FILE 
DMSZAP056E FILE 

DHSGEN007E FILE 
DHSZAP007E FILE 

DBSZAP208E FILE 
DHSZAP210E FILE 



DMSAEN002E 
DMSGLB002W 
DHSLBM002E 
DHSLBT002E 
DHSLBT002H 
DMSLI0002E 
DMSMDP002E 
DMSMOD002E 
DMSSLN002E 
DHSZAP002E 
DMSZAP002S 

DMSABX007E 
DMS&EX002E 

DKSASW007E 
DBSASM002E 
DMSLKD002E 
DMSNCP002E 



FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 
FILE 

FILE 
FILE 

FILE 
FILE 
FILE 
FILE 



DMSEEV002E FILE 



DI1SLGT002I 
DMSLIO002I 

DMSAMS007E 
DMSAHS002E 



FILE 
FILE 



FILE 
FILE 



DMSAMS722I FILE 



fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 



fm 
f m 



fn ft 
fn ft 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft fm 
fn ft f E 
fn ft fm 
fn ft fm 



IS NOT FIXED, 80 CHAE. 

IS NOT FIXED, 80 CHAE. 

IS NOT FIXED, 80 CHAR, 

IS NOT FIXED, 80 CHAR. 

IS NOT FIXED, 80 CHAR. 



RECORDS 
RECOEDS 
RECORDS 
RECORDS 
RECORDS 



NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 



FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 



fn ft fm« TOO LARGE 



fn ft 
fn ft 

fn ft 
fn ft 

fn ft 
fn ft 

fn ft 
fn ft 
fn ft 
fn ft 
fn ft 
fn ft 
fn ft 
fn ft 
fn ft 
fn ft 
fn ft 



CONTAINS INVALID RECORD FORMATS 
CONTAINS INVALID RECORD FORMATS 

IS NOT FIXED, 80 CHAR. RECORDS 
IS NOT FIXED, 80 CHAE. RECOEDS 

IS NOT VAEIABLE EECOED FOEMAT 
IS ON A READ/ONLY DISK 



NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 
NOT 



FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 
FOUND 



fn ASM3705' IS NOT FIXED, 80-CHAR. RECORDS 
fn ASM3705" NOT FOUND 

fn ASSEMBLE' IS NOT FIXED, 80-CHAR. RECOEDS 

fn ASSEMBLE' NOT FOUND 

fn ASSEMBLE' NOT FOUND 

fn ASSEMBLE' NOT FOUND 

fn ESEEV NOT FOUND 

fn' TXTLIB NOT FOUND 
fn' TXTLIB NOT FOUND 

fnamel AMSERV fm' NOT FIXED 80-CHAE. EECORDS 
fnamel AMSERV NOT FOUND 

fname2 LISTING fm' WILL HOLD AMSERV OUTPUT 



DMSACC002E FILE 'DMSEOS TEXT' NOT FOUND 

DMSEDI024E FILE 'EDIT CMSUT1 fm' ALBEADY EXISTS 

DMSOPD02aE FILE 'UPDATE CMSUTI f m • ALREADY EXISTS 

DMSFOR253E FILE fn ft fm CANNOT BE HANDLED WITH SUPPLIED PARAMETER LIST 

DMSLST002E FILE NOT FOUND 

DMSFNS908T FILE SYSTEM EREOE DETECTED. VIRTUAL ADDE 'cuu'. EEASON CODE 'nn'. 



DMSACC060E FILE (S) ' f n [ft [fm]]' NOT FOUND. DISK 'fflode (C'JU) • WILL NOT BE ACCESSED 



DMSFLD224E 
DMSAEX038E 



FILEID ALEEADY IN USE 

FILEID CONFLICT FOE DDNAME »ASM3705« 
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DHSaSH038E FILEID CONFLICT FOB DDNAME 'ASSEHBLE' 

DMSCBP209W FILES DO NOT COHPiHE 

DMSFOE603R FORMAT WILL ERASE ALL FILES ON DISK 'mode (cuu) ' . DO YOO WISH TO CONTINUE? (YES|NO) 

DMSFOR733I FORMATTING DISK 'mode' 

DMSFRE167T FREE STORAGE MANAGEMENT ERROR, INTERNAL CODE ERROR nn 
DHSDOS094E FROM ADDRESS ON MVCOM MACRO INVALID 

DMSNCP099W GENERATION PARAMETERS INCOMPATIBLE WITH VH/370 

DHSHLP251E HELP PROCESSING ERROR, CODE nnn 'description* 

DMSHLP907T I/O ERROR ON FILE • f n ft fm' 
DMSLBM907T I/O ERROR ON FILE 'fn ft fm« 
DMSLI0907T I/O ERROR ON FILE 'fn ft fm* 

DMSMVE128S I/O ERROR ON INPOT AFTER READING nnn RECORDS: INPUT ERROR code ON ddname 
DMSMVE129S I/O ERROR ON OUTPUT WRITING RECORD NUMBER nnnn: OUTPUT ERROR code ON ddname 

DMSHLP250S I/O ERROR OR DEVICE ERROR 

DHSLDS222E I/O ERROR READING 'data set name' FROM {'f b' | OS | DOS} DISK 
DMSREA830E I/O ERROR READING A RECORD FROM THE ERROR RECORDING CYLINDERS 
DMSLDS231E I/O ERROR READING VTOC FROM {' f m' | 0S| DOS} DISK 

DMSCMP019E IDENTICAL FILEIDS 
DMSRNM019E IDENTICAL FILEIDS 
DMSSRT019E IDENTICAL FILEIDS 

DMSCPI903T IMPOSSIBLE PHASE CODE 'XX' 

DMSDLB305E INCOMPLETE EXTENT RANGE 

DMSCMP054E INCOMPLETE FILEID SPECIFIED 

DMSCPY054E INCOMPLETE FILEID SPECIFIED 

DMSDSK054E INCOMPLETE FILEID SPECIFIED 

DMSEDI054E INCOMPLETE FILEID SPECIFIED 

DMSERS054E INCOMPLETE FILEID SPECIFIED 

DMSGRN054E INCOMPLETE FILEID SPECIFIED 

DMSPRT054E INCOMPLETE FILEID SPECIFIED 

DMSPUHOShE ISCOnPLExE FILEID SPECIFIED 

DMSRDCOSUE INCOMPLETE FILEID SPECIFIED 

DMSRNMOSaE INCOMPLETE FILEID SPECIFIED 

DMSSRT054E INCOMPLETE FILEID SPECIFIED 

DMSSTTOSUE INCOMPLETE FILEID SPECIFIED 

DMSTYP054E INCOMPLETE FILEID SPECIFIED 

DMSMVEOaiE INPUT AND OUTPUT FILES ARE THE SAME 

DMSSRV411S INPUT ERROR CODE 'nn' ON {SYSRES| SYSSLB} 

DHSFCHtJllS INPUT ERROR CODE 'nn' ON • {SYSRES| SYSCLB} ' 

DMSRRVUIIS INPUT ERROR CODE 'nn' ON • {SYSEES | SYSRLB} • 

DMSPRVailS INPUT ERROR CODE 'nn' ON 'SYSRES' 

DMSCPY068E INPUT FILE 'fn ft fm' NOT IN PACKED FORMAT 

DMSUPD210W INPUT FILE SEQUENCE ERROR: ' • TO ' ' 

DMSHLP002E INPUT FILE (S) 'fn ft fm' NOT FOUND 

DMSINI612E INSTALLATION HEADING = 

DMSFRE159T INSUFFICIENT STORAGE AVAILABLE TO SATISFY DMSFREE REQUEST FROM addr 
DMSUPD300E INSUFFICIENT STORAGE TO BEGIN UPDATE- 
DMSUPD299E INSUFFICIENT STORAGE TO COMPLETE UPDATE. 

DMSCI0145S INTERVENTION REQUIRED ON {PRINTER | PUNCH} 
DMSPI01U5S INTERVENTION REQUIRED ON PRINTER 



DMSCPY064E INVALID [TRANSLATE] SPECIFICATION AT OR NEAR ' 
DMSCMP062E INVALID * IN FILEID 
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DMSPET062E INVALID * 
DHSPON062E INVALID * 
DHSEDC062E INVALID * 
DI1STIP062E INVALID * 
DHSDSK062E INVALID * 



IN FILEID 
IN FILEID 
IN FILEID 
IN FILEID 
IN FILEID [ 'fn ft fm« ] 



DMSHNM062E INVALID * IN OOTPOT FILEID 
DMSSBT062E INVALID * IN OOTPOT FILEID 

DMSVGN369E INVALID - RELEASE 31 OK LATER REQOIEED 
DMSOPDISBE INVALID {CONTEOL| AOX) FILE CONTROL CARD 
DHSINI080E INVALID {CYL|BLK} NOHBER - REENTER 
DMSSTT062E INVALID »char» IN FILEID ' f n ft» 

DMSCMS095E INVALID ADDRESS 'address' 

DMSDOS095E INVALID ADDRESS 'address' 

DMSDSV095E INVALID ADDRESS 'address' 

DMSGEN095E INVALID ADDRESS 'address' 

DMSERV070E INVALID ARGOMENT 'argument' 

DMSASN087E INVALID ASSIGNMENT OF 'SYSxxx' TO DEVICE 'device' 

DMSDSK078E INVALID CARD IN INPOT DECK 

DMSGRN078E INVALID CARD IN INPOT FILE '80 character card image' 

DMSCPY062E INVALID CHAR '{=|*|char)' IN FILEID [ ' f n ft fm]' 
DMSDPD185W INVALID CHAR IN SEQDENCE FIELD • ' 

DMSFLD704I INVALID CLEAR REQOEST 
DMSLBD704I INVALID CLEAR REQOEST 

DBSZAP190i INVALID CONTROL RECORD OR NO GO SWITCH SET 
DMSINI080E INVALID CYLINDER NOHBER - REENTER 

DHSNCP025E INVALID DATA IN 3701 CONTROL PROGRAH 

DMSDLB221E INVALID DATA SET NAME 

DMSLBD221E INVALID DATA SET NAME 

DMSLDS221E INVALID DATA SET NAME 

DMSFLD221E INVALID DATA SET NAME 'data set name' 

DMSDLB086E INVALID DDNAME 'ddname' 
DMSMVE086E INVALID DDNAME 'ddname* 

DMSFLD027E INVALID DEVICE 'device name' 
DMSTLB027E INVALID DEVICE 'device name' 
DMSTPE027E INVALID DEVICE 'device name' 
DMSASN027E INVALID DEVICE 'device' 
DMSEEV027E INVALID DEVICE 'device' FOR SYSxxx 
DMSDSV027E INVALID DEVICE 'nn' 

DMSINI079E INVALID DEVICE ADDRESS - REENTER 

DMSACC017E INVALID DEVICE ADDRESS »cuu' 

DMSAEE017E INVALID DEVICE ADDRESS 'cuu' 

DMSFOP017E INVALID DEVICE ADDRESS 'cuu' 

DMSTPE017E INVALID DEVICE ADDRESS 'cuu' 

DMSASN090E INVALID DEVICE CLASS • deviceclass' FOE 'device' 



DMSFEE160T INVALID DMSFEEE CALL FEOM addr 

DMSFRE161T INVALID DHSFRET CALL FEOM addr, EEEOR NUMBER nn 

DMSLDS227il INVALID EXTENT FOOND FOR ' datasetname' ON 'fm' DISK 

DMSMOD032E INVALID FILETYPE 'ft' 
DMSSYN032E INVALID FILETYPE 'ft' 



DMSDSK014E 
DMSDSLOItE 
DMSGLBOIUE 
DMSLBM014E 
DMSLBT014E 
DMSOVEOiaS 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



FONCTION 
FUNCTION 
FONCTION 
FONCTION 
FONCTION 
FONCTION 



'function' 
' function' 
' function' 
•function' 
•function' 
' function' 
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DMSQEY01UE INVALID FUNCTION 'function' 
DMSSET014E INVALID FUNCTION 'function' 
DMSTPE014E INVALID FUNCTION 'function' 
DHSZAP014E INVALID FUNCTION 'function' 

DMSSHN133S INVALID GETMAIN OH FREEMAIN SPECIFICATION 
DHSSTG133S INVALID GETHAIN OR FREEHAIN SPECIFICATION 

DHSTIP049E INVALID LINE NUMBER 'line number' 



DMSCPY048E 


INVALID 


MODE 'fa* 


DMSACCOaSE 


INVALID 


HODE 'Boae' 


DHSARE048E 


INVALID 


MODE 'mode' 


DMSDLB048E 


INVALID 


MODE 'mode' 


DnSDSK048E 


INVALID 


HODE 'JBods' 


DHSEES048E 


INVALID 


MODE 'mode' 


DHSFOE048E 


INVALID 


MODE 'mode' 


DHSGRN048E 


INVALID 


MODE 'mode' 


DHSLDS048E 


INVALID 


MODE 'mode' 


DMSLST048E 


INVALID 


MODE 'mode' 


DHSMVE048E 


INVALID 


MODE 'mode' 


DMSPBT048E 


INVALID 


MODE 'mode' 


DMSRNK048E 


INVALID 


MODE 'mode' 


DHSRUN048E 


INVALID 


MODE 'mode' 


DKSSET048E 


INVALID 


MODE 'mode' 


DMSSTT048E 


INVALID 


MODE 'mode' 


DHSTPE048E 


INVALID 


MODE 'mode' 


DMSUPD048E 


INVALID 


MODE 'mode' 


DHSRNM051E 


INVALID 


MODE CHANGE 


DMSDLB304E 


INVALID 


OPERAND 


VALUE 'value 


DHSACC003E 


INVALID 


OPTION 


option' 


DHSAMS003E 


INVALID 


OPTION 


option' 


D11SARN003E 


INVALID 


OPTION 


option' 


DMSARX003E 


INVALID 


OPTION 


option' 


DHSASN003E 


INVALID 


OPTION 


option' 


DBSASN003E 


INVALID 


OPTION 


option' 


DMSCBP003E 


INVALID 


OPTION 


•option' 


DBSCPY003E 


INVALID 


OPTION 


option' 


DHSDLB003E 


INVALID 


OPTION 


option' 


DHSDLK003E 


INVALID 


OPTION 


option' 


DHSDSL003E 


INVALID 




option' 


DMSDSV003E 


INVALID 


OPTION 


option' 


DKSEDI003E 


INVALID 


OPTION 


option' 


DHSEHS003E 


INVALID 


OPTION 


option' 


DMSFET003E 


INVALID 


OPTION 


'option' 


DMSFLD003E 


INVALID 


OPTION 


option' 


DMSFOH003E 


INVALID 


OPTION 


option' 


DHSGRN003E 


INVALID 


OPTION 


option' 


DKSHLP003E 


INVALID 


OPTION 


option' 


DMSLBD003E 


INVALID 


OPTION 


option' 


DMSLBK003E 


INVALID 


OPTION 


option' 


DMSLBT003E 


INVALID 


OPTION 


option' 


DHSLDS003E 


INVALID 


OPTION 


option' 


DMSLIO003E 


INVALID 


OPTION 


option' 


D!!SLLn003E 


INVALID 


OPTION 


'option' 


DHSLST003E 


INVALID 


OPTION 


'option' 


DMSI1OD003E 


INVALID 


OPTION 


option' 


DHSHIVE003E 


INVALID 


OPTION 


'option' 


DBSNCP003E 


INVALID 


OPTION 


'option' 


DHSPRT003E 


INVALID 


OPTION 


'option' 


DHSPEV003E 


INVALID 


OPTION 


option' 


DHSPUN003E 


INVALID 


OPTION 


option' 


DHSBNH003E 


INVALID 


OPTION 


'option' 


DHSRRV003E 


INVALID 


OPTION ' 


option' 


DHSSRV003E 


INVALID 


OPTION 


option' 


DMSSTN003E 


INVALID 


OPTION 


option' 


DHSTHA003E 


INVALID 


OPTION 


option' 


DHSTPD003E 


INVALID 


OPTION 


option' 


DHSTPE003E 


INVALID 


OPTION 


option' 


DHSTTP003E 


INVALID 


OPTION 


option' 
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DMSUPD003E INVALID OPTION 'option* 
DMSZAP003E INVALID OPTION 'option* 



DMSAHS070E 
DMSABE070E 
DMSAEX070E 
DHSASM070E 
DBSASN029E 
DMSRSN070E 
DMSCMP029E 
DMSCPY029E 
DMSDLB070E 
DMSDLK070E 
DMSDSK070E 
DHSDSL070E 
DMSDSV070E 
DMSEDI029E 
DMSERS070E 
DMSFET029E 
DMSFET070E 
DMSFLD029E 
DMSFLD070E 
DHSFOB070E 
DMSGND070E 
DHSIFC070E 
DHSLBD070E 
DBSLBM070E 
DBSLIO029E 
DHSLKD070E 
DMSLLO070E 
DMSLST070E 
DMSHDP070E 
DMSHOD070E 
DMSHVE070E 
DHSOPT070E 
DHSPET029E 
DHSPET070E 
DHSPRV070E 
DMSQEY026E 
DMSQET070E 
DMSERV070E 
DMSBDN070E 
DHSSET026E 
DMSSET070E 
DMSSET070E 
DMSSEV070E 
D11SSSK070E 
DMSSTT070E 
DMSTMA070E 
DWSTPE029E 
DBSTPE070E 
DBSTYP029E 
DBSDPD070E 
DBSVMF070E 
DBSVPD070E 
DBSZAP070E 
DBSLBD029E 



INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
ISViLlD 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 
INVALID 



PAEABETEB 
PARAHETEE 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PABABETES 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEB 

PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEE 
PAEABETEB 
PABAHETEB 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEE 
PAEABETEE 
PAEABETEB 
PAEABETEE 
PAEABETEB 
PAEABETEE 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEE 
PAEABETEE 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEB 
PAEABETEE 
PAEABETEE 
PAEABETEE 
PAEABETEE 
PAEABETEE 
PAEABETEB 
PAEABETEB 
PAEABETEB 



parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
pilrciss i.er 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
parameter 
paramter' 



IN THE OPTION 'option' FIELD. 

IN THE OPTION 'COL* FIELD 
IN THE OPTION 'option* FIELD 



IN THE OPTION 'LEECL' FIELD 



j-N THE GPTICN GRIG^N' FIELD 



IN THE OPTION 'option' FIELD 



IN THE OPTION 'option' FIELD 



IN THE OPTION 'option' FIELD 
FOE 'function' FONCTION 

FOB 'function' FONCTION 



IN THE OPTION 'option' FIELD 
[IN THE OPTION 'option' FIELD] 

IN THE OPTION 'option' FILEID 



DflSDBP020» INVALID PDOflP ADDEESS 'address' - NO DOBP OPEBATION PEEFOBHED 

DBSTBA057E INVALID BECOBD FOEBAT 
DBSTPE057E INVALID BECOBD FOBBAT 

DBSINI081E INVALID EEPLY - ANSWEB "YES" OB "NO" 
DBSVGN360E INVALID BESPONSE 'response'. 
DBSSET053E INVALID SOET FIELD PAIB DEFINED 
DBSSSK363E INVALID STAETING ADDEESS 'startadr' 
DBSSSK362E INVALID STOBAGE PEOTECT KEY 'key' 

DBSASN035E INVALID TAPE BODE 
DBSFLD035E INVALID TAPE BODE 
DBSVMF035E INVALID TAPE BODE 
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DHSOPD207W INVALID UPDATE FILE COHTHOL CARD 
DMSBOD08UE INVALID USE OF •FEOH« AND 'TO* OPTIONS 
DHSZAP248W INVALID VEE/EEP DISP - SET NO GO SWITCH 

DHSINI608E IPL DEVICE ADDRESS = cuu 
DMSINI082E IPL DEVICE EESOB - SEENTEE 
DMSINI902T IPL DEVICE EEAD I/O EREOE 
DMSINI131S IPL DEVICE WEITE I/O EREOE 

DHSDOS160S JOB CANCELED DOE TO PEOGEAM REQOEST 
DBSBTP106E JOB CARD FOBMAT INVALID 

DBSCPT157E LABEL 'label' NOT FOUND IN FILE • f n ft fffl' 



DQSLBn213W LIBRARY 'fn ft fa' 
DMSLBT213i LIBRARY 'fn ft fa' 



NOT CREATED 
NOT CREATED 



DMSDLK210E LIBRARY • f n ft' IS ON A READ-ONLY DISK 
DBSDSL2131I LIBRARY 'fn DOSLIB fa' NOT CREATED. 

DBSVGN362I LINK EDITING sysnaae 

DBSLI0116S LOADER TABLE OVERFLOW 
DfiSB0D116S LOADER TABLE OVERFLOW 
DBSSET031E LOADER TABLES CANNOT BE BODIFIED 

DBSLBB157S BACLIB LIBIT EXCEEDED [, LAST BEHBER ADDED WAS ' aembername' ] 

DBSDLB320I BAIIBOB NUBBER OF DISK ENTRIES BECORDED 

DBSDLB321I BAXIBUB NUBBER OF EXTENTS RECORDED 

DBSSRT212E BAXIBUB NUBBER OF RECORDS EXCEEDED 

DBSITS135S BAXIBUB SVC DEPTH 20 HAS BEEN EXCEEDED WITH CALL AT addr 

DBSZAP247W BEBBER 'name' NOT FOUND - SET NO GO SWITCH 

DBSLBfl013W BEBBEE 'naae' NOT FOUND IN LIBEAEY ' f n ft fm' 

DBSLBT013E BEBBEE 'name' NOT FOUND IN LIBEAEY 'fn ft fm' 

DBSNCP013E BEBBEE 'naae' NOT FOUND IN LIBEAEY ' f n ft fa' 

DBSPET013E BEBBEE 'name' NOT FOUND IN LIBEAEY 

DBSPUN013E BEBBEE 'naae' NOT FOUND IN LIBEAEY 

DBSTYP013E BEBBEE 'naae' NOT FOUND IN LIBEAEY 
DBSZAP751I BEBBER FOUND IN LIBRARY 'fn' 

DBSUPD179E BISSING OR DUPLICATE 'BACS' CARD IN CONTROL FILE 'fn ft fm' 
DBSUPD180W BISSING PTF FILE • f n ft fm' 

DBSBEV004E BODULE 'aodule' NOT FOUND 

DBSABX052E BOEE THAN 100 CHAES OF OPTIONS SPECIFIED 

DBSASB052E BOEE THAN 100 CHAES OF OPTIONS SPECIFIED 

DBSIFC831E BORE THAN 100 CHARS OF OPTIONS SPECIFIED 

DBSGLB108S BOEE THAN 8 LIBRARIES SPECIFIED 

DBSDOS093E BVCOB BACRO ATTEBPT TO ALTER OTHEE THAN POSITION 12-23 OF COBREG 

DBSDSV028W NO {PBIVATE| SYSTEB) TBANSIENT DIEECTOEY ENTBIES 
DBSCPY063E NO {TBANSLATION| SPECIFICATION} LIST ENTEEED 
DfiSBODOOSE NO '{FBOMITO} ENTEY' SPECIFIED 

DBSLIO005E NO 'option' SPECIFIED 

DBSLKD005E NO 'option' SPECIFIED 

DBSQEY005E NO 'option' SPECIFIED 

DBSTYP005E NO 'option' SPECIFIED 

DBSPBV097E NO 'SYSEES' VOLUBE ACTIVE 
DBSEEV097E NO 'SYSEES' VOLUBE ACTIVE 
DBSSEV097E NO 'SYSEES' VOLUBE ACTIVE 

DBSEUN999E NO ft PBOCESSOE FOUND 

DBSBTB100E NO BATCH PEOCESSOE AVAILABLE 
DfiSSEV098E NO BOOK NABE SPECIFIED 

DBS0PL158E NO CBS/DOS PBOCEDUEE LIBEAEY SUPPOET 
DBSASN366E NO CBS/DOS SUPPORT FOE NATIVE 3350 DISK 
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DMSCMP005E NO COLUMN SPECIFIED 
DHSDSV022W NO COEE IMAGE DIEECTORY 

DMSLDS226E NO DATA SET NAME ALLOWED WITH FEEE OPTION 
DMSAMS228E NO DDNAME ENTERED 

DMSAEE028E NO DEVICE SPECIFIED 
DMSFOE028E NO DEVICE SPECIFIED 

DMSGND022E NO DIRECTORY NAME SPECIFIED 

DMSPRT039E NO ENTRIES IN LIBRARY "fn ft fm« 
DMSPDN039E NO ENTRIES IN LIBRARY ' f n ft fm' 
DMSTYP039E NO ENTRIES IN LIBRARY • f n ft fB» 

DMSLIO055E NO ENTRY POINT DEFINED 

DMSRDC0U2E NO FILEID SPECIFIED 
UHSXi'ji042B NO ilL&lu bBECxtlEl) 
DMSCPY042E NO FILEID (S) SPECIFIED 

DMSLDS223E NO FILEMODE SPECIFIED 

DMSAMS001E NO FILENAME SPECIFIED 

DMSABN001E NO FILENAME SPECIFIED 

DMSARX001E NO FILENAME SPECIFIED 

DMSASM001E NO FILENAME SPECIFIED 

DMSDLB001E NO FILENAME SPECIFIED 

DMSDLK001E NO FILENAME SPECIFIED 

DMSERV001E NO FILENAME SPECIFIED 

DMSEXC001E NO FILENAME SPECIFIED 

DMSLBM001E NO FILENAME SPECIFIED 

DMSLBT001E NO FILENAME SPECIFIED 

DMSLIO001E NO FILENAME SPECIFIED 

DMSLKD001E NO FILENAME SPECIFIED 

DMSMDP001E NO FILENAME SPECIFIED 

DMSMOD001E NO FILENAME SPECIFIED 

DMSNCP001E NO FILENAME SPECIFIED 

DMSEUN001E NO FILENAME SPECIFIED 

DMSTMA001E NO FILENAME SPECIFIED 

DMSOPD001E NO FILENAME SPECIFIED 

DMSZAP001E NO FILENAME SPECIFIED 

DMSHOD040E NO FILES LOADED 

DMSDLB023E NO FILETYPE SPECIFIED 

DMSFLD023E NO FILETYPE SPECIFIED 

DMSIFC023E NO FILETYPE SPECIFIED 

DMSTPE023E NO FILETYPE SPECIFIED 

DMSLDS233I NO FREE SPACE AVAILABLE ON 'fm« DISK 

DMSDSK047E NO FUNCTION SPECIFIED 

DMSDSL047E NO FUNCTION SPECIFIED 

DMSDSV047E NO FUNCTION SPECIFIED 

DMSGLB047E NO FUNCTION SPECIFIED 

DMSLBM0a7E NO FUNCTION SPECIFIED 

DMSLBT0U7E NO FUNCTION SPECIFIED 

DMSOVR047E NO FUNCTION SPECIFIED 

DMSQRY047E NO FUNCTION SPECIFIED 

DMSSET047E NO FUNCTION SPECIFIED 

DMSTPE047E NO FUNCTION SPECIFIED 

DMSVMF047E NO FUNCTION SPECIFIED 

DMSZAP047E NO FUNCTION SPECIFIED 

DMSBTP105E NO JOB CARD PROVIDED 

DMSDSL046E NO LIBRARY NAME SPECIFIED 
DMSLBM046E NO LIBRARY NAME SPECIFIED 
DMSLBT046E NO LIBRARY NAME SPECIFIED 

DMSSET063E NO LIST ENTERED 

DMSMDP018E NO LOAD MAP AVAILABLE 

DMSZAP246W NO LOADER TABLE PRESENT FOE MODULE ' f n • - SET NO GO SWITCH 
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DHS&SN028E NO LOGICAL ONIT SPECIFIED 



DMSLDS229I NO 
DMSBEV098E NO 



MEMBERS FOUND 

MODDLE NAME SPECIFIED 



DMSFOE005E NO OPTION 'option' SPECIFIED 



DMSDSL098E NO 
DMSFET098E NO 



PHASE NAME SPECIFIED 
PHASE NAME SPECIFIED 



DMSDSV027H NO 
DMSFCH016E NO 



PRIVATE CORE IMAGE LIBRARY 
PRIVATE CORE IMAGE LIBBAEY FOUND 



DMSDSV02aw NO 
DMSPEVQ98E NO 



PROCEDURE DIRECTORY 
PRQCSDOBE NAME SPECIFIED 



DMSLLU006E 
DMSPRV006E 
DMSRRV006E 
DMSSRV006E 
DMSCMS006E 
DMSGEN006E 



NO READ/WRITE 'A' 

NO READ/WRITE 'A' 

NO READ/WRITE 'A« 

NO READ/WRITE "A* 

NO READ/WRITE 'A' 

NO READ/WRITE 'A' 



DISK ACCESSED 
DISK ACCESSED 
DISK ACCESSED 
DISK ACCESSED 
DISK ACCESSED 
DISK ACCESSED 



DMSARN006E NO READ/WRITE DISK ACCESSED 

DMSARX006E NO READ/WRITE DISK ACCESSED 

DMSASM006E NO READ/IRITE DISK ACCESSED 

DMSDLK006E NO READ/WRITE DISK ACCESSED 

DMSERV006E NO READ/WRITE DISK ACCESSED 

DMSLKD006E NO READ/WRITE DISK ACCESSED 

DHSVMF006E NO READ/WRITE DISK ACCESSED 

DMSAMS006E NO READ/WRITE DISK ACCESSED FOR • fname2 LISTING" 

DMSCPI173E NO RECORDS WERE COPIED TO OUTPUT FILE 'fn ft fm' 
DMSDSV023W NO RELOCATABLE DIRECTORY 

DMSDSV025W NO SOURCE STATEMENT DIRECTORY 
DMSSYN712I NO SYNONYMS. (DMSINA NOT IN NUCLEUS) 

DMSBOP302E NO SYSxxx OPERAND SPECIFIED 
DMSDLB302E NO SYSxxx OPERAND ENTERED 
DMSLLU303E NO SYSxxx SATISFIES REQUEST 

DMSSYN711I NO SYSTEM SYNONYMS IN EFFECT 

DMSDSy021H NO TRANSIENT DIRECTORY 

DMSSET061E NO TRANSLATION CHARACTER SPECIFIED 

DMSUPD181E NO UPDATE FILES WERE FOUND 

DMSDLB32m NO USER DEFINED DLBL's IN EFFECT 
DMSLBD324I NO USER DEFINED LABELDEF's IN EFFECT 
DMSQRY324I NO USER DEFINED LABELDEF's IN EFFCT 

DMSERR215T NO VIRTUAL CONSOLE ATTACHED. RE-IPL CMS 

DMSVIP230E NO. OF VSAM EXIT ROUTINES HAS EXCEEDED MAX OF 128 - UNABLE TO CONTINUE 

DMSDLB005E NO" {CAT| BUFSP} • SPECIFIED 

DMSFLDa20E NSL EXIT FILENAME MISSING OR INVALID 
DMSTMA420E NSL EXIT FILENAME MISSING OR INVALID 
DMSTPD420E NSL EXIT FILENAME MISSING OR INVALID 

DMSINI609R NUCLEUS {CYL|BLK} ADDRESS = nnn 

DMSINI083E NUCLEUS {CYL|BLK} SPECIFICATION UNACCEPTABLE, ERROR "X" 

DMSINI609B NUCLEUS CYL ADDRESS = nnn 

DMSINI083E NUCLEUS HILL OVERLAY CMS FILES - RECOMPUTE 

DMSRDC701I NULL FILE 
DMSTPE701I NULL FILE 

DMSLBT106S NUMBER OF MEMBER NAMES EXCEEDS MAX "nnnn". FILE "fn ft' NOT ADDED 
DMSCPY103S NUMBER OF SPECS EXCEEDS MAX 20 

DMSBOP089E OPEN EBROR CODE "nn' ON {fD| SYSxxx|TAPn} 
DMSSOP036E OPEN ERROR CODE 'nn' ON 'ddname' 
DMSOPL089E OPEN ERROR CODE 'nn' ON SYSxxx 
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DHSDPD187E OPTION 'STK« INVALID SITHOOT »CTL' 

DMSACC230W OS DISK - FILEID AND/OB OPTIONS SPECIFIED ARE IGNORED 

DMSMVE069E ODTPOT DISK 'mode" IS NOT ACCESSED 

DMSMVE037E ODTPOT DISK • mode • IS READ/ONLY 

DBSXCP037E ODTPOT DISK mode (cuu) IS READ/ONLY 

DMSSET050E PARAMETER MISSING AFTER {DDNAME| SYSXXX 1 function} 

DMSDLB050E PARAMETER MISSING AFTER DDNAME 

DMSFLD050E PARAMETER MISSING AFTER DDNAME 

DMSASN050E PARAMETER MISSING AFTER SYSxxx 

DMSZAP191W PATCH OVERLAPS - SET NO GO SWITCH 

DMSMVE225I PDS MEMBER • Beobername' MOVED 

DMSFNS909T PERM I/O ERROR ON 'cuu'. CSW cccccccc cccccccc SENSE ssssssss ssssssss ssssssss 
ssssssss ssssssss ssssssss. 

DMSCRD171T PERMANENT CONSOLE ERROR. RE-IPL CBS. 

DMSCWR171T PERMANENT CONSOLE ERROR. RE-IPL CMS. 

DMSCIT171T PERMANENT CONSOLE ERROR, RE-IPL CMS. 

DMSFOR125S PERMANENT DNIT CHECK ON DISK » mode (cuu) • 

DMSFET710I PHASE 'phase' ENTRY POINT AT LOCATION XXXXXX 

DMSDOS004E PHASE 'phase' NOT FODND 

DMSFET004E PHASE 'phase' NOT FOOND 

DMSDSL013W PHASE 'phase' NOT FOOND IN LIBRARY ' f n DOSLIB fa' 

DMSFCH115E PHASE LOAD POINT LESS THAN 'address' 

DMSZAP193II PRECEDING CONTROL RECORD FLOSHED 

DMSCMP010E PREMATORE EOF ON FILE ['fn ft [fm]'] 

DMSTPE010E PREMATORE EOF ON FILE ' f n ft fm' 

DMSOPD0101 PREMATORE EOF ON FILE 'fn ft fm' — SEQ NOMBEB ' ' NOT FOOND 

DMSLBM167S PREVIOOS MACLIB FONCTION NOT FINISHED 

DMSDBG113S PRINTER (cuu) NOT ATTACHED 

DMSPI0113S PRINTER NOT ATTACHED 

DMSPRV004E PEOCEDORE 'procedure' NOT FOOND 

DMSSTT227I PROCESSING VOLUME 'no' IN DATA SET 'data set name' 

DMSLIO206i PSEDDO REGISTER ALIGNMENT ERROR 

DMSLI0168S PSEDDO REGISTER TABLE OVERFLOW 

DMSDSK205W READER EMPTY OR NOT READY 

DMSRDC205W READER EMPTY OR NOT READY 

DMSEDI044E RECORD LENGTH EXCEEDS ALLOWABLE MAXIHOH 

DMSPRT044E RECORD LENGTH EXCEEDS ALLOWABLE MAXIMUM 

DMSPON044E RECORD LENGTH EXCEEDS ALLOWABLE MAXIMOM 

DMSRDC738I RECORD LENGTH IS 'nnn' BYTES 

DMSEDlT^tS REQDESTED FILE IS IN ACTIVE STATOS 

DMSINI607R REWRITE THE NUCLEUS? {YES | NO} 

DMSITSISaT SAVE AREA FOR SVC CALL FROM addr CANNOT BE ALLOCATED 

DMSDOS091E SAVEAREA ADDRESS IN PARTITION PIB NOT EQUIVALENT TO LTA SAVEAREA ADDRESS 

DMSSET142S SAVED SYSTEM NAME 'name' INVALID 

DMS0PD174W SEQUENCE ERROR INTRODUCED IN OUTPUT FILE: • ' TO • ' 

DMSUPD182W SEQUENCE INCREMENT IS ZERO 

DMSUPD186W SEQUENCE NUMBER ' ' NOT FOUND 

DMSnPDl76W SEQUENCING OVERFLOW FOLLOWING SEQ NUMBER ' ' 

DMSARN012W SEVERE ERROR MESSAGES ISSUED 

DMSLKD012W SEVERE ERROR MESSAGES ISSUED 

DMSIFC832S SOFTWARE INCOMPATIBILITY AT THE CPEREP-EREP INTERFACE. CODE=nnn 

DMSVGN366I STARTING TO READ PTF DECKS FROM READER... 
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DMSBOPtHaS STOEAGE NOT INITIALIZED FOB ?SAH PROCESSING 
DMSDOS413S STOEAGE NOT INITIALIZED FOB ?SAH PROCESSING 

DMSDOS092E STXIT SAVEAREA ADDRESS INVALID 

DBSITS136T S?C CALL FROM addr ILLEGALLY RE-ENTERS INTSVC. RE-IPL CMS 

DMSDLB306E SYSxxx NOT ASSIGNED FOR 'IGNORE' 

DMSSSK400S SYSTEM 'name' DOES NOT EXIST 
DMSBOP400S SYSTEM 'sysnaae' DOES NOT EXIST 
DMSSET400S SYSTEM 'sysname' DOES NOT EXIST 
DMSVIB400S SYSTEM 'sysname' DOES NOT EXIST 
DHSVGN365I SYSTEM sysnane SAVED 

DMSABN148T SYSTEM ABEND XXX CALLED FROM 'addr' 

DMSABN152T SYSTEM ABEND XXX CALLED FROM addr WHILE 'OFDBOSY' = xx. RE-IPL CHS 

DMSINI606R SYSTEM DISK ADDRESS = cuu 
DMSSET100W SYSTEM NAME 'name' NOT AVAILABLE 
DMSSSK365E SYSTEM NAME NOT SPECIFIED 

DMSBOP043E TAPn IS FILE PROTECTED 
DMSCLS043E TAPn IS FILE PROTECTED 
DMSTPE113S TAPn (cuu) NOT ATTACHED 

DMSXCP0a3E TAPE (cuu) IS FILE PROTECTED 
DMSVMF113S TAPE 'TAPn (cuu) ' NOT ATTACHED 
DMSTMA139S TAPE FILE EXCEEDS 9 CMS MACLIBS 

DMSVPD113S TAP1(181) NOT ATTACHED. 

DHSTPD707I TEN FILES COPIED 

DMSMVE706I TERM INPOT — TYPE NOLL LINE FOE END OF DATA 

DMSARN016B TERMINAL ERROR MESSAGES ISSDED 
DMSLKD0161f TERMINAL ERROR MESSAGES ISSOED 

DMSLIO201fl THE FOLLOWING NAMES ARE UNDEFINED: 

DMSCPY172E TO LABEL 'label' {EQOALS|IS AN INITIAL SOBSTEING OF} FRLABEL 'label' 

DMSCPY102S TOO MANY FILEIDS 

DMSAMS136S UNABLE TO LOAD 'IDCMAS'. 

DMSBD1145S UNABLE TO LOAD SAVED SYSTEM OR LOAD MODULE 

DMSMVE073E UNABLE TO OPEN FILE ddname 

DHSCPY901T UNEXPECTED ERROR AT 'addr': PLIST 'plist' AT 'addr', BASE 'addr', EC 'nn' 

DHSXCP161S UNEXPECTED EEROR CODE 'nn' ON 'SYSxxx' 

DMSFRE166T UNEXPECTED ERROR IN FREE STORAGE MANAGEMENT ROUTINE (INTERNAL ERROR CODE nn) . RE-IPL CMS 

DMSCPY904T UNEXPECTED UNPACK ERROR AT 'addr', BASE 'addr' 

DMSMVE127S UNSUPPORTED DEVICE FOR ddname 

DMSBOP088E UNSUPPORTED DTF TYPE 'dtftype* 

DMSCLS088E UNSUPPORTED DTF TYPE 'dtftype' 

DMSPDP088E UNSUPPORTED DTF TYPE 'dtftype' 

DMSSVT119S UNSUPPORTED FORM OF 'macro' MACRO 

DMSDOS096S UNSUPPORTED FUNCTION IN A LIOCS ROUTINE 

DMSSTT229E UNSUPPORTED OS DATA SET, ERROR 'code' 

DMSD0S121S UNSUPPORTED SVC no. (HEX no.) CALLED FBOM caller 

DMSSVT121S ONSUPPOETED SVC svc (HEX xx) CALLED FROM addr 

DMSITS134S UNSUPPORTED SVC 203 CODE nn CALLED FROM addr. 

DHSNCP015E UNSUPPORTED 370X CONTROL PROGRAM TYPE 

DMSUPD30'H UPDATE PROCESSING WILL BE DONE USING DISK. 
DMSSOP036W UPDATE REQUESTED FOR READ-ONLY DISK 
DHSUPD178I UPDATING ['fn ft fm' ] WITH 'fn ft fm' 

DMSABN155T USER ABEND nnnn CALLED FROM addr 

DMSSTT228I USER LABELS BYPASSED ON DATA SET 'data set name' 

DMSHLP252E VALID OPTIONS ARE: DESC FORM PARH ALL 
DMSZAP200W VERIFY REJECT - SET NO GO SWITCH 
DMSINI611R VERSION IDENTIFICATION = 

Appendix D. Message Text-to-Message Identifier Cross-Refer enct 315 



DMS 

DMSACC109S VIBTOAL STORAGE CAPACITY EXCEEDED 

DMSAMS109S VIETOAL STORAGE CAPACITY EXCEEDED 

DBSBHR109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSCMP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSDLB109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DHSERS109T VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSFCH109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSFNS109T VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSHLP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DBSLBM109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSLIO109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSMOD109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSNCP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DBSOVR109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DI1SSHN109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DMSSOP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DBSSTG109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DBSTMA109S VIRTUAL STORAGE CAPACITY EXCEEDED 

D!:STrD1C33 7ISIoAL STORAGE CkikCl'ki EXCEEDED 

DBSVIB109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DBSVIP109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DBSVBF109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DBSVPD109S VIRTUAL STORAGE CAPACITY EXCEEDED 

DBSFRE162T VITAL FREE STORAGE POINTERS DESTROYED (INTERNAL ERROR CODE nn) , RE-IPL CBS 

DflSBOP401S VB SIZE (size) CANNOT EXCEED 'DBSDOS' START ADDRESS (address) 

DBSDOS401S VB SIZE (size) CANNOT EXCEED 'DBSDOS' START ADDRESS (address) 

DBSSET401S VB SIZE (size) CANNOT EXCEED 'DBSDOS' START ADDRESS (address) 

DBSVIB401S VB SIZE (size) CANNOT EXCEED 'sysnaee' START ADDRESS (address) 

DBSSSK364E VB STORAGE NOT LARGE ENOUGH TO CONTAIN SYSTEB LOADING AT startadr to endadr 

DBSSET444E VOLUBE 'label' IS NOT A DOS SYSRES 

DBSARN004fi WARNING BESSAGES ISSUED 
DBSLKD004H RARNING BESSAGES ISSUED 
DBSUPD177I WARNING BESSAGES ISSUED (SEVERITY = nn) . ['REP' OPTION IGNORED,] 

DBSDIO905S HRITE-INHIBIT SWITCH SET ON DRIVE ...NOTIFY OPERATOR 

DBSINI615E Y - DISK ADDRESS = cuu 

DflSZAP750I ZAP PROCESSING COflPLETE 
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DMTAXS640I nn FILE(S) PURGED ON LINK linkid 
DMTiXS107I nn PENDING FILES FOE LINK linkid HISSING 

DMTCMX300I ACCEPTED BY TASK task 

DHTCHX700I ACTIVATING LINK linkid task type vaddr c 

DIITINI410B ALSO IPL CYLINDER 0? [YES|NO] 

DMTSHL530I COMHAND FORWARDED ON LINK linkid 

DMTCMX205E CONFLICTING KEYWORD keyword 

DMTCMX207E CONFLICTING OPTION keyword option 

DnTSnL937E DECOKPESSSIOK ERROR ON linkid — LINK DEACTIVATED 

DHTCMX703E DEV cuu IS NOT A LINE POET — LINK linkid NOT ACTIVATED 
DMTCHX707E DEIVEE type FILE FOEHAT INVALID — LINK linkid NOT ACTIVATED 
DMTCHX705E DRIVER type NOT FOUND ON DISK vaddr — LINK linkid NOT ACTIVATED 

DHTCMX706E FATAL ERROR LOADING FROM vaddr — LINK linkid NOT ACTIVATED 

DHTCHX655I FILE spoolid locid userid CL a PR mm EEC nnnnnn {Ajl} 

DMTAXS52aE FILE spoolid ACTIVE — NO ACTION TAKEN 

DMTCMX661I FILE spoolid ACTIVE ON LINK linkid 

DMTNPT510I FILE spoolid BACKSPACED 

DMTSML510I FILE spoolid BACKSPACED 

DMTAXS520I FILE spoolid CHANGED 

DMTAXSIOII FILE spoolid ENQUEUED ON LINK linkid 

DMTNPT600I FILE spoolid FORWARD SPACED 

DMTSML600I FILE spoolid FORWABD SPACED 

DIiTAXS521I FILE spoolid HELD FOR LINK linkid 

DMTCMX660I FILE spoolid INACTIVE ON LINK linkid 

DMTAXS525E FILE spoolid IS FOR LINK linkid — NO ACTION TAKEN 

DMTAXS106I FILE spoolid MISSING — DEQUEUED FROM LINK linkid 

DMTNPT581E FILE spoolid NOT ACTIVE 

DMTSHL581E FILE spoolid NOT ACTIVE 

DMTCMX664E FILE spoolid NOT FOUND 

DHTAXS526E FILE spoolid NOT FOUND — NO ACTION TAKEN 

DMTCMX662I FILE spoolid ORG locidi useridi mm/dd/yy hh:inm:ss TO loclid2 userid2 

DMTAXS102I FILE spoolid PENDING FOR LINK linkid 

DMTCMX663I FILE spoolid PR mm CL a CO nn {HO|NOH} DI distcode, NA {fn ft|dsname} 

DHTNPT580I FILE spoolid PROCESSING TERMINATED 

DMTSML580I FILE spoolid PROCESSING TERMINATED 

DMTAXS105I FILE spoolid PURGED 

DMTAXS103E FILE spoolid REJECTED — INVALID DESTINATION ADDRESS 

DMTAXS522I FILE spoolid RELEASED FOR LINK linkid 

DHTAXS104I FILE SPOOLED TO userid2 — ORG locidi (namel) mm/dd/yy hh:mm:ss 

DMTCMX001I FREE STORAGE = nn PAGES 

DHTNPT170I FROM linkid: (MSG message text) 
DMTSML170I FROM linkid: (HSG message text) 

DMTHPT070E I/O ERROR cuu SIOCC cc CSW csw SENSE sense CCW ccw 
DMTSML070E I/O ERROR cuu SIOCC cc CSW csw SENSE sense CCW ccw 

DMTNPT934E ID CARD MISSING ON LINK linkid — INPUT FILE PURGED 
DMTSML934E ID CARD MISSING ON LINK linkid — INPUT FILE PURGED 

DWTEEX091T INITIALIZATION FAILURE — RSCS SHUTDOWN 

DMTCMX201E INVALID COMMAND command 

DMTINI480E INVALID CYLINDER NUMBER - REENTER 

DMTINI479E INVALID DEVICE ADDRESS - REENTER 

DMTCHX20«»E INVALID KEYWORD keyword 

DMTCMX202E INVALID LINK linkid 

DMTCMX206E INVALID OPTION keyword option 

DMTINI481E INVALID REPLY - ANSWER "YES" OR "NO" 

DMTSML906E INVALID SML BUFFER PARAMETER — LINK linkid NOT ACTIVATED 

DMTSML901E INVALID SML MODE SPECIFIED — LINK linkid NOT ACTIVATED 

DMTNPT190E INVALID SPOOL BLOCK FORMAT ON FILE spoolid 

DMTSML190E INVALID SPOOL BLOCK FORMAT ON FILE spoolid 
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DMTCMX203E INVALID SPOOL FILE ID spoolid 
DMTCHX208E INVALID DSEB ID userid 

DMTINI402T IPL DEVICE BEAD I/O EEEOE 
DMTINI431S IPL DEVICE HRITE I/O EEEOE 

DMTCMX704E LINE vaddr CC=3 NOT OPERATIONAL — LINK linkid NOT ACTIVATED 

DMTNPT160I LINE vaddr DISABLED FOR LINK linkid 

DMTSML160I LINE vaddr DISABLED FOE LINK linkid 

DMTCHX702E LINE vaddr IS IN OSE BY LINK linkidl — LINK linkid2 NOT ACTIVATED 

DMTNPT141I LINE vaddr EEADI FOR CONNECTION TO LINK linkid 

DHTSMLiail LINE vaddr BEADY FOE CONNECTION TO LINK linkid 

DMTSHL935E LINK linkid IN EJE MODE — PEINT FILE (spoolid) PDRGED 

DMTCHX670I LINK linkid ACTIVE — LINE vaddr {HO|NOH} 

DHTCHX551E LINK linkid ACTIVE — NOT DELETED 

DMTCMX5a2E LINK linkid ACTIVE — NOT REDEFINED 

DMTCMX652I ITNK linkirl aCTIVs task type vaddr c [HOINOS] [DESNOD} {TEA i TSE | NCI} Q-iu ?=a 

DMTCBX751I LINK linkid ALREADY ACTIVE — NEW CLASS (ES) SET AS REQUESTED 

DMTCMX750E LINK linkid ALREADY ACTIVE — NO ACTION TAKEN 

DMTNPT612E LINK linkid ALREADY IN HOLD STATUS 

DMTSHL612E LINK linkid ALREADY IN HOLD STATOS 

DMTNPT571E LINK linkid ALREADY SET TO DEACTIVATE 

DMTSML571E LINK linkid ALREADY SET TO DEACTIVATE 

DHTREX002I LINK linkid DEACTIVATED 

DHTCMX653I LINK linkid DEFAULT task type vaddr c R=m 

DBTNPT801I LINK linkid EEEOE TRACE STARTED 

DMTSML801I LINK linkid EREOR TRACE STARTED 

DHTCMX003I LINK linkid EXECUTING: (coBaand line text) 

DMTNPT611I LINK linkid FILE TRANSMISSION SUSPENDED 

DMTSML611I LINK linkid FILE TRANSMISSION SUSPENDED 

DMTCMX552E LINK linkid HAS A FILE QUEUE — NOT DELETED 

DMTCHX651I LINK linkid INACTIVE 

DMTCHX671I LINK linkid INACTIVE 

DMTCMX303E LINK linkid IS HOT ACTIVE 

DMTCMX302E LINK linkid IS NOT DEFINED 

DMTRj?T142I LINK linkid LINE vaddr CONNECTED 

DMTSML142I LINK linkid LINE vaddr CONNECTED 

DMTNPT143I LINK linkid LINE vaddr DISCONNECTED 

DMTSML143I LINK linkid LINE vaddr DISCONNECTED 

DHTBPT149I LINK linkid LINE ACTIVITY: TOT= mna; EERS= nnn; TMOnTS= ppp 

DMTSML149I LINK linkid LINE ACTIVITY: TOT= bbh; ERRS= nnn; TMOUTS= ppp 

DMTCMX5a3E LINK linkid HOT DEFINED — LINK LIMIT REACHED 

DMTCMX544E LINK linkid NOT DEFINED — TYPE NOT SPECIFIED 

DMTNPT591E LINK linkid NOT IN HOLD STATUS 

DMTSML591E LINK linkid NOT IN HOLD STATUS 

DMTCMX550I LINK linkid HOW DELETED 

DMTNPT570I LIHK linkid NOW SET TO DEACTIVATE 

DMTSML570I LIHK linkid HOW SET TO DEACTIVATE 

DMTCMX654I LINK linkid Q=m P=n 

DMTAXS523I LINK linkid QUEUE REORDERED 

DMTCHX541I LINK linkid REDEFINED 

DMTNPT590I LINK linkid RESUMING FILE TRANSFER 

DMTSML590I LINK linkid RESUMING FILE TBANSFEE 

DMTCMX752I LINK linkid STILL ACTIVE ~ DRAIN STATUS RESET 

DMTNPT610I LIHK linkid TO SUSPEHD FILE TRANSMISSION 

DMTSML610I LIHK linkid TO SUSPEHD FILE TRANSMISSION 

DMTNPT810E LIHK linkid TRACE ALREADY ACTIVE 

DMTSML810E LIHK linkid TRACE ALREADY ACTIVE 

DMTNPT803I LINK linkid TRACE ENDED 

DMTSML803I LINK linkid TRACE ENDED 

DMTNPT811E LIHK linkid TRACE HOT ACTIVE 

DMTSML811E LIHK linkid TRACE NOT ACTIVE 

DHTNPT802I LIHK linkid TRACE STARTED 

DMTSML802I LINK linkid TEACE STAETED 

DMTCMX710E MAX (nn) ACTIVE — LINK linkid NOT ACTIVATED 

DMTCMX540I NEW LINK linkid DEFINED 

DMTHPT511E NO FILE ACTIVE ON LINK linkid 
DMTSML511E NO FILE ACTIVE ON LINK linkid 
DMTCMX672I NO LINK ACTIVE 
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DHTCMX673I NO LINK DEFINED 

DMTHPT936E NO REMOTE PONCH AVAILABLE ON LINK linkid — FILE spoolid FORGED 

DMTCMX701E NO SWITCHED LINE AVAILABLE — LINK linkid NOT ACTIVATED 

DHTNPT902E NON-SIGNON CARD READ ON LINK linkid 

DMTSML902E NON-SIGNON CARD READ ON LINK linkid 

DHTINm09R NOCLEDS CYL ADDRESS = nnn 

DMTINia83E NOCLEDS WILL OVERLAY CHS FILES - RECOHPOTE 

DMTNPT903E PASSWORD SDPPLIED ON LINK linkid IS INVALID 
DBTSHL903E PASSWORD SOPPLIED ON LINK linkid IS INVALID 

DHTNPT145I RECEIVED: FILE FROM locidi (naoel) FOR locdLd2 (userid2) 
DMTSML145I RECEIVED: FILE FROM locidi (namel) FOR locid2 (userid2) 
DMTNPT14«H RECEIVING: FILE FROM locidi (namel) FOR locid2 (userid2) 
DMTSML14UI RECEIVING: FILE FROM locidi (namel) FOR locid2 (userid2) 

DMTCMX304E REJECTED BY TASK task — NOT RECEIVING 
DMTCMX301E REJECTED BY TASK task — PREVIOOS COMMAND ACTIVE 

DMTINI407R REWRITE THE NOCLEOS? (YES | NO) 

DMTCMX200I RSCS 

DMTBEXOOOI RSCS (VER v, LEV 1, mm/dd/yy) READY 

DMTCMX560I RSCS DISCONNECTING 

DMTNPT146I SENDING: FILE spoolid ON LINK linkid, REC nnnnnn 
DMTSML146I SENDING: FILE spoolid ON LINK linkid, REC nnnnnn 
DSTNPTiaTI SENT: FILE spoolid ON LINK linkid 
DMTSML147I SENT: FILE spoolid ON LINK linkid 

DMTNPT905I SIGNON OF LINKID linkid COMPLETE 
DMTSML905I SIGNON OF LINKID linkid COMPLETE 
DMTNPT904E SIGNON PARAMETER="paraaeter" INVALID 
DMTNPT907E SIGNON TYPE PARAMETER MISSING 

DMTINia06R SYSTEM DISK ADDRESS = cuu 
DMTINI482E SYSTEM DISK ERROR — REENTER 

DMTAXS108E SYSTEM ERROR READING SPOOL FILE spoolid 
DMTNPT108E SYSTEM ERROR READING SPOOL FILE spoolid 
DMTSML108E SYSTEM ERROR READING SPOOL FILE spoolid 

DMTCMX709E TASK NAME task ALREADY IN OSE — LINK linkid NOT ACTIVATED 

DMTCMX561E OSERID userid NOT RECEIVING 

DMTCMX708E VIRTOAL STORAGE CAPACITY EXCEEDED — LINK linkid NOT ACTIVATED 
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IPCS Message Summary 

DMMCPA805I XXXXXX ABEND CODE NOT DOCUMENTED 

DMMMOD706I "entry name' NOT FOUND IN THE LOAD MAP 

DMMMOD707I 'module* 'page' PAGE NOT VALID 

DHHEXT800S DATA EXTRACTION FAILURE 
DMMIOB712I DEVICE 'cuu' NOT FOUND 
DMMEDM061E DUMP FILE 'filename' NOT FOUND 

DMMDSC701E ENTER DUMP NUMBER AND MODE 

DMMMAP806E ENTER FN FT FM OF NUCLEUS LOAD MAP OR ENTER NULL 



DMMINI300S ERROR 
DMMPR0300S ERROR 



KflntiAFb lUl 
DMMGET100S 
DMMGEC100S 
DMMINI100S 
DMMMOD100S 
DMMPEO100S 
DMMREG100S 
DMMSEA100S 
DMMSTA100S 
DMMSUM100S 

DMMINI200S 
DMMMAP200S 
DMMPEM200S 
DMMPEO200S 
DWHSTA200S 
DKnSUM200S 
DMMWET200S 



ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 

ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 
ERROR 



nnn 
nnn 

nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 

nnn 
nnn 
nnn 
nnn 
nnn 
nnn 
nnn 



ON FSSTATE 'filename filetype fm' 
ON FSSTATE 'filename filetype fm' 



filetype fm' 
filetype fm' 
filetype fm' 
filetype fm' 
filetype fm' 
filetype fm' 
filetype fm' 
filetype fm' 
filetype fm' 

filetype fm' 
filetype fm' 
filetype fm' 
filetype fm' 
filetype fm' 
filetype fm' 
filetype fm' 



READING 


FILE 


fileid' 


READING 


FILE 


filename 


READING 


FILE 


filename 


READING 


FILE 


filename 


READING 


FILE 


filename 


READING 


FILE 


filename 


READING 


FILE 


filename 


READING 


FILE 


filename 


READING 


FILE 


filename 


BEADING 


FILE 


filename 


WRITING 


FILE 


filename 


WRITING 


FILE 


filename 


WRITING 


FILE 


filename 


WRITING 


FILE 


'filename 


WRITING 


FILE 


filename 


WRITING 


FILE 


'filename 


WRITING 


FILE 


'filename 



DHMMOD705E ERROR IN ITEM TABLE 



DMMSUM501S 
DMML0C717I 



INVALID PARM 'badparm' PASSED TO SUMMARY UPDATE PROGRAM 
INVALID FORM OF LOCATE COMMAND 



DMMMOD718I LOAD MAP NOT IN DUMP 

DMMVMB711I LOOP IN VMBLOK CHAIN 

DMMSCR709I NO VALID SCROLL ADDRESS 

DMMFED703I NON-HEX CHARACTER IN ADDRESS - RETRY 

DMMFED704I NON-HEX CHARACTER IN ADDRESS - RETRY 

DMMFED702I NON-HEX CHARACTER IN INPUT - RETRY 

DMMFED714I NON-HEX CHARACTER IN STRING 

DMMTRC710I NON-NUMERIC COUNT CHARACTER - RETRY 

DMMMAP801I NUC MAP 'fileid' IS NOT VALID FOR THIS DUMP 

DMMMAP808I NUCLEUS MAP INVALID ' f n ft fm' 

DMMSTA601I OPERAND 'operand' NOT RECOGNIZED 

DMMGET708I PAGE 'page' NOT FOUND IN DUMP 

DMMMAP802I PROCEEDING... 

DMMPRMSOtH PROCESSING ERROR IN DATA EXTRACTION 

DMMSUM502S PROBLEM 'PRBnnn' NOT FOUND IN SYMPTOM SUMMARY 

DMMGEC809I REQUESTED ADDRESS NOT IN DUMP 

DMML0C716I STRING 'string' NOT FOUND 

DMMLOC716I STRING 'string' NOT FOUND BEFORE END OF DUMP 

DMMDSC700I TYPE 'HELP' OR ENTER 
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DMBMAP807I UNABLE TO LOCATE 'fileid' 
DMMI0B713I OSEE 'userid' VMBLOK NOT FOUND 
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Appendix E: VM/370 Restrictions 



a virtual machine created by VH/370 is capable of running an IBM 
Systea/360 or System/370 operating system as long as certain VH/370 
restrictions are not violated, virtual machine restrictions and certain 
execution characteristics are stated in this appendix. 



Dynamically Modified Channel Programs 

In general, virtual machines may not execute channel programs that are 
dynamically modified (that is, channel programs that are changed between 
the time the STABT I/O (SIO) is issued and the time the input/output 
ends, either by the channel program itself or by the processor) . 

Exceptions (that is, dynamically modified channel programs given 
special consideration by CP) are: 

• Those generated by the Indexed Sequential Access Hethod (IS&H) 
running under OS/PCP, OS/HFT, and OS/HVT 

• Those generated by ISAM running in an OS/VS virtual=real partition 

• Those generated by the OS/VS Telecommunications Access Hethod (TCAM) 
Level 5, with the VM/370 option 

• Those containing polling sequences 

The self-modifying channel programs that ISAM generates for some of 
its operations receive special handling if the virtual machine using 
ISAM has that option specified in its VM/370 directory entry. There is 
no such restriction for DOS ISAM, or for ISAM if it is running in an 
OS/VS virtual=virtual partition. If ISAM is to run in an OS/VS 
virtual=real partition, you must specify the ISAM option in the VM/370 
directory entry for the OS/VS virtual machine. 

Virtual machines using OS/VS TCAM (Level 5, generated or invoked with 
the VM/370 option) issue a DIAGNOSE instruction when the channel program 
is modified. This instruction causes CP to reflect the change in the 
virtual CCW string to the real CCW string being executed by the channel. 
CP is then able to execute the dynamically modified channel program 
properly. 

When a virtual machine starts a channel program containing a polling 
sequence, the CCW translation sets a PCI bit in the real CCW string. 
Each time the real CCW string is executed, the resulting PCI 
interruption causes CP to examine the corresponding virtual CCW string 
for changes. Any changes to the virtual CCW string are also made to the 
real CCW string while it is executing. 

The restriction against dynamically modified channel programs does 
not apply if the virtual machine has the virtual=real performance option 
and the NOTEANS option has been set on. 



Minidisk Restrictions 

The following restrictions exist for minidisks: 

1. In the case of read home address with the skip bit off, VM/370 
modifies the home address data in user storage at the completion of 
the channel program because the addresses must be converted for 
minidisks; therefore, the data buffer area may not be dynamically 
modified during the input/output operation. 
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- - - (Basic System Extensions) - - - 

In the case of read device characteristics to an FB-512 device with 
the skip bit off, YM/370 modifies the data in user storage at 
completion of the channel program so the data reflects the true 
minidisk size and characteristics. Therefore, the data buffer area 
cannot be dynamically modified during the input/output operation. 

Note: The user should not attempt to use this data during the I/O 
operation. 



3. On a minidisk, if a CCW string uses multitrack search on 
input/output operations, subsequent operations to that disk must 
have preceding seeks or continue to use multitrack operations. 
There is no restriction for dedicated disks. 

4. OS/PCP, MFT, and MVT ISAM or OS/VS ISAM running virtual=real may be 
used with a minidisk only if the minidisk is located at the 
beginning of the physical disk (that is, at cylinder 0) . There is 
no such restriction for DOS ISAM or OS/VS ISAM running 
virtual=virtual. 

Note : Because the VS1 system does no paging, any ISAH programs run 
under VS1 are treated by VM/370 as though they are running in an 
ADDRSPC=PEAL partition. 

5. VM/370 does not return an end-of-cylinder condition to a virtual 
machine that has a virtual 2311 mapped to the top half (that is, 
tracks through 9) of 2314 or 2319 cylinders. 

6. If the user's channel program for a count-key-data minidisk does 
not perform a seek operation, then to prevent accidental accessing, 
VM/370 inserts a positioning seek operation into the user's channel 
program. Thus, certain channel programs may generate a condition 
code (CC) of on a SIO instead of an expected CC of 1 , which is 
reflected to the virtual machine. The final status is reflected to 
the virtual machine as an interrupt. 

7. A DASD channel program directed to a 3330, 3340, or 3350 device may 
give results on dedicated drives which differ from results on 
minidisks having non-zero relocation factors if the channel program 
includes multiple-track operations and depends on a search ID high 
or a search ID equal or high to terminate the program. This is 
because the record count fields on the 3330, 3340, and 3350 must 
contain the real cylinder number of the track on which they reside. 
Therefore, a search ID high, for example, based on a low virtual 
cylinder number may terminate prematurely if a real record is 
encountered. 

Notes ; 

1. Minidisks with non-zero relocation factors on 3330, 3340, and 
3350 devices are not usable under OS and OS/VS systems. This 
is because the locate catalog management function employs a 
search ID equal or high CCH to find the end of the VTOC. 

2. This restriction also applies to minidisks with a VTOC of more 
than one track. 

8. The IBCDASDI program cannot assign alternate tracks for a 3330, 
3340, or 3350 or FB-512 minidisk. 

9. If the DASD channel programs directed to 3330/3340/3350 devices 
include a write record R(0), results differ depending on whether 
the 3330/3340/3350 is dedicated (this includes a minidisk defined 
as the entire device) or nondedicated. For a dedicated 
3330/3340/3350, a write R(0) is allowed, but the user must be aware 
that the track descriptor record may not be valid from one 
3330/3340/3350 to another. For a nondedicated 3330/3340/3350, a 
write record E(0) is replaced by a read record E (0) and the skip 
flag is set on. This could result in a command reject condition 
due to an invalid command sequence. 
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10. When performing DASD I/O, if the record field of a search ID 
argument is zero when a virtual Start I/O is issued, but the search 
ID argument is dynamically read by the channel program before the 
search ID CCW is executed, then the real search ID uses the 
relocated search argument instead of the argument that was read 
dynamically. To avoid this problem, the record field of a search 
ID argument should not be set to binary zero if the search argument 
is to be dynamically read or if a search ID on record is not 
intended. 

- - - (Basic System Extensions) - - - 

11. On FB-512 devices, the use of the CE area is different for 
dedicated devices and minidisks. Any user with a dedicated device 
can use the CE area. However, only class F users can use the CE 
area for minidisks. 

12. FB-512 diagnostic commands are also handled differently for 
dedicated devices and minidisks. Any user with a dedicated device 
can issue diagnostic CCWs. For minidisks, however, only users with 
a minidisk equal to the size of the entire pack can issue a 
diagnostic control command. Because diagnostic sense commands must 
be chained from a diagnostic control command, this restriction 
indirectly applies to those commands also. 



Timing Dependencies 

Timing dependencies in input/output devices or programming do not 
function consistently under VM/370: 

1. The following telecommunication access methods (or the designated 
option) violate the restriction on timing dependency by using 
program-controlled interrupt techniques and/or the restriction on 
dynamically modified channel programs: 

• OS Basic Telecommunications Access Hethod (BTAM) with the 
dynamic buffering option. 

• OS Queued Telecommunications Access Hethod (QTAH) . 

• DOS Queued Telecommunications Access Hethod (QTAH) . 

• OS Telecommunications Access Hethod (TCAH) . 

• OS/VS Telecommunications Access Hethod (TCAH) Level U or 
earlier, and Level 5 if TCAM is not generated or invoked with 
the VH/370 option. 

These access methods may run in a virtual=real machine with CCH 
translation suppressed by the SET NOTEAHS ON command. Even if SET 
NOTHANS OH is issued, CCW translation will take place if one of the 
following conditions is in effect: 

• The channel program is directed at a nondedicated device (such 
as a spooled unit record device, a virtual CTCA, a minidisk, or 
a console) . 

• The channel program starts with a SENSE operation code. 

• The channel program is for a dialed terminal invoked by the DIAL 
command. 

• STAET I/O tracing is in effect. 

• The CAW is in page zero or beyond the end of the virtual=real 
area. 
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(OS BTAM can be generated without dynamic buffering, in which case 
no virtual machine execution violations occur. However, the BTAM 
reset poll macro will not execute under VM/370 if issued from third 
level storage. For example, a reset poll macro has a NOP effect if 
executed from a virtual=virtual storage under VS1 which is running 
under VM/370.) 

2. Programming that makes use of the PCI channel interrupt for channel 
program modification or processor signalling must be written so 
that processing can continue normally if the PCI is not recognized 
until I/O completion or if the modifications performed are not 
executed by the channel. 

3. Devices that expect a response to an interrupt within a fixed 
period of time may not function correctly because of execution 
delays caused by normal VM/370 system processing. An example of 
such a device is the IBM 1419 Magnetic Character Reader. 

4. The operation of a virtual block multiplexer channel is timing 
dependent. For +>>i^ reason, the chasriSl appedit. available to tne 
virtual machine operating system, and channel available interrupts 
are not observed. However, operations on virtual block-multiplexing 
devices should use the available features like Rotational Position 
Sensing to enhance utilization of the real channels. 

- - - (Basic System Extensions) - - - 

5. Devices that experience extreme performance penalties if not 
reinstructed within a fixed interval may experience this penalty 
during every I/O operation. An example is the 8809 tape drive. 
Setting the mode to "streaming" may actually result in a slower 
data rate than running in nonstreaming mode. Execution delays, 
caused by normal VM/370 processing, prevent a timely reinstruct and 
the 8809 tape drive may sustain a 1.2 second delay on every I/O 
operation. The result is that the effective data rate may be less 
than running at 20 IPS. The user must decide (based mainly on the 
size of the I/O buffers) between running at 100 IPS with continous 
delays and running at 20 IPS; then set the mode accordingly. 



Processor Model-Dependent Functions 

On the System/370 Model 158 only, the virtual machine assist feature 
cannot operate concurrently with the 7070/7074 compatibility feature 
(#7117) . 

Programs written for processor model-dependent functions may not 
execute properly in the virtual machine under VM/370. The following 
points should be noted: 

1 . Programs written to examine the machine logout area do not have 
meaningful data since VM/370 does not reflect the machine logout 
data to a virtual machine. 

2. Programs written to obtain processor identification (via the Store 
CPDID instruction, STIDP) receive the real machine value. When the 
STIDP instruction is issued by a virtual machine, the version code 
contains the value 255 in hexadecimal ("FF") to represent a virtual 
machine. 

3. No simulation of other processor models is attempted by VH/370. 

4. Since an operating system's channel error recovery procedures may 
be processor model- and channel model-dependent, operating systems 
that will run in a virtual machine may have to be generated for the 
same model of processor that VM/370 will be running on. 
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Channel Model-Dependent Functions 

Channel checks (channel data check, channel control check and interface 
control check) no longer cause the virtual machine to be reset. They 
are reflected to the virtual machine as other I/O errors are. This 
provides the operating system or other programs in the virtual machine 
with the opportunity to attempt recovery or close out its operation in 
an orderly manner. To take full advantage of this the virtual machine 
should comply with the following requirement: 

Each virtual channel should map to real channels of a single type. 
In other words, the virtual devices on a virtual channel should all 
map to real devices on real channels of a single type and model. 
These real channels should all be the same as each other, but not 
necessarily the same as the virtual channel. 

If the I/O configuration of a virtual machine does not meet the above 
requirement, no warning message is issued and the virtual machine will 
run successfully until a channel check occurs. In this case, when a 
channel check occurs, there is a possibility that the channel extended 
logout data may be inconsistent with the data provided by the store 
channel id (STIDC) instruction. 

Note : Virtual machines running CMS do not need to comply with these 
requirements. Here, only unit record spooling and diagnose I/O are 
performed. For unit record spooling there are no channel checks and for 
diagnose I/O, CP attempts to perform the error recovery itself. 

When the store channel id instruction (STIDC) is executed in a 
virtual machine, it returns information from an arbitrary channel, one 
of several the specified virtual channel may map to. The type, model, 
and logout length data returned by the STIDC are the same as the real 
channel except that when a real channel is a block multiplexer and the 
virtual channel is a selector, the type field returned by STIDC 
indicates a selector channel. 

Since the STIDC returns identifying data from the real channel, 
channel model-dependent error recovery procedures can use STIDC to 
identify the channel. 

Channel extended logouts are reflected to the virtual machine in a 
manner that is processor model- and channel model-dependent and 
consistent with the data returned by STIDC (provided that the 
virtual-to-real channel mapping complies with the requirement stated 
previously) . 

A deviation in the handling of channel extended logouts occurs if the 
virtual machine uses the bit in control register 14 to mask out channel 
extended logouts. In a virtual machine, any channel extended logouts 
that are masked out by control register It are lost rather than kept 
pending, and the logout pending bit (bit 5) in the CSW is never set. 
However, channel extended logouts will not be lost when they are kept 
pending along with their associated I/O interrupts by the channel masks 
in control register 2 and the PSW. Regardless of whether or not the 
setting of the virtual machine's control register 14 causes it to lose 
the channel extended logout, CP will still successfully record the 
logout in its own error recording cylinders. 

Virtual Machine Characteristics 

other characteristics that exist for a virtual machine under VM/370 are 
as follows: 

1. If the virtual=real option is selected for a virtual machine, 
input/output operations specifying data transfer into or out of the 
virtual machine's page zero, or into or out of storage locations 
whose addresses are greater than the storage allocated by the 
virtual=real option, must not occur. The storage-protect-key 
mechanism of the IBM System/370 processor and channels operates in 
these situations but is unable to provide predictable protection to 
other virtual machines. In addition, violation of this restriction 
may compromise the integrity of the system. The results are 
unpredictable. 
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2. A two-channel switch can be used between the IBM SysteiB/370 running 
a virtual machine under VM/370 and another processor. 

3. The DIAGNOSE instruction cannot be issued by the virtual machine 
for its normal function. VM/370 uses this instruction to allow the 
virtual machine to communicate system services requests. The 
Diagnose interface requires the operand storage addresses passed to 
it to be real to the virtual machine issuing the DIAGNOSE 
instruction. For more information about the DIAGNOSE instruction in 
a virtual machine^ see the VM./370 System Programmer's Guide . 

U. A control unit normally never appears busy to a virtual machine. 
An exception exists when a forward space file or backward space 
file command is executed for a tape drive. Subsequent I/O 
operations to the same virtual control unit result in a control 
unit busy condition until the forward space file or backward space 
file command completes. If the real tape control unit is shared by 
more than one virtual machine, a control unit busy condition is 
reflected only to the virtual machine executing the forward space 
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attempts an I/O operation to a device for which its real control 
unit is busy, the virtual machine is placed in I/O wait 
(nondispatchable) until the real control unit is available. If the 
virtual machine executed a SIOF instruction (rather than SIO) and 
was enabled for block-multiplexing, it is not placed in I/O wait 
for the above condition. 

5. The CP IPL command cannot simulate self-modifying IPL sequences off 
dedicated unit record devices or certain self-modifying IPL 
sequences off tape devices, 

6. The VM/370 spooling facilities do not support punch-feed-read, 
stacker selection, or column binary operations. Detection of 
carriage control channels is supported for a virtual 3211 only. 

7. VM/370 does not support count control on the virtual 1052 
operator's console. 

8. Programs that use the integrated emulators function only if the 
real computing system has the appropriate compatibility feature. 
VM/370 does not attempt simulation. The DOS emulator running under 
OS or OS/VS is not supported under VM/370. 

9. The READ DIRECT and WRITE DIRECT instructions are not supported for 
a virtual machine. 

10. The System/370 SET CLOCK instruction cannot be simulated and, 
hence, is ignored if issued by a virtual machine. The System/370 
STORE CLOCK instruction is a nonprivileged instruction and cannot 
be trapped by VM/370; it provides the true TOD clock value from the 
real processor. 

11. The 1050/1052 Model 2 Data Communication System is supported only 
as a keyboard operator's console. Card reading, paper tape I/O, 
and other modes of operation are not recognized as unique, and 
hence may not work properly. This restriction applies only when 
the 1050 system is used as a virtual machine operator's console. 
It does not apply when the 1050 system is attached to a virtual 
machine via a virtual 2701, 2702, or 2703 line. 

12. The pseudo-timer (usually device address OFF, device type TIMER) 
does not return an interrupt from a Start I/O; therefore, do not 
use EXCP to read this device. 

13. A virtual machine device IPL with the NOCLEAR option overlays one 
page of virtual machine storage. The IPL simulator uses one page 
of the virtual machine to initiate the IPL function. The starting 
address of the overlaid page is either the result of the following 
formula: 

virtual machine size 



= starting address of the overlayed page 

2 

or the hexadecimal value 20000, whichever is smaller. 
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14. To maintain system integrity, data transfer sequences to and from a 
virtual system console are limited to a maximum of 2032 bytes. 
Channel programs containing data transfer sequences that violate 
this restriction are terminated with an interrupt whose CSW status 
indicates incorrect length and a channel program check. 

Notes ; 

1. A data transfer sequence is defined as one or more read or 
write CCWs connected via chain data. The introduction of 
command chaining defines the start of a new data transfer 
sequence. Data chain seek CCWs with counts of less than four 
are inconsistent with data security of VB/370 and therefore 
will give an inconsitent error. 

2^ Data chained seek CCWs with counts of less than four are 
inconsistent with the data security of VM/370 and therefore 
will give an inconsistent error when attempting to use. 

15. When an I/O error occurs on a device, the System/370 hardware 
maintains a contingent connection for that device until a SENSE 
channel command is executed and sense data is recorded. That is, no 
other I/O activity can occur on the device during this time. Dnder 
VM/370, the contingent connection is maintained until the SENSE 
command is executed, but I/O activity from other virtual machines 
can begin on the device while the sense data is being reflected to 
the virtual machine. Therefore, the user should be aware that on a 
shared disk, the access mechanism may have moved during this time. 

16. The mode setting for 7-track tape devices is maintained by the 
control unit. Therefore, when a virtual machine issues the SET 
MODE channel command to a 7-track tape device, it changes the mode 
setting of all 7-track tape devices attached to that control unit. 

This has no effect on virtual machines (such as OS or DOS) that 
issue SET MODE each time a CCW string is to be executed. However, 
it can cause a problem if a virtual machine fails to issue a SET 
MODE with each CCW string executed. Another virtual machine may 
change the mode setting for another device on the same control 
unit, thereby changing the mode setting of all 7-track tape devices 
attached to that control unit. 

17. 0S/VS2 is supported in uniprocessor mode only. 

18^ A shared system or one that uses discontiguous saved segments 
cannot be loaded (via IPL) into a virtual machine running in the 
virtual=real area. 

19. The DOMMY feature for VSAM data sets is not supported and should 
not be used at program execution time. Specifying this option on 
the DLBL command will cause an execution-time OPEN error 

20. The 3066 is supported as a 3215. It is not supported as a graphics 
editor; therefore, it is recommended that the NODISP option of the 
EDIT command be used when editing in a 3066. 

21. The Program Controlled Interruption (PCI) FETCH option for load 
module retrieval is not supported for OS/MFT or VS1. 



MSS Restrictions 

1. There are two OS/VS system data sets associated with Mass Storage 
System: The mass storage volume inventory and the mass storage 
volume control journal. There is one copy of each data set per 
Mass Storage System, not necessarily one per operating system. If 
■ore than one OS/VS system (running on either native mode or in a 
virtual machine) is connected to a common Mass Storage System, then 
the OS/VS systems must share a common inventory and journal. 

2. When a real 3330V device is dedicated to a virtual machine as a 
virtual 3330V, the programming support in the virtual machine must 
recognize and access the virtual device as a 3330V. 
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3. The following must be compatible; the definition of 3330V addresses 
in the MCS tables; the DKKEIO nodule; and the lOGEN for any OS/VS 
system running in a virtual machine with a dedicated MSC port. The 
reason for this, and the way to ensure it, is explained in the 
VM/37 System Pro grammer's Guide . 

H. Each active volume in the MSS must have a unique volume number. If 
you wish to have two or more user volumes having the same volume 
serial (such as different versions of an 0S/VS2 system residence 
volume both having a volume serial of VS2037) , then create two KSS 
volumes having different volume serials and allocate the user 
volumes as minidisks. 

5. Mass Storage system volumes may not be used for VH/370 residence, 
paging, spooling, or temporary disk space. 

6. You must not change the volume of a real 3330V volume (the volume 
serial as known by the MSC) except by using the OS/VS access method 
services utilities. If, for example, cylinder of a 3330V is 

d'SdicatcS to a virtua.1 lacLiriS ancl LliaL vii-Lual in<n^uiue alters the 
volume serial using DDR, then the volume cannot be mounted. 



CMS Restrictions 

The following restrictions apply to CMS, the conversational subsystem of 
VM/370: 

1. CHS executes only on a virtual IBM System/370 provided by VM/370. 

2. The maximum sizes (in cylinders or blocks) of CHS minidisks are as 
follows: 

CHS 800-Byte CHS IK, 2K, 

Device Type Model (s) CHS/VS&H Forma t or UK Format 

231U/2319 - 200 cyl 203 cyl 203 cyl 

3310 - 126,016 blk not supported 126,016 blk 

3330 1 or 2 a04 cyl 246 cyl 404 cyl 

3330 11 808 cyl 246 cyl 808 cyl 

3333 1 404 cyl 246 cyl 404 cyl 

3333 11 808 cyl 246 cyl 808 cyl 

3348 35 349 cyl 349 cyl 349 cyl 

3348 70 698 cyl 682 cyl 698 cyl 

3350 native mode 555 cyl 115 cyl 555 cyl 

3370 — 558,000 blk not supported 558,000 blk 

- - - (Basic System Extensions) - - - 

3. The maximun size in blocks of CHS minidisks are as follows: 

CHS 800-Byte CHS IK, 2K, 

Device Type Model fs) CMS/VSAH Format or 4K Format 

3310 - 126,016 blk not supported 126,016 blk 

3370 ~ 558,000 blk not supported 558,000 blk 



4. CMS employs the spooling facilities of VH/370 to perform unit 
record I/O. However, a program running under CHS can issue its own 
SIOs to attached dedicated unit record devices. 

5. Only those OS and DOS facilities that are simulated by CHS can be 
used to execute OS and DOS programs produced by language processors 
under CHS. 

6. Hany types of object programs produced by CHS (and OS) languages 
can be executed under CHS using CHS's simulation of OS supervisory 
functions. Although supported in OS and DOS virtual machines under 
VM/370, the writing and updating of non-VSAH OS data sets and DOS 
files are not supported under CMS. 

7. CMS can read sequential and partitioned OS data sets and sequential 
DOS files, by simulating certain OS macros. 
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The following restrictions apply when CHS reads OS data sets that 
reside on OS disks: 

• Eead-password- protected data sets are not read unless they are 
VSAH data sets. 

• BD&M and IS&H data sets are not read. 

• HnltiTolume data sets are read as single-volume data sets. 
End-of-volume is treated as end-of-file and there is no 
end-of- volume switching. 

• Keys in data sets with keys are ignored and only the data is 
read, except for TS&H. 

e User labels in user-labeled data sets are bypassed. 

The following restrictions apply when CHS reads DOS files that 
reside on DOS disks: 

• Only DOS seguential files can be read. CHS options and operands 
that do not apply to OS seguential data sets (such as the HEHBEB 
and COHCAT options of FILEDEF and the PDS option of HOVEFILE) 
also do not apply to DOS sequential files, 

• The following types of DOS files cannot be read: 
— DOS DAM and ISAM files. 

— Files with the input security indicator on. 

— DOS files that contain more than 16 extents. (N ote : User 
labels occupy the first extent; therefore, the file can hold 
only 15 additional data extents.) 

• Hultivolume files are read as single-volume files. 
End-of-volume is treated as end-of-file. There is no 
end-of- volume switching. 

• Oser labels in user-labeled files are bypassed. 

• Since DOS files do not contain BLKSIZE, RECFH, or LEECL 
parameters, these parameters must be specified via FILEDEF or 
DCB parameters; otherwise, defaults of BLKSIZE=32760 and EECFH=D 
are assigned. LSECL is not used for BBCF!!=n files. 

- - - (Basic System Extensions) - - - 

• CMS does not support the use of OS/VS DDHHY VSAH data sets at 
program execution time, since the CHS/DOS implementation of the 
DDMMT statement corresponds to the DOS/VSE implementation. 
Specifying the DOHMY option with the DLBL command will cause an 
execution-time error. 



8. Assembler program usage of VSAM and the ISAH Interface Program 
(IIP) is not supported. 

- - - (Basic System Extensions) - - - 

9. CMS/DOS support is based on DOS/VSE and the VSE/VSAH program 
product. With DOS/?SE, prior releases of VSAH are not supported 
under CMS/DOS. 

10. System logical units (STSIN, SYSEDE, SYSIPT, SYSLST, and SYSPCH) , 
are not supported for DOS/VSE formatted FB-512 devices because the 
SYSFIL function (SVC 103) of DOS/VSE is not supported under 
CMS/DOS. 
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Miscellaneous Restrictions 

1. If you intend to run VM/370 Release 1 and pre-PLC 9 Release 2 
systems alternately, apply Release 1 PLC 14 or higher (APiE VI 179) 
to your Release 1 system, to provide compatibility and to prevent 
loss of spool files in case of a warm start. Changes to the spool 
file format in PLC 9 of Release 2 require a cold start when 
switching between pre-Release 2 PLC 9 and post-Release 2 PLC 9 
systems. 

2. The number of pages used for input/output must not exceed the total 
number of user pages available in real storage. Violation of this 
restriction causes the real computing system to be put into an 
enabled wait state. 

3. If you intend to define more than 64 virtual devices for a single 
Tirt'ial sachir.2, be avars that aiLj siiiyie ieijuesi Lot free storage 
in excess of 512 doublewords (a full page) can cause an error 
message to be issued if storage cannot be obtained. Tables for 
virtual devices for a virtual machine must reside in contiguous 
storage. Therefore, two contiguous pages of free storage must be 
available in order to log on a virtual machine with more than 64 
virtual devices, (three contiguous pages for a virtual machine with 
more than 128 virtual devices, etc.). Contiguous pages of free 
storage are sure to be available only immediately after IPL, before 
other virtual machines have logged on. Therefore, a virtual 
machine with more than 64 devices should be the first to log on 
after IPL. The larger the real machine size, the lesser the 
possibility of this occurring. 

4. For remote 3270s, VH/370 supports a maximum of 16 binary 
synchronous lines, minus the number of 3704/3705 Communications 
Controllers in NCP mode minus one (if there are any 3704/3705 
Communications Controllers in emulation mode) . 

5. If an I/O device (such as a disk or tape drive) drops ready status 
while it is processing virtual I/O activity, any virtual machine 
users performing I/O on that device are unable to continue 
processing or to log off. Also, the LOGOFF and FORCE commands are 
not effective because they do not complete until all outstanding 
I/O is finished. The system operator should determine which I/O 
device is involved and make that device ready once more. 

6. Any modifications to local OPTIONS COPYFILE, unless otherwise 
specified in existing documentation, is not supported. 

7. If an installation is using an IBH 3031, 3032, or 3033 processor, 
it must dedicate the service record file (SEF) device to VB/370. 
Thus, the channel on which the SRF is located cannot be dedicated 
to any virtual machine. 

8. When using the SPOOL, DEDICATE, and SPECIAL directory control 
statements to define virtual devices, specify virtual addresses 
that do not conflict or content with the virtual control unit 
interface. This conflict or contention occurs because devices can 
require special I/O interface protocol from control units such as 
shared and nonshared subchannel operations. Putting devices that 
require different real control units on the same virtual control 
unit can result in a hung or busy condition. To avoid this 
problem, users must define (and separate) devices within their own 
control unit range. For example, if the directory entry specifies: 

SPOOL 102 3211 
SPECIAL 103 3270 

The control unit on channel 1 controls both a nonshared device 
(the 3211 printer) and a shared device (the 3270 display unit). 
Processing of channel programs involving these two devices can 
result in a hung or busy condition. 
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dump 12 

reason for 13-32 
recovery 12 
SET DDMP command 12 
system programmer action 12 
TAPE DDMP command 12 
unrecoverable error 12 
VMFDOMP command 12 
command- to- message cross-reference 

205-219 
error message numbers 3-4 
error messages 38-98 
messages 

alphamerically by message identifier 

239-251 
command-to-message cross-reference 

205-219 
message text-to-message identifier 

cross-reference 285-299 
message- to- module cross- referee nee 
273-277 
problem determination 3-4 
return codes 6 
wait state codes 7-9 
description of 7-9 
CP commands (see CP (Control Program) ) 
cross- reference 

command-to-message 
CMS 218-232 
CP 205-219 
IPCS 237-238 
RSCS 233-236 
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message text-to- message identifier 

CMS 300-316 

CP 285-299 

IPCS 320-321 

RSCS 317-319 
message- to- module 

CHS 278-282 

CP 273-277 

IPCS 284 

RSCS 283 



functions 

channel, model-dependent 327 
processor, model-dependent 326 



general user, action on CP errors 3-H 



DDE command, return codes 6 

DEBOG command, error messages 173-174 

debugging 

for CHS abnormal termination (abend) 
34-37 

for CP abnormal termination (abend) 
12,13-32 
dependencies, timing 325-326 
diagnostic messages, IBCDASDI 193-198 
DIRECT command, return codes 6 
displaying message identifier 1 
displaying messages 

at the terminal 2 

default settings 2 



IBCDASDI disk initialization program, 

messages 193-198 
identifier, message 1 
IPCS (see IPCS (Interactive Problem Control 

System) ) 
IPCS (Interactive Problem Control System) 
messages 199-203 

alphamerically by message identifier 

270-271 
command-to- message cross-reference 

237-238 
message text-to-message identifier 

cross-reference 320-321 
message- to- module cross-reference 
284 
return codes 6 



EDIT subcommand, messages 168-171 
editor messages 168-171 
error messages 

CHS 99-167 

CP 38-98 

DEBOG command 173-174 

EXEC interpeter 172 

IBCDASDI 193-198 

IPCS 199-203 

RSCS 175-191 
errors 

action 

by general user 3-4 
by system operator 3-4 
EXEC messages 172 



format of messages 
identifier 1 
text 1 



L 

loader 

wait conditions 9-10 
wait state codes 9-10 



Mass Storage System (MSS) , restrictions 

329-330 
message 

format 1 

identifier 1 
message number, description of 1 
message summary alphamerically by message 
identifier 

CMS 252-266 

CP 239-251 

IPCS 270-271 

RSCS 267-269 
message syntax conventations 2 
message text-to-message identifier 
cross-reference 
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CBS 300-316 
CP 285-299 
IPCS 278-282 
RSCS 317-319 
messages 

DEBOG coamand 173-174 
default setting for displaying 
diagnostic, IBCDASDI 193-198 
displaying at the terminal 2 
EDIT subcommand 168-171 
error 

CMS 99-167 

CP 38-98 

IBCDASDI 193-198 

IPCS 199-203 

BSCS 175-191 
EXEC interpeter 172 
format 1 
identifier 

component code 1 

message number 1 

module code 1 

type code 1 
special 2 
syntax conventations 2 

abbreviations 2 
text 1 
message- to- module cross-reference 
CHS 278^282 
CP 273-277 
IPCS 284 
RSCS 283 
MNOTES 1 

model-dependent functions 
channel 327 
processor 326 
module code, description of 1 
MSS restrictions 329-330 



Eemate Spooling Communications Subsystem 
(s«e RSCS (Remote Spooling CommunicatioTis 
Subsystem) ) 
responses, unnumbered 1 
restrictions 
CMS 330-331 
minidisk 323-325 
miscellaneous 332 
model-dependent 
channel 327 
processor 326 
MSS 329-330 

timing dependencies 325-326 
virtual machines 327-329 
VM/370 323 
return codes 
CMS 

DDR command 6 
CP 

DIRECT command 6 
example of 6 
IPCS 6 
RSCS (Remote Spooling Communications 
Subsystem) 

error messages 175-191 
messages 

alphamerically by message identifier 

267-269 
command-to- message cross-reference 

233-236 
message text-to-message identifier 

cross-reference 317-319 
message- to- module cross-reference 
283 
wait state codes 11 
RSCS commands (s ee RSCS (Remote Spooling 
Communications Subsystem)) 



problem determination 
CP procedures 3-4 
general user action 3-4 
system operator action 3-4 



RC (see return codes) 
recovery, from abnormal termination 
(abend) , CMS 33 



severity codes 

meanings 1 

types 1 
special message facility 2 
subcommands 

DEBOG messages 173-174 

EDIT messages 168-171 
syntax conventions, messages 2 
system operator, action on CP errors 3-4 
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terminals, displaying messages at 2 
termination 
abnormal 

CMS abend codes 34-37 

CP abend codes 13-32 
type code, description of 1 



Virtual Machine Faclllty/370 (VM/370) 
messages 

default setting 2 

displaying 2 

format 1 
VM/370 (see Virtual Faclllty/370 (VM/37 0)) 
VM/370 restrictions 323 





user, general, action on CP errors 3-4 



wait state codes 
CP 7-9 
loader 9-10 
RSCS 11 



virtual machine 

characteristics of 327-329 
restrictions of 327-329 
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